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SPECIALTY LIGHTING Hazardous location, low-voltage specialty and
machine-tool lights that are durable, easy-to-handle and capable of continuous
operation in demanding environments.

HANDLAMPS The industry’s most extensive line of portable handlamps
for use in wet, industrial and commercial environments.

WIDE-AREA LIGHTING An extensive range of portable lighting
solutions suitable for rugged and harsh applications in hazardous, wet and
industrial environments.

STRINGLIGHTS The largest variety of stringlights constructed for rugged,
reliable service for industrial and commercial settings.
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Woodhead Specialty Lights include low voltage, hazardous location, spotlights and machine-
tool lights. Hazardous location lights are available in both incandescent and fluorescent and
comply with OSHA requirements for classified locations. Low-voltage lights are equipped with
low-voltage transformers, providing maximum protection in wet or conductive environments.
Low-voltage lights are available in a variety of styles including hazardous location, wet location,
spotlights and more.

NEGTEX® rubber Provides the most abrasion- and chemical-resistant
molded construction specialty lighting available

Promotes maximum safety in wet and

Low-voltage products . .
conductive environments

Flexible-mounting Provides solutions for a range of space and
options lighting requirements

Variety of wattage and Customers will find a light from Woodhead that
light-source options will fit their needs

e Petrochemical plant shut downs
¢ Hull and bilge cleaning

e Machine-tool lighting

¢ Painting and chipping

* Sandblasting

* Tank and vessel inspections

* Washdown-work areas
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Hundlumps Features and Benefits Flectrical

® * Integral LED light source Fixture Voltage: 120V AC
Haztex * High-output LED Physical
Huzurdous I_ocu'l'ion Reference Information Switch: No
. UL File No.: E30252 Lumens: 750
ngh'ou"’u' LED Hazardous Locations: .
: Environmental
20W Closs |, Division |, Groups C and D i
' { NEMA Rating: NEMA 4X

Class 11, Division |, Groups F and G
Class 1, Zone I, Group II1B
Temperature Rating: T4

GIJS

Portable Lighting

Cord Type NEMA Configuration Cord Length Woodhead No. Order No.
NEMA 5-15 61450 130104-0082
16/3S00W NEMA 5-15 7.62m (25.0') 61450A163 130104-0086
16/3 S00W NEMA 5-15 15.24m (50.0') 614508163 130104-0087
16/3500W NEMA 5-15 30.48m (100.0') 614500163 130104-0088
14/3S00W NEMA 5-15 7.62m (25.0') 61450A143 130104-0083
14/3500W NEMA 5-15 15.24m (50.0) 614508143 130104-0084
14/3 S00W NEMA 5-15 30.48m (100.0') 614500143 130104-0085

Replacement Parts

Description Woodhead No. Order No.

Guard Assembly 61451 130104-0095

Socket and Handle Assembly 61452 130104-0096

Glass Globe 61455 130104-0097

Hook Assembly 61436 130104-0057

Replacement Light Source 61457 130104-0098
www.molex.com/woodhead molex A-5
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Portable Lighting

Features and Benefits Electrical
Hundlugps © Integral LED light source Fixture Voltage: 12V
Haztex o High-output LED Physical
H d I. o * Low-voltage options provide additional protection in wet Switch: No

azardous Location or conductive locations. Driver must remain outside the ’

Low Voltuge conductive area ﬁzm?’:‘,e'!tﬁé,\ﬁj\ "
Higl‘l-OUI‘pUI‘ LED Reference Information aling:
21W UL File No.: E30252

Hazardous Locations:

Class 1, Division |, Groups Cand D

Class 11, Division |, Groups F and G

Class 1, Zone I, Group 1B
Temperature Rating: T4

cus

Cord Type NEMA Configuration Cord Length Woodhead No. Order No.
14/3 500w NEMA 5-15 7.62m (25.0') 1655-12A 130105-0082
14/3500W NEMA 5-15 15.24m (50.0°) 1655-128 130105-0083
Replacement Parts
Descripti Woodhead No. Order No.
Low Voltage Replacement Light Source 1679-12 130112-0272
Low Voltage Cover Assembly 1676-EX 130112-0133
Low Voltage Carrying Handle 1677 1301120134
A-6 molex www.molex.com/woodhead
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Features and Benefits Physical
Hundlumps e Lights are designed fo stringent specifications of NEC ~ Bulb Size: PL-C 26/41/4P

Huzl‘ex® Article 500 and are agency listed for safety in clussified ~ Switch: No
o locations Construction: Aluminum with rubber bumpers
Huzurdous I.OC(I“O“ e Low-voltage options provide additional protectionin ~ Lumens: 1800
Fluorescent wet or conductive locations. Transformer must remain
26W outside the conductive area

Reference Information
UL File No.: E30252 (except 230V rated producis)
(SA File No.: LR39801
Hazardous Locations:
(Class 1, Division I, Groups Cand D
Class 11, Division |, Groups F and G
Class I, Zone 1, Group IIB
UL Temperature Rafing: T3B

e

Portable Lighting

=
Fixt::lem\‘;;{mge Fixst:::n\;lzlrllge Cord Type NEMA Configuration Cord Length Transformer Type Woodhead No. Order No.
120V AC60 Hz Without cord 1090-HZ 130104-0021
12VAC 16/3500W Non-NEMA 7.62m (25.0') Workstation 1090-HZ12A163 130104-0022
12VAC 16/3 S00W Non-NEMA 15.24m (50.0') Workstation 1090-HZ128163 130104-0023
12VAC 14/3500W Non-NEMA 30.48m (100.0') Workstation 1090-HZ12D143 130104-0024
120V AC60 Hz 14/3S00W NEMA 5-15 7.62m (25.0') 1090-HZA143 130104-0030
120VAC60 Hz 14/3500W NEMA 5-15 15.24m (50.0') 1090-HZB143 130104-0032
120V AC60 Hz 14/3S00W NEMA 5-15 30.48m (100.0') 1090-HZD143 130104-0034
120VAC60 Hz 16/3S00W NEMA 5-15 7.62m (25.0') 1090-HZAT63 130104-0031
120V AC60 Hz 16/3 SOOW NEMA 5-15 15.24m (50.0°) 1090-HZB163 130104-0033
120VAC60 Hz 16/3500W NEMA 5-15 30.48m (100.0") 1090-HZD163 130104-0035
120V AC60 Hz 12VAC 14/3 S00W NEMA 5-15 30.48m (100.0') In-line 1090-HZ12ID143 130104-0028
120V AC60 Hz 12VAC 16/3500W NEMA 5-15 7.62m (25.0') In-line 1090-HZ121A163 130104-0025
120V AC60 Hz 12VAC 16/3 S00W NEMA 5-15 15.24m (50.0°) In-line 1090-HZ121B163 130104-0026
230V AC 50 Ha 12VAC 14/3500W 30.48m (100.0') In-line 1090-HZ12ID143P 130104-0029
12VAC 16/3 S00W 15.24m (50.0) In-line 1090-HZ121163P 130104-0027
Replacement Parts

Description Woodhead No. Order No.

Cap Bumper 00-1470 130180-0179

Guard Bumper 00-1480 130180-0181

Handle Bumper 00-1490 130180-0182

Glass Globe 40-9442 130113-0007

Handle Assembly 40-9456 130186-0561

Lamp Guard Assembly 40-9441 130186-0719

www.molex.com/woodhead molex A-7
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Portable Lighting

H(mdlumps Features and Benefits Electrical

o Lights are designed fo stringent specifications of NEC  Fixture Voltage: 250V max.
H(IZI'EX® Article 500 and are agency listed for safety in dossified  Voltage with Plug: 120V AC

. locations .

Hazardous Location . Physical

Reference Information Bulb Size: A21
Incandescent UL File No.: E30252 Switch: No
100W Max (SA File No.: LR39801 Construction: Aluminum with nylon handle

Hazardous Locations: Fixture Lumens: 650 (100W)

Class 1, Division I, Groups C and D (100W max.) .
Environmental

Class 11, Division I, Groups F and G (75W max.)
Class I, Zone 1, Group 1B
UL Temperature Rating: T3B

® &

NEMA Rating: NEMA 4X

Cord Type NEMA Configuration Cord Length Woodhead No. Order No.
Without cord 61430 130104-0041
14/3500W NEMA 5-15 7.62m (25.0') 61430A143 130104-0042
14/3 S00W NEMA 5-15 15.24m (50.0') 614308143 130104-0044
14/3 S00W NEMA 5-15 30.48m (100.0) 614300143 130104-0048
16/3 S00W NEMA 5-15 7.62m (25.0') 61430A163 130104-0043
16/3 S00W NEMA 5-15 15.24m (50.0) 614308163 130104-0045
16/3 S00W NEMA 5-15 30.48m (100.0') 614300163 130104-0049

Replacement Parts

Description Woodhead No. Order No.
Guard Assembly (includes glass globe) 61451 130104-0054
Socket and Handle Assembly 61452 130104-0055
Glass Globe 61455 130104-0056
Hook Assembly 61435 130104-0057
Replacement Light Source 61457 130104-0098
A-8 molex www.molex.com/woodhead
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Handlamps

Features and Benefits
* Lights are designed to stringent specifications of NEC

Flectrical
Bulb: All fixtures supplied with 12V, 75W, A21 bulb

Portable Lighting =

H(IZ'l'eX® Article 500 and are agency listed for safety in classified ~ Fixture Voltage: 250V max.
locations .
L]
) . " . Physical
Huzurdous I.OC(I"O" e Low-voltage options provide additional protection in BUI{ Size: A2]
Low Voltuge wet or conductive locations. Transformer must remain ¢ 0y
Incandescent outside the conductl\.le area Construction: Aluminum with nylon handle
75W Max. gf ;ﬁfﬁ'g : é's'g;rs';‘:m 1645-12) Environmental
- p NEMA Rating: NEMA 4X
(SA File No.: LR39801
| Hazardous Locations:
Ty Class 1, Division I, Groups Cand D
(it .| Class 11, Division |, Groups F and G
b bl Class I, Zone 1, Group IIB
wa UL Temperature Rafing: T3B
@ @
—
| o
— -
]
b AL —y
T ——
Primary Secondary Primary Secondary NEMA
Fixture Voltage Fixture Voltage Cord Type Cord Type Configuration Cord Length Transformer Type Woodead No. Ordor Ne.
12VAC Non-NEMA 15.24m (50.0') Workstation 1645-12 130104-0038
120V AC 60 Hz 12V AC 16/3500W 14/3500W NEMA 5-15 7.62m (25.0') In-line 1635-124 130105-0045
120V AC 60 Hz 12V AC 16/3 S00W NEMA 5-15 15.24m (50.0') In-line 1635-128 130105-0046
Replacement Parts
Description Woodhead No. Order No.
In-Line Transformer Cover for Haz Duty Handlamps 1676-EX 130112-0133
Handle for In-Line Transformer 1677 130112-0134
In-Line Transformer for Hazardous Duty Incandescent Handlamp 1678-12 130112-0135
12V, 75W Bulb 1652-12 130191-0031
H Features and Benefits Flectrical
workst(ﬂlons e Converts 120V power to 12V for use in wet locations Overcurrent Protfection: 15A
I_ow Vol‘l‘uge with 12V lights and tools NEMA Configuration:
200W. 400W © 12V power protects workers in damp or conductive Plug—NEMA 5-15
’ locations. The transformer must be kept out of the wet Receptacles—Non-NEMA crowfoot
or conductive location. Physical
_ﬂ" * Durable construction allows for operation in the most Cord Type: 16/3 SOOW
. demanding industrial environments Cord Leng.th' 6
o :
Environmental
P [{/{ NEMA 3R
=" =t
Primary Fixture Voltage Secondary Fixture Voltage Maximum Lamp Wattage Number of Outlets Woodhead No. Order No.
I 12V AC 4000 4 1640-12 130105-0050
: 12V AC 200W 2 1642-12 130105-0052
www.molex.com/woodhead molex A-9
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Features and Benefits Electrical
Handlamps : : .
p. o Wet location rated handlamps meet and exceed OSHA  Bulb: All fixtures supplied with 12V, 75W, A21 bulb
Wet Location requirements for wet location use Physical
e |n-li .
Low VO"(Ig e In-line trunsform(?r converts IZQV power fo 12V Bulb Size: A1
o for added protection in conductive locations. The Syitch: N
£ Incandescent transformer must remain outside of the conductive wieh: 79 AT
£ locafion Construction: Rubber handles (except lights with Teflon®
5 15W ' ) globe; thermoset polyester for lights with Teflon globes).
= © Rubber handles and 8-gauge Steel guards provide
0 maximum protection for bulbs and electrical components ~ Environmental
£ - o Guard and globe options ensure the perfect product for ~ NEMA Rating: NEMA 4X
",6' the required protection in wet work environments
o EE Reference Information
: _ UL File No.: E59049
——— [ (SAFile No.: LR85374 (except 1646-12, 1649-12)
Primary Secondary . . Primary Secondary NEMA Transformer
Fixture Voltage | Fixture Voltage Guard Material Globe Material Cord Type Cord Type Configuration Cord Length Type Woodhead No. |  Order No.
1V AC #8 Gauge Zinc-plated Steel | Tempered glass 14/2500W Non-NEMA 15.24m (50.0') Workstation 1649-12 130105-0059
Teflon 14/2500W Non-NEMA 15.24m (50.0') Workstation 1646-12 130105-0056
12V AC #8 Gauge Zinc-plated Steel | Tempered glass 16/3 S00W 14/2500W NEMA 5-15 7.62m (25.0') In-line 1621-12A 130105-0037
12V AC #8 Gauge Zinc-plated Steel | Tempered glass 16/3 S00W 14/2500W NEMA 5-15 15.24m (50.0') In-line 1621-128 130105-0038
120V ACk0 H 12VAC Teflon 16/3500W | 14/2500W | NEMAS-I5 7.62m (25.0) In-line 1625124 | 130105-0041
! 12VAC Teflon 16/3500W_ | 14/2500W NEMA 5-15 15.24m (50.0') In-line 1625128 | 130105-0042
12VAC Cast Aluminum Tempered glass |  16/3500W | 14/2500W |  NEMAS-I5 7.62m (25.0') In-line 1631-12A | 1301050043
12V AC Cast Alyminum Tempered glass 16/3 S00W 14/2500W NEMA 5-15 15.24m (50.0') In-line 1631-128 130105-0044
230V AC50 Hz 12V AC #8 Gauge Zinc-plated Steel | Tempered glass 16/3 S00W 14/2500W 15.24m (50.0°) In-line 1621-128-P 130105-0039
Replacement Parts
Descripti Woodhead No. Order No.
#8 Gauge Zinc-plated Steel Guard 1255 130112-0111
Glass Globe 1253 130191-0086
Teflon Globe with Hook 1229 130112-0110
12V, 75W Bulb 1652-12 130191-0031
In-Line Transformer Cover 1676 130112-0132
In-Line Transformer 167512 130112-0131
H dl Features and Benefits Electrical
anaiamps ' T L
. © In-line transformer converts 120V power to 12V Bulb: Al fixtures supplied with 12V, 75W, A21 bulb
Indu SI‘"(]I Dul‘y for added protection in conductive locations. The Physical
transformer must remain outside of the conductivi .
Low Volluge loc:u:i:n er must remain outside of the conductive Bulb Size: A21
. . Switch: No
[ ] - .
Incandescent Rubl?er hundle's (l'l.ld sfgu[l)jgli SIee(Ii gilurid§ plrowde Construction: Rubber handles
75W maximum protection for bulbs and eleclrica Guard: 8-gauge Zinc-plated Steel, screw release

components
e Ergonomically designed fencer’s flange handle helps
protect users from accidentally touching a hot guard

Reference Information
| UL File No.: E59049
: (SAFile No.: LR85374 (except 1648-12)

P nus @

——
Primary Secondary Primary Secondary NEMA — o
Fixture Voltage | Fixture Voltage Reflector Cord Type Cord Type Configuration Cord Loagth Type | W No. Order No.
12V AC Yes 14/2500W Non-NEMA 15.24m (50.0') Workstation 1648-12 130105-0058
12V AC No 16/3 S00W 14/2500W NEMA 5-15 7.62m (25.0') In-line 1600-12A 130105-0028
120V AC 60 He 12V AC No 16/3 S00W 14/2500W NEMA 5-15 15.24m (50.0) In-line 1600-128 130105-0029
12V AC Yes 16/3 S00W 14/2500W NEMA 5-15 7.62m (25.0') In-line 1601-12A 130105-0030
12V AC Yes 16/3 S00W 14/2500W NEMA 5-15 15.24m (50.0) In-line 1601-128 130105-0031
Replacement Parts
Description Woodhead No. Order No.
#8 Gauge Zinc-plated Steel Guard, No Reflector 1152 130112-0079
#8 Gauge Zinc-plated Steel Guard With Reflector 1156 130112-0085
12V, 75W Bulb 1652-12 130191-0031
In-Line Transformer Cover 1676 130112-0132
In-Line Transformer 1675-12 130112-0131
A-10 molex www.molex.com/woodhead
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Features and Benefits Flectrical
Hundlumps o NEMA 4X rating provides assurance for safe operation  Bulb: All fixtures supplied with 12V, PAR36 bulb

L]
Wet Location in wet locations Physical
o low . . . _
Low VO"(Ig e Low-voltage d(?5|gns p_rowde an added |6V(;| of safety in Bulb Size: PAR36
wet or conductive environments. The transformer must -
Snotliah L ) . Construction: Rubber handles o
potlights remain outside of the conductive location. Cord Lengih: £
3owl 100W Reference Information Primary (for in-line transformer)—10' 'E,
UL File No.: E59049 Secondary—50" :
— 4G ile No.: i i . -
e, (SA]F(:E7I_I{JZ)LR85374 (except switched versions and Environmental 3
: =~ b @ NEMA 4 £
- 1 T NS/ o
. Primary Secondary Primary Secondary NEMA Transformer
Switch Fixture Voltage | Fixture Voltage Lamp Wattage | Candle Power | Beam Spread Cord Type Cord Type Configuration Type Woodhead No. Order No.
12V 30w 50000 6°x5° 16/2500W N/A Battery clips 1606 130105-0032
| 12VAC 30W 50000 6° % 5° 14/2500W Non-NEMA Workstation 164712 130105-0057
o 120V AC 60 Hz 12VAC 100W 60000 14°%6° 16/3500W 14/2500W NEMA 5-15 In-line 1691-128 130105-0064
120V AC 60 Hz 12V AC 30W 50000 6° % 5° 16/3500W 14/2500W NEMA 5-15 In-line 1610 130105-0033
120V AC 60 Hz 12VAC 100W 60000 14°%6° 16/3500W 14/2500W NEMA 5-15 In-line 1691-1285_ | 130105-0065
Yes 120V AC 60 Hz 12V AC 30W 50000 6° % 5° 16/3500W 14/2500W NEMA 5-15 In-line 16105 130105-0034
220V AC60 Hz 12VAC 30W 50000 6° % 5° 16/3500W 14/2500W NEMA 6-15 In-line 16845 130105-0062
Replacement Parts
Description Woodhead No. Order No.
Guard, Vinyl Coated 1668 130112-0130
Handle Assembly with Guard, No Switch 1660 130112-0128
Handle Assembly with Guard, With Switch 16605 130112-0129
Hundlumps Features and Benefits Electrical
. o NEMA 4X rating provides assurance for safe operation ~ Bulb: All fixtures supplied with 12V, PAR36 bulb
Wet Location in wet locations Physical
o Lo . . . :
Low Volta ge Low-voltage d(?5|gns p'rowde an added Iev?l of safety in Bulb Size: PAR36
wet or conductive environments. The transformer must -
loodliah o ) . Construction: Rubber handles
Floo 19 ts remain outside of the conductive location. Cord Length:
35VV1 60w Reference Information Primary (for in-line transformer)—10'
UL File No.: E59049 Secondary—50"
— .5 (SA File No.: LR85374 (except switched versions and Beam Spread: 110°
=  20% 1638-12) .
— - Environmental
% .. L (@ @ NEMA 4
. Primary Secondary Primary Secondary -
Switch Fixture Voltage Fixture Voltage Lamp Wattage Cord Type Cord Type NEMA Configuration | Transformer Type Woodhead No. Order No.
12V AC 60W 14/2500W Non-NEMA Workstation 1638-12 130105-0048
No 120V AC 60 Hz 12V AC 35W 16/3500W 14/2500W NEMA 5-15 In-line 1612 130105-0035
120 AC 60 Hz 12VAC 60W 16/3500W 14/2500W NEMA 5-15 In-line 1692-128 130105-0066
s 120V AC 60 Hz 12V AC 35W 16/3500W 14/2500W NEMA 5-15 In-line 16125 130105-0036
120 AC 60 Hz 12VAC 60W 16/3500W 14/2500W NEMA 5-15 In-line 16921285 130105-0067
Replacement Parts
Description Woodhead No. Order No.
Guard, Vinyl Coated 1668 130112-0130
Handle Assembly with Guard, No Switch 1660 130112-0128
Handle Assembly with Guard, With Switch 16605 130112-0129
www.molex.com/woodhead molex A-11
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WOODHEAD® OFFERS THE MOST EXTENSIVE LINE OF PORTABLE HAND-
LAMPS FOR USE IN WET, INDUSTRIAL AND COMMERCIAL ENVIRONMENTS

Task lighting in industrial environments can be a challenge for any process. Woodhead hand-
lamps feature the most rugged, longest-lasting enclosures for use in all harsh environments:
wet location, industrial duty, commercial duty and general duty.

FEATURES AND  Wide variety Fixtures can be selected based on the actual
BENEFITS of light sources type and amount of light needed for the application
Wide variety of Fixtures can be selected based on the application
enclosure ratings requirements for material, moisture, ruggedness
The most rugged high- Products can be used for extended periods in the
performance enclosures most harsh environments

APPLICATIONS e Electrical cabinets
* General task lighting
¢ Spray and washdown areas
¢ Vaults and inspection areas
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Features and Benefits Flectrical
Hundlumps o Wet location rated handlamps meet and exceed OSHA  Voltage: 120V AC

G . ;
Watertite requirements for wet location use Physical
Wet Location o OpIipns on guards and glqbe ypes ensure the correct Bulg Size: A2]
configuration for the application Suitch: o
witch: No
Incandescent ) - £
Reference Information Handle Construction: £
75W, 100W UL File No.: E59251 (only grounded guards and 1220) Rubber for 1203 and 1207 series °
£59049 (1223, 1225 only) Thermoset polyester for 1220 series :
(SA File No.: LR85374 (except polycarbonate globe) Environmental -
W@ NEMA Rafing: NEMA 4 2
0
-8
Grgunded Quick Open Reflector Insulated Guard Material Globe Material Cord Type '!EMA . Cord Length Lamp Wattage Woodhead No. Order No.
vard Guard Guard Configuration (max.)
#8 Gauge Zinc-plated Steel Tempered glass 100w 1203 130103-0014
Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00') 100W 1203A163 130103-0015
Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00°) 100W 12038163 130103-0016
Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 30.48m (100.00') 100W 12030163 130103-0017
Yes #8 Gauge Zinc-plated Steel Tempered glass 100W 12036C 130103-0018
Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00') 100W 12036CA163 130103-0019
Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00°) 100W 12036(B163 130103-0020
Yes #8 Gauge Zinc-plated Steel Tempered glass 100W 12031 130103-0021
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00') 100w 12031A163 130103-0022
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 120318163 130103-0024
Yes Yes #8 Gauge Zinc-plated Steel | Clear polycarbonate | 16/3 SOOW NEMA 5-15 15.24m (50.00°) 75W 12031B163P 130103-0025
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 30.48m (100.00) 100W 1203ID163 130103-0026
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 100w 120316C 130103-0027
#8 Gauge Zinc-plated Steel | Clear polycarhonate 75W 1203P 130103-0029
Yes Yes #8 Gauge Zinc-plated Steel | Clear polycarbonate | 16/3 SOOW NEMA 5-15 7.62m (25.00') 75W 1203PQOA163 | 130103-0030
Yes Yes #8 Gauge Zinc-plated Steel | Clear polycarbonate 75W 1203PRI 130103-0034
Yes #8 Gauge Zinc-plated Steel Tempered glass 100w 120300 130103-0035
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3S00W NEMA 5-15 7.62m (25.00') 100W 1203Q0A163 130103-0036
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 1203008163 130103-0037
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 100w 1203006C 130103-0038
Yes #8 Gauge Zinc-plated Steel Tempered glass 100W 1203R 130103-0041
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00') 100W 1203RA163 130103-0042
Yes Yes #8 Gauge Zinc-plated Steel | Clear polycarbonate | 16/3 SOOW NEMA 5-15 7.62m (25.00') 75W 1203RA163P 130103-0043
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 1203RB163 130103-0044
Yes Yes #8 Gauge Zinc-plated Steel | Clear polycarbonate | 16/3 SOOW NEMA 5-15 15.24m (50.00') 75W 1203RB163P 130103-0045
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 100W 1203RGC 130103-0048
Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 100W 1203RI 130103-0049
Yes Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00') 100W 1203RI1A163 130103-0050
Yes Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 1203RI1B163 130103-0052
Yes Yes Yes #8 Gauge Zinc-plated Steel Tempered glass 16/3 S00W NEMA 5-15 30.48m (100.00') 100W 1203RID163 130103-0054
Cast Alumi Tempered gloss 100W 1207 130103-0055
Yes Cast Alumi Tempered glass 16/3S00W NEMA 5-15 7.62m (25.00') 100w 1207A163 130103-0056
Yes Cast Alymi Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 12078163 130103-0057
Yes Cast Alumi Tempered glass 100w 12076C 130103-0058
Yes Cast Alumi Tempered gloss 100W 1207 130103-0060
Yes Yes Cast Alumi Tempered glass 16/3 S00W NEMA 5-15 7.62m (25.00) 100W 1207RA163 130103-0061
Yes Yes Cast Alymi Tempered glass 16/3 S00W NEMA 5-15 15.24m (50.00') 100W 1207RB163 130103-0062
Yes Yes Cast Alumi Tempered glass 100W 1207RGC 130103-0063
N/A PTFE 100W 1220 130103-0064
N/A PTFE 16/2500W NEMA1-15 7.62m (25.00') 100W 1223 130103-0065
N/A PTFE 16/2S00W NEMA1-15 15.24m (50.00') 100W 1225 130103-0066
Replacement Parts
Descripti Woodhead No. Order No.
#8 Gauge Zinc-plated Steel Guard 1255 1301120111
#8 Gauge Zinc-plated Steel Guard, with Reflector 1255R 130112-0114
#8 Gauge Zinc-plated Steel Guard, Quick-Open 1259 130112-0119
Glass Globe 1253 130191-0086
Polycarhonate Globe 41-6762 130112-0186
Teflon Globe with Hook 1229 1301120110
www.molex.com/woodhead molex A-13
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Portable Lighting

Features and Benefits Electrical
H(m("ump.S o Wet location rated handlamps meet and exceed OSHA  Voltage: 120V AC, 60Hz
We'l' I_ocu"on requirements for wet location use. NEMA Configuration: NEMA 5-15 Watertite plug
o ® ® Fluorescent handlamps offer bright, diffused .
Watertite illumination but remain cool fo the touch ;’mﬂc ‘Yiis
Fluorescent © Fluorescent bulbs and rubber design provide added _
" Cord Type: 16/3 SITOOW
13W. 26W , 40W durability and safety
’ r p p . Environmental
Reference Information NEMA Rating: NEMA 4X

(SA File No.: LR85374

@

& -
Lamp Wattage Cord Length Lumens Lamp Type Woodhead No. Order No.
13W 7.62m (25.0') 900 PLI3/41 19135A 130108-0170
13w 15.24m (50.0') 900 PLI3/41 191358 130108-0173
26W 7.62m (25.0') 1800 PL-C 26/41/4P 19265A 130108-0179
26W 15.24m (50.0') 1800 PL-C 26/41/4P 192658 130108-0181
4ow 7.62m (25.0') 3150 PL-L40/41 19405A 130108-0183
A-14 molex www.molex.com/woodhead
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Features and Benefits Flectrical
Hundlumps o The Super-Safeway line of handlamps offer heavy- NEMA Configuration,

Super-sufewuym duty construction and long operating life in the most Product with Plug or Outlet: NEMA 5-15
. demanding operating applications Voltage: 240V max.

Industrial Dllfy © Rubber handles and 8-gauge Steel guards provide Physical o
Incandescent maximum protection for bulbs and electrical components BUl{ Size: A1 £
100W Max. o Ergonomically designed fencer's flange handle helps o conciction: Rubber <
profect users from accidentally touching a hot guard & -y 8-g;1uge Tinc-plated Steel =5
~ e Available with or without a switch, outlet, quick-open or Guard Style: (I(')sed end. 75-100W with reflector o
. insulated guard ensuring the correct configuration for ' -g
the application t
]
a

Reference Information
UL File No.: E59251
(SA File No.: LR85374

@@

Handle Assembly Guard Complete Light
Repl Handle Assembly o Replacement Guard Woodhead

Outlet Switch wuoodheqd Order No. Guard Style Guard Woodhead Order No. Cord Type Cord Length I::mb:: Order No.
lumber Number

1174 130102-0207 Quick Open 1166 130112-0105 1058 130102-0083

1174 130102-0207 Quick Open 1166 130112-0105 16/3 S00W 7.62m (25.00°)|  1055A163 130102-0084

1174 130102-0207 Quick Open 1166 130112-0105 16/3500W [ 15.24m (50.00')|  1055B163 130102-0085

Yes 1174 1301020207 | Screw Release 1156 130112-0085 1065 130102-0101

1174 1301020207 | Screw Release 1156 130112-0085 16/3 S00W 7.62m (25.00')]  1065A163 130102-0102

1174 130102-0207 | Screw Release 1156 130112-0085 16/35S00W [ 15.24m (50.00')]  1065B163 1301020103

1174 130102-0207 | Screw Release Yes 115616 130112-0087 10651 130102-0106

1174 130102-0207 | Screw Release Yes 115616 130112-0087 16/3500W | 15.24m (50.00')|  106SIB163 130102-0107

None 1173 130102-0204 Quick Open 1166 130112-0105 105 130102-0080

1173 130102-0204 Quick Open 1166 130112-0105 16/3 S00W 7.62m (25.00') 105A163 130102-0081

1173 130102-0204 Quick Open 1166 130112-0105 16/3S00W | 15.24m (50.00°) 1058163 130102-0082

1173 130102-0204 | Screw Release 1156 130112-0085 106 130102-0095

No 1173 130102-0204 | Screw Release 1156 130112-0085 16/3 S00W 7.62m (25.00') 106A163 130102-0096

1173 1301020204 | Screw Release 1156 130112-0085 16/3500W | 15.24m (50.00) 1068163 130102-0097

1173 130102-0204 Screw Release Yes 115616 130112-0087 1061 130102-0098

1173 130102-0204 | Screw Release Yes 115616 130112-0087 16/3500W 7.62m (25.00')[  106lA163 130102-0099

1173 130102-0204 | Screw Release Yes 115616 130112-0087 16/3S00W | 15.24m (50.00')|  1061B163 130102-0100

117508 130102-0211 Quick Open 1166 130112-0105 105U8 130102-0090

117508 130102-0211 Quick Open 1166 130112-0105 16/3 S00W 7.62m (25.00')[ 105USA163 130102-0091

117508 130102-0211 Quick Open 1166 130112-0105 16/3S00W | 15.24m (50.00')|  105USB163 130102-0093

117508 130102-0211 Screw Release 1156 130112-0085 106US 130102-0114

Yes 1175U8 130102-0211 Screw Release 1156 130112-0085 16/3 S00W 7.62m (25.00')| 106USAT63 130102-0117

117508 130102-0211 Screw Release 1156 130112-0085 16/3500W | 15.24m (50.00')[ 106USB163 1301020120

117508 130102-0211 Screw Release Yes 115616 130112-0087 106USI 130102-0123

117508 130102-0211 Screw Release Yes 115616 130112-0087 16/3500W 7.62m (25.00')| 106USIA163 130102-0124

Side 117508 130102-0211 Screw Release Yes 115616 130112-0087 16/3S00W | 15.24m (50.00')| 106USIB163 130102-0125

175y 130102-0210 Quick Open 1166 130112-0105 105U 130102-0086

1750 130102-0210 Quick Open 1166 130112-0105 16/3 S00W 7.62m (25.00')]  105UA163 130102-0087

1750 130102-0210 Quick Open 1166 130112-0105 16/3500W | 15.24m (50.00')|  105UB163 130102-0088

1750 130102-0210 | Screw Release 1156 130112-0085 106U 130102-0108

No 1750 130102-0210 | Screw Release 1156 130112-0085 16/3 S00W 7.62m (25.00')|  106UA163 1301020109

11750 130102-0210 | Screw Release 1156 130112-0085 16/3500W [ 15.24m (50.00')] 106UB163 1301020110

11750 130102-0210 Screw Release Yes 115616 130112-0087 106UI 130102-0111

1750 130102-0210 | Screw Release Yes 115616 130112-0087 16/3500W 7.62m (25.00')| 106UIA163 1301020112

175U 130102-0210 | Screw Release Yes 115616 130112-0087 16/3500W | 15.24m (50.00')] 106UIB163 1301020113

www.molex.com/woodhead molex A-15
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Portable Lighting

Features and Benefits Flectrical
H(mdl(lmps o The Super-Safeway line of handlamps offer heavy- NEMA Configuration,

Super-sufewuym duty construction and long operating life in the most Product with Plug or Quilet: NEMA 5-15
. demanding operating applications Voltage: 240V max.

Industrial D“ty * Unique quick-open nylon guard runs cooler than Physical

Incandescent, 100W Max. standard metal guards Bulf)l Size: A21

o Available with or without switch or outlet ensuring the

. s Handle Construction: Rubber
correct configuration for the application

Guard Material: Nylon

Reference Information Guard Style: Closed end, 75-100W, quick open
UL File No.: E59251

(SA File No.: LR85374

® &

Outlet Switch Repl Handle Assembly Repl Guard Complete Light
Woodhead Number Order No. Woodhead Number Order No. Cord Type Cord Length Woodhead Number Order No.
173 130102-0204 1168 130112-0106 118 130102-0212
No 173 130102-0204 1168 130112-0106 16/3 S00W 7.62m (25.00) 118A163 130102-0213
Yone 173 130102-0204 1168 130112-0106 16/3500W 15.24m (50.00') 1188163 130102-0214
174 130102-0207 1168 130112-0106 1185 1301020215
Yes 174 130102-0207 1168 130112-0106 16/3 S00W 7.62m (25.00') 11854163 130102-0216
1174 130102-0207 1168 130112-0106 16/3500W 15.24m (50.00') 11858163 130102-0217
No 11750 130102-0210 1168 130112-0106 16/3 S00W 15.24m (50.00') 118UB163 130102-0221
e 11750 130102-0211 1168 130112-0106 118US 130102-0222
Yes 11750 130102-0211 1168 130112-0106 16/3500W 7.62m (25.00) 118USAI63 130102-0223
11750 130102-0211 1168 130112-0106 16/3 500W 15.24m (50.00') 118USB163 130102-0224
Hﬂ“ dl ump S Features and Benefits Reference Information
™ o The Super-Safeway line of handlamps offer heavy- (SAFile No.: LR85374
Super-sufewuy duty construction and long operating life in the most @
Industrial Dut demanding operating applications
y o Rubber handles and 8-gauge Steel guards provide Electrical
Incundescent, 100W Max. maximum protection for bulbs and elecirical NEMA Configuration,
components Product with Plug or Outlet: NEMA 5-15

o Ergonomically designed fencer's flange handle helps  Voltage: 240V max.
protect users from accidentally touching a hot guard

o Available with or without a switch, outlet, reflector or
insulated guard ensuring the correct configuration for
the application

Physical

Bulb Size: A21

Handle Construction: Rubber

Guard Material: 8-gauge Zinc-plated Steel
Guard Style: Open end, 75-100W

Handle Assembly Guard Complete Light
Replacement Handle Assembly Replacement Guard
Outlet Switch V\ﬁ)odhend Order No. Reflector Insulated Guard |  Woodhead Order No. Cord Type Cord Length “:;’:I::::d Order No.
umber Number
173 130102-0204 1160 130112-0092 110 130102-0138
None No 173 130102-0204 Yes 1164 130112-0099 114 130102-0167
173 130102-0204 Yes 1164 130112-0099 16/3 S00W 7.62m (25.00') 114A163 130102-0168
173 130102-0204 Yes 1164 130112-0099 16/3 S00W 15.24m (50.00') 114B163 130102-0169
1750 130102-0210 1160 130112-0092 110U 130102-0140
11750 130102-0210 1160 130112-0092 16/3 S00W 7.62m (25.00')[  110UA163 130102-0141
1750 130102-0210 1160 130112-0092 16/3S00W | 15.24m (50.00')|  110UB163 130102-0142
No 1750 130102-0210 Yes 1164 130112-0099 114U 130102-0171
1750 130102-0210 Yes 1164 130112-0099 16/3 SO0W 7.62m (25.00')|  114UA163 130102-0172
11750 130102-0210 Yes 1164 130112-0099 16/3 S00W 15.24m (50.00') 114UBT63 130102-0173
Side 11750 130102-0210 Yes Yes 116416 130112-0101 11401 130102-0176
117508 130102-0211 1160 130112-0092 110US 130102-0143
117508 130102-0211 Yes 1164 130112-0099 11408 130102-0177
Yes 117508 130102-0211 Yes 1164 130112-0099 16/3 S00W 7.62m (25.00')[  114USA163 130102-0178
117508 130102-0211 Yes Yes 116416 130112-0101 16/3 S00W 7.62m (25.00')] 114USIA163 130102-0183
117508 130102-0211 Yes 1164 130112-0099 16/3S00W [ 15.24m (50.00')|  114USBI63 130102-0180
117508 130102-0211 Yes Yes 116416 130112-0101 16/3S00W | 15.24m (50.00°)[ 114USIB163 130102-0184
A-16 molex www.molex.com/woodhead
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Features and Benefits Flectrical
Hund I'umps o The Super-Safeway line of handlamps offer heavy- NEMA Configuration,

Super-sufewuym guty co(;lsirucﬁon and IongI operating life in the most " ProdchLII g(liih Plug or Qutlet: NEMA 5-15
. emanding operafing applications oltage: max.
Industrial Dllfy © Rubber handles and 8-gauge Steel guards provide Physical
Incandescent maximum protection for bulbs and electrical yoedl
Bulb Size: A23
100W Max. componens Handle Construction: Rubber

o Ergonomically designed fencer's flange handle helps ¢ -+ cierial: 8-gauge Zinc-plated Steel

protect users from accidentally touching a hot guard Guard Stvle: 0 4. 200-300W
o Available with or without switch, outlet, reflector or vord lyle: Open end,

insulated guard ensuring the correct configuration for
the application

Portable Lighting

Reference Information
(SA File No.: LR85374

@

Handle Assembly Guard Complete Light
Repl Handle Assembly Replacement Guard
Outlet Switch w'rodheqd Order No. Reflector | Insulated Guard |  Woodhead Order No. Cord Type Cord Length V\:::::::d Order No.
lumber Number
1173 130102-0204 1161 130112-0095 11 130102-0145
1173 130102-0204 1161 130112-0095 16/3 S00W 7.62m (25.00') 111A163 130102-0146
1173 130102-0204 1161 130112-0095 16/3500W | 15.24m (50.00) 1118163 130102-0148
No 173 130102-0204 Yes 116116 130112-0097 16/3500W | 15.24m (50.00') 11118163 130102-0152
None 1173 130102-0204 Yes 1165 130112-0102 115 130102-0185
173 130102-0204 Yes Yes 116516 130112-0104 1151 130102-0189
173 130102-0204 Yes 1165 130112-0102 16/3500W | 15.24m (50.00) 1158163 130102-0188
173 130102-0204 Yes Yes 116516 130112-0104 16/3500W | 15.24m (50.00') 11518163 130102-0190
Yes 1174 130102-0207 1161 130112-0095 1118 130102-0153
175U 130102-0210 1161 130112-0095 11 130102-0158
11750 130102-0210 1161 130112-0095 16/3 S00W 7.62m (25.00') 111UAT63 130102-0159
11750 130102-0210 1161 130112-0095 16/3500W | 15.24m (50.00') 111UB163 130102-0160
No 11750 130102-0210 1161 130112-0095 16/3 S00W 15.24m (50.00')|  111UIB163 130102-0163
175U 130102-0210 Yes 1165 1301120102 1150 130102-0192
11750 130102-0210 Yes 1165 1301120102 11501 130102-0196
175U 130102-0210 Yes 1165 1301120102 16/3 S00W 7.62m (25.00')]  115UA163 130102-0193
Side 11750 130102-0210 Yes Yes 116516 130112-0104 16/3S00W 15.24m (50.00°) 115UB163 130102-0194
1175U8 130102-0211 1161 130112-0095 11108 130102-0164
1175U8 130102-0211 1161 130112-0095 16/3S00W 7.62m (25.00')|  111USAT63 130102-0165
1175U8 130102-0211 Yes 1165 1301120102 11508 130102-0198
Ves 1175U8 130102-0211 Yes 1165 130112-0102 11508 130102-0201
1175U8 130102-0211 Yes 1165 130112-0102 16/3 S00W 7.62m (25.00')|  T15USA163 130102-0199
117508 130102-0211 Yes Yes 116516 1301120104 16/3S00W 7.62m (25.00°)[ 115USIA163 130102-0202
1175U8 130102-0211 Yes 1165 130112-0102 16/3S00W | 15.24m (50.00')[  115USB163 130102-0200
117508 130102-0211 Yes Yes 116516 130112-0104 16/3500W | 15.24m (50.00°)]  115USIB163 130102-0203
www.molex.com/woodhead molex A-17
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Portable Lighting

Features and Benefits Flectrical
H(md I.(Imps e The Super-Safeway line of hand lamps offer heavy- NEMA Configuration,

Super-sufewuym guty (o(;lslrudion and Iongi operating life in the most y hProduzc‘t1 g\cth Plug or Qutlet: NEMA 5-15
. lemanding operating applications oltage: max.
Industrial D“'y © Rubber handles and 8-gauge Steel guards provide Physical
Incandescent maximum protection for bulbs and elecirical Yol
Bulh Size: PAR38
PAR38 Bulb components Handle Construction: Rubber

o Ergonomically designed fencer's flange handle helps ¢ -+ Material: 8-gauge Zinc-plated Steel
protect users from accidentally touching a hot guard Guard Style: Og;en end. PAR3S

o Available with or without a switch or outlet ensuring the
correct configuration for the application

Handle Assembly Guard Complete Light
3 Replacement Handle Assembly Repl Guard

Outlet Switch Woodhead Nomber Order No. Woodhead Nomber Order No. Cord Type Cord Length Woodhead Number Order No.
1173 130102-0204 1181 130112-0108 119 130102-0226
No 1173 130102-0204 1181 130112-0108 16/3 SOOW 7.62m (25.00') 119A163 130102-0227
None 173 130102-0204 1181 130112-0108 16/3 S00W 15.24m (50.00') 1198163 130102-0228
Yes 1174 130102-0207 1181 130112-0108 1195 130102-0229
1174 130102-0207 1181 130112-0108 16/3 S00W 7.62m (25.00) 1195A163 130102-0230
Yes 117508 130102-0211 1181 130112-0108 11908 130102-0234
Side 117508 130102-0211 1181 130112-0108 16/3 S00W 7.62m (25.00') 119USA163 130102-0235
No 1750 130102-0210 1181 130112-0108 16/3 S00W 15.24m (50.00°) 119UB163 130102-0233

A-18 molex www.molex.com/woodhead
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Hand Lamps

Features and Benefits
e Fluorescent hand lamps offer bright, diffused

Flectrical
NEMA Configuration: NEMA 5-15

™ o '
Super-sufewuy illumination but remain cool to the touch Voltage: 120V 60Hz
. o Fluorescent bulbs and rubber design provide added .
Industrial Duty . e Physical
durability and safety Handle C ion: Rubb o
Fluorescent © Dual hooks provide additional options for mountin ande Construcion: Rubber £
p P 9 Cord Type: 18/3 SITW £
4w, 8W, 15W, 30W Reference Information R
UL File No.: E59049 (except 1013-3, 1015-3) :
(SA File No.: LR85374 i
4 O
@ @ :
N\ o
a— -
- i
Switch Lamp Wattage Ballast Location Cord Length Lumens Lamp Type Woodhead No. Order No.
o aw Cord 5.49m (18.00') 95 F4/T5 1045 130108-0091
8w Cord 5.49m (18.00') 300 F8/15 1049 130108-0092
- Handle 7.62m (25.00) 910 FI5/18 10033 130108-0078
s Handle 15.24m (50.00') 910 F15/18 10053 130108-0083
o Cord 7.62m (25.00) 2000 F30/T8 10133 130108-0085
Cord 15.24m (50.00') 2000 F30/T8 10153 130108-0088
Hund lum Features and Benefits Physical
ps | handl ffer bright, diffused Handle C ion: Rubb
™ © Fluorescent handlamps offer bright, diffuse andle Construction: Rubber
Super-S(lfewuy illumination but remain cool to the touch Guard Material: Butyrate
Industrial Dut e Fluorescent bulbs and rubber design provide added
y durability and safety
Fluorescent * Models available for European & Asian electrical
13W, 27W, 40W airements
4 /4
Reference Information
UL File No.: E59049 (only 120V AC 60Hz with switch and
- ballast in handle)
(SA File No.: LR85374
@ @&
4
Switch Fixture Voltage | Lamp Wattage Cord Type Ballast Location | NEMA Configuration Cord Length Lumens Lamp Type | Woodhead No. |  Order No.
16/3SJT0W Handle NEMA 5-15 7.62m (25.00') 1086385 | 1301080134
No 120V AC 60 Hz :
18/3JT00W Cord NEMA 5-15 7.62m (25.00') 108338 | 1301080122
NEMA 5-15 7.62m (25.00) 1086-3 130108-0128
S - le/3siTow Handle NEMA 5-15 15.24m (50.00) 200 - 1087-3 130108-0136
g NEMA 5-15 7.62m (25.00) 1083-3 130108-0106
NEMA 5-15 15.24m (50.00') 1085-3 130108-0125
7.62m (25.00') 10833 130108-0123
Yes Z30VACS0Hz p— o 15.24m (50.00) 1085-3-7 | 1301080126
- or NEMA 5-15 7.62m (25.00) 1800 . 1093-3 130108-0139
120V ACh0H NEMA 5-15 15.24m (50.00') - 1095-3 130108-0143
: o NEMA 5-15 7.6Im (25.00) 2150 PLUO/A 1097-3 130108-0144
NEMA 5-15 15.24m (50.00') 1099-3 130108-0149
Replacement Parts
Description Woodhead No. Order No.
13W Replacement Lamp 34-0350 130191-0021
27W Replacement Lamp 34-0130 130191-0036
40W Replacement Lamp 34-0120 130191-0035
1083-3 with Switch, Head Only 1083-3HON 130112-0068
1086-3 with Switch & Ballast, Head Only 1086-3H0 130108-0133
Shield Assembly for 13W Lights 40-1040 130112-0176
www.molex.com/woodhead molex A-19
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Portable Lighting

Features and Benefits Flectrical
H(md I'umps o Phenolic handle and 8-gauge Steel guard provide NEMA Configuration,

Sufewuy® rugged protection for bulb and electrical components Product with Plug or Outlet: NEMA 5-15
Commercial Dut o Available with or without a switch, outlet or quick- Voltage: 240V max.
y open guard ensuring the correct configuration for hysical
Incandescent the application Physica
Bulb Size: A21
100W Max. Reference Information Handle Construction: Phenolic
UL File No.: E59251 Guard Material: 8-gauge Zinc-plated Steel
o CSA File No.: LR85374 Guard Style: Closed end, 75—-100W with reflector
@ @
il
|
s
AR
Handle Assembly Guard Complete Light
3 Replacement Handle Assembly Replacement Guard
Outlet Switch Woodhead No. Order No. Guard Style Woodhead No. Order No. Cord Type Cord Length Woodhead No. Order No.
270-1 130102-0245 ick Open 1166 130112-0105 276 130102-0266
2701 130102-0245 P 1166 130112-0105 16/3SJT0W | 15.24m (50.0') 27658163 130102-0268
None Yes 2701 130102-0245 1156 130112-0085 271§ 130102-0252
2701 130102:0245 | Screw Release 1156 130112-0085 16/3SJT0W 7.62m (25.0') 27154163 130102-0253
2701 130102-0245 1156 130112-0085 16/3SJ10W | 15.24m (50.0) 2718163 130102-0254
2702 130102-0246 1166 130112-0105 2760 130102-0269
270-2 130102-0246 Quick Open 1166 130112-0105 16/3 SITOW 7.62m (25.0') 276UA163 130102-0270
" 2702 130102-0246 1166 130112-0105 16/3SJT0W | 15.24m (50.0') 276UB163 130102:0271
270-2 130102-0246 1156 130112-0085 271U 130102-0256
2702 130102:0246 | Screw Release 1156 130112-0085 16/3SJT0W 7.62m (25.0') 2710A163 130102-0257
il 2702 130102-0246 1156 130112-0085 16/3SJI0W | 15.24m (50.0') 27108163 130102-0258
e 2703 130102-0247 1166 130112-0105 27605 130102:0272
270-3 130102-0247 Quick Open 1166 130112-0105 16/3 SITOW 76Im (250') | 276UsAl63 130102-0273
s 2703 130102-0247 1166 130112-0105 16/3SIT0W | 15.24m (50.0) |  276USB163 130102-0274
270-3 130102-0247 1156 130112-0085 27108 130102-0259
2703 130102:0247 | Screw Release 1156 130112-0085 16/3SJT0W 76Im (25.0') | 271UA163 130102-0260
2703 130102-0247 1156 130112-0085 16/3SIT0W | 15.24m (50.0) |  271USB163 130102-0261
A-20 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Handlamps
Safeway®
Commercial Duty

Incandescent
100W Max.

Features and Benefits

© Nylon handle with switch and outlet provides
convenience

* Quick-open guard makes bulb changes quick and easy

Reference Information
UL File No.: E59049
(A File No.: LR85374

cus @@

Flectrical
NEMA Configuration: NEMA 5-15
Voltage: 120V AC 60Hz

Physical

Bulb Size: A21

Handle Construction: Nylon

Guard Material: 10-gauge Zinc-plated Steel
Guard Style: Quick open with reflector
Cord Type: 16/3 SITOW

Outlet: Yes

Switch: Yes

Portable Lighting =

Cord Length Woodhead No. Order No.
7.62m (25.0') 402 130109-0007
15.24m (50.0) 405 130109-0009
www.molex.com/woodhead molex A-21

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Portable Lighting

Features and Benefits Flectrical
Hundlumps © Rating of 150W allows for maximum light output for ~ NEMA Configuration: NEMA 5-15
Pro-Ye“ow® dlemunding upplicuti(;]ns o - Voltage: 120V AC 60Hz
Commercial Dllfy © Elastomeric grips on handle improve comfort during use I’;hl{ssiwl "
Reference Information ulb Size:
Incandescent UL File No.: E59049 Handle Construction: Nylon
150W Max. Guard Material: 10-gauge Zinc-plated Steel
S/ Guard Style: Quick open with reflector
Cord Type: 16/3 SITW
Outlet: Yes
Switch: Yes
Cord Length Woodhead No. Order No.
7.62m (25.0) WT6¢-25 130109-0026
15.24m (50.0') WT6C-50 130109-0027
Features and Benefits Flectrical
H(mdl(lmps o Hide-away guard rofates for easy bulb changes NEMA Configuration: NEMA 5-15
PI'O'YE“OW® o Al plastic guard will run cooler than metal guards Voltage: 120V AC 60Hz
General Dllfy o Elostomeric grips on handle improve comfort during use Physical
Reference Information Bulb Size: A21
Incandescent UL File No.: E59049 Handle Construction: Nylon
100W Max. Guard Material: Polypropylene
S/ Guard Style: Hide away
Cord Type: 18/3 SJTW
Outlet: No
Switch: Yes
Cord Length Woodhead No. Order No.
6.10m (20.0') WT3C20 130109-0017
A-22 molex www.molex.com/woodhead
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Features and Benefits Flectrical
Hundlumps * Fluorescent handlamps run cooler and are more durable NEMA Configuration: NEMA 5-15
PrO'YeIIOW® than incandescent Voltage: 120V AC 60Hz
Commerdial Dllfy o I(I:r(; ZSQI'VSIi(;:lp provides maximum light output in a Physical
Fluorescent Fosiomeric arios on handl ot during usp 20D S PLC26/41/2P

o grips on handle improve comfort during use - yon e Construction: Nylon
26W Reference Information Guard Material: Polycarbonate

UL File No.: E59049 Cord Type: 18/3 SITW

Outlet: No
““s Switch: Yes

Portable Lighting =

Cord Length Lumens Woodhead No. Order No.
7.62m (25.0) 1800 WT6F-25 130109-0028
15.24m (50.0) 1800 WT6F-50 130109-0029
Features and Benefits Flectrical
Hundlumps o Fluorescent handlamps run cooler and are more durable NEMA Configuration: NEMA 5-15
Pro-Ye"ow® than incandescent Voltage: 120V AC 60Hz
| o The 13W lamp provides adequate light for most general .
Genera Dl.l'y duty ks Il;hl{)'ssl_tal 3/
Fluorescent e Elostomeric grips on handle improve comfort during use Hl(jmdlt:zgt')nsirudion: Nylon
13W Reference Information Guard Material: Polycarbonate
UL File No.: E59049 Cord Type: 18/3 SITW

Outlet: No
““s Switch: Yes

Cord Length Lumens Woodhead No. Order No.
6.10m (20.0') 900 WT3F-20 130109-0020
www.molex.com/woodhead molex A-23
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WIDE-AREA LIGHTING

“a

WOODHEAD® WIDE-AREA LIGHTING PRODUCTS OFFER AN EXTENSIVE RANGE
OF PORTABLE LIGHTING SOLUTIONS SUITABLE FOR RUGGED AND HARSH
APPLICATIONS FOR HAZARDOUS, WET AND INDUSTRIAL ENVIRONMENTS

The need for temporary wide-area lighting can arise in virtually any application. Woodhead offers
the largest array of portable lighting fixtures and varieties of light sources to meet any lighting
need. The combination of connection methods, application styles and environmental certifica-
tions ensures these products will meet the requirements of any wide-area lighting application.

FEATURES AND  Variety of Fixtures can be selected based on the type
BENEFITS light sources and amount of light for the application
Range of Fixtures can be selected based on the application
enclosure ratings requirements for material, moisture, ruggedness
Selection of Fixtures can be installed in a variety
mounting methods of applications

APPLICATIONS = Manufacturing
* Natural gas utility service vehicles
» Construction site lighting
* Petrochemical plant shut downs
* Utility plant shut downs
* Maintenance and Repair Operations (MRO)

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wide Area Lights

Hazardous Duty
LED
sow

Features and Benefits

* Rugged cast aluminum enclosure with unique rubber
lens gasket assembly provide superior strength and
durability, impact and corrosion resistance

© Four, 20W LED arrays that resist breakage during rough
handling and deliver 5270 lumens at 5100K color
temperature

e Operating rage of ~40° Cto +40° C allows for use in a
wide range of temperatures

e Versatile mounting clamp/handle/cord wrap and a
variety of electrical fitting options provide mounting
flexibility

Reference Information

QPS File No.: LR1111-2

Hazardous Locations: Class I, Division 2,
Groups B, Cand D; Zone 2

Temperature Code: T4A/+120°

Flectrical
Voltage: 120 to 277VAC, 50/60Hz

Physical
Switch: No
Construction: Cast aluminum housing, polycarbonate lens

Environmental
NEMA Enclosure rating: NEMA 3 indoor/outdoor

Cord Type Cord Length-Primary Cord Length-Secondary Plug Type Connector Type Woodhead No, Order No.
14/3500W 7.62m (25.0) NEMA 5-15, Watertite® 1076H725025143 130243-0021
14/3500W 091m (3.0) 091m (30) 1076H72F003143F003 130243-0022
12/35S00W 091m (3.0) 091m (3.0) 1076HZ2F003123F003 130243-0023
14/3500W 15.24m (50.0) NEMA 5-15, Watertite 1076H225050143 130243-0025
14/3500W 7.62m (25.0) 091m (3.0) NEMA 5-15, Hoz Loc NEMA 5-15, Hoz Loc 1076HZ2X025143%003 130243-0027
14/3500W 15.24m (50.0') 091m (3.0) NEMA 5-15, Hoz Loc NEMA 5-15, Hoz Loc 1076H72X050143X003 130243-0028
12/3 S00W 0.9Tm (3.0') 0.9Tm (3.0') NEMA 5-15, Haz Loc NEMA 5-15, Haz Loc 1076H22X003123X003 130243-0029
90 Brad Power 1076H721L198PC 130243-0030
12/3500W 0.9Tm (3.0') 1076HZ2F003123 130243-0031
Straight Brad Power Straight Brad Power 1076HZ21LIRBPCILIR 130243-0032
14/3500W 15.24m (50.0°) NEMA 5-15, Hoz Loc 1076HI2X050143 130243-0033
Wide Areu I_igh's Features and Bengfits - Eledrifal
* Rugged cast aluminum enclosure with unique rubber ~ Voltage: 120 to 277VAC, 50/60Hz
Huzqrdous DUI’y lens gasket assembly provide superior sirength and Physical
I durability, impact and corrosion resistance "y b
Fluorescent o Two, 55W fluorescent lamps that are shock-mounted Switch: No
110W o vorescent lamps nal are shotk-mounle Construction: Cast aluminum housing, polycarbonate lens
resist breakage during rough handling

e Operating rage of ~40° Cto +40° Cwith a cold-start
temperature of ~20° Cor colder allows for use in a
wide range of temperatures

o Versatile mounting clamp/handle/cord wrap and a
variety of electrical fitting options provide mounting
flexibility

Reference Information

QPS File No.: LR1111

Hazardous Locations: Class |, Division 2,
Groups B, Cand D; Zone 2

Temperature Code: T3A

Environmental
NEMA Enclosure rating: NEMA 3 indoor/outdoor

Cord Type Cord Length-Primary Cord Length-Secondary Plug Type Connector Type Woodhead No, Order No.

14/3 S00W 7.62m (25.0') NEMA 5-15, Watertite® 1075H725025143 130243-0001
14/3S00W 091m (3.0 091m (3.0 1075H72F003143F003 130243-0002
12/3S00W 091m (3.0 091m (3.0 1075H72F003123F003 130243-0003
14/3 500w 15.24m (50.0) NEMA 5-15, Watertite 1075H725050143 130243-0005
14/3 S00W 7.62m (25.0') 091m (3.0 NEMA 5-15, Haz Loc NEMA 5-15, Haz Loc 1075H72X025143X025 130243-0007
14/3 S00W 15.24m (50.0') 091m (3.0') NEMA 5-15, Haz Loc NEMA 5-15, Haz Loc 1075H72X050143X050 130243-0008
12/3S00W 091m (3.0 091m (3.0 NEMA 5-15, Haz Loc NEMA 5-15, Haz Loc 1075H72X003123X003 130243-0009

www.molex.com/woodhead
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molex

A-25

Portable Lighting




Portable Lighting

Wide Areu ligh's Features and Benefits Electrical

. e High-output LED Fixture Voltage: 120V AC
Industrlul DU'I'y © Indudes adjustable nylon strap for mounting NEMA Configuration, Plug and Connector:
Tube lighf convenience Watertite NEMA 5-15
o Rubber end caps and reinforced channel ensure Physical
LED durabily Switch: No
40W, 72W Reference Information Construction: Rubber end caps and butyrate shields

UL File No.: E174254

BI.IS

Lamp Length Fixture Wattage Primary Cord Length Feed-Thru Cord Length Receptacle Max. Load Woodhead No. Order No.
1.22m (4.0 72w 7.62m (25.0') 2000-LED 130108-0300
1.22m (4.0) 72w 7.62m (25.0') 0.15m (6.0") 11A 2001-LED 130108-0301
1.22m (4.0) W 1.22m (4.0 0.15m (6.0") 11A 2002-LED 130108-0302
1.22m (4.0) 7w 1.22m (4.0') 2003-LED 130108-0303
0.6Im (2.0) 40W 7.62m (25.0') 2010-LED 130108-0304
0.61m (2.0') 40w 7.62m (25.0') 0.15m (6.0") 11A 2011-LED 130108-0305
0.6Im (2.0) 40w 1.22m (4.0 0.15m (6.0") 11A 2012-LED 130108-0306
0.61m (2.0) 40w 1.22m (4.0) 2013-LED 130108-0307
A-26 molex www.molex.com/woodhead
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Wide Area Lights
Hazardous Duty
Tube Light, Purged

Fluorescent
128W

Features and Benefits

e Purge light utilizes compressed air flowing through the

fixture to prevent the entry of explosive vapors

© Rubber end caps and bumpers provide protection for

the light during transport and use.

 128W in a portable fixture provides maximum |
wherever needed.

® Velcro mounting strap induded

Reference Information
(SA File No.: LR39801

ighting

Hazardous Locations: Class I, Division |, Groups B, Cand D

Temperature Code: T5

@

Flectrical
NEMA Configuration, Plug: Watertite NEMA 5-15

Physical

Switch: No

Construction: Rubber end caps and butyrate shields
Cord Type: 16/3 SOOW

Wide Area Lights
Industrial Duty

e Rubber end caps and bumpers provide protection for

the light during transport and use

Fixture Voltage Fixture Wattage Cord Length Lumens Lamp Type Woodhead No. Order No.
120VAC 60HZ 128W 7.62m (25.0') 11400 F32/18 2000PLX25 130108-0188
Features and Benefits Flectrical

NEMA Configuration, Plug and Connector:
NEMA 5-15 (except 2031-P, that has no plug
or connector)

. e Up o 128W in a portable fixture provides maximum
Tube Light o B 00 porlel lurep
ighting wherever neede: Physical
Fluorescent ® Velcro mounting strap included for mounting Switch: No
80W, 128W convenience Construction: Rubber end caps and butyrate shields
Reference Information Cord Type: 16/3 SOOW
UL File No.: E174254 (except 2031-P) Fixture length: 95.6cm (37.6") for 80W
(SA File No.: LR85374 173.4cm (68.3") for 128W
Outlet Fixture Voltage (max.) | Fixture Wattage (max.) Primary Cord Length Secondary Cord Length Lumens Lamp Type Woodhead No. Order No.
120V AC 60 Hz 0W 7.62m (25.00') 6300 PLL40/41 2030 130108-0199
None 120V AC60 Hz 1280 091m (3.00) 11400 F32/T8 2003 130108-0194
120V AC60 Hz 128W 7.62m (25.00) 11400 F32/18 2000 130108-0187
120V AC60 Hz 30w 7.62m (25.00) 0.152m (6.00") 6300 PLL40/41 2031 130108-0202
foodthrouth 120V AC 60 Hz 1280 1.22m (4.00) 0.152m (6.00°) 11400 F32/T8 2002 130108-0193
ced-iroug 120V AC 60 Hz 1280 7.62m (25.00) 0.152m (6.00") 11400 F32/18 2001 130108-0191
230V AC50 Hz 0W 7.62m (25.00') 0.152m (6.00°) 6300 PLL40/41 2031 1301080203
www.molex.com/woodhead molex A-27

Portable Lighting =
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Wide Areu ligh's Features and Benefits Electrical

© Multiple lamp wattages and fixture sizes mean the right Fixture Voliage: 120V 60 Hz max.

Indusn‘iul Du‘l‘y light for the job NEMA Configuration, '
Fluorescent © Rubber endcaps and reinforced center channel make Plug and Connector: NEMA 5-15 Watertite®

o this the most durable temporary fluorescent fixture on sical

£ 30W, 50W, 64W, 80W, 160W the market Swi{c b No

5 * Feed-hru OP“O"S make siringing multiple ights Construction: Rubber end caps and butyrate shields

=5 N together quick and easy Cord Type; 16/3 SIOW

% < Reference Information

B UL File No.: E174254 (except 1060 series)

° (SA File No.: LR85374 (except 1060 series and -PL

o versions)

o
W -
Outlet Fixture Wattage Primary Cord Length Secondary Cord Lumens Lamp Type Fixture Length Woodhead No. Order No.
(max.) Length
30W 7.62m (25.0) 1820 FI5/8 62.5mm (24.6") 1324 130108-0151
50W 7.62m (25.0) 4160 F25/18 108.3cm (42.6") 1326 130108-0155
None 64w 7.62m (25.0) 5700 F32/18 138.8am (54.6") 1350 130108-0162
B0W 7.62m (25.0) 6300 PLL40/4] 77.2m (304') 1050-PL 130108-0094
1600 7.62m (25.0) 12600 PLL40/41 138.8am (54.6") 1060-PL 130108-0103
300 1.22m (4.0) 0.152m (6.00) 1820 F15/18 62.5m (24.6) 1335 130108-0157
30W 7.62m (25.0) 0.152m (6.00) 1820 FI5/T8 62.5m (24.6) 1334 130108-0156
50W 1.22m (4.0) 0.152m (6.00) 4160 F25/18 108.3m (42.6") 1337 130108-0160
50W 7.62m (25.0) 0.152m (6.00") 4160 F25/18 108.3m (42.6") 1336 130108-0158
Feedthrough 64w 1.22m (40) 0.152m (6.00") 5700 F32/18 138.8cm (54.6") 1352 130108-0167
64w 7.62m (25.0) 0.152m (6.00) 5700 F32/18 138.8am (54.6") 1351 130108-0164
80w 1.22m (4.0) 0.152m (6.00) 6300 PLL40/41 77.2m (304) 1052-PL 130108-0101
80W 7.62m (25.0) 0.152m (6.00") 6300 PLL40/41 77.2m (304) 1051-PL 130108-0098
1600 1.22m (4.0) 0.152m (6.00) 12600 PL-L40/41 138.8cm (54.6") 1062-PL 130108-0105
160W 7.62m (25.0) 0.152m (6.00") 12600 PLL40/41 138.8am (54.6") 1061-PL 130108-0104
Wide Areu ligh's Features and I?enefits . ‘ E.Iectrical '
. o Low-voltage fixtures provide added safety in Fixture Voltage: 12V AC max.
II‘IdUSI’I‘I(II DUI‘y conductive environments using Woodhead® low-voltage  NEMA Configuration, Plug and Connector: Non-NEMA
Low Voltage workstations to provide the power Power Source: 1640-12 workstation or equivalent
9 © Multiple lamp wattages and fixture sizes mean the right Physical
Fluorescent light for the job Sk No
64W, oW ¢ SUbbﬁ.e"d caps and reinforced center channel ensure ¢y ion: Rubber end caps and hutyrate shields
uraillity . . o Fixture Length: 63.6cm (30.4") for 80W
L o Feed-thru options make stringing multiple lights 138.8cm (54.6") for 64W
% together quick and easy
Reference Information
UL File No.: E174254 (except 1051-12, 1052-12)
(SA File No.: LR85374
M i
W -
Outlet Fixture Wattage (max.) Primary Cord Length Secondary Cord Length Lumens Lamp Type Woodhead No. Order No.
oo 64W 7.62m (25.0) 5300 F32/18 1050-12 130108-0093
80w 7.62m (25.0) 6300 PLL4O/A1 1050-PLI2 130108-0095
64W 7.62m (25.0) 0.152m (6.00") 5300 F32/18 1051-12 130108-0097
Feedthraugh 80w 7.62m (25.0) 0.152m (6.00") 6300 PLL40/41 1051-PLI2 130108-0099
64W 1.22m (40) 0.152m (6.00") 5300 F32/18 1052-12 130108-0100
80w 1.22m (40) 0.152m (6.00°) 6300 PLL4O/41 1052-pL12 130108-0102
A-28 molex www.molex.com/woodhead
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Wide Area Lights
Wet Location

Features and Benefits

e Heavy-duty mounting magnets mean easy installation
on many metal surfaces

® Feed-through connector option makes it easy to siring

Flectrical

Fixture Voltage: 120V AC 60 Hz

NEMA Configuration: NEMA 5-15 (Watertite® connector on
feed-thru outlet)

Portable Lighting =

LED nghi together multiple lights in a large area .
40W o LD Physical
Switch: No
Reference Information Cord Type: 16/3 SJTOW
UL File No.: E174254 Construction: Cast Aluminum housing and polycarbonate
lens with heavy-duty mounting magnet
cus y-duty g mag
Environmental
Rating: Suitable for wet locations
Outlet Lamp Wattage Primary Cord Length Secondary Cord Length Woodhead No. Order No.
None 2200 3.04m (10.0) 8565-LED 130110-0060
Feed-Through b 3.04m (10.0) 0.152m (6.0") 8565F-LED 130110-0061
Replacement Parts
Description Woodhead No. Order No.
Replacement Lens 37-8574 130185-0471
Replacement Magnet 130112-0263 130112-0263
Features and Benefits Elecirical

Wide Area Lights
Wet Location

e Heavy-duty mounting magnets mean easy installation
on many metal surfaces
e Feed-thru connector option makes it easy fo siring

Fixture Voltage: 120V/60 Hz
NEMA Configuration: NEMA 5-15 (Watertite® connector on
feed thru outlet)

HID llglll'lllg together multiple lights in a large area Physical
70W e Choice of metal halide or high-pressure sodium provides Switch: No
the desired lighting for the application Cord Type: 16/3 SJTOW
["' i Reference Information Construction: Cast Aluminum housing and polycarbonate
- i UL File No.: E174254 lens with heavy-duty mounting magnet
‘p cus Environmental
S _— Rating: Suitable for wet locations
e ——
B
Outlet Lamp Type Lamp Wattage Primary Cord Length Secondary Cord Length Woodhead No. Order No.
oot throuch HPS 3.04m (10.0') 0.305m (1.00) 8565F 1301100033
ced-ihroug MH70 3.04m (10.0') 0.305m (1.00') 8565F-MH 130110-0034
\ HPS 3.04m (10.0') 8565 130110-0031
one MH70 3.04m (10.0') 8565-MH 130110-0035
Replacement Parts
Description Woodhead No. Order No.
Replacement Lens - 8565 Series 37-8574 130185-0471
Replacement Magnet - 8565 Series 37-8564 130185-0558
www.molex.com/woodhead molex A-29
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Portable Lighting

H H Features and Benefits Physical
WIde Areu I'Igh's © Heavy-duty Steel guards and Steel frames protect the ~ Lamp Type: Quariz halogen

Indu S'l'riql Du‘l‘y lamps and support the fixture for rigorous use (Construction: Heavy-duty Steel guards and Steel frames

. o Stanchion available with GFCl outlet for convenient,
Halogen Floodlights cafo auxilary pover
100w, 500w, 1000W

Reference Information
(SA File No.: LR85374 (8506 only)

GFCI Qutlet Switch Mount Fixture Voltage (max.) | Lamp Wattage | NEMA Configuration Cord Type Cord Length Woodhead No. Order No.
Magnet 12VAC/DC 100w Non-NEMA 16/3500W 7.62m (25.0') 8500M 130110-0021
Magnet 120V AC60 Hz 500w NEMA 5-15 16/3 S00W 7.62m (25.0') 8506M 130110-0022
No No Stand 12VAC/DC 100W Non-NEMA 16/3 S00W 7.62m (25.0') 8500 130091-0192
Stand 120V AC60 Hz 500W NEMA 5-15 16/3 S00W 7.62m (25.0') 8506 130135-0323
Stand 120V AC60 Hz 1000W NEMA 5-15 16/3S00W 7.62m (25.0') 8511 130110-0023
Yes Stanchion 120V AC60 Hz 500W(2) NEMA 5-15 12/3500W 0457m (1.50) $BS2500 130110-0043
Yes Stanchion 120V AC 60 Hz 500w (2) NEMA 5-20* 12/3 500w 0.457m (1.50) $BG62500 130110-0042

* Receptacle is NEMA 5-15

H H Features and Benefits Flectrical
WIde Are.(l I'Ights  400W metal halide bulb provides economical, effiient ~ Fixture Voltage: 120V/60 Hz (with quad-tap ballast for
commercml Dul'y temporary lighting on commercial, industrial and 120V,/208V/240V/271V, 60 Hz hardwiring)
Hiah Ba residential construction sifes NEMA Configuration, Plug: NEMA 5-15

9 y . © Type “0" lamp and mogul socket complies with Physical
Metal Halide NEC 2005 and ANSI (78.387 to prevent the use of lamps ¢ 1}
400W W"homlfll(:im:';: prI:)tetLlon (Ed dlncr(iiuses |ﬁb saffety " Cord Type: 18/3 SJTW, 3' long with molded plug

* Spring-loaded hook and molded cordset allow for quick ¢4y iign: 10-gauge plated wire guard, spring-loaded

installation on the io.b.siie ) hook, type 0 lamp and mogul socket included
© Knock-outs on the wiring compartment provide easy

feed-thru connections or for connection to alternate Environmental
POWer Sources Rating: Suitable for damp locations

© 8575-MH-PS has NEC compliant pulse-start technology

Reference Information
UL File No.: E174253 (8575-MH for use in Canada only)

DlIS

Lamp Type Lumens Woodhead No. Order No.
BT37/ED-37 Type 0 36000 8575-MH 130110-0038
BT37/ED-37 Type 0 36000 8575-MH-PS 130110-0050

Replacement Parts

Description Woodhead No. Order No.
Wire Lamp Guard 50-8575 130112-0196
Wire Frame Guard Cover (Bottom) 50-8578 130201-0750
A-30 molex www.molex.com/woodhead
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Muchine light 3 Features and Benefits Physical

e Four different lamp wattages provide the right amount ~ Switch: Yes

Industriul DUI‘y of light for the application Construction: Rubber end caps and butyrate shields

* Fixed mount or femporary magnet mounting provide  Cord Length: 4.57m (15.0')
Flvorescent flexibility to fit different machines
13W, 26W, 27W, 40W .
Reference Information
o o UL File No.: E174254 (except 24V rated product)

(SA File No.: LR85374

-1 : e = ] cus@

Portable Lighting =

i —— "1:..1
Y- T =
Mount Type Primary Fixture Voltage Lamp Wattage Cord Type NEMA Configuration Lamp Type Woodhead No. Order No.
24V DC 13w 18/3 SIT00W PLI3/41 1083-3MM-24 130108-0121
13w 18/3 SITOOW NEMA 5-15 PLI3/41 1083-3MM 130108-0120
Moanaticbrackt 13W 16/3 SIT00W NEMA 5-15' PLI3/41 2113MS 130108-0206
¢ 120V AC 60 Hz 26W 16/3 SITOOW NEMA 5-15' PL-C 26/41/4P 2126MS 130108-0209
7w 18/3SIT00W NEMA 5-15 PL-L 27/41 1093-3MM 130108-0142
40w 18/3 SITOOW NEMA 5-15 PL-L 40/4] 1097-3MM 130108-0148
13W 18/3 SITOOW NEMA 5-15 PLI3/41 1083-3M 130108-0119
13w 16/3 SITOOW NEMA 5-15' PLI3/41 21135 130108-0207
Screw-bracket 120 VAC 60 Hz 26W 16/3 SIT00W NEMA 5-15' PL-C 26/41/4P 21265 130108-0210
7w 18/3 SITOOW NEMA 5-15 PL-L 27/41 1093-3M 130108-0141
40w 18/3 SIT00W NEMA 5-15 PL-L 40/41 1097-3M 130108-0146
! Includes Watertite® plug
H H Features and Benefits Electrical
Machine Lights fures and o N
. * Fixed mounting or temporary magnet mounting provide NEMA Configuration: NEMA 5-15
Indus"‘ml Dul'y flexibility to fit different machines Voltage: 120V AC
o Flexible neck designs allow for pinpoint accuracy in .
Hulogen directing light whgre itis needeﬁ n?osl ! Physical
20W 919 Switch: Yes
Reference Information Construction: 18/3 SJTO cord
(SA File No.: LR85374 Cord Length: 3.05m (10.0')
@f’ Environmental
[+ us o . .
NEMA Rafing: Rain tight
Bulb Type Mount Type Lens Material Lamp Wattage Woodhead No. Order No.
Quartz halogen Magnet Tempered glass 20W 8540M 130110-0026
Quariz halogen Screw-bracket Tempered glass 20W 8540P 130110-0027
www.molex.com/woodhead molex A-31
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Ideal for lighting large areas, Woodhead stringlights are constructed for quick installation in a
wide range of industrial settings. Easy-to-replace repair parts assure quick, convenient service-
ability. Heavy-duty guards protect bulbs and electrical components, prolonging service life
and reducing maintenance frequency and costs. Available in many standard configurations,
these stringlights can be modified to accommodate specific needs and to meet electrical
current demands.

NEGTEX® rubber Provides the most abrasion- and chemical- resistant
molded construction stringlight available

Lamp-It-In-The-Box™ Makes installation easier and saves money for
packaging the installer

Woodhead can adapt the physical and electrical

Customizable designs , . . -
9 configuration to a variety of customers’ applications

Widest selection Customers will find a stringlight to fit
of lighting strings any application

* Backyards, carnivals, festivals
* Construction site lighting

* Refinery shutdown lighting

* Shipyards

* Staging areas

 Utility plant shut downs

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Stringlights
Haztex®

Hazardous Location

Flectrical
NEMA Plug Configuration: NEMA 5-15
Voltage: 120V AC, 60 Hz

Features and Benefits
e The only portable, hazardous-duty stringlight that is
third-party certified as a complete assembly for use in
hazardous areas Physical
ysica

e Sirings include 7.62m (25') lead to allow for connection Cords: 12/3 SOOW vith 14/3 SOOW drops

100W, 26W . ICD pdowebr;(]tl\;side (:if 'hj :uzurdous urr:  rubber for th Drop Spacing: 3.05m (10') intervals
]2/ 3soow h9rh s | Ir(fﬂj UE.I. rops are molded rubber for the iy o Utilizes 61430 (incandescent) or
Ighest level of durability 1090-HZ (fluorescent) handlamps

* Watertite® plug included Tee Drop Construction: Rubber molded

Reference Information
(SA File No.: LR39801
Hazardous Locations:
Class 1, Division I, Groups Cand D

Environmental
NEMA Rating: NEMA 4X

r -
l Class I1, Division I, Groups F and G
j Class 1, Zone 1, Group 1B
@
% P
!
\.-"I
Bulb Type Lamp Wattage Lamp Type Cord Length Number of Drops Woodhead No. Order No.
Incandescent 100w AN 13.72m (45.0') 3 340310A 130104-0039
100w AN 19.81m (65.0) 5 340510A 130104-0040
Fluorescent 26W PL-C26/41/4P 19.81m (65.0) 5 342510A 130106-0120
Features and Benefits Physical

Stringlights
Watertite®
Wet Location

e Strings indude 7.62m (25') lead to allow for maximum ~ Cords: 12/3 SOOW with 14/3 SOOW drops
flexibility in supplying power Drop Spacing: 3.05m (10') infervals

o Waterfite plug included Fixture: Utilizes 1203 (incandescent) or

o Cord is 600V rated and drops are molded rubber for the 1926 (fluorescent) handlamps

100W, 26W highest level of durability Tee Drop Construction: Rubber molded
12 /3 SOOW o Watertite plug included Environmental
Flectrical NEMA Rating: NEMA 4X
NEMA Plug Configuration: NEMA 5-15
' Voltage: 120V AC, 60 Hz
] f
[ L&
l = KL

Bulb Type Lamp Wattage Lamp Type Cord Length Number of Drops Woodhead No. Order No.
13.72m (45.0) 3 380310A 130107-0039
Incandescent 100w A2l 19.81m (65.0') 5 380510A 130107-0040
35.05m (115.0') 10 380010A 130107-0038
19.81m (65.0') 5 387510A 130107-0043
Fluorescnt 2w A 35.05m (115.0') 10 3870104 130107-0042

www.molex.com/woodhead
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Stringlights

Features and Benefits
* Watertite® plug and connector included for quick

Physical
Lead Length: 1.52m (5')

™ . . . ;
Super-sufewuy installation Tail Length: 1.52m (5')
I d o I D o (Cord is 600V rated and drops are molded rubber for ~ Drop Spacing: 3.05m (10} intervals
o ndustria “I'y the highest level of durability Sockets: 15.24m (50') string—5 sockets
c . 30.48m (100') string—10 sockets
= 200W Reference Information k Di . L
S Incand CSA File o LRBS374 (for models tht indde quards) &= meer: H-Aorin (175
-g' ncandescent fle Mo.: or modefs fat include guards Socket Construction: Rubber molded
= 12/3500W @ Euvivanentd
g Electrical NEMA Rating: Rain Tight
0 Voltage: 120V AC, 60 Hz
(-8 3 e
T
\-ﬂ' = =
Guard Included NEMA Configuration Cord Length Woodhead No. Order No.
15.24m (50.0') 323526 130106-0115
NEWA 515 3048m (100.0') 323126 130106-0107
15.24m (50.0') 323525 130106-0114
- NEWA 520 3048m (100.0') 323125 130106-0106
VEMAL5.15 15.24m (50.0') 323536 130106-0119
) 3048m (100.0') 323136 130106-0111
15.24m (50.0') 323535 130106-0118
NEMALS-20 3048m (100.0') 323135 130106-0110
15.24m (50.0') 323523 130106-0112
NEWA 515 3048m (100.0') 323123 130106-0104
15.24m (50.0') 323524 130106-0113
o NEWA 520 3048m (100.0') 323124 130106-0105
VEA L 15 15.24m (50.0') 323533 130106-0116
3048m (100.0') 323133 130106-0108
15.24m (50.0') 323534 130106-0117
NEMALS-20 3048m (100.0') 323134 130106-0109
Complete Guard Family for Use with Super-Safeway Molded Stringlights which Feature 134" Neck Diameters
£ -
1l : | i
372 372V 377 371V 370
L]
378 378v 381R 383 385
Stringlight Guards Replacement Parts
Lamp Description Vinyl Coated Type Length Diameter Woodhead No. Order No.
Metal wire—bottom cover 370 130112-0160
A23 0.18m (7.0") 127.0mm (5.0") 372 130112-0161
Yes A3 0.18m (7.0°) 127.0mm (5.0°) 37N 130112-0162
Motalvi 19, A21 0.15m (6.0) 127.0mm (5.0") 377 130112-0163
elaire Yes N9, A21 0.15m (6.0°) 127.0mm (5.0°) I 130112-0164
Ps25, PS30 0.25m (10.0") 127.0mm (5.0") 378 130114-0019
Yes PS25, PS30 0.25m (10.0°) 127.0mm (5.0°) 378V 130112-0166
Clear polycarbonate A9, A1 0.17m (6.8") 101.6mm (4.0") 381R 130112-0171
Clear polycarbonate with bottom cover A19,A21 0.17m (6.8") 101.6mm (4.0") 383 130112-0173
Clear polycarbonate—bottom cover 0.17m (6.8") 114.3mm (4.5") 385 130112-0174
A-34 molex www.molex.com/woodhead
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Hp Features and Benefits Flectrical
S"mgllghts o Super-Safeway plug included for quick installation Voltage: 120V AC, 60 Hz

Portable Lighting =

T™
Super-sufewuy e (Cord is 600V rated and sockets assemblies are rubber .
I d . I D for the highest level of durability LPeI;de{:z;th' 3.05m (10')
ndustria Uty o Easy-to-replace socket parts assure quick, convenient String Length: 30.48m (100)
200W serviceaility Drop Spacing: 3.05m (10') intervals
Incandescent Reference Information Socktats: 10 perI p;rdstring
(SA File No.: LR85374 Guard: 362 include
]2/ 3500w, ]4/ 3 soow @ Neck Diameter: 38.1mm (1.5")
. Socket Construction: Assembled
- # Environmental
N NEMA Rating: Rain Tight
p o
Cord Type NEMA Configuration Woodhead No. Order No.
NEMA 5-15 310123 130107-0030
NEMA 5-20 310323 130107-0032
12/3500W NEMA L5-15 310223 130107-0046
NEMA [5-20 310423 130107-0033
NEMA 5-15 310143 130107-0031
1/3500W NEMA L5-15 310243 130106-0097

Lamp Holders for Assembled Stringlights

Description Max. Lamp Wattage Guard Included Woodhead No. Order No.
Lamp holder with screw clamp cord grip 200W 300 130107-0024
Lamp holder with three wire NEMA 5-15 receptacle 3020 130107-0028
Lamp holder with weather resistant cord grip 200W 300W 130107-0025
Lamp holder with weather resistant cord grip 200W 362 30w 130107-0034
Lamp holder with screw clamp cord grip 200W 362 310 130107-0029
Replacement Parts
Descripti Woodhead No. Order No.
Super-Safeway lamp holder cover (300 and 310) 305 130112-0144
Super-Safeway housing (300 and 310) 306 130191-0085
H H Features and Benefits Flectrical
Pigtail Sockets and elits .
© Rubber construction with water-resistant lip molds Voltage: 600V
I.(IIIIPI‘IOIdeI'S around bulb to form a seal Power: 300W
Wu ter I'i ie® o Ceramic base interior with full-thread, medium-base ~ Current: 15A max.
Copper screw shell mean a durable socket design Physical
300W Reference Information Lead Wires: 14 gauge
(SA File No.: LR1533 Neck Diameter: 38.1mm (1.5")

@

() | o)
> 4 P
« 7

600 601 603 606
Description Woodhead No. Order No.
Socket with 44" leads 600 130152-0016
Socket with 34" cover plate 601 130152-0020
Socket with flange 603 130144-0094
Socket with flange for 3.5" or 4" boxes 606 130152-0021
www.molex.com/woodhead molex A-35
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Stringlights
Safety Yellow®
» Ccommercial Duty

Features and Benefits

© Molded NEMA plug included for quick installation

o (Cord is 300V rated and sockets are molded to withstand

hard usage

© 5000 includes Lamp-It-In-the-Box™ packaging to make

Electrical
Voltage: 120V AC, 60 Hz

Physical
Lead Length: 2.44m (8')
Tail Length: 0.61m (2')

:.:E. 200w installing bulbs a snap Drop Spacing: 3.05m (10') intervals
o Incandescent Reference Information Sockets: 5 per string for 15.24m (50')
= UL File No.: E112216 10 per string for 30.48m (100')
- ® Bulb Size: A21
o Neck Diameter: 38.1mm (1.5")
5 Socket Construction: Molded
a
Environmental
NEMA Rating: Rain Tight
Cord Type Cord Length NEMA Configuration Guard Included Woodhead No. Order No.
14/2SJTW 3048m (100.0) NEMA 1-15 STRIO! 5000 130111-0027
- 15.24m (50.0') NEMA 5-15 None 5003 130111-0031
3048m (100.0) NEMA 5-15 None 5002 130111-0030

Complete Guard Family for Use with 5000 Series Safety Yellow Stringlights or Assembled Stringlight Sockets that Feature 1'%" Diameter Necks

- =
362 362V 364 364V
367 367V 368 382
Safety Yellow Stringlight Guards
Description Vinyl Coated Lamp Type Length Diameter Woodhead No. Order No.
A23 0.18m (7.0") 127.0mm (5.0") 362 130114-0017
Yes A23 0.18m (7.0") 127.0mm (5.0") 362V 130112-0153
PAR38, R40 0.19m (7.5") 165.Imm (6.5") 364 130114-0018
Metal wire guard Yes PAR38, R40 0.19m (7.5") 165.1mm (6.5") 364V 130112-0154
A9, A2 0.15m (6.0") 127.0mm (5.0") 367 1301120156
Yes A9, A2 0.15m (6.0") 127.0mm (5.0") 367V 130112-0157
P$25, PS30 0.25m (10.0") 127.0mm (5.0") 368 130112-0158
Clear polycarbonate guard A19,A21 0.17m (6.8") 114.3mm (4.5") 380R 130112-0169
Clear polycarbonate guard with bottom cover A19,A21 0.17m (6.8") 114.3mm (4.5") 382 130112-0172
A-36 molex www.molex.com/woodhead
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Stringlights
Pro-Yellow®
Commercial and
General Duty

Features and Benefits

e Multiple options give you the right product for the job
© 3025RL series includes Lamp-It-In-the-Box™ packaging

to make installing bulbs a snap

Reference Information
UL File No.: E112216 (see table)

Physical

Lead Length: 2.44m (8')

Tail Length: 0.61m (2')

Drop Spacing: 3.05m (10') intervals
String Length: 30.48m (100')
Sockets: 10 per siring

Bulb Type: A21

Portable Lighting =

150W Electrical Neck Diameter: 38.1mm (1.5")
Incandescent Valtage: 120 AC, 60 Hz Environmental
@ NEMA Rating: Rain Tight
Cord Type NEMA Configuration Guard Included Socket Construction Agency Certification Woodhead No. Order No.
14/2 N/A STRI01 bled 202SRL 130111-0023
14/25)TW STR105 Molded UL 5030 130111-0044
STR101 Assembled cULus 302SRL 130111-0024
12/27C NEWA1-15 STRI01 Assembled 3025RLCA 130111-0026
STR101 Assembled 302SRLCA-F* 130111-0047
* 302SRLCA-F includes NEMA 1-15 Watertite® Connector
Guards—For Use with Pro-Yellow StringLights
Description Woodhead No. Order No.
Yellow polypropylene for 2025RL, 3025RL, 302SRLCA STRI01 130112-0246
Yellow polypropylene for 5030 STR105 1301120258
www.molex.com/woodhead molex A-37
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REELS
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STANDARD-DUTY CORD REELS Available in swing- or rigid-mount

versions; are renowned for their exceptional performance, long service life and ease
of maintenance in dry, indoor applications.

INDUSTRIAL-DUTY CABLE REELS includes Pow-R-Mite® and

Pow-R-Matic®; designed for the most demanding indoor and outdoor industrial applications.

HEAVY-DUTY HAND-WIND REELS Designed with a robust steel construction

for the storage of extension cords, power cables, ropes and hoses; provide protection from

crimping, knots and damage

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Standard-duty cord reels are available in swing- or rigid-mount versions with a variety of options
and accessories. Constructed with precision electrical and mechanical components, standard-
duty cord reels are ideal for keeping hand lamps and power boxes accessible and out of the
way. These reels are suitable for use with portable-power supplies, mobile-material-handling
equipment and portable lighting.

Holds up to 5.4m (50') Increases flexibility for higher ceiling heights
of standard-duty cord or longer distance use

Adjustable Modifies tension depending on weight
spring tension of accessory

Built-in

Allows user to position cord at desired location
ratchet locks

* Hospitals

* Maintenance shops

e Technical school centers
e Work benches
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Features and Benefits Flectrical
cord Reels o Powder couted Steel construction provides durability ~ Voltage: 120 V AC

Sl'und(ﬂ‘d DUI‘y © Swing mount o rigid mount, enclosed or open drum to Physical
f',' any uppl'lcunoq . Construction: All reels include 2' primary cord
- o Simple tension adjustment and ratchet disengagement with plug
make it simple to customize for the job Working End: Flying leads and a ball stop
Reference Information Ratchet Lock: Easily disengaged as needed
UL File No.: E22769 Tension: Easily adjusted
== Py CSA File No.: LR29921 (only 997, 997L, 998 and 998L)  Retraction Weight: Up to 3 Ib
. @ @ Environmental
980/990/997 g\ a NEMA Rafing: NEMA 1
»
= 945-3

Cord Type Current Plug Cord Length Construction Mounting Style Retraction Weight Woodhead No. Order No.
16/3SIT0W 6A NEMA 5-15 10.67m (35.0) Steel Swinging 09kg (2.01b) 9453 130090-0009
16/3SJT0W 8 NEMA 5-15 15.24m (50.0') Steel/Polycarbonate Rigid 1.4kg (3.01) 980 130091-0013
14/3 SITOW 11A NEMA 5-15 13.72m (45.0) Steel/Polycarbonate Rigid 1.4kg (3.01h) 990 130091-0045

NEMA 5-15 , - 997 130091-0085
12/3SJTOW 15A NEWA 515 10.67m (35.0') Steel/Polycarhonate Rigid 1.4kg (3.01b) 9971 130091-0210

NEMA 5-20 } - 998 130091-0202
12/3SJTOW 20A NEWALS.20 10.67m (35.0') Steel/Polycarbonate Rigid 1.4kg (3.01b) 9981 1300910205

Standard Duty Cord Reel 945-3 Dimensions Standard Duty Cord Reel 980/990/997 /998 Dimensions
3.69 4X .41 [10.3] REF.
9.4) 0.87
” 1/4DIA. 4 " r @2 - e
MOUNTING 244 [02.0] Rer.
HOLES ] 0 e
7.75 [197]__ W 7 W, -
B REF. —| 5.59 [142] REF. |—
— - “ _ EF e Newa 5-18 g; 23.0 [584]
12,62
(32.1)

14.25 [362]
REF.

—
UL L F

&

_ )

o
: : \ GUIDE ARM.
8P ¢ - AN ROTATE 90
9.59 e 5.16 ___|
(04.4) (13.1) AUSTBLE
CLAMP
FLYING

EAD! 11.75 [208.5]
o REF.

www.molex.com/woodhead molex B-5
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Cord Reels

Standard Duty
With Fluorescent Lights
13W

Features and Benefits

o Powder coated Steel construction provides durability

© Swing mount or rigid mount, enclosed or open drum to
fit any application

o Simple tension adjustment and ratchet disengagement
make it simple to customize for the job

© Rubber handle and butyrate guard mean o durable

Electrical
NEMA Configuration: NEMA 5-15 plug
Voltage: 120 V AC

Physical
Construction: All reels indude 2' primary cord
with molded plug
Working End: Includes a ball stop and light, bulb induded

< ight f’"d "°“'f°“d“d've guard o Ratchet Lock: Easily disengaged as needed
8 ) o Bulb u.lcluded inall models and auto-switch available  fansion: Easily adjusted
= | for ultimate convenience
. Environmental
Reh'erem:e Information . ‘ NEMA Rafing: NEMA 1
UL File No.: E22769 (except auto-switch versions)
(SA File No.: LR29921 (only 980-83, 980-86,
| B2 990-83, 990-86)
® &
Base Reel ) . ) Cord Reel with Light
Cord Reel Woodhead No. Order No. Cord Type Cord Length Ballast Location Switch Location Woodhead No. Order No.
3 945-3 130090-0009 16/3SJT0W 10.67m (35.0') Handle Handle 945-3-86 130090-0010
-
" 16/3 SJTOW 15.24m (50.0') Primary cord Handle 980-83 130091-0027
980 1300910013 16/3SJTOW 15.24m (50.0') Handle Handle 980-86 130091-0028
. 16/3 SITOW 15.24m (50.0°) Primary cord Auto switch on reel 980A-83 130091-0030
. 14/3 SJTOW 13.72m (45.0) Primary cord Handle 990-83 130091-0061
990 130091-0045 14/3SJTOW 13.72m (45.0) Handle Handle 990-86 130091-0062
14/3 SJTOW 13.72m (45.0') Primary cord Auto switch on reel 990A-83 130091-0064
B-6 molex www.molex.com/woodhead
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Cord Reels

Standard Duty

With Incandescent Lights
100W Incandescent,

30W Low Voltage Spot Light

Features and Benefits

e Powder coated Steel construction provides durability

© Swing mount or rigid mount, enclosed or open drum to
fit any application

o Simple tension adjustment and ratchet disengagement
make it simple to customize for the job

© Handlamps have switch and convenience outlet on
handle

® Spot light has switch and is wet location rated and low
volt (12V) for added safety

Electrical
NEMA Configuration: NEMA 5-15 plug
Voltage: 120 V AC

Physical

Construction: All reels include 2' primary cord
with molded plug

Working End: Includes a ball stop and light, bulb not
induded (except for low voltage spot lights, which

include a bulb)

e n

271US Switch: Included on handle
Reference Information Low Voltage Spot Light Version: Includes 125V to 12V
UL File No.: E22769 (except reels with 1610S light fixture) fransformer on primary side
@ Ratchet Lock: Easily disengaged as needed
Tension: Easily adjusted
Environmental
NEMA Rating: NEMA 1
15
i -
106US =8N
A
~
1610
Base Reel Light Fixture Lamp Convenience Cord Reel with Light
Cord Reel Cord Ty Cord Length
ora e Woodhead No. |  Order No. ord ype ord leng Woodhead No. Order No. Wattage Outlet on Handle | Woodhead No. |  Order No.
16/35IT0W 10.67m (35.0') 16105 130105-0034 30W 95 130090-0018
3 * 9453 | 130090-0009
. 16/3SIT0W 10.67m (35.0) 106US 130102-0114 100w NEMA 515 963 130090-0015
" o0 O I 15.24m (50.0') 16105 130105-0034 30W 980-16105 | 130091-0020
16/3SIT0W 15.24m (50.0') 2715 130102-0259 100W NEMA 515 980-271US | 130091-0021
14/3SIT0W | 13.72m (45.0) 16105 130105-0034 30W 990-16105 | 130091-0055
: 990 130091-0045 | 14/3SJT0W | 13.72m (45.0') 106U 130102-0114 100W NEMA 515 990-106US | 130091-0049
14/35IT0W | 13.72m (45.0) 271US 130102-0259 100W NEMA 515 990-271US | 130091-0056
www.molex.com/woodhead molex B-7
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Features and Benefits Electrical
cord RGEIS o Powder coated Steel construction provides durability ~ Voltage: 120 V AC

S'undurd DU'I'y © Rigid mount, enclosed or open drum o fit any Physical

With Power Accessories uppllcutlon o ) Construction: All reels include 2' primary cord
o Simple tension adjustment and ratchet disengagement with plug
Connector, Duplex Outlet, make it simple to customize for the job Working End: Includes a ball stop and conneclor or
GFCl Duplex o (ptions fr(l{m one fo four outlets provide flexibility for outlet box
< many applications i Ratchet Lock: Easily disengaged as needed
° \ * GF(l version provides added profection of personnel  Tancion: Easily adjusted
& e - from elecirical hazards associated with ground faults
S . Environmental
. L Reference Information NEMA Rafing: NEMA 1
_ UL File No.: E22769 (except reels with 3070-GFl and
. Order Numbers 130091-0201 through 13091-0214)
3070-GFI (SAFile No.: LR29921 (reels with 12/3 SITOW only)
30001 a @ @
. \
| | 4
Ta
1547 =
Cord Reel Plug Type Working End Cord Type Cord Length Ng::::::' GFCl Protected Woodhead No. Order No.
NEMA 5-15 Connector 16/3SITOW | 10.67m (35.0°) 1 945.1547 130090-0008
. > ' Double Duplex Outlet Box, NEMA 515 | 16/3SJTOW | 10.67m (35.0°) 4 966 130090-0019
S Double Duplex Outlet Box, NEMA5-15 | 16/3SJTOW | 15.24m (50.0') 4 980-3000 130091-0023
- Single Duplex GFCI Ouflet Box NEMAS-15_| 16/3SITOW | 15.24m (50.0') ) Yes 980-30706 130091-0025
NEMA 5-15 Connector 14/3SIT0W | 13.72m (45.0') 1 990-1547 1300910053
Double Duplex Outlet Box, NEMAS-15__ | 14/3SITOW | 13.72m (45.0') 4 990-3000 1300910057
1 Single Duplex GFCI Outlet Box, NEMA5-15 | 14/3SJTOW | 13.72m (45.0') 2 Yes 990-30706 130091-0059
NEMA 5-15 Connector 12/3SIT0W_|_10.67m (35.0°) 1 997-1547 130091-0087
Double Duplex Outlet Box, NEMA5-15 | 12/3SJTOW | 10.67m (35.0') 4 997-3000 130091-0090
Single Duplex GFCI Outlet Box, NEMA 5-15 | 12/3 SITOW 10.67m (35.0') 2 Yes 997-30706 130091-0094
,.-N\ NEMA 5-20 Connector 12/3SIT0W | 10.67m (35.0) 1 998-1533 130091-0203
;:. NEMA 5-20 Single Duplex GFCI Outlet Box, NEMA5-20 | 12/3SITOW | 10.67m (35.0°) 2 Yes 998-3070620 130091-0204
% I Double Duplex Qutlet Box, NEMA 5-20 12/3 SITOW 10.67m (35.0') 4 998-3080 130091-0201
NEMA L5-20 Locking Connector 12/3 SITOW 10.67m (35.0°) 1 9981-2747 130091-0206
Single Duplex GFCI Outlet Box, NEMA5-20 | 12/3SITOW | 10.67m (35.0') 2 Yes 9981-3070620 1300910207
NEMA L5-20, Locking
NEMA 5-20 Connector 12/3SIT0W | 10.67m (35.0°) 1 99811533 1300910208
*
Double Duplex Outlet Box, NEMA5-20 | 12/3SJTOW | 10.67m (35.0°) 4 99813080 130091-0209
NEMA 5-15 Connector 12/3SIT0W | 10.67m (35.0°) 1 997-1547 130091-0087
NEMA 5-15 Single Duplex GFCI Outlet Box, NEMA 5-15 | 12/3 SITOW 10.67m (35.0') 2 Yes 997-30706 130091-0094
Double Duplex Outlet Box, NEMA 515 |  12/3SJTOW | 10.67m (35.0°) 4 997-3000 130091-0090
NEMA L5-15 Locking Connector 12/3SIT0W | 10.67m (35.0°) 1 99712547 1300910211
Single Duplex GFCI Outlet Box, NEMA 5-15 | 12/3 SITOW 10.67m (35.0') 2 Yes 9971-30706 130091-0212
NEMA L5-15, Locking
NEMA 5-15 Connector 12/3SIT0W | 10.67m (35.0) 1 99711547 1300910213
Double Duplex Outlet Box, NEMA5-15 | 12/3SJTOW | 10.67m (35.0') 4 9971-3000 1300910214
B-8 molex www.molex.com/woodhead
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A

Industrial-duty cable reels such as Pow-R-Mite® and Pow-R-Matic® are spring-powered reels
made of precision electrical and mechanical components to accommodate up to 48.8m (160")
of 16/3 AWG cable or up to 15.3m (50') of 6/3 AWG cable. Cable reels have NEMA-3 and
NEMA-4 ratings for indoor and outdoor use to protect against water and corrosion for weather
and dust resistance. Precision collector rings can be specified for up to 36 conductors.

Containerized . . .
Provides easy and safe replacement of mainspring

mainspring

NEMA-3 and Provides personal protection against incidental
NEMA-4 enclosure contact; designed for indoor and outdoor use
Anti-lock-out Ensures user will never be locked out of a full
ratchet system cable extension

Modular

. Enables easy replacement of collector rings
collector rings

e Fire trucks

e Food and beverage

* Lifting magnets for cranes
* Movable equipment

e Overhead cranes

* Service vehicle

e Standard cranes

* Wastewater treatment

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Features and Benefits Electrical
cuble Reels  NEMA 4 rating provides protection fo water or dust, Cord/Cable: SOW, 600V rated

II‘IdUSI’I‘i(II DUI’y indoor and out (Collector Ring Rating: 30A
1 o (able guide is adjustable every 5° over a 270° .
Up to 5.0 . arc allowing for the exact configuration to suit the I’:r’z :’r;aéor d Entry: 1" NPT
Retraction WEIglﬂ' 41h opplicaion Construction: Cast Aluminum with yellow powder coat finish

© Design prohibits annoying “lock-out” when cable is fully Working End: Flying leads; ball sop not indluded

% wd . ((extenfied' L . Ratchet Lock: Easily disengaged as needed
o % ontainerized main spring allow for safe, simple Tension: Easily adjusted
& ' handling and replacement Junction Box: Large, easy-access
» ® Reels are constructed with spring tension to lift or Spring: Containerized, easily replaceable
L e siretch cable with no more than 10% sag '
. T Environmental
], 180 Reference Information NEMA Rating: NEMA 4
" UL File No.: E22769
(SA File No.: LR29921
e
Wire Gauge Reforence NR:I vithout c"bl(enble Range Conductors Current Cable Length Woodhead No. Order No.
095105203 upto 50° 3 9 9.14m (30.0') 9224 130083-0224
095105203 upto 50° 3 9 15.24m (50.0) 9228 130083-0225
095105204 upto 50° 4 A 9.14m (30.0') 9234 130083-0227
095105204 upto 50' 4 A 15.24m (50.0') 9238 130083-0228
16 095105206 upto 50° 6 A 13.72m (45.0) 9206 130083-0222
095105208 upto 38' 8 oA 11.58m (38.0') 9208 130083-0223
095106208 3850 8 6 15.24m (50.0') 92481 130083-0239
095106210 upto 40’ 10 5A 9.14m (30.0) 92401 130083-0229
095106212 upto 40’ 12 5A 9.14m (30.0') 92411 130083-0231
095105203 upto 25' 3 13 7.62m (25.0) 9253 130083-0242
095104203 2550° 3 130 15.24m (50.0) 9358 130083-0249
095104204 upto 50° 4 1A 7.62m (25.0) 9363 130083-0262
" 095104204 upto 50° 4 1A 13.72m (45.0') 9367 130083-0263
095104206 upto 40 6 1A 10.67m (35.0°) 9306 130083-0247
095104208 upto 20° 8 8A 6.10m (200') 9308 130083-0248
095106208 20-30° 8 8A 9.14m (30.0) 92482 130083-0240
095106210 upto 20 10 7 6.10m (200') 92402 1300830230
095104203 upto 35' 3 18 7.62m (25.0) 9383 130083-0264
095104203 upto 35' 3 184 10.67m (35.0') 9385 130083-0279
095106203 35-50° 3 18 15.24m (50.0) 92433 130083-0232
12 095104204 upto 30° 4 14 9.14m (30.0) 9394 130083-0284
095106204 30-40° 4 144 12.19m (40.0') 92443 130083-0234
095106206 upto 30 6 1A 9.14m (30.0') 92463 130083-0237
095106208 upto 20° 8 124
095105203 upto 30° 3 224 6.10m (20.0') 9242 130084-0318
0 095106203 30-40° 3 24 12.19m (40.0') 92434 130083-0233
095106204 upto 30° 4 16A 9.14m (30.0') 92444 130083-0236
095106206 upto 20° 6 14 6.10m (20.0') 92464 130083-0238
Note: Use pivot base 9501
Reel Dimensions
13.50 . 458 __|
¢49 e 697 _] (11'.6)_. 2.28(15.8)

7.7

A
I B
[

|
15.9 _ 06.50
(38.6) (16.5)
(©)

1°N.PT, 65
Line entry (1.7)

L 444 ] 0.47(1.2) ('29.3) —{le— 566(14.4) -L‘T
(11.3) thru 2-places e 6.88(17.5
7.25 -— 962(244) ——=t+ +——-+— 3O0R4COND.
(18.4) le—  10.82(27.4) —_| 6ORs8COND.
le— 1293(328) ——————= 100R 12 COND.
B-10 molex www.molex.com/woodhead
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Features and Benefits Flectrical
cuble Reels o NEMA 4 (reel only) rating provides protection to water  Cord/Cable: SOW, 600V rated

Industriul DU'I'y or dust, indoor and out Collector Ring Rating: 30A
. . e (able guide is adjustable every 5° over a 270° .
With Fluorescent I'Igh's arc allowing for the exact configuration to suit the Phy sical e
13W licai Primary Cord Entry: 1" NPT
upp'ltcmon . o . . Construction: Cast Aluminum with yellow powder coat finish
o Design prohibits annoying “lock-out” when cable is fully

dod Working End: Has handlamp with ball stop included
exiended N . Ratchet Lock: Easily disengaged as needed
i\ * (ontainerized main spring allow for safe, simple Tension: Easily adjusted

handling and replacement Junction Box: Large, easy-access
e Rubber handle and butyrate guard mean a durable Spring: Containerized, easily replaceable

light and non-conductive guard

o Switch in handle and bulb included for uliimate Envir 0'"{'9"’0’
convenience NEMA Rating: NEMA 4 (reel only)

Reference Information
UL File No.: E22769

®

Base Reel Cord Reel with Light
Cord Reel Woodhead No. Order No. Cord Type Cord Length Woodhead No. Order No.
% : 9224 130083-0224 16/350W 9.14m (30.0') 9224-86 130083-0767
Tk-
" 9228 130083-0225 16/3 SOW 15.24m (50.0) 9228-86 130083-0775
Features and Benefits Electrical
cuble R.eels o NEMA 4 (except handlamp) rating provides protection  Cord/Cable: SOW, 600V rated
Industrial Du‘l‘y to water or dust, indoor and out Collector Ring Rating: 30A
. . e (able guide is adjustable every 5° over a 270° .
. A . Physical
With Incandescent llghl’S arc allowing for the exact configuration to suit the 4 e
100W Incandescent application Primary Cord Enfry: 1 NPT
r . Dpp_ hib i “lockcout” when cable is ful Construction: Cast aluminum with yellow powder coat finish
30W Low Volt SpoI llghf emgr(; pdm ibits annoying “lock-out™ when cable is Wly - yyoking End: Includes a ball stop and light, bulb not
exien. ed o . included (except for low voltage spot lights, which
* (ontainerized main spring allow for safe, simple include a bulb)
handling and replucgmem ) Switch: Indluded on handle
* Handlomps have switch and convenience outlet on Low Voltage Spot Light Version: Includes 125V to 12V
LB h““dlf" ] ) ] transformer on primary side
~ ' * Spot light has switch and is wet location rated and low  Ratchet Lock: Easily disengaged os needed
- & volt (12V) for added sofety Tension: Easily adjusted
\.',: > Reference Information Junction Box: Large, easy-access
UL File No.: E22769 (only 9228-106US) Spring: Containerized, easily replaceable
16108 @ Environmental
NEMA Rating: NEMA 4 (except handlamp)
106US
Base Reel o Convenience Cord Reel with Light
Cord Reel Woodhead No. Order No. Cord Type Cord Length Light Fixture Lamp Wattage | gylet on Handle Woodhead No. Order No.
9224 130083-0224 16/3 SOW 9.14m (30.0') 16105 30W 922416105 | 130083-0766
% . 9228 130083.0225 16/3 SOW 15.24m (50.0') 106U 100W NEMA 5-15 9228-106US | 130083-0772
iy | - 16/350W 15.24m (50.0') 16105 30W 9228-16105__| 1300830773
k 2 9253 130083-0242 14/350W 7.62m (25.0) 16105 30W 925316105 | 130083-0245
N 14/350W 15.24m (50.0) 106U 100W NEMA 5-15 9358-106U5 | 1300830250
7558 130083-0249 14/350W 15.24m (50.0') 16105 30W 9358-16105__ | 130083-0852
www.molex.com/woodhead molex B-11
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Features and Benefits Electrical
cuble Reels  NEMA 4 (reel only) rating provides protection to water ~ Cord/Cable: SOW, 600V rated

Industrial DU'I'y or dust, indoor and out Collector Ring Rating: 30A
. . o (able guide is adjustable every 5° over a 270° .
With Power Accessories arc allowing for the exact configuration to suit the ::r’z:’r;aéo rd Entry: 1" NPT
COIIIIECIOI', DUPIEX OU'Iei’ upp‘llcuhonh.b. in “lock-out” when cable i ful Construction: Cast Aluminum with yellow powder coat finish
GFCl Duplex ¢ 2::;?:&50 Ibits annoying “lock-out™ when cable is fully Working End: Includes a hall stop and connector or

outlet box
Ratchet Lock: Easily disengaged as needed
: . Tension: Easily adjusted
* Opions from one to four outlets provide flexibility for  yyction Box: Large, easy-access; easily replaceable spring

|
. many applications

© (ontainerized main spring allow for safe, simple
handling and replacement

2
[
Q

e

o GFCl version provides added protection of personnel ~ Evir ""'f'e"“”
from electrical hazards associated with ground faults ~ NEMA Rating: NEMA 4 (reel only)

Reference Information

3070-GFI

3000-1 e UL File No.: E22769 (except reels with 3070-GFI)
% \ (SA File No.: LR29921 (except 9253-3000 and
Iy ' reels with 3070-GFl)

1547 : W @ @

Cord Reel Woodhead ::‘se Ree(l)r Sor No. Cord Type Cord Length | Power Accessory |  Outlet Type Ng:::::' GFCl Protected w (:"I II!eNe‘:.wnh A(‘;::::rzn‘
9253 130083-0242 14/350W 7.62m (25.0') 3000-1 NEMA 5-15 4 9253-3000 130083-0246
14/350W 15.24m (50.0) 1547 NEMA 5-15 1 9358-1547 130083-0252
7358 130083-0249 14/3S0W 15.24m (50.0) 3070-GFI NEMA 5-15 2 Yes 9358-30706 130083-0254
12/3S0W 7.62m (25.0') 1547 NEMA 5-15 1 9383-1547 130083-0266
12/350W 7.62m (25.0') 3000-1 NEMA 5-15 4 9383-3000 130083-0269
ﬁ 3 9383 130083-0264 12/350W 7.62m (25.0') 3070-GFI NEMA 5-15 2 Yes 9383-30706 130083-0270
1 12/3S0W 7.62m (25.0') 1533 NEMA 5-20 1 9383-1533 130083-0265
¥ 12/350W 7.62m (25.0') 3080-10 NEMA 5-20 4 9383-3080 130083-0271
& y 9385 130083-0279 12/350W 10.67m (35.0') 3080-10 NEMA 5-20 4 9385-3080 130083-0280
12/350W 15.24m (50.0°) 1547 NEMA 5-15 1 92433-1547 130083-0782
12/350W 15.24m (50.0) 3000-1 NEMA 5-15 4 92433-3000 130083-0784
92433 130083-0232 12/350W 15.24m (50.0) 3070-GFI NEMA 5-15 2 Yes 92433-30706 130083-0786
12/3S0W 15.24m (50.0) 1533 NEMA 5-20 1 92433-1533 130083-0781
12/350W 15.24m (50.0) 3080-10 NEMA 5-20 4 92433-3080 130083-0787
92434 130083-0233 10/3S0W 12.19m (40.0') 3080-10 NEMA 5-20 4 92434-3080 130083-0913
B-12 molex www.molex.com/woodhead
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Cable Reels

Heavy Duty
20 to 70'

Retraction Weight 4 Ib

-

Features and Benefits

* (ontainerized main spring allow for safe, simple
handling and replacement

o Reels are constructed with spring tension to lift or
siretch cable with no more than 10% sag

Electrical

Cord/Cable: SOW and Type W, 600V rated
Collector Ring Rating: 30A for AWG sizes 10-16
Collector Ring Rating: 75A for AWG sizes 6 and 8

Reference Information
(SA File No.: LR29921

@

Physical

Construction: Steel with yellow powder coat finish
Ball Bearings: Bronze
Working End: Flying leads; ball stop not included

Ratchet Lock: Easily disengaged as needed

Tension: Easily adjusted
Junction Box: Large, easy-access

Spring: Containerized, easily replaceable

Cable Type: SOW for 10-16 AWG
Type W for 6 and 8 AWG

Environmental
NEMA Rating: NEM

A3

ST
Wire Gauge Recls without Cable Conductors Current Cable Length Woodhead No. Order No.
Reference No. Cable Range
10511303G0L000 upto70' 3 10A 21.34m (70.0') 92531N 130084-0129
10511304G0L000 up to 70' 4 8A 21.34m (70.0') 92541N 130084-0138
n 10511306G0L000 upto70' 6 8A 21.34m (70.0') 92561N 130084-0146
10511308G0L000 upto70' 8 7A 21.34m (70.0') 92581N 130084-0150
1051131060L000 up to 50' 10 5A 15.24m (50.0') 92501AN 130084-0119
1051131260L000 up to 50' 12 5A 15.24m (50.0') 92511AN 130084-0121
10511303G0L000 upto70' 3 15A 21.34m (70.0') 92532N 130084-0131
10511304G0L000 upto70' 4 12A 21.34m (70.0') 92542N 130084-0139
10511306G0L000 up to 50' 6 12A 15.24m (50.0') 92562AN 130084-0147
" 1051230660L000 50-70' 6 12A 21.34m (70.0') 92562BN 130084-0148
1051230860L000 up to 60' 8 10A 18.29m (60.0') 92582N 130084-0151
10512310G0L000 up to 50' 10 7A 15.24m (50.0') 92502N 130084-0120
1051131260L000 up to 30’ 12 7A 6.10m (20.0') 92512AN 130084-0123
10512312G0L000 30-40' 12 7A 12.19m (40.0') 925128N 130084-0124
10511303G0L000 upto70' 3 20A 21.34m (70.0') 92533N 130084-0132
1 10511304G0L000 up to 60' 4 16A 18.29m (60.0) 92543N 130084-0140
1051230660L000 up to 60’ 6 14A 18.29m (60.0') 92663 130084-0155
1051230860L000 up fo 50' 8 14A 15.24m (50.0') 92583N 130084-0152
1051230360L000 upto70' 3 250 21.34m (70.0') 92534N 130084-0133
10 1051230460L000 up o 70' 4 20A 15.24m (50.0°) 92544AN 130084-0141
10512304G0L000 upto70' 4 20A 21.34m (70.0') 92544BN 130084-0142
1051330660L000 up fo 50' 6 20A 15.24m (50.0') 92564N 130084-0149
10511403G0L000 up to 30’ 3 350 9.14m (30.0) 92535AN 130084-0134
8 1051240360L000 30-50' 3 350 15.24m (50.0') 92535BN 130084-0135
10511404G0L000 up to 20' 4 28A 6.10m (20.0') 92545AN 130084-0143
1051340460L000 30-40' 4 28A 12.19m (40.0') 92545BN 130084-0144
1051340200L000 40-50' 2 450 15.24m (50.0') 92526BN 130084-0128
6 1051340360L000 up to 30' 3 450 9.14m (30.0°) 92536N 130084-0136
1051340460L000 up to 30' 4 36A 6.10m (20.0') 92546N 130084-0145
Note: Use pivot base 9503
Heavy Duty Cable Reel Dimensions, 20 to 70" 1000 Series Reel
Woodhead Series No. Dimension A Weight
Without Cable (without Cable)
1051-x-303 423mm (16.67") 811b
1051-x-304 423mm (16.67") 811b
1051-x-306 423mm (16.67") 821b
1051-x-308 479mm (18.84") 821b
1051-x-310 479mm (18.84") 831b
1051-x-312 479mm (18.84") 831b
1051-x-402 423mm (16.67") 811b
1051-x-403 423mm (16.67") 811b
1051-x-404 479mm (18.84") 821b
www.molex.com/woodhead molex B-13

Reels
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Cable Reels
Heavy Duty

Features and Benefits
© (ontainerized main spring allow for safe, simple
handling and replacement

Electrical
Cord/Cable: SOW and Type W, 600V rated
(Collector Ring Rating: 30A for AWG sizes 10-16

(Collector Ring Rating: 75A for AWG sizes 6 and 8

Physical
Construction: Steel with yellow powder coat finish
Ball Bearings: Bronze
Working End: Flying leads; ball stop not included
Ratchet Lock: Easily disengaged as needed
Tension: Easily adjusted
Junction Box: Large, easy-access
Spring: Containerized, easily replaceable
Cable Type: SOW for 10-16 AWG,

Type W for 6 and 8 AWG

Environmental
NEMA Rating: NEMA 3R

' o Reels are constructed with spring tension to lift or
40 to 1.60 . stretch cable with no more than 10% sag
Retraction Weight 7 Ib

Reference Information
CSA File No.: LR29921

@

2
[
Q

e

Wire Gauge Reforence :::Is without (uzl:ble Range Conductors Current Cable Length Woodhead No. Order No.
11431030360L upto115' 3 9A 35.05m (115.0') 92631* 130085-0359
16 11431030661L up fo 100' 6 7A 30.48m (100.0') 92661* 130085-0365
11431030861L up t0 95’ 8 6A 28.96m (95.0') 92681* 130085-0366
11431030361L upto 110 3 13A 33.53m (110.0') 92632* 130085-0360
11431030461L up to 110" 4 1A 33.53m (110.0') 92642* 130085-0363
11650530461L 110-160' 4 1A 48.77m (160.0') 92742t 130085-0373
14 116505306621 upto115' 6 1A 35.05m (115.0') 92762 130085-0379
116505308621 up to 90' 8 8A 27.43m (90.0') 92782 130085-0381
11650531063L up to 60' 10 7A 18.29m (60.0') 92702 130085-0367
11650531263L up to 60' 12 6A 18.29m (60.0') 92712 130085-0368
11431030361L up o 95' 3 18A 28.96m (95.0') 92633* 130085-0361
11650530361L 95-160' 3 18A 48.77m (160.0') 92733 130085-0370
12 114310304621 up to 80’ 4 14A 24.38m (80.0') 92643* 130085-0364
116505304621 80-140' 4 14A 42.67m (140.0') 92743 130085-0374
116505308631 up to 60' 8 124 18.29m (60.0') 92783 130085-0382
10 116505304621 up fo 120' 4 16A 36.58m (120.0') 92744 130085-0375
116505306631 up to 85' 6 14A 25.91m (85.0') 92764 130085-0025
8 11650540364L up to 85' 3 350 25.91m (85.0') 92735! 130085-0905
116505404651 up to 60' 4 32A 18.29m (60.0') 92745 130085-0376
116505402J4L up to 65' 2 550 19.81m (65.0') 92726! 130085-0949
6 116505403651 up to 50' 3 450 15.24m (50.0') 92736! 130085-0372
11650540466L up to 40' 4 44A 12.19m (40.0') 92746 130085-0377
* Use pivot base 9504
t Use pivot base 9505
Pivot Base
Reel Series Woodhead No. Order No.
9200/9300/92400 9501 130226-1600
92500 9503 130226-1601
92600 9504 120226-1602
92700 9505 130086-0177
Heavy Duty Cable Reel Dimensions, 40 to 160’ 1100 Series Reel
Woodhead Series No. Dimension W Weight
Without Cable (without Cable)
1143-xx-303 416.1mm (16.38") 138 Ib
1143-xx-304 416.1mm (16.38") 1381
1143-xx-306 466.9mm (18.38") 1391b
1143-xx-308 466.9mm (18.38") 140 Ib
1143-xx-402 466.9mm (18.38") 1391b
1165-xx-303 527.1mm (20.75") 188 Ib
1165-xx-304 527.1mm (20.75") 188 b
1165-xx-306 5779mm (22.75") 189 Ib
1165-xx-308 5779mm (22.75") 1901b
1165-xx-310 628.9mm (24.75") 191 b
1165-xx-312 628.9mm (24.75") 1921b
1165-xx-402 5779mm (22.75") 189 Ib
1165-xx-403 5779mm (22.75") 189 b
1165-xx-404 5779mm (22.75") 190 Ib
B-14 molex www.molex.com/woodhead
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TeChniC(ll |nf°rmuﬁ°“ Woodhead® Industrial Cable reels are designed for top recovery applications. Where minimum cable sag is not

performance, long life, and easy maintenance. Series crifical, our industrial cord reels can be used for stretch

ReEIS 9200, 9300, and 92400 are perfect for mobile electrical  service where an expected cable sag at mid-point of 10%
equipment, portable lighting, or hand-held power tools, s allowable.
and can handle cord lengths up to 50". For longer cord
lengths and heavier gauge cord, our 92500, 92600, Applications u
and 92700 cord reels are available and are ideal for Cord reel applications include horizontal siretch, drag,
hoists, large electric fools, and moving equipment. All of  vertical lift, recovery, and vertical recovery. Different )
our industrial reels are suitable for vertical lift vertical ~ applications require different variations in spring §

recovery, und dmg uppli(uﬁons_ We (]Iso huve reels Whi(h tension for Op“mul performﬂn(e. Defin“ion Of (Ord reel
have the correct spring tension for horizontal streich and ~ @pplications are below.

Horizontal Stretch

Cable is suspended in the air, supported at both ends. The tension must
accommodate about twice the total weight of the cable to maintain an acceptable
6% sag.

Drag

The reel is mounted in a permanent location. Cable is dragged over surface to
and from fixed mounted reel. The tension required is about the same as the lift
application.

Vertical Lift

Reel is mounted overhead. Cable pays out downward and is retracted up via
spring power. Reel must have enough tension to lift the tofal weight of the cable
and any addifional weight attached to it, e.g., pendant station, cable overhang.

Recovery
Mounted on a moving carrier, reel picks up cable from stafionary base. The dloser
the reel is to the recovery surface, the less tension is required.

Vertical Recovery

Base mounted reel pays out cable upward. The reel is required only to recover the
cable on the spool, as the cable moves downward. Minimal tension is needed to
recover cable into the reel.a

www.molex.com/woodhead molex B-15
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Cable Reels

Customization
Capabilities

Convenience Package Option

For reels used in crifical processes, where downtime
must be held o an absolute minimum, or where high
labor costs make it necessary to minimize installation
time, you can choose a reel with a convenience
package (formerly referred to as Mill Duty) for

reels in our 2000 through 2800 series. Convenience
package includes:

As shown on the previous pages, our standard catalog
reels can handle up o 160" of cable, depending on
the gauge and conductor count. We also offer several
more frame sizes of reels that can be fitted with the
exact amount and type of cable you require.

Reels For Hazardous Locations

Reels in our 1100 through 2800 series are available

with enclosures designed to comply with requirements as
defined in the National Electrical Code for equipment used
in dlossified locations. Features include:

® (lass |, Division 1, Group (& D
© (lass 11, Division 1, Group E, F & G
 (loss Ill, Division 1, Outdoor hazardous locations

© Two junction boxes which provide quick, easy access for  Fully enclosed junction boxes with connecting leads

all working and lead-in cable connections

* Quick-change spring motors allow the spring motor to
be changed in moments

o Fast-tensioning end plate is designed so that set-up
and tensioning of a reel can be completed in seconds,
reducing downfime fo a minimum

B-16
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Features and Benefits

e Frames can accommodate up to 250" of 16 AWG cable
or up to 160" of 1 AWG cable

* Precision collector rings can be specified for up to
36 conductors

® All reels are custom made to fit your needs and are
available with or without cable installed

 NEMA 3 and NEMA 4 enclosures (depending on the
frame size)

o Anfi-lock-out ratchet design for reels with raichet

o Silver-plated rings and brushes available for low-level
signals

How To Order A Custom Reel

Simply complete the Cable Reel RFQ on the next page
and submit fo our Technical Support group. They will
typically respond with a quote within 24 hours.

www.molex.com/woodhead



Cable Reel RFQ

City:
Today’s Date: Quote Needed By:
Projected Purchase Date:

Customer:

Address:

State: Lip:

Contact:

E-mail:

Phone:

Fax:

e n

1.

System Quantity

20.

Where will reel(s) be mounted?

2b.

Is reel for manual pullout or hooked to a machine for automated use?

2.

I for automated use, is it a lift, siretch, recover or drag application?

3a.

Ambient conditions (in-/outdoors, dust, humidity, corrosive elements, explosion hazard, etc.).
For hazardous reels the location designation is needed.

3b.

Ambient temperature change.

Max.

°F Min. °F

4a.

What is the total travel?

(meters or feet)

4b.

How many conductors?
What amperage and voltage rating?

4c.

Has a cable AWG size been picked?

4d.

Will cable be supplied or will the customer supply their own? If customer will supply, then
supply cable OD and weight is needed.

de.

May a special cable (premium type) be needed due to the application?

Expected duty? (Severe, Heavy, Moderate, Light)

If manual pull out, are there end of cable options like, outlet box, hand lamps, or plugs which
need fo be quoted?

Is customer going to install their own end of cable option? If so, then we need to know the
part weight.

If manual pull-out, a roller guide and cable stop will be quoted if not part of the standard reel.

Might a pivet base be needed or considered to reduce cable reel size?

Include a single eye cable grip?

On some models we can consider special convenience options like junction boxes and/or
fast-tensioning plates, which shorten repair fime. Might these features have value for the
application?

Maximum speed?

fpm

1.

Any mounting space limitations?

Width Height Depth

12.

Additional relevant information pertaining to the selection of your cable reel?
(past issues with other reels, etc.)

13.

Do you require additional data with the quotation?

Installation/Service Manual

Catalog

Drawings (CAD?)

14.

Send information to Molex

Fax: 1 847 883 8732 Email: witechsup@molex.com

www.molex.com/woodhead molex
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SPECIALTY
REELS

WOODHEAD® HEAVY-DUTY HAND-WIND REELS ARE DESIGNED WITH A
ROBUST STEEL CONSTRUCTION FOR THE STORAGE OF EXTENSION CORDS,
POWER CABLES, ROPES AND HOSES, PROVIDING PROTECTION FROM
CRIMPING, KNOTS AND DAMAGE

Woodhead heavy-duty hand-wind reels for storage applications are perfect for storing
extension cords, power cables, ropes, hoses or for continuous power service. Hand-wind reels
provide easier, more organized cable storage versus wrapping cable, eliminating cable knots
and kinks. The heavy-duty hand-wind reels, robust steel construction protects service cords
from damage.

FEATURES AND  Heavy-duty

BENEFITS steel design Provides longer-lasting and increased robustness

Large-spool .

- Allows greater storage capacit
design 9 9 paclty
steel-rod Improves support
frame P PP

APPLICATIONS ¢ Construction site
¢ Portable tools
¢ Service vehicle

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



H Features and Benefits Electrical
Hund wmd Reels o Capable of storing 200" of 16/3, 125" of 14/3 0r 100" Versions with cord: NEMA 5-15 plug and connector

100' 12 / 350w of 12/3 SOW cord Cord: SOW, 600V rated

' e Heavy-duty design provides convenient storage of Physical
. ysica
to 200 I 6/ 3 Sow extension cords, power cables, rope or hose Construction: Steel with yellow powder coat finish, no
Reference Information spring hand wind design
UL File No.: E22769 (930 only) Models with Cord: NEMA 5-15 plug at working end of cord
E19795 (reel with cable) and NEMA 5-15 connector af reel end
y (SA File No.: LR29921 (930 only)
(*® ®@
( -
Cord Type Cord Length Woodhead No. Order No.
930 130087-0057
14/350W 15.24m (50.0') 9308143 130087-0059
14/350W 3048m (100.0') 9300143 130087-0064
12/350W 15.24m (50.0') 9308123 130087-0058
12/350W 3048m (100.0') 9300123 130087-0063
www.molex.com/woodhead molex B-19
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Welding Reels

Features and Benefits

 NEMA 4 rating provides protection from water or dust,
indoor and out

o (able guide is adjustable every 5° over a 270 degree
arc allowing for the exact configuration to suit the
application

o Standard models cover the four most popular wire sizes

o Ratchet design prohibits annoying “lock-out” when
cable is fully extended

o (ontainerized mainspring for safe, simple handling and
replacement

o Reel includes cable (except ERA4000)

Flectrical
Collector Ring Rating: 375A

Physical

Primary Cord Entry: 1" NPT

Construction: Cast Aluminum with yellow powder coat finish
Working End: Flying leads; ball stop not included

Ratchet Lock: Easily disengaged as needed

Tension: Easily adjusted

Junction Box: Large, easy-access

Spring: Containerized, easily replaceable

Environmental
NEMA Rating: NEMA 4

Wire Gauge Length Current Rating Woodhead No. Order No.
less cable 375 ERA4000 130083-0286
2 15.24m (50.0') 250 ERA4250 130083-0289
1 15.24m (50.0') 250 ERA4150 130083-0288
1/0 12.19m (40.0) 350 ERA4040 130083-0287
1/0 12.19m (40.0') 375 ERA4940 130083-0291
Hose Reel S Features and Benefits Physical
o Steel construction and epoxy powder-coat finish for Hose Type: EPDM/SBR tube, red SBR cover
long life Maximum Hose Temperature: 176° F (80° ()
o (ontainerized mainspring for safe, simple handling and
replacement
o Adjustable guide arm with four-roller guide to suit the
application
© Brass and Stainless Steel fluid path and nitrile seals
minimize mainfenance
o Ratchet lock and easy tension adjustment for ease
of use
© Hose stop included on all models
Inlet Hose Fitting (NPT) Hose Inner Diameter (in.) Hose Length Pressure (psi) Woodhead No. Order No.
1/4 1/4 9.14m (30.0) 300 DAZ30 130161-0005
3/8 3/8 ithout hose 300 DA300 130161-0006
3/8 3/8 9.14m (30.0) 300 DA330 130161-0007
3/8 3/8 15.24m (50.0) 300 DB350 130161-0009
1/2 1/2 without hose 300 DB400 130161-0012
1/2 1/2 15.24m (50.0) 300 DB450 130161-0014

B-20
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......... C-4
Strain Relief Grips for Flexible Cord
Dust-Tight
Strain Relief Grips. . ... .. .. C-5

Deluxe Cord Grips; All Metal
(General Duty, Wet Location,
Hazardous Location). . ... .. C-6
MAX-LOC® Cord Grips;
Nylon/Metal (General Duty,
Wet Location) . ..........
MAX-LOC Accessories. . . .. C-23
Strain Relief Stainless Steel
Grips; All Stainless
Steel (General Duty,
Wet Location) . .......... C-24
Liquid-Tight Conduit
Malleable Iron or Zinc-Plated
SteelBody ............. C-25

Flexible Conduit
Liquid-Tight, Non-Metallic,
Type “A” Flexible
Conduit Grips. .. ........ C-26
Strain Relief Watertite® Cord Grip
Stainless Steel or
Non-Metallic Mesh .. ... .. C-27
I-Grips for Wiring Devices. . C-30

Standard Duty .............
SingleEye .............
Double Eye.............
OffsetEye..............
Locking Bale/

Universal Eye...........

Heavy Duty ...............
SingleEye .............
DoubleEye.............

ServiceDrop ..............

BusDrop .................

JuniorDuty................
LightDuty ................
MediumDuty . .............
Heavy Duty ...............
Multi-Weave . . .............
High Strength. ... ..........
Single Eye Fiber Optic Grip . ..
Rotating Eye Fiber Optic Grip. .

Technical Information. .. ... ..
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GRIPS
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STRAIN-RELIEF GRIPS Provide strain relief for cords or flexible
conduit on plugs, connectors, push-button stations, enclosures and
pendant or hanging boxes used on portable equipment.

SUPPORT GRIPS Indoor and outdoor support grips designed to distribute
weight of vertical or sloping runs of electrical and fiber-optic cable, metal rods,
tubing or hose over the entire length of the grip.

PULLING GRIPS Designed for overhead, underground or in-plant wiring
applications; serve as reusable tools for pulling insulated conductors, bare wires,
cable, fiber-optic cable, nylon and wire rope.

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Plugs, connectors, and boxes/enclosures in harsh areas demand strain relief for optimal perfor-
mance. Woodhead grips reduce arc bend, assist in the load support of a hanging box, and help
to prevent pullout. Woodhead offers a solution for both standard and wet-location environments
to ensure maximum life. Deluxe cord grips feature an aluminum body integrated with a stain-
less steel mesh. Non-metallic Max-Loc® grips are available with an O-ring and stainless steel or
non-metallic mesh and are suitable for wet locations. Stainless steel Max-Loc fittings and wire
mesh assemblies offer the greatest impact and chemical resistance to be applied in food
processing, dairy, aerospace and clean room environments.

Allows grips for any cord size for

Full-diameter cord range .
customer convenience

Threaded-style bodies available in

. . Ensures environmental compatibility
stainless steel and non-metallic

Threaded-style bodies available

. . Provides customer product flexibility
in a full range of sizes

e Electricians

* HVAC contractors

e Irrigation equipment
e Panel builders
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Strain Relief
Dust-Tight, Wide Range

Aluminum Body

Features and Benefits

e Wide diameter range and general purpose character
accommodate many applications including electrical
boxes and enclosures, machine tools and bus drops

e Galvanized Steel mesh construction provides great

Physical
Threaded Body: Aluminum
Nut: Zinc-plated Steel

Mesh Collar: Zinc-plated Steel and Aluminum

Dust Seal Gasket: Neoprene

Grips

Galvanized Steel Mesh strength Mesh Material: Galvanized Steel
Sfl’(liglﬂ Male o Insulated throat provides conducior profectionupon ~ Insulating busl]ing: Thermoplastic
. flexing and wire entry/exit Weave Type: Single weave mesh
Insulated Bushing :
Reference Information Environmental
UL File No.: E76954 Rating: Dust-fight, general purpose
(SA File No.: LR32159
@ &
Thread Size Cable Diameter Mesh Length Woodhead No. Order No.
VNPT 5.59-8.13mm (22-37') 0.083m 3.250" 36501 130097-0256
W NPT 7.62-1092mm (.30-43) 0.095m 3.750" 36503 130097-0258
VNPT 10.16-13.72mm _(40-54') 012Im 4.750" 36505 130097-0260
NPT 13.21-18.54mm (52-73) 0.146m 5.750" 36508 130097-0262
1" NPT 17.78-24 64mm (70-97") 0.178m 7.000" 36512 130097-0265
14 NPT 23.88-31.75mm (94-1.25') 0.229m 9.000" 36515 130097-0269
1 NPT 3048-38.10mm (1.20-1.50') 0.298m _11.750" 36516 130097-0271
7 NPT 35.56-4445mm (140-1.75") 0.337m 13.250° 36517 130097-0272
4 NPT 41.15-50.80mm (1.62-2.00) 0.343m_13.500" 36518 130097-0273
NPT 50.80-62.23mm (2.00-2.45") 0.349m_13.750° 36519 130097-0274

www.molex.com/woodhead
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S'Irqin Relief Features and Benefits Physical

. © Aluminum/Stainless Steel material consiruction Threaded Body, Compression Nut, Mesh Collar: Aluminum
DEque cord G"p performs well fo resist corrosion Grommet: Rubber
.  50% double weave construction improves cable Friction Ring: Zinc-plated Steel
Alll!lllllllm Body protection and pull-out resistance Mesh Material: Stainless Steel
Stainless Steel Mesh ® Robust design good for indoor and outdoor use Weave Type: Half double and half single weave mesh
2" NPT Reference Information Environmental
UL File No.: E76954 NEMA Rating: Wet location suitable for NEMA 4 enclosures
(SA File No.: LR32159 with gasket placed between fitting and hox

@ @ Hazardous Location Ratings:

Class I, Division 2
Class II, Division 1 and 2
Class 11l, Division 1 and 2

w
Q.

‘=

(U

Cable Diameter Form Size Straight Male Straight Female Right Angle Male 45° Angle Male
Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No.
4.75-6.35mm (.187-.250") 36250 130097-0160 36280 130097-0184 36340 130097-0210 36310 130097-0197
6.35-9.53mm_(.250-.375") B 36251 130097-0161 36282 130097-0185 36342 130097-0211 36312 130097-0198
9.53-12.70mm (.375-.500") 36254 130097-0163 36284 130097-0186 36344 130097-0212 36314 130097-0199
12.70-15.88mm (.500-.625") 36256 130097-0165 36286 130097-0187 36346 130097-0213 36316 130097-0200
15.88-19.05mm (.625-.750") i 36245 130097-0156
19.05-22.23mm (.750-.875") 36246 130097-0157
Note: See Technical Section for compnent details
C6 molex www.molex.com/woodhead
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S"uin Relief Features and Benefits Physical

. o Aluminum/Stainless Steel material construction Threaded Body, Compression Nut, Mesh Collar: Aluminum
Deluxe cord Grlp performs well to resist corrosion Grommet: Rubber
. * 50% double weave construction improves cable Friction Ring: Zinc-plated Steel
Alu!mnum Body protection and pull-out resistance Mesh Material: Stainless Steel
Stainless Steel Mesh * Robust design good for indoor and outdoor use Weave Type: Half double and half single weave mesh
%" NPT Reference Information Environmental
UL File No.: E76954 NEMA Rafing: Wet location suitable for NEMA 4 enclosures
(SA File No.: LR32159 with gasket placed between fitting and box
@ @ Hazardous Location Ratings:
Class 1, Division 2

Grips

Class I, Division 1 and 2
Class 111, Division 1 and 2

Straight Male
Cable Diameter Form Size Woodhead No. Order No.
6.35-9.53mm (.250-.375") B 36257 130097-0166
9.53-12.70mm (.375-.500") 36259 130097-0167
12.70-15.88mm (.500-.625") 36261 130097-0168
15.88-19.05mm (.625-.750") F3 36263 130097-0170
19.05-22.23mm (.750-.875") 36248 130097-0158
Straight Female
Cable Diameter Form Size Woodhead No. Order No.
6.35-9.53mm (.250-.375") 36290 130097-0191
9.53-12.70mm (.375-.500") F2 36292 130097-0627
12.70-15.88mm (.500-.625") 36294 130097-0192
15.93-19.05mm (.627-.750") F3 36296 130097-0496
Right Angle Male
Cable Diameter Form Size Woodhead No. Order No.
6.35-9.53mm (.250-.375") 36347 130097-0214
9.53-12.70mm (.375-.500") B 36349 130097-0215
12.70-15.88mm (.500-.625") 36351 130097-0216
15.88-19.05mm (.625-.750") 36353 130097-0217
45° Angle Male
Cable Diameter Form Size Woodhead No. Order No.
6.35-9.53mm (.250-.375") 36317 130097-0201
9.53-12.70mm (.375-.500") B 36319 130097-0202
12.70-15.88mm (.500-.625") 36321 130097-0203
15.88-19.05mm (.625-.750") 36323 130097-0204
Note: See Technical Section for compnent details
www.molex.com/woodhead molex -7

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



w
Q.

‘=

(U

Strain Relief
Deluxe Cord Grip

Aluminum Body
Stainless Steel Mesh
1" NPT

Features and Benefits

o Aluminum/Stainless Steel material construction
performs well to resist corrosion

 50% double weave construction improves cable
protection and pull-out resistance

© Robust design good for indoor and outdoor use

Reference Information
UL File No.: E76954
CSA File No.: LR32159

® &

Physical

Threaded Body, Compression Nut, Mesh Collar: Aluminum
Grommet: Rubber

Friction Ring: Zinc-plated Steel

Mesh Material: Stainless Steel

Weave Type: Half double and half single weave mesh

Environmental
NEMA Rating: Wet location suitable for NEMA 4 enclosures
with gasket placed between fitting and hox
Hazardous Location Rafings:
Class I, Division 2
Class II, Division 1 and 2
Class 11l, Division 1 and 2

Cable Diameter Form Size Straight Male Straight Female Right Angle Male 45° Angle Male
Woodhead No. Order No. Woodhead No. Order No. | Woodhead No. Order No. | Woodhead No. Order No.
11.10-14.27mm _(437—562') 36829 130097-0295 36826 130097-0629
11.10-14.40mm_(437—.567") 36249 130097-0159 36818 130097-0293
14.27-1745mm (.562—.687") 36830 130097-0296 36827 130097-0294
14.40-1745mm (.567—.687") F4 36275 130097-0179 36819 130097-0628
15.88-19.05mm (.625-.750") 36265 130097-0171 36298 130097-0193 36355 130097-0218 36326 130097-0205
19.05-22.23mm (.750—.875") 36267 130097-0172 36300 130097-0194 36357 130097-0219 36328 130097-0206
22.23-25.40mm (.875-1.000") 36269 130097-0173 36302 130097-0195 36359 130097-0220 36330 130097-0207
25.40-28.58mm (1.000-1.125") s 36270 130097-0174
28.58-31.75mm (1.125-1.250") 36276 130097-0180
Note: See Technical Section for compnent details
s"uin Relief Features and Benefits Physical
. © Aluminum/Stainless Steel material consiruction Threaded Body, Compression Nut, Mesh Collar: Aluminum
DEIUxe cord Gl‘lp performs well to resist corrosion Grommet: Rubber
Aluminum Bo dy o 50% dquble weave consirl{cﬁon improves cable Friction Rinq: Zinc-Pluied Steel
. profection and pull-out resistance Mesh Material: Stainless Steel
Stainless Steel Mesh * Robust design good for indoor and outdoor use Weave Type: Half double and half single weave mesh
1%" NPT Reference Information Environmental
UL File No.: E76954 NEMA Rating: Wet location suitable for NEMA 4 enclosures
CSA File No.: LR32159 with gasket placed between fitting and box
@ @ Hazardous Location Ratings:
Class |, Division 2
Class 11, Division 1 and 2
Class 11l, Division 1 and 2
| . Straight Male Right Angle Male
Cable Diameter Form Size Woodhead No. Order No. Woodhead No. Order No.
19.05-22.23mm_(750—.875") 36277 130097-0181 36831 130097-0297
22.23-25.40mm (.875-1.000") 36271 130097-0175 36361 130097-0221
25.40-28.58mm (1.000-1.125") 5 36272 130097-0176 36362 130097-0222
28.58-31.75mm (1.125-1.250") 36273 130097-0177 36363 130097-0223
31.75-34.93mm (1.250-1.375") 36274 130097-0178 30364 130097-0224
Note: See Technical Section for compnent details
C-8 molex www.molex.com/woodhead
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Strain Relief
Deluxe Cord Grip

Aluminum Body
Stainless Steel Mesh
1%" NPT

Features and Benefits

o Alyminum/Stainless Steel material construction
performs well to resist corrosion

* 50% double weave construction improves cable
protection and pull-out resistance

© Robust design good for indoor and outdoor use

Reference Information
UL File No.: E76954
(SA File No.: LR32159

®e

| . Straight Male Right Angle Male

Cable Diameter Form Size Woodhead No. Order No. Woodhead No. Order No.
19.05-22.23mm_(.750-.875") 36278 130097-0182
22.23-25.40mm_(.875-1.000") 36475 130097-0235 36470 130097-0231
25.40-28.58mm (1.000-1.125") F5 36476 130097-0236 36471 130097-0232
28.58-31.75mm (1.125-1.250") 36477 130097-0237 36472 130097-0233
31.75-34.93mm (1.250-1.375") 36478 130097-0238 36473 130097-0234
33.32-36.50mm (1.312-1.437") 36479 130097-0239
36.50-39.67mm (1.437-1.562") 36480 130097-0240
39.63—42.67mm (1.560-1.680") F6 36481 130097-0241
42.67-45.97mm (1.680-1.810") 36482 130097-0242
44.45-47.50mm (1.750-1.870") 36483 130097-0243

Note: See Technical Section for compnent details

Physical

Threaded Body, Compression Nut, Mesh Collar: Aluminum
Grommet: Rubber

Friction Ring: Zinc-plated Steel

Mesh Material: Stainless Steel

Weave Type: Half double and half single weave mesh

Environmental
NEMA Rafing: Wet location suitable for NEMA 4 enclosures
with gasket placed between fitting and box
Hazardous Location Ratings:
Class 1, Division 2
Class I, Division 1 and 2
Class 111, Division 1 and 2

Grips

Strain Relief
Deluxe Cord Grip
Aluminum Body
Stainless Steel Mesh
2" NPT

Features and Benefits

e Aluminumy/Stainless Steel material construction
performs well o resist corrosion

® 50% double weave construction improves cable
protection and pull-out resistance

© Robust design good for indoor and outdoor use

Reference Information
UL File No.: E76954
(SA File No.: LR32159

®e&

| . Straight Male Right Angle Male
Cable Diameter Form Size Woodhead No. Order No. Woodhead No. Order No.
31.75-34.93mm (1.250-1.375") 36484 130097-0244
33.32-36.50mm (1.312-1.437") 36279 130097-0183
36.50-39.67mm (1.437-1.562") b 36485 130097-0245 36497 130097-0252
39.63—42.67mm (1.560-1.680") 36486 130097-0246 36498 130097-0253
42.67-45.97mm (1.680-1.810") 36487 130097-0247 36499 130097-0254
44.45-47.63mm (1.750-1.875") 36488 130097-0248 36500 130097-0255
46.02-49.20mm (1.812-1.937") 36489 130097-0249
49.20-52.37mm (1.937-2.062") 36816 130097-0292
52.37-55.55mm (2.062-2.187") F7 36287 130097-0188
55.55-58.72mm (2.187-2.312") 36288 130097-0189
58.72-61.90mm (2.312-2.437") 36289 130097-0190
Note: See Technical Section for compnent details
www.molex.com/woodhead molex

Physical

Threaded Body, Compression Nut, Mesh Collar: Aluminum
Grommet: Rubber

Friction Ring: Zinc-plated Steel

Mesh Material: Stainless Steel

Weave Type: Half double and half single weave mesh

Environmental
NEMA Rating: Wet location suitable for NEMA 4 enclosures
with gasket placed between fitting and box
Hazardous Location Ratings:
Closs |, Division 2
Class I, Division 1 and 2
Class I11, Division 1 and 2

9
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Strain Relief Features and Benefits Physical

. © Aluminum/Stainless Steel material consiruction Threaded Body, Compression Nut, Mesh Collar: Aluminum
DEIUxe cord G"p performs well fo resist corrosion Grommet: Rubber
.  50% double weave construction improves cable Friction Ring: Zinc-plated Steel
Alll!lllllllm Body protection and pull-out resistance Mesh Material: Stainless Steel
Stainless Steel Mesh ® Robust design good for indoor and outdoor use Weave Type: Half double and half single weave mesh
2'2" NPT and 3" NPT Reference Information Environmental
UL File No.: E76954 NEMA Rating: Wet location suitable for NEMA 4 enclosures
(SA File No.: LR32159 with gasket placed between fitting and hox
@ @ Hazardous Location Ratings:

Class I, Division 2
Class II, Division 1 and 2
Class 11l, Division 1 and 2

w
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2'2" NPT, Straight Male

Cable Diameter Form Size Woodhead No. Order No.
42.85-46.02mm (1.687-1.812") 36800 130097-0276
46.02-49.20mm (1.812-1.937") 36801 130097-0277
49.20-52.37mm (1.937-2.062") i 36802 130097-0278
52.37-55.55mm (2.062-2.187") 36803 130097-0279
55.55-58.72mm (2.187-2.312") 36804 130097-0280
58.72-61.90mm (2.312-2.437") 36805 130097-0281

3" NPT, Straight Male

Cable Diameter Form Size Woodhead No. Order No.
42.88—46.02mm (1.688-1.812") 36806 130097-0282
46.02-49.20mm (1.812-1.937") 36807 130097-0283
49.20-52.37mm (1.937-2.062") 36808 130097-0284
52.37-55.55mm (2.062-2.187") 36809 130097-0285
55.55-58.72mm (2.187-2.312") 8 36810 130097-0286
58.72-61.90mm (2.312-2.437") 36811 130097-0287
61.90—66.68mm (2.437-2.625") 36812 130097-0288
66.68-71.42mm (2.625-2.812") 36813 130097-0289
71.42-76.20mm (2.812-3.000") 36814 130097-0290
76.20-82.55mm (3.000-3.250") 36815 130097-0291

Note: See Technical Section for compnent details

C-10 molex www.molex.com/woodhead
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S"uin Relief Grips Features and Benefits Physical

* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 0
MAX-I_OC® cord Seul puslhbul:n;n and general use enclosu(ries Grua’ Co}:d G(ri;;l ‘I:o)dyNqu Compression Nut,
. © Nylon body is resistant to impact and corrosion asher {white): Nylon
IS':'I(IIglﬂ Male © Rubber grommet provides a liquid-ight seal and Grommet: Rubber
a" NPT reduces cord pull-out o Environmental
* Grommets are color-coded for easy identification Cord Seal: Liquid-fight

* Rubber grommet is best material o resist chemicals and ~Rying: NEMA 6P when used with correct NPT-sized 0-ring
handles a wide temperature range

Reference Information
UL File No.: E76954

®

| " Without 0-Ring/Locknut* Replacement Grommet
Cable Diameter Color Woodhead No. Order No. Woodhead No. Order No.
1.91-3.43mm _(.075-.135") Black 5398 130098-0024 00-0920 130180-0335
343-5.08mm (135—.200") Gray 5400 130098-0025 00-0921 130180-0336
5.08-6.73mm (.200-.265") Green 5402 130098-0026 00-0922 130180-0337
* See MAX-LOC Accessories if o-ring or locknut is required
t UL unattainable
* (able jacket may need to be stripped for clearance
H H H Features and Benefits Physical
Strain Relief Grips cfits . ysteal |
* Rugged construction suitable for hoxes, cabinets, Compression Nut Form Size: 1
MAX-I_OC® cord Seul pushbutton and general use enclosures Gray Cord Grip Body and Compression Nut,
. * Nylon hody is resistant to impact and corrosion Washer (white): Nylon
Strulght Male . Rybb ! id f id-fiaht seal and Grommet: Rubber !
3 / " NPT ubber grommet provides a liquid-tight seal an :
] reduces cord puII-louI i — Environmental
 Grommets are color-coded for easy identification Cord Seal: Liquid-tight

© Rubber grommet is best material to resist chemicals and Rating: NEMA 6P when used with correct NPT-sized O-ring
handles a wide temperature range

Reference Information
UL File No.: E76954
(SA File No.: LR32159

e

Cable Di - Gl Without 0-Ring/Locknut* Replacement Grommet
able Diometer oo Woodhead No. Order No. Woodhead No. Order No.

3.18-4.75mm (.125-.187") Yellow 5500 130098-0027 00-4960 130180-0398
4.75-6.35mm (.187-.250") Orange 5502 130098-0029 00-4961 130180-0399
6.35-7.93mm (.250-.312") Black 5504 130098-0031 00-4962 130180-0186
7.93-9.53mm (.312-.375") Gray 5506 130098-0032 00-4963 130180-0163
9.53-11.10mm (.375-.437") Green 5508t 130098-0034 00-4964 130180-0400

* See MAX-LOC Accessories if o-ring or locknut is required

t Cable jacket may need to be stripped for clearance

www.molex.com/woodhead molex (G
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Strain Relief Grips
MAX-LOC® Cord Seal

Features and Benefits
* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

Physical

Compression Nut Form Size: 2

Gray Cord Grip Body and Compression Nut,
Washer (white): Nylon

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

. o Nylon body is resistant to impact and corrosion
le'I:(Ilglﬂ Male © Rubber grommet provides a liquid-tight seal and Gro[nmel: Rubber
2" NPT reduces cord pull-out 0-Ring: Neoprene
o Grommets are color-coded for easy identification Nut: Zinc-plated Steel
o Rubber grommet i hest material fo resist chemicals and  Weave Type: Half double weave, half single weave mesh
handles a wide temperature range Environmental
" * Available Stainless Steel mesh yields high strength, Cord Seal: Liquid-fight
o corrosion resistance and slight conductivity Rating: NEMA 6P when used with correct NPT-sized 0-ring
'6'- © Available non-metallic mesh yields moderate strength,
corrosion resistance, great flexibility and no conductivity
Reference Information
UL File No.: E76954
(SA File No.: LR32159
@ @
Without Mesh
Cable Diameter " Color Without 0-Ring/Locknut* With 0-Ring/Locknut Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
1.57-3.18mm (.062-125") Black 55181 130098-0036 55180 130098-0038 00-4978 130180-0405
3.18-4.75mm (.125-187") Yellow 5520 130098-0041 5520 130098-0043 00-4970 130180-0401
4.75-6.35mm (187—.250") Orange 5522 130098-0046 5522W 130098-0049 00-4971 130180-0402
6.35-7.93mm (.250-.312") Black 5524 130098-0052 55240 130098-0056 00-4972 130180-0403
7.93-9.53mm (312-375") Gray 5526 130098-0061 5526W 130098-0064 00-5263 130180-0286
9.53-11.10mm (.375-437") Green 5528 130098-0069 5528W 130098-0071 00-5264 1301800287
1110-12.70mm (437-.500") Orange 5530 130098-0076 5530 130098-0078 00-4975 130180-0404
12.70-14.27mm (.500—562") Black 532! 130098-0082 5532W: 130098-0086 00-5266 1301800288
14.27-15.88mm (.562—.625") Gray 5534¢ 130097-0327 5534W: 130098-0092 00-5267 130180-0289
* See MAX-LOC Accessories if o-ring or locknut is required
tUL unattainable
+ (able jucket may need to be stripped for dearance
With Mesh
Cable Diameter " Color Stainless Steel Mesh Without O-Ring/Locknut* | Non-Metalllic Mesh Without O-Ring/Locknut* Repl Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (187—.250") Orange 55220 130099-0068 5522NM 130099-0069 00-4971 1301800402
6.35-7.93mm (.250-312") Black 5524M 130099-0072 5524NM 130099-0073 00-4972 130180-0403
7.93-9.53mm (312-375") Gray 5526M 130099-0076 5526NM 130099-0077 00-5263 1301800286
9.53-11.10mm (.375-437") Green 5526M 130099-0080 5528NM 130099-0081 00-5264 1301800287
1110-12.70mm (437-.500") Orange 5530M 130099-0084 5530NM 130099-0085 00-4975 130180-0404
12.70-14.27mm (.500-.562') Black 553201 130099-0088 00-5266 1301800288
14.27-15.88mm (.562—.625") Gray 5534M! 130099-0090 00-5267 130180-0289
* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jocket may need to be stripped for dearance
C-12 molex www.molex.com/woodhead



S"uin Relief Grips Features and Benefits Physical

* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 2
Blu(k MAX-'_OC® cord Seul prshlfunlon (mei general use enclosures d \EJMII: (o(rdh(.;ri;) I:qoxiy and Compression Nut: Valox*
. © Black nylon body is resistant to impact, corrosion an asher {white): Nylon
Sf:ﬂlglﬂ Male UV/Sunlight Grommet: Rubber
12" NPT © Rubber grommet provides a liquid-tight seal and 0-Ring: Neoprene
reduces cord pull-out Nut: Zinc-plated Steel

o Grommets are color-coded for easy identification

Environmental
* Rubber grommet is best material o resist chemicals and 4 Seql: Liquid-tight
handles a wide femperature range Rating: NEMA 6P when used with correct NPT-sized 0-ring "
Reference Information Stability: UV resistant o
UL File No.: 76954 * Trademark of SABIC Innovative Plastics IP BV 6

(SA File No.: LR32159

®e

| With 0-Ring/Locknut Replacement Grommet
Cable Diameter Grommet Color Woodhead No. Order No. Woodhead No. Order No.
6.35-9.53mm (.250-.375") Black 5524WBLK 130098-0057 00-4972 130180-0403
7.93-9.53mm (.312-.375") Gray 5526WBLK 130098-0065 00-5263 130180-0286
9.53-11.10mm (.375-.437") Green 5528WBLK 130098-0072 00-5264 130180-0287
11.10-12.70mm_(.437-.500") Orange 5530WBLK 130098-0079 00-4975 130180-0404
12.70-14.27mm (.500-.562") Black 5532WBLK! 130098-0087 00-5266 130180-0288
t Cable jacket may need to be stripped for clearance
H H H Features and Benefits Physical
Strain Relief Grips ehts . ysical |
* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 2
MAX-I_OC® cord Seql pushbutton and general use enclosures Gray Cord Grip ‘Body and Compression Nut,
Spedalt * Gray nylon body is resistant to impact and corrosion Washer (white): Nylon
P . y o Rubber grommet provides a liquid-tight seal and Grommet: Rubber
Multi-Hole or Oval Hole reduces cord pull-out 0-Ring: Neoprene
15" NPT o Rubber grommet is best material fo resist chemicals and ~ Nut: Zinc-plated Steel
handles a wide temperature range Environmental
— . et
' Reference Information (("fi Seal: Liquid-fight ) _ )
||“I UL File No.: E76954 Rating: NEMA 6P when used with correct NPT-sized 0-ring
(SA File No.: LR32159
5 @ @
o
L}
l‘.‘
Straight Male Multi-Hole
| Without 0-Ring/Locknut With O-Ring/Locknut Replacement Grommet
le Diamet Ni f Hol Grol I
Cable Diameter umber of Holes Color Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3.96mm (.156") 2,3 0r4* Orange 5594-007 130098-0202 5594-007W 130098-0203 00-1924 130180-0318
4.75mm (.187") 2,3,4,56,0r7* Yellow 5594-008 130098-0204 5594-008W 130098-0205 00-1925 130180-0319
5.72mm (.225") 2,3 0r4* Black 5594-004 130098-0195 5594-004W 130098-0196 00-1921 130180-0315
6.35mm (.250") 20r3* Gray 5594-005 130098-0197 5594-005W 130098-0198 00-1922 130180-0316
7.37mm (.290") 2 Black 5594-006 130098-0199 5594-006W 130098-0200 00-1923 130180-0317
* Indicates one or more holes are covered by a thin membrane which can be easily be "poked" open if required
Oval Hole (UF Cable)
Cable Diamet Straight Male without O-Ring/Locknut* Straight Male with O-Ring/Locknut Replacement Grommet
able Diameter
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
5.54x10.69mm (.218x.421") Oval 5580 130098-0185 5580W 130098-0186 00-4940 130180-0392
5.54x16.26mm (.218x.640") Oval 5582 130098-0188 5582W 130098-0189 00-4941 130180-0393
* See MAX-LOC Accessories if o-ring or locknut is required
www.molex.com/woodhead molex 13
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Strain Relief Grips

MAX-LOC® Cord Seal

Features and Benefits
* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

Physical
Compression Nut Form Size: 3
Gray Cord Grip Body and Compression Nut,

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Straight Mal o Nylon body is resistant to impact and corrosion Washer (white): Nylon
"ulg t Male . .l G + Rubb
I © Rubber grommet provides a liquid-tight seal and rommet: Rubber
%" NPT reduces cord pull-out 0-Ring: Neoprene
o Grommets are color-coded for easy identification Nut: Zinc-plated Steel
o Rubber grommet i hest material fo resist chemicals and  Weave Type: Half double weave, half single weave mesh
hun.dles a wu.ie femperature range - Environmental
" * Available Stainless Steel mesh yields high strength, Cord Seal: Liquid-fight
o corrosion resistance ‘f“d 5|'gh'_(°“dUdW"Y Rating: NEMA 6P when used with correct NPT-sized 0-ring
& o Available non-metallic mesh yields moderate strength,
corrosion resistance, great flexibility and no conductivity
Reference Information
UL File No.: E76954
(SAFile No.: LR32159
®Ee
Without Mesh
Cable Diameter Color Without 0-Ring/Locknut* With 0-Ring/Locknut Replacement Grommet
al i
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (.187-.250") Orange 5620 130098-0235 5620W 130098-0215 00-4985 130180-0407
6.35-9.53mm_(.250-.375") Gray 5622 130098-0236 5622W 130098-0221 00-4986 130180-0408
9.53-11.10mm (.375-.437") Green 5624 130098-0225 5624W 130098-0227 00-4987 130180-0409
11.10-14.27mm (.437-.562") Black 5536 130098-0096 5536W 130098-0099 00-4980 130180-0278
12.70-15.88mm (.500-.625") Gray 5538 130098-0103 5538W 130098-0107 00-4981 130180-0279
14.27-17.45mm (.562-.687") Green 5540 130098-0112 5540W 130098-0114 00-4982 130180-0280
15.88-19.05mm (.625-.750") Orange 5542 130098-0118 5542W 130098-0121 00-4983 130180-0281
17.45-20.62mm (.687—.812") Yellow 5544t 130098-0126 5544wt 130098-0129 00-4984 130180-0406
* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jacket may need to be stripped for dearance
With Mesh
Cable Diamet " Gl Stainless Steel Mesh Without O-Ring/Locknut* | Non-Metallic Mesh Without O-Ring/Locknut* Replacement Grommet
able Diameter olor
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (.187-.250") Orange 5620M 130099-0153 5620NM 130099-0154 00-4985 130180-0407
6.35-9.53mm_(.250-.375") Gray 5622M 130099-0157 5622NM 130099-0158 00-4986 130180-0408
9.53-11.10mm (.375-.437") Green 5624M 130099-0161 5624NM 130099-0162 00-4987 130180-0409
11.10-14.27mm (.437-.562") Black 5536M 130099-0092 5536NM 130099-0093 00-4980 130180-0278
12.70-15.88mm (.500-.625") Gray 5538M 130099-0096 5538NM 130099-0097 00-4981 130180-0279
14.27-17.45mm (.562-.687") Green 5540M 130099-0100 5540NM 130099-0101 00-4982 130180-0280
15.88-19.05mm (.625-.750") Orange 5542M 130099-0104 55420M 130099-0105 00-4983 130180-0281
17.45-20.62mm (.687—.812") Yellow 5544Mt 130099-0108 00-4984 130180-0406
* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jacket may need to be stripped for dearance
14 molex www.molex.com/woodhead




Strain Relief Grips

MAX-LOC® Cord Sedl
Black Straight Male Single Hole
Special Gray Straight Male

Features and Benefits

* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

e Gray nylon body is resistant to impact and corrosion

@ Black nylon body is resistant to impact, corrosion and

UV/Sunlight

Physical
Compression Nut Form
Black Cord Grip Body a

Size: 3
nd Compression Nut: Valox*

Gray Cord Grip Body and
Compression Washer (white): Nylon

Grommet: Rubber

i iquid-fi 0-Ring: Neoprene
Oval (UF cable) © Rubber grommet provides a liquid-tight seal and " Zq | p el
%" NPT reduces cord pull-out ut: Linc-plated Stee
4 . ofe e .
 Grommels are colf)r-coded for easy |de|)I|f|cuI|0f1 Environmental
* Rubber grommet is best material to resist chemicals and orq Seal: Liguid-fight
handles a wide temperature range Rating: NEMA 6P when used with correct NPT-sized 0-ring
Reference Information Stability: UV resistant (Black nylon)
UL File No.: E76954 * Trademark of SABIC Innovative Plastics IP BV
(SA File No.: LR32159
@ @
Black, Standard Cable
With 0-Ring/Locknut Replacement Grommet
Cable Diamet: Coll
anle Dlameter olor Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (.187-.250") Orange 5620WBLK 130098-0216 00-4985 130180-0407
6.35-9.53mm (250—.375") Gray 5622WBLK 130098-0222 00-4986 130180-0408
9.53-11.10mm (.375-437") Green 5624WBLK 130098-0228 00-4987 130180-0409
11.10-14.27mm_(437—.562") Black 5536WBLK 130098-0100 00-4980 130180-0278
12.70-15.88mm (.500-.625") Gray 5538WBLK 130098-0108 00-4981 130180-0279
14.27-17.45mm (.562—687") Green 5540WBLK 130098-0115 00-4982 130180-0280
15.88-19.05mm _(.625-.750") Orange 5542WBLK 130098-0122 00-4983 130180-0281
Oval (UF Cable)
Straight Male Replacement Grommet
le Diamet
Cable Diameter Woodhead No. Order No. Woodhead No. Order No.
5.54x10.69mm (.218.421") Oval 5584 130098-019] 00-4950 130180-0395
5.5416.26mm (.218.640") Oval 5586 130098-0192 00-4951 130180-0396
www.molex.com/woodhead molex 15
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Strain Relief Grips
MAX-LOC® Cord Seal

Features and Benefits
* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

Reference Information

UL File No.: E76954 @ @

(SA File No.: LR32159

. © Nylon hody is resistant to impact and corrosion .
Straight Male yon hoty Lo Impac T Physical
1" NPT © Rubber grommet provides a liquid-tight seal and Compression Nut Form Size: 4
reduces cord pull-out o Gray Cord Grip Body and Compression Nut,
 Grommets are color-coded for easy identification Washer (white): Nylon
® Rubber grommet is best material to resist chemicals and G ommet: Rubber
handles a wide temperature range 0-Ring: Neoprene
o Available Stainless Steel mesh yields high strength, Nut: Zinc-plated Steel
corrosion resistance ‘f“d 5|'gh'_(°“dUd'V"Y Weave Type: Half double weave, half single weave mesh
e Available non-metallic mesh yields moderate strength, .
corrosion resistance, great flexibility and no conductivity E7VIr ""’"‘{"'f’l .
Cord Seal: Liquid-tight
Rating: NEMA 6P when used with correct NPT-sized 0-ring
Without Mesh
Cable Diamet " Gl Without 0-Ring/Locknut* With 0-Ring/Locknut Replacement Grommet
able Diameter olor
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
1110-14.27mm (437—.562") Black 5546 130098-0132 5546W 130098-0133 00-4990 130180-0410
12.70-15.88mm (.500—.625") Gray 5548 130098-0136 5548W 130098-0137 00-4991 130180-0411
14.27-1745mm (562—.687") Green 5550 130098-0139 5550W 130098-0141 00-4992 130180-0282
15.88-19.05mm (.625-.750") Orange 5552 130098-0143 5552W 130098-0146 00-4993 130180-0283
17.45-20.62mm (.687—.812") Yellow 5554 130098-0150 5554W 130098-0151 00-4994 130180-0412
19.05-22.23mm_(750—.875") Black 5556 130098-0155 5556\ 130098-0157 00-4995 130180-0413
20.62-23.80mm (812—937") Gray 5558 130098-0161 5558W 130098-0164 00-4996 130180-0284
22.23-2540mm (875-1.000") Green 5560 130098-0166 5560W 130098-0167 00-4997 130180-0414
25.40-28.58mm (1.000-1.125") Black 55621 130098-0171 5562wt 130098-0172 00-4998 130180-0285
With Mesh
Cable Diamet " Gl Stainless Steel Mesh Without O-Ring/Locknut* | Non-Metallic Mesh Without O-Ring/Locknut* Replacement Grommet
able Diameter olor
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
1110-14.27mm (437—562") Black 5546M 130099-0110 5546NM 130099-0111 00-4990 130180-0410
12.70-15.88mm _(500—625") Gray 55480 130099-0113 5548NM 130099-0114 00-4991 130180-0411
14.27-17.45mm (562—.687") Green 5550M 130099-0116 5550NM 130099-0117 00-4992 130180-0282
15.88-19.05mm (.625—-.750") Orange 5552M 1300990119 5552NM 130099-0120 00-4993 130180-0283
17.45-20.62mm (.687—.812") Yellow 5554M 1300990123 5554NM 130099-0124 00-4994 130180-0412
19.05-22.23mm (.750—875") Black 5556M 130099-0127 5556NM 130099-0128 00-4995 130180-0413
20.62-23.80mm (.812-937") Gray 55580 130099-0131 5558NM 130099-0132 00-4996 130180-0284
22.23-2540mm (875-1.000") Green 5560M 130099-0134 5560NM! 130099-0135 00-4997 130180-0414
* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jacket may need to be stripped for dearance
Features and Benefits Physical

Strain Relief Grips

Black MAX-LOC® Cord Seal

Straight Male
1" NPT

© Rugged construction suitable for boxes, cabinets,

pushbutton and general use enclosures

Black nylon body is resistant to impact, corrosion and

UV/Sunlight

© Rubber grommet provides a liquid-fight seal and
reduces cord pull-out

 Grommets are color-coded for easy identification

Rubber grommet is best material to resist chemicals and

handles a wide temperature range

Reference Information

UL File No.: E76954 @ @

(SA File No.: LR32159

Compression Nut Form Size: 4

Black Cord Grip Body and Compression Nut: Valox*
Washer (white): Nylon

Grommet: Rubber

0-Ring: Neoprene

Nut: Zinc-plated Steel

Environmental

Cord Seal: Liquid-tight

Rating: NEMA 6P when used with correct NPT-sized 0-ring
Stability: UV resistant

* Trademark of SABIC Innovative Plastics IP BV

| With O-Ring/Locknut Replacement Grommet
Cable Diameter Grommet Color Woodhead No. Order No. Woodhead No. Order No.
15.88-19.05mm (.625-.750") Orange 5552WBLK 130098-0147 00-4993 130180-0283
17.45-20.62mm (.687-.812") Yellow 5554WBLK 130098-0152 00-4994 130180-0412
19.05-22.23mm (.750-.875") Black 5556WBLK 130098-0158 00-4995 130180-0413
20.62-23.80mm (.812-.937") Gray 5558WBLK 130098-0429 00-4996 130180-0284
22.23-25.40mm (.875-1.000") Green 5560WBLK 130098-0168 00-4997 130180-0414
C-16 molex www.molex.com/woodhead
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S"uin Relief Grips Features and Benefits Physical

* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 5
MAX-LO(® cord Seql pushbutton and general use enclosures Gray Cord Grip Body and Compression Nut,
. o Nylon body is resistant to impact and corrosion Washer (white): Nylon
Str('l'lghf Male © Rubber grommet provides a liquid-tight seal and Grommet: Rubber
14" NPT reduces cord pull-out Environmental
e Grommets are color-coded for easy identification Cord Seal: Liquid-fight

* Rubber grommet is best material o resist chemicals and  gying: NEMA 6P when used with correct NPT-sized 0-ring
handles a wide temperature range

Reference Information
UL File No.: E76954
(SA File No.: LR32159

e

Cable Di " Gl Without O-Ring/Locknut* Replacement Grommet
able Diameter olor Woodhead No. Order No. Woodhead No. Order No.

19.05-22.23mm _(.750-.875") Orange 5568 130098-0174 00-5070 130180-0308
22.23-25.40mm (.875-1.000") Yellow 5570 130098-0176 00-5071 130180-0309
25.40-28.58mm (1.000-1.125") Black 5572 130098-0178 00-5072 130180-0310
28.58-31.75mm (1.125-1.250") Green 5574 130098-0180 00-5073 130180-0311
31.75-34.42mm (1.250-1.355") Gray 5576 130098-0182 00-5074 130180-0312

* See MAX-LOC Accessories if o-ring or locknut is required

t Cable jacket may need to be stripped for clearance

www.molex.com/woodhead molex 17
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Strain Relief Grips
MAX-LOC® Cord Seal
Right Angle Male

34" NPT

Features and Benefits

* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

o Nylon body is resistant to impact and corrosion

© Rubber grommet provides a liquid-tight seal and
reduces cord pull-out

 Grommets are color-coded for easy identification

© Rubber grommet is best material to resist chemicals and
handles a wide temperature range

Reference Information

UL File No.: E76954 @ @

(SA File No.: LR32159

Physical

Compression Nut Form Size: 1

Gray Cord Grip Body and Compression Nut,
Washer (white): Nylon

Grommet: Rubber

Environmental
Cord Seal: Liquid-tight
Rating: NEMA 6P when used with correct NPT-sized 0-ring

| Without O-Ring/Locknut* Replacement Grommet
Cable Diameter Grommet Color Woodhead No. Order No. Woodhead No. Order No.
3.18-4.75mm (.125-.187") Yellow 5501 130098-0028 00-4960 130180-0398
4.75-6.35mm (.187-.250") Orange 5503 130098-0030 00-4961 130180-0399
6.35-7.92mm (.250-.312") Black 5505 130098-0425 00-4962 130180-0186
7.92-9.53mm (.312-.375") Gray 5507 130098-0033 00-4963 130180-0163
9.53-11.10mm (.375-.437") Green 5509! 130098-0035 00-4964 130180-0400

* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jacket may need to be stripped for dearance

Strain Relief Grips
MAX-LOC® Cord Seal

Features and Benefits
* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

Physical
Compression Nut Form Size: 2
Gray Cord Grip Body and Compression Nut,

Riaht Anale Mal © Nylon body is resistant to impact and corrosion Washer (white): Nylon
19 t ngle Male o Rubb ides a liquid-fight seal and Grommet: Rubber
n ubber grommet provides a liquia-tight seal an Mmmet.
2" NPT reduces cord pull-out 0-Ring: Neoprene
 Grommets are color-coded for easy identification Nut: Zinc-plated Steel )
o Rubber grommet s best material fo resist chemicals and  Weave Type: Half double weave, half single weave mesh
hun.dIes a wi(!e femperature range - Environmental
* Available Stainless Steel mesh yields high strength, Cord Seal: Liquid-tight
corrosion resistance and slight conductivity Rating: NEMA 6P when used with correct NPT-sized 0-ring
© Available non-metallic mesh yields moderate strength,
corrosion resistance, great flexibility and no conductivity
Reference Information
UL File No.: E76954
(SA File No.: LR32159 @ @
Without Mesh
Cable Diameter G Color Without 0-Ring/Locknut* With O-Ring/Locknut Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
1.57-3.18mm _(.062—125") Black 5519 130098-0039 55190 130098-0040 00-4978 130180-0405
3.18-4.75mm (.125-187") Yellow 5521 130098-0044 55210 130098-0045 00-4970 130180-0401
4.75-6.35mm (187-.250") Orange 5523 130098-0050 5523W 130098-0051 00-4971 130180-0402
6.35-7.93mm (.250-312") Black 5525 130098-0058 55250 130098-0060 00-4972 130180-0403
7.93-9.53mm (312-375") Gray 5527 130098-0066 5527W 130098-0068 00-5263 130180-0286
9.53-11.10mm (.375-437") Green 5529 130098-0073 5529W 130098-0075 00-5264 130180-0287
1110-12.70mm_(437-.500") Orange 5531 130098-0080 55310 130098-0081 00-4975 130180-0404
12.70-14.27mm _(500-.562") Black 55331 130098-0089 5533W1 130098-0090 00-5266 130180-0288
14.27-15.88mm (.562—.625") Gray 5535 130098-0093 553501 130098-0095 00-5267 1301800289
With Mesh
Cable Diameter " Color Stainless Steel Mesh Without O-Ring/Locknut* | Non-Metallic Mesh Without 0-Ring/Locknut* Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (187-.250") Orange 5523M 130099-0070 5523NM 130099-0071 00-4971 130180-0402
6.35-7.93mm (.250-312") Black 5525M 130099-0074 5525NM 130099-0075 00-4985 130180-0407
7.93-9.53mm (312-375") Gray 55270 130099-0078 5527NM 130099-0079 00-5263 130180-0286
9.53-11.10mm (.375-437") Green 5529M 130099-0082 5529NM 130099-0083 00-5264 130180-0287
1110-12.70mm_(437-.500") Orange 55310 130099-0086 55310 130099-0087 00-4975 130180-0404
12.70-14.27mm _(500-.562") Black 55331 130099-0089 00-5266 130180-0288
14.27-15.88mm (.562—.625") Gray 5535M1 130099-0091 00-5267 1301800289
* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jacket may need to be stripped for dearance
+ UL unattainable
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Strain Relief Grips

MAX-LOC® Cord Sedl
Right Angle Male
Specialty

Multi-Hole

2" NPT

Features and Benefits

* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

e Gray nylon body is resistant to impact and corrosion

© Rubber grommet provides a liquid-tight seal and
reduces cord pull-out

o Rubber grommet is best material o resist chemicals and
handles a wide temperature range

Reference Information
UL File No.: E76954

Physical

Compression Nut Form Size: 2

Gray Cord Grip Body and Compression Nut,
Washer (white): Nylon

Grommet: Rubber

0-Ring: Neoprene

Nut: Zinc-plated Steel

Environmental

Cord Seal: Liquid-tight
Rating: NEMA 6P when used with correct NPT-sized 0-ring

— w
(SAFile No.: LR32159 g'
i ®€ ;
@ )
L] .,.'
L] “
| Without 0-Ring/Locknut* With 0-Ring/Locknut Replacement Grommet
Cable Diameter No. of Holes Grommet Color Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3.96mm (.156") 2,3,0r4 Orange 5595-007W 130098-0238 00-1924 130180-0318
4.75mm (.187") 2,3,4,56,07 Yellow 5595-008 130098-0212 5595-008W 130098-0213 00-1925 130180-0319
5.72mm (.225") 2,3,0r4 Black 5595-004 130098-0207 5595-004W 130098-0208 00-1921 130180-0315
6.35mm (.250") 20r3 Gray 5595-005W 130098-0210 00-1922 130180-0316
7.37Tmm (.290") 2 Black 5595-006W 130098-0241 00-1923 130180-0317
Oval Hole (UF Cable)
Right Angle Male Without O-Ring/Locknut* Repl Grommet
Cable Diamet -
anle Dlometer Woodhead No. Order No. Woodhead No. Order No.
5.54x10.69mm (.218x.421") Oval 5581 130098-0187 00-4940 130180-0392
5.54x16.26mm (.218x.640") Oval 5583 130098-0190 00-4941 130180-0393
* See MAX-LOC Accessories if o-ring or locknut is required
www.molex.com/woodhead molex 19
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Strain Relief Grips

MAX-LOC® Cord Seal

Features and Benefits
* Rugged construction suitable for boxes, cabinets,
pushbutton and general use enclosures

Reference Information

UL File No.: E76954 @ @

(SA File No.: LR32159

° L] .
nghf Angl e Male Nylon body is resistant fo impact unfi corrosion Physical
© Rubber grommet provides a liquid-tight seal and C ion Nut Form Size: 3
3" NPT reduces cord pull-out ompression Pt Farm Sie: .
p o Gray Cord Grip Body and Compression Nut,
 Grommets are color-coded for easy identification Washer (white): Nylon
* Rubber grommet is best material o resist chemicals and - Grommey: Rubber
hun.dles a wu.ie femperature range - 0-Ring: Neoprene
" * Available Stainless Steel mesh yields high strength, Nut: Zinc-plated Steel
o corrosion resistance and slight conducivity Weave Type: Half double weave, half single weave mesh
":;- e Available non-metallic mesh yields moderate strength, .
corrosion resistance, great flexibility and no conductivity E7VIr ""’"‘f""f’ .
o Multi-hole available to accommodate a wide application (°rfl Seal: Liquid-fight . . .
range Rating: NEMA 6P when used with correct NPT-sized 0-ring
Without Mesh
Cable Diameter - Color Without 0-Ring/Locknut* With O-Ring/Locknut Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
4.75-6.35mm (.187—.250") Orange 5621 130098-0217 56210 130098-0218 00-4985 130180-0407
6.35-9.53mm (.250-.375") Gray 5623 130098-0223 56230 130098-0224 00-4986 130180-0408
9.53-11.10mm _(.375-437") Green 5625 130098-0229 5625W 130098-0230 00-4987 130180-0409
11.10-14.27mm (437-.562') Black 5537 130098-0101 55370 130098-0102 00-4980 130180-0278
12.70-15.88mm (.500—625") Gray 5539 130098-0109 55300 130098-0111 00-4981 130180-0279
14.27-1745mm (562—687") Green 5541 130098-0116 5541w 130098-0117 00-4982 130180-0280
15.88-19.05mm (.625—-750") Orange 5543 130098-0123 55430 130098-0125 00-4983 130180-0281
17.45-20.62mm (.687—.812") Yellow 55451 130098-0130 55451 130098-0131 00-4984 130180-0406
With Mesh
Cable Diameter " Color Stainless Steel Mesh Without O-Ring/Locknut* | Non Metalic Mesh Without O-Ring/Locknut* Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
6.35-9.53mm (.250-.375") Gray 5623M 130099-0159 5623NM 130099-0160 00-4986 130180-0408
9.53-11.10mm (.375—-437") Green 5625M 130099-0227 5625NM 130099-0163 00-4987 130180-0409
11.10-14.27mm (437-.562") Black 5537M 130099-0094 5537NM 130099-0095 00-4980 130180-0278
12.70-15.88mm (.500—.625") Gray 5539M 130099-0098 5539NM 130099-0099 00-4981 130180-0279
14.27-17.45mm (.562—687") Green 55410 130099-0102 S641NM 130099-0103 00-4982 130180-0280
15.88-19.05mm _(.625-.750") Orange 5543 130099-0106 55430 130099-0107 00-4983 130180-0281
1745-20.62mm (.687—812') Yellow 5545M 130099-0109 00-4984 130180-0406
Oval Hole (UF Cable)
| Right Angle Without O-Ring/Locknut* Replacement Grommet
Cable Diameter Woodhead No. Order No. Woodhead No. Order No.
5.5410.69mm (.218x.421") Oval 5585 130098-0239 00-4950 130180-0395
5.5416.26mm (.218.640") Oval 5567 130098-0193 00-4951 130180-039

* See MAX-LOC Accessories if o-ring or locknut is required
t Cable jocket may need to be stripped for dearance
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S"uin Relief Grips Features and Benefits Physical

* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 4
MAX-I_OC® cord Seul puslhbul:tt:in and general use enclosu(ries Grua’ Co}:d G(ri;;l ‘Bo)dyNqu Compression Nut,
B © Nylon body is resistant to impact and corrosion asher (white): Nylon
R.I.g ht Angle Male © Rubber grommet provides a liquid-tight seal and Grommeii Rubber
1" NPT reduces cord pull-out 0-Ring: Neoprene
* Grommets are color-coded for easy identification Nut: Zinc-plated Steel
o Rubber grommet is best material fo resist chemicals and - Weave Type: Half double weave, half single weave mesh
handles a wide temperature range Environmental
o Available Stainless Steel mesh yields high strength, Cord Seal: Liquid-fight
corrosion resistance and slight conductivity Rating: NEMA 6P when used with correct NPT-sized O-ring

Grips

o Available non-metallic mesh yields moderate strength,
corrosion resistance, great flexibility and no conducfivity

Reference Information
UL File No.: E76954
(SA File No.: LR32159

® e

Without Mesh
| Without 0-Ring/Locknut* With 0-Ring/Locknut Repl G
Cable Diameter Grommet Color Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.

11.10-14.27mm (.437-.562") Black 5547 130098-0134 5547TW 130098-0135 00-4990 130180-0410
12.70-15.88mm (.500-.625") Gray 5549 130098-0138 00-4991 130180-0411
14.27-17.45mm (.562-.687") Green 5551 130098-0142 00-4992 130180-0282
15.88-19.05mm (.625-.750") Orange 5553 130098-0148 5553W 130098-0149 00-4993 130180-0283
17.45-20.62mm (.687-.812") Yellow 5555 130098-0153 5555W 130098-0154 00-4994 130180-0412
19.05-22.23mm (.750-.875") Black 55571 130098-0159 5557W 130098-0160 00-4995 130180-0413
20.62-23.80mm (.812-.937") Gray 5559 130098-0165 00-4996 130180-0284
22.23-25.40mm _(.875-1.000") Green 5561 130098-0169 5561W 130098-0170 00-4997 130180-0414
25.40-28.58mm (1.000-1.125") Black 5563 130098-0173 00-4998 130180-0285

With Mesh

Cable Diameter Grommet Color Stainless Steel Mesh Without O-Ring/Locknut* | Non-Metallic Mesh Without O-Ring/Locknut* Replacement Grommet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.

11.10-14.27mm (.437-.562") Black 5547NM 130099-0112 00-4990 130180-0410
12.70-15.88mm (.500-.625") Gray 5549NM 130099-0115 00-4991 130180-0411
14.27-17.45mm (.562—.687") Green 5551M 130099-0118 00-4992 130180-0282
15.88-19.05mm (.625-.750") Orange 5553M 130099-0121 5553NM 130099-0122 00-4993 130180-0283
17.45-20.62mm (.687-.812") Yellow 5555M 130099-0125 5555NM 130099-0126 00-4994 130180-0412
19.05-22.23mm (.750-.875") Black 5557M 130099-0129 5557NM 130099-0130 00-4995 130180-0413
22.23-25.40mm (.875-1.000") Green 5561M 130099-0136 5561NM 130099-0137 00-4997 130180-0414

* See MAX-LOC Accessories if o-ring or locknut is required

t Cable jacket may need to be stripped for dearance
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Strain Relief Grips
MAX-LOC® Cord Seal

Right Angle Male
1%" NPT

Features and Benefits Physical

* Rugged construction suitable for boxes, cabinets, Compression Nut Form Size: 5
pushbutton and general use enclosures Gray Cord Grip Body and Compression Nut,
o Nylon body is resistant to impact and corrosion Washer (white): Nylon
© Rubber grommet provides a liquid-tight seal and Grommet: Rubber
reduces cord pull-out o Environmental
© Grommets are color-coded for easy identification Cord Seal: Liguid-fight

* Rubber grommet is best material to resist chemicals and - pying: NEMA 6P when used with correct NPT-sized 0-ring
handles a wide temperature range

Reference Information
UL File No.: E76954
CSA File No.: LR32159

® @&

| Without 0-Ring/Locknut* Repl G
Cable Diameter Grommet Color Woodhead No. Order No. Woodhead No. Order No.

19.05-22.23mm_(.750-.875") Orange 5569 130098-0175 00-5070 130180-0308
22.23-25.40mm _(.875-1.000") Yellow 5571 130098-0177 00-5071 130180-0309
25.40-28.58mm (1.000-1.125") Black 5573 130098-0179 00-5072 130180-0310
28.58-31.75mm (1.125-1.250") Green 5575 130098-0181 00-5073 130180-0311
31.75-34.42mm (1.250-1.355") Gray 5577 130098-0184 00-5074 130180-0312

* See MAX-LOC Accessories if o-ring or locknut is required

t Cable jocket may need to be stripped for dearance
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MAX-LOC®

Physical
Nut: Zinc-plated Steel

Accessories Gasket Sealing Ring: Neoprene
0-Ring: Neoprene
Locknuts
Thread Size Woodhead No. Order No.
V" NPT 5599 130099-0141
%' NPT 5600 130099-0142
%" NPT 5601 130099-0143
%' NPT 5602 130099-0144
1" NPT 5603 130099-0145
1%" NPT 5604 130099-0146

Sealing Rings/Gaskets for Deluxe and MAX-LOC Grips that do not come with O-ring

Thread Size Woodhead No. Order No.
V" NPT 5609 130099-0147
¥5" NPT 5610 130099-0148
" NPT 5611 130099-0149
%" NPT 5612 130099-0150
1" NPT 5613 130099-0151
1%" NPT 5614 130099-0152
0-Rings (Replacements for MAX-LOC)
Thread Size Woodhead No. Order No.
%" NPT 00-0820 130180-0314
%" NPT 00-0822 130180-0333
1"NPT 00-0824 130180-0334
www.molex.com/woodhead molex

23

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Strain Relief Features and Benefits Physical

. . o Stainless Steel construction performs well fo resist Threaded Body: Stainless Steel, type 303
S'l'(llllleSS S'l'eel Grlps corrosion Nut: Stainless Steel, type 303
. . © Body design features a recessed area to contain o-ring  Compression Ring: Polyethylene (included in non-mesh
St.ulnless St.eel BOdy with and and keep intact for an opfimum long-ferm seal version)
without Stainless Steel Mesh * Indoor and outdoor rated for use in a wide range of ~ Mesh Collars: Stainless Steel, type 303/304
Sfl‘(liglﬂ Male applications induding marine and food processing Mesh Mﬂ‘e”.(ﬂi Stainless Steel .
. Weave Type: Half double weave, half single weave mesh
Reference Information
UL File No.: E76954 Environmental
" CSA File No.: LR32159 NEMA Rating: Wet location suitable for NEMA 4 enclosures
o @ @ with 0-ring (from MAX-LOC Accessories on page (-23)
& placed between fitting and box
2" NPT
Cable Diameter Form Size Without Stainless Steel Mesh With Stainless Steel Mesh
Woodhead No. Order No. Woodhead No. Order No.
1.52-3.30mm (.06-.13") 551855* 130098-0037
3.30-4.83mm (13-19) 552055 130098-0424
4.83-6.35mm (19-25") 552255 130098-0048 5522M55 130097-0321
6.35-7.87mm (.25-31") 552455 130098-0055 5524M5 130097-0322
7.87-9.65mm (31-38") F2 552655 130098-0063 5526M5S 130097-0323
9.65-11.18mm (.38—44') 552855 130098-0070 5528M5S 130097-0324
11.18-12.70mm (44—50") 553055 130098-0077 5530M5S 130097-0325
12.70-14.22mm (50-.56") 553255 130098-0085 5532M55 130097-0326
14.22-16.00mm (56-.63') 553455 130098-0243 5534MSS 130097-0328
%" NPT
Cable Diameter Form Size Woodhead No. Order No. Woodhead No. Order No.
6.35-9.65mm (25-.38") 562255 130098-0244 5622055 130097-0340
9.65-11.18mm (.38—44") 562455 130098-0245 5624M5S 130097-0341
11.18-14.22mm (44-56") 553655 130098-0246 5536M5S 130097-0329
12.70-16.00mm (.50-.63") F3 553855 130098-0106 5538M5S 130097-0330
14.22-17.53mm (.56—.69") 554055 130098-0113 5540M55 130097-0331
16.00-19.05mm (63-75") 554255 130098-0426 5542M55 130097-033
17.53-20.57mm_(69—81") 554455 130098-0128 554455 130097-0333
1" NPT
Cable Diameter Form Size Woodhead No. Order No. Woodhead No. Order No.
11.18-14.22mm (44-.56") 554655 130098-0248 5546M5S 130097-0630
12.70-16.00mm (.50-.63") 554855 130098-0249 5548MSS 130097-0334
14.22-17.53mm (.56—69") 555055 130098-0250 5550M55 130097-0631
16.00-19.05mm (.63-75") 555255 130098-0145 5552M55 130097-0335
17.53-20.57mm_(.69—81") F4 555455 130098-0251 5554MS 130097-0336
19.05-22.35mm (75—.88") 555655 130098-0252 5556M5 130097-0337
20.57-23.88mm (81-94') 555855 130098-0253 5558MSS 130097-0632
22.35-25.40mm (.88-1.00") 556055 130098-0254 5560M5S 130097-0338
25.40-27.94mm (1.00-1.10") 556255 130098-0255 556255 130097-0633
* UL unattainable
Technical Information
Straight Body
Straight Body with Stainless Steel Mesh Grip
SST GRIP
SINGLE /DOUBLE MESH
WEAVE CONSTRUCTION GROMMET

24 molex www.molex.com/woodhead
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



S"uin Relief Features and Benefits Physical

. . . © Robust design works with Liquid-Tight conduit for Threaded Body: Malleable Iron or Zinc-plated Steel
|_|qU|d-Tigh'|' condu“ flexible conduit including motor applications Nut: Zinc-plated Steel
Malleable Iron or * Stainless Steel mesh construction performs well to resist  Mesh Collars: Zinc_-pluted_SIeeI and Aluminu_m
. corrosion Ferrule to Mate with Flexible Conduit: Aluminum
Zinc-Plated Steel BOdy o Insulated throat provides protection upon flexing, Gasket Sealing Ring: Neoprene
Stainless Steel Mesh temperature change and wire enfry/exit Mesh Material: Stinless Steel
. Weave Type: Single weave mesh
Insulated Throat Reference Information )
UL File No.: E61303 Environmental
(SA File No.: LR32159 NEMA Rating: Wet location suitable for NEMA 4 enclosures "
@ @ with gasket placed between fitting and box g.
o
5 e Straight Male Right Angle Male 45° Male Straight Female
Condoit NP Fitting Size Mesh Length Woodhead No. |  Order No. Woodhead No. |  Order No. Woodhead No. |  Order No. Woodhead No. |  Order No.
W W 0.067m (2.625") 36440 130096-0056 36443 130096-0058
W' W' 0.098m (3.875") 36370 130096-0034 36400 130096-0050 36390 130096-0044 36380 130096-0041
W " 0.11m (4.375") 36371 130096-0036 36401 130096-0051 36391 130096-0045 36381 130096-0042
I I 0.133m (5.25") 36372 130096-0037 36402 130096-0052 36392 130096-0046 36382 130096-0043
I W% 0.143m (5.625") 36373 130096-0038 36403 130096-0053 36393 130096-0047
1% % 0.146m (5.75") 36374 130096-0039 36404 130096-0054 36394 130096-0048
7 7 0.191m (7.50°) 36375 130096-0040 36405 130096-0055 36395 130096-0049
W% W 0.244m (9.625") 37030 130096-0065
3 3 0.270m (10.625") 37031 130096-0066
¥ I 0.305m (12.00") 37032 130096-0067

Technical Information
Straight Male 45° Male

THREADED BODY W/

FERRULE & LOCKNUT

GASKET THREADED BODY W/

FERRULE & LOCKNUT

COMPRESSION
NUT

GASKET.

S
LSST SINGLE WIRE MESH

WEAVE CONSTRUCTION

SST SINGLE WIRE MESH
WEAVE CONSTRUCTION

Straight Female 90° Male

FEMALE THREADED THREADED BODY W/

coupRession 00 W/ TERRULE covPRession  FERRULE & LOCKNUT
NUT NUT

SST SINGLE WIRE_ MESH
WEAVE COSTRUCTION
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H H Features and Benefits Physical
Strain Rellef © Robust design works with Liquid-Tight non-metallic Threaded Body: Malleable Iron or Zinc-plated Steel

° ° 0 ° )
|_|qU|d-T|gh'|', Non-Me‘l‘u“K conduit including motor applications Nut: Zinc-plated Steel
c d . f UI. T u" A” o Stainless Steel mesh construction performs well to resist  Mesh Collars: Zinc-plated Steel and Aluminum
onduit for ype corrosion Ferrule o Mate with Flexible Conduit: Nylon
I:Iexible cond““ o Insulated throat provides protection upon flexing, Mesh Material: Stainless Steel
Malleable | temperature change and wire entry/exit Weave Type: Single weave mesh
alleabie Iron or . .
. Reference Information Environmental
Zinc-Plated Steel Body UL File No.: E61303 (straight body only) NEMA Rating: Wet location suitable for NEMA 4 enclosures
. ) e
o Stainless Steel Mesh @ with gasket placed between fitting and box
‘=
()
. L Straight Male Right Angle Male
Conduit NPT Fitting Size Mesh Length Woodhead No. Order No. Woodhead No. Order No.
W' %' 0.254m (10.0°) 37101 130096-0069 3710190 130096-0070
W W 0.267m (10.5") 37102 130096-0071 37102:90 130096-0072
5 I 0.305m (12.0") 37103 130096-0073 37103-90 130096-0074
W W 0432m (17.0°) 37104 130096-0075 3710490 130096-0076
% W% 0.546m (21.5") 37105 130096-0077
7 T 0.610m (24.0°) 37106 130096-0079
L] L]
Technical Information
Ordering Information
Straight Male Fitting Right Angle Male Fitting
NPT Trade Si
rade Size Woodhead No. Order No. Woodhead No. Order No.
W 37101 130096-0069 37101:90 130096-0070
w 37102 130096-0071 37102:90 130096-0072
B 37103 130096-0073 37103-90 130096-0074
I 37104 130096-0075 3710490 130096-0076
% 37105 130096-0077 37105-90 130096-0078
7 37106 130096-0079
Dimensional Information
A B C D
0 ' 1%e' 1%
104" ' %' e
17’ ' 1%’ %
17 % 1% 1%
' W i I
w % % 1%
C-26 molex www.molex.com/woodhead
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S"uin Relief Features and Benefits Physical

. . e Common application for Watertite Wiring Devices, Form Size: F2 4"
W(I'l'el"l'“'e® cord G"p Pendant Drops and Enclosures Grip Body and Compression Nyi: Nylon
Wiring Device, Pendant. Enclosure ° Simple installation reduces stress of arc bend and cord ~ Collar and Mesh: Nylon or Stainless Steel

, , A
. pull-out from wiring device or enclosure Envi al
Stainless Steel or e (orrosion resistant mesh provides additional strength R:I‘i,r:;?'\;v'::;ﬁ‘l’e
Non-Metallic Mesh for cordentrance

o Wide size range available fo accommodate 2, 3, 4 and
5-wire devices

Non-Metallic Mesh Strain Relief, F2

Cable Diameter Woodhead No. Order No.
7.88-9.49mm (.310-.370") 5630NM 130099-0166
9.50-10.92mm (.370-.430") 5631NM 130099-0168
10.92-12.70mm (.430-.500") 5632NM 130099-0170

Metallic Mesh Strain Relief, F2

Cable Diameter Woodhead No. Order No.

7.88-9.49mm (.310-.370") 5630M 130099-0165

9.53-11.10mm (.375-.437") 5631M 130099-0167

10.92-12.70mm (.430-.500") 5632M 130099-0169

12.70-14.27mm (.500-.562") 5647TM 130099-0189

14.27-15.88mm _(.560-.625") 5648M 130099-0190
www.molex.com/woodhead molex 27
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S'Irqin Relief Features and Benefits Physical

© Common application for Watertite Wiring Devices, Form Size: F3 %"

Watertite® cord Grip Pendant Drops and Enclosures Grip Body and Compression Nut: Nylon

o . o Simple installation reduces stress of arc bend and cord ~ Collar and Mesh: Nylon or Stainless Steel
Wll‘lllg Devue, Penduni, Enclosure pull-out from wiring device or enclosure

Stainless Steel or © (orrosion resistant mesh provides additional strength
for cord entrance

Non-Metallic Mesh
n o Wide size range available to accommodate 2, 3, 4 and

Environmental
Rating: Watertite

5-wire devices

Grips

Non-Metallic Mesh Strain Relief, F3

Cable Diameter Woodhead No. Order No.
11.10-14.27mm (.437-.562") 5633NM 130099-0172
12.70-15.88mm (.500-.625") 5634NM 130099-0174
14.22-17.27mm_(.560—.680") 5635NM 130099-0176
15.75-19.05mm (.620-.750") 5640NM 130099-0186

Metallic Mesh Strain Relief, F3

Cable Diameter Woodland No. Order No.
9.53-11.10mm (.375-.437") 5628M 130099-0164
11.10-14.27mm (.437-.562") 5633M 130099-0171
12.70-15.88mm (.500-.625") 5634M 130099-0173
14.27-17.45mm (.562—.687") 5635M 130099-0175
15.88-19.05mm (.625-.75") 5640M 130099-0185
17.27-20.57mm _(.680-.810") 5645M 130099-0187

C-28 molex www.molex.com/woodhead
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S"uin Relief Features and Benefits Physical

o R e Common application for Watertite Wiring Devices, Form Size: F4 1" and F5 1%4"
Watertite® Cord Grlp Pendant Drops and Enclosures Grip Body and Compresson Nut: Nylon
Wirina Device, Pendant, Enclosure ° Simple installation reduces stress of arc bend and cord ~ Collar and Mesh: Nylon or Stainless Steel
Stai Ig S 'I 4 puII-oqI from.wiring device or.entlosur(? Envirommental

tainless Steel or © (orrosion resistant mesh provides additional strength Rafing: Wateriite
Non-Metallic Mesh for cord entrance

o Wide size range available fo accommodate 2, 3, 4 and
5-wire devices

Non-Metallic Mesh Strain Relief, F4

Cable Diameter Woodhead No. Order No.
14.22-17.27mm (.560-.680") 5636NM 130099-0178
15.88-19.05mm (.625-750") 5637NM 130099-0180
19.05-22.23mm (.750-875") 5638NM 130099-0182
22.23-25.40mm (.875-1.00") 5639NM 130099-0184

Metallic Mesh Strain Relief, F4

Cable Diameter Woodhead No. Order No.

14.22-17.27mm (.560—.680") 5636M 130099-0177

15.88-19.05mm (.625-.750") 5637M 130099-0179

19.05-22.23mm (.750-.875") 5638M 130099-0181

20.57-23.88mm (.810-.940") 5646M 130099-0188

22.23-25.40mm (.875-1.00") 5639M 130099-0183
www.molex.com/woodhead molex 29
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Strain Relief Grips
Safeway®

Wiring Device I-Grips
Galvanized Steel Mesh

Features and Benefits

 Common application for Super-Safeway™ and Safeway
wiring devices and most other manufacturers requires
stock of only one part number per cable size

o Universal installafion reduces siress of cord arc bend
and cord pull-out from the wiring device

* Galvanized Steel mesh construction provides excellent
strength

o Wide size range available to accommodate 2, 3, 4 and
5 wire wiring devices

Reference Information
CSA File No.: LR32159

@

| Without 0-Ring/Locknut
Cable Diameter Woodhead No. Order No.
7.62-10.92mm (.30-43") 36550 130096-0059
10.16-14.22mm (.40-.56") 36551 130096-0060
13.21-18.54mm (.52-.73") 36552 130096-0061
17.78-21.59mm (.70-.85") 36553 130096-0062
20.83-25.40mm (.82-1.00") 36554 130096-0063
23.88-31.75mm (.94-1.25") 36555 130096-0064
Eyelet hole diameter = 0.325"
E M
.048m 1.875" 114m 4.500"
.053m 2.094" .140m 5.500"
.053m 2.094" .165m 6.500"
.060m 2.344" .203m 8.000"
.060m 2.344" .203m 8.000"
.060m 2.344" .254m 10.000"
30 molex

Physical

Assembly: Crimped eye tabs install between the two wiring
device cord clamp pieces

Mesh Material: Galvanized Steel

Crimp: Aluminum

Weave Type: Single weave mesh

Environmental
Rating: Indoor use only

www.molex.com/woodhead



SUPPORT GRIPS

WOODHEAD® INDOOR AND OUTDOOR SUPPORT GRIPS ARE DESIGNED
TO DISTRIBUTE WEIGHT OF VERTICAL OR SLOPING RUNS OF ELECTRICAL
AND FIBER-OPTIC CABLE, METAL RODS, TUBING OR HOSE OVER THE
ENTIRE LENGTH OF THE GRIP TO AVOID DAMAGE

Standard closed-mesh and open-mesh support grips are available in a wide variety of eye styles
and cable ranges. Support grips are woven from corrosion-resistant tinned-bronze wire, except
for bus-drop grips, which are made from galvanized steel. Many of these grips can be upgraded
to stainless-steel wire for applications demanding a higher level of corrosion resistance.

FEATURES AND
BENEFITS

Provides reinforcement at critical point

Integrated-metal shield Provides longer, trouble-free service

Available in four eye styles:

. ; Provides customer convenience
single, double, universal and offset

Available in closed- or open-mesh for

) . . Provides customer convenience
end-of-cable or mid-cable installation

APPLICATIONS e Electrical contractors
* General manufacturing

« Utility companies

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



H Features and Benefits Reference Information
S“ppon G"ps * Single eye/bale is universally applied and most (SA File No.: LR32159

Standard Duty common @

Sinale E o Tinned-Bronze wire mesh provides corrosion resistance
ingle Eye ! ; :
* Top-mounted reinforced eye protector provides stable,  Physical
longer-life support Mesh Material: Tinned-Bronze wire mesh
© (losed mesh provides permanent support when cable ~ Weave Type: Single weave mesh
end is available Mesh Type: Closed, split lace or split rod
o Split lace provides permanent support for mid-cable
placement
a8 o Split rod provides support for mid-cable placement
6
Closed Mesh
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-1549mm_(.50-.61") 0.178m (7.00") 0.279m (11.00) 7701h 35030 130094-0230
15.75-18.80mm (.62-74") 0.203m (8.00°) 0.279m (11.00) 960 1h 35031 130094-0232
19.05-25.15mm (.75-99") 0.203m (8.00") 0.356m (14.00") 1300 b 35032 130094-0234
25.40-31.50mm (1.00-1.24') 0.229m (9.00") 0.381m (15.00) 1680 1h 35033 130094-0236
31.75-37.85mm (1.25-149") 0.254m (10.00") 0.406m (16.00") 1680 b 35034 130094-0238
38.10-44.20mm (1.50-1.74") 0.305m (12.00") 0457m (18.00") 1680 1h 35035 130094-0240
44.45-50.55mm (1.75-1.99") 0.356m (14.00") 0.508m (20.00") 2640 b 35036 130094-0242
50.80-63.25mm (2.00-249") 0406m (16.00") 0.559m (22.00°) 3760 b 35037 130094-0244
63.5075.95mm (2.50-2.99") 0457m (18.00") 0.610m (24.00) 37601b 35038 130094-0246
76.20-88.65mm (3.00-3.49") 0.533m (21.00") 0.660m (26.00") 5040 b 35039 1300940247
88.90-101.35mm (3.50-3.99") 0.610m (24.00") 0.711m (28.00") 5040 b 35040 1300940249

*To determine Workload Safety Factor, divide Approximate Break Sirength by 10. See technical section for break strengh.

Single Eye, Split Lace

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm (.50—.61") 0.178m (7.00") 0.279m (11.00") 7701b 35165 130094-0310
15.75-18.80mm (.62—.74") 0.203m (8.00") 0.279m (11.00") 960 Ib 35166 130094-0312
19.05-25.15mm (.75-.99") 0.203m (8.00") 0.356m (14.00") 1320 Ib 35167 130094-0314
25.40-31.50mm (1.00-1.24") 0.229m (9.00") 0.380m (15.00") 1680 Ib 35168 130094-0316
31.75-37.85mm (1.25-1.49") 0.254m (10.00") 0.406m (16.00") 1680 Ib 35169 130094-0318
38.10-44.20mm (1.50-1.74") 0.305m (12.00") 0457m (18.00") 1680 Ib 35170 130094-0320
44.45-50.55mm (1.75-1.99") 0.356m (14.00") 0.508m (20.00") 2640 Ib 35171 130094-0322
50.80-63.25mm (2.00-2.49") 0.406m (16.00") 0.559m (22.00") 3760 Ib 35172 130094-0324
63.50-75.95mm (2.50-2.99") 0.457m (18.00") 0.610m (24.00") 3760 b 35173 130094-0326
76.20-88.65mm (3.00-3.49") 0.533m (21.00") 0.660m (26.00") 50401h 35174 130094-0328
88.90-101.35mm (3.50-3.99") 0.610m (24.00") 0.711m (28.00") 5040 Ib 35175 130094-0329

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Split Rod

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm _(.50—.61") 0.178m (7.00") 0.279m (11.00") 7701b 35285 130094-0385
15.75-18.80mm (.62-.74") 0.203m (8.00") 0.279m (11.00") 960 Ib 35286 130094-0387
19.05-25.15mm (.75-99") 0.203m (8.00") 0.356m (14.00") 1320Ib 35287 130094-0389
25.40-31.50mm (1.00-1.24") 0.229m (9.00") 0.380m (15.00") 1680 Ib 35288 130094-0391
31.75-37.85mm (1.25-1.49") 0.254m (10.00") 0.406m (16.00") 1680 Ib 35289 130094-0393
38.10-44.20mm (1.50-1.74") 0.305m (12.00") 0.457m (18.00") 1680 Ib 35290 130094-0395
44.45-50.55mm (1.75-1.99") 0.356m (14.00") 0.508m (20.00") 2640Ib 35291 130094-0397
50.80-63.25mm (2.00-2.49") 0.406m (16.00") 0.559m (22.00") 3760 1b 35292 130094-0399
63.50—75.95mm (2.50-2.99") 0.457m (18.00") 0.610m (24.00") 3760 1b 35293 130094-0401
76.20—88.65mm (3.00-3.49") 0.533m (21.00") 0.660m (26.00") 5040 Ib 35294 130094-0403

*To determine Workload Safety Factor, divide Approximate Break Sirength by 10. See technical section for break strengh.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.

C-32 molex www.molex.com/woodhead
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H Features and Benefits Reference Information
SUPPO" G"ps * Double eye/hale increases stability and holding power ~ (SA File No.: LR32159

S'l'(lnd(ﬂ‘d DUI‘y o Tinned-Bronze wire mesh provides corrosion resistance @
Double E * Top-mounted reinforced eye protector provides stability
ouble Eye . .
and longer-life support Physical
® (losed mesh provides permanent support when cable ~ Mesh Material: Tinned-Bronze wire mesh
end is available Weave Type: Single weave mesh
o Split lace provides permanent support for mid-cable Mesh Type: Closed, split lace or split rod
placement
o Split rod provides support for mid-cable placement
wn
o
‘=
()
Double Eye, Closed Mesh
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm _(.50—61") 0.178m (7.00) 0.279m (11.00") 7701b 35001 130094-0209
15.75-18.80mm (62—74) 0.178m (700) 0.279m (11.00") 1150 1b 35002 130094-0211
19.05-2515mm (.75-99") 0.178m (7.00) 0.356m (14.00) 13201b 35003 130094-0213
25.40-31.50mm (1.00-1.24") 0.178m (700°) 0.380m _(15.00") 19201h 35004 130094-0215
31.75-37.85mm (1.25-149") 0.178m (7.00) 0406m (16.00) 19201 35005 130094-0217
38.10-44.20mm (1.50-1.74") 0.178m (7.00) 0457m (18.00") 19201h 35006 130094-0219
44.45-50.55mm (1.75-1.99") 0.178m (7.00) 0.508m (20.00") 3150 b 35007 130094-0221
50.80-63.25mm (2.00-249") 0.178m (7.00) 0.559m (22.00) 3360 b 35008 130094-0223
63.50-75.95mm (2.50-2.99") 0.178m (7.00) 0.610m (24.00") 3360 b 35009 130094-0225
76.20-88.65mm (3.00-349") 0.229m (9.00) 0.660m (26.00") 5280 1h 35010 130094-0227
88.90-101.35mm (3.50-399") 0.229m (9.00") 0.71Im (28.00") 5280 1b 35011 130094-0228

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Double Eye, Split Lace

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm _(.50-.61") 0.178m (7.00") 0.279m (11.00") 7701b 35135 130094-0288
15.75-18.80mm (.62-.74") 0.178m (7.00") 0.279m (11.00") 1150 Ib 35136 130094-0290
19.05-25.15mm_(.75-99") 0.178m (7.00") 0.356m (14.00") 1320 Ib 35137 130094-0292
25.40-31.50mm (1.00-1.24") 0.178m (7.00") 0.380m (15.00") 19201b 35138 130094-0294
31.75-37.85mm (1.25-1.49") 0.178m (7.00") 0.406m (16.00") 19201b 35139 130094-0296
38.10-44.20mm (1.50-1.74") 0.178m (7.00") 0.457m (18.00") 19201b 35140 130094-0298
44.45-50.55mm (1.75-1.99") 0.178m (7.00") 0.508m (20.00") 31501 35141 130094-0300
50.80-63.25mm (2.00-2.49") 0.178m (7.00") 0.559m (22.00") 33601 35142 130094-0302
63.50-75.95mm (2.50-2.99") 0.178m (7.00") 0.610m (24.00") 33601 35143 130094-0304
76.20-88.65mm (3.00-3.49") 0.229m (9.00") 0.660m (26.00") 5280 Ib 35144 130094-0306
76.20—88.65mm (3.00-3.49") 0.229m (9.00") 0.711m (28.00") 52801b 35145 130094-0308

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Double Eye, Split Rod

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm _(.50-.61") 0.178m (7.00") 0.279m (11.00") 7701b 35270 130094-0367
15.75-18.80mm_(.62-.74") 0.178m (7.00") 0.279m (11.00") 1150 b 35271 130094-0368
19.05-25.15mm (.75-.99") 0.178m (7.00") 0.356m (14.00") 13201b 35272 130094-0370
25.40-31.50mm (1.00-1.24") 0.178m (7.00") 0.308m (15.00") 1920 Ib 35273 130094-0372
31.75-37.85mm (1.25-1.49") 0.178m (7.00") 0.406m (16.00") 1920 1b 35274 130094-0374
38.10-44.20mm (1.50-1.74") 0.178m (7.00") 0.457m (18.00") 1920 Ib 35275 130094-0376
44.45-50.55mm (1.75-1.99") 0.178m (7.00") 0.508m (20.00") 31501b 35276 130094-0378
50.80—63.25mm (2.00-2.49") 0.178m (7.00") 0.559m (22.00") 3360 1b 35277 130094-0380
63.50-75.95mm (2.50-2.99") 0.178m (7.00") 0.610m (24.00") 33601 35278 130094-0382
76.20-88.65mm (3.00-3.49") 0.229m (9.00") 0.660m (26.00") 5280 Ib 35279 130094-0383
88.90-101.35mm (3.50-3.99") 0.229m (9.00") 0.711m (28.00") 5280 Ib 35280 130094-0384

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "5S" to the part number. For example, 35425 becomes 354225S.

www.molex.com/woodhead molex C-33
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H Features and Benefits Reference Information
S“ppon G"ps o Offset eye/bale allows for straight, verfical cable support CSA File No.: LR32159

S'l'(md(]rd DU'I'y o Tinned-Bronze wire mesh provides corrosion resistance @
Offset E * Top-mounted reinforced eye protector provides stability
set Eye : ,
and longer-life support Physical
© (losed mesh provides permanent support when cable ~ Mesh Material: Tinned-Bronze wire mesh
end is available Weave Type: Single weave mesh
o Split lace provides permanent support for mid-cable Mesh Type: Closed, split lace or split rod
placement
o Split rod provides support for mid-cable placement
wn
o
.6__
Closed Mesh
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm (.50-61") 0.178m (7.00) 0.279m (11.00") 7701b 35060 130094-0251
15.75-18.80mm (62—74") 0.178m (7.00) 0.279m (11.00") 960 b 35061 130094-0253
19.05-25.15mm (.75-99") 0.178m (7.00) 0.356m (14.00°) 960 b 35062 130094-0255
25.40-31.50mm _(1.00-1.24") 0.178m (7.00) 0.381m (15.00") 1680 b 35063 130094-0257
31.75-37.85mm (1.25-149") 0.178m (7.00) 0406m (16.00) 1680 b 35064 130094-0259
38.10-44.20mm (1.50-1.74") 0.178m (7.00) 0457m (18.00") 1680 b 35065 130094-0261
44.45-50.55mm (1.75-199") 0.178m (7.00) 0.508m (20.00") 2640 Ib 35066 130094-0263
50.80-63.25mm (2.00-2.49") 0.178m (7.00) 0.559m (22.00") 3760 b 35067 130094-0265
63.50-75.95mm (2.50-2.99") 0.178m (7.00) 0.610m (24.00") 3760 b 35068 130094-0267
76.20-88.65mm (3.00-349") 0.229m (9.00") 0.660m (26.00") 5040 b 35069 130094-0268
88.90-101.35mm (3.50-3.99") 0.229m (9.00") 0.71Im (28.00") 5040 b 35070 130094-0269

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Split Lace

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm_(.50-.61") 0.178m (7.00") 0.279m (11.00) 7701b 35195 130094-0330
15.75-18.80mm (.62-.74") 0.178m (7.00") 0.279m (11.00") 960 b 35196 130094-0332
19.05-25.15mm (.75-99") 0.178m (7.00") 0.356m (14.00") 960 Ib 35197 130094-0334
25.40-31.50mm (1.00-1.24") 0.178m (7.00") 0.381m (15.00") 1680 b 35198 130094-0336
31.75-37.85mm (1.25-1.49") 0.178m (7.00") 0.406m (16.00") 1680 Ib 35199 130094-0338
38.10-44.20mm (1.50-1.74") 0.178m (7.00") 0.457m (18.00") 1680 b 35200 130094-0340
44.45-50.55mm (1.75-1.99") 0.178m (7.00") 0.508m (20.00") 2640 Ib 35201 130094-0342
50.80—63.25mm (2.00-2.49") 0.178m (7.00") 0.559m (22.00") 37601 35202 130094-0344
63.50-75.95mm (2.50-2.99") 0.178m (7.00") 0.610m (24.00") 3760 b 35203 130094-0346
76.20-88.65mm (3.00-3.49") 0.229m (9.00") 0.660m (26.00") 5040 1b 35204 130094-0348
88.90-101.35mm (3.50-3.99") 0.229m (9.00") 0.711m (28.00") 5040Ib 35205 130094-0350

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Split Rod

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm (.50—.61") 0.178m (7.00") 0.279m (11.00") 7701b 35300 130094-0406
15.75-18.80mm (.62-.74") 0.178m (7.00") 0.279m (11.00") 960 Ib 35301 130094-0408
19.05-25.15mm (.75-.99") 0.178m (7.00") 0.356m (14.00") 960 Ib 35302 130094-0410
25.40-31.50mm (1.00-1.24") 0.178m (7.00") 0.381m (15.00") 1680 b 35303 130094-0412
31.75-37.85mm (1.25-149") 0.178m (7.00") 0.406m (16.00") 1680 Ib 35304 130094-0414
38.10-44.20mm (1.50-1.74") 0.178m (7.00") 0457m (18.00") 1680 b 35305 130094-0416
44.45-50.55mm (1.75-1.99") 0.178m (7.00") 0.508m (20.00") 26401h 35306 130094-0418
50.80-63.25mm (2.00-2.49") 0.178m (7.00") 0.559m (22.00") 3760 b 35307 130094-0420
63.50-75.95mm (2.50-2.99") 0.178m (7.00") 0.610m (24.00") 3760 Ib 35308 130094-0422
76.20-88.65mm (3.00-3.49") 0.229m (9.00") 0.660m (26.00") 5040 Ib 35309 130094-0424
88.90-101.35mm (3.50-3.99") 0.229m (9.00") 0.711m (28.00") 50401b 35310 130094-0426

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.
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H Features and Benefits Reference Information
SUPPO" G"ps * Locking bale provides easy, quick attachment to fixed ~ (SA File No.: LR32159

S'I'(Ind(ﬂ'd DUi'y structure without the need for addifional hardware @

. . ® Tinned-Bronze wire mesh provides corrosion resistance
I'Od(mg B(Il&/ Universal Eye © (losed mesh provides permanent support when cable  Physical

end is available Mesh Material: Tinned-Bronze wire mesh
o Split lace provides permanent support for mid-cable Weave Type: Single weave mesh
placement Mesh Type: Closed, split lace or split rod
o Split rod provides support for mid-cable placement
g
Closed Mesh Ja
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No. o
12.70-15.49mm _(.50—61") 0457m (18.00") 0.279m (11.00°) 7701h 35090 130094-0271
15.75-18.80mm _(.62-.74") 0457m (18.00") 0.279m (11.00) 1150 b 35091 1300940273
19.05-25.15mm (.75-99") 0457m (18.00") 0.356m (14.00") 1320 1h 35092 130094-0275
25.40-31.50mm (1.00-1.24") 0457m (18.00") 0.381m (15.00) 19201h 35093 130094-0276
31.75-37.85mm (1.25-1.49") 0457m _(18.00°) 0406m (16.00") 1920 b 35094 130094-0278
38.10-44.20mm (1.50-1.74") 0457m (18.00") 0457m (18.00") 19201h 35095 1300940279
44.45-50.55mm (1.75-1.99") 0457m (18.00°) 0.508m (20.00") 3150 b 3509 130094-0280
50.80-63.25mm (2.00-2.49") 0457m (18.00") 0.559m (22.00) 3360 lb 35097 130094-0281
63.50-75.99mm (2.50-2.99") 0457m (18.00") 0.610m (24.00) 3360 1h 35098 130094-0283
76.20-88.65mm (3.00-3.49") 0457m (18.00") 0.660m (26.00") 5280 b 35099 130094-0284

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Split Lace

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm (.50-.61") 0.457m (18.00") 0.279m (11.00") 7701b 35225 130094-0352
15.75-18.80mm_(.62-.74") 0.457m (18.00") 0.279m (11.00") 1150 Ib 35226 130094-0354
19.05-25.15mm (.75-.99") 0.457m (18.00") 0.356m (14.00") 13201b 35221 130094-0356
25.40-31.50mm (1.00-1.24") 0.457m (18.00") 0.381m (15.00") 1920 1b 35228 130094-0357
31.75-37.85mm (1.25-149") 0.457m (18.00") 0.406m (16.00") 19201b 35229 130094-0358
38.10-44.20mm (1.50-1.74") 0.457m (18.00") 0.457m (18.00") 1920 1b 35230 130094-0359
44.45-50.55mm (1.75-1.99") 0.457m (18.00") 0.508m (20.00") 31501b 35231 130094-0360
50.80—63.25mm (2.00-2.49") 0.457m (18.00") 0.559m (22.00") 3360 Ib 35232 130094-0361

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Split Rod

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm (.50-.61") 0.457m (18.00") 0.279m (11.00") 7701b 35330 130094-0429
15.75-18.80mm (.62-.74") 0.457m (18.00") 0.279m (11.00") 1150 Ib 35331 130094-0430
19.05-25.15mm (.75-99") 0.457m (18.00") 0.356m (14.00") 13201b 35332 130094-0432
25.40-31.50mm (1.00-1.24") 0.457m (18.00") 0.381m (15.00") 19201b 35333 130094-0434
31.75-37.85mm (1.25-149") 0.457m (18.00") 0.406m (16.00") 1920 b 35334 130094-0435
38.10-44.20mm (1.50-1.74") 0.457m (18.00") 0.457m (18.00") 19201b 35335 130094-0436
44.45-50.55mm (1.75-1.99") 0.457m (18.00") 0.508m (20.00") 31501 35336 130094-0437
50.80-63.25mm (2.00-2.49") 0.457m (18.00") 0.559m (22.00") 33601 35337 130094-0438
63.50-75.99mm (2.50-2.99") 0.457m (18.00") 0.610m (24.00") 33601b 35338 130094-1042
76.20-88.65mm (3.00-3.49") 0.457m (18.00") 0.660m (26.00") 5280 Ib 35339 130094-1400
88.90-101.35mm (3.50-3.99") 0.457m (18.00") 0.711m (28.00") 5280 Ib 35340 130094-0439

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.
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H Features and Benefits Reference Information
S“ppo" G"ps * Single eye/bale is universally applied and most (SA File No.: LR32159

Heavy Duty common @

. o Tinned-Bronze wire mesh provides corrosion resistance
smgle Eye  Double weave provides industrial strength Physical
o Top-mounted reinforced eye protector provides stability ~ Mesh Material: Tinned-Bronze wire mesh
and longer-life support Weave Type: Double weave mesh

* (losed mesh provides permanent support when cable ~ Mesh Type: Closed or split Lace
end is available
o Split lace provides permanent support for mid-cable

8 placement
‘=
(U
Single Eye, Closed Mesh
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-.99") 0.254m (10.00") 0.660m (26.00") 2700 b 35435 130094-0457
25.40-31.50mm (1.00-1.24") 0.254m (10.00") 0.737m (29.00") 47201 35436 130094-0459
31.75-37.85mm (1.25-1.49") 0.254m (10.00") 0.787m (31.00") 47201b 35437 130094-0461
38.10-50.55mm (1.50-1.99") 0.254m (10.00") 0.889m (35.00) 47201 35438 130094-0463

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strengh.

Single Eye, Split Lace

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-.99") 0.254m (10.00") 0.660m (26.00") 27001b 35450 130094-0480
25.40-31.50mm (1.00-1.24") 0.254m (10.00") 0.737m (29.00") 4720 Ib 35451 130094-0482
31.75-37.85mm (1.25-1.49") 0.254m (10.00") 0.787m (31.00") 47201b 35452 130094-0484
38.10-50.55mm (1.50-1.99") 0.254m (10.00") 0.889m (35.00") 47201b 35453 130094-0486

*To determine Workload Safety Factor, divide Approximate Break Sirength by 10. See technical section for break strengh.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.
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H Features and Benefits Reference Information
SUPPO" G"ps o Double eye/hale provides increased stability, increased ~ CSA File No.: LR32159

Heavy Duty holding power @

Double E ® Tinned-Bronze wire mesh provides corrosion resistance
ouble tye o .
* Double weave provides industrial strength Physical
o Top-mounted reinforced eye protector provides stability ~ Mesh Material: Tinned-Bronze wire mesh
and longer-life support Weave Type: Full double weave
© (losed mesh provides permanent support when cable ~ Mesh Type: Closed or split luce
end is available
o Split lace provides permanent support for mid-cable
wn
placement 8
‘=
o
Double Eye, Closed Mesh
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-99") 0.254m (10.00) 0.660m (26.00") 27001b 35425 130094-0440
25.40-31.50mm (1.00-1.24") 0.254m (10.00) 0.737m (29.00°) 47201b 35426 130094-044
31.75-37.85mm (1.25-149") 0.254m (10.00) 0.787m (31.00") 47201b 35427 130094-0444
38.10-50.5mm (1.50-1.99") 0.254m (10.00) 0.889m (35.00°) 47201h 35428 130094-0446
50.80-63.25mm (2.00-249") 0.254m (10.00) 0940m (37.00") 10080 1b 35429 130094-0448
63.50-75.95mm (2.50-2.99") 0.254m (10.00) 0991m (39.00°) 10080 b 35430 130094-0450
76.20-88.65mm (3.00-349") 0.254m (10.00) 1.041m (41.00°) 10080 1b 35431 130094-0452
88.90-101.35mm (3.50-3.99") 0.254m (10.00) 1.143m (45.00°) 131201b 35432 130094-0453
101.60-114.05mm (4.00-4.49") 0.254m (10.00) 1194m (47.00) 13120 b 35433 130094-0455

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.

Double Eye, Split Lace
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm _(.75-.99") 0.254m (10.00") 0.660m (26.00") 2700 Ib 35440 130094-0465
25.40-31.50mm (1.00-1.24") 0.254m (10.00") 0.737m (29.00") 47201h 35441 130094-0466
31.75-37.85mm (1.25-149") 0.254m (10.00") 0.787m (31.00") 47201b 35442 130094-0468
38.10-50.55mm (1.50-1.99") 0.254m (10.00") 0.889m (35.00") 47201b 35443 130094-0470
50.80-63.25mm (2.00-2.49") 0.254m (10.00") 0.940m (37.00") 10080 Ib 35444 130094-0472
63.50-75.95mm (2.50-2.99") 0.254m (10.00") 0.991m (39.00") 10080 Ib 35445 130094-0474
76.20-88.65mm (3.00-3.49") 0.254m (10.00") 1.041m _(41.00") 10080 Ib 35446 130094-0476
88.90-101.35mm (3.50-3.99") 0.254m (10.00") 1.143m (45.00") 13120Ib 35447 130094-0478
101.60-114.05mm (4.00-4.49") 0.254m (10.00") 1.194m (47.00") 13120 b 35448 130094-0479

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.
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H Features and Benefits Reference Information
S“ppo" G"ps o Service drop single eye/bale or locking/universal eye  (SA File No.: LR32159

L]
SerVKe Drop are used for service entrance cable @
Sinale E d o Locking hale provides easy, quick attachment to fixed
ingie Lye an tructure without the need for additional hard i
. . structure without the need tor adaitional haraware Physual
lockmg Bale / Universal Eye o Tinned-Bronze wire mesh provides corrosion resistance ~ Mesh Material: Tinned-Bronze wire mesh
© (losed mesh top-mounted reinforced eye protector Weave Type: Single weave mesh
provides stability and longer-life support Mesh Type: Closed
wn
Q.
‘=
o
Single Eye
Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
5.59-8.13mm (22-37') 0.102m (4.00°) 0.102m (4.00") 2901b 36573 130094-0501
7.62-10.92mm (30-43') 0.127m (5.00) 0.127m (5.00) 5001b 36575 130094-0504
10.16-14.22mm (40-.56") 0.152m (6.00") 0.127m (5.00°) 5001b 36576 130094-0505
13.21-18 54mm (52-73") 0.203m (8.00") 0.203m (8.00°) 7901b 36577 130094-0506
17.78-24.64mm (70-97") 0.203m (8.00") 0.229m (9.00) 1020 b 36578 130094-0507
23.88-31.75mm (94-1.25") 0.254m (10.00) 0.279m (11.00) 10201b 36579 130094-0509

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.

Locking Bale /Universal Eye

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
5.59-8.13mm (.22-.32") 0.229m (9.00") 0.102m (4.00") 2901h 36581 130094-0511
7.62-10.92mm (.30-43") 0.254m (10.00") 0.127m (5.00") 5001h 36583 130094-0513

10.16-14.22mm (.40-.56") 0.279m (11.00") 0.127m (5.00") 5001b 36585 130094-0515
13.21-18.54mm (.52-.73") 0.330m (13.00") 0.203m (8.00") 7901b 36586 130094-0516

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.
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Support Grips
Bus-Drop

Single Eye and

Locking Bale /Universal Eye

Single Eye, Galvanized Steel (UL Listed)

Features and Benefits

® Bus drop single eye/hale or locking/universal eye are
used for bus drop cable

Locking bale provides easy, quick attachment to fixed
siructure without the need for additional hardware
(losed mesh top-mounted reinforced eye protector
provides stable and longer-life support

Galvanized Steel wire mesh is for indoor use only
Stainless Steel is for indoor or outdoor use

Reference Information

UL File No. E76954 (except locking bale grips
and accessories)

(SA File No.: LR32159 (except accessories)

®e

Physical

Mesh Material: Galvanized Steel or Stainless Steel wire
mesh

Weave Type: Single weave mesh

Mesh Type: Closed

Grips

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
5.59-8.13mm (.22-.32") 0.229m (9.00") 0.089m (3.50") 6501b 36560 130094-0489
7.62-10.92mm (.30-43") 0.229m (9.00") 0.114m (4.50") 1100 Ib 36562 130094-0491

10.16-14.22mm (.40-.56") 0.229m (9.00") 0.127m (5.00") 1100 Ib 36564 130094-0493
13.46-18.54mm (.53-.73") 0.229m (9.00") 0.165m (6.50") 1100 I 36567 130094-0495
17.78-21.59mm (.70-.85") 0.229m (9.00) 0.216m (8.50") 1900 Ib 36569 130094-0497
20.83-25.40mm (.82-1.00") 0.229m (9.00) 0.216m (8.50") 1900 Ib 36571 130094-0499
24.38-31.75mm (.96-1.25") 0.229m (9.00") 0.279m (11.00) 1900 Ib 36574 130094-0502
*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
Single Eye, Stainless Steel (UL Listed)

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
5.59-8.13mm (.22-.32") 0.229m (9.00") 0.089m (3.50") 6501b 3656055 130094-0490
7.62-10.92mm (.30-43") 0.229m (9.00") 0.114m (4.50") 1100 Ib 3656255 130094-0492

10.16-14.22mm (.40-.56") 0.229m (9.00") 0.127m (5.00") 1100 Ib 3656455 130094-0494
13.46-18.54mm (.53-.73") 0.229m (9.00") 0.165m (6.50") 1100 I 3656755 130094-0496
17.78-21.59mm (.70-.85") 0.229m (9.00") 0.216m (8.50") 1900 Ib 3656955 130094-0498
20.83-25.40mm (.82-1.00") 0.229m (9.00) 0.216m (8.50") 1900 Ib 3657158 130094-0500
24.38-31.75mm (.96-1.25") 0.229m (9.00") 0.279m (11.00) 1900 Ib 3657458 130094-0503
*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
Locking Bale /Universal Eye, Galvanized Steel

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
5.59-8.13mm (.22-.32") 0.305m (12.00") 0.089m (3.50") 6501b 36580 130094-0510
7.62-10.92mm (.30-43") 0.305m (12.00") 0.114m (4.50") 1100 Ib 36582 130094-0512

10.16-14.22mm (.40-.56") 0.305m (12.00") 0.127m (5.00") 1100 Ib 36584 130094-0514
13.46-18.54mm (.53-.73") 0.380m (15.00") 0.165m (6.50") 1100 Ib 36587 130094-0517
17.78-21.59mm (.70-.85") 0.406m (16.00") 0.216m (8.50") 1900 Ib 36589 130094-0519
20.83-25.40mm (.82-1.00") 0.406m (16.00") 0.216m (8.50") 1900 Ib 36591 130094-0520
24.38-31.75mm (.96-1.25") 0.432m (17.00") 0.279m (11.00) 1900 Ib 36594 130094-0521
*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
Bus-Drop Accessories
Description Load (max) Galvanized Steel Stainless Steel
Woodhead No. Order No. Woodhead No. Order No.

Safety spring 401b 36237 130099-0051 3623755 130099-0228

Safety spring 801b 36238 130099-0052 3623855 130099-0229

Support hook 36241 130094-0488 3624155 130094-1401

www.molex.com/woodhead
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PULLING GRIPS

WOODHEAD® PULLING GRIPS ARE DESIGNED FOR OVERHEAD, UNDER-
GROUND OR IN-PLANT WIRING APPLICATIONS AND SERVE AS REUSABLE
TOOLS FOR PULLING INSULATED CONDUCTORS, BARE WIRES, CABLE, FIBER
OPTIC CABLE AND NYLON AND WIRE ROPE

Woodhead Pulling Grips are available in a wide range of styles and are made of high-quality
galvanized-steel wire. All styles feature a smooth, even, thin profile, making these grips easy-
to-use, quick-to-install and reusable many times over.

FEATURES AND  Choose a flexible or Suitable for a broad range
BENEFITS rotating eye of applications
Available in light-duty through multi- Provides a wide range of product options
weave, high-strength mesh versions to meet specific application needs
Shoulder protectors Ensures bumpless pulls and
furnished as standard long-life operation

APPLICATIONS e Electrical contractors
* Facility maintenance
« Utility companies

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Pulling Grips
Junior Duty
Flexible Eye

Features and Benefits

© Flexible eye works in both generous and tight spaces

e Galvanized Steel mesh offers superior strength

o Shoulder protectors center the grip within a raceway
and provide abrasion resistance

Reference Information
(A File No.: LR32159

@

Physical

Mesh Material: Galvanized Steel mesh
Weave Type: Single weave mesh
Mesh Type: Closed mesh

e Universally applied for single cable or wire bundles
o Available as tool kit with all sizes below

Grips

Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
6.35-9.14mm (.25-.36") 0.127m (5.00") 1700 b 35970 130095-0194
9.40-12.45mm _(.37-49") 0.178m (7.00") 1700 I 35971 130095-0196
12.70-15.49mm _(.50-.61") 0.203m (8.00") 1700 Ib 35972 130095-0197
15.75-18.80mm (.62-.74") 0.254m (10.00") 2800 b 35973 130095-0198
19.05-25.15mm_(.75-.99") 0.254m (10.00") 41001 35974 130095-0200
25.40-31.50mm _(1.00-1.24") 0.305m (12.00") 4100 Ib 35975 130095-0201

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Flexible Eye Kit
Woodhead No. Order No.
35976 130095-0202

Contains 1 each of the following: 35970, 35971, 35972, 35973, 35974, 35975

Features and Benefits Reference Information
* Flexible eye works in hoth generous and tight spaces ~ CSA File No.: LR32159

e Galvanized Steel mesh offers superior strength @

e Shoulder protectors center the grip within a raceway

Pulling Grips
Light Duty

Flexible Eye

and provide abrasion resistance
o Universally applied for single cable or wire bundles in
commercial, industrial and underground applications

Physical
Mesh Material: Galvanized Steel mesh
Weave Type: Single weave mesh

Mesh Type: Closed mesh

Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm_(.50—.61") 0.324m (12.75") 34001b 35901 130095-0146
15.88-19.05mm (.63-.75") 0.356m (14.00") 41001h 35902 130095-0147
19.05-25.15mm_(.75-.99") 0.275m (14.75") 4100Ib 35903 130095-0148
25.40-31.50mm (1.00-1.24") 0.419m (16.50") 5800 Ib 35904 130095-0149
31.75-37.85mm (1.25-1.49") 0.432m (17.00") 5800 Ib 35905 130095-0150
38.10-44.20mm (1.50-1.74") 0.508m (20.00") 7500 Ib 35906 130095-0151
44.45-50.55mm (1.75-1.99") 0.597m (23.50") 10000 Ib 35907 130095-0152
50.80—63.25mm (2.00-2.49") 0.584m (23.00") 10000 Ib 35908 130095-0153
63.50-75.95mm (2.50-2.99") 0.603m (23.75") 13000 Ib 35909 130095-0154

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
www.molex.com/woodhead molex ()]
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H H Features and Benefits Reference Information
P““mg G"ps © Flexible eye works in hoth generous and tight spaces ~ CSA File No.: LR32159

L]
MEdlum DU'l'y o Galvanized Steel mesh offers superior strength @
Flexible E o Shoulder protectors center the grip within a raceway
exible Eye protecors cente ,
and provide abrasion resistance Physical
© Wide application for medium duty overhead and Mesh Material: Galvanized Steel mesh
underground pulling Weave Type: Half single weave/half double weave mesh
o Available as tool kit with all sizes below Mesh Type: Closed mesh
wn
o
‘=
()
Medium Duty, Short Length
Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
9.40-1245mm (37-49") 0.305m (12.00") 2600 b 35930 130095-0165
12.70-18.80mm (.50—.74") 0.356m (14.00") 3400 b 35031 130095-0166
19.05-25.15mm (.75-99") 0457m (18.00") 5500 b 35932 130095-0167
25.40-31.50mm (1.00-1.24") 0.559m (22.00) 81001h 35933 130095-0168
31.75-37.85mm (1.25-149") 0.610m (24.00") 81001b 35934 130095-0169
38.10-50.55mm (1.50-1.99") 0.660m (26.00") 81001h 35935 130095-0170

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Medium Duty Kit
Woodhead No. Order No.
35937 130095-0171

Contains 1 each of the following: 35930, 35931, 35932, 35933, 35934, 35935

C-42 molex www.molex.com/woodhead
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H H Features and Benefits Reference Information
PU"mg G"ps © Flexible eye works in both generous and fight spaces (A File No.: LR32159

Medium / Heuvy DUI‘y o Galvanized Steel mesh offers superior strength @
Flexible E o Shoulder protectors center the grip within a raceway
exible Eye profecors cente ,
and provide abrasion resistance Physical
e Wide application for medium to heavy duty Mesh Material: Galvanized Steel mesh
applications, higher incoming service lines Weave Type: Half single weave/half double weave mesh

e Broad grip strength available to match the needs of the  Mesh Type: Closed mesh
required pull for short length, T-type, standard length,
T-type and long length

Grips

Short Length, T-Type
Cable Diameter Mesh Length Cable Eye Thickness Approximate Break Strength* Woodhead No. Order No.

12.70-15.49mm_(.50—.61") 0.533m (21.00") 5.537mm (.218") 4500 Ib 35940 130095-0172
15.88-19.05mm (.63-.75") 0.610m (24.00") 6.350mm (.250") 5600 Ib 35941 130095-0173
19.05-25.15mm (.75-99") 0.610m (24.00") 6.350mm (.250") 6800 Ib 35942 130095-0174
25.40-37.85mm (1.00-1.49") 0.610m (24.00") 7.925mm (.312") 9600 Ib 35943 130095-0175
38.10-50.55mm (1.50-1.99") 0.610m (24.00") 11.100mm (.437") 16400 b 35944 130095-0176
50.80—63.25mm (2.00-2.49") 0.610m (24.00") 11.100mm (.437") 18500 Ib 35945 130095-0177
63.50—75.95mm (2.50-2.99") 0.610m (24.00") 12.700mm (.500") 24500 b 35946 130095-0178
76.20—88.65mm (3.00-3.49") 0.610m (24.00") 12.700mm_(.500") 24500 b 35947 130095-0179
88.90-101.35mm (3.50-3.99") 0.660m (26.00") 15.875mm (.625") 310001b 35948 130095-0180

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Standard Length, T-Type

Cable Diameter Mesh Length Cable Eye Thicl Approximate Break Strength* Woodhead No. Order No.

19.05-25.15mm (.75-99") 0.914m (36.00") 6.350mm (.250") 6800 Ib 35950 130095-0181
25.40-37.85mm (1.00-1.49") 0.914m (36.00") 7.925mm (.312") 9600 Ib 35951 130095-0182
38.10-50.55mm (1.50-1.99") 0.914m (36.00") 11.100mm (.437") 16400 Ib 35952 130095-0183
50.80—63.25mm (2.00-2.49") 0.914m (36.00") 11.100mm _(.437") 18500 Ib 35953 130095-0184
63.50-75.95mm (2.50-2.99") 0.914m (36.00") 12.700mm (.500") 24500 Ib 35954 130095-0185
76.20—88.65mm (3.00-3.49") 0.914m (36.00") 12.700mm (.500") 24500 Ib 35955 130095-0186
88.90-101.35mm (3.50-3.99") 1.016m (40.00") 15.875mm (.625") 310001b 35956 130095-0187

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Medium Duty, Standard Length T-Type Kit

Woodhead No. Order No.
35980 130095-0203

Contains 1 each of the following: 35950, 35951, 35952, 35953

Meduim Duty, Long Length

Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-.990") 1.219m (48.00") 8100 Ib 35960 130095-0188
25.40-37.85mm (1.00-1.49") 1.219m (48.00") 11600 Ib 35961 130095-0189
38.10-50.55mm (1.50-1.99") 1.219m (48.00") 19400 Ib 35962 130095-0190
50.80-63.25mm (2.00-2.49") 1.219m (48.00") 19400 I 35963 130095-0191
63.50-75.95mm (2.50-2.99") 1.219m (48.00") 25900 Ib 35964 130095-0192

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
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H H Features and Benefits Reference Information
P““mg G"PS © Rotating eye can reduce rotational forque whenever  (SA File No.: LR32159

Heuvy DUI‘y Eulllingilouddsis r&iduce: ; ' h @
ROf(ﬂi n g Ey e alvanized dteel mesh ofters superior strengf

o Forged Steel rotating eye will not bind when used with ~ Physical
sheaves and blocks Mesh Material: Galvanized Steel mesh
o Shoulder protectors center the grip within a raceway ~ Weave Type: Full double weave mesh
and provide abrasion resistance Mesh Type: Closed mesh

o Wide application for underground cables,
communication and service lines

a8 e Available as tool kit with all sizes below
‘= o Wide length selection to meet the preference of the
© installer in short length K-type and standard length
K-type
Short Length, K-Type
Cable Diameter Mesh Length Eye Diameter Color Code Approximate Break Strength* Woodhead No. Order No.
15.88-19.05mm (.625-.75") 0.279m (11.00") 22.225mm (.875") Dark Green 6800 Ib 35851 130095-0123
19.05-25.15mm _(.750-99") 0.508m (20.00") 25.400mm (1.000") Brown 9600 b 35867 130095-0126
25.40-31.50mm (1.000-1.24") 0.508m (20.00") 34.925mm (1.375") Light Blue 16400 b 35868 130095-0127
31.75-37.85mm (1.250-1.49") 0.533m (21.00") 34.925mm (1.375") Gold 16400 b 35869 130095-0128
38.10-50.55mm (1.500-1.99") 0.635m (25.00") 41.275mm (1.625") Black 27200 Ib 35870 130095-0129
50.80-63.25mm (2.000-2.49") 0.660m (26.00") 47.625mm (1.875") Red 330001b 35871 130095-0130
63.50-75.95mm (2.500-2.99") 0.711m (28.00") 47.625mm (1.875") Dark Blue 41000 Ib 35872 130095-0131
76.20-88.65mm (3.000-3.49") 0.762m (30.00") 47.625mm (1.875") Yellow 48000 Ib 35873 130095-0132
88.90-101.35mm (3.500-3.99") 0.813m (32.00") 47.625mm (1.875") Orange 48000 Ib 35874 130095-0133
101.60-114.05mm (4.000-4.49") 0.838m (33.00") 47.625mm (1.875") Alumi 48000 b 35875 130095-0134
*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
Standard Length, K-Type
Cable Diameter Mesh Length Eye Diameter Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm _(.50-.61") 0.406m (16.00") 22.225mm (.875") 5600Ib 35865 130095-0124
15.88-19.05mm (.63-.75") 0.406m (16.00") 22.225mm (.875") 6800 Ib 35866 130095-0125
19.05-25.15mm (.75-99") 0.813m (32.00") 25.400mm (1.000") 9600 Ib 35880 130095-0135
25.40-37.85mm (1.00-1.49") 0.838m (33.00") 34.925mm (1.375") 16400 b 35881 130095-0136
38.10-50.55mm_(1.50-1.99") 0.864m (34.00") 34.925mm (1.375") 16400 [b 35882 130095-0137
50.80-63.25mm (2.00-2.49") 0.914m (36.00") 41.275mm (1.625") 27200 b 35883 130095-0138
63.50-75.95mm (2.50-2.99") 0.965m (38.00") 47.625mm (1.875") 33000 b 35884 130095-0139
76.20—88.65mm (3.00-3.49") 0.991m (39.00") 47.625mm (1.875") 41000 Ib 35885 130095-0140
88.90-101.35mm (3.50-3.99") 1.04Im (41.00") 47.625mm (1.875") 48000Ib 35886 130095-0141
101.60-114.05mm (4.00-4.49") 1.067m (42.00") 47.625mm (1.875") 48000 Ib 35887 130095-0142
114.30-126.75mm (4.50-4.99") 1.473m (58.00") 47.625mm (1.875") 48000Ib 38897 130095-0143
127.00-152.15mm (5.00-5.99") 1.524m (60.00") 47.625mm (1.875") 48000 Ib 35898 130095-0144
152.40-177.55mm (6.00-6.99") 1.676m (66.00") 47.625mm (1.875") 48000Ib 35899 130095-0145

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Rotating Eye Kit
Woodhead No. Order No.
36010 130095-0205

Includes 1 each of: 35880, 35881, 35882, 35883

Rotating Eye Diameter

B D f 6 0 eninj Length K L

Eye Diameter Full Length Leading Eye Length Leading Eye Thickness (:' cen!:er Iil?e) Eye Sidewall Thickness Opening Width
22.225mm (.875") 2.750mm (.108") .250mm (.010) 281mm_(.011") .875mm (.034") 187mm (.007") .500mm (.020")
25.400mm (1.000") 3.625mm (.143") .312mm (.012") .500mm (.020") 906mm (.036") .219mm _(.009") .562mm (.022")
34.925mm (1.375") 4.625mm (.182") .375mm (.015") .500mm (.020") 1.000mm (.039") .344mm (.014") .687mm (.027")
41.275mm (1.625") 5.437Tmm (.214") .500mm (.020") .625mm (.025") 1.187mm (.047") .375mm_(.015") .875mm_(.034")
47.625mm (1.875") 6.250mm (.246") .500mm (.020") .656mm (.026") 1.375mm (.054") A3Tmm (.017") 1.000mm (.039")
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H H Features and Benefits Reference Information
PU"":lg G"ps * Galvanized Steel mesh offers superior strength (SA File No.: LR32159
Mulﬂ-weuve e Shoulder protectors center the grip within a raceway @

and provide abrasion resistance
Color-coded for easy identification

Flexible Eye or Rotating Eye

Wide application for bare or insulated conductors, wire

Physical

rope and insulated cables for distribution line stringing ~ Weave Type:

and overhead fransmission

Flexible eye works in both generous and tight spaces
Forged Steel rotating eye can reduce rotational torque

Leading—One-third mesh triple weave
Mid—One-third double weave mesh
Trailing—One-third single weave mesh

Mesh Material: Galvanized Steel mesh

whenever pulling load is reduced Mesh Type: Closed mesh 2
* Forged Steel rotating eye will not bind when used with f:;-
sheaves and blocks
Flexible Eye
Cable Diameter Mesh Length Eye Cable Thickness Color Code Approximate Break Strength* Woodhead No. Order No.
6.35-12.45mm (.25-49") 0.66m (26.00") 6.350mm (.250") Dark Green 6800 1b 36640 130095-0288
12.70-18.80mm (.50-.74") 0.813m (32.00") 7.925mm (.312") Brown 10000 Ib 36641 130095-0289
19.05-25.15mm (.75-99") 1.041m (41.00") 9.525mm (.375") Light Blue 14400 b 36642 130095-0290
25.40-31.50mm (1.00-1.24") 1.321Im (52.00") 12.700mm (.500") Gold 26600 Ib 36643 130095-0291
31.75-37.85mm (1.25-1.49") 1.422m (56.00") 12.700mm (.500") Black 30600 Ib 36644 130095-0292
38.10-44.20mm_(1.50-1.74") 1.524m (60.00") 12.700mm (.500") Red 30600 Ib 36645 130095-0293
44.45-56.90mm (1.75-2.24") 1.778m (70.00") 15.875mm (.625") Dark Blue 48000 Ib 36646 130095-0294
50.80—63.25mm (2.00-2.49") 1.27m (50.00") 15.875mm (.625") Yellow 48000 Ib 36647 130095-0295
*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
Rotating Eye
Cable Diameter Mesh Length Eye Cable Thickness Color Code Approximate Break Strength* Woodhead No. Order No.
6.35-12.45mm (.25-49") 0.66m (26.00") 22.225mm _(.875") Dark Green 6800 b 36620 130095-0278
12.70-18.80mm (.50-.74") 0.8Tm (32.00") 25.400mm (1.000") Brown 10000 Ib 36621 130095-0279
19.05-25.15mm (.75-99") 1.041m (41.00") 25.400mm (1.000") Light Blue 14400 Ib 36622 130095-0280
25.40-31.50mm (1.00-1.24") 1.321m (52.00") 34.925mm (1.375") Gold 24600 Ib 36623 130095-0281
31.75-37.85mm (1.25-1.49") 1.422m (56.00") 41.275mm _(1.625") Black 30600 Ib 36624 130095-0282
38.10—-44.20mm (1.50-1.74") 1.524m (60.00") 47.625mm (1.875") Red 30600 Ib 36625 130095-0283
44.45-56.90mm (1.75-2.24") 1.778m (70.00") 47.625mm (1.875") Dark Blue 48000 I 36626 130095-0284
50.80—63.25mm (2.00-2.49") 1.27m (50.00") 47.625mm (1.875") Yellow 48000 Ib 36627 130095-0285
63.50—75.95mm (2.50-2.99") 1.321m (52.00") 47.625mm (1.875") Orange 48000 I 36628 130095-0286
76.20-88.65mm (3.00-3.49") 1.372m (54.00") 47.625mm (1.875") Alyminum 48000 I 36629 130095-0287
*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
Rotating Eye Diameter
J
B D F 6 Opening Length K L
Eye Diameter Full Length Leading Eye Length Leading Eye Thickness {af center line) Eye Sidewall Thickness Opening Width
22.225mm (.875") 2.750mm (.108") .250mm (.010") .281mm _(.011") 875mm (.034") .187mm_(.007") .500mm (.020")
25.400mm (1.000") 3.625mm (.143") .312mm (.012") .500mm (.020") 906mm (.036") .219mm _(.009") .562mm (.022")
34.925mm (1.375") 4.625mm (.182") .375mm (.015") .500mm (.020") 1.000mm (.039") .344mm (.014") .687mm (.027")
41.275mm (1.625") 5.437Tmm (.214") .500mm (.020") .625mm (.025") 1.187mm_(.047") .375mm_(.015") .875mm (.034")
47.625mm (1.875") 6.250mm (.246") .500mm (.020") .656mm (.026") 1.375mm (.054") A37Tmm (.017") 1.000mm (.039")
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H H Features and Benefits Reference Information
P'.J“mg G"ps © Flexible eye works in hoth generous and tight spaces ~ CSA File No.: LR32159
ngh Sﬂ'engl'h e Galvanized, thick wire Steel mesh—highest strength @
. pulling grip
Flexible Eye © Shoulder protectors center the grip within a raceway ~ Physical
and provide abrasion resistance Mesh Material: Thick galvanized Steel mesh
© (olor-coded for easy identification Weave Type: Full double weave mesh

o Wide application for bare or insulated conductors, wire ~ Mesh Type: Closed mesh
or synthetic rope

w
2
o
(V)
Cable Diameter Mesh Length Eye Cable Thickness Color Approximate Break Strength* Woodhead No. Order No.
4.83-9.40mm (19-.37") 0.6Tm (24.00") 5.563mm (.219") Black 6500Ib 36610 130095-0272
9.65-15.75mm (.38-.62") 0.66m (26.00") 9.525mm (.375") Dark Green 14400 Ib 36611 130095-0273
16.00-22.10mm (.63-.87") 1.219m (48.00") 11.125mm (.438") Red 20000 b 36612 130095-0274
22.35-28.45mm (.88-1.12") 1.524m (60.00") 12.700mm (.500") Dark Blue 30600 b 36613 130095-0275
28.70-34.80mm (1.13-1.37") 1.930m (76.00") 15.875mm (.625") Yellow 46800 b 36614 130095-0276
35.05-48.26mm (1.38-1.90") 2.26Im (89.00") 19.050mm (.750") Alumi 66500 b 36615 130095-0277

*To determine Workload Safety Factor, divide Approximate Break Sirength by 5. See technical section for break strength.
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Pulling Grips
Medium Duty
Slack /Offset Eye

Features and Benefits

o Flexible offset eye allows for easy attachment to the
pulling line

e Galvanized Steel mesh offers superior strength

e Open mesh, split rod attached mid-cable to pull slack
for final cable placement or remove cable

Reference Information
(A File No.: LR32159

@

Physical

Mesh Material: Galvanized Steel mesh
Weave Type: Single weave mesh
Mesh Type: Open mesh, split rod

w

Q.

Single Weave, Standard Length, Split Rod f:;-
Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
12.70-15.49mm_(.50-.61") 0.178m (7.00") 1800 1b 36140 130095-0253
15.88-19.05mm (.63-.75") 0.229m (9.00) 1900 b 36141 130095-0255
19.05-25.15mm (.75-99") 0.279m (11.00") 30001b 36142 130095-0256
25.40-31.50mm (1.00-1.24") 0.305m (12.00") 41001b 36143 130095-0257
31.75-37.85mm (1.25-1.49") 0.356m (14.00") 5700Ib 36144 130095-0258
38.10—-44.20mm_(1.50-1.74") 0.406m (16.00") 58001b 36145 130095-0259
44.45-50.55mm (1.75-1.99") 0.432m (17.00") 7700 Ib 36146 130095-0260
50.80-63.25mm (2.00-2.49") 0.508m (20.00") 93001b 36147 130095-0261
63.50-75.95mm (2.50-2.99") 0.533m (21.00") 11300 Ib 36148 130095-0262
76.20—88.65mm (3.00-3.49") 0.559m (22.00") 15100 Ib 36149 130095-0263

*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.

Pulling Grips
Heavy Duty
Slack /Offset Eye

Double Weave, Standard Length, Closed Mesh

Features and Benefits

o Flexible offset eye allows for easy attachment to the
pulling line

e Galvanized Steel mesh provides sirength

o Full double weave mesh offers very high strength

e Wide application to pull slack for final cable placement
or fo remove cable; typically for underground cable

Reference Information
(SA File No.: LR32159

@

Physical

Mesh Material: Galvanized Steel mesh

Weave Type: Full double weave mesh

Mesh Types: Closed mesh/open mesh, split lace

Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-99") 0.330m (13.00") 3000 b 36101 130095-0225
25.40-31.50mm_(1.00-1.24") 0.406m (16.00") 4200 Ib 36102 130095-0227
31.75-37.85mm (1.25-1.49") 0.432m (17.00") 5500l 36103 130095-0229
38.10-44.20mm (1.50-1.74") 0.457m (18.00") 7400 Ib 36104 130095-0230
44.45-50.55mm (1.75-1.99") 0.483m (19.00") 11000 b 36105 130095-0231
50.80-63.25mm (2.00-2.49") 0.508m (20.00") 11000 b 36106 130095-0232
63.50-75.95mm (2.50-2.99") 0.533m (21.00") 11000 Ib 36107 130095-0233
*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
Double Weave, Standard Length, Split Lace
Cable Diameter Mesh Length Approximate Break Strength* Woodhead No. Order No.
19.05-25.15mm (.75-99") 0.330m (13.00") 3000 Ib 36120 130095-0240
25.40-31.50mm (1.00-1.24") 0.406m (16.00") 41001 36121 130095-0241
31.75-37.85mm (1.25-1.49") 0.432m (17.00") 4100l 36122 130095-0242
38.10—-44.20mm_(1.50-1.74") 0.457m (18.00") 5500 Ib 36123 130095-0243
44.45-50.55mm (1.75-1.99") 0.483m (19.00") 7300 b 36124 130095-0244
50.80—63.25mm (2.00-2.49") 0.508m (20.00") 73001 36125 130095-0245
63.50—75.95mm (2.50-2.99") 0.533m (21.00") 7300 b 36126 130095-0246
76.20—-88.65mm (3.00-3.49") 0.559m (22.00") 9200 b 36127 130095-0247
88.90-101.35mm (3.50-3.99") 0.584m (23.00") 11000 Ib 36128 130095-0248
*To determine Workload Safety Factor, divide Approximate Break Strength by 5. See technical section for break strength.
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Support Grips
Fiber Optic

Features and Benefits
* Single eye/bale is universally applied and most
common for fiber optic cable

Reference Information
CSA File No.: LR32159

Physical
Mesh Material: Tinned-Bronze wire mesh
Mesh Type: Closed or split rod

o Tinned-Bronze wire mesh provides corrosion resistance

o Top-mounted reinforced eye protector provides stable
and longer-life support

© (losed mesh provides permanent support when cable
end is available

o Split rod provides support for mid-cable placement

Single Eye

w
Q.

‘=

(U

Fiber Optic, Closed Mesh, Single Eye

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
4.57-6.35mm (.18-.25") 0.076m (3.00") 0.043m (1.70") 3001b 36670 130094-0522
5.59-8.13mm (.22-.32") 0.076m (3.00") 0.064m (2.50") 3001 36671 130094-0523
7.62-9.91mm (.30-.39") 0.102m (4.00") 0.064m (2.50") 3001b 36672 130094-0524
9.40-12.19mm (.37-.48") 0.127m (5.00") 0.102m (4.00") 3001 36673 130094-0525

11.68-14.73mm (.46-.58") 0.152m (6.00") 0.102m (4.00") 4001b 36674 130094-0526
14.22-18.03mm (.56-.71") 0.178m (7.00") 0.140m (5.50") 5001b 36675 130094-0527
17.53-22.35mm _(.69-.88") 0.203m (8.00") 0.152m (6.00") 800 1b 36676 130094-0528
*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
Fier Optic, Split Rod, Single Eye

Cable Diameter Bale Length Mesh Length Approximate Break Strength* Woodhead No. Order No.
4.75-6.35mm (.19-.25") 0.076m (3.00") 0.064m (2.50") 3001b 36680 130094-0529
5.84-8.13mm (.23-.32") 0.076m (3.00") 0.064m (2.50") 3001b 36681 130094-0530
7.62-9.91mm (.30-.39") 0.229m (9.00) 0.064m (2.50") 3001 36682 130094-0531
9.53-11.10mm (.38—44") 0.102m (4.00") 0.064m (2.50") 3001b 36683 130094-0532

11.68-14.73mm (.46-.58") 0.152m (6.00") 0.102m (4.00") 4001b 36684 130094-0533
14.22-18.03mm (.56—.71") 0.178m (7.00") 0.140m (5.50") 600 b 36685 130094-0534
17.53-22.35mm (.690-.880") 0.203m (8.00") 0.152m (6.00") 8001 36686 130094-0535

*To determine Workload Safety Factor, divide Approximate Break Strength by 10. See technical section for break strength.
For Stainless Steel Support Grips, add "SS" to the part number. For example, 35425 becomes 354225S.

H H Features and Benefits Reference Information
P.U“mg GI:lpS * Flexible eye works in hoth generous and tight spaces ~ CSA File No.: LR32159
Flber OP'I'IC © Galvanized Steel mesh offers superior sirength @

© Rotating eye can reduce rotational forque whenever
pulling load is reduced

o Single/double weave offers high strength

o Zinc-plated Steel nose guides easily and protects cable

Rotating Eye Physicl
Mesh Material: Galvanized Steel mesh
Weave Type: Single/double weave mesh

end Mesh Type: Closed mesh
o Very flexible mesh holds multiple cables or one single ~ Grip Body Construction: Nose of Zinc-plated Steel in front
cable of Aluminum body

Cable Diameter Bale Length Mesh Length Bi‘;‘;{;ﬁ:‘:&* Nose Diameter Woodhead No. Order No.
5.33-8.89mm (.21-.35") 0.120m (4.75") 0.356m (14') 1500 b 20.32mm (0.8") 36661 130095-0297
8.89-12.19mm (.32-48") 0.127m (5.00") 0457m (18") 2200 b 22.86mm (09") 36662 130095-0298
10.6715.49mm_(42—61") 0.127m (5.00°) 0.533m (21') 2800 b 22.86mm (0.9°) 36663 130095-0299
13.46-18.80mm (.53—.74') 0.127m (5.00°) 0.610m (24') 3300 b 30.48mm (1.2) 36664 130095-0300

*To determine Workload Safety Factor, divide Approximate Break Sirength by 5. See technical section for break strength.
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Technical Information

Strain Relief Grips

Operating Temperatures

Material

Temperature Range

—40° Cto +149° C (-40° F10 +300° F)

Aluminum deluxe cord grips

-34° (1o +115° C (-30° Ft0 +240° F)

Non-metallic deluxe cord grips

-34° (10 +107° C (-30° F1o +225° F)

Nylon

-40° Cto +107° C (-40° F10 +225° F)

Nylon fitting with Stainless Steel mesh

—40° Cto +107° C (-40° Fto +225 ° F)

Stainless Steel

-51° Cto +537° C (-60° F1o +1000° F)

Stainless Steel deluxe cord grips

-34° (1o +115° C (-30° F1o +240° F)

Rubber (bushings)

-40° Cto +350° C (-40° Fto +662° F)

Flammability Rating for Non-Metallic MAX-LOC" Grips

Component Rating Note
Wire mesh grip 94HB* Non-metallic deluxe cord grips
Fitting 94V-2! will not support combustion

* Aest method used by UL to determine a rate of burning and/or extent and time of burning of self-supporting plastics
in a horizontal position (ASTM D 635-88, IEC 707-1981, 10/DIS 1210.2).
1 A test method used by UL for measuring the comparative extinguishing characteristics of solid plastics in a vertical

position (IEC 707-1981, 150/DIS 1210.2).

Knockout Holes

NPT Hub Size Knockout Hole Recommended
" 1.37 1o 1.45em (.54010.570")
%' 1.7010 1.78cm (.67110.701")
%" 2.1810 2.30cm (.859 10.906")
%" 2.7810 2.90cm (1.094 10 1.141")
1" 3.45103.57cm (1.359 10 1.406")
%" 4.37 10 4.49m (1.719 10 1.766")
1" 5.00t0 5.12cm (1.969 t0 2.016")
2" 6.23 10 6.35cm (2.453 t0 2.500)

2%" 7.5010 7.62cm (2.953 10 3.000")
3 9.09109.21cm (3.578 t0 3.625")

www.molex.com/woodhead
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Technical Information
Deluxe Cord Grip

Component Detail

Straight Male
Wi ALOMINON FRICTION RUBBER M
ALUMINUM
" A BODY—~MACHINED RING GROMMET BODY
o
i
(U

] é I
< i

STAINLESS STEEL STAINLESS STEEL
SINGLE WEAVE WIRE DOUBLE WEAVE WRE FORM SIZE —/
MESH CONSTRUCTION MESH CONSTRUCTION REFERENCE
45° Male
RUBBER
COMPRESSION NUT o B FRICTION GROMMET NPT THD.
BODY—MACHINED RING ALJVINUM

SN NS SOSTSE
L ERRIRIRIR -
KK KK XK X K
(SRR XRA602 Il
\ ! STAINLESS STEEL _/
STAINLESS STEEL DOUBLE WEAVE WIRE FORM SIZE
SINGLE WEAVE WIRE MESH CONSTRUCTION REFERENCE

MESH CONSTRUCTION

Right Angle Male
WITH ALOMINON FRICTION
COMPRESSION NUT RUBBER
(ALUMINUM) BODY~-MACHINED RING GROMMET

FORM SIZE —/

REFERENCE
NPT TH'D.
ALUMINUM
BODY
Straight Female
MESH ASSEMBLY
WITH ALUMINUM FRICTION RUBBER FORM SIZE NPT THD.
(ALUMINUM) BODY—MACHINED RING GROMMET REFERENCE ALUMINUM
COMPRESSION NUT BODY
|
S ST <N SN
_ AR | S
RIS
QOO OO O OO &,
|
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Technical Information
MAX-LOC® Cable Grips

Non-Metallic Dimensions

Grips

MAX-LOC Non-Metallic Dimensions—Straight Bodies

Diagram References in Inches
Form NPT A B C D E F 6 H (Ref.)
0 W' 500 778 370 187 921 778 687 1.25
1 %' 1000 1.150 500 250 1250 1115 1000 1.85
2 W 1.000 1.300 500 300 1450 1.250 1100 2.00
3 % 1000 1500 550 375 1700 1.578 1.375 2.00
4 I 1.000 1.850 687 375 1.800 1.900 1.650 212
5 % 1.000 2.050 687 375 1.800 2.100 1.850 212
MAX-LOC Non-Metallic Dimensions—Right Angle Bodies
Diagram References in Inches
Form NPT A B C D E ; 6 H (Ref.)
1 %' 1.000 1.150 1100 187 1.812 450 1.687 2.35
2 W' 1000 1300 1.165 187 1.900 578 1820 2.40
3 % 1.000 1500 1.600 187 2421 593 2.218 2.75
4 I 1000 1.850 1.850 187 2.656 800 2.700 3.00
5 " 1.000 2.050 1.965 187 2.859 750 2.812 3.25
www.molex.com/woodhead molex C-51
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Selecting Properly Sized Pulling and
Support Grips

Example for Five Cables Together with

Diameter of 0.42” Each

o Select grip size based upon the outside diameter or 1. Locate “5 cables” column.
circumference of the cable(s) 2. Read down column fo range (0.38 1o 0.48").

o See the following reference tables for conveniencein 3. Read across line to grip diameter range (1.00 to 1.25").
determining cable diameters

o Use the following grip selection tables to determine the
grip diameter range for your application

Technical Information
Cable Grips

Grip Selection for 1 or More

Cables of Equal Diameter

1. Read across top line for number of cables in 1 grip.
2. Read down for diameter of each cable.

w
Q.

‘=

(U

Decimal and Fractional Inch Cable Diameters for 1 or More Cables of Equal Diameter

3. Read across to the right to grip diameter range column.

1 Cable 2 Cables 3 Cables 4 Cables Grip Diameter Range
0.25100.37 = Yato % 0.16100.25 = Viato %4 0.15100.22 = ¥ to 0.12100.20 = Y4 1o %4 0.25 10 0.375
0.37100.50 = %10 % 0.25100.36 = Y to ¥s 0.22 10 0.33 = Y fo e 0.20 10 0.28 = %4 10 %2 037510 0.50
0.50100.62 = Y210 % 0.27 10036 = 1% to B 0.26 10 0.33 = Vsa to Yes 0.24 10 0.28 = %4 10 %2 0.50 10 0.62
0.62100.75 = %10 % 0.36 0 0.45 = Bha to Yos 0.33 10 0.36 = %oa to Hs 0.2810 0.31 = %2 fo % 0.62100.75
0.75101.00=3%t0 1 0.45 10 0.60 = %ha to %es 0.36 10 0.49 = Bfa to s 0.31 10 0.42 = %6 o s 0.75101.00
1.00101.25=110 1% 0.60 10 0.76 = Y to *%s 0.49 10 0.63 = Vs to % 0.42 10 0.54 = Y4 o %4 1.00101.25
1.25101.50=1%101% 0.7610 0.91 = *%a to ¥n 0.6310 0.75 = % to %4 0.54 10 0.65 = %4 to Vn 1.25101.50
1.50t01.75=1%210 1% 0.88 10 1.08 = *%%a o 1% 0.76 10 0.89 = %4 o Vs 0.6510 0.7 = % to *%s 15010 1.75
1.75102.00 = %102 1.08101.23 = 1%410 1'% 0.89 10102 = a0 1V 0.77 10 0.88 = Y10 % 1.75 10 2.00
2.00102.50 = 210 2% 1.2310 1.54 = 1'% 10 13%4 1.0210 1.28 = 1% 10 1%2 0.88101.00="4101 2.0010 2.50
2.50103.00 = 2103 1.54 10 1.84 = 13%4 10 1% 1.28101.53 = 1%210 1% 1.10101.32 = 1% 10 1% 2.50 10 3.00
3.00103.50 =310 3% 1.8410 215 = 1% to 2% 1.5310 1.79 = 110 154 1.3210 1.54 = 1% 10 1% 3.00103.50
3.50104.00=3%104 2.15 10 2.45 = 2%z to 2% 1.79 t0 2.05 = 15V to 2 1.54 10 1.76 = 13%a10 1% 3.50 10 4.00

5 Cables 6 and 7 Cables 8 Cables 9 Cables Grip Diameter Range
0.11100.14 = Y to %1 0.1040 0.11 = %2 fo %4 0.09100.10 = %2 fo % 0.06 10 0.09 = Vis to %42 0.25100.375
0.14100.21 = Y%ato %4 0.11100.25="%1t0 Y% 0.10 10 0.20 = %1 fo "% 0.09100.19 = %210 % 0.37510 0.50
0.21100.25 =" t0 %4 0.19100.22 = ¥s fo %2 0.17 10020 = "V to %44 0.15100.19 = % o %o 0.5010 0.62
0.25100.29 = Vato '%s 0.22100.26 = Y2 fo s 0.20 10 023 = '%a to '%s 0.19100.22 = %s 10 %2 0.62100.75
0.29100.38 = % to % 0.26 10 0.34 = a0 "Var 0.2310 031 = %4 fo % 0.22100.31 =V to % 0.75101.00
0.38 10 0.48 = % to ¥s 0.34 10 043 = Va2 o e 0.31 10 0.39 = %6 o s 0.29 10 0.36 = "% to Bs 1.00101.25
0.48 10 0.58 = 3V to s 0.43 10 0.52 = %46 f0 % 0.39 10 0.46 = % to %2 0.36 10 0.43 = Wi o %o 1.25101.50
0.58 t0 0.67 = ¥4 to ¥ 0.52 10 0.60 = %4 to *%4 0.46 10 0.54 = ¥ to %4 0.43 10 0.49 = s t0 1.50t01.75
0.67 10077 = Yha to *%s 0.60 10 0.69 = %4 to Ve 0.54 10 0.62 = %% 1o % 0.49 10 0.57 = Va to s 17510 2.00
0.77 10 0.96 = % 10 3 0.69 10 0.86 = 'Vis to % 0.6210 0.7 = % fo % 0.57 10 0.72 = sa to B 2.000 2.50
09610 1.16 = Vn to 1% 0.86 10 1.03 = %4 fo 1% 0.77 10093 = Y 1o '%s 0.72100.86 = B to %4 2.5010 3.00
1.16 10 1.35 = 1%2t0 1% 1.03101.20 = 1% to 1'%4 0.93 10 1.08 = s to 1% 0.86101.00 = %ato 1 3.0010 3.50
13510 1.54 = 1% 10 13%4 1.2010 1.37 = 1% 10 1% 1.08 10 1.24 = %10 1'% 1.00t01.14 =110 1% 3.50 10 4.00
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TeChniC(ll Informuﬁon Selecting Properly Sized Pulling and Example for Three Cables Together with

. Support Grips Combined Circumference of 6.35"
cuble G"ps * Grip circumference range refers to circumference of all 1. Read down “inches (decimal)” column for 6.35"
cables held together. (6.29-7.86").

2. Read across line to grip diameter range (2.00-2.50").
1. Determine grip circumference range by measuring
circumference of bundle of cables to be held (as shown
in illustration).
2. Read down to locate correct range.
3. Read across to grip diameter column.

Grips

Circumference

<— Diameter —>

Grip Circumference Range for Cables of Different Diameters

Grip Circumference Range (inches fractional) | Grip Circumference Range (inches decimal) Grip Diameter Range
Bhrto 1" 0.7810 1.17" 0.2510.375"
16 to 194" 1.17t01.57" 0.37510 0.50"
1% t0 2" 1.57 10 2.37" 0.5010 0.75"
1'%6 to 2%" 1.94102.37" 0.62510 0.75"
2% fo 3%" 2.37103.15" 0.75t01.00"
3% t0 3%¢" 3.15103.94" 1.00t01.25"
3% to 454" 3.94104.72" 1.25101.50"
4% 1o 5%4" 4.72105.51" 1500 1.75"
5% to 6'%4" 5.51t06.29" 1.75102.00"
6% to 7°%4" 6.29107.86" 2.0010 2.50"
7% 10 976" 7.86 10 9.43" 2.50103.00"
9% to 114" 94310 11.01" 3.00103.50"
11V 10 125%4" 11.01 10 12.58" 3.50104.00"
o Diameter .
Cord Diameters Reference Table
For your convenience, the following are nominal overall diameters (in inches) for flexible cord.
AWG Wire Size and Type 2 Conductors 3 Conductors 4 Conductors 5 Conductors
1850, ST0 0.36" 0.38" 041" 0.49"
185J0, SJTO 0.30" 0.32" 0.35"
1650, STO 0.39" 04" 044" 0.52"
165J0, SJTO 0.32" 0.34" 0.37"
1450, 510 0.52" 0.55" 0.59" 0.67"
1250, 510 0.60" 0.62" 0.68" 0.74"
1050, 510 0.65" 0.69" 0.74" 0.80"
850,510 0.83" 0.88" 0.99" 1.08"
650,510 0.99" 1.04" 112" 1.25"
www.molex.com/woodhead molex 53
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Technical Information
Pulling and Support Grips

<«<— Diameter —>

w
Q.

‘=

(U

AWG or MCM Wire Sizes
AWG or MCM Approximate Diameter THHM Approximate Diameter THW
14 0.105" 0.162"
12 0.122" 0.179"
10 0.153" 0.199"
8 0.201" 0.259"
6 0.257" 0.323"
4 0.328" 0.372"
3 0.356" 0.401"
2 0.388" 0433"
1 0.450" 0.508"
1/0 0.491" 0.549"
2/0 0.537" 0.595"
3/0 0.588" 0.647"
4/0 0.646" 0.705"
250 0.716" 0.788"
300 0.771" 0.843"
350 0.822" 0.895"
400 0.869" 0.942"
500 0.955" 1.03"
600 1.06" 114"
700 113" 1.21"
750 116" 1.25"
1000 1.32" 1.40"

Note: This table to be used as a guide only. Sizes may vary by manufacturer.

C-54 molex www.molex.com/woodhead
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TeCth(II Informunon Strength Information All warranties concerning product quality or performance

. . The approximate breaking strength of any Woodhead®  are based on wire mesh grips that are properly stored and
PU"mg (md Suppoﬂ' Grlps wire mesh cable grip is based on working load information  handled by the user, and grips that are maintained and
established by Molex Incorporated engineering inspected at a proper frequency in keeping with their use
laboratories. In making these determinations, it is not and condition.
possible to cover all applications and operating conditions.

Variables such as diameters, gripping surfaces, number of ~ Split Lace/Split Rod Attachments

items gripped, tension, movement, attachment, abrasion, (for use where end of cable is not accessible)
corrosion, prior use, or abuse must be assessed by the Beginning at the end of the grip closest fo the bale fitting,
user. Greater safety factors should be utilized when the thread the lacing through the first two loops of the spli,

conditions of application are vague or unknown. pulling lace through until ends are centered evenly. Cross &
laces and thread through next two loops, and soondown ~ °E

1S
the grip, being careful not o pull lacing too tight. Spacing ©
of laced closure should be approximately the same as
mesh weave. When end of grip is reached, twist lacing
strands tightly together, wrap ends of lace around grip,
and twist again fo secure. Excess length may be cut off.

o

V& /o8 @/
SUSEIZIN),

Y/, For specific applications where strength and holding power
SR

are important, consult the manufacturer. To determine
the recommended working load safety factor for listed
cable grips, divide the approximate breaking strength by
5 for pulling grips and 10 for support grips. Woodhead
maintains a Six Sigma safety factor for pulling grips and
a Five Sigma safety factor for support grips for these Split grips with rod closing are economical, since they are
recommended working loads (using average break quickly installed, and are reusable. Simply wrap the grip
sirengths obtained on new grips under lab fest conditions). around the cable and thread the rod through the loops,

. o . ., using a corkscrew motion. To remove, pull the rod out, and
!Exumple. For pulling grips — 33,000 = 5 = 6,600 Ib which the grip s ready for re-use.
is the workload factor.

Example: For support grips — 10,080 = 10 = 1,008 |b
which is the workload factor.

SO

Grip Cable Range Conversion

Metric (mm) Inches (fractional) Inches (decimal)

6.35109.13mm Vato D" 0.25100.36"
9.5210 12.30mm Y10 Ved" 0.37 10 0.49"
12.70 0 15.48mm Ya to " 0.50 10 0.61"
15.88 10 18.65mm % 10 V" 0.62100.74"
19.05 to 25.00mm Y40 6%4" 0.75100.99"
25.40 to 31.35mm 110 1'%4" 1.00t0 1.24"
31.7510 37.70mm 1Vato 13%4" 1.2510 1.49"
38.10 t0 50.40mm 1210 16%4" 1.50101.99"
50.80 t0 63.10mm 210 %" 2.00 10 249"
63.50 10 75.80mm 2% t0 25%4" 2.50102.99"
76.20 to 88.50mm 310 3" 3.00 0 3.49"
88.90 10 101.20mm 3V to 39" 3.5010 3.99"

www.molex.com/woodhead molex C-55
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TeChnicuI Informuﬁon Junior Pulling Grip Selection Chart

. . , These charts are a general guide fo assist in the selection
Junior PU"mg GrlpS of the correct Junior Pulling Grip for pulling various
groupings of building wire. The following charts are to
be used as a general guide for the application of Junior
Pulling Grips. Note: “Dummy wires”, short pieces, may be
used fo increase the bundle diameter if needed.

T.HW.N., T.H.H.N. and X.H.H.W. Building Wire

"
.g' R . App Number of Wires in One Grip
(G} Description |  Cable Diameter Range o #14 #12 #10 #8 #6 #4 #3 #2 #1 #1/0 Woodhead
Breaking Strength 19 Strand | 19 Strand | 19 Strand | 19 Strand | 19 Strand | 19 Strand | 19 Strand | 19 Strand | 37 Strand | 37 Strand No. Ordor No.
125 .63—91cm (.25-.36") 2002N (450 b) 4108 3106 2103 2 1 1 1 35970 130095-0194
137 94-1.24em (.37-49") 4003N (900 1b) 91016 61011 4106 3 2 1 1 1 35971 130095-0196
150 1.27-1.55cm (.50-.61") 5782N (13001b) [ 161025 | 111017 | 71010 4105 3104 2 2 35972 130095-0197
)62 1.57-1.88cm (.62-.74") 8674N (19501b) | 261037 | 181025 | 11tol4 6108 5t06 3 3 2 2 35973 130095-0198
J75 1.90-2.51m (.75-.99") 12454N (28001b) [ 37t066 | 261047 | 151027 | 91016 61011 4107 4105 3to4 3 2103 35974 130095-0200
J100  |2.54-3.15cm (1.00-1.24") [ 17347N (39001b) | 6610104 | 471074 | 281043 | 161024 | 111017 | 81010 6108 5to7 4105 4 35975 130095-0201
R.H.H., R.H., R.W. and R.H.W. Building Wire
Approxi App Number of Wires in One Grip
Description | Cable Diameter Range ’ #14 #12 #10 #8 #6 #4 #2 #1 #1/0 Woodhead
Breaking Strength 7Strand | 7Strand | 7 Strand | 7 Strand | 7 Strand | 7 Strand | 7 Strand | 19 Strand | 19 Strand No. Ordor No.
125 .63—91cm (.25-.36") 2002 (450 1b) 2 2 1 1 35970 130095-0194
137 94-1.24cm (.37-49") 4003N (900 1b) 3 2103 2 1 1 1 35971 130095-0196
150 1.27-1.55cm (.50-.61") 5782N (1300 Ib) 4105 4105 3t04 2 1 35972 130095-0197
162 1.57-1.88cm (.62-.74") 8674N (19501b) | 6108 6107 4105 3 2 2 1 35973 130095-0198
175 1.90-2.51em (.75-.99") 12454N (28001b) | 91016 81014 61010 4106 3104 3104 2103 2 35974 130095-0200
J100  [2.54-315em (1.00-1.24") | 17347N (39001b) | 161024 151022 111016 71010 5to7 4106 4 3 2103 35975 130095-0201
T.H.W. Building Wire
Approxi App Number of Wires in One Grip
Description | Cable Diameter Range A #14 #12 #10 #3 #6 #4 #2 #1 #1/0 Woodhead
Breaking Strength 7Strand | 7Strand | 7 Strand | 7 Strand | 7 Strand | 7 Strand | 7 Strand | 7 Strand | 19 Strand No. Order No.
125 .63—91cm (.25-.36") 2002 (450 1b) 2104 2103 2 1 1 1 35970 130095-0194
131 94-1.24cm (.37-49") 4003N (900 b) 5to7 4105 3to4 2 1 35971 130095-0196
150 1.27-1.55em (.50-.61") 5782N (13001b) | 8to 11 6108 5to7 3to4 2 2 1 1 35972 130095-0197
162 1.57-1.88cm (.62-.74") 8674N (19501b) | 12to 16 9t012 81010 5tob 3tod 3 2 35973 130095-0198
175 1.90-2.51em (.75-.99") 12454N (28001b) | 171030 131024 1Mt019 71010 5to7 4105 3to4 2 2 35974 130095-0200
J100 | 2.54-3.15em (1.00-1.24") [ 17347N (39001h) | 311048 251037 200 30 1Mt017 8toll 6108 5t06 3104 3 35975 130095-0201
C-56 molex www.molex.com/woodhead
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WIRING DEVICES
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WET-LOCATION Woodhead® Watertite® Wet-Location Wiring Devices
set the standard for the roughest, wettest and most abrasive environments; they
meet NEMA type 4, 4X, 6, 6P, IP65, IP66, and IP67 standards.

HEAVY-DUTY INDUSTRIAL Rubberized Super-Safeway™ and Safeway®
tough nylon wiring devices are designed for use in rugged, industrial environments.
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Wiring Device Selection Guide, Watertite®

Poles NEMA Configuration Voltage/Current Woodhead No. e Order No. Woodhead No. e Order No.
L1-15 Sl 15A/125V 24W04 130146-0077 25W04 130146-0090
2-Pole/2-Wire

1220 © 20A/250V 26W07 130146-0108 2707 130146-0110
515 @ 15A/125V 14w47 130143-0154 15w47 130146-0060
L5-15 @ 15A/125V 24w47 130146-0082 25W47 130146-0099

6-15 @ 15A/250V 14W49 130146-0044 15W49 130146-0074

L6-15 @ 15A/250V 24W49 130146-0088 25W49 130146-0106

715 @ 15A/277V 14W34 130146-0028 15W34 130146-0059

3 L7-15 @ 15A/277V 24W34 130146-0079 25W34 130146-0095
'E 5-20 @ 20A/125V 14W33 130146-0022 15W33 130146-0052
8 2-Pole//3-Wire 15-20 @ 20A/125V 26W47 130147-0018 27W47 130147-0044
<)) 6-20 @ 20A/250V 14W48 130146-0040 15W48 130146-0068
'E 16-20 @ 20A/250V 26W48 130147-0021 27W48 130147-0048
§ L7-20 @ 20A/217V 26W49 130147-0023 27W49 130147-0051
15-30 @ 30A/125V 28W47 130147-0072 29W47 130147-0093

16-30 @ 30A/250V 28W48 130147-0074 29W48 130147-0096

17-30 @ 30A/217V 28W49 130147-0076 29W49 130147-0099

Non-NEMA Locking CA 50A/250V (S82W65 130155-0155 (S82Wo4 130155-0154

Non-NEMA Locking CA 50A/480V (S84W65 130155-0167 (S84Wo4 130155-0166

Non-NEMA @ 15A/125V 10A/250V 14W07 130146-0015 15Wo7 130146-0050

Non-NEMA Locking @ 15A/125V 10A/250V 24W07 130146-0078 25W07 130146-0092

3-Pole/3-Wire | Non-NEMA Locking @ 20A/125V/250V 26W08 130147-0012 27W08 130147-0035
Non-NEMA Locking @ 20A/250V grounding tab 26W086 130147-0014 27W086 130147-0036

Non-NEMA Locking 30A/125V/250V 28W08 130147-0069 2908 130147-0089

114-20 20A/125V/250V 26W74 130147-0025 27W74 130147-0053

115-20 20A/250V/30 26W75 130147-0027 27W75 130147-0056

116-20 20A/480V/30 26W76 130147-0029 27W76 130147-0059

114-30 30A/125V/250V 28W74 130147-0077 29W74 130147-0102

115-30 30A/250V/30 28W75 130147-0079 29W75 130147-0105

3-Pole/4-Wire 116-30 30A/480V/30 28W76 130147-0081 29W76 130147-0108

117-30 30A/600V/30 28W77 130147-0083 9W77 130147-01M1

Non-NEMA Locking CA 50A/125V/250V (S63W65 130155-0142 (S63Wo4 130155-0141

Non-NEMA Locking 128 50A/125V/250V 63W65 130155-0105 63W64 130155-0104

Non-NEMA Locking CA B 50A/250V/30 (S83W65 130155-0161 (S83Wo4 130155-0160

Non-NEMA Locking CA 50A/480V/30 (S81W65 130155-0149 (S81W64 130155-0148

4-Pole/4-Wire Non-NEMA Locking @ 20A/120V/208V 26W09 130147-0015 27W09 130147-0038
Non-NEMA Locking @ 30A/120V/208V 28W09 130147-0071 29W09 130147-0091

121-20 20A/120V/208V/30Y 26W81 130147-0031 27W81 130147-0062

Non-NEMA Locking 20A/250V 10A/600V 26W10 130147-0017 27W10 130147-0041

12220 20A/277V/480V/30Y 26W82 130147-0033 27W82 130147-0065

4-Pole/5-Wire 123-20 20A/347V/600V/30Y 26W83 130147-0034 27W83 130147-0067

121-30 30A/120V/208V/30Y 28W81 130147-0085 29W81 130147-0116

122-30 30A/277V/480V/30Y 28W82 130147-0086 29W82 130147-0118

123-30 30A/347V/600V/30Y 28W83 130147-0088 2983 130147-0120

D-4 molex www.molex.com/woodhead
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Wiring Device Selection Guide, Watertite®

e ) Single Flip Lid . Duplex Flip Lid . Single Flip Lid Connector for Male Receptadle
Poles NEMA Configuration Voltage/Current with Female Receptacle with Female Receptacle with Male Receptacle
Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No.
- L1-15 ®e 150/125V 65W04 130018-0366 — — 64wo4 130146-0139 | 25WO04MB | 130146-0091
12-20 @O 204/250V 67W07 130146-0156 | 67WO7DPLX | 130146-0157 66W07 130146-0155 | 27WO7MB | 130146-0112
515 @ 150/125V 6047 130146-0129 | 6OWA7DPLX | 130146-0131 59W47 130146-0116 | 15WA7MB | 130146-0065
1515 BE 154/125V 65W47 130146-0149 | 65WATDPLX | 130146-0151 bawa7 130146-0142 | 25WATMB | 130146-0103
615 Q) 15A/250V 60W49 130146-0137 | 60WA9DPLY | 130146-0138 59W49 130146-0118 | 15W49MB | 130146-0076
L6-15 »S) 154/250V 65W49 130146-0153 | 65WAIDPLX | 130146-0154 64w49 130146-0143 | 25WA9MB | 130146-0107
715 @ 150/277V 60W34 130146-0127 | 6OW34DPLX | 130146-0128 — - — — ’
1715 RIS 150/277V 65W34 130146-0147 | 65W34DPLX | 130146-0148 64w34 130146-0141 | 25W34MB | 130146-0097 ‘;'
520 QO] 204/125V 60W33 130146-0123 | 6OW33DPLX | 130146-0125 59W33 130146-0115 | 15W33MB | 130146-0056 g
1520 @ 204/125V 67W47 130147-0141 — — b6w47 1301470127 | 27W47MB | 130147-0047 o
2-Pole/3-Wire 6-20 O 20A/250V 60W48 130146-0133 | 60WABDPLX | 130146-0135 59W48 1301460117 | 15W48MB | 130146-0072 ‘==
1620 O® 204/250V 67W48 130147-0144 — — 66W48 1301470128 | 27W48MB | 130147-0050 §
17-20 @ 204/277V 67W49 130147-0145 — — 6649 1301470129 | 27W49MB | 130147-0052
15-30 © 304/125V 6947 130147-0168 — — 6847 1301470157 | 29W47MB | 1301470095
16-30 ©®D 304/250V 69W48 130147-0169 — — 68W48 1301470158 | 29W48MB | 130147-0098
17-30 O 300/277 69W49 130147-0170 — — 6849 130147-0005 | 29W49MB | 130147-0101
[‘:{'}(l’:m 500/250V — — — — — — — —
[':c';“':g'ﬁﬁ 50A/480V 67We4 | 1301470146 - - - - - -
Non-NEMA | D@ | 15A/125V 104/250V 60W07 130146-0121 | 6OWO7DPLY | 130146-0122 59W07 130146-0114 - —
"[:;L‘;':A @ | 15A/125V 1087250V 65W07 130146-0145 | 65WO7DPLX | 130146-0146 64W07 130146-0140 | 25WOTMB | 130146-0094
3-Pole/3-Wire "‘E:;L‘;':A QO | 1sv/500 67W0s | 1301470137 - - GOWOS | 1301470124 | 27WOBMB | 130147-0037
Nt:;xgt\ 20A/250V grounding tab — — — — — — — —
"‘E:;I'('g:“ DO 30A/125V/250V 69W08 130147-0166 — — 68W08 1301470155 | 20W0BMB | 130147-0090
114-20 @) 20A/125V/250V 67W74 130147-0147 — - 66W74 1301470131 | 27W74MB | 130147-0055
115-20 @ 20A/250V/30 67W75 130147-0149 — — 66W75 1301470132 | 27W75MB | 130147-0058
116-20 @@ 20A/480V/30 67W76 130147-0150 - — 66W76 1301470133 | 27W76MB | 130147-0061
11430 @) 30A/125V/250V 69W74 1301470173 — - 08W74 1301470159 | 29W74MB | 130147-0104
11530 @ 30A/250V/30 69W75 130147-0174 — — 68W75 1301470160 | 29W75MB | 1301470107
11630 300/480V/30 69W76 130147-0175 — — 68W76 1301470161 | 29W76MB | 1301470110
3-Pole/4-Wire 117-30 304/600V/32 6977 130147-0176 — — 08W77 1301470162 | 29W77MB | 1301470115
fon e 50A/125V/2500 — — — — — — — —
"‘E:;I'(‘g;“‘ 50A/125V/250V - — - — — - — —
fon e 50A/250V/30 — — — — — — — —
[‘:(ﬁ'ﬁ 50A/480V/30 fawes | 1301470122 — — — — — —
Hor NEMA 204/120V/208V W0y | 1301470139 — — 66W09 | 130147.0125 | 27W0MB | 130147-0040
4-Pale/4-Wire — 2L
Loding 304/120V/208V — — — — — — — —
121-20 204/120V/208V/30Y 67W81 130147-0151 — — 66W81 1301470134 | 27W8IMB | 130147-0064
"t:;:(‘fﬂ';“ 20A/250V 10A/600V 67W10 130147-0140 — - 66W10 1301470126 | 27WIOMB | 130147-0043
12220 204/227V/480V/30Y 67W82 130147-0153 — - 66W82 1301470135 | 27W82MB | 130147-0066
4-Pole/5-Wire 123-20 20A/347V/600V/30Y 67W83 130147-0154 — — 66W83 1301470136 | 27W83MB | 130147-0068
121-30 304/120V/208V/30Y 69W81 130147-0177 — - 68W81 1301470163 | 29W8IMB | 130147-0117
122-30 304/277V/480V/30Y 69W82 130147-0178 — - 68W82 1301470164 | 29W82MB | 130147-0119
123-30 304/347V/600V/30Y 6983 130147-0179 — - 68W83 1301470165 | 29W83MB | 130147-0121
www.molex.com/woodhead molex D-5
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Wiring Device Selection Guide, Heavy-Duty Industrial, Super-Safeway™

Poles NEMA Configuration Voltage/Current Woodhead No. e Order No. Woodhead No. e Order No.
1404 130141-0006 1504 130141-0023
2-Pole/2-Wire 5 @ WIS 1419* 130141-0008 — —
L1-15 @ 15A/125V 2404 130141-0043 2504 130141-0052
1220 © 20A/250V 2607 130141-0061 2707 130141-0065
515 @ 15A/125V 1447 130141-0015 1547 130141-0031
L5-15 @ 15A/125V 2447 130141-0047 2547 130141-0056
6-15 @ 15A/250V 1449 130141-0022 1549 130141-0038
L6-15 @ 15A/250V 2449 130141-0051 2549 130141-0060
715 @ 15A/277V 1434 130141-0014 1534 130141-0030
L7-15 @ 15A/277V 2434 130141-0045 2534 130141-0054
520 @ 20A/125V 1433 130141-0010 1533 130141-0025
2-Pole/3-Wire 15-20 @ 20A/125V 2647 130141-0062 2741 130142-0021
6-20 @ 20A/250V 1448 130141-0020 1548 130141-0036
16-20 @ 20A/250V 2648 130141-0063 2748 130141-0066
L7-20 @ 20A/277TV 2649 130141-0064 2749 130142-0023
15-30 @ 30A/125V 2847 130142-0033 2947 130141-0067
16-30 @ 30A/250v 2848 130142-0034 2948 130141-0068
17-30 @ 300/277V 2849 130142-0035 2949 130141-0069
6-50 @ 50A/250v 8664 130142-0051 8665 130142-0052
Non-NEMA @ 15A/125V 10A/250V 1407 130141-0007 1507 130141-0024
Non-NEMA Locking @ 15A/125V 10A/250V 2407 130141-0044 2507 130141-0053
3-Pole/3-Wire Non-NEMA Locking @ 20A/125V/250V 2608 130142-0002 2708 130142-0017
Non-NEMA Locking gi?l’:ﬁ;"i‘(’] \ 26086 130142-0004 27086 130142-0018
Non-NEMA Locking © 30A/125V/250V 2808 130142-0031 2908 130145-0066
114-20 @ 20A/125V/250V 2674 130142-0009 2774 130142-0024
115-20 @ 20A/250V/30 2675 130142-0010 2775 130142-0025
116-20 @ 20A/480V/30 2676 130142-0012 2776 130142-0026
114-30 30A/125V/250V 2874 130142-0036 2974 130142-0043
115-30 30A/250V/30 2875 130142-0037 2975 130142-0044
3-Pole/4-Wire L16-30 30A/480V/3s 2876 130142-0038 2976 130142-0045
117-30 30A/600V/30 2877 130142-0039 2977 130142-0046
Non-NEMA Locking CA ) 50A/125V/250V — — — —
Non-NEMA Locking CA HYQ) 504/250V/30 — — — —
Non-NEMA Locking 12:Q) 50A/600V AC/250V DC — — — —
Non-NEMA Locking CA |~ @552 50A/480V/30 — — — —
Non-NEMA Locking 20A/120V/208V 2609 130142-0006 2709 130142-0019
4-Pole /4-Wire
Non-NEMA Locking 30A/120V/208V 2809 130142-0032 2909 130145-0067
121-20 20A/120V/208V/3aY 2681 130142-0014 2781 130142-0028
12220 20A/227V/480V/3aY 2682 130142-0015 2782 130142-0029
123-20 20A/347V/600V/3aY 2683 130142-0016 2783 130142-0030
4-Pole/5-Wire
121-30 30A/120V/208V/3sY 2881 130142-0040 2981 130142-0047
122-30 30A/277V/480V/3sY 2882 130142-0041 2982 130142-0048
123-30 30A/347V/600V/3aY 2883 130142-0042 2983 130142-0049
* Polarized
1 Single Receptacles and not Flanged Receptacles
D-6 molex www.molex.com/woodhead
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Wiring Device Selection Guide, Heavy-Duty Industrial, Safeway®

Poles NEMA Configuration Voltage/Current Woodhead “:I"g Order No. | Woodhead cl::nem(;rder No. Woodhea:I:ln:ed In(I)er:ier No. Wood:t':: :Ido. IOrder No.
5166 130144-0034 5169 130144-0035 1404MB 130149-0005 — —
2-Pole/2-Wire M5 @ WIS 5176* 130144-0008 — — — — — —
L1-15 ®©O 15A/125V 24104 130144-0017 25704 130144-0019 2404MB 130143-0014 2504MB 130149-0018
12-20 @ 20A/250V 26107 130144-0021 27107 130144-0022 — — — —
5-15 @ 15A/125V 5266 130144-0036 5269 130144-0044 1447MB 130149-0008 1547MB 130149-0012
L5-15 @ 15A/125V 4720 130144-0023 4729 130144-0025 2447MB 130149-0016 2547MB 130149-0021
6-15 @ 15A/250V 5666 130144-0065 5669 130144-0067 — — — —
L6-15 @ 15A/250V 2449MB 130149-0017 2549MB 130149-0022
715 @ 15A/277V 5766 130144-0069 5769 130144-0071 — — — —
L7-15 @) 15A/277V 4770 130144-0031 4779 130144-0033 — — 2534MB 130149-0020
5-20 @ 20A/125V 5366 130144-0053 5369 130144-0057 1433MB 130149-0007 1533MB 130149-0011
2-Pole/3-Wire 15-20 @ 20A/125V 26147 130145-0008 27141 130145-0030 2647MB 130149-0027 2747MB 130149-0039
6-20 @ 20A/250V 5466 130144-0061 5469 130144-0063 — — 1548MB 130149-0013
16-20 @ 20A/250V 26148 130145-0011 27748 130145-0032 2648MB 130149-0028 2748MB 130149-0040
17-20 @ 200/277V 26149 130145-0013 27149 130145-0034 — — 2749MB 130149-0041
15-30 @ 30A/125V 28147 130145-0048 29147 130145-0071 2847MB 130149-0048 — —
16-30 @ 30A/250V 28748 130145-0050 29748 130145-0072 2848MB 130149-0049 — —
17-30 ) 30A/277V — — — — — — — —
6-50 @) 504/250 — — — — — — — —
Non-NEMA @@ | 15A/125V10A/250V — — — — — — — —
Non-NEMA Locking @ 15A/125V 10A/250V 4730 130144-0027 4739 130144-0029 2407MB 130149-0014 2507MB 130149-0019
3-Pole/3-Wire Non-NEMA Locking @ 20A/125V/250V 26108 130145-0002 27708 130145-0025 2608MB 130149-0024 2708MB 130149-0036
Non-NEMA Locking grzo?lflﬁ\ 5901‘{] b — — — — — — — —
Non-NEMA Locking © 30A/125V/250V — — — — — — — —
114-20 @ 20A/125V/250V 26174 130145-0015 27174 130145-0035 2674MB 130149-0029 2774MB 130149-0042
115-20 BI®) 20A/250V/30 26175 130145-0017 27175 130145-0037 — — — —
116-20 @ 20A/480V/3s 26176 130145-0019 27776 130145-0039 — — — —
114-30 30A/125V/250V 28174 130145-0052 29174 130145-0076 2874MB 130149-0051 2974MB 130149-0059
115-30 30A/250V/30 28175 130145-0054 29175 130145-0078 2875MB 130149-0052 2975MB 130149-0060
3-Pole/4-Wire L16-30 30A/480V/3s 28176 130145-0056 29176 130145-0080 2876MB 130149-0053 2976MB 130149-0061
117-30 30A/600V/30 28177 130145-0058 29177 130145-0082 — — — —
Non-NEMA Locking CA 50A/125V/250V (58365N 130155-0157 (58364N 130155-0156 (56375 130155-0137 (56369t 130155-0135
Non-NEMA Locking CA 50A/250V/30 (58365N 130155-0157 (58364N 130155-0156 (58375 130155-0159 (58369t 130155-0158
Non-NEMA Locking 50A/600V AC/250V DC 3765N 130155-0042 3764N 130155-0041 3775 130155-0044 3769t 130155-0043
Non-NEMA Locking CA 50A/480V/3s (S8165N 130155-0145 (S8164N 130155-0144 (58175 130155-0147 (58169 130155-0146
* Polarized
i Single receptacles and not flanged Receptacles
www.molex.com/woodhead molex D-7
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Woodhead Watertite wet-location wiring devices are rated for high-pressure hose-down
application up to 1,000 psi, the benchmark for the industry. The only devices made of NEGTEX®
Paracril OZO rubber, yields ultimate performance within a wide temperature range, around
many oils, chemicals and abrasive conditions. Additional features include: unique multiple
ring seals that lock snugly protecting against moisture and contaminants; sturdy compression-
type cord grips that provide high pull-out strength; and a protective-closure cap
that seals the connector when it is not in use. Woodhead Watertite products are time-tested
devices that professionals demand.

Rubber Provides ultimate temperature, chemical
construction and abrasion resistance

Self-aligning Provide lower operating temperatures,
blades yielding longer life

Unique integral

. . Locks out moisture and other contaminants
multiple ring seal

* Breweries

¢ Dairies

* Food and beverage

* Wastewater treatment
* Water treatment

Woodhead

molex
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W(“e""e® wet locuﬁon Features and Benefits Reference Information

. © Multiple seal plug/connector interface keeps out UL File No.: Plug and Connector—E10176
S"ulgh' Blude contaminants; resists vapor and water from high- Cordset—F38085
pressure wash down up to 1000psi (SA File No.: LR6837

15A 125V . o (olor-coded ¥4" terminal screws preset in open position, NSF File No.: NSF/ANSI/3-A 14159-1
2-Pole /3-Wire ready fo wire @ @ @
NEMA 5-15 o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers  Physical
* Floating blade construction provides self-alignment, Cord Grip Body Size: F2 12"
and a hetter mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass

minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 0Z0 rubber u

e Transparent wiring guide fo verify all wire strands are in  Face Screws: Stainless Steel

place before securing wire Face Insert: Nylon
o (aptive, tri-drive head, Stainless Steel, speed screw Wire Saddle Clamp: Brass H
provides easy assembly and long life Environmental E
* Three piece strain relief seals cord without domaging ~~ \ea Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12 3
the cord IEC Rafing: IP55, 56, 57, 65, 66, and 67 ®
Operating Temperature: Maximum continuous 75° (, =

minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

W

—
» £ ™ r i
e o o) ,
< —
Plug and Connector
Descriotion Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow 14W47 130146-0031 15W47 130146-0060
Black 14W47BLK 130146-0032 15W47BLK 130146-0061
]
(ot | f = o e
prgs , . I o
Plug and Connector with Ground Continuity Monitor
Descrintion Plug Connector
seriplt Woodhead No. Order No. Woodhead No. Order No.
Ground continuity monitor 14W47EL 130146-0035 15W476CM 130146-0063
N
50
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 14W47A163 130143-0137
Yellow, 16-gauge SOOW cord 15.24m (50.0') 14W478163 130143-0143
30.48m (100.0') 14W47D163 130143-0153
1.83m (6.0') 14W471143 130143-0154
7.62m (25.0') 14W47A143 130143-0134
Yollow, 14-gauge SOOW cord 15.24m (50.0) 14W478143 130143-0140
30.48m (100.0') 14W47D143 130143-0150
15.24m (50.0') 14W478123 130143-0138
Vellow, 12-gouge SOOW cord 30.48m (100.0') 14W47D123 130143-0148
For closure caps and additional support with sirain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-9
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Watertite® Wet Location

Straight Blade
15A 125V
2-Pole /3-Wire
NEMA 5-15

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Cordsets with Inline GFCI

Reference Information
UL File No.: Cordset—E38085

Molded Y and W Cordset—E38085
CSA File No.: LR6837

Molded Y and W Cordset—LL52750
NSF No.: NSF/ANSI/3-A 14159-1

O®Eeod

Physical

Cord Grip Body Size: F2 "

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
7.62m (25.0') 14W47A143IN 130143-0135
Yellow, 14-gauge SJOW cord with inline GFCI 15.24m (50.0') 14W47B143IN 130143-0141
30.48m (100.0') 14W47D143IN 130143-0151
L 15.24m (50.0) 14W47B123IN 130143-0139
Yellow, 12-gauge SJOW cord with inline GFCI 30.48m (1000 TWATDIZ3 1301430149
il E
Il.._ .-_ o
5 Wy .3y
%) J
Molded Y and W Cordsets
Y Cordset W Cordset
Descripti Cord Length
eseriprion ord teng Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12 gauge SOW cord 0.91m (3.0') 14W47-Y 130154-0048 14W47-W 130154-0046
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-10 molex www.molex.com/woodhead
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Reference Information

UL File No.: Cordset—E38085
Receptacle—E68122
Molded Y and W Cordset—E38085

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Straight Blade

15A 125V . * Color-coded Y" terminal screws preset in open position,  CSA File No.: LR6837
2-Pole /3-Wire ready o wire Molded Y and W Cordset—LL52750
NEMA 5-15 o Wire screw ferminals are tri-drive fo be used with NSF File No.: NSF/ANSI/3-A 14159-1

straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

O®eod

Physical

Cord Grip Body Size: F2 14"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating; P55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Wiring Devices E

*Trademark of SABIC Innovative Plastics IPB

Molded Y and W Cordsets with Inline GFCI

Y Cordset W Cordset

Description Cord Length

Woodhead No.
14W47-Y-IN

Order No.
130154-0049

Woodhead No.
14W47-W-IN

Order No.
130154-0047

Yellow, 12 gauge SJOW cord with inline GFCI 0.91m (3.0)

Wi m;‘h3 Wit "
- . -
: -
e

Receptacle
Desalntion Single Flip Lid Female Receptacle Duplex Flip Lid Female Receptade Single Flip Lid Male Receptacle Connector for Male Receptacle
esriprio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W47 130146-0129 60W47DPLX 130146-0131 59w47 130146-0116 15W47MB 130146-0065
Black 60W47BLK 130146-0130
%" conduit entry
-
|:l).
e
'I}
]
Receptacle with GFCI
- Duplex Flip Lid Female Receptacl
Description Woodhead No. Order No.
With GFCl protection 60W47DPLXGF! 130155-0092
For closure caps and additional support with strain relief grips, see accessories F2 body size
t Not UL/CSA listed
www.molex.com/woodhead molex D-11
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Watertite® Wet Location

Straight Blade
15A 250V
2-Pole /3-Wire
NEMA 6-15

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Color-coded ¥4" terminal screws preset in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Physical

Cord Grip Body Size: F2 14"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

§ o Captive, fri-drive head, Stainless Steel, speed screw minimum ~40° C (no impacf)
'g prowde§ easy u%seml?ly and long |'f“: _ Temperature Rise: Maximum 30° ( temperature rise at full
a ® Three piece strain relief seals cord without damaging rated current after 50 cycles of overload at 150% of
o the cord rated current af a power factor of 75%.
= Reference Information *Trademark of SABIC Innovative Plastics IPB
3 UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122
(SAFile No.: LR6837
NSF File No.: NSF/ANSI/3-A 14159-1
&
i )
Plug and Connector
Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 14W49 130146-0044 15W49 130146-0074
Black 14W49BLK 130146-0045
e —
q ==y
s i. > 1",,‘_._,_---_"_ . "'_'{u‘h/
L e—— —
T — i
:.‘D’ v
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 14W49A143 130143-0157
Yellow, 14-gauge SOOW cord 15.24m (50.0) 14W498143 130143-0159
D aia
\ y -
1
| &
" |
; | L . n
e S
Receptacle
Descrintion Single Flip Lid Female Receptacl Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptadl Connector for Male Receptacle
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W49 130146-0137 60W49DPLX 130146-0138 59w49 130146-0118 15W49MB 130146-0076
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-12 molex www.molex.com/woodhead



Watertite® Wet Location

Straight Blade
15A 277V
2-Pole /3-Wire
NEMA 7-15

an
-r

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %4" terminal screws preset in open position,
ready to wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without domaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

_ai
5 g
- 1

Physical

Cord Grip Body Size: F2 4"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

|EC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Descripti Plug Connector
eseriplion Woodhead No. Order No. Woodhead No. Order No.
Yellow 14W34 130146-0028 15W34 130146-0059
§ =
= AN
P e -
&
- -‘ P -l 1
Receptacle
- Single Flip Lid Female Receptacl Duplex Flip Lid Female Receptacle
Description Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W34 130146-0127 60W34DPLX 130146-0128

For closure caps and additional support with strain relief grips, see accessories F2 body size

www.molex.com/woodhead

molex

D-13

Wiring Devices E
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W(“-erﬁ'e® wel- locuﬁon Features and Benefits Reference Information

. o Multiple seal plug/connector interface keeps out UL File No.: E10176
strulght Blude confaminans; resists vapor and water from high- (SA File No.: LR6837
pressure wash down up fo 1000psi NSF File No.: NSF/ANSI/3-A 14159-1

20A 125V . o (olor-coded ¥4" terminal screws preset in open posifion, @ @ @
2-Pole / 3-Wire ready fo wire )
NEMA 5-20 o Wire screw terminals are tri-drive fo be used with Physical .
straight blade, Phillips and square-drive screw drivers  Cord Grip Body Size: F2%
 Floating blade constructon provides self-dignment, Plug Blades and Connector Contacis: Nickel-plated Brass

Wiring Devices E

and o better mechanical and electrical connection Outer Housing and Grommet: NEGTEX® Paracril 020
minimizing wear and heat generation rubber _

« Transparent wiring guide o verify all wire strands are in Face Screws: Stainlss Stel
place hefore securing wire Fqce Insert: Nylon

o (aptive, fri-drive head, Stainless Steel, speed screw Wite Saddle Clamp: Bass
provides easy assembly and long life Environmental

o Three piece strain relief seals cord without damaging ~~ NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
the cord IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum confinuous 75° ,
minimum -40°  (no impact)
Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

N -

&G®©

Plug and Connector

Desaipti Plug Connector
eserprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 14W33 130146-0022 15W33 130146-0052
Black 14W33BLK 130146-0023 15W33BLK 130146-0053
. > Pl
ﬁ ’ * 4 n A d’
# ” F
ol -
Plug and Connector with Ground Continuity Monitor
Descibtion Plug Connector
eseriptio Woodhead No. Order No. Woodhead No. Order No.
Ground continuity monitor 14W33EZ 130146-0024 15W33GCM 130146-0054
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-14 molex www.molex.com/woodhead
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Watertite® Wet Location

Straight Blade
20A 125V
2-Pole /3-Wire
NEMA 5-20

Features and Benefits
© Multiple seal plug/connector interface keeps out

contaminants; resists vapor and water from high-

pressure wash down up to 1000psi
® (olor-coded 4" terminal screws preset in open position,

ready fo wire

e Wire screw terminals are fri-drive fo be used with

siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

place before securing wire

provides easy assembly and long life

e Transparent wiring guide to verify all wire strands are in
e (aptive, tri-drive head, Stainless Steel, speed screw

o Three piece strain relief seals cord without damaging

Reference Information
UL File No.: Cordset—E38085

Molded Y and W Cordset—E38085
CSA File No.: LR6837

Molded Y and W Cordset—LL52750
NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Physical

Cord Grip Body Size: F2 4"
Plug Blades and Connector Contacts: Nickel-plated Brass
Outer Housing and Grommet: NESTEX® Paracril 020

rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

the cord Environmental
NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
IEC Rating: IP55, 56, 57, 65, 66, and 67
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)
Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0) 14W33A143 130143-0124
Yellow, 14-gouge SOOW cord 30.48m (100.0') 14133143 130143-013]
7.62m (25.0) 14W33A123 130143-0121
Yellow, 12-gauge SOOW cord 15.24m (50.0°) 14W338123 130143-0125
3048m (100.0') 14W33D123 130143-0129
Cordset with Inline GFCI
Description Cord Length Woodhead No. Order No.
Yellow, 12-gauge SJOW cord with Inline GFCI 15.24m (50.0) 14W33B123IN 130143-0126
a4 ] E
G .
= |
L & = %
) U
Molded Y and W Cordset
. Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 091m (3.0) 14W33-Y 130154-0044 14W33-W 130154-0043

For closure caps and additional support with strain relief grips, see accessories F2 body size

www.molex.com/woodhead

molex

D-15

Wiring Devices E
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#a® H Features and Benefits Physical
W(“e"“e we' I.OC(I“O“ * Multiple seal plug/connector interface keeps out Cord Grip Body Size: F2 14"

S'I'ruiglﬂ' Blude contaminants; resists vapor and water from high- Plug Blades and Connector Contacis: Nickel-plated Brass
20A 125V pressure wash down up to 1000psi Outer Housing and Grommet: NEGTEX® Paracril 0Z0
. © (olor-coded %" terminal screws preset in open position, rubber
2-Pole / 3-Wire ready to wire Face Screws: Stainless Steel
NEMA 5-20 o Wire screw terminals are tri-drive fo be used with Face Insert: Nylon

straight blade, Phillips and square-drive screw drivers ~ Wire Saddle Clamp: Brass
© Floating blade construction provides self-alignment, Receptacle Coverplate and Closure Caps: Lexan*
and a etter mechanical and electrical connection Environmental
minimizing wear and heat generation NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
Transparent wiring guide to verify all wire strands are in ¢ Rating: IP55, 56, 57, 65, 66, and 67
place before securing wire Operating Temperature: Maximum continuous 75° C,

© (Captive, tri-drive head, Stainless Steel, speed screw minimum ~40° C (no impacf)
provide? easy ufseml?ly and long Iif“: _ Temperature Rise: Maximum 30° ( temperature rise at full
® Three piece strain relief seals cord without damaging rated current after 50 cycles of overload at 150% of
the cord rated current at a power factor of 75%.
Reference Information *Trademark of SABIC Innovative Plasics IPB

Wiring Devices E
[ ]

UL File No.: E68122
(SA File No.: LR6837
NSF File No.: NSF/ANSI/3-A 14159-1

e

Receptacle
Descrinti Single Flip Lid Female Receptacle Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
esiption Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W33 130146-0123 60W33DPLX 130146-0125 59W33 130146-0115 15W33MB 130146-0056

Receptacle with GFCI
- Duplex Flip Lid Female Receptacl
Description Woodhead No. Order No.
With GFCl protection 60W33DPLXGF! 130155-0091

For closure caps and additional support with strain relief grips, see accessories F2 body size
t Not UL/CSA listed

D-16 molex www.molex.com/woodhead
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



W(“e""e® wet locuﬁon Features and Benefits Reference Information

. © Multiple seal plug/connector interface keeps out UL File No.: Plug and Connector—E10176
S"ulgh' Blude contaminants; resists vapor and water from high- Cordset—F38085
20A 250V pressure wash down up to 1000psi Molded Y and W Cordset—E38085
. * Color-coded 4" terminal screws preset in open position, ~ CSA File No.: LR6837
2-Pole /3-Wire ready o wire Molded Y and W Cordset—LL52750
NEMA 6-20 o Wire screw terminals are tri-drive fo be used with NSF File No.: NSF/ANSI/3-A 14159-1

straight blade, Phillips and square-drive screw drivers @ @ @

* Floating blade construction provides self-alignment,

and a better mechanical and electrical connection Physical
minimizing wear and heat generation Cord Grip Body Size: F2 4"
o Transparent wiring guide to verify all wire strands are in  Plug Blades and Connector Contacts: Nickel-plated Brass
place before securing wire Outer Housing and Grommet: NESTEX® Paracril 020
e (aptive, tri-drive head, Stainless Steel, speed screw rubber
provides easy assembly and long life Face Screws: Stainless Steel
o Three piece strain relief seals cord without domaging ~ Face Insert: Nylon
the cord Wire Saddle Clamp: Brass
Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Plug and Connector

Descripti Plug Connector
escription
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 14W48 130146-0040 15W48 130146-0068
Black 14W48BLK 130146-0041 15W48BLK 130146-0069
= _—"_-.‘.::-\-\"‘N.._
N }
ar ‘ @ -"_‘—-——-——-"'"’:
 Clim\
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 14-gauge SOOW cord 30.48m (100.0') 14W48D143 130143-0156
L
- J e
b ) %y
Molded Y and W Cordset
L Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 0.91m (3.0') 14W48-Y 130154-0052 14W48-W 130154-0050
For closure caps and additional support with strain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-17
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W(“'erﬁ'l'e® WeI I.OC(“'ion Features and Benefits Physical

. * Multiple seal plug/connector interface keeps out Cord Grip Body Size: F2 2"
S"ﬂlght Blade confaminants; resists vapor and water from high- Plug Blades and Connector Contacts: Nickel-plated Brass
20A 250V pressure wash down up to 1000psi Outer Housing and Grommet: NESTEX® Paracril 020
. © (olor-coded %4" terminal screws preset in open position, rubber
2-Pole / 3-Wire ready fo wire Face Screws: Stainless Steel
NEMA 6-20 o Wire screw terminals are tri-drive fo be used with Face Insert: Nylon

straight blade, Phillips and square-drive screw drivers ~ Wire Saddle Clamp: Brass
Floating blade construction provides self-alignment, Receptacle Coverplate and Closure Caps: Lexan*
and a better mechanical and elecirical connection Environmental

minimizing wear and heat generation NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
Transparent wiring guide to verify all wire strands are in ¢ Rating: IP55, 56, 57, 65, 66, and 67

place before securing wire Operating Temperature: Maximum continuous 75° (,

§ o Captive, fri-drive head, Stainless Steel, speed screw minimum ~40° C (no impacf)
E prowde§ easy u?seml?ly and long |'f“: _ Temperature Rise: Maximum 30° ( temperature rise at full
a ® Three piece strain relief seals cord without damaging rated current after 50 cycles of overload at 150% of
o the cord rated current af a power factor of 75%
= Reference Information *Trademark of SABIC Innovative Plastics IPB
3 UL File No.: E68122
(SA File No.: LR6837
NSF File No.: NSF/ANSI/3-A 14159-1
e
§ =
. /ﬁ‘
B it | oy it
| o _;""‘"N:: - e
_ =
= ] - [ ) 1 = ] - [ )
Receptacle
Descripti Single Flip Lid Female Receptacl Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptacl Connector for Male Receptacl
eseription Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W48 130146-0133 60W48DPLX 130146-0135 59W48 130146-0117 15W48MB 130146-0072
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-18 molex www.molex.com/woodhead
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Features and Benefits
© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-

Watertite® Wet Location
Straight Blade

pressure wash down up to 1000psi
15A1 25V/ ! 0A 250V ® (olor-coded 4" terminal screws preset in open position,
3-Pole / 3-Wire ready fo wire
Non-NEMA o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a hetter mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Plug and Connector

Reference Information

UL File No.: Plug and Connector—E1745255P
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Physical

Cord Grip Body Size: F2 12"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rafing: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%

Wiring Devices E

* Trademark of SABIC Innovative Plastics IPB

Description Plug Connector
p Woodhead No. Order No. Woodhead No. Order No.
Yellow 14wo7 130146-0015 15Wo7 130146-0050
. ]
= . "
.
- . [
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 16-gauge SOOW cord 7.62m (25.0') 14W07A163 130146-0016
§
o i

— M
|“ —

= I8

Receptacle
ingle Flip Lid Female Receptacl Duplex Flip Lid Female Receptad
Description Single Flip Lid Female Receptacle uplex Flip Lid Female Receptacle
Woodhead No. Order No. Woodhead No. Order No.
Yellow 60W07 130146-0121 60WO07DPLX 130146-0122

For closure caps and additional support with sirain relief grips, see accessories F2 body size

www.molex.com/woodhead

molex

D-19
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Wiring Devices E

Watertite® Wet Location

Locking Blade
15A 125V
2-Pole /2-Wire
NEMA L1-15

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®Eed

Physical

Cord Grip Body Size: F2 4"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Gl Plug Connector
olr Woodhead No. Order No. Woodhead No. Order No.
Yellow 24W04 130146-0077 25W04 130146-0090
v ! i b
= e — =
e
‘-* '|I
I"l ./
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 16-gauge SOOW cord 15.24m (50.0') 24W04B162 130143-0015
7.62m (25.0') 24W04A142 130143-0180
Yollow, 14-gauge SOOW cord 30.48m (100.0) 24W04D142 130143-0307
| 1 —
1
L
Receptacle
Color Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 65W04 130018-0366 64W04 130146-0139 25W04MB 130146-0091

For closure caps and additional support with strain relief grips, see accessories F2 body size
D-20 molex www.molex.com/woodhead
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Watertite® Wet Location

Locking Blade
20A 250V
2-Pole /2-Wire
NEMA L2-20

Plug and Connector

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® (olor-coded 4" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Physical

Cord Grip Body Size: F2 4"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W07 130146-0108 271W07 130146-0110

. .
Receptacles
Description Single Flip Lid Female Receptacle Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W07 130146-0156 67WO07DPLX 130146-0157 66W07 130146-0155 27W07MB 130146-0112
For closure caps and additional support with strain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-21

Wiring Devices E
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Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085

CSA File No.: LR6837

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Locking Blade

15A 125V . * (olor-coded ¥4" terminal screws preset in open position,  NSF File No.: NSF/ANSI/3-A 14159-1
2-Pole / 3-Wire ready fo wire @ @
NEMA L5-15 o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,

and a better mechanical and elecirical connection

minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Physical

Cord Grip Body Size: F2 14"

Plug Blades and Connector Contacs: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices

Plug and Connector with Inline GFCI

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Desaiotion Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 24w47 130146-0082 25W47 130146-0099
Black 24W47BLK 130146-0083 25W47BLK 130146-0100
Plug and Connector Ground Continuity Monitor
Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Ground continuity monitor 24W47EZ 130146-0084 25W476CM 130146-0101
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 2UWATAI63 130143-0189
Yellow, 16-gauge SOOW cord 15.24m (50.0') 24W478163 130143-0193
30.48m (100.0') 24W47D163 130143-0196
7.62m (25.0') 24W47A143 130143-0187
Yellow, 14-gauge SOOW cord 15.24m (50.0') 24W478143 130143-0191
30.48m (100.0') 24W47D143 130143-0195
Yellow, 12-gauge SOOW cord 15.24m (50.0') 24W478123 130143-0190
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-22 molex www.molex.com/woodhead




Reference Information
UL File No.: E38085

Molded Y and W Non-Inline GFCI Cordset—E38085
(SA File No.: LR6837

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Locking Blade

15A 125V . o Color-coded '" terminal screws preset in open position, ~ Molded Y and W Non-Inline GFCI Cordset—LL52750
2-Pole /3-Wire ready fo wire NSF File No.: NSF/ANSI/3-A 14159-1
NEMA L5-15 e Wire screw terminals are fri-drive fo be used with @ @ @

straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Physical

Cord Grip Body Size: F2 12"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rafing: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Cordset with Inline GFCI

Description Cord Length Woodhead No. Order No.
Yellow, 14-gauge SJOW cord with inline GFCI 15.24m (50.0') 24W47B143IN 130143-0192
= il | 4
" 2
® <) o
Molded Y and W Cordset
. Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 91m (3.0') 24W47-Y 130154-0060 24W4T-W 130154-0058
Molded Y and W Cordset with Inline GFCI
. Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SJOW cord with inline GFCI 91m (3.0 24W47-Y-IN 130154-0061 24W47-W-IN 130154-0059
For closure caps and additional support with strain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-23
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Wiring Devices E

Watertite® Wet Location

Locking Blade
15A 125V
2-Pole /3-Wire
NEMA L5-15

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

* (olor-coded %" terminal screws preset in open position,
ready to wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: E68122

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®Ee O

Physical

Cord Grip Body Size: F2 14"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Receptacle
Descripti Single Flip Lid Female Receptacl Duplex Flip Lid Female Receptacl Single Flip Lid Male Receptacl Connector for Male Receptacl
escription
p Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.

Yellow 65W47 130146-0149 65W47DPLX 130146-0151 64W47 130146-0142 25W47MB 130146-0103

Black 65W47BLK 130146-0150
Receptacle with GFCI

- Duplex Flip Lid Female Receptacle
Description Woodhead No. Order No.
With GFCl protection 65W47DPLXGF 130155-0108

For closure caps and additional support with strain relief grips, see accessories F2 body size

1 Not UL/CSA listed

D-24

molex

www.molex.com/woodhead
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W(“e"“e® Wei locuﬁon Features and Benefits Reference Information

. © Multiple seal plug/connector interface keeps out UL File No.: Plug and Connector—E10176
I_OCkmg Blude contaminants; resists vapor and water from high- Cordset—E38085
15A 250V pressure wash down up to 1000psi Receptace—E68122
* Color-coded 4" terminal screws preset in open position, ~ CSA File No.: LR6837
2-Pole /3-Wire ready fo vire NSF File No.: NSF/ANSI/3-A 14159-1
- © Wire screw terminals are tri-drive fo be used with .
NEMA L6-15 straight blade, Phillips and square-drive screw drivers @ @ @
* Floating blade construction provides self-alignment, Physical
and a better mechanical and electrical connection Cord Grip Body Size: F2 4"
minimizing wear and heat generation Plug Blades and Connector Contacts: Nickel-plated Brass
o Transparent wiring guide fo verify all wire strands are in  Outer Housing and Grommet: NESTEX® Paracril 020
place before securing wire rubber
e (aptive, tri-drive head, Stainless Steel, speed screw Face Screws: Stainless Steel
provides easy assembly and long life Face Insert: Nylon
o Three piece strain relief seals cord without damaging ~ Wire Saddle Clamp: Brass
the cord Receptacle Coverplate and Closure Caps: Lexan*
Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

*Trademark of SABIC Innovative Plastics IPB

Plug and Connector

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 24W49 130146-0088 25W49 130146-0106
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 14-gauge SOOW cord 7.62m (25.0') 24W49A143 130143-0198
£ {
b
Lo
v 4
Receptacle
N Single Flip Lid Female Receptacle Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
B Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 65W49 130146-0153 65W49DPLX 130146-0154 64W49 130146-0143 25W49MB 130146-0107
For closure caps and additional support with strain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-25
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Watertite® Wet Location

Locking Blade
15A 277V
2-Pole /3-Wire
NEMA L7-15

0
62
)

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

* (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Plug and Connector

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle— E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

O®Eeod

Physical

Cord Grip Body Size: F2 14"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3,4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 24W34 130146-0079 25W34 130146-0095
Black 24W34BLK 130146-0080 25W34BLK 130146-0096
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 16-gauge SOOW cord 7.62m (25.0') 24W34A163 130143-0017
£ {
t. 3
Receptacle
Desalntion Single Flip Lid Female Receptacle Duplex Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
esriprio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 65W34 130146-0147 65W34DPLX 130146-0148 64W34 130146-0141 25W34MB 130146-0097
For closure caps and additional support with strain relief grips, see accessories F2 body size
D-26 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com




Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085

(SA File No.: LR6837

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Locking Blade

Wiring Devices E

20A 125V . * Color-coded 4" terminal screws preset in open position, NS File No.: NSF/ANSI/3-A 14159-1
2-Pole / 3-Wire ready fo wire @ @ @
NEMA L5-20 © Wire screw terminals are tri-drive fo be used with
straight blade, Phillips and square-drive screw drivers  Physical
* Floating blade construction provides self-alignment, Cord Grip Body Size: F3 %"
and a better mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass
minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 020
e Transparent wiring guide to verify all wire sirands arein ~ rubber
place before securing wire Face Screws: Stainless Steel
e (aptive, tri-drive head, Stainless Steel, speed screw Face Insert: Nylon
provides easy assembly and long life Wire Saddle Clamp: Brass
* Three piece strain relief seals cord without domaging . -
the cord NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
IEC Rating: IPS5, 56, 57, 65, 66, and 67
Operating Temperature: Maximum continuous 75° (,
o minimum -40° C (no impact)
=g oy

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

A

Plug and Connector

Descinti Plug Connector
escrption Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W47 130147-0018 2747 130147-0044
Black 26W47BLK 130147-0019 27W47BLK 130147-0045
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 26W47A143 130143-0222
Yellow, 14-gauge SOOW cord 15.24m (50.0') 26W47B143 130143-0225
30.48m (100.0') 26W47D143 130143-0227
7.62m (25.0') 26W47A123 130143-0221
Yellow, 12-gauge SOOW cord 15.24m (50.0') 26W478123 130143-0223
30.48m (100.0') 26W47D123 130143-0226

Cordset with Inline GFCI

Description Cord Length Woodhead No. Order No.
—_— 0.30m (1.0') 26W47E123IN 130143-0228
Yellow, 12-gauge SJOW cord with inline GFCI 15.24m (50.0) JWATBIZAIN 130143-0224

For closure caps and additional support with strain relief grips, see accessories F3 body size

www.molex.com/woodhead

molex

D-27
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Watertite® Wet Location

Locking Blade
20A 125V
2-Pole /3-Wire
NEMA L5-20

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

Reference Information
UL File No.: E38085

Molded Y and W Non-Inline GFCI Cordset—E38085
CSA File No.: LL52750

Molded Y and W Non-Inline GFCI Cordset—LL52750
NSF File No.: NSF/ANSI/3-A 14159-1

O®Eeod

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

o (aptive, tri-drive head, Stainless Steel, speed screw Face Screws: Stainless Steel
provides easy assembly and long life Face Insert: Nylon
o Three piece strain relief seals cord without damaging ~ Wire Saddle Clamp: Brass
the cord Environmental
NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
IEC Rating: IP55, 56, 57, 65, 66, and 67
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)
Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.
Ain A :
.\-
® 1
] L
L L P
e) i)
Molded Y and W Cordset
L Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 091m (3.0') 26W47-Y 130154-0070 26W47-W 130154-0068
-
Molded Y and W Cordset with Inline GFCI
L Y Cordset W Cordset
Description Cord Length Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12-gauge SJOW cord with inline GFC| 091m (3.0') 26W47-Y-IN 130154-0071 26W47-W-IN 130154-0069
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-28 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information

UL File No.: Plug and Connector— E10176
Receptacle— E68122

(SA File No.: LR6837

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Locking Blade

20A 125V . * Color-coded 4" terminal screws preset in open position, NS File No.: NSF/ANSI/3-A 14159-1
2-Pole/3-Wire ready fo wire .

)
NEMA L5-20 o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers
* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass
minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 020
o Transparent wiring guide fo verify all wire strands arein ~ rubber
place before securing wire Face Screws: Stainless Steel

Physical
Cord Grip Body Size: F3 %"

Wiring Devices

e (aptive, tri-drive head, Stainless Steel, speed screw Face Insert: Nylon
provides easy assembly and long life Wire Saddle Clamp: Brass
o Three piece strain relief seals cord without damaging ~ Receptadle Coverplate and Closure Caps: Lexan*
the cord Environmental
NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
IEC Rafing: IP55, 56, 57, 65, 66, and 67
Operating Temperature: Maximum continuous 75° C,
minimum -40° C (no impact)
Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.
*Trademark of SABIC Innovative Plastics IPB
e | i .
— .
Receptacle
Descripti Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
eseriprion Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W47 130147-0141 66W47 130147-0127 21W4TMB 130147-0047
Black 67W47BLK 130147-0142
Receptacle with GFCI
- Single Flip Lid Female Receptacle
Description Woodhead No. Order No.
With 6FCl profection 67WATGF! 130155-0110
For closure caps and additional support with strain relief grips, see accessories F3 body size
1 Not UL/CSA listed
www.molex.com/woodhead molex D-29
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Wiring Devices

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Watertite® Wet Location

Locking Blade
20A 250V
2-Pole /3-Wire
NEMA L6-20

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W48 130147-0021 27W48 130147-0048
Black 26W48BLK 130147-0022 27W48BLK 130147-0049
» o s "
Receptacle
Descripti Single Flip Lid Female Receptacl Single Flip Lid Male Receptacl Connector for Male Receptacle
eseriprion Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W48 130147-0144 66W48 130147-0128 27W48MB 130147-0050
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-30 molex www.molex.com/woodhead



Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

Watertite® Wet Location
Locking Blade

20A 277V . ® (olor-coded 4" terminal screws preset in open position,
2-Pole / 3-Wire ready fo wire
NEMA L7-20 o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a hetter mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Plug and Connector

Reference Information

UL File No.: Plug and Connector— E10176
Receptacle— E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

|EC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

* Trademark of SABIC Innovative Plasfics IPB

Description Plug Connector
1P Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W49 130147-0023 27W49 130147-0051
o e
s w o s "
|
Receptacle
Description Single Flip Lid Female Receptacl Single Flip Lid Male Receptad Connector for Male Receptacle
1P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W49 130147-0145 66W49 130147-0129 27W49MB 130147-0052
For closure caps and additional support with strain relief grips, see accessories F3 body size
www.molex.com/woodhead molex D-31
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Watertite® Wet Location
Locking Blade

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a etter mechanical and electrical connection

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass
Outer Housing and Grommet: NEGTEX® Paracril 0Z0

30A 125V . minimizing wear and heat generation rubber
2-Pole / 3-Wire * Transparent wiring guide to verify all wire strands are in ~ Face Screws: Stainless Steel
NEMA L5-30 place before securing wire Face Insert: Nylon

0
<
)

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up fo 1000psi

© (olor-coded %4" terminal screws preset in open position,
ready fo wire

Plug and Connector

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle— E68122

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Wire Saddle Clamp: Brass
Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Descrinti Plug Connector
eseripiion Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W47 130147-0072 2947 130147-0093
Black 28W47BLK 130147-0073 29W47BLK 130147-0094
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 7.62m (25.0') 28W47A123 130143-0262
7.62m (25.0') 28W47A103 130143-0261
Yollow, 10-gauge SOOW cord 15.24m (50.0') 28W47B103 130143-0263
Receptade
Desarofion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
eseripiio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W47 130147-0168 68W47 130147-0157 29W47MB 130147-0095
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-32 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location
Locking Blade

o Wire screw terminals are fri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass
Outer Housing and Grommet: NEGTEX® Paracril 0Z0

30A 250V . minimizing wear and heat generation rubber
2-Pole / 3-Wire * Transparent wiring guide fo verify all wire strands are in ~Face Screws: Stainless Steel
NEMA L6-30 place before securing wire Face Insert: Nylon

Features and Benefits

* Mutiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® Color-coded 4" terminal screws preset in open posifion,
ready to wire

Plug and Connector

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Wire Saddle Clamp: Brass
Receptade Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Wiring Devices E

Description Plug Connector
o Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W48 130147-0074 29W48 130147-0096
Black 28W48BLK 130147-0075 29W48BLK 130147-0097
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 10-gauge SOOW cord 7.62m (25.0') 28W48A103 130143-0266
£ {
),
Receptacle
Descripti Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
esaription Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W48 130147-0169 68W48 130147-0158 29W48MB 130147-0098
For closure caps and additional support with strain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-33

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade

50A 250V

2-Pole /3-Wire

Non-NEMA Locking/California
Style

]
(]
2
®
[
o
[
=

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

".! 5
—

Reference Information

UL File No.: E10176

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F5 1%4"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rafing: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Plug

Connector

Description

Woodhead No. Order No.

Woodhead No. Order No.

Yellow

(S82W65 130155-0155

(582We4 130155-0154

For closure caps and additional support with strain relief grips, see accessories F5 body size

Watertite® Wet Location

Locking Blade

50A 480V

2-Pole /3-Wire

Non-NEMA Locking/California
Style

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready to wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E46237

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

O®Eeod

Physical

Cord Grip Body Size: F5 1'4"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Descripti Plug Connector
escriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow (584W65 130155-0167 (584W64 130155-0166
Receptacle
- Single Flip Lid Female Receptacle
\ Description Woodhead No. Order No.
Yellow 67W64* 130147-0146
. e For closure caps and additional support with strain relief grips, see accessories F5 body size
* Not CSA cerified

e

D-34

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Watertite® Wet Location

Locking Blade
15A 125V/10A 250V
3-Pole/3-Wire
Non-NEMA

Plug and Connector

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® (olor-coded 4" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information
NSF File No.: NSF/ANSI/3-A 14159-1

Physical

Cord Grip Body Size: F2 4"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Descripti Plug Connector
escription
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 24W07 130146-0078 25W07 130146-0092
- v /,"'_J..‘\ - |
1 - %
o = 1 | . L D
I 4 ;“\ ‘
() e 75 o
- - -
. . \ J
N - . AR

ey | Ty

Receptacle
Descripti Single Flip Lid Female Receptacl Duplex Flip Lid Female Receptacl Single Flip Lid Male Receptacl Connector for Male Receptacl
escription
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 65W07 130146-0145 65W07DPLX 130146-0146 64W07 130146-0140 25W07MB 130146-0094

For closure caps and additional support with strain relief grips, see accessories F2 body size
www.molex.com/woodhead molex D-35

Wiring Devices n

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
20A 125V /250V
3-Pole/3-Wire
Non-NEMA

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

* (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Plug and Connector

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

O®Eeod

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3,4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Description Plug Connector
Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W08 130147-0012 27W08 130147-0035
Cord Length Woodhead No. Order No.
7.62m (25.0') 26W08A143 130143-0217
15.24m (50.0') 26W08B143 130143-0218

Receptacle
Description Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W08 130147-0137 66W08 130147-0124 27W08MB 130147-0037
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-36 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com




Watertite® Wet Location

Locking Blade

20A 250V with Grounding Tab
3-Pole/3-Wire

Non-NEMA

y

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® (olor-coded 4" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a hetter mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

T

Reference Information
(SA File No.: LR6837
NSF File No.: NSF/ANSI/3-A 14159-1

(G

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

(Y, »
Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow, with grounding tab 26W086 130147-0014 27W086 130147-0036
For closure caps and additional support with strain relief grips, see accessories F3 body size
www.molex.com/woodhead molex D-37

Wiring Devices E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wu'l'erﬁ'l'e® WellI I_ocuﬁon Features and Benefits Reference Information

. * Multiple seal plug/connector interface keeps out UL File No.: Plug and Connector—E10176
I_Od(mg Blude confaminants; resists vapor and water from high- Receptacle—E68122
pressure wash down up to 1000psi (SA File No.: LR6837
30A 125/250V o (olor-coded '4" terminal screws preset in open position,  NSF File No.: NSF/ANSI/3-A 14159-1

3-Po|e/ 3-Wire ready to wire @ @ @

Non-NEMA Lockin Wire screw terminals are tri-drive to be used with
0 ocking straight blade, Phillips and square-drive screw drivers  Physical

© Floating blade construction provides self-alignment, Cord Grip Body Size: F4 1"
and a better mechanical and elecirical connection Plug Blades and Connector Contacis: Nickel-plated Brass
minimizing wear and heat generafion Outer Housing and Grommet: NESTEX® Paracril 020
o Transparent wiring guide to verify all wire strands arein ~ rubber
place before securing wire Face Screws: Stainless Steel
] o (aptive, tri-drive head, Stainless Steel, speed screw Face Insert: Nylon
; provides easy assembly and long life Wire Saddle Clamp: Brass
3 o Three piece strain relief seals cord without damaging ~ Receptadle Coverplate and Closure Caps: Lexan*
> the cord Environmental
£ NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
3 IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Plug and Connector

Plug Connector
Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W08 130147-0069 29W08 130147-0089

Description

Receptacle
Description Single Flip Lid Female Receptacl Single Flip Lid Male Receptacl Connector for Male Receptacl
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W08 130147-0166 68W08 130147-0155 29W08MB 130147-0090
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-38 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
20A 125/250V
3-Pole /4-Wire
NEMA L14-20

I

Features and Benefits

* Mutiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® Color-coded 4" terminal screws preset in open posifion,
ready fo wire

© Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

e Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset— E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Plug and Connector

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptade Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Wiring Devices E

Descripti Plug Connector
estriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow W74 130147-0025 27W74 130147-0053
Black 26W74BLK 130147-0026 27W74BLK 130147-0054
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0) 26W74A144 130143-0237
Yello, 14-gouge SOOW cord 15.24m (50.0) 260748144 130143-0240
Black, 12-gauge SOOW cord 7.62m (25.0') 26W74A124BLK 130143-0236
7.62m (25.0') 26W74M124 130143-0235
Yollow,12-gauge SOOW cord 15.24m (50.0') 26W748124 130143-0238
Receptacle
Desaiption Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W74 130147-0147 66W74 130147-0131 27W74MB 130147-0055
For closure caps and additional support with strain relief grips, see accessories F3 body size
www.molex.com/woodhead molex D-39

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location
Locking Blade

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

e Floating blade construction provides self-alignment,
and a etter mechanical and electrical connection

Physical
Cord Grip Body Size: F3 %"
Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
20A 250V 3? minimizing wear and heat generation rubber
3-Pole / 4-Wire « Transparent wiring guide to verify all wire strands arein  Face Screws: Stainless Steel
NEMA L15-20 place before securing wire Face Insert: Nylon

b 89

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information
UL File No.: Plug and Connector—E10176

Wire Saddle Clamp: Brass
Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,

é Features and Benefits Cordset—E38085 minimum ~40° C (no impact) .
3 Multiple seal plug/connector interface keeps out Receptacle—E68122 Temperature Rise: Maximum 30° ( temperature fise at full
a contaminants; resists vapor and water from high- (SAFile No.: LR6837 rated current after 50 cycles of overload at 150% of
@ pressure wash down up fo 1000psi NSF File No.: NSF/ANSI/3-A 14159-1 rated current at a power factor of 75%.
‘= Color-coded %" terminal screws preset in open position, D * Trademark of SABIC Innovative Plastics IPB
3 ready to wire @ @ @

PN

AR W
-r (*

J)w

Plug and Connector

Description Plug Connector
Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W75 130147-0027 21W75 130147-0056
Black 26W75BLK 130147-0028 27WT75BLK 130147-0057

Receptacle
Desarotion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W75 130147-0149 66W75 130147-0132 27W75MB 130147-0058
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-40 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
20A 480V 30
3-Pole /4-Wire
NEMA L16-20

=

g 9

o

Features and Benefits

* Muttiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

e Color-coded 4" terminal screws preset in open posifion,
ready fo wire

© Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Plug and Connector

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptade Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Descrintion Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W76 130147-0029 27W76 130147-0059
Black 26W76BLK 130147-0030 27W76BLK 130147-0060
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 14-gauge SOOW cord 7.62m (25.0') 26W76A144 130143-0246
7.62m (25.0') 26W76A124 130143-0245
Yollow,12-gauge SOOW cord 15.24m (50.0) 26W768124 130143-0247
Receptacle
Desariotion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
esriprio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W76 130147-0150 66W76 130147-0133 27W76MB 130147-0061
For closure caps and additional support with sirain relief grips, see accessories F3 body size
www.molex.com/woodhead molex D-41

Wiring Devices E
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Watertite® Wet Location
Locking Blade

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
© Floating blade construction provides self-alignment,

Physical
Cord Grip Body Size: F4 1"
Plug Blades and Connector Contacis: Nickel-plated Brass

and a better mechanical and electrical connection Outer Housing and Grommet: NEGTEX® Paracril 0Z0
30A1 25/ 25.0V minimizing wear and heat generation rubber
3-Pole / 4-Wire * Transparent wiring guide fo verify all wire strands are in  Face Screws: Slluinless Steel
NEMA L14- place before securing wire Face Insert: Nylon
30 o (aptive, tri-drive head, Stainless Steel, speed screw Wire Saddle Clamp: Brass
provides easy assembly and long life Receptacle Coverplate and Closure Caps: Lexan*
= © Three piece strain relief seals cord without domaging £, 0 nmental
C o the cord NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12
= Reference Information IEC Rating: IP35, 56, 57, 65, 66, and 67
UL File No.: Plug and Connector—E10176 Operating Temperature: Maximum continuous 75° (,
Features and Benefits Cordset—E38085 minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Receptacle—E68122
(SAFile No.: LR6837
NSF File No.: NSF/ANSI/3-A 14159-1

®eod

© Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready to wire

Wiring Devices

il
A g
’ t
p r .~ |I¥
Plug and Connector
Descriti Plug Connector
eserprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W74 130147-0077 29W74 130147-0102
Black 28W74BLK 130147-0078 29W74BLK 130147-0103
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 28W74A104 130143-0270
Yellow, 10-gauge SOOW cord 15.24m (50.0') 28W74B104 130143-0271
30.48m (100.0') 28W74D104 130143-0273
Black, 10-gauge SOOW cord 7.62m (25.0') 28W74A104BLK 130143-0310
Receptacles
Desarotion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
eseripiio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W74 130147-0173 68W74 130147-0159 29W74MB 130147-0104
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-42 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location
Locking Blade

30A 250V 30

3-Pole /4-Wire

NEMA L15-30

)

¢ 0

L

Features and Benefits

* Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® (olor-coded 4" terminal screws preset in open position,
ready fo wire

© Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Plug and Connector

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptade Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Wiring Devices E

Desaiption Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W75 130147-0079 29W75 130147-0105
Black 28W75BLK 130147-0080 29W75BLK 130147-0106
Cordset
Description Cord Length Woodhead No. Order No.
7.62m (25.0') 28W75A124 130143-0275
Black, 12-gauge SOOW cord 15.24m (50.0') 28W75B124 130143-0018
7.62m (25.0') 28W75A104 130143-0274
Yellow, 10-gauge SOOW cord 15.24m (50.0') 28W75B104 130143-0276
30.48m (100.0') 28W75D104 130143-0277
Receptacle
Descintion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptade
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W75 130147-0174 68W75 130147-0160 29W75MB 130147-0107
For closure caps and additional support with strain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-43

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Wiring Devices

Watertite® Wet Location

Locking Blade
30A 480V 30
3-Pole /4-Wire
NEMA L16-30

9

Features and Benefits

© Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up fo 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Plug and Connector

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Description Plug Connector
Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W76 130147-0081 29W76 130147-0108
Black 28W76BLK 130147-0082 29W76BLK 130147-0109
Description Cord Length Woodhead No. Order No.
Yellow, 12-gauge SOOW cord 7.62m (25.0') 28W76A124 130143-0279
Yellow, 10-gauge SOOW cord 7.62m (25.0') 28W76A104 130143-0278

Receptacle
Desalntion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
eseriprio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W76 130147-0175 68W76 130147-0161 29W76MB 130147-0110
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-44 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
30A 600V 30
3-Pole /4-Wire
NEMA L17-30

o)
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L

Features and Benefits

* Muttiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® Color-coded 4" terminal screws preset in open posifion,
ready fo wire

=

L

Plug and Connector

o J( A%

e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Cordset—E38085
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptade Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Descrintion Plug Connector
o Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W77 130147-0083 29W77 130147-0111
Black 28W77BLK 130147-0084 29W77BLK 130147-0112
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 10-gauge SOOW cord 7.62m (25.0') 130143-0280
Receptacle
Descripti Single Flip Lid Female Receptacl Single Flip Lid Male Receptacle Connector for Male Receptacl
esaription Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W77 130147-0176 68W77 130147-0162 29W77MB 130147-0115
For closure caps and additional support with strain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-45

Wiring Devices E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
50A 125V/250V
3-Pole/4-Wire
Non-NEMA Locking

5

Features and Benefits

o Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

Wiring Devices E

© Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E46237

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F5 1%4"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating; IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

» K
Plug and Connector
Descrintion Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 63W65 130155-0105 63W64 130155-0104

Watertite® Wet Location

Locking Blade

50A 125/250V
3-Pole/4-Wire

Non-NEMA Locking/California
Style

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready to wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: E10176

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F5 14"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Descrnfi Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow, California style (S63W65 130155-0142 (S63Wo4 130155-0141
For closure caps and additional support with strain relief grips, see accessories F5 body size
D-46 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com




Watertite® Wet Location
Locking Blade

50A 250V 30

3-Pole/4-Wire

Non-NEMA Locking/California
Style

Plug and Connector

Features and Benefits

o Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %4" terminal screws preset in open position,
ready to wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: E10176

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F5 14"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Plug

Connector

Description

Woodhead No. Order No.

Woodhead No. Order No.

Yellow, California style

(583W65 130155-0161

(583wo4 130155-0160

Watertite® Wet Location
Locking Blade

50A 480V 30

3-Pole/4-Wire

Non-NEMA Locking/California
Style

Plug and Connector

Features and Benefits

© Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up fo 1000psi

® Color-coded 4" terminal screws preset in open posifion,
ready fo wire

o Wire screw terminals are tri-drive to be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without domaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
(SA File No.: Plug and Connector—LR6837
NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Physical

Cord Grip Body Size: F5 1'4"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NEGTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

*Trademark of SABIC Innovative Plastics IPB

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow, California style (S81W65 130155-0149 (S81W64 130155-0148
Receptacle
N Single Flip Lid Female Receptacle
¥ B Woodhead No. Order No.
;- With California style locking blade 64Wo4 130147-0122
¢ = For closure caps and additional support with strain relief grips, see accessories F5 body size

“'--...__‘__/-""

www.molex.com/woodhead

molex

D-47
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Watertite® Wet Location
Locking Blade

Features and Benefits
* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-

Physical

Cord Grip Body Size: F4 1"
Plug Blades and Connector Contacis: Nickel-plated Brass

pressure wash down up to 1000psi Outer Housing and Grommet: NESTEX® Paracril 020
20A 1 20/ 298V © (olor-coded %4" terminal screws preset in open position, rubber
4-Pole / 4-Wire ready to wire Face Screws: Slluinless Steel
Non-NEMA © Wire screw ferminals are fri-drive fo be used with Face Insert: Nylon
0 straight blade, Phillips and square-drive screw drivers ~ Wire Saddle Clamp: Brass
= © Floating blade construction provides self-alignment, Receptacle Coverplate and Closure Caps: Lexan*

and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Reference Information * Trademark of SABIC Innovative Plastics IPB
UL File No.: Plug and Connector—E10176

Receptacle—E68122
CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eo

Wiring Devices E
0=
=

Y, - *“-’iﬂ
)< LSV (T; )

Plug and Connector

Descripti Plug Connector
eacriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W09 130147-0015 27W09 130147-0038
Black 26WO09BLK 130147-0016 27W09BLK 130147-0039
-
|
v
\ Je
e 7
Receptacle
Descripti Single Flip Lid Female Receptacl Single Flip Lid Male Receptacl Connector for Male Receptacle
eacriprion Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W09 130147-0139 66W09 130147-0125 27W09MB 130147-0040
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-48 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location

Locking Blade
30A 120/208V
4-Pole /4-Wire
Non-NEMA Locking

<~
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Plug and Connector

Features and Benefits

© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-
pressure wash down up to 1000psi

® (olor-coded 4" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a hetter mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: E10176

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

O®eod

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacts: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 0Z0
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating; P55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Descrinti Plug Connector
escriprion
d Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W09 130147-0071 29W09 130147-0091
For closure caps and additional support with strain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-49

Wiring Devices E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite® Wet Location
Locking Blade

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
© Floating blade construction provides self-alignment,

Physical
Cord Grip Body Size: F3 3"
Plug Blades and Connector Contacis: Nickel-plated Brass

and a better mechanical and electrical connection Outer Housing and Grommet: NEGTEX® Paracril 0Z0
20A1 20/ zqsv 3oY minimizing wear and heat generation rubber
4-Pole / 5-Wire « Transparent wiring guide to verify all wire strands arein  Face Screws: Stainless Steel
NEMA L21-20 place before securing wire Face Insert: Nylon

St
o0

Wiring Devices

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up fo 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

Plug and Connector

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector— E10176
Cordset— E38085
Receptacle— E68122

CSA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

®eod

Wire Saddle Clamp: Brass
Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rafing: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Descrintion Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W81 130147-0031 27W81 130147-0062
Black 26W81BLK 130147-0032 27W81BLK 130147-0063
Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 14-gauge SOOW cord 7.62m (25.0') 26W81A145 130143-0248
Yellow, 12-gauge SOOW cord 30.48m (100.0°) 26W81D125 130143-0308
il i &
-~
Receptacle
Descrigtion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W81 130147-0151 66W81 130147-0134 27W81MB 130147-0064
Black 67W81BLK 130147-0152
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-50 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

Features and Benefits
© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-

Watertite® Wet Location
Locking Blade

pressure wash down up to 1000psi
20A 277/ 48.0V 30Y o (olor-coded ¥4" terminal screws preset in open position, NSF File No.: NSF/ANSI/3-A 14159-1
4-Pole/5-Wire ready to wire @ @ @
NEMA L22-20 o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers  Physical
* Floating blade construction provides self-alignment, Cord Grip Body Size: F3 %"
= and a hetter mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass
g o D minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 020
= o Transparent wiring guide fo verify all wire strands arein ~ rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging

the cord Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

|EC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Plug and Connector

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W82 130147-0033 27W82 130147-0065
e Tl

Wiring Devices

Receptacle
Descrption Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W82 130147-0153 66W82 130147-0135 27W82MB 130147-0066
For closure caps and additional support with sirain relief grips, see accessories F3 body size
www.molex.com/woodhead molex D-51

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wiring Devices E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Features and Benefits
* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-

Watertite® Wet Location
Locking Blade

pressure wash down up to 1000psi

20A 347 / 6qov 3oY © (olor-coded %" terminal screws preset in open position,

4-Pole / 5-Wire ready fo wire

NEMA L23-20 o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
= and a better mechanical and elecirical connection
g o D minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging

the cord

IS ©

Plug and Connector

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SAFile No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F3 %"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 26W83 130147-0034 27W83 130147-0067
S Th.

Receptacle
Description Single Flip Lid Female Receptade Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W83 130147-0154 66W83 130147-0136 27W83MB 130147-0068
For closure caps and additional support with strain relief grips, see accessories F3 body size
D-52 molex www.molex.com/woodhead



Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

Features and Benefits
© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-

Watertite® Wet Location
Locking Blade

pressure wash down up to 1000psi
20A 250/ ! 0A 600V o (olor-coded ¥4" terminal screws preset in open position, NSF File No.: NSF/ANSI/3-A 14159-1
4'P0|E/ 5-Wire ready to wire @ @ @
Non-NEMA o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers  Physical
* Floating blade construction provides self-alignment, Cord Grip Body Size: F4 1"
— and a better mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass
« (0] D minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 020
) o Transparent wiring guide fo verify all wire strands arein ~ rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging

the cord Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

|EC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

Plug and Connector

Plug Connector
Order No. Woodhead No.
130147-0017 21W10

Descripfi
escription Woodhead No.

26W10

Order No.
130147-0041

With grounding tab

Wiring Devices

Receptacle
Desarption Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 67W10 130147-0140 66W10 130147-0126 27W10MB 130147-0043
For closure caps and additional support with sirain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-53

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wiring Devices E

Watertite® Wet Location

Locking Blade

Features and Benefits
* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-

pressure wash down up to 1000psi

30A1 20/ 298V 3oY © (olor-coded %" terminal screws preset in open position,

4-Pole / 5-Wire ready fo wire

NEMA L21-30 o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
= and a better mechanical and elecirical connection
G oqQ minimizing wear and heat generation

<=

Plug and Connector

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Description

Plug

Connector

Woodhead No. Order No.

Woodhead No. Order No.

Yellow

28W81 130147-0085

29W81 130147-0116

Receptacle
Description Single Flip Lid Female Receptacl Single Flip Lid Male Receptace Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W81 130147-0177 68W81 130147-0163 29W8IMB 130147-0117
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-54 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SA File No.: LR6837

Features and Benefits
© Multiple seal plug/connector interface keeps out
contaminants; resists vapor and water from high-

Watertite® Wet Location
Locking Blade

pressure wash down up to 1000psi
30A 277/ 48.0V 30Y o (olor-coded ¥4" terminal screws preset in open position, NSF File No.: NSF/ANSI/3-A 14159-1
4-Pole/5-Wire ready to wire @ @ @
NEMA L22-30 o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers  Physical
* Floating blade construction provides self-alignment, Cord Grip Body Size: F4 1"
= and a hetter mechanical and electrical connection Plug Blades and Connector Contacts: Nickel-plated Brass
a o D minimizing wear and heat generation Outer Housing and Grommet: NESTEX® Paracril 020
= o Transparent wiring guide fo verify all wire strands arein ~ rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging

the cord Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

|EC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plasfics IPB

h_J|

o~ e '}
A 4

Plug and Connector

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 28W82 130147-0086 2982 130147-0118
S he.

Wiring Devices

Receptacle
Descrption Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W82 130147-0178 68W82 130147-0164 29W82MB 130147-0119
For closure caps and additional support with sirain relief grips, see accessories F4 body size
www.molex.com/woodhead molex D-55

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wiring Devices

Watertite® Wet Location

Locking Blade
30A 347/600V 30Y
4-Pole /5-Wire
NEMA 123-30

7>
N34

Plug and Connector

Features and Benefits

* Multiple seal plug/connector interface keeps out
confaminants; resists vapor and water from high-
pressure wash down up to 1000psi

© (olor-coded %" terminal screws preset in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

© Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

o Three piece strain relief seals cord without damaging
the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SAFile No.: LR6837

NSF File No.: NSF/ANSI/3-A 14159-1

e

Physical

Cord Grip Body Size: F4 1"

Plug Blades and Connector Contacis: Nickel-plated Brass

Outer Housing and Grommet: NESTEX® Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Receptacle Coverplate and Closure Caps: Lexan*

Environmental

NEMA Rating: NEMA 1, 3, 4, 4X, 5, 6, 6P and 12

IEC Rating: IP55, 56, 57, 65, 66, and 67

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* Trademark of SABIC Innovative Plastics IPB

Plug

Connector

Description

Woodhead No. Order No.

Woodhead No. Order No.

Yellow

28W83 130147-0088

29W83 130147-0120

g 9§

. >

L ':.‘
i

——

Receptacle
Desalntion Single Flip Lid Female Receptacle Single Flip Lid Male Receptacle Connector for Male Receptacle
eserip Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow 69W83 130147-0179 68W83 130147-0165 29W83MB 130147-0121
For closure caps and additional support with strain relief grips, see accessories F4 body size
D-56 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



$a® H Features and Benefits Physical
W(“e"“.e wet I'ocu“on © Replacement part Form Size: F2 4"
Accessories * Easy fo install Environmental

Rating: Waterfite

Accessories for F2 Body Size

Wiring Devices =

Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Closure cover, F2, yellow 14W 130155-0020
Closure cover, F2, black T4WBLK 130155-0021
Closure cover, F2, yellow 50W50* 130155-0077
Closure cover, F2, black 50W50BLK* 130155-0078
No UL or CSA
Ha® H Features and Benefits Physical
Watertite® Wet Location VS
. © Replacement part Form Size: F3 %
° i .
Access ories Easy to intall Environmental
Rating: Waterfite
Accessories for F3 Body Size
Desaription Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Closure cover, F3, yellow 26W 130155-0028
Closure cover, F3, black 26WBLK 130155-0029
Closure cover, F3, yellow 50W52 130155-0080
Closure cover, F3, black 50W52BLK 130155-0081
www.molex.com/woodhead molex D-57

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



#a® H Features and Benefits Physical
Watertite® Wet Location T

. © Replacement part
ACCESSOI'IES * Easy to install Environmental
Rating: Watertite

Accessories for F4 Body Size

Wiring Devices E

Descriation Plug Connector
d Woodhead No. Order No. Woodhead No. Order No.
Cosure cover, F4, yellow 28W 130155-0030
Closure cover, F4, black 28WBLK 130155-0031
Closure cover, F4, yellow 50W54 130155-0082
Closure cover, F4, black 50W54BLK 130155-0083
H H Features and Benefits Physical
Watertite® Wet Location e
N © Replacement part Form Size: F5 1%
° i .
Accessorles Easy to install Environmental

Rating: Watertite

Accessories for F5 Body Size

Desriotion Plug Connector
eseriptio Woodhead No. Order No. Woodhead No. Order No.
Closure cover, F5, yellow 30w 130155-0032
Closure cover, F5, yellow 50W56 130155-0084
D-58 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wil‘ing DeVices Listed below and indicated by ® are the cord bushings
W(“ e"i.l, e® w et- I. ¢ uﬁ on (grommets) normally supplied with Watertite® devices.

Other diameters are available if larger or smaller diameter

Gl'ommetS grommets are required.

ices

Dev!

iring

%" Cord Grip — F2 Body Size

Cord Color | 1AWO04/ | 14WO7/ | 14W19 | 14W33/ | 14W34/ | 14WAT/ | 14W48/ | 14W49/ | 24WO7/ | 24W34/ | 24W47/ | 24W49/ | 26W07/ | Woodhead | o . ;
Diameter 15Wo04 | 15Wo07 15W33 | 15W34 | 15W47 | 15W48 | 15W49 | 25W07 | 25W34 | 25W47 | 25W49 | 27W07 No. .
0.062-0.125" | Black 00-4978 | 130180-0405
0.125-0.187" | VYellow 00-4970 | 130180-0401
0.187-0.250" | Orange 00-4971 [ 130180-0402
0.250-0.312"|  Black o ° [ [ ° ° ° ° ° ° ° ° o 00-4972 |130180-0403
0.312-0.375" | Gray ° ° [ [ [ ° ° ° [ ° [ ° o 00-5263 | 130180-0286
0.375-0.437" | Green o ° o [ ° ° ° ° ° ° ° [ o 00-5264 | 130180-0287
0.437-0.500" | Orange 00-4975 | 130180-0404
0.500-0.562" |  Black o ° [ [ ° ° ° ° ° ° ° ° o 00-5266 | 130180-0288
0.562-0.625"|  Gray o ° [ [ [ ° ° ° [ ° [ ° o 00-5267 | 130180-0289

%" Cord Grip — F3 Body Size
Cord Color 26W08/ 26W47/ 26W48/ 26W49/ 26W74/ 26W75/ 26W76/ 26W81/ 26W82/ 26W83/ | Woodhead Order No
Diameter 27W08 27W47 27W48 27W49 27W74 27W75 27W76 27W81 27W82 27W83 No. )
0.187-0.250" | Orange 00-4985 | 130180-0407
0.250-0.375"|  Gray 00-4986 | 130180-0408
0.375-0.437"|  Green o [ [ ° ° ° [ 00-4987 |130180-0409
0.437-0.562" |  Black o ° [ ° ° ° [ 00-4980 | 130180-0278
0.500-0.625"|  Gray o [ [ ° 00-4981 | 130180-0279
0.562-0.687" | Green o ° [ ° ° ° ° ° ° ° 00-4982 | 130180-0280
0.625-0.750" | (Orange ° ° ° ° ° ° 00-4983 | 130180-0281
0.687-0.812" | VYellow [ ° ° 00-4984 |130180-0406
1" Cord Grip — F4 Body Size
Cord Color 26W09/ | 26W10/ | 28W08/ | 28W09/ | 28W47/ | 28W48/ | 28W49/ | 28W74/ | 28W75/ | 28W76/ | 28W77/ | 28W81/ | 28W82/ | 28W83/ | Woodhead Order No.
Diameter 27W09 | 27W10 | 29WO08 | 29W09 | 29W47 | 29W48 | 29W49 | 29W74 | 29W75 | 29W76 | 29W77 | 29W81 | 29W82 | 29W33 No. :
0.437-0.562" | Black o ° ° ° [ [ ° ° ° ° 00-4990 | 130180-0410
0.500-0.625" | Gray 00-4991 | 130180-0411
0.562-0.687" | Green ° ° ° ° ° ° ° ° ° ° 00-4992 | 130180-0282
0.625-0.750" | Orange ° ° ° ° ° ° ° ° ° ° 00-4993 | 130180-0283
0.687-0.812" | VYellow ° ° ° ° 00-4994 | 130180-0412
0.750-0.875" | Black ° ° ° ° 00-4995 | 130180-0413
0.812-0937" | Gray 00-4996 | 130180-0284
0.8751.00" | Green ° ° ° ° ° ° ° ° ° ° 00-4997 | 130180-0414
1.00-110" | Black 00-4998 | 130180-0285
1%4" Cord Grip — F5 Body Size
Cord Color (S63W61/63W61 (582W65 37W63 (S84W65 (S63W65/63W65 (S83W65 37We5 (S81W65 Woodhead Order No
Diameter (S63W60/63W60 (582We4 37We2 (584Wo4 (S63W64/63W64 (S83We4 37We4 (S81We4 No. :
0.750-0.875" | Orange 00-5070 |130180-0308
0.875-1.000" | Vellow 00-5071 | 130180-0309
1.00-1.125" | Black o ° ° [ ° ° ° ° 00-5072 | 130180-0310
1.125-1.25" | Green [ ° ° [ ° ° [ ° 00-5073 | 130180-0311
1.25-1.375" | Gray o ° ° [ ° ° ° ° 00-5074 | 130180-0312

Speciality Grommets (UF Cable)

Body Size Oval Hole Color Woodhead No. Order No.

F2 5.54x10.69mm (.218-.421) 00-4940 130180-0392

F2 5.54x16.26mm (.218-.640) Black 00-4941 130180-0393

F3 5.54x10.69mm (.218-.421) 00-4950 130180-0395

F3 5.54x16.26mm (.218-.640) 00-4951 130180-0396
www.molex.com/woodhead molex D-59

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Flectrical

Voltage: 600V AC

Current: 30A or 60A

Ground Contact: Mate first, break last

Features and Benefits

© Integrally molded to cable—one continuous insulation
and protection jacket with no seams

* Solid Brass contacts provide maximum conductivity,
minimum resistance, and long term durability

o Spring-loaded Brass sockets ensure constant contact,
wipe connection surfaces clean on every inserfion, and
minimize heat buildup

Watertite® Wet Location

Pin and Sleeve
3-Pole/4-Wire
Physical

Material: Neoprene (CPE)

Plug Pins and Connector Sockets: Solid Brass
Cable: MHSA approved

]
Q
2
>
[} .
A DW4 Series
o Cabl Plu Connector
c - able ]
= Description Corrent Cable Length Outside Diameter Woodhead No. Order No. Woodhead No. Order No.
8 AWG, , " DW4M20 130150-0320
3 4-conductor SOOW cable 304 183 (6 18.03mm (710 DWAF20 1301500325
! y
DW?730 Series, Fused Plug
Cable Plug Connector Receptacle
Descripti C t Cable Length e
eseripiion urren onte feng Outside Diameter | Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
DW730-30M 130155-0182
8 AWG, 1.98m (6.5') 18.03mm (.710")
4-conductor SOOW cable 30A DW730-30F 130155-0190
DW730-30R 130155-0183
y
DW?760 Series, Fused Plug
- Cable Plug Connector Receptacle
Descript t le Length .
escriprion Corren Cable Leng Outside Diameter |  Woodhead No Order No. Woodhead No Order No. Woodhead No Order No.
1.83m (6') DW760-60M 130155-0185
11.58m (38') DW760-60M38 130155-0192
6 AWG, " 23.62mm (.930")
4-conductor SOOW cable 60A 22.86m (75') DW760-60M75 130155-0186
1.83m (6') DW760-60F 130155-0184
DW760-60R 130155-0187
D-60 molex www.molex.com/woodhead

o Safe connection and disconnection with mate-first,
break-last ground contact
o Rated for high-power applications

Environmental
Duty Type: General Industrial Duty

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com




Watertite®

Pin and Sleeve Devices
Industrial Duty

20A Watertite Devices

Features and Benefits Physical
o |P67 rated Pins: Brass
e Deadfront construction

Self-adjusting split contact sleeves. Nickel-plated Steel
spring compensates for wear, maintains constant
pressure along confact surface to ensure electrical
continuity and grounding

Latching mechanism prevents accidental disengagement
Keyway for fast, accurate alignment

Internal sirain relief with “swing away” feature
External strain relief reduces bending arc of cable
Large, identified terminals accept conductors one or two
sizes larger or smaller than normal

Housing: Type G nylon
Contact Carrier: Type G nylon

Environmental
[EC Rating: 1P44
[EC Standards*: 309-1 and 309-2

Applications

e Temporary power systems

e Power disconnect for portable processing equipment

© Machinery intended for export and users of foreign-
built equipment

“Onion ring” neoprene hushing in cable grip
accommodates wide range of cable sizes

*1EC 309-1 and 309-2 are a worldwide pin and sleeve standard established
by the International Electrotechnical Commission. It meets requirements of

Section 410-56(g) of the National Elecirical Code

Pole/Wire Color Voltade Receptacle Plug Connector
|
; Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
2-Pole/3-Wire Yellow 125 320R4W 130150-0057 320P4W 130150-0050 32004W 130150-0037
2-Pole/3-Wire Blue 250 320R6W 130150-0059 320P6W 130150-0053 32006W 130150-0040
3-Pole/4-Wire Orange 125/250 420R12W 130150-0144 420P12W 130150-0136 420020 130198-0118
3-Pole/4-Wire Blue 30250 420R9W 130150-0150 420P9W 130150-0142 42009W 130150-0129
3-Pole/4-Wire Red 30480 420R7W 130150-0148 420P7W 130150-0148 407w 130150-0128
3-Pole/4-Wire Black 30600 420R5W 130150-0146 420P5W 130150-0138 42005W 130150-0126
30A Watertite Devices
. R { Plug Connector
Pole/Wire Color Voltage Woodhead No Order No. Woodhead No. Order No. Woodhead No. Order No.
3-Pole/4-Wire Blue 30250 430R9W 130150-0179 430P9W 130150-0173 43009W 130150-0160
3-Pole/4-Wire Gray 30480 430R7W 130150-0177 430P7TW 130150-0171 43007W 130150-0158
3-Pole/4-Wire Red 30600 430R5W 130150-0175 430P5W 130150-0169 43005W 130150-0156
60A Watertite Devices
. Receptade Plug Connector
Pole/Wire Color Voltage Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3-Pole/4-Wire Orange 125/250 460R12W 130150-0207 460P12W 130150-0199 460C12W 130150-0186
3-Pole/4-Wire Blue 30250 460R9W 130150-0213 460P9W 130150-0205 46009W 130150-0192
3-Pole/4-Wire Red 30480 460R7TW 130150-0211 460P7TW 130150-0203 460C7W 130150-0190
3-Pole/4-Wire Black 32600 460R5W 130150-0209 460P5W 130150-0201 460C5W 130150-0188
100A Watertite Devices
Receptacle Plug Connector
Pole/Wi ! Volt
ole/Wire Color oltage Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3-Pole/4-Wire Orange 125/250 4100R12W 130150-0116 4100P12W 130150-0112 4100012W 130150-0105
3-Pole/4-Wire Blue 30250 4100R9W 130150-0119 4100P9W 130150-0115 410009W 130150-0108
3-Pole/4-Wire Red 30480 4100R7W 130150-0118 4100P7W 130150-0114 A0007W 130150-0107
3-Pole/4-Wire Black 30600 4100R5W 130150-0117 4100P5W 130150-0113 410005W 130150-0106
Note: Angled inlet and mechanical interlock also available for 2-Pole/3-Wire, 4-Pole/5-Wire.
See Technical Section at the end of the Wiring Device Section for further IEC 309 information.
www.molex.com/woodhead molex D-61

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

iring Devices
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Woodhead Super-Safeway products are heavy-duty industrial-wiring devices designed for

abusive conditions and dependable performance for applications that demand the unmatched

durability that rubber exclusively delivers. These rubberized industrial devices are the only

wiring devices made of NEOTEX® Paracril OZO rubber, a rubber construction that yields

ultimate performance within a wide temperature range, around many oils and chemicals and

abrasive conditions.

Super-Safeway Rubber
construction

Safeway and Self-aligning
Super-Safeway blades

Wiring screw
terminals backed out

Stainless-steel
assembly screw

e Aircraft construction/airports

e Construction site

* Facility maintenance

¢ Petrochemical

e Pulp and paper manufacturing

An ultimate solution for temperature,
chemical and abrasion resistance

Lower operating temperatures
yielding longer life

Provides easier and quicker wiring

Provides a stronger, more
long-lasting product

Woodhead

molex
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H Features and Benefits Reference Information
IndUS"mI Du'y o NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: E10176

erlng Devices performance for abrasion, chemical exposure and (SA File No.: LR6837
Sl'l'(ligl‘ll' Blade temperature exiremes within the Super-Safeway™ @ @
15A 125V o bl .
© Rugged nylon bodies within the Safeway® offering Physical
2-Pole / 2-Wire provide exceptional durability and performance Plug blades and connector confacts: Nickel-plated Brass
NEMA 1-15 * (olor-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020
ready fo wire rubber
e Wire screw terminals are tri-drive fo be used with Safeway Outer Housing: Nylon
siraight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel
* Floating blade construction provides self-alignment, Face Insert: Nylon
and a better mechanical and electrical connection Wire Saddle Clamp: Brass
minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated
* Transparent wiring guide to verify all wire strands are in Plug/Connector Range: .335 o .640"
place before securing wire

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Wiring Devices E

y . i""l"' A

Super-Safeway Industrial Rubber Plug and Connector

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1404 130141-0006 1504 130141-0023
Yellow rubber, Polarized 1419 130141-0008
Safeway Industrial Nylon Plug and Connector
Descrintion Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Black and white 5166 130144-0034 5169 130144-0035
Black and white, polarized 5176 130144-0008
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-63
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Industrial Duty
Wiring Devices
Straight Blade
15A 125V

2-Pole /2-Wire
NEMA 1-15

Wiring Devices E

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,

ready fo wire
o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information

UL File No.: Receptacle—E46231
Cordset—E38085

(SA File No.: LR6837

® e

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° C,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Safeway Inlet

Descrintion Single Male Inlet

escrptio Woodhead No. Order No.

White, flanged 1404MB 130149-0005

Super-Safeway Industrial Rubber Cordset
Description Cord Length Woodhead No. Order No.
Yellow 16 gauge SOOW cord 7.62m (25.0') 1404A162 130143-0083

Find adapters and technical support at the end of this section
D-64 molex www.molex.com/woodhead
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Reference Information
UL File No.: E10176
(SA File No.: LR6837

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

iring Devices

W

Straiaht Blade temperature exiremes within the Super-Safeway™ g8
15 125V g ve
* Rugged nylon bodies within the Safeway® offering Physical
2-Pole / 3-Wire provide exceptional durability and performance. Plug blades and connector contacts: Nickel-plated Brass
NEMA 5-15 * (olor-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020
ready fo wire rubber
e Wire screw terminals are tri-drive fo be used with Safeway Outer Housing: Nylon
siraight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel
* Floating blade construction provides self-alignment, Face Insert: Nylon
and a better mechanical and elecirical connection Wire Saddle Clamp: Brass
minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated
* Transparent wiring guide to verify all wire strands are in  Plug/Connector Range: .335 o .640"
place before securing wire Environmental
o (api[ve, tri-drive head, Stainless S!eel, speed screw Operafing Temperature: Maximum confinuous 75°
provides easy assembly and long life minimum —40°  (no impact)
¢ Two-pleceffort:-clamp S"I:"" “’L'Ef includes ri-drive Temperature Rise: Maximum 30° C temperature rise af full
screws to firmly secure the cor rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.
™ o - “
13 ‘\ " lIIII L L
y L N
t L]
-\.:‘F LI Pl ‘s
1447 1547 1447EZ 15476CM 15147 15L47BLK
Super-Safeway Industrial Rubber Plug and Connector
Descripti Plug Connector Lighted Plug Lighted Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1447 130141-0015 1547 130141-0031 151471 130141-0040
Black rubber 14478LK 130141-0016 1547BLK 130141-0032 15L47BLK! 130141-004]
Yellow rubber, ground continuity monitor 1447E7* 130141-0017 15476CM* 130141-0033
Super-Safeway Industrial Rubber Plug and Connector
Desainti Plug Lighted Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Hospital duty, black rubber, grommet-style grip 85000 130141-0070
Hospital duty, gray rubber, grommet-style grip 85002* 130141-0071
* Ground Continuity Monitor lights indicating a good ground is present
t Light indicates power is present
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-65

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



iring Devices

W

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

Strqighi Blade Le;rfr;;:;r:lure extremes within the Super-Safeway™

i
15A 125V * Rugged nylon hodies within the Safeway® offering
2-Pole / 3-Wire provide exceptional durability and performance
NEMA 5-15 © (Color-coded %" terminal screws pre-set in open position,

ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 f0 .640"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

3 Lo 0
5266 5269 5266YL 5269YL 85269 14F47
854471 52691
Safeway Industrial Nylon Plug and Connector
Descrintion Plug Connector Lighted Plug Lighted Connector
Ipri
’ Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Black and white 5266 130144-0036 5269 130144-0044
Yellow and white 5266YL 130144-0043 5269YL 130144-0050
Black, hospital duty 85266 130144-0078 85269 130144-0080
Yellow, hospital duty 85266YL 130144-0079 85269YL 130144-0081
Transparent, hospital duty 85447 130144-0087 85547 130144-0089 85447L 130144-0088 5269L 130144-0048
Yellow, right angle 14R47 130144-0016
Transparent, right angle, hospital duty 85050 130144-0075
Yellow, individually fused 14F47* 130144-0014
* UL File No. 52190, not (SA
Find adapters and technical support at the end of this section
D-66 molex www.molex.com/woodhead
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Reference Information
UL File No.: E46237
(SA File No.: LR6837

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

Sl'l'ﬂigl'll' Blade temperature exiremes within the Super-Safeway™ @ @
offering
15A 125V * Rugged nylon bodies within the Safeway® offering Physical
2-Pole / 3-Wire provide exceptional durability and performance Plug blades and connector contacts: Nickel-plated Brass
NEMA 5-15 * (olor-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020
ready fo wire rubber
e Wire screw terminals are tri-drive fo be used with Safeway Outer Housing: Nylon
siraight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel
* Floating blade construction provides self-alignment, Face Insert: Nylon
and a better mechanical and elecirical connection Wire Saddle Clamp: Brass
minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated °
o Trlunspburfem wiring guidg to verify all wire strands are in Environmental 'g
R Eautﬁ ¢ o.rzs.e cu:ng dW|Sre inless Steel. speed Operating Temperature: Maximum continuous 75° (, Q
p [ve, fri-drive head, Stainless !ee, speea screw minimum ~40° C (no impact) g,
provides easy assembly and long [ife Temperature Rise: Maximum 30° C temperature rise af full ~ °S

Two-piece cord-clamp strain relief includes tri-drive

rated current after 50 cycles of overload at 150% of

W

screws fo firmly secure the cord rated current at a power factor of 75%.

5261DW 1547MB 5252DWBLK 5262DWCR 1447MB 85447MB
Safeway Receptacle and Inlet
Description Single Receptacle Duplex Receptacle Single Male Inlet
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
White, flanged 1547MB 130149-0012 1447MB 130149-0008
White, flanged, hospital duty 85447MB 130149-0094
Brown 52520W 130148-0075
Black 5252DWBLK 130148-0076
Brown, heavy-duty 5261DW 130149-0087 52620W 130148-0083
Ivory, heavy-duty 52610WI 130149-0088 5262DWI 130148-0086
White, heavy-duty 5262DWW 130148-0089
Yellow, heavy-duty corrosion resistant 5262DWCR 130148-0084
Brown, heavy duty, hospital duty 852620W 130148-0114
Ivory, heavy duty, hospital duty 852620WI 130148-0115
Red, heavy duty, hospital duty 85262DWR 130148-0116
White, heavy duty, hospital duty 852620WW 130148-0117
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-67
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Industrial Duty
Wiring Devices

Straight Blade

15A 125V .
2-Pole /3-Wire

NEMA 5-15 ‘

Features and Benefits

NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: E38085
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.

7.62m (25.0) 14474163 130143-0097

Yellow 16 gauge SOOW cord 15.24m (50.0) 14478163 130143-0104

30.48m (100.0') 14470163 130143-0113

1.83m (6.0') 14471143 1301430114

7.62m (25.0) 14474143 130143-0095

Yellow 14 gauge SOOW cord 15.24m (50.0) 14478143 130143-0102

30.48m (100.0') 14470143 1301430111

7.62m (250) 14470123 130143-0093

Vellow 12 gauge SO0W cord 15.24m (50.0') 14478123 130143-0099
Super-Safeway Industrial Rubber Cordset with Inline GFCI

Description Cord Length Woodhead No. Order No.

Yellow, 14 gauge SJOW cord with inline GFC 15.24m (50.0') 1447B143IN 130143-0103

Find adapters and technical support at the end of this section

D-68
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Industrial Duty
Wiring Devices
Straight Blade
15A 125V
2-Pole /3-Wire
NEMA 5-15

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering
Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire
Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Reference Information

UL File No.: E38085

Y and W Non-Inline GFCI Cordset—E38085
(SA File No.: LR6837
Y and W Non-Inline GFCI Cordset—LL52750

® @&

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020

rubber

Safeway Outer Housing: Nylon
Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,

minimum -40° C (no impact)
Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of

rated current af a power factor of 75%.

Mg
LY
a Va '@
¥ e
Super-Safeway Industrial Rubber Molded Y and W Cordset
Descrifi ol Y-Cordset, 3.0' W-Cordset, 3.0'
escription olor Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12 gauge SOOW cord Yellow 1447Y 130154-0038 1447-W 130154-0035
Black, 12 gauge SOOW cord Black 1447-Y8 130154-0039
s #§ / =
Super-Safeway Industrial Rubber Molded Cordset
Descriptio Y-Cordset, 3.0' W-Cordset, 3.0
'prion Woodhead No. Order No. Woodhead No. Order No.
Yellow, 12 gauge SJOW cord with inline GFCI 1447-Y-IN 130154-0040 1447-W-IN 130154-0037
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-69
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H Features and Benefits Reference Information
IndUS"mI D“'y  NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: Plug and Connector—E10176

Wll‘lllg Devices performance for abrasion, chemical exposure and Receptacle—E46237
S"uight Blade I?fnpermure extremes within the Super-Safeway™ (SA File No.: LR6837
offering .
15A 250V * Rugged nylon hodies within the Safeway® offering @ @
2-Pole / 3-Wire provide exceptional durability and performance Physical
NEMA 6-15 © (olor-coded %" terminal screws pre-set in open position, Plug blades and connector contacts: Nickel-plated Brass
ready to wire Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
o Wire screw terminals are tri-drive to be used with rubber

siraight blade, Phillips and square-drive screw drivers  Safeway Outer Housing: Nylon
Floating blade construction provides self-alignment, Face Screws: Stainless Steel

and a better mechanical and electrical connection Face Insert: Nylon
minimizing wear and heat generation Wire Saddle Clamp: Brass

o Transparent wiring guide to verify all wire strands are in - Cord Clamp Screws: Steel, Zinc-plated
place before securing wire Plug/Connector Range: .335 to .640"

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E
[ ]

= b Ca
= il L - B
— ~ =
Super-Safeway Industrial Rubber Plug and Connector
Descrnti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1449 130141-0022 1549 130141-0038
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
escriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 5666 130144-0065 5669 130144-0067
Safeway Receptacle and Inlet
- Duplex Receptacle
Description Woodhead No. Order No.
Brown, heavy-duty 5662DW 130148-0111
Yellow, heavy-duty corrosion resistant 5662DWCR 130148-0112
Find adapters and technical support at the end of this sectiona
D-70 molex www.molex.com/woodhead
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Industrial Duty
Wiring Devices
Straight Blade
15A 250V

2-Pole /3-Wire
NEMA 6-15

i,

 ——

2
-
"'

)

=

Super-Safeway Industrial Rubber Cordset

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering
Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire
Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation
e Transparent wiring guide to verify all wire strands are in
place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life
© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Reference Information
UL File No.: E38085

W Cordset—E38085
(SA File No.: LR6837

W Cordset—LL52750

® @&

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 14 gauge SOOW cord 15.24m (50.0') 130143-0119
Super-Safeway Industrial Rubber Molded W Cordset
Descrintion W-Cordset, 3.0
priI
P Woodhead No. Order No.
Yellow 12 gauge SOOW cord 1449-W 130154-0042
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-71
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Reference Information
UL File No.: ET10176
CSA File No.: LR6837

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

S"uight Blade L??;;:.(:Ir:wre extremes within the Super-Safeway™ @ @
[
15A 277V . * Rugged nylon hodies within the Safeway® offering Physical
2-Pole / 3-Wire provide exceptional durability and performance Plug blades and connector contacts: Nickel-plated Brass
NEMA 7-15 © (Color-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020

ready fo wire rubber

Wire screw terminals are tri-drive to be used with Safeway Outer Housing: Nylon
straight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel

Floating blade construction provides self-alignment, Face Insert: Nylon

and a better mechanical and electrical connection Wire Saddle Clamp: Brass

minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated
Transparent wiring guide to verify all wire strands are in  Plug/Connector Range: .335 o .640"
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E
[ ]

. -
NS S
& 8
1434 1534
Super-Safeway Industrial Rubber Plug and Connector
Descrinti Plug Connector
esripiion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1434 130141-0014 1534 130141-0030
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eacripiion Woodhead No. Order No. Woodhead No. Order No.
Black and white 5766 130144-0069 5769 130144-0071
Find adapters and technical support at the end of this section
D-72 molex www.molex.com/woodhead
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Industrial Duty
Wiring Devices
Straight Blade
20A 125V
2-Pole /3-Wire
NEMA 5-20

(e

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™

offering

Rugged nylon bodies within the Safeway® offering

provide exceptional durability and performance

ready fo wire

Color-coded Y™ terminal screws pre-set in open position,

Wire screw terminals are tri-drive to be used with

siraight blade, Phillips and square-drive screw drivers

Floating blade construction provides self-alignment,

and a better mechanical and electrical connecion
minimizing wear and heat generation

place before securing wire

provides easy assembly and long life

screws fo firmly secure the cord

.

Transparent wiring guide to verify all wire strands are in
Captive, tri-drive head, Stainless Steel, speed screw

Two-piece cord-clamp strain relief includes tri-drive

Reference Information
UL File No.: E10176
(SA File No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 10 .640"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

4 - -
& 0
% ﬁ . g
> & ’ r' & & \ . '
r — k - - @ #
1433 1533 1433EZ 15336CM
Super-Safeway Industrial Rubber Plug and Connector
Descrinti Plug Connector Lighted Plug Lighted Connector
escription
P Woodhead No. Order No. Woodhead No. Order No. Woodhead No.* Order No. Woodhead No.* Order No.
Yellow rubber 1433 130141-0010 1533 130141-0025
Black rubber 1433BLK 130141-0011
Yellow rubber, Ground Continuity Monitor 1433E2 130141-0012 15336(M 130141-0027
* Ground Continuity Monitor lights indicating a good ground is present
85366 85053 85369
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 5366 130144-0053 5369 130144-0057
Orange and white 53660RG 130144-0054
Black, hospital duty 85366 130144-0082 85369 130144-0084
Transparent, right angle 85053 130144-0076
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-73
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Industrial Duty
Wiring Devices
Straight Blade
20A 125V
2-Pole /3-Wire
NEMA 5-20

iring Devices

W

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information

UL File No.: Receptacle—E46237 (except for 5362DWR)
Cordset—E38085

(SA File No.: LR6837

® e

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° C,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

il y
s 1
y > tﬂf
* "~
(.‘; LA
1533MB 5361DW 5362DW . 5362DWCR 1433MB
Safeway Receptacle and Inlet
Descripti Single Receptace Duplex Receptacle Single Male Inlet
escripfion
v Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
White, flanged 1533MB 130149-0011 1433MB 130149-0007
Brown, heavy-duty 5361DW* 130149-0089 5362DW* 130148-0097
Black, heavy-duty 5362DWBLK* 130148-0099
Ivory, heavy-duty 53620WI* 130148-0102
Red, heavy-duty 5362DWR* 130148-0104
Blue, heavy-duty 5362DWBL* 130148-0091
Yellow, heavy-duty corrosion resistant 5362DWCR* 130148-0100
Brown, heavy-duty, hospital duty 853620W* 130148-0118
Black, heavy-duty, hospital duty 85362DWBLK* 130148-0119
Ivory, heavy-duty, hospital duty 853620WI* 130148-0121
Red, heavy-duty, hospital duty 85362DWR* 130148-0122
White, heavy-duty, hospital duty 853620WW* 130148-0123
* Not CSA listed
Super-Safeway Industrial Rubber Cordset
Description Cord Length Woodhead No. Order No.
Yellow 14 gauge SOOW cord 7.62m (25.0') 14334143 130143-0086
7.62m (25.0') 1433A123 130143-0084
Yellow 12 gauge SOOW cord 15.24m (50.0') 14338123 130143-0088
30.48m (100.0') 14330123 130143-0091
Find adapters and technical support at the end of this section
D-74 molex www.molex.com/woodhead
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Industrial Duty
Wiring Devices
Straight Blade
20A 125V
2-Pole /3-Wire
NEMA 5-20

Super-Safeway Industrial Rubber Molded Y and W Cordset

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering
Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire
Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation
e Transparent wiring guide to verify all wire strands are in
place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life
© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Reference Information

UL File No.: E38085
Y and W Non-Inline GFCI Cordset—E38085
(SA File No.: LR6837
Y and W Non-Inline GFCI Cordset—LL52750

® @&

Physical

Plug blades and connector contacis: Nickel-plated Brass

Face Insert: Nylon

Wire Saddle Clamp: Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Cord Clamp Screws: Steel, Zinc-plated

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Desainti Cord Lenath Y-Cordset W-Cordset
eseriprion ord teng Woodhead No. Order No. Woodhead No. Order No.
Yellow 12 gauge SOOW cord 0.91m (3.0') 1433-Y 130154-0034 1433-W 130154-0033
= / ! 3
Super-Safeway Industrial Rubber Molded W Cordset with Inline GFCI
. W-Cordset
Description Cord Length Woodhead No. Order No.
Yellow, 12 gauge SJOW cord with inline GF(I 0.91m (3.0) 1433-W-IN 130154-0105

Find adapters and technical support at the end of this secfion

www.molex.com/woodhead molex D-75
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Industrial Duty
Wiring Devices
Straight Blade
20A 250V
2-Pole /3-Wire
NEMA 6-20

Super-Safeway Industrial Rubber Plug and Connector

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best

performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E46237

(SAFile No.: LR6837

® e

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 f0 .640"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Descrintion Plug Connector
prI
d Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1448 130141-0020 1548 130141-0036
Safeway Industrial Nylon Plug and Connector
Desarinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 5466 130144-0061 5469 130144-0063
Yellow and white 5466YL 130144-0062 546911 130144-0064
e
s
i W ?‘r_r
3 *.'
Ol [
\ " -
hot
1548MB 5462DW 5462DWCR
Safeway Receptacle and Inlet
L Single Receptacle Duplex Receptacle
Description Woodhead No. Order No. Woodhead No. Order No.
White, flanged 1548MB 130149-0013
Brown 54520W* 130148-0106
Brown, heavy-duty 5462DW* 130148-0107
Yellow, heavy-duty corrosion resistant 5462DWCR* 130148-0108
* Not CSA listed
Find adapters and technical support at the end of this section
D-76 molex www.molex.com/woodhead



Industrial Duty
Wiring Devices
Straight Blade
20A 250V

2-Pole /3-Wire
NEMA 6-20

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering
Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire
Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation
e Transparent wiring guide to verify all wire strands are in
place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life
© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: 38085
Y Non-Inline GFCI Cordsei—E38085
CSA File No.: LR6837
Y Non-Inline GFCI Cordset—LL52750

® @&

Physical

Plug blades and connector contacis: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020

Safeway Outer Housing: Nylon
Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 14 gauge SOOW cord 7.62m (25.0') 1448A143 130143-0115
Super-Safeway Industrial Rubber Molded Y Cordset
. Y-Cordset
Description Cord Length Woodhead No. Order No.
Yellow 12 gauge SOOW cord 091m (3.0') 1448-Y 130154-0041
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-77
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Industrial Duty
Wiring Devices
Straight Blade
15A 125V

10A 250V
3-Pole/3-Wire
Non-NEMA

Py ' .

48
"{, “ie

v Y

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded %" terminal screws pre-set in open position,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Physical

Plug blades and connector contacis: Nickel-plated Brass

Super-Safeway™ Outer Housing: NEGTEX Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 f0 .640"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydes of overload at 150% of
rated current at a power factor of 75%.

Industrial Duty
Wiring Devices
Straight Blade
50A 250V

2-Pole /3-Wire
NEMA 6-50

Bl®
? 0

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 1407 130141-0007 1507 130141-0024
Features and Benefits Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway™ Outer Housing: NEGTEX Paracril 020
rubber

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrintion Plug Connector
pri
4 Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 8664 130142-0051 8665 130142-0052
Find adapters and technical support at the end of this section
D-78 molex www.molex.com/woodhead



H Features and Benefits Reference Information
IndUS"mI DUI'y o NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: Plug and Connector—E10176

Wiring Devices performance for abrasion, chemical exposure and CSA File No.: LR6837
lOCkiI'Ig Blade femperature extremes within the Super-Safeway™ @ @
15A 125V o
* Rugged nylon bodies within the Safeway® offering Physical
2-Pole / 2-Wire provide exceptional durability and performance Plug blades and connecior confacis: Nickel-plated Brass
NEMA L1-15 * (olor-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020
ready fo wire rubber

e Wire screw terminals are tri-drive fo be used with Safeway Outer Housing: Nylon
siraight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel

* Floating blade construction provides self-alignment, Face Insert: Nylon
and a better mechanical and elecirical connection Wire Saddle Clamp: Brass
minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated

* Transparent wiring guide to verify all wire strands are in  Plug/Connector Range: .335 o .640"
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Super-Safeway Industrial Rubber Plug and Connector

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2404 130141-0043 2504 130141-0052
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and White 24104 130144-0017 25104 130144-0019
{ e{ { j '
Safeway Receptacle and Inlet
Descripti Single Receptace Single Male
eseriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2504MB 130149-0018 2404MB 130143-0014
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-79
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Industrial Duty
Wiring Devices
Locking Blade
20A 250V
2-Pole /2-Wire
NEMA 12-20

2O

Wiring Devices E

=

mi)

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 f0 .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Describtion Plug Connector
eseriphio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2607 130141-0061 2707 130141-0065
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 26107 130144-0021 27107 130144-0022
Find adapters and technical support at the end of this section
D-80 molex www.molex.com/woodhead
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Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

lOCkiI'Ig Blade :}lfr;[r)_t:‘rglure extremes within the Super-Safeway™

i
15A 125V * Rugged nylon bodies within the Safeway® offering
2-Pole / 3-Wire provide exceptional durability and performance
NEMA L5-15 * (Color-coded 4" terminal screws pre-set in open position,

ready fo wire

e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive

screws fo firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E46237

(SAFile No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 10 .640"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Descrinti Plug Connector Lighted Plug Lighted Connector
esription Woodhead No. Order No. Woodhead No. Order No. Woodhead No.* Order No. Woodhead No.* Order No.
Yellow rubber 2447 130141-0047 2547 130141-0056
Yellow rubber ground continuity monitor 2447E1 130141-0048 25476(M 130141-0057
* Ground continuity monitor lights indicating a good ground is present
fis N
Safeway Industrial Nylon Plug and Connector
Descrinti Plug Connector
escription Woodhead No. Order No. Woodhead No. Order No.

Black and white 4720 130144-0023 4729 130144-0025

Yellow and white 4720YL 130144-0024 4729YL 130144-0026
Safeway Receptacle and Inlet

- Single Receptacl Duplex Receptacl Single Male Inlet
Description
Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2547MB 130149-0021 2447MB 130149-0016
Brown, heavy-duty 4700DW! 130148-0074

1 Not UL/CSA listed
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-81
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H Features and Benefits Reference Information
IndUS'rNI DUI'Y © NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: E38085

Wil‘illg Devices performance for abrasion, chemical exposure and Y and W Non-Inline GFCI Cordset—E38085
i temperature extremes within the Super-Safeway™ (SAFile No.: LR6837
|l.0(kllllg BlV(I de offering Y and W Non-Inline GFCI Cordset—LL52750
5 5 * Rugged nylon bodies within the Safeway® offering @ @
2-Pole / 3-Wire pr(luvide gx;epﬁonal durlubility and performance
_ ® (Color-coded %" terminal screws pre-set in open position,  Physical
NEMA L5-15 ready o wire Plug blades and connector contacs: Nickel-plated Brass
o Wire screw terminals are tri-drive to be used with Super-Safeway Outer Housing: NEGTEX Paracril 0Z0

straight blade, Phillips and square-drive screw drivers rubber

Floating blade construction provides self-alignment, Safeway Outer Housing: Nylon

and a better mechanical and electrical connection Face Screws: Stainless Steel
minimizing wear and heat generation Face Insert: Nylon

o Transparent wiring guide fo verify all wire strands are in - Wire Saddle Clamp: Brass

place before securing wire Cord Clamp Screws: Steel, Zinc-plated
o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E
[ ]

Super-Safeway Industrial Rubber Cordset

Description Cord Length Woodhead No. Order No.

Yellow 16 gauge SOOW cord 7.62m (25.0') 2447A163 130143-0174
15.2m (50.0') 24478143 130143-0176
Yellow 14 gauge SOOW Cord 30.5m (100.0) 24470143 130143-0178

Super-Safeway Industrial Rubber Molded Y and W Cordset

Descrintion Cord Lenath Y-Cordset W-Cordset
P " Woodhead No. Order No. Woodhead No. Order No.
Yellow 12 gauge SOOW cord 0.9Tm (3.0') 2447Y 130154-0056 2047-W 130154-0055
Find adapters and technical support at the end of this section
D-82 molex www.molex.com/woodhead
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Industrial Duty
Wiring Devices
Locking Blade

15A 250V

2-Pole/3-Wire

NEMA L6-15

ey
S

Features and Benefits

e Transparent wiring guide to verify all wire strands are in

Super-Safeway Industrial Rubber Plug and Connector

NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire

Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Reference Information
UL File No.: E10176
(SA File No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 10 .640"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2449 130141-0051 2549 130141-0060
Safeway Receptacle and Inlet
Descripti Single Receptacle Single Male Inlet
eseriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2549MB 130149-0022 2449MB 130149-0017
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-83
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Industrial Duty
Wiring Devices
Locking Blade
15A 277V
2-Pole /3-Wire
NEMA L7-15

Wiring Devices E
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Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 f0 .640"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Descrnti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2434 130141-0045 2534 130141-0054
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eacriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 4770 130144-0031 4779 130144-0033
Safeway Receptacle and Inlet
- Single Receptacle
Description Woodhead No. Order No.
White, flanged 2534MB 130149-0020
Find adapters and technical support at the end of this section
D-84 molex www.molex.com/woodhead
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Industrial Duty
Wiring Devices
Locking Blade
20A 125V
2-Pole /3-Wire
NEMA L5-20

g N
Z A
s

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

* Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance

® Color-coded 4" terminal screws pre-set in open position,

ready fo wire
e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E68122

(SAFile No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .335 10 .640"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Description Plug Connector
pn
d Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2647 130141-0062 2741 130142-0021
e
e ‘Q
B
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eserprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 26747 130145-0008 27747 130145-0030
Yellow and white 26T47YL 130145-0010 27T47YL 130145-0031
ﬁ. 'y
|
W
A=
Safeway Receptacle and Inlet
Description Single Receptacl Single Male Inlet
pn
d Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2747MB 130149-0039 2647MB 130149-0027
Black, heavy-duty 4747 130149-0066
Yellow, heavy-duty corrosion resistant 4141 R 130149-0067
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-85
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Industrial Duty
Wiring Devices
Locking Blade
20A 125V
2-Pole /3-Wire
NEMA 15-20

Wiring Devices E

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best

performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering

provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,

ready to wire

o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,

and a etter mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw

provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive

screws to firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: E38085
CSA File No.: LR6837

® &

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
7.62m (25.0') 26470143 130143-0204
Yollow 14 gouge SOOW cord 15.2m (50.0') 26478143 130143-0207
7.62m (25.0') 26470123 130143-0203
Yellow 12 gauge SOOW cord 15.2m (50.0') 26478123 130143-0205
30.5m (100.0') 2647D123 130143-0209
Super-Safeway Industrial Rubber Cordset with Inline GFCI
Description Cord Length Woodhead No. Order No.
Yellow 12 gauge SJOW cord with inline GFCI .305m (1.0°) 2647E123IN 130143-0210
Find adapters and technical support at the end of this section
D-86 molex www.molex.com/woodhead
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H Features and Benefits Reference Information
Ind“S"mI Dl“y o NEGTEX® Paracril 0Z0 rubber hody yields the best UL File No.: E38085

Wiring Devices performance for abrasion, chemical exposure and Y and W Non-Inline GFCI Cordset—E38085
i temperature extremes within the Super-Safeway™ (SA File No.: LR6837
lemg Blude offering Y and W Non-Inline GFCI Cordset—LL52750
20A 125V * Rugged nylon bodies within the Safeway® offering @ @
2-Pole / 3-Wire prtlwide :x;eptionul durlubilily and performance
i ® (olor-coded 4" terminal screws pre-set in open position,  Physical
NEMA L5-20 ready to wire Plug)]l blades and connector contacts: Nickel-plated Brass
e Wire screw terminals are tri-drive fo be used with Super-Safeway Outer Housing: NEGTEX Paracril 020
siraight blade, Phillips and square-drive screw drivers rubber
* Floating hlade consiruction provides self-alignment, Safeway Outer Housing: Nylon
and a better mechanical and electrical connection Face Screws: Stainless Steel
minimizing wear and heat generation Face Insert: Nylon
o Transparent wiring guide to verify all wire strands are in Wire Saddle Clamp: Brass
place before securing wire Cord Clamp Screws: Steel, Zinc-plated

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices =

Super-Safeway Industrial Rubber Molded Y and W Cordset

Y-Cordset W-Cordset
Woodhead No. Order No. Woodhead No. Order No.
Yellow 12 gauge SOOW cord 0.91m (3.0 2647-Y 130154-0064 2647-W 130154-0062

Description Cord Length

Super-Safeway Industrial Rubber Molded Y and W Cordset with Inline GFCI

Descrintion Cord Lenath Y-Cordset W-Cordset
seript g Woodhead No. Order No. Woodhead No. Order No.
Yellow 12 gauge SJOW cord with inline GFCI 0.91m (3.0 2647-Y-IN 130154-0065 2647-W-IN 130154-0063
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-87
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Industrial Duty
Wiring Devices
Locking Blade
20A 250V
2-Pole /3-Wire
NEMA L6-20

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information

UL File No.: Plug and Connector—E10176
Receptacle—E46237

(SAFile No.: LR6837

® e

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 10 .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

* 9
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Super-Safeway Industrial Rubber Plug and Connector
Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2648 130141-0063 2748 130141-0066
L
Safeway Industrial Nylon Plug and Connector
Description Plug Connector
esriptio Woodhead No. Order No. Woodhead No. Order No.
Black and white 26148 130145-0011 27748 130145-0032
Yellow and white 26T48YL 130145-0012 27T48YL 130145-0033
‘ =
\ 7 )
e,
Safeway Receptacle and Inlet
Descrntion Single Receptacle Single Male Inlet
P Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2748MB 130149-0040 2648MB 130149-0028
Black, heavy-duty 4748 130149-0068
Yellow, heavy-duty corrosion resistant 4748QR 130149-0069

Find adapters and technical support at the end of this section

D-88
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H Features and Benefits Reference Information
IndUS"mI DUI'y o NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: E38085

ermg Devices performance for abrasion, chemical exposure and (SA File No.: LR6837
lOCkiI‘Ig Blade temperature exiremes within the Super-Safeway™ @ @
20A 250V o s i .
* Rugged nylon bodies within the Safeway® offering Physical
2-Pole / 3-Wire provide exceptional durability and performance Plug blades and connector contacts: Nickel-plated Brass
NEMA L6-20 * (olor-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020
ready fo wire rubber
e Wire screw terminals are tri-drive fo be used with Safeway Outer Housing: Nylon
siraight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel
* Floating blade construction provides self-alignment, Face Insert: Nylon
and a better mechanical and elecirical connection Wire Saddle Clamp: Brass
minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated
o Transparent wiring guidg to verify all wire strands are in Environmental
place before securing wire

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Wiring Devices E

.-E..-
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Super-Safeway Industrial Rubber Cordset

Description Cord Length Woodhead No. Order No.
Yellow 14 gauge SOOW cord 7.62m (25.0') 2648A143 130143-0212
Yellow 12 gauge SOOW cord 7.62m (25.0') 2648A123 130143-0211

Find adapters and technical support at the end of this section

www.molex.com/woodhead molex D-89
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Industrial Duty
Wiring Devices
Locking Blade
20A 277V
2-Pole /3-Wire
NEMA L7-20

Wiring Devices E

= 1
2 ="

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 f0 .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Descripti Plug Connector
eseriprion Woodhead No Order No. Woodhead No Order No.
Yellow rubber 2649 130141-0064 2749 130142-0023
Safeway Industrial Nylon Plug and Connector
Description Plug Connector
eseriphio Woodhead No. Order No. Woodhead No. Order No.
Black and white 26149 130145-0013 27749 130145-0034
Safeway Receptacle and Inlet
Single Receptacle
Descripti
sserption Woodhead No. Order No.
Black, heavy-duty 4749 130149-0070
White, flanged 2749MB 130149-0041

Find adapters and technical support at the end of this section

D-90
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Industrial Duty
Wiring Devices
Locking Blade
30A 125V
2-Pole/3-Wire
NEMA L5-30

“
>

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

* Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance

® Color-coded 4" terminal screws pre-set in open position,
ready fo wire

e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: E38085
(SA File No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 10 .840"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2847 130142-0033 2947 130141-0067
Safeway Industrial Nylon Plug and Connector
Descrintion Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Black and white 28147 130145-0048 29147 130145-0071
—-%“x‘ i
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Super-Safeway Industrial Rubber Cordset
Description Cord Length Woodhead No. Order No.
Yellow 12 gauge SOOW cord 7.62m (25.0') 2847A123 130143-0252
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-91
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Wiring Devices E

Industrial Duty
Wiring Devices

Features and Benefits

NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

lo‘king Blade L??;;:.(:Ir:wre extremes within the Super-Safeway™ @ @
i
30A 250V . * Rugged nylon hodies within the Safeway® offering Physical
2-Pole / 3-Wire provide exceptional durability and performance Plug blades and connector contacts: Nickel-plated Brass
NEMA L6-30 © (Color-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020

O

ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

LR 2
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Super-Safeway Industrial Rubber Plug and Connector

rubber
Safeway Outer Housing: Nylon
Face Screws: Stainless Steel
Face Insert: Nylon
Wire Saddle Clamp: Brass
Cord Clamp Screws: Steel, Zinc-plated
Plug/Connector Range: .425 1o 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Descrnti Plug Connector
eseriprion Woodhead No Order No. Woodhead No Order No.
Yellow rubber 2848 130142-0034 2948 130141-0068
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
escriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 28748 130145-0050 29148 130145-0072
Find adapters and technical support at the end of this section
D-92 molex www.molex.com/woodhead



Industrial Duty
Wiring Devices
Locking Blade

offering

30A 250V * Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
NEMA L6-30 ® Color-coded 4" terminal screws pre-set in open position,

2-Pole /3-Wire

ready fo wire

e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life
© Two-piece cord-clamp strain relief includes tri-drive

screws fo firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: E38085
Y Non-Inline GFCI Cordset—E38085
(SA File No.: LR6837
Y Non-Inline GFCI Cordset—LL52750

® @&

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 12 gauge SOOW cord 7.62m (25.0') 2848M123 130143-0255
7.62m (25.0') 2848A103 130143-0254
Yollow, 10 Gauge SOOW Cord 15.2m (50.0) 28488103 130143-0312
Super-Safeway Industrial Rubber Molded Y Cordset
Y-Cordset
Descripti Length
escription Cord Leng Woodhead No. Order No.
Yellow 12 gauge SOOW cord 0.91m (3.0 2848-Y 130154-0073
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-93
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Industrial Duty
Wiring Devices

Locking Blade

30A 277V .
2-Pole /3-Wire

NEMA L7-30 ’

Wiring Devices E
[ ]

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best

performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open posifion,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information
UL File No.: E10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 1o 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.
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Super-Safeway Industrial Rubber Plug and Connector
Description Plug Connector
eseriphio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2849 130142-0035 2949 130141-0069
Find adapters and technical support at the end of this section
D-94 molex www.molex.com/woodhead
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Features and Benefits

o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

* Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance

® Color-coded 4" terminal screws pre-set in open position,
ready fo wire

e Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Industrial Duty
Wiring Devices
Locking Blade

15A 125V

10A 250V
3-Pole/3-Wire
Non-NEMA Locking

DI

.
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Super-Safeway Industrial Rubber Plug and Connector

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 o .840"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full

rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2407 130141-0044 2507 130141-0053
Safeway Industrial Nylon Plug and Connector
Descrintion Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Black and white 4730 130144-0027 4739 130144-0029
Safeway Receptacle and Inlet
Desrinti Single Receptacle Single Male Inlet
eseriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2507MB 130149-0019 2407MB 130149-0014
Super-Safeway Industrial Rubber Cordset
Description Cord Length Woodhead No. Order No.
Yellow 16 gauge SOOW cord 15.24m (50.0') 24078163 130143-0171
Yellow 14 gauge SOOW cord 7.62m (25.0') 24070143 130143-0169
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-95
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Industrial

Duty

Wiring Devices
Locking Blade

20A 125/250V
3-Pole/3-Wire
Non-NEMA Locking

0]
[9)

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information
UL File No.: ET10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 1o 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.
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Super-Safeway Industrial Rubber Plug and Connector
Descripfi Plug, No Ground Connector, No Ground Plug with Ground Connector, with Ground
escription Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2608 130142-0002 2708 130142-0017
Yellow rubber with grounding tab 26086 130142-0004 27086 130142-0018
Safeway Industrial Nylon Plug and Connector, No Ground
Descrinti Plug Connector
esription Woodhead No. Order No. Woodhead No. Order No.

Black and white 26108 130145-0002 27108 130145-0025

Safeway Receptacle and Inlet, No Ground
Desarotion Single Receptacle Single Male Inlet
P Woodhead No. Order No. Woodhead No. Order No.

White, flanged 2708MB 130149-0036 2608MB 130149-0024
Find adapters and technical support at the end of this section
D-96 molex www.molex.com/woodhead



Industrial Duty
Wiring Devices
Locking Blade

20A 125/250V
3-Pole/3-Wire
Non-NEMA Locking

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering
Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y™ terminal screws pre-set in open position,
ready fo wire
Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: E38085
Y Non-Inline GFCI Cordsei—E38085
CSA File No.: LR6837
Y Non-Inline GFCI Cordset—LL52750

® @&

Physical

Plug blades and connector contacis: Nickel-plated Brass

Safeway Outer Housing: Nylon
Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Super-Safeway Outer Housing: NEGTEX Paracril 020

Cord Clamp Screws: Steel, Zinc-plated

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 14 gauge SOOW cord 15.2m (50.0') 26088143 130143-0201
Super-Safeway Industrial Rubber Molded Y and W Cordsets
L Y-Cordset
Description Cord Length Woodhead No. Order No.
Yellow 12 gauge SOOW cord 0.91m (3.0 2608-Y 130154-0106
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-97
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Industrial Duty
Wiring Devices

Locking Blade

30A 250V .
3-Pole/3-Wire

Non-NEMA Locking ‘

Wiring Devices E
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Super-Safeway Industrial Rubber Plug and Connector

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best

performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open posifion,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Reference Information
UL File No.: E10176
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 to .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2808 130142-0031 2908 130145-0066
Find adapters and technical support at the end of this section
D-98 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information
UL File No.: Plug and Connector—E10176
Receptacle—E46237

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

lOCkiI'Ig Blade tt}lfnperulure extremes within the Super-Safeway™ (SA File No.: LR6837
offering .
20A 1 25/ 250V * Rugged nylon bodies within the Safeway® offering @ @
3-Pole / 4-Wire provide exceptional durability and performance Physical
NEMA L14-20 © (olor-coded %" terminal screws pre-set in open position, Plug blades and connector contacts: Nickel-plated Brass
ready to wire Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
e Wire screw terminals are tri-drive fo be used with rubber
Lo siraight blade, Phillips and square-drive screw drivers  Safeway Outer Housing: Nylon
Q 0 * Floating hlade consiruction provides self-alignment, Face Screws: Stainless Steel
P and a better mechanical and elecirical connection Face Insert: Nylon

minimizing wear and heat generation Wire Saddle Clamp: Brass
o Transparent wiring guide to verify all wire strands are in  Cord Clamp Screws: Steel, Zinc-plated
place before securing wire Plug/Connector Range: .325 1o .840"
o (aptive, tri-drive head, Stainless Steel, speed screw Environmental

provi(!es easy assermbly upd Ior.lg I.ife . Operating Temperature: Maximum continuous 75° (,
© Two-piece cord-clamp strain relief includes tri-drive minimum ~40° C (no impac)

screws fo firmly secure the cord Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Wiring Devices E

Super-Safeway Industrial Rubber Plug and Connector

Descrintion Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2674 130142-0009 2774 130142-0024
Safeway Industrial Nylon Plug and Connector
Descriptio Plug Connector
prion Woodhead No. Order No. Woodhead No. Order No.
Black and white 26174 130145-0015 27174 130145-0035
Safeway Receptacle and Inlet
Descintion Single Receptacle Single Male Inlet
P Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2774M8 1301490042 2674MB 1301490029
Black 4774 130149-0071
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-99
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Industrial Duty
Wiring Devices
Locking Blade
20A 125/250V
3-Pole/4-Wire
NEMA L14-20
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Super-Safeway Industrial Rubber Cordset

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best

performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

* Rugged nylon hodies within the Safeway® offering

provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open position,

ready fo wire

o Wire screw terminals are tri-drive to be used with

straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,

and a etter mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw

provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive

screws to firmly secure the cord

Reference Information
UL File No.: E38085
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 16 gauge SOOW cord 15.2m (50.0') 26748124 130143-0214
Find adapters and technical support at the end of this section
D-100 molex www.molex.com/woodhead
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H Features and Benefits Reference Information
IndUS"mI DUI'y o NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: Plug and Connector—E10176

ermg Devices performance for abrasion, chemical exposure and Receptacle—E46237
lOCkiI‘Ig Blade tt}lfnperalure extremes within the Super-Safeway™ (SA File No.: LR6837
offering .
20A 250V 30 * Rugged nylon bodies within the Safeway® offering @ @
3-Pole / 4-Wire provide exceptional durability and performance Physical
NEMA L15-20 ® (olor-coded %" terminal screws pre-set in open position, Plug blades and connector contacts: Nickel-plated Brass
ready to wire Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
e Wire screw terminals are tri-drive fo be used with rubber
|/ siraight blade, Phillips and square-drive screw drivers  Safeway Outer Housing: Nylon
8 {) * Floating blade construction provides self-alignment, Face Screws: Stainless Steel
P and a better mechanical and elecirical connection Face Insert: Nylon
minimizing wear and heat generation Wire Saddle Clamp: Brass
o Transparent wiring guide to verify all wire strands are in  Cord Clamp Screws: Steel, Zinc-plated
place before securing wire Plug/Connector Range: .325 1o .840"

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Wiring Devices E

&g o 3
Cr A

Super-Safeway Industrial Rubber Plug and Connector

Descrii Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2675 130142-0010 2775 130142-0025
Safeway Industrial Nylon Plug and Connector
Desainti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 26175 130145-0017 27175 130145-0037

Safeway Receptacle and Inlet

Descripti Single Receptace
estriprion Woodhead No. Order No.
Black 4775 130149-0072
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-101
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H Features and Benefits Reference Information
Indus"mI D“'y  NEGTEX® Paracril 0Z0 rubber body yields the best UL File No.: Plug and Connector—E10176

Wll‘lllg Devices performance for abrasion, chemical exposure and Receptacle—E46237
lo‘king Blade Ie%lfnperulure extremes within the Super-Safeway™ (SA File No.: LR6837
offering g
20A 480V 30 * Rugged nylon hodies within the Safeway® offering @ @
3-Pole/4-Wire provide exceptional durability and performance Physical
NEMA L16-20 © (Color-coded %" terminal screws pre-set in open position,  Plug blades and connector contacts: Nickel-plated Brass
ready to wire Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
o Wire screw terminals are tri-drive to be used with rubber
< siraight blade, Phillips and square-drive screw drivers  Safeway Outer Housing: Nylon
Q {) © Floating blade construction provides self-alignment, Face Screws: Stainless Steel
o and a better mechanical and electrical connection Face Insert: Nylon
minimizing wear and heat generation Wire Saddle Clamp: Brass
o Transparent wiring guide to verify all wire strands are in - Cord Clamp Screws: Steel, Zinc-plated
place before securing wire Plug/Connector Range: .425 to 1.150"

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices

o ] ;
w 8"\
h’g T

Super-Safeway Industrial Rubber Plug and Connector

.

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2676 130142-0012 2776 130142-0026
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eacriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 2176 1301450019 2176 130145-0039
Safeway Receptacle and Inlet
- Single Receptacle
Description Woodhead No. Order No.
Black 4776 130149-0074
Find adapters and technical support at the end of this section
D-102 molex www.molex.com/woodhead
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Features and Benefits

Industrial Duty
Wiring Devices

lOCkiI'Ig Blade temperature exiremes within the Super-Safeway™
offering
30A1 25/ 250V * Rugged nylon bodies within the Safeway® offering
3-Pole / 4-Wire prtllvide :x;eplionul durlability and performance
- ® (olor-coded %" terminal screws pre-sef in open position,
NEMA L14-30 ready fo wire
e Wire screw terminals are tri-drive fo be used with
Loyl siraight blade, Phillips and square-drive screw drivers
G 0 * Floating blade construction provides self-alignment,
o~ and a better mechanical and elecirical connection

o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw

provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord
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Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: E10176
(SA File No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 t0 1.150"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descripti Plug Connector
estriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2874 130142-0036 2974 130142-0043
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 28174 130145-0052 29174 130145-0076
Safeway Receptacle and Inlet
Descriptio Single Recey Single Male Inlet
'pion Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2974MB 130149-0059 2874MB 130149-0051
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-103

Wiring Devices E
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Reference Information
UL File No.: ET10176
CSA File No.: LR6837

Features and Benefits
© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

lo‘king Blade Le;r{r;;:.(:lr:wre extremes within the Super-Safeway™ @ @
i
30A 250V 3? * Rugged nylon hodies within the Safeway® offering Physical
3-Pole/4-Wire provide exceptional durability and performance Plug blades and connector contacts: Nickel-plated Brass
NEMA L15-30 © (Color-coded %" terminal screws pre-set in open position, ~ Super-Safeway Outer Housing: NEGTEX Paracril 020

ready fo wire rubber

Wire screw terminals are tri-drive to be used with Safeway Outer Housing: Nylon
straight blade, Phillips and square-drive screw drivers  Face Screws: Stainless Steel

Floating blade construction provides self-alignment, Face Insert: Nylon

Y and a better mechanical and electrical connection Wire Saddle Clamp: Brass

minimizing wear and heat generation Cord Clamp Screws: Steel, Zinc-plated
Transparent wiring guide to verify all wire strands are in  Plug/Connector Range: 425 to 1.150"
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

=
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Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices

Super-Safeway Industrial Rubber Plug and Connector

Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2875 130142-0037 2975 130142-0044
Safeway Industrial Nylon Plug and Connector
L Plug Connector
DescriptionD-104 Woodhead No. Order No. Woodhead No. Order No.
Black and white 28175 130145-0054 9175 130145-0078
Safeway Receptacle and Inlet
Descripti Single Receptacl Single Male Inlet
eacriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2975MB 130149-0060 2875MB 130149-0052
Find adapters and technical support at the end of this section
D-104 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information
UL File No.: Plug and Connector—E10176
Receptacle—E46237

Features and Benefits
o NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

Industrial Duty
Wiring Devices

lo(king Blade tt}lfnperulure extremes within the Super-Safeway™ (SA File No.: LR6837
offering .
30A 430V 30 * Rugged nylon bodies within the Safeway® offering @ @
3-Pole / 4-Wire provide exceptional durability and performance Physical
NEMA L16-30 ® (olor-coded %" terminal screws pre-set in open position, Plug blades and connector contacts: Nickel-plated Brass
ready fo wire Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
o Wire screw terminals are tri-drive to be used with rubber
/ siraight blade, Phillips and square-drive screw drivers  Safeway Outer Housing: Nylon

Face Screws: Stainless Steel
Face Insert: Nylon

* Floating blade construction provides self-alignment,
and a better mechanical and electrical connecion

G J

Wiring Devices E

L
minimizing wear and heat generation Wire Saddle Clamp: Brass
o Transparent wiring guide to verify all wire strands are in  Cord Clamp Screws: Steel, Zinc-plated
place before securing wire Plug/Connector Range: .425 to 1.150"
o (api[\(/]e, tri-drive heulﬂ, Stu:inlless Sﬂ:el, speed screw Environmental
. ¥r0w 165 easy duslsem y an opgf! eI des trichi Operating Temperature: Maximum continuous 75° (,
wo-pleceffor I-c amp strI:un re dle includes ri-drive minimum ~40° C (no impac)
screws fo tirmly secure the cor Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.
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Super-Safeway Industrial Rubber Plug and Connector
Descrintion Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2876 130142-0038 2976 130142-0045
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
estriphion Woodhead No. Order No. Woodhead No. Order No.
Yellow 28176 130145-0056 29176 130145-0080
Safeway Receptacle and Inlet
Descintion Single Receptacle Single Male Inlet
P Woodhead No. Order No. Woodhead No. Order No.
White, flanged 2976MB 130149-0061 2876MB 130149-0053
Black 4976 130149-0085
Corrosion resistant 4976CR 130149-0086
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-105
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Industrial Duty
Wiring Devices
Locking Blade
30A 480V 30
3-Pole/4-Wire
NEMA L16-30

Features and Benefits

NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance
Color-coded Y4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp sirain relief indudes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Cordset

Reference Information
UL File No.: E38085
CSA File No.: LR6837

®C

Physical

Plug blades and connector contacs: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Description Cord Length Woodhead No. Order No.
Yellow 10 gauge SOOW cord 15.2m (50.0') 28768104 130143-0257
Find adapters and technical support at the end of this section
D-106 molex www.molex.com/woodhead
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H Features and Benefits
In,d _u S"lu! DUI'y o NEGTEX® Paracril 0Z0 rubber body yields the best
erlng Devices performance for abrasion, chemical exposure and
lOCkiI'Ig Blade temperature exiremes within the Super-Safeway™
offering
30A 600V 30 * Rugged nylon bodies within the Safeway® offering
3-Pole / 4-Wire provide exceptional durability and performance
. ® Color-coded 4" terminal screws pre-set in open position,

NEMA L17-30 ready fo wire

siraight blade, Phillips and square-drive screw drivers

e Wire screw terminals are tri-drive fo be used with
fwv)
@ I) * Floating blade construction provides self-alignment,
Y

and a better mechanical and electrical connecion

minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in

place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw

provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive

screws fo firmly secure the cord

e | B

Super-Safeway Industrial Rubber Plug and Connector

Reference Information
UL File No.: E10176
(SA File No.: LR6837

®e

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 t0 1.150"

Environmental
Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2877 130142-0039 2977 130142-0046
Safeway Industrial Nylon Plug and Connector
Descripti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Black and white 28177 130145-0058 29177 130145-0082
Find adapters and technical support at the end of this secfion
www.molex.com/woodhead molex D-107
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Industrial Duty
Wiring Devices
Locking Blade

50A 125/250V
3-Pole/4-Wire
Non-NEMA Locking CA

Wiring Devices E
[}
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Safeway Industrial Nylon Plug and Connector

Features and Benefits

© Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open posifion,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

e Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Physical

Plug blades and connector contacis: Nickel-plated Brass
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow (S6365N 130155-0134 (S6364N 130155-0133
Safeway Receptacle and Inlet
Descrinti Single Receptacle Single Male Inlet
eseriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged (56375 130155-0137
Black (56369 130155-0135

Find adapters and technical support at the end of this section

D-108

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Industrial Duty
Wiring Devices
Locking Blade

50A 250V 30
3-Pole /4-Wire
Non-NEMA Locking CA

Safeway Industrial Nylon Plug and Connector

Features and Benefits

© Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance

® (olor-coded 4" terminal screws pre-set in open position,
ready fo wire

e Wire screw terminals are tri-drive fo be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

e (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX® Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Desainti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow (58365N 130155-0157 (58364N 130155-0156
Safeway Receptacle and Inlet
Descriofi Single Receptacle Single Male Inlet
eseriprion Woodhead No. Order No. Woodhead No. Order No.
White, flanged (58375 130155-0159
Black (58369 130155-0158
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-109

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Industrial Duty
Wiring Devices
Locking Blade

50A 480V 30
3-Pole/4-Wire
Non-NEMA Locking CA

Wiring Devices E
o)
o)

Safeway Industrial Nylon Plug and Connector

Features and Benefits

© Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open posifion,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

© Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Physical

Plug blades and connector contacs: Nickel-plated Brass
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrnti Plug Connector
esiption Woodhead No. Order No. Woodhead No. Order No.
Black and white (S8165N 130155-0145 (S8164N 130155-0144
Safeway Receptacle and Inlet
- Single Receptacle Single Male Inlet
Description Woodhead No. Order No. Woodhead No. Order No.
White, flanged (58175 130155-0147
Black (58169 130155-0146

Find adapters and technical support at the end of this section

D-110

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Industrial Duty
Wiring Devices

Locking Blade

50A 600V AC/250V DC
Grounding
3-Pole/4-Wire
Non-NEMA

Safeway Industrial Nylon Plug and Connector

Features and Benefits

* Rugged nylon bodies within the Safeway® offering
provide exceptional durability and performance

® (olor-coded 4" terminal screws pre-set in open position,
ready fo wire

© Wire screw terminals are tri-drive fo be used with
straight blade, Phillips and square-drive screw drivers

* Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

e Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX® Paracril 0Z0
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descriptio Plug Connector
'pion Woodhead No. Order No. Woodhead No. Order No.
Yellow 7765N 130155-0123 7764N 130155-0122
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-111

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Industrial Duty
Wiring Devices

Locking Blade

50A 600V AC/250V DC
3-Pole/4-Wire
Non-NEMA Locking

Wiring Devices E
I}
o)

Safeway Industrial Nylon Plug and Connector

Features and Benefits

© Rugged nylon hodies within the Safeway® offering
provide exceptional durability and performance

© (olor-coded %" terminal screws pre-set in open posifion,
ready fo wire

o Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

e Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

o Transparent wiring guide to verify all wire strands are in
place before securing wire

o (aptive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

© Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Physical

Plug blades and connector contacis: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX® Paracril 00
rubber

Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Descripti Plug Connector
escriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow 3765N 130155-0042 3764N 130155-0041
Safeway Receptacle and Inlet
Descripti Single Receptacl Single Male Inlet
escriprion Woodhead No. Order No. Woodhead No. Order No.
White, Flanged 3775 130155-0044
Black 3769 130155-0043
Find adapters and technical support at the end of this section
D-112 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Industrial Duty
Wiring Devices

Locking Blade

20A 208V .

4-Pole /4-Wire

Non-NEMA ‘
Q [ ]

)
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Super-Safeway Industrial Rubber Plug and Connector

Features and Benefits

NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and

temperature exiremes within the Super-Safeway™

offering
Color-coded %" terminal screws pre-set in open position,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers

Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in

place before securing wire
Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive

screws fo firmly secure the cord

Wire Saddle Clamp: Brass

Reference Information

UL File No.: E10176 @ @

(SA File No.: LR6837

Physical

Plug blades and connector contacts: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Cord Clamp Screws: Steel, Zinc-plated
Plug/Connector Range: .425 to 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Plug

Connector

Description

Woodhead No. Order No.

Woodhead No. Order No.

Yellow rubber

2609 130142-0006

2709 130142-0019

Find adapters and technical support at the end of this secfion

Industrial Duty

Wiring Devices

Locking Blade

30A 208V .

4-Pole /4-Wire

Non-NEMA Locking :
= ’

~
IS

Super-Safeway Industrial Rubber Plug and Connector

Features and Benefits

NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

Color-coded Y™ terminal screws pre-set in open position,
ready fo wire

Wire screw terminals are tri-drive fo be used with
siraight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

Reference Information

UL File No.: E10176 @ @

(SA File No.: LR6837

Physical

Plug blades and connector contacts: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 to 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Descrintion Plug Connector
esriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2809 130142-0032 2909 130145-0067
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-113

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Industrial Duty
Wiring Devices

Locking Blade
20A 208V 30
4-Pole /5-Wire
NEMA L21-20
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Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open posifion,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

o
Q!
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Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No.: E10176 @ @

(SAFile No.: LR6837

Physical

Plug blades and connector contacis: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 to .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Description

Plug

Connector

Woodhead No. Order No.

Woodhead No. Order No.

Yellow rubber

2681 130142-0014

2781 130142-0028

Find adapters and technical support at the end of this section

Industrial Duty
Wiring Devices
Locking Blade
20A 480V 30
4-Pole /5-Wire
NEMA L22-20

Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded ¥4" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

o
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Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No.: E10176 @ @

(SA File No.: LR6837

Physical

Plug blades and connector contacs: Nickel-plated Brass
Super-Safeway Outer Housing: NESTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 to .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum —40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrinti Plug Connector
eseriprion Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2682 130142-0015 2782 130142-0029
Find adapters and technical support at the end of this section
D-114 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Industrial Duty
Wiring Devices

Locking Blade

20A 600V 30 .

4-Pole/5-Wire

NEMA L23-20 ‘
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Super-Safeway Industrial Rubber Plug and Connector

Features and Benefits

NEGTEX® Paracril 0Z0 rubber hody yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open position,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,

and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

~iy 4

-

Reference Information

UL File No.: E10176 @ @

(SA File No.: LR6837

Physical

Plug blades and connector contacts: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .325 to .840"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Wiring Devices E

Description Plug Connector
P Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2683 130142-0016 2783 130142-0030
Find adapters and technical support at the end of this secfion
Features and Benefits Reference Information

Industrial Duty

o NEGTEX® Paracril 0Z0 rubber hody yields the best

Wiring Devices

Locking Blade
30A 208V 30 .
4-Pole/5-Wire
NEMA L21-30 :
=
(ko1
—_ .

Super-Safeway Industrial Rubber Plug and Connector

()
o

performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™
offering

Color-coded ¥4" screws pre-sef in open position, ready
to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and electrical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire sirands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws fo firmly secure the cord

UL File No.: E10176
(SA File No.: LR6837

®e
Physical

Plug blades and connector contacts: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated

Plug/Connector Range: .425 to 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise af full
rated current after 50 cycles of overload at 150% of
rated current at a power factor of 75%.

Descrintion Plug Connector
esriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2881 130142-0040 2981 130142-0047
Find adapters and technical support at the end of this section
www.molex.com/woodhead molex D-115

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Wiring Devices E

Industrial Duty
Wiring Devices
Locking Blade
30A 480V 30
4-Pole /5-Wire
NEMA 122-30
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Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open posifion,
ready to wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No.: E10176

(SAFile No.: LR6837 @ @

Physical

Plug blades and connector contacis: Nickel-plated Brass
Super-Safeway Outer Housing: NEGTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated
Plug/Connector Range: .425 1o 1.150"

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cydles of overload at 150% of
rated current at a power factor of 75%.

Description

Connector

Plug

Woodhead No.

Order No.

Woodhead No.

Order No.

Yellow rubber

2882

130142-0041

2982

130142-0048

Find adapters and technical support at the end of this section

Industrial Duty
Wiring Devices
Locking Blade
30A 600V 30
4-Pole /5-Wire
NEMA L23-30
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Features and Benefits

© NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature extremes within the Super-Safeway™
offering

Color-coded %" terminal screws pre-set in open posifion,
ready fo wire

Wire screw terminals are tri-drive to be used with
straight blade, Phillips and square-drive screw drivers
Floating blade construction provides self-alignment,
and a better mechanical and elecirical connection
minimizing wear and heat generation

Transparent wiring guide to verify all wire strands are in
place before securing wire

Captive, tri-drive head, Stainless Steel, speed screw
provides easy assembly and long life

Two-piece cord-clamp strain relief includes tri-drive
screws to firmly secure the cord

Super-Safeway Industrial Rubber Plug and Connector

Reference Information

UL File No. E10176

(SA File No.: LR6837 @ @

Physical

Plug blades and connector contacs: Nickel-plated Brass
Super-Safeway Outer Housing: NESTEX Paracril 0Z0 rubber
Safeway Outer Housing: Nylon

Face Screws: Stainless Steel

Face Insert: Nylon

Wire Saddle Clamp: Brass

Cord Clamp Screws: Steel, Zinc-plated
Plug/Connector Range: .425 to 1.150"

Environmental

Operating Temperature: Maximum continuous 75° C,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° ( temperature rise at full
rated current after 50 cycles of overload at 150% of
rated current af a power factor of 75%.

Description Plug Connector
eseriprio Woodhead No. Order No. Woodhead No. Order No.
Yellow rubber 2883 130142-0042 2983 130142-0049
Find adapters and technical support at the end of this section
D-116 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Industrial Duty
Wiring Devices

Super-Safeway™ Adapters

-

Read across for plug (blade) configuration, then read down  Reference Information
for receptacle (slot) configuration. Order the Woodhead UL File No.: E10176

number in infersecting hox.
The following letter codes indicate limited use adapters:
A For use only with receptacles wired for 125V single-
phase grounding service.
B For use only up to a maximum of 15A.
( For use only with receptacles wires for 15A/125V
single-phase grounding service

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber body yields the best
performance for abrasion, chemical exposure and
temperature exiremes within the Super-Safeway™

(SA File No.: LR6837
®a

Physical

Plug blades and connector contacts: Nickel-plated Brass

Super-Safeway Outer Housing: NEGTEX Paracril 0Z0
rubber

Environmental

Operating Temperature: Maximum continuous 75° (,
minimum -40° C (no impact)

Temperature Rise: Maximum 30° C temperature rise at full

* Also rated 10A/250V
t For adapter wiring, refer to wiring schematics below, not UL or (SA

Woodhead No. 00136

15A 125V NEMA 5-15R CONNECTOR

Woodhead No. 00137

15A 125V 10A 250V CONNECTOR

www.molex.com/woodhead

15125V 10A 250V PLUG

15A 125V NEMA 5-15P PLUG

("]
offering rated current after 50 cycles of overload at 150% of S
* Floating blade construction provides self-alignment, rated current at a power factor of 75%. 3
and a better mechanical and electrical connecion a
minimizing wear and heat generation o
=
Plug (Male End) ;
we [ @ | ® |6 |6 | o6 0] e
(female end) 1 = =
150/125V 150/125V* 204/125V 150/125V 150/125V* 20A/125V 204/125V 200/250V
515 Non-NEMA 520 1515 Non-NEMA 1520 P and § Pins Non-NEMA
154/125V 1704t
s mr 1705 A 1740 1730
154/125V*
Non-NEMA 1706
204/125V
5.20 1740 1733 1730
154/125V
1515 2 ms 1783
=N 15A/125V¢ 1708 79
& 9/ Non-NEMA 00137
EEAIEE
- 204/250V
f Non-NEMA mr

Woodhead No. 1702

15A 125V NEMA 5-15R CONNECTOR ~ 15A 125V 10A 250V PLUG

Woodhead No. 1704

15A 125V NEMA 5-15R CONNECTOR ~ 15A 125V 10A 250V PLUG

molex

Woodhead No. 1706

15A 125V 10A 250V NEMA 5-15P CONNECTOR 15A 125V PLUG

Woodhead No. 1708

A

15A 125V

15A 125V 10A 250V NEMA 5-15P CONNECTOR ~ 15A 125V PLUG

D-117

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Adapter Woodhead No. Order No. Adapter Woodhead No. Order No.
1706* 130151-0015 1719* 130151-0018
1712 130151-0017 1704* 130151-0013
n
[]
2
>
[]
(=]
o
c 1708* 130151-0016 00136*t 130151-0001
E
00137+ 130151-0002 1725* 130151-0019
1744 130151-0025 1740 130151-0023
1732* 130151-0021 1783 130151-0026
1702+ 130151-0012 1733 130151-0022
1741 130151-0024 1730* 130151-0020
1705 130151-0014
* Not UL listed
tNot CSA listed
D-118 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information
UL File No.: E145923
(SA File No.: LR6837

Features and Benefits
* Designed specifically for the Expo Center environment
© Woodhead Expo Connectors provide a single device

Wiring Devices
Industrial Duty

60.0A that accepts both flat and round cable, o durable @ @
* light-weight construction and a non-conductive exterior.
2771V / 480V This new design provides compact versatility in 60A Physical
. ' i HIp
4-Pole / 5-Wire configurations. - ' Pins: rass
* Woodhead Expo Connectors are specifically designed for Housing, Insert, Clamp: Polycarbonate
power distribution from ceiling drops, wall mounts and Envi al
floor boxes to portable panel-hoards. fvironmenta
General purpose u
Expo Connector Face View Type Description Woodhead No. Order No.
"
[}
B
O © @) 5
60A Safeway Pin and Sleeve Device, a
O QO Plug Exposition Plug, 4-Pole/5-Wire Grounding with Flat Cable Y560PF 130150-0284 o
c
E
(@)
O O ) A
60A Safeway Pin and Sleeve Device,
ONO) Inlet Exposition Inlet, 4-Pole/5-Wire Grounding Y5608 130150-0280
60A Safeway Pin and Sleeve Device,
Connecor Exposition Connector, 4-Pole/5-Wire Grounding with Flat Cable Ys60(F 130150-0282
60A Safeway Pin and Sleeve Device,
Exposition Receptacle, 4-Pole/5-Wire Grounding Y5608 130150-0285
Receptacle
60A Safeway Pin and Sleeve Device,
Exposition Receptacle with Flip Lid, 4-Pole/5-Wire Grounding Y5618 130150-0287
www.molex.com/woodhead molex D-119
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Features and Benefits

o |P44 rated

© Deadfront consiruction

o Self-adjusting split contact sleeves. Nickel-plated Steel
spring compensates for wear, maintains constant
pressure along contact surface to ensure electrical
confinuity and grounding

Latching mechanism prevents accidental disengagement
Keyway for fast, accurate alignment

Internal strain relief with “swing away” feature © Temporary power systems

External strain relief reduces bending arc of cable * Power disconnect for porfable processing equipment
Large, identified terminals accept conductors one or two ® Machinery intended for export and users of foreign-
sizes larger or smaller than normal built equipment

“Onion ring” neoprene bushing in cable grip
accommodates wide range of cable sizes

Physical

Pins: Brass

Housing: Type G nylon
Contact Carrier: Type G nylon

Safeway®
Pin and Sleeve Devices
Nylon Environmental

IEC Rating: IP44
IEC Standards*: 309-1 and 309-2

Applications

Ices
°

*1EC 309-1 and 309-2 are a worldwide pin and sleeve standard established
by the International Electrotechnical Commission. It meefs require-
ments of Section 410-56(g) of the National Electrical Code

iring Dev

W

i
20A Safeway Devices
Receptade Plug Connector
Pole/Wi | Vol
ole/Wire Color otoge Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
2-Pole/3-Wire Yellow 125 320R4 130150-0056 320P4 130150-0049 32004 130150-0036
2-Pole/3-Wire Blue 250 320R6 130150-0058 320P6 130150-0052 32006 130150-0039
2-Pole/3-Wire Gray 277 320R5 130150-0289 320P5 130150-0051 32005 130150-0038
3-Pole/4-Wire Orange 125/250 420R12 130150-0143 420P12 130150-0135 420012 130198-0124
3-Pole/4-Wire Blue 30250 420R9 130150-0149 420P9 130150-0141 42009 130150-0288
3-Pole/4-Wire Red 30480 4207 130150-0147 420p7 130150-0139 42007 130150-0127
3-Pole/4-Wire Black 32600 420R5 130150-0145 420P5 130150-0137 42005 130150-0125
4-Pole/5-Wire Blue 3o 120/208 520R9 130150-0244 520P9 130150-0240 52009 130150-0229
5-Pole/5-Wire Red 3oY 277/480 520R7 130150-0242 520P7 130150-0238 52007 130150-0227
30A Safeway Devices
Receptade Plug Connector
Pole/Wi I Vol
ole/Wire Color onage Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3-Pole/4-Wire Red 30480 420R7 130150-0147 430P7 130150-0170 43007 130150-0157
60A Safeway Devices
Receptade Plug Connector
Pole/Wi I Vol
ole/Wire Color onage Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
3-Pole/4-Wire Orange 125/250 460R12 130150-0206 460P12 130150-0198 460012 130150-0185
3-Pole/4-Wire Blue 30250 460R9 130150-0212 460P9 130150-0204 46009 130150-0191
3-Pole/4-Wire Red 30480 460R7 130150-0210 460P7 130150-0202 46007 130150-0189
3-Pole/4-Wire Black 30600 460R5 130150-0208 460P5 130150-0200 46005 130150-0187
Note: Angled inlet and mechanical interlock also available for 2-Pole/3-Wire, 4-Pole/5-Wire
D-120 molex www.molex.com/woodhead
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Technical Information
Safeway®

Pin and Sleeve Devices
Industrial Duty

IEC 309 PIN AND SLEEVE CONFIGURATION AND COLOR-CODING STANDARD

Contact Positions

The grounding contact position is based on a clock face. With the keyway at bottom, the female grounding contact will appear at one of the 12 clock positions. Example: all 480V AC

receptacles and connectors, regardless of amperage, have their grounding sleeve at 7 o’clock (which puts the grounding pin on all mating plugs and inlets at 5 o'clock).

Voltage Rating Color-Code

The housings of every device in a particular voltage group are identical in color for instant identification. Example: All 480V AC devices are red, all 250V AC devices are blue.

Amperage Rating Identification

Amperage differences can be identified by the relative sizes of the devices. Smallest is 204, largest is 60A.

Woodhead Catalog Numbering System

First Digit of Woodhead Number Second Series of Digits Letter Third Digit
3 =3-Wire 20 = 20A P = Plug Clock position of female grounding contact
4 = 4-Wire 30 =30A R = Receptacle
5 = 5-Wire 60 = 60A C = Connector
100 = 100A B = Inlet

BA = Angled Inlet

Examples: 430R7 = Woodhead 4-Wire, 30A receptacle with a grounding sleeve at seven o’clock.
430P7 = Woodhead 4-Wire, 30A plug which mates with a grounding sleeve at seven o'clock.

Cord Grip Ranges
Plug and Connector Type Cnl;;leinl?lri:lsier cu:;:z“;;: sier
320 .395 .825
420 .395 .825
520 .395 .825
330 .395 .825
430 710 1.20
530 J10 1.20
60A 710 1.20
Note: For Watertite® producis, see page D-61
www.molex.com/woodhead molex D-121

Wiring Devices E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



n 2P, 2W

Wiring Devices

Technical Information
Woodhead® Wiring Devices

Technical Reference
Super-Safeway™ Adapters

Wiring Diagrams for NEMA Configurations
Configurations shown are for female devices.

125V

NEMA
ANSI

125
2, 3W
GROUNDING

NEMA
ANSI

250V
2, W
GROUNDING

NEMA
ANSI

2TTVAC
2, 3W
GROUNDING

NEMA
ANSI

! Previously rated 20A/250V or 10A/600V.
? Previously rated 30A/250V.

! 250 KN
w [} 2P, 2W i
SYs.
GR.
1-15R LI-15R NEMA
7310 7331 ANSI
ya— L @ L
125V
w i
GR
EQUIP.
R.
5-15R 5-20R L5-15R 15-20R 15-30R
a3n (7312 (7342 7372 (73.33
T 2 L 2 2 L 4 L 2
250V
L
G
- . S =
EQUIP,
GR.
6-15R 6-20R L6-20R L6-30R Non-NEMA!
(73.20 (7351 73.75 (73.76 20A
T 4 4 L 4
277v
w ¥
EQUIP.
GR.
7-15R L7-15R 17-20R 17-30R
(73.28 (7343 3.1 (7378
Note: The above diagrams are intended to show wiring device terminal identification only.
molex

D-122

12-20R
(73.32

www.molex.com/woodhead
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Technical Information
Woodhead® Wiring Devices

Technical Reference

Wiring Diagrams for NEMA Configurations
Configurations shown are for female devices.

15A 125V/10A 250V T * *
2P, 3w 125V rirZSOV
GROUNDING | ® T—
ave (]
— >
E((];l'.:l‘I.P. 8
NEMA N o
kLo on-NEMA Non-NEMA (<
ANSI =
3
T O *—
125/250V w T
3P, 3W | 1 245V ¢ ®
= 1
GR.
NEMA Non-NEMA' Non-NEMA?
ANSI 20A 304
125/250V T T * ¢
3P, 4w w 250V 1ZfV
GROUNDING [ 1 245V ® ®
— i
Svs. 4 o
GR.
G
p— =) =)
caur. ) )
GR.
NEMA 114-20R 114-30R
ANSI (73.83 (7384

! Previously rated 20A/250V or 10A/600V.
2 Previously rated 30A/250V.
Note: The above diagrams are intended to show wiring device terminal identification only.

www.molex.com/woodhead molex D-123
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Technical Information
Woodhead® Wiring Devices

Technical Reference

Wiring Diagrams for NEMA Configurations
Configurations shown are for female devices.

30 T T 4 ®
2 Sov 250V 250V
n 3P, 4W * * *
GROUNDING 2507
8 4 * °
z, a
o L &7 =)
£ £qu. )
.§ GR.
NEMA L15-20R 115-30R
ANSI (73.85 (73.86
@ *—
igov 480V 480V
3P, 4W o+ ¢ *
GROUNDING I
O ®
G
1 1 IS
Emr’.
GR.
NEMA 116-20R 116-30R
ANSI (7387 (73.88

Note: The above diagrams are intended to show wiring device terminal identification only.
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Technical Information
Woodhead® Wiring Devices

Technical Reference

Wiring Diagrams for NEMA Configurations
Configurations shown are for female devices.

30 T T *

600V 600V 600V

3P, 4W : s

GROUNDING oy
1

EQUIP.
GR.

NEMA L17-30R
ANSI (73.89

30 \ 4 \ 4
120/208V
4P, 4W

=
<®
=

NEMA Non-NEMA! Non-NEMAZ
ANSI 20A 30A
@ @
3oY 208V 120V
120/208V w A .
4P, 5W [ [} [}
GROUNDING P 208V 120V 12fv
SVs. I O O
GR. 208
! o *—
G
1 + L
EQUIP. o
GR.
NEMA 121-20R 121-30R
ANSI (73.90 7391

! Previously rated 20A/250V or 10A/600V.
2 Previously rated 30A/250V.
Note: The above diagrams are intended to show wiring device terminal identification only.

www.molex.com/woodhead molex D-125
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Technical Information

Woodhead® Wiring Devices

Technical Reference

Wiring Diagrams for NEMA Configurations
Configurations shown are for female devices.

3ﬁY 480V 2;7V ‘
277/480V w ¥
n 4p, SW 480V 27’7v 27*7v ? ?
GROUNDING i
3 s, T @ L 2
v GR. 480V
3 i o *—
a G
o
E L & =
§ EgP.
NEMA 122-20R 122-30R
ANSI (73.92 (7393
3oY ® ®
347/600V oy ey
4P, 5W w ¥ ® ®
GROUNDING [ oo s 3{,\,
s T @ @
GR. 600V
o o—
G
1 + e
EﬂP. =
123-20R 123-30R
73.94 (73.95

Note: The above diagrams are intended to show wiring device terminal identification only.
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Technical Information
Woodhead® Wiring Devices

Technical Reference

Terminal Identification

Most Woodhead plugs, connectors, and receptacles are standard NEMA configurations. As such, standard terminal

identification is used to incorporate these devices in the wiring system.

Terminal Letter Designation Description Conductor
Green 4 Grounding terminal Green, Green w/Yellow Stripe
White W Grounded terminal White or Gray
XV 17 X,V 1 Hot terminals Black, Red, Blue, Etc.'

! There is no standard that matches color to letters. Once a correlation is chosen, it should be used consistently.

Watertite® Devices Cord Range

Dimensional Reference Information Cord Range
F2 0.2-1.6cm (.062-.625")
F3 0.5-2.1em (.187-.812")
F4 1.1-2.8cm (437-1.10")
F5 2.2-3.5am (.875-1.375")

Super-Safeway™, Safeway® Devices Cord Range

Dimensional Reference Information Cord Range
2 0.8-1.7cm (.300-.675")
3 0.8-2.1cm (.325-.840")
4 1.1-2.9cm (425-1.150")
www.molex.com/woodhead molex
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Technical Information

Woodhead® Wiring Devices

Technical Reference

Horsepower Ratings for NEMA Configuration Attachment Plugs and Receptacles

15A
AC Voltage Rating Phases Poles Horsepower Rating NEMA Designation
125 1 ? % 1-15, L1-15, 5-15, L5-15
250 1 2 7 615, 16-15, 7-15, L-15
20A
AC Voltage Rating Phases Poles Horsepower Rating NEMA Designation
125 1 2 1 5-20,15-20
250 1 2 2 12-20, 6-20, L6-20
m 1 2 2 17-20
125/250 1 3 2LLITLN 10-20, L10-20, L14-20
250 3 3 5 111-20, L15-20
480 3 3 10 L16-20
120/208 3 4 121-20
277/480 3 4 10 122-20
30A
AC Voltage Rating Phases Poles Horsepower Rating NEMA Designation
125 1 2 2 15-30
250 1 2 3 16-30
1 1 2 3 17-30
125/250 1 3 21N 114-30
250 3 3 1% 115-30
480 3 3 15 116-30
120/208 3 4 5 121-30
277/480 3 4 15 122-30
L-L: Motor connected line-to-line
L-N: Motor connected line-to-neutral
Note: Horsepower ratings are not applicable to devices incorporating overcurrent protection or a switch.
Refer to ANSI/NEMA WD6-1988 for configurations of the NEMA designations.
D-128 molex www.molex.com/woodhead
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Technical Information
Woodhead® Wiring Devices

Technical Reference

Selecting the Proper Cable Size

1. Determine the load ampacity requirements.

2. Read across for the number of current-carrying conductors.

3. Read down until the value meets or exceeds the requirements established in Step 1.
4. Read back across to left to determine the appropriate size cord.

AWG 2 Current-Carrying Conductors* | 3 Current-Carrying Conductors* | 4-6 Current-Carrying Conductors*

1 3 3 3 "
18 10A A 5A 3
16 13A 10A 8A ';
14 18A 15A 12A ]
12 25A 20A 16A a
10 300 25 200 >
8 40A 35 28A ‘=
6 55 450 36A §
4 70A 60A 48A

2 95A 80A 64A

* In determining cord capacity, count only those conductors that are current-carrying. The grounding conductor is not counted.
Note: For further information consult Table 400-5 of the National Elecirical Code.

Nominal Cord Diameter*

AWG 2 Conductors 3 Conductors 4 Conductors 5 Conductors
22 0.215-0.235 0.215-0.235 0.240-0.260 0.250-0.270
18 0.340-0.385 0.360-0.400 0.385-0.430 0.460-0.510
16 0.365-0.410 0.385-0.430 0.410-0.460 0.490-0.550
14 0.495-0.550 0.520-0.575 0.560-0.620 0.630-0.705
12 0.565-0.625 0.590-0.655 0.640-0.710 0.700-0.770
10 0.615-0.685 0.650-0.720 0.700-0.775 0.760-0.840
8 0.780-0.880 0.830-0.930 0.925-1.050 1.000-1.150
6 0.920-1.050 0.970-1.100 1.050-1.200 1.180-1.330
4 1.060-1.210 1.130-1.280 1.250-1.450
2 1.210-1.400 1.300-1.500 1.450-1.650

* Cord types S, SE, S00, SO, SEO, ST, ST00, and STO. Information for 2- through 18-AWG cable taken from U.L. Standard 62 “Flexible Cord and Fixture Wire.”
Information for 22 AWG cable based on Woodhead cord.

www.molex.com/woodhead molex D-129
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Technical Information

Watertite® Rubber Devices
Dimensions

A

B—=d

>

T
1

F2,F3, F4 F
Male Plug
Cord Grip/Body Size A Diameter B Length
F2 4.7m (1.85") 6.7cm (2.62")
F3 6.4cm (2.50") 7.6em (3.00")
F4 6.9cm (2.75") 7.6m (3.00%)
F5 10.8cm (4.25") 8.3cm (3.25")
r —
ALl @ ‘
| s
| o
]
F2, F3, F4 F5
Female Connectors
Cord Grip/Body Size A Diameter B Length
F2 4.7am (1.85") 10.2cm (4.03")
F3 6.4cm (2.50") 12.0em (4.75")
F4 6.9am (2.75") 12.0em (4.75")
F5 8.3cm (3.25") 16.2cm (6.38")
F2, F3, F4
Female Connector for Flip Lid with Male Receptacle
Cord Grip/Body Size A Length B Length CLength D Diameter E Diameter
F2 4.1em (1.63") 2.8em (1.09") 1.8m (.72") 3.3m (1.30) 4.7em (1.85")
F3 5.0em (1.95") 3.6em (1.43") 2.9 (1.13") 4.2m (1.66") 6.4am (2.50")
F4 5.1em (2.00") 3.8em (1.49") 2.9m (1.13") 4.7em (1.86") 7.0em (2.75")
@)
: ® :
55(139] 47[118] 325 [826)
@ A |F
1.875 [47 6] |
3[F9) le—2.5 [B5]—~
D-130 molex www.molex.com/woodhead
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Technical Information
Watertite® Rubber Devices

Dimensions

i_@.

=

-

| E—
% M | 313 |
(150 [[E1]
With Receptacle Without Receptacle
Flip Lid

J I

83 117
[325014.63)

L s

- 79303
Flip Lid (Front View)

B

X Depth with Female Receptacl

Female locking 15A receptacles

2.3m (0.91")
Female locking straight-blade 15A and 20A receptacles 2.3am (0.91")
Female locking 20A and 30A receptacles 3.8em (1.50")

Description X Depth with Male Receptacle
Male locking 15A receptacles 4.8m (1.88")
Male locking straight-blade 15A and 20A receptacles 4.8cm (1.88")
Male locking 20A and 30A receptacles 4.8am (1.88")
GFCl Receptacle
9.1
(3.58")
o o —]
[¢] [¢] _\
fol 264 T BT ige
View  (10417) - (075" View
19 139
(3.10") (5.50")
www.molex.com/woodhead molex
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Technical Information
Watertite® Rubber Devices

Dimensions
F.S. Box
11.3 (4.44) om
(inch)
— 82(325) —
n <
“? O
.g 8.3 (3.28)
5 4.8 7.0
a (1.88) (2.75)
o
£
= (o]
S
[
6.5
(2.55)
F.D. Box
11.6 (4.59) om
(inch)
~—— 8.2(3.25) ——
|« 8.3(3.28) *| ‘
48 80
° ° (1.88)(313)
N S
\\
#6-32 threads (6)
8.0
(3.13)

D-132
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Technical Information

www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

molex

Super-Saf "
uper-Safeway
°
Rubber Devices
Dimensions
Male Plug
Current A Length B Length C Diameter D Diameter
All 15A devices and 20A straight-blade devices 5.8em (2.27") 3.7em (1.44") 3.9m (1.53") 3.9em (1.53")
20A locking 6.6cm (2.59") 4.5 (1.76") 49m (1.93") 4.2m (1.60")
30A locking 6.7am (2.64") 4.6cm (1.81") 54am (2.11") 44 (1.72")
Female Connector
Current A Length B Length C Diameter D Diameter E Diameter
All 15A devices and 20A straight-blade devices 7.6cm (2.99") 5.5em (2.16") 3.9em (1.53") 4.2cm (1.66") 39m (1.53")
20A Locking 9.5 (3.74") 5.6cm (2.19") 49 (1.93") 5.3m (2.07") 4.1em (1.60")
30A Locking 9.6cm (3.77") 7.5m (2.94") 54 (2.13") 59am (2.31") 44am (1.72")
[~—— 10.2(4.0) REF —|
HIN » ‘~— 14.6 (5.75) REF ———
9.55(3.76) REF
] 10.2 (4.0) REF
Woodhead No. Order No.
8664 130142-0051
8665 130142-0052

D-133
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Technical Information
® °
Safeway® Nylon Devices
Dimensions
Safeway Plug
Dimensional Reference Information A Diameter B Length C Length D Diameter
All 15A devices and 20A straight-blade 3.9m (1.53") 5.5 (2.17") 34 (1.34") 39m (1.53")
20A Locking 4.9m (1.94") 6.6cm (2.58") 4.5m (1.75") 4.1em (1.60")
30A Locking 54m (2.14") 6.7cm (2.64") 4.6am (1.81") 44 (1.77")
Safeway Connector
Dimensional Reference Information A Diameter B Length C Length D Diameter E Diameter F Length
All 15A devices and 20A straight-blade 3.9 (1.53") 7.3cm (2.88") 34 (1.34") 3.9cm (1.53") 3.3m (1.30") 1.8em (71")
20A Locking 4.9m (1.94") 9.5am (3.75") 4.5em (1.75") 4.1em (1.60") 4.2cm (1.67") 3.0em (1.17")
30A Locking 54an (2.14) 9.7em (3.80") 4.6cm (1.81") 44 (1.72") 4.8cm (1.87") 2.9m (1.16")
(
D
| C
v L
| o
——3 _.l [~ —
| e—— [ —————|
Flanged Inlet Receptacle
Dimensional Reference Information A Diameter B Length C Length D Diameter E Diameter F Length
All 15A devices and 20A straight-blade 5.8em (2.25") 6.7cm (2.62") Sem (0.19") 3.8em (1.5") 51em (2.02") 8.9m (3.5")
20A Locking 4.7cm (1.84") 5.0cm (1.95") Sem (0.19%) 6.4 (2.5") 4.8cm (1.88") 7.3cm (2.88")
30A Locking 5.2am (2.04") 5.1em (2.0") .S5em (0.19") 6.9m (2.7") 5.2am (2.03") 7.7am (3.03")
D-134 molex www.molex.com/woodhead
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Technical Information

Safeway® Nylon Devices
Dimensions

438{18.1)

=
% Dia.

50A Plug

323(33)

28
I~f2‘63 (6.8) +
IPaniNs

@LQ\jl/j @) 5.4)
U

(5.0)

Dia.

T ol 5

50A Receptade

Dimensions for all duplex receptacles

413105}

3.28(8.3)

268 (6.7)
TNLo |

138

C{. wﬁ

| ] — *
1

|
aae]

Duplex Receptades

www.molex.com/woodhead

- ——380(10.0)

50A Connector*
* Cord range: 1.7-2.9cm (.680-1.125")

50A Flanged Inlet

Dimensions for all straight-blade single receptacles

413 (105) ————f
.~ 328(83) ———n

2.00 {5.1)
1.38

be T
© @
=
B Q =3d 55 ol &S
0 o |
i |

e [}
@ 1.09
@ (2.8)

! :

Straight-Blade Single Receptacles
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Technical Information

Safeway® Nylon Devices
Dimensions

Wiring Devices E

Hospital-Grade Devices Right Angle Plug

Description Woodhead No. Order No.

Hospital-Grade Devi 85447 130144-0087

osplial-rade Tevices 854471 130144-0088

. 14R47 130144-0016

Right Ange Plug 85050 130144-0075

|_ —
Sl in i
38
I (1.48)
J |
el - — L
! 66
(2.58)
Individually Fused Grounding Plug Lighted Connector
Description Woodhead No. Order No.

- " 14F47 130144-0014

Individually Fused Grounding Plug 125 1301480077

Lighted Connector 5269L 130144-0048

Flip Lid Cover
20A/30A Locking Single Receptacle
Current Face Diameter
20 4.0am (1.56")
30A 41em (1.63")
D-136 molex www.molex.com/woodhead
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GFCI GFCI products are required in commercial and industrial applications even
when water is not present; designed for protection, reliability and safety wherever
portable power or power cords are used.

OUTLET BOXES Made of durable NEGTEX® rubber to withstand harsh
industrial elements and deliver years of service anywhere portable or temporary
power is required.

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Woodhead GFCI products are designed to prevent the occurrences of serious injury or death
associated with electrical accidents in construction sites and other rugged industrial settings.
Portable GFCI products are equipped with an open-neutral relay that meets OSHA requirements,
safeguarding workers and employees against ground faults.

Plug-connector type, flying lead,

. Provides customer a cost benefit
box-style products available

Available in 15.0, 20.0 or Provides customer convenience with
30.0A, 120 or 240V several electrical options
Weatherproof, NEMA 3R, 4X Provides a GFCI product for

and 6P ratings available any application

» Construction site

e Electrical service companies
* Maintenance departments

* Vending machines

» Water/drinking fountains

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



GI:CI Features and Benefits Reference Information
* Wide range of plug and connector products assures the ~ UL/cUL File No.: E66308

Super-SufewuyTM proper fit for any application @ c
GFCI Industrial Dut ® Electromagnetic laiching mechanism prevents nuisance
Y tripping during rough service applications Physical
15A * Rugged, rain-proof, UV-stabilized enclosure resists GFCI Housing: Impact resistant polycarbonate
NEMA 5-15 abuse, sunlight, oils and chemicals Cover Face Screws and Washer: Stainless Steel
Sinale Ph e Open neutral sensing relay detects and prevents Internal Strain Relief: Sealed and strongly resistant fo
ingle rnase operation under threatening conditions pull-out

e (hoose manual reset functionality to protect personnel  Cord Type: Yellow SJTW
upon power return or automatic reset functionality to
reset lighting and HVAC equipment upon power return

o Highly visible LED indicator confirms even af a distance

o Internal strain relief provides superior hold to keep cord

Environmental
Duty Type: General industrial duty
GFCI NEMA Rating: 15A Products—NEMA enclosure

. o rating of 3R
in place at this critical junciure g
* Optional Super-Safeway NEGTEX® Paracril 0Z0 rubber c
multiple outlet box available for application flexibility 0
3
Flying Lead =
]
Current /Voltage Cord Length Cord Type GFCl Reset Receptade Woodhead No. Order No a
154120V 0.6Im (2.0') 12/351TW Manual Single 15051-0M 130153-0267 5
]
a
Molded Plug and Connector
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0) 15050-1M 130153-0021
1.83m (6.0') Honoal 15050-6M 130153-0038
@ 7.62m (25.0') ! 15050-25M 130153-0024
15.24m (50.0') 15050-50M 130153-0032
1SA1200 0.6Im (2.0) 2/3simw 15050-1A 130153-0020
NEMA 5-15 1.83m (6.0') ) 15050-6A 1301530037
7.62m (25.0) 15050-25A 130153-0023
15.24m (50.0') 15050-50A 130153-0031
Molded Plug and Tri-Tap Connector
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0) 15050-3TTM 130153-0030
1.83m (6.0') -— 15050-6TTM 130153-0041
@ 15.24m (50.0') 15050-50TTM 130153-0035
7.62m (25.0) 15050-25TTM 130153-0027
151200 0.6Im (2.0) 1/3siTw 15050-3TTA 130153-0029
NEMA 5-15 1.83m (6.0) , 15050-6TTA 130153-0040
7.62m (25.0) 15050-25TTA 130153-0026
15.24m (50.0') 15050-50TTA 130153-0034
www.molex.com/woodhead molex
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GFCl

™ . - A
Super-sufewuy proper fit for any application Cover Face Screws u?d Washer: Stainless Steel
. o Flectromagnetic latching mechanism prevents nuisance ~ Internal Strain Relief: Sealed and strongly resistant to
GFCl Industrial DUfy tripping during rough service applications pull-out
15A * Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJTW
NEMA 5-15 unbuse, sur;liglhl, oi!s undI chedm:cu:s d ‘ Environmental
. * Open neutral sensing relay defects and prevents Duty Type: General industrial duty
Smgle Phase operation under threutemr!g ‘0{"""0"5 GFCI NEMA Rating: NEMA endlosure rating of 3R
© (hoose manual reset functionality to profect personnel
.

s

&

Features and Benefits
o Wide range of plug and connector products assures the

upon power refurn or automatic reset functionality to
reset lighting and HVAC equipment upon power return
o Highly visible LED indicator confirms even at a distance
o Internal strain relief provides superior hold fo keep cord
in place at this critical juncture
o Optional Super-Safeway NESTEX® Paracril 0Z0 rubber

Physical

GFCl Housing: Impact resistant polycarbonate

0 multiple outlet box available for application flexibility
-
2 Reference Information
,.E UL/cUL File No.: E66308
a ®.®
™
3
K Super-Safeway Plug and Connector
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0) 15051-1M 130153-0044
1.83m (6.0') arua 15051-6M 130153-0053
@ 7.62m (25.0') 15051-25M 130153-0047
15.24m (50.0') 15051-50M 130153-0050
151200 0.6Im (2.0) /s 15051-1A 130153-0043
HEMA 5-15 1.83m (6.0) - 15051-6A 130153-0052
7.62m (25.0') 15051254 130153-0046
15.24m (50.0') 15051-504 130153-0049
'
. 1
"":'ﬁ’ 'y
Watertite® Plug and Connector
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0) 15052-1M 130153-0059
1.83m (6.0') Marual 15052-6M 130153-0070
@ 762 (25.0') e 15052-25M 130153-0063
15.24m (50.0') 15052-50M 130153-0066
151200 0.6Im (2.0) 12/35iTH 15052-1 130153-0056
NEMA 5-15 1.83m (6.0') ) 15052-6A 130153-0068
7.62m (25.0') 15052-25A 130153-0061
15.24m (50.0') 15052-50 130153-0065
-
N
1
N
&
L "
Flying Lead Primary, NEMA 5-15 Receptacle Secondary*
Current /Voltage Cord Length Cord Type GFCI Reset Receptacle Woodhead No. Order No
, Single — 130153-0227
154120V 0.6Im (2.0) 12/3 SIEOOW Manual Trle T 01530007
* UL recognized for US and Canada (GFCI body NEMA 4X suitable)
E-6 molex www.molex.com/woodhead
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GF(l

Features and Benefits

Wide range of plug and connector products assures the

Physical
GFCI Housing: Impact resistant polycarbonate

T™ i
Super-sufewuy proper fit for any application Cover Face Screws and Washer: Stainless Steel
GFCI I“dustriul DUI' ° Ele(tromugneti( |uI(hing mechanism prevents nuisance Internal Strain Relief: Sealed and sIrongly resistant fo

y tripping during rough service applications pull-out
15A * Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJTW
NEMA 5-15 abuse, sunllglht, m!s undlthedmlculs d Environmental
Single Phuse e Open l]eutru dsensl:ng re qy etec(? gn prevents Duty Type: General industrial duty

operation under fhreatening conditions GFCI NEMA Rating: 15A Products—NEMA enclosure
® Choose manual reset functionality to proect personnel rating of 3R
upon power refurn or automatic reset functionality to
reset lighting and HVAC equipment upon power return
o Highly visible LED indicator confirms even af a distance
e Internal strain relief provides superior hold to keep cord
in place at this critical junciure
e Qptional Super-Safeway NESTEX® Paracril 0Z0 rubber
multiple outlet box available for application flexibility
Reference Information
UL/cUL File No.: E66308
@ @
Field Attachable*
Configuration Current /Voltage Cord Length GFCl Reset Woodhead No. Order No
Manual 15054M 130153-0100
15A120V Field Attachable
NEMAS.T5 Automatic 150544 130153-0099
* UL recognized for US and Canada
Right Angle Plug and Connector
Configuration Current/Voltage Cord Length Cord Type GFCl Reset Number of Receptacl Woodhead No. Order No
0.61m (2.0) 12/35)TW o 1 15054-10 130153-0092
@ - 7.62m (25.0) 12/35)TW e 1 15054-25M 130153-009
0.61m (2.0) 12/35)TW 1 15054-1A 130153-009]
NEMA 5-15 7.62m (25.0) 12/35JW 1 15054-25A 130153-0095
Right Angle Plug and Tri-Tap Connector
Configuration Current/Voltage Cord Length Cord Type GFCl Reset Number of Receptacles Woodhead No. Order No
0.61m (2.0) o 3 15054-1TTM 130153-0094
7.62m (25.0) 3 15054-25TTH 130153-0098
@ 1SAT20V 0.61m (2.0) 1/35ITH ) 3 15054-1TTA 130153-0093
NEMA 5-15 7.62m (25.0) 3 15054-25TTA 130153-0097

www.molex.com/woodhead

molex

E-7

Power Distribution n
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GI:CI Features and Benefits Reference Information
* Wide range of plug and connector products assures the ~ UL/cUL File No.: E66308

Super-SufewuyT"' proper fit for any application @ c

. o Electromagnetic latching mechanism prevents nuisance
GFCI Industrial DUfy tripping during rough service applications Physical
15A * Rugged, rain-proof, UV-stabilized enclosure resists GFCI Housing: Impact resistant polycarbonate
NEMA 5-15 abuse, sunlight, oils and chemicals Cover Face Screws and Washer: Stainless Steel
Sinale Ph © QOpen neutral sensing relay detects and prevents Internal Strain Relief: Sealed and strongly resistant fo
ingie Fhase operation under threatening conditions pull-out

© (hoose manual reset functionality fo protect personnel  Cord Type: Yellow SITW
upon power refurn or automatic reset functionality to
reset lighting and HVAC equipment upon power return

o Highly visible LED indicator confirms even at a distance

[ o Internal strain relief provides superior hold fo keep cord
.‘ |

Environmental
Duty Type: General industrial duty

in place at this critical juncture
o Optional Super-Safeway NESTEX® Paracril 0Z0 rubber

0 o multiple outlet box available for application flexibility
-
2 \-,.,__
j —
‘=
-
2
Q  Qutlet Box*
£y
g Configuration Current /Voltage Cord Length Cord Type GFCl Reset Number of Receptacles Woodhead No. Order No
] 0.6Im (2.0') 4 15053-2M 130153-0076
o @ 7.62m (25.0') Manual 4 15053-25M 130153-0074
15.24m (50.0') 4 15053-50M 130153-0079
15120V 0.6Im (2.0') 12/35TW 4 15053-2A 130153-0075
NEMA 5-15 7.62m (25.0') Automati 4 1505325 130153-0073
15.24m (50.0') 4 15053-50A 130153-0078
*NEMA 1 enclosure rafing
Outlet Box with Flip Lidst
Configuration Current /Voltage Cord Length Cord Type Flip-Lid GFCl Reset Number of Receptacles |  Woodhead No. Order No
0.61m (2.0') 4 15053W-2M 130153-0085
@ 7.62m (25.0') Manual 4 15053W-25M 130153-0083
15.24m (50.0°) 4 15053W-50M 130153-0088
151200 0.6Im (20 12/3s Yes 4 15053W-2A 130153-0084
NEMA 3-15 7.62m (25.0) Automali 4 15053W-25A 130153-0082
15.24m (50.0°) 4 15053W-50A 130153-0087
t NEMA 3R enclosure rafing
E-8 molex www.molex.com/woodhead
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GF(l

Features and Benefits

Wide range of plug and connector products assures the

o Reference Information
UL/cUL File No.: E66308

Super-SufewuyTM proper fit for any application @ c
GFCI Industrial Dut ® Electromagnetic laiching mechanism prevents nuisance
Y tripping during rough service applications Physical
20A * Rugged, rain-proof, UV-stabilized enclosure resists GFCI Housing: Impact resistant nylon
NEMA 5-20 abuse, sunlight, oils and chemicals Cover Face Screws and Washer: Stainless Steel
Sinale Ph e Open neutral sensing relay detects and prevents Internal Strain Relief: Sealed and strongly resistant fo
ingle rnase operation under threatening conditions pull-out

Choose manual reset functionality to protect personnel
upon power return or automatic reset functionality to

Cord Type: Yellow SJEOOW

Environmental

reset lighting and HVAC equipment upon power return

o Highly visible LED indicator confirms power and fault -
even at a distance

e Internal strain relief provides superior hold to keep cord
in place at this critical juncure

o Qptional Super-Safeway NEGTEX® Paracril 0Z0 rubber
multiple outlet box available for application flexibility

Duty Type: General industrial duty

\

i

Power Distribution n

Flying Leads*
Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
20A 120V AC 0.61m (2.0') Manval 20051-0M 130153-0110
20A 240V AC 0.61m (2.0') 12/3 SJEOOW 24052-0M 130153-0154
20A 120V AC 0.61m (2.0') Automatic 20051-0A 130153-0109
20A 240V AC 0.61lm (2.0') 24052-0A 130153-0153
* UL recognized for US and Canada (GFCI body NEMA 4X suitable)
g \
Super-Safeway™ Plug and Connector*
Configuration Current/Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0') 20051-1M 130153-0113
@ 1.83m (6.0') Manual 20051-6M 130153-0121
7.62m (25.0') 20051-25M 130153-0118
20AT20¢ 0.6lm (2.0') 12/3SIE00W 20051-1A 130153-0112
NEMA5-20 1.83m (6.0') A 20051-6A 1301530120
7.62m (25.0') 20051-25A 130153-0117
UL and cUL listed assembly is NEMA 3R rated (GFCI body NEMA 4X suitable)
www.molex.com/woodhead molex E-9
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GI:CI Features and Benefits Physical
© Wide range of plug and connector producis assures the ~ GFCI Housing: Impact resistant nylon

Super-sufewuym proper fit for any application Cover Face Screws and Washer: Stainless Steel
. o Flectromagnetic latching mechanism prevents nuisance ~ Infernal Strain Relief: Sealed and strongly resistant to
GFCl Industrial DUfy tripping during rough service applications pull-out
20A * Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJEOOW
NEMA 5-20 . unbuse, sur;liglhl, oi!s undI chedm:cu:s d ‘ Environmental
. pen neuiral sensing reldy defecis and prevenis Duty Type: General industrial duty
Sl“9|e Phase operation under threatening conditions NEMA Rating: NEMA enclosure rating of 4X

Choose manual reset functionality to protect personnel
upon power refurn or automatic reset functionality to
reset lighting and HVAC equipment upon power return

ey Highly visible LED indicator confirms power and fault -
L even at a distance

Internal strain relief provides superior hold to keep cord
in place at this critical juncture

sl
°

c . » .
0 e Optional Super-Safeway NESTEX® Paracril 0Z0 rubber
5 multiple outlet box available for application flexibility
2
E Reference Information
-g cULus File No.: E66308
5
a
Watertite Plug and Connector
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.61m (2.0) 20052-1M 1301530126
@ 1.83m (6.0) Manuel 20052-6M 130153-0134
7.62m (25.0') 20052-25M 1301530130
20aT200 0.61m (20) 12/3SIE00W 20052-1A 130153-0123
NEMA 5-20 1.83m (6.0') Automati 20052-6A 1301530132
7.62m (25.0') 20052-25A 130153-0128
E-10 molex www.molex.com/woodhead
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GF(l

Super-Safeway™
GFCI Industrial Duty
20A

NEMA 5-20

Single Phase

Features and Benefits

Wide range of plug and connector products assures the
proper fit for any application

Electromagnetic latching mechanism prevents nuisance
tripping during rough service applications

Rugged, rain-proof, UV-stabilized enclosure resists
abuse, sunlight, oils and chemicals

Open neutral sensing relay detects and prevents
operation under threatening conditions

Physical

GFCI Housing: Impact resistant nylon

Cover Face Screws and Washer: Stainless Steel

Internal Strain Relief: Sealed and strongly resistant fo
pull-out

Cord Type: Yellow SJEOOW

Environmental
Duty Type: General industrial duty

e (hoose manual reset functionality to protect personnel
upon power return or automatic reset functionality to
reset lighting and HVAC equipment upon power return

o Highly visible LED indicator confirms power and fault -

even at a distance

Internal sirain relief provides superior hold to keep cord

in place at this critical juncure

Optional Super-Safeway NEGTEX® Paracril 0Z0 rubber

multiple outlet box available for application flexibility

Reference Information
UL/cUL File No.: E66308

®.®

|,
[ ]
Power Distribution n

Outlet Box*
Configuration Current /Voltage Cord Length Cord Type GFCl Reset Number of R { Woodhead No. Order No
0.61m (2.0') Manual 4 20053-2M 130153-0139
20A 120V 12/3 SJEOOW
NEMA 520 061m (2.0 Automafic 4 2005324 1301530138
* NEMA T enclosure rating (GFCI body NEMA 4X suitable)
™ {
Outlet Box with Flip Lidt
Configuration Current/Voltage Cord Length Cord Type Flip-Lid GFCl Reset Number of Receptacl Woodhead No. Order No
0.6Im (2.0') Manual 4 20053W-2M 130153-0142
20A 120V 12/3 SJEOOW Yes
NEMA 520 0.6Im (2.0') Automatic 4 20053W-2A 130153-0141
 NEMA 3R enclosure rating (GFCI body NEMA 4X suitable)
www.molex.com/woodhead molex E-11
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Features and Benefits Reference Information
* Wide range of plug and connector products assures the ~ UL/cUL File No.: E66308

GFCl

Super-sufewuym proper fit for any application @ c
GFCl Industrial Dut o Electromagnetic latching mechanism prevents nuisance
y tripping during rough service applications Physical
20A * Rugged, rain-proof, UV-stabilized enclosure resists GFCI Housing: Impact resistant nylon
NEMA L5-20 abuse, sunlight, oils and chemicals Cover Face Screws and Washer: Stainless Steel
inale Ph  Open neutral sensing relay detects and prevents Internal Strain Relief: Sealed and strongly resistant fo
5'“9 e Phase operation under threatening conditions pull-out

Choose manual reset functionality fo protect personnel  Cord Type: Yellow SJEOOW
upon power refurn or automatic reset functionality to
reset lighting and HVAC equipment upon power return
Highly visible LED indicator confirms power and fault —
even at a distance

Internal strain relief provides superior hold to keep cord
in place at this critical juncture

Optional Super-Safeway NEGTEX® Paracril 0Z0 rubber
multiple outlet box available for application flexibility

Environmental
Duty Type: General industrial duty

Molded Plug and Connector*

Power Distribution E
[ ]

Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0') 12/3 SJEOOW Manual 20051-TMLDM 130153-0115
20A 120V
NEMA L5-20 0.61m (2.0) 12/3 SJEOOW Automatic 20051-1MLDA 130153-0114
* UL and cUL listed assembly is NEMA T rated (GFCI body NEMA 4X suitable)
E-12 molex www.molex.com/woodhead
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Super-Safeway™
GFCI Industrial Duty
20A

NEMA L6-20

Single Phase

Molded Plug and Connector 240V

Features and Benefits

* Wide range of plug and connector products assures the
proper fit for any application

o Heciromagnetic latching mechanism prevents nuisance
tripping during rough service applications

* Rugged, rain-proof, UV-stabilized enclosure resists

abuse, sunlight, oils and chemicals

Open neutral sensing relay detects and prevents

operation under threatening conditions

Choose manual reset functionality to protect personnel

upon power return or automatic reset functionality to

reset lighting and HVAC equipment upon power return

Highly visible LED indicator confirms power and fault —

even at a distance

Internal sirain relief provides superior hold to keep cord

in place at this critical juncure

Optional Super-Safeway NEGTEX® Paracril 0Z0 rubber

multiple outlet box available for application flexibility

Reference Information
UL/cUL File No.: E66308

®.®

Physical

GFCI Housing: Impact resistant nylon

Cover Face Screws and Washer: Stainless Steel

Internal Strain Relief: Sealed and strongly resistant fo

pull-out
Cord Type: Yellow SJEOOW

Environmental

Duty Type: General industrial duty

NEMA Rating: NEMA enclosure rating of 4X

Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0) Manual 24052-IMLDM 130153-0158
20A 240V 12/3 SJEOOW
NEMA L6-20 0.6Im (2.0') Automatic 24052-1MLDA 130153-0157
Q
Watertite® Plug and Connector 240V
Configuration Current/Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.61m (2.0') 24052-1M 130153-0156
@ 1.83m (6.0') Manual 24052-6M 130153-0162
7.62m (25.0') 24052-25M 130153-0160
20A 2400 0.6Im (2.0') 12/3 SJE00W 24052-1A 130153-0155
NEMA L6-20 1.83m (6.0) 24052-6A 130153-0161
7.62m (25.0') 24052-25A 130153-0159
www.molex.com/woodhead molex E-13

Power Distribution n
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GFCI Features and Benefits Reference Information

™ o Specifically filtered to minimize nuisance frips in UL/cUL File No.: E66308
Super-sufewuy welding, variable frequency drive and other “elecirically @ c
GFCI Industrial Dut nosy" applicatos

y o Fixed mount and portable with a wide range of plug ~ Physical

Yy
30A 120V undl_tonpector products assures the proper fit for any  GFCI Housing: Impact resistant nylon
NEMA L5-30 application Cover Face Screws and Washer: Stainless Steel
inale Ph © Electromagnetic latching mechanism prevents nuisance  Internal Strain Relief: Sealed and strongly resistant o

Smg e Phase tripping during rough-service applications pull-out

© Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJEOOW
abuse, sunlight, oils and chemicals

e QOpen neutral sensing relay detects and prevents

operation under threatening conditions

Choose manual reset functionality to protect personnel

upon power return or automatic reset functionality to

reset lighting and HVAC equipment upon power return

o Highly visible LED indicator confirms power and fault—

even af a distance

o Internal strain relief provides superior hold fo keep cord

in place at this critical juncture

Environmental
Duty Type: General industrial duty

Power Distribution E
[ ]

Portable Flying Leads
Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No.
300/120V 0.61m (2.0) 10/3 SJEOOW A i 30051-0A 130153-0261
0.61m (2.0) 10/3 SJEOOW Manual 30051-0M 130153-0262

Molded Plug and Connector?

Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
Manual 30051-1MLDM 130153-0167
30A 120V 0.6Im (2.0) 10/3 SJEOOW
NEMA L5-30 Automatic 30051-IMLDA 130153-0166

UL and cUL listed assembly is NEMA 4X rated (GFCI body is NEMA 6P suitable)

Super-Safeway™ Plug and Connector*

Configuration Current/Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6Im (2.0') 30051-1M 130153-0165
1.83m (6.0') Manual 30051-6M 130153-0172
7.62m (25.0') 30051-25M 130153-0169
@ SoaT20v 0.6Im (2.0') 10/3SJE00W 30051-1A 130153-0164
NEMALS-30 1.83m (6.0) Automai 30051-64 130153-0171
7.62m (25.0') 30051-25A 130153-0168

+UL and cUL listed assembly is NEMA T rated (GFCI body is NEMA 6P suitable)

E-14 molex www.molex.com/woodhead
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Super-Safeway™
GFCI Industrial Duty

30A 120V
NEMA L5-30
Single Phase

é

Watertite® Plug and Connector

Features and Benefits

o Specifically filtered to minimize nuisance trips in
welding, variable frequency drive and other

noisy” applications

and connector products assures the proper fit for any

application

abuse, sunlight, oils and chemicals

© Open neutral sensing relay detects and prevents
operation under threatening conditions
(hoose manual reset functionality to protect personnel

Electromagnetic latching mechanism prevents nuisance
tripping during rough service applications
Rugged, rain-proof, UV-stabilized enclosure resists

upon power return or automatic reset functionality to
reset lighting and HVAC equipment upon power return

even af a distance

in place at this critical juncure

Highly visible LED indicator confirms power and fauli—

Internal sirain relief provides superior hold to keep cord

Reference Information
UL/cUL File No.: E10176

“electrically @ c

Fixed mount and portable with a wide range of plug

Physical

GFCI Housing: Impact resistant nylon

Cover Face Screws and Washer: Stainless Steel

Internal Strain Relief: Sealed and strongly resistant fo

pull-out
Cord Type: Yellow SJEOOW

Environmental

Duty Type: General industrial duty

NEMA Rating: NEMA enclosure rating of 6P

Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.6lm (2.0') 30052-1M 130153-0175
@ 1.83m (6.0') Manual 30052-6M 130153-0180
7.62m (25.0') 30052-25M 130153-0177
Soataov 0.6lm (2.0') 10/3SJE00W 30052-1A 130153-0174
NEMAL5-30 1.83m (6.0) 3005264 130153-0179
7.62m (25.0') 30052-25A 130153-0176
www.molex.com/woodhead molex E-15

Power Distribution n

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



G FCI Features and Benefits Reference Information

™ o Specifically filtered to minimize nuisance frips in UL/cUL File No.: E66308
Super-sufewuy welding, variable frequency drive and other “elecirically @ c
GFCI Industrial Dut nosy" applicatos
y * Fixed mount and portable with a wide range of plug ~ Physical
30A 240V and connector products assures the proper fit for any  GFCI Housing: Impact resistant nylon
Hyillg Lead and NEMA L6-30 application Cover Face Screws and Washer: Stainless Steel
. © Electromagnetic latching mechanism prevents nuisance  Internal Strain Relief: Sealed and strongly resistant o
Slll9|e Phase tripping during rough service applications pull-out

© Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJEOOW
abuse, sunlight, oils and chemicals
e QOpen neutral sensing relay detects and prevents
operation under threatening conditions
© (hoose manual reset functionality to profect personnel
\ upon power return or automatic reset functionality to

Environmental
Duty Type: General industrial duty

reset lighting and HVAC equipment upon power return
o Highly visible LED indicator confirms power and fault—
even at a distance
o Internal strain relief provides superior hold fo keep cord
in place at this critical juncture

Power Distribution E

Flying Leads
Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No.
300/240V 0.6lm (2.0') 10/3 SJEOOW A i 30053-0A 130153-0181
0.61m (2.0') 10/3 SJEOOW Manual 30053-0M 130153-0182

Super-Safeway™ Plug and Connector*

Configuration Current/Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.61m (2.0') 30053-1M 130153-0185
1.83m (6.0') Manual 30053-6M 130153-0191
7.62m (25.0') 30053-25M 130153-0188
@ S0a 240V 0.61m (2.0') 10/3 SJE00W 30053-1A 130153-0184
NEMA L6-30 1.83m (6.0) Automatic 30053-6A 130153-0190
7.62m (25.0') 30053-25A 130153-0187

* UL and UL listed assembly is NEMA 1 rated (GFCI body is NEMA 6P suitable)

E-16 molex www.molex.com/woodhead
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Reference Information
UL/cUL File No.: E66308

Features and Benefits
o Specifically filtered to minimize nuisance trips in

GF(l

Super-SqfewuyTM welding, variable frequency drive and other “electrically @ c
. noisy” applications
GFCl Industrial Dl"y * Fixed mount and portable with a wide range of plug ~ Physical
30A 240V and connector products assures the proper fit for any  GFCI Housing: Impact resistant nylon
NEMA L6-30 application Cover Face Screws and Washer: Stainless Steel
. © Hectromagnetic latching mechanism prevents nuisance  Internal Strain Relief: Sealed and strongly resistant to
Sln9|e Phase tripping during rough service applications pull-out
* Rugged, rain-proof, UV-stabilized enclosure resists Cord Type: Yellow SJEOOW
abuse, sunlight, oils and chemicals .
Environmental

- e Open neutral sensing relay detects and prevents

E operation under threatening conditions

Duty Type: General industrial duty

e (hoose manual reset functionality to protect personnel
upon power return or automatic reset functionality to
reset lighting and HVAC equipment upon power return

e Highly visible LED indicator confirms power and fauli—
even at a distance

o Internal strain relief provides superior hold to keep cord
in place at this critical juncure

Watertite® Plug and Connectort

Power Distribution n

Configuration Current /Voltage Cord Length Cord Type GFCl Reset Woodhead No. Order No
0.61m (2.0 30054-1M 130153-0194
@ 1.83m (6.0') Manual 30054-6M 130153-0200
7.62m (25.0') 30054-25M 130153-0197
Soa 240V 0.6Im (2.0') 10/3s1E00W 30054-1A 130153-0193
NEMA L6-30 1.83m (6.0') A 30054-6A 130153-0199
7.62m (25.0') 30054-25A 130153-0196
tUL and cUL listed assembly is NEMA 6P rated
Fixed Mount
Current /Voltage Lead Length Lead Type GFCl Reset Woodhead No. Order No.
. A i 30053-2AF 130153-0265
30072400 061m (26°) 10/3 WG Manual 30053-2MF 130153-0266
www.molex.com/woodhead molex E-17

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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GFCl

Super-Safeway™
GFCl Industrial Duty
30A

Mvultiphase, Portable

Reference Information
cULus File No.: E66308

DUS

Physical
GCI Housing: Impact-resistant polyester/PV(
Cover Face Screws and Washer: Stainless Steel
Internal Strain Relief: Sealed and strongly resistant to
pull-out
Line Side Cord: 1', 10 AWG
Load Side Cord: 1', 10 AWG
Cable: SEOOW
Outside Diameter:
4-conductor—0.55"
5-conductor— 0.76"

Environmental

Features and Benefits

o Specifically filtered to minimize nuisance frips in
welding, variable frequency drive and other “elecirically
noisy” applications

Fixed mount and portable with a wide range of plug
and connector products assures the proper fit for any
application

Electromagnetic latching mechanism prevents nuisance
tripping during rough service applications

Rugged, rainproof, UV-stabilized enclosure resists
abuse, sunlight, oils and chemicals

Open-neutral sensing relay detects and prevents
operation under threatening conditions

Choose manual reset functionality to protect personnel
upon power return, or automafic reset functionality to
reset lighting and HVAC equipment upon power return

o Highly-visible LED indicator confirms power and fauli—  Duty Type: General Industrial Duty
even at a distance NEMA Rating: Enclosure rating of 4X/6P
o Portable units have internal sirain relief to provide
superior hold o keep cord in place at this critical
juncture
o User installed plug and receptadle
Recommended Woodhead Plug/Receptacle
GFCl Reset Voltage Phase Cord Woodhead No. Order No. Industrial Grade Watertite
Plug Receptace Plug Receptacle
208V 3® 10/4 30053-0A2P 130153-0253 875 975 28W75 29W75
) 2400 3 10/4 30053-0A3P 130153-0252 875 2975 28W75 29W75
120 /208V 3® 10/5 30053-0A5P 130153-0254 2881 2981 26W81 29W81
120/240V Split Phase 10/4 30053-0A6P 130153-0251 274 974 28W74 29W74
208V 3» 10/4 30053-0M2P 130153-0249 2875 975 28W75 29W75
Monual 240V 3 10/4 30053-0M3P 130153-0248 2875 975 2BW75 W75
120/208V 3P 10/5 30053-0M5P 130153-0250 2881 2981 26W81 29W81
120/240V Split Phase 10/4 30053-0M6P 130153-0247 2874 974 28W74 29W74
|~ 452 REF. —]
15.0042.00 —~| ~—— 15.00£2.00
4.00£.50 4.00£.50
50£.13 :' - | eRE — ': 50£.13
LINE

CABLE (BLACK) 10 AWG 4 OR 5 CONDUCTOR 600V
TYPE SEOOW UL LISTED FOR U.S. AND EITHER

Woodhead"

CUL LISTED OR CSA CERTIFIED FOR CANADA

SPLIT PHASE (120 / 208 VOLTS, 120 / 240 VOLTS) (4-WIRE)

LINE

LINE 1 (BLACK)
LINE 2 (RED) %3
NEUTRAL (WHITE) a
GROUND GREEN

LOAD

LINE 1 (BLACK)

LINE 2 (RED)
B NEUTRAL (WHITE)

GROUND (GREEN)

L1

THREE PHASE (NO NEUTRAL) (208 / 240 VOLTS) (4-WIRE)

LINE 1 (BLACK) LINE
LINE 2 (RED)

LINE 3 (WHITE) %}
GROUND (GREEN)

r— - —I LOAD LINE 1 (BLACK)
LINE 2 (RED)
LINE 3 (WHITE)
GROUND GREEN)

L___J

THREE PHASE (WITH NEUTRAL) (120 / 208 VOLTS) (5-WIRE)

LINE 1 (BLACK) LINE
LINE 2 (RED)
LINE 3 (ORANGE)
NEUTRAL (WHITE)
GROUND (GREEN)

E-18

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

I_ LOAD LINE 1 BLACK
LINE 3 ORANGE
NEUTRAL (WHITE)
|_ J GROUND ( GREEN)
molex www.molex.com/woodhead




GF(l

Features and Benefits

o Specifically filtered to minimize nuisance trips in

Reference Information
cULus File No.: 66308

Super-SufewuyTM we.Idigg, vti.riuilfle frequency drive and other “electrically c“s
. noisy” applications ]
GFCl Industrial Dl"y o Fixed mount and portable with a wide range of plug P hysua( )
30A and connector products assures the proper fit for any ~ 6CI Housing: Impact-resistant polyester/PVC

Multiphase, Fixed Mount

application

o Hleciromagnetic latching mechanism prevents nuisance

tripping during rough service applications

* Rugged, rainproof, UV-stabilized enclosure resists

abuse, sunlight,

e Open-neutral sensing relay defects and prevents

oils and chemicals

operation under threatening conditions
e (hoose manual reset functionality to protect personnel
upon power return, or automatic reset functionality to
reset lighting and HVAC equipment upon power return

Cover Face Screws and Washer: Stainless Steel

Fitting: 3/4" NPT

Environmental

Duty Type: General Industrial Duty
NEMA Rating: Enclosure rating of 4X/6P

Leads: 24", 10 AWG

T L - c
o Highly-visible LED indicator confirms power and fault— 0
even at a distance 5
e Surface or panel mountable 'g
-
2
(]
GFCl Reset Voltage Phase Leads Woodhead No. Order No. -
208V 3P 10/4 30053-2A2F 130153-0245 g
240V 3P 10/4 30053-2A3F 130153-0244 °
120/208V 3P 10/5 30053-2A5F 130153-0246 [-§
120/240V Split Phase 10/4 30053-2A6F 130153-0243
208V 3P 10/4 30053-2M2F 130153-0241
Manul 240V 3P 10/4 30053-2M3F 130153-0240
120/208V 3P 10/5 30053-2M5F 130153-0242
120/240V Split Phase 10/4 30053-2M6F 130153-0239
3.37 SPLIT PHASE (120 / 208 VOLTS, 120/ 240 VOLTS)
— 2.47 l— —LINE 1 (black)
LINE
(PANEL MOUNT) TN 2 (e }
N .20 [ ]—NEUTRAL (white)
—NEUTRAL (white w/black stripe)
= \ % % P —LINE 2 (red w/black stripe)
Q I/ ' PZZd — INE 1 (black w/white stripe) LOAD
TEST MONTHLY — SEE_ NSIRUCTIONS f 2.87
3.28 & 1.79
(PANEL MOUNT) S ED N eanermoun THREE PHASE (NO NEUTRAL) (208 / 240 VOLTS)
—LINE 1 (black)
5.95 REF. i S~ G | E_UNE e } LINE
75 n [ ]—LINE 3 (orange)
| 6 Wooq)head /AR 2777 M7 7]~ INE 3 (orange wiblack stipe)
1 o et oo o o S Ay 777 MIZ]—INE 2 (red wiblack stripe)
75 { ) < J—LINE 1 (black wiwhite stripe) LOAD
THREE PHASE "Y" (WITH NEUTRAL) (120 / 208 VOLTS)

—NEUTRAL (white)
—LINE 1 (black)
—LINE 2 (red)
[_]—LINE 3 (orange)

}LINE

—LINE 2 (red w/black stripe)
J—LINE 1 (black w/white stripe)

—NEUTRAL (white w/black stripe)

LOAD

www.molex.com/woodhead molex E-19
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Technical Information

S Saf ™
uper->ateway
°
Industrial Duty
.
In-Line
L DIM.
A REF.
[~+———10.00 IN. 7.160”
a
: ;—v i o o 1010 — =5
.: ——
2 7L =
a
.E ugrgzg_lsp CORD LABEL TEST INSTRUCTION LABEL =
2 e 2.74 N: CABLE (YELLOW) 12 AWG 3 CONDUCTOR 300V
@  COLOR BLack T U et FoR 0.8 aNG, BTk \
- CUL LISTED OR CSA CERTIFIED FOR CANADA
° MOLDED TRI-TAP
CONNECTOR
3 COLOR: BLACK
]
-8
Super-Safeway GFCl 15A
L Dimension A Dimension Power-Up Woodhead Number Order Number
J0m (2.3') 3Im (1.0') 15050-31TA 130153-0029
2.2m (7.3') 1.8m (6.0') Auto 15050-6TTA 130153-0040
8.02m (26.3') 7.62m (25.0') v 15050-25TTA 130153-0026
15.6m (51.3') 15.2m (50.0')' 15050-50TTA 130153-0034
J0m (2.3') 3Im (1.0') 15050-3TTM 130153-0030
2.2m (7.3') 1.8m (6.0') Manual 15050-6TTM 130153-0041
8.02m (26.3') 7.62m (25.0') ! 15050-25TTM 130153-0027
15.6m (51.3') 15.2m (50.0')' 15050-50TTM 130153-0035

Technical Information

Super-Safeway™
GFCl
Industrial Duty
In-Line
L DIM.
N

9]
@ L

CABLE (YELLOW) 12 AWG 3 CONDUCTOR 300V

210 — TYPE SJEOOW UL LISTED FOR U.S. AND EITHER PLUG CONFIGURATION:
CUL USTED OR CSA CERTIFIED FOR CANADA SEE TABLE

CONNECTOR CONFIGURATION:
SEE TABLE

Super-Safeway GFCl 20A
L Dimensi A Dimension Power-Up Line Plug Load Connector Woodhead Number Order Number
J5m (2.4') 3lm (1.0 None None 20051-0A 130153-0109
85m (2.8') .3Im (1.0°) Auto 1433 1533 20051-1A 130153-0112
24m (1.8 1.83m (6.0') 1433 1533 20051-6A 130153-0120
8.17m (26.8") 7.62m (25.0') 1433 1533 20051-25A 130153-0117
J5m (2.4) .305m (1.0°) Manual None None 20051-0M 130153-0110
85m (2.8') .305m (1.0°) 1433 1533 20051-1M 130153-0113
24m (1.8 1.83m (6.0') 1433 1533 20051-6M 130153-0121
8.17m (26.8") 7.62m (25.0') 1433 1533 20051-25M 130153-0118

E-20 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Technical Information
Super-Safeway™
GFCl

Industrial Duty

In-Line

12,00 IN. 45 | A REF.

I LOAD ”

c

\ .2

CABLE (YELLOW) 10 AWG 3 CONDUCTOR 300V 5

TYPE SJEOOW UL LISTED FOR U.S. AND EITHER

CUL USTED OR CSA CERTFIED FOR CANADA NEMA LS-30 SECONDARY -]

NEMA LS-30 PRIMARY WOODHEAD #2947 i

WOODHEAD #2847 PLUG CONNECTOR o

A

Super-Safeway GFCl 30A 5

L Dimension A Dimension Power-Up Line Plug Load Connector Woodhead Number Order Number ;

J0Im (2.3') 3lm (1.0Y None None 30051-0A 130153-0261 g
823m (2.7') 3Im (1.0' Aufo 2847 2941 30051-1A 130153-0164
2.35m (7.7) 1.8m (6.0') v 2847 2941 30051-6A 130153-0171
8.14m (26.7') 7.62m (25.0') 2847 2941 30051-25A 130153-0168
J0Im (2.3') 3lm (1.0 None None 30051-0M 130153-0262
823m (2.7') 3lm (1.0 Manual 2847 2947 30051-1M 130153-0165
2.35m (7.7') 1.8m (6.0') ! 2847 2941 30051-6M 130153-0172
8.14m (26.7') 7.62m (25.0') 2847 2941 30051-25M 130153-0169

Technical Information

Super-Safeway™

GFCl

Industrial

In-Line

125 MIN —{|=— o
MIN

1.72 REF.  _of 1.90 REF. |~

L "GREEN LED" INDICATOR

| N
1.%6 j:éﬁ;

] _.,_ GREEN COLOR
188 ®i1-_§037.843 o 1.70 REF. WENRG) | s coon
MAX | 5.16

REF. | —| — GERE

P.N# AND DATE CODE
LABEL SECTION

SOFT DURD GROMMET

uL L secrion —

Super-Safeway Right Angle

L Dimension Power-Up Woodhead No. Order No.
.686m (2.25') Auto 15054-1A 130153-0091
7.70m (25.25") 15054-25A 130153-0095
.686m (2.25') Manual 15054-1M 130153-0092
7.70m (25.25) 15054-25M 130153-0096
www.molex.com/woodhead molex E-21
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Reference Information
UL File No.: E66308

Features and Benefits
o Wide range of plug and connector products assures the

GFCl

Sufewuy® proper fit for any application (SA File No.: LR6837

. © |mpact resistant nylon housing provides high W) GN
GFCl Commercial Dllfy performance at an affordable price cus C
15A © Manual reset functionality protects personnel upon Physical

power refurn

© QOpen neutral sensing relay detects and prevents
operation under threatening conditions

o Lighted pushbutton operation provides visual “Ready-
to-Run” status

o Spring-loaded contacts assure consistent conductivity
and extended life

o Internal strain relief provides excellent hold o keep
cord in place at this crifical juncture

GFCl Housing: Impact resistant polycarhonate
Cover Face Screws and Washer: Stainless Steel
Internal Strain Relief: Double C-clamp metal band
Cord Type: Yellow SJTW

Environmental
Duty Type: General commercial duty
Rating: Rainproof

Power Distribution E

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com

Field Attachable
Configuration Current/Voltage Woodhead No. Order No
Field Attachable 15A/20A 120V 20054 130153-0144
i
=
, ;
|
(
Molded Plug and Connector
Configuration Current /Voltage Cord Length Cord Type Number of Receptacles Woodhead No. Order No
0.61m (2.0 1 15050-1 130153-0019
15A 120V 1.83m (6.0') 14/3SITW 1 15050-6 130153-0036
NEMA 5-15 7.62m (25.0') 1 15050-25 130153-0022
-."n ‘.,
:. “\
Molded Plug and Tri-Tap Connector
Configuration Current /Voltage Cord Length Cord Type Number of Receptacles Woodhead No. Order No
@ 0.61m (2.0 3 15050-31T 130153-0028
1.83m (6.0') 3 15050-6TT 130153-0039
1SA120V 7.62m (25.0') 1/35ITW 3 15050-251T 130153-0025
NEMA 5-15 15.24m (50.0') 3 15050-5017 130153-0033
Super-Safeway™ Plug and Connector
Configuration Current /Voltage Cord Length Cord Type Number of R le Woodhead No. Order No
@ 0.61m (2.0 1 15051-1 130153-0042
1.83m (6.0') 1 15051-6 130153-0051
15120V 7.62m (25.0') 1/3simi 1 15051-25 130153-0045
NEMA 5-15 15.24m (50.0) 1 15051-50 130153-0048
E-22 molex www.molex.com/woodhead




GFCl
Safeway®

GFCl Commercial Duty

15A

Features and Benefits

* Wide range of plug and connector products assures the
proper fit for any application

o Impact resistant nylon housing provides high
performance at an affordable price

© Manual reset functionality protects personnel upon
power refurn

e Open neutral sensing relay detects and prevents
operation under threatening conditions

o Lighted pushbutton operation provides visual “Ready-
to-Run” status

Reference Information
UL File No.: E66308
(SA File No.: LR6837

cus @

Physical

GFCl Housing: Impact resistant polycarbonate
Cover Face Screws and Washer: Stainless Steel
Internal Strain Relief: Double C-clamp metal band
Cord Type: Yellow SJTW

S o Cori . . Environmental
ring-| ntacts assure consistent conductivit .
Spring-louded coniacls assure consistent co ductivity Duty Type: General commercial duty
and extended life Rafing: Rai
A . ating: Rainproof
e Internal strain relief provides excellent hold fo keep
cord in place at this crifical juncture
o QOptional Super-Safeway™ NESTEX® Paracril 0Z0 rubber
mulfiple outlet box available for application flexibility
Outlet Box
Configuration Current /Voltage Cord Length Cord Type Flip-Lid Number of Receptacles Woodhead No. Order No
154120V 0.6Im (2.0) 12/351TW No 4 150532 130153-0071
154120V 7.62m (25.0) 14/35)TW No 4 15053-25 130153-0072
NEMA 5-15 154120V 15.24m (50.0') 12/35)TW No 4 15053-50 130153-0077
| | W ;
] ﬁ :
-
h\
¥ -y
Weather Resistant Outlet Box
Configuration Current/Voltage Cord Length Cord Type Flip-Lid Number of Receptacles Woodhead No. Order No
0.6Im (2.0) 4 15053W-2 130153-0080
15A 120V 12/350TW Yes
NEMA ST 7.62m (25.0) 4 15053W-25 130153-0081
[&
V-
Right Angle Plug
Configuration Current /Voltage Cord Length Cord Type Number of R { Woodhead No. Order No
Field Attachable 15054 1301530089
@ 15A 1200 0.6Im (2.0) 14/355TW 1 15054-1 130153-0090
NEMA 5-15
www.molex.com/woodhead molex E-23

Power Distribution n
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GI:CI Features and Benefits Reference Information
* Wide range of plug and connector products assures the UL File No.: E66308

Sufewqy® proper fit for any application (SA File No.: LR6837
. © Impact resistant nylon housing provides high W) GN
GFCI Commercial D“ty performance at an affordable price cus C
20A © Manual reset functionality protects personnel upon Physical
power refurn GFCl Housing: Impact resistant polycarhonate
 Open neutral sensing relay detects and prevents Cover Face Screws and Washer: Stainless Steel
operation under threatening conditions Internal Strain Relief: Double C-clamp metal band

o Lighted pushbutton operation provides visual “Ready-  Cord Type: Yellow SJTW
to-Run” status

o Spring-loaded contacts assure consistent conductivity
and extended life

o Internal strain relief provides excellent hold o keep
cord in place at this crifical juncture

o Optional Super-Safeway™ NESTEX® Paracril 0Z0 rubber
multiple outlet box available for application flexibility

Environmental
Duty Type: General commercial duty
Rating: Rainproof

Field Attachable
Configuration Current/Voltage Woodhead No. Order No
Field Attachable 15A/20A 120V 20054 130153-0144

Power Distribution E

N

Super-Safeway™ Plug and Connector

Configuration Current/Voltage Cord Length Cord Type Number of Receptacles Woodhead No. Order No
0.61m (2.0') 1 20051-1 130153-0111
20A 120V 1.83m (6.0') 1 20051-6 130153-0119
NEMA 5-20 7.62m (25.0') 1 20051-25 130153-0116
0.6Im (2.0) 12/3sSImw 1 20054-1 130153-0145
20A 240V 1.83m (6.0') 1 20054-6 130153-0147
NEMA L6-20 7.62m (25.0') 1 20054-25 130153-0146
& ! ‘
L g
\"-.
-_ o
Outlet Box
Configuration Current /Voltage Cord Length Cord Type Number of Receptacles Woodhead No. Order No
@ 20A 120V 0.6Im (2.0') 12/3SITW 4 20053-2 130153-0137
NEMA 5-20
I e
-
Weather Resistant Outlet Box
Configuration Current /Voltage Cord Length Cord Type Flip-Lid Number of Receptacles Woodhead No. Order No
0.61m (2.0 20053W-2 130153-0140
20A 120V 12/3SJTW Yes 4
NEMA 520 183m (6.0) 20053W-6 1301530143
E-24 molex www.molex.com/woodhead
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GF(l

Safeway®
GFCl Commercial Duty
30A

’?‘J '.ﬁ kr

-

Super-Safeway™ Plug and Connector

Features and Benefits

* Wide range of plug and connector products assures the
proper fit for any application

o Impact resistant nylon housing provides high
performance at an affordable price

© Manual reset functionality protects personnel upon
power refurn

e Open neutral sensing relay detects and prevents
operation under threatening conditions

e Lighted pushbutton operation provides visual “Ready-
to-Run” status

o Spring-loaded contacts assure consistent conductivity
and extended life

© Internal strain relief provides excellent hold fo keep
cord in place at this crifical juncture

Reference Information
UL File No.: E66308
(SA File No.: LR6837

cus @

Physical

GFCl Housing: Impact resistant polycarbonate
Cover Face Screws and Washer: Stainless Steel
Internal Strain Relief: Double (-clamp metal band
Cord Type: Yellow SJTW

Environmental
Duty Type: General commercial duty
Rating: Rainproof

Configuration Current/Voltage Cord Length Cord Type Woodhead No. Order No
0.61m (2.0 30051-1 130153-0163
30A 240V 10/3SITW
NEMA L5-30 1.83m (6.0') 30051-6 130153-0170

www.molex.com/woodhead

molex

Power Distribution n

E-25
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Technical Information

Safeway®
GFCl

Commercial Duty

In-Line

Safeway GFCI 15A, 20A

12.7cm (5.00")

Woodhead"

I

Power Distribution E
é

]

Safeway GFCI 30A

= o |

-

N

22.9cm (9.007)
+0.5"

17.8cm (7.00")

15.2cm (6.007)
/ TEST BUTTON &
RESET BLACK BUTTON BLACK BOOT
W/TRANSLUCENT BOOT

=

Safeway GFCl Right Angle

4.24cm
(1.67")

BLACK RESET BUTTON
W/RED INDICATOR
TRANSLUCENT BOOT

5.18cm
(2.04)

BLACK TEST BUTTON
BLACK BOOT

E-26
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Woodhead outlet boxes provide options for pre-wired solutions or components of dead-end
boxes, feed-through boxes, cover plates, flip-lid covers, Max-Loc® or cord-clamp connections,
customizable to all applications. The multiple outlet-box products serve needs from single- or
double-duplex receptacle solutions to multi-tap outlet boxes for numerous plug-in applica-
tions. Available in various configurations, Woodhead can provide an outlet box that meets your
specific needs.

Pre-wired . .
. Factory certified, saves time and money
solutions
Standard components Provide for exceptionally
and replacement parts long-life products

Custom-built

products Allow unique application solutions

* Assembly stations

e Construction site

e Facility maintenance
e Shipyards

* Work benches

* Workstations

Woodhead

molex

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Features and Benefits Physical
ou“e' Boxes  NEGTEX® Paracril 0Z0 rubber portable outlet hoxes Box Housing and Plug Body: NEGTEX Paracril 0Z0 rubber

Watertite® yield the best performance for abrasion, chemical Recepluc:es: Indusltriul-duJy Isingle receptacles
. exposure and temperature extremes Receptacle Coverplate and Closure Caps: Lexan
Dual-Sided GFCI Duplex * Industrial duty receptades yield long-term performance ~ GFCl Coverplate: Silicone
FD Outlet Box o MAX-LOC® cord grip provides superior strain relief for ~ Cover Screws and Lid Springs: Stainless Steel
long life Cord: Rubber SOOW
o Lids with spring-loaded closure caps for increased Cord Connection: MAX-LOC nylon sirain relief with rubber
protection grommet
o Manual reset GFCl profection complete with an open Plug Body: Watertite NEGTEX Paracril 0Z0 rubber with
i neutral sensing relay (confained within the back side) nylon insert and Stainless Steel screws
3 © Select a ground continuity monitor light o ensure good Open Neutral Relay: Yes
_ ground from power source Environmental
% S o High-performance SOOW cords are standard for Rating: Wet industrial duty
Q opfimum performance
o Plug matches receptacle type for application consistency
 When properly mated with a Woodhead® Watertite
.r'r . plug, the connector or receptacle connection meets the
! ;\" " requirements of NEMA Type 4X

Power Distribution E

Dual-Sided, Duplex Receptacle, FD Outlet Box

(onfiguro:oi)'::n d Rafing Amps /Hz/Volts Cord Length Cord Type Grourrl:of‘?'n‘: rlnuny Dupl?:nl;::;fmles Woodhead No. Order No.
1.83m (6.0) 14/3S00W 1 33016FLI43 130137-0224
1.83m (6.0') 14/3S00W Yes 1 33016GFLI43 130137-0227
7.62m (25.0) 14/3S00W 1 33016FAI43 130137-0221
@ 154 50/60Hz 120V 7.62m (25.0) 14/3S00W Yes 1 33016GFAT43 130137-0225
NEMAS.15 15.24m (50.0°) 14/3S00W 1 33016FB143 130137-0222
15.24m (50.0) 14/3S00W Yes 1 33016GFB143 130137-0226
3048m (100.0') 14/3500W 1 33016FD143 130137-0223
1.83m (6.0') 12/3500W Yes 1 330466FL123 130137-0240
1.83m (6.0) 12/3500W 1 3304GFLIZ3 130137-0237
7.62m (250) 12/3500W Yes 1 330466FA123 130137-0238
@ 204 50/60Hz 120V 7.6m (25.0) 12/3500W 1 3304GFAI23 1301370234
NEMA 5-20 15.24m (50.0') 12/3500W 1 33046FB123 130137-0235
3048m (100.0') 12/3500W 1 3304GFDI23 130137-0236

E-28 molex www.molex.com/woodhead
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Outlet Boxes
Watertite®

Physical
Box Housing, Coverplate and Plug Body: NEGTEX Paracril
0Z0 rubber

Receptacles: Industrial-duty nylon single receptacles

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature exiremes

Power Distribution n

Quad Outlet Box * Industrial duty receptacles yield long-ferm performance ~ Cover Face Screws: Stainless Steel
o Watertite closure caps for increased protection Cord: Rubber 12/3 SOOW
. * High-performance SOOW cords are standard for Cord Connection: MAX-LOC nylon srain relief with rubber
\\Ir i . optimum performance grommet . . )
o Plug matches receptacle type for application consistency PIug BOde Watertite NEGTEX Paracril 0Z0 rubber with
1§ -rr) e When properly mated with a Woodhead® Watertite nylon insert and Stainless Steel screws
1 "'} \ plug,' the connector or receptacle connection meetsthe  Epyironmental
\ . . . requirements of NEMA Type 4X Rating: Wet industrial duty
Nl - - o Universal ground ring and wires provided for ease of
¢ i ‘SL st wiring
3 Reference Information
(SA File No.: LR6837
@
Heavy Duty Outlet Box
NEMﬂnjo;Zig:;uﬁon Amps/Hz/Volts Cord Length Cord Type Closure Caps Sing:'eu;l::erp::cles Cord Diameter Woodhead No. Order No.
Yes 4 11.1-17.5mm (437-.687") 32W47 130135-0230
154 50/60Hz 120
@ 204 50/60Hz 120V Yes 4 111-17.5mm (437-.687") 32W33 130135-0228
NEMA 5-20
@ 154 50/60Hz 120 Yes 4 111-17.5mm (437-.687") 35W47 130135-0317
NEMA L5-15
@ 154 50/60Hz 277V Yes 4 111-17.5mm (437-.687") 35W34 130135-0316
NEMA L7-15

Outlet Boxes

Watertite®
llluminated Quad (Locator)
Outlet Box

‘ \&:‘! >
L" B " L
%3

S

llluminated Quad (Locator) Outlet Box

Physical

Box Housing, Coverplate, Bulb Socket, Recessed Bumpers
and Plug Body: NEGTEX Paracril 0Z0 rubber

Receptacles: Indusirial-duty nylon single receptacles

Cover Gasket: Neoprene

Globe Assembly: Teflon®

Hinged Hook: Polypropylene

Cover Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC strain relief with Stainless Steel
mesh, nylon compression nut with rubber grommet

Plug Body: Watertite NEGTEX Paracril 0Z0 rubber with
nylon insert and Stainless Steel screws

Features and Benefits

o NEGTEX® Paracril 0Z0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature exiremes

® Industrial duty receptacles yield long-term performance

o Watertite closure caps for increased protection

o MAX-LOC® Stainless Steel sirain relief induded as
standard to provide maximum cord pull-out resistance

e High-performance SOOW cords are standard for
opfimum performance

o Plug maiches receptacle type for application consistency

e When properly mated with a Woodhead® Watertite
plug, the connector or receptacle connection meets the
requirements of NEMA Type 4X Environmental

Meets NFPA 1901 Requirements

Reference Information ° AR
Rating: Wet industrial duty

(SA File No.: LR6837

@

NEMA Configuration Number of .
and Rating Amps/Hz/Volts Cord Length Cord Type Single Receptacles Cord Diameter Woodhead No. Order No.
4 11.1-17.5mm (437-.687") 32W90-1 130135-0233
15A 50/60/Hz 120V 0.305m (1.0 14/3 S00W 4 32W90-1E143 130135-0234
NEMA 5-15 15.24m (50.0') 14/3 S00W 4 32W90-18143 130135-0329
4 1L1-17.5mm (.437-.687") 32W90-2 130135-0235
15A 50/60/Hz 120V
NEMA L5-15 0.305m (1.0 14/3 S00W 4 32W90-2E143 130135-0236
www.molex.com/woodhead molex E-29
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Power Distribution E

Outlet Boxes
Watertite®

GFCI Four-Sided Outlet Box

43

W3

GFCl Portable Work Station

Features and Benefits

© Workstation is molded of high-strength, non-conductive,
glass-reinforced polyester

© Four industrial duty receptacles yield long-term
performance

© GFCl protection complete with an open-neutral sensing
relay fo prevent operation under life-threatening
conditions

o MAX-LOC® Stainless Steel strain relief included as
standard to provide maximum cord pull-out resistance

o Six feet of high performance SOOW cord are standard
for optimum performance

 When properly mated with a Woodhead® Watertite
plug, the connector or receptacle connection meets the
requirements of NEMA Type 4X

Reference Information
UL File No.: E10176 (Housing)
CSA File No.: LR6837

® &

Physical

Workstation Body: Glass-reinforced polyester

Industrial Duty Receptacles: Nylon

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC strain relief with Stainless Steel
mesh, nylon compression nut with rubber grommet

Environmental
Rating: Wet industrial/commercial duty

Side A NEMA Side B Side C
GFCl Configuration Configuration and Rating Configuration Configuration Amps/Hz Nolts Woodhead No. Order No.

Duplex NEMA 5-15 @ Duplex NEMA 5-15 Duplex NEMA 5-15 15A 50/60Hz 120V 3493 130135-0314
NEMA 5-15

Duplex NEMA 5-20 @ Duplex NEMA 5-20 Duplex NEMA 5-20 20A 50/60Hz 120v 3494 130135-0315
NEMA 5-20

Duplex NEMA 5-20 @ Single NEMA L5-20 Single NEMA L5-20 20A 50/60Hz 120v 3492 130135-0313
NEMA L5-20

E-30 molex www.molex.com/woodhead
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Features and Benefits Physical
o““e' Boxes o NEGTEX® Paracril 0Z0 rubber portable pendant drop  Pendant Housing: Watertite NESTEX Paracril 0Z0 rubber

W(I'l'el"l'ife® yields the best performance for abrasion, chemical Receptacles: Nylon industrial duty

exposure and femperature extremes Cover Face Screws and Cover Springs: Stainless Steel
Pendant Drop * Pre-wired, one or two industrial duty, single receptacles ~ Strain Relief, Pendant: Heavy-duty MAX-LOC nylon mesh
15A or 20A 125V recessed for indoor or outdoor use designed to save and F3 %" compression nut

you fime Cord: Rubber 14/3 or 12/3 SOOW

% * Watertite receptacles cerfified to provide protection for — p . .

damp or wet locations and keep personnel safe Rafing: Wet industrial duty

 MAX-LOC® non-metallic strain relief included as
g 9 standard to provide maximum cord pull-out resistance
ff} : —H\Q‘s’ atop the pendant
. - 5 * Woodhead® hanging double eye support grip included
L : / for ease of installation
- b e High-performance SOOW cords are standard for
optimum performance

Fﬂt f'.‘ j e When properly mated with a Woodhead® Watertite

.
il

\ plug, the connector or receptacle connection meets the
C

requirements of NEMA Type 4X

M
v
Power Distribution

Pendant Drop
NEM:nﬁo;::g:;anon Amps/Hz/Volts Cord Length Cord Type GFCI* GFCl Reset R’:‘::::::I::, Woodhead No. Order No.
1.83m (6.0') 14/3 00w 2 70W471143 130138-0085
1.83m (6.0') 14/3500W Yes Manual 1 TOW47L143GF 130138-0086
@ 15A 50/60Hz 120V 4.57m (15.0') 14/3 S00W 2 T0WATM143 130138-0087
NEMA 5-15 4.57m (15.0') 14/3 500W Yes Manual 1 70W47M143GF 130138-0088
7.62m (25.0') 14/3 S00W Yes 1 TOWATA143GF 130138-0083
1.83m (6.0') 12/3500W 2 70W33L123 130138-0079
4.57m (15.0') 12/3500W 2 70W33M123 130138-0081
@ 20A 50/60Hz 120V 4.57m (15.0') 12/3500W Yes Manual 1 70W33M123GF 130138-0082
NEMA 5.20 7.62m (25.0') 12/3500W 2 70W33A123 130138-0076
7.62m (25.0') 12/3500W Yes Manual 1 70W33A123GF 130138-0077
@ 15A 50/60Hz 120V 1.83m (6.0') 14/3S00W 2 75W471143 130135-0322
NEMA L5-15
@ 20A 50/60Hz 120V 4.57m (15.0') 12/3500W Yes Manual 1 TTWA4TM123GF 130138-0095
NEMA L5-20
* GFCI Pendant Drop does not feature open-neutral sensing relay
12 = Duplex
1 = Single
www.molex.com/woodhead molex E-31
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Power Distribution E

Outlet Boxes

Watertite®
FD Box

Features and Benefits

© Deep hox design provides 30% more capacity volume
over FS boxes.

o Three configurations available provides for installation
flexibility.

o NEMA 4, 4X, 12P 1P66 rated for harsh environments.

© Dynamically vulcanized thermoplastic (TPV) gaskets

provide maximum watertight and dust-tight seal

between frame and hox.

1" diameter unthreaded conduit openings, with 3"

and 4" reducers (includes dosure plugs for unused

openings) provide design flexibility with multiple

conduit types.

Modular frame design allows for custom configuration

for power distribution boxes specific to customers'

applications.

Stainless-steel mounting plates provide corrosion-

resistance in harsh environments.

Reference Information
Packaging: Individual box
cULus File No.: E117594

!:I.IS

Physical

Box Housing: Rigid polyvinyl chloride (PVC)

Box: Reducers/Plugs: Rigid polyvinyl chloride (PVC)

Frame: Polybutylene terephthalate (PBT)

Gasket: Santoprene TPV

Threaded Inserts: Brass

Mounting Plate: Stainless Steel

Color: Yellow or Black

Grounding Wire (Green): 12 AWG, stranded Copper,
0.203m (8') long

Environmental
Operating Temperature: —29 to +60° C
Enclosure Rating: NEMA 4, 4X, 12P, IEC IP66

FD Box
Color Gang Configuration Capacity Woodhead No. Order No.
Single 426.06cm® (26.0in%) 455-FD1 130128-0150
Yellow Two 1,102.85cm® (67.3 in®) 455-FD2 130128-0151
Three 1,787.83cm® (109.1in°) 455-FD3 130128-0152
Single 426.06cm® (26.0in’) 455-FD1BLK 130128-0160
Black Two 1,102.85m® (67.3 in?) 455-FD2BLK 130128-0161
Three 1,787.83cm® (109.1in°) 455-FD3BLK 130128-0162
Schedvle 40 Threaded Adapter
Thread Diameter Material Pkg Qty Length Woodhead No Order No.
/7" pYC 10 37.3mm (1.47") 455-TA50 130128-0167
3/ 10 40.9mm (1.61") 455-TA75 130128-0168

E-32

molex
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Outlet Boxes

Watertite®
FD Boxes and Coverplates

Corrosion Resistant FD Boxes

FD Box—Wet Location

Features and Benefits

© Boxes molded of high-strength, non-conductive, glass-

filled polyester

© All metal hardware on boxes made from Stainless Steel
to provide stable anchor points and corrosion resistance
o Eniry/exit points pre-threaded with knock-outs for

quick, flexible installation

® Grounding wires included and pre-installed to save time

on installafion

Reference Information
UL File No.: E117594
(SA File No.: LR32159

e

Physical

Replacement Covers for Watertite Flip Lid Receptacles,

Receptacle Coverplate and Closure Caps: Lexan*
Cover seal provided through the Watertite NEGTEX®
Paracril 0Z0 rubber interface
Cover Screws and Lid Springs: Stainless Steel
Box Volume: 17.3 in.?

Environmental
Rating: Wet industrial duty

* Trademark of SABIC Innovative Plastics IP BV

Thread Diameter Knock-Out Openings Color Woodhead No. Order No.
0 2 Yellow 452(R 130128-0114
%" 2 Yellow 453(R 130128-0116
1 2 Yellow 454(R 130128-0119

—

<

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable pendant drop
yields the best performance for abrasion, chemical
exposure and temperafure extremes

FD Boxes Dual-Sided, FD Multiple Outlet Box

Reference Information
(SA File No.: LR6837 (except for 3066)

@

Cord Diameter Cord Grip Body Size Feed-Thru Housing Woodhead No. Order No.
12.70-19.05mm (.500-.750") F3 3" No Rubber 3065 130137-0150
12.70-19.05mm (.500-750") By’ Yes Rubber 3066 130138-0034

Features and Benefits Reference Information
e (Corrosion resistant FD box coverplates UL File No.: E117594 (Coverplates)
- * Blank standard coverplate supplied with neoprene @
~ gasket
) * Cover available with 15/20A 120V manual reset GFCl
£ * (lear/opaque cover plate with metallic support plate to
provide strength
e (lear/opague and GFCl cover plate is silicone to provide
excellent corrosion resistance
Coverplates for FS/FD Boxes
Coverplate Current /Voltage GFCl Woodhead No. Order No.
Clear Silicone Watertite® 20A 120V Yes 3362GF 130137-0241
Clear Silicone Watertite No 3362 130138-0047
Black Phenolic Heavy Duty No 459* 130138-0004

* UL File No.: E117594

\:

6702/6902  6503/6703/6903
2-Hole Insert 3-Hole Insert

Features and Benefits

o UV stabilized polycarbonate with mounting plates

o All exposed metal is Stainless Steel

Replacement Covers for Watertite Flip Lid Receptacles

Description Duplex /Single Woodhead No. Order No.

Fits duplex, all 15A, 20A siraight blade Duplex 40-9100 130186-0535

Fits All 15A and 20A straight blade Single 6503 130155-0107

Fits all 20A locking 2-hole connector inserts Single 6702 130185-0358

Fits all 20A locking 3-hole connector inserts Single 6703 130155-0109

Fits all 30A locking 2-hole connector inserts Single 6902 130155-0017

Fits all 30A locking 3-hole connector inserts Single 6903 130155-0018
www.molex.com/woodhead molex

Reference Information
UL File No.: E46237

®

Power Distribution n
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Power Distribution E

Outlet Boxes

Super-Safeway’
Dual-Sided Duplex Outlet Box,
Series 3000, with Receptacles
15A 120V

Standard Depth (33/5")

NEMA 5-15

Features and Benefits

NEGTEX® Paracril 0Z0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

Industrial duty, duplex receptacles yield long-term
performance

Two-piece cord-clamp strain relief to firmly secure
the cord os standard, or select a MAX-LOC® cord grip
together with weather resistant flip lids for increased
protection

Manual reset GFCl protection complete with an open

neutral sensing relay (contained within the back side) is

an available option to protect personnel

Also select a ground continuity monitor light to ensure
good ground from power source

High-performance SOOW cords are standard for
optimum performance

Corded versions include a NEMA 5-15 plug

Standard Depth (33/z") No Flip Lids or MAX-LOC Cord Grips

Reference Information
UL File No.: E46237
CSA File No.: LR6837

®C

Physical

Box Housing and Plug Body: NESTEX Paracril 0ZO rubber
Receptacles: Industrial duty
Receptacle Coverplate: Nylon/polycarhonate

For Box Only Version: This is still pre-wired

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 or 14/3 SOOW

Cord Connection: MAX-LOC nylon strain relief with rubber

grommet

Environmental

Rating: General industrial duty

Cord Grip Cord Length Cord Type GFCl GFCl Reset sty Open Neutral Cord Diameter Woodhead No. Order No.
Duplex Receptacles Relay
Double C-Clamp 2 8.26-16.64mm (.325-.655") 3000-1 130137-0088
Double C-Clamp 0.305m (1.0) 14/3 S00W 2 3000-1E143 130137-0100
Double C-Clamp 1.83m (6.0') 14/3 S00W 2 3000-1L143 130137-0101
Double C-Clamp 7.62m (25.0') 14/3 S00W 2 3000-1A143 130137-0095
Double C-Clamp 15.24m (50.0') 14/3500W 2 3000-18143 130137-0097
Double C-Clamp 1.83m (6.0') 14/3500W Yes-In-Line Manual 2 Yes 3000-1L143IN 130137-0102
Standard Depth (3%/z") Flip Lids and MAX-LOC Cord Grips
Cord Grip Cord Length Cord Type Number of Duplex Cord Diameter Woodhead No. Order No.
Receptacles
F2%" 2 7.92-15.88mm (.312-.625") 3005-1 130137-0127
F2%" 0.305m (1.0) 14/3 500W 2 3005-1£143 130137-0132
F2%" 7.62m (25.0') 14/3 S00W 2 3005-1A143 130137-0128
F2% 15.24m (50.0') 14/3 500W 2 3005-18143 130137-0130
Standard Depth (335") Feed-Thru with MAX-LOC Cord Grips, No Flip Lids
Cord Grip Feed-Thru Number of Duplex Receptacles Cord Diameter Woodhead No. Order No.
F2%" Yes Coverplates only 7.92-15.88mm (.312-.625") 3000F 130137-0115

E-34

molex
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Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and femperature extremes

e Industrial duty, duplex receptacles yield long-term
performance

Outlet Boxes

Super-Safeway™
Dual-Sided Duplex Outlet Box,
Series 3000, with Receptacles

© Two-piece cord-clamp strain relief to firmly secure
15A 120V 3/ the cord as standard, or select a MAX-LOC® cord grip
Extended Depth (4 / 8') together with weather resistant flip lids for increased
NEMA 5-15 protection

© Manual reset GFCI protection complete with an open
neutral sensing relay (contained within the back side) is
an available option to protect personnel

e Also select a ground continuity monitor light to ensure the

ground connecfions are proper from your power source
e High-performance SOOW cords are standard for
opfimum performance
e (orded versions include a NEMA 5-15 plug

Extended Depth (43/s") No Flip Lids or MAX-LOC Cord Grips

Reference Information
UL File No.: E46237
(SA File No.: LR6837

®e

Physical

Box Housing and Plug Body: NESTEX Paracril 0Z0 rubber
Receptacles: Industrial duty single receptacles
Receptacle Coverplate: Nylon/polycarbonate

For Box Only Version: This is still pre-wired

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 or 14/3 SO0W

Cord Connection: MAX-LOC nylon strain relief with rubber

grommet

Environmental
Rating: General industrial duty

Cord Grip Number of Duplex Receptades Cord Diameter Woodhead No. Order No.
Double C-Clamp 2 8.26-16.64mm (.325-.655") 3080-1 130137-0165
Extended Depth (43/s") Flip Lids and MAX-LOC Cord Grips
Cord Grip Flip Lid Number of Duplex Receptacles Cord Diameter Woodhead No. Order No.
F3 %" Yes 2 12.70-19.05mm (.500-.750") 30851 130137-0191
n ]".ﬂ .
- [
Extended Depth (43/s") Feed-Thru with MAX-LOC Cord Grips, No Flip Lids
Cord Grip Feed-Thru Number of Duplex Receptacles Cord Diameter Woodhead No. Order No.
F3 %" Yes 2 12.70-19.05mm (.500-.750") 3080F-1 130137-0177

www.molex.com/woodhead
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Features and Benefits

© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

o Industrial duty, duplex receptacles yield long-term

performance

Two-piece cord-clamp strain relief to firmly secure

the cord os standard, or select a MAX-LOC® cord grip

together with weather resistant flip lids for increased

protection

 Manual reset GFCl protection complete with an open

neutral sensing relay (contained within the back side) to

protect personnel

Also select a ground confinuity monitor light to ensure the

ground connecfions are proper from your power source

o High-performance SOOW cords are standard for
optimum performance

o (Corded versions include a NEMA 5-15 plug

|

e

78 r'j

Outlet Boxes

Super-Safeway™
Dual-Sided Duplex Outlet Box,
Series 3000, with Receptacles
GFCI 15A 120V :
Extended Depth (43/5")

NEMA 5-15

Reference Information
(SA File No.: LR6837

Physical

Box Housing and Plug Body: NESTEX Paracril 0Z0 rubber

Receptacles: Industrial duty single receptacles

Receptacle Coverplate: Nylon/polycarhonate

For Box Only Version: This is still pre-wired

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 or 14/3 SOOW

Cord Connection: MAX-LOC nylon strain relief with rubber
grommet

Environmental
Rating: General industrial duty

Extended Depth (43/s") with GFCl, with Flip Lids and MAX-LOC Cord Grips
Cord Grip Cord Length Cord Type Flip Lid GFCl Reset Number of | Open Neutral Receptade Cord Diameter Woodhead No. Order No.
Receptacles Relay
F3 %" Yes Manual 1 Yes GFCl Duplex | 12.70-19.05mm (.500-.750") 40-30706 130137-0246
F33%" 1.83m (6.0') 12/3500W Yes Manual 1 Yes GFCl Duplex 3070-GFI 130137-0155
F3 %" 7.62m (25.0') 14/3500W Yes Manual 1 Yes GFCl Duplex 3070-GFIA143 130137-0158
F3 %" 7.62m (25.0') 12/3500W Yes Manual 1 Yes GFCl Duplex 3070-GFIA123 130137-0157
F3 %" 15.24m (50.0') 12/3 500W Yes Manual 1 Yes GFCl Duplex 3070-GFIB123 130137-0159
F3 %" 30.48m (100.0') 12/3500W Yes Manual 1 Yes GFCl Duplex 3070-GFID123 130137-0162
F3 %" 1.83m (6.0') 12/3 500W Yes Manual 1 Yes GFCl Duplex 3080-GFI 130137-0180
Extended Depth (43/s") with GFCl, Feed-Thru, with Flip Lids and MAX-LOC Cord Grips
Cord Grip Cord Length Cord Type Feed-Thru Flip Lid GFCl Reset I:‘ urber of Open Neutral Receptacle Woodhead No. Order No.
eceptacles Relay
F3%" 2@091Im (2@3.0) 12/3500W Yes Yes Manual 1 Yes GFCl Duplex 3070F-GFI 130137-0153
F3 %" 2@091Im (2@3.0) 12/3 S00W Yes No Manual 1 Yes GFCI Duplex 3080F-GFI 130137-0178
E-36 molex www.molex.com/woodhead
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Outlet Boxes

Super-Safeway™
Dual-Sided Duplex Outlet Box,
Series 3000 With Receptacles
20A 120V

NEMA 5-20

¥

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and femperature extremes

o Industrial duty, duplex receptacles yield long-term
performance

© Two-piece cord-clamp strain relief o firmly secure
the cord as standard, or select a MAX-LOC® cord grip
together with weather resistant flip lids for increased
protection

o Manual reset GFCI protection complete with an open

neutral sensing relay (contained within the back side) is

an available option to protect personnel

e Also select a ground continuity monitor light to ensure the
ground connecfions are proper from your power source

e High-performance SOOW cords are standard for
opfimum performance
o (orded versions include a NEMA 5-20 plug

Standard Depth (3%/5") No Flip Lids or MAX-LOC Cord Grips

Reference Information

UL File No.: E46237
£38085

(SA File No.: LR6837

Physical

Box Housing and Plug Body: NEGTEX Paracril 0Z0 rubber

Receptacles: Industrial duty single receptacles
Receptacle Coverplate: Nylon/polycarbonate

For Box Only Version: This is still pre-wired
Cover and Receptacle Face Screws: Stainless Steel
Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC nylon sirain relief with rubber

grommet

Environmental
Rating: General industrial duty

. Number of .
Cord Grip Cord Length Cord Type Duplex Receptacles Cord Diameter Woodhead No. Order No.
Double C-Clamp 2 8.26-16.64mm (.325-.655") 3000-10* 130137-0089
Double C-Clamp 0.305m (1.0') 12/3 500W 2 3000-10E123! 130137-0093
Double C-Clamp 7.62m (25.0') 12/3500W 2 3000-10A123! 130137-0090
Extended Depth (43/s") No Flip Lids or MAX-LOC Cord Grips
. Number of .
Cord Grip Cord Length Cord Type Duplex Receptadles Cord Diameter Woodhead No. Order No.
Double C-Clamp 2 8.26-16.64mm (.325-.655") 3080-10* 130137-0166
Double C-Clamp 0.305m (1.0") 12/3500W 2 3080-10E123! 130137-0171
Double C-Clamp 7.62m (25.0') 12/3500W 2 3080-10A123! 130137-0167
Double C-Clamp 15.24m (50.0') 12/3500W 2 3080-10B123! 130137-0169
Extended Depth (43/s") Flip Lids and MAX-LOC Cord Grips
: L Number of |
Cord Grip Cord Length Cord Type Flip Lid Duplex Receptales Cord Diameter Woodhead No. Order No.
F2 %" Yes 2 7.92-15.88mm (.312—.625") 3085-10* 130137-0192
F2 %" 7.62m (25.0') 12/3500W Yes 2 3085-10A123 130137-0193
F2 %" 15.24m (50.0') 12/3500W Yes 2 3085-10B123! 130137-0194
F2 %" 30.48m (100.0') 12/3 S00W Yes 2 3085-10D123! 130137-0196
* UL File No. E46327
tUL File No. E38085
www.molex.com/woodhead molex E-37

Power Distribution n
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Outlet Boxes

Super-Safeway™
Dual-Sided Duplex Outlet Box,
Series 3000 With Receptacles

GFCl 20A 120V

NEMA 5-20

Features and Benefits

© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

o Industrial duty, duplex receptacles yield long-term
performance

o MAX-LOC® cord grip together with weather resistant flip
lids for increased protection

 Manual reset GFCl protection complete with an open
neutral sensing relay (contained within the back side) is
an available option to protect personnel

© Also select a ground continuity monitor light to ensure the

Reference Information
(SA File No.: LR6837

Physical

Box Housing and Plug Body: NESTEX Paracril 0Z0 rubber

Receptacles: Industrial duty single receptacles

Receptacle Coverplate: Nylon/polycarhonate

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC nylon strain relief with rubber
grommet

ground connections are proper from your power source
o High-performance SOOW cords are standard for

optimum performance

© Incudes a NEMA 5-20 plug
- [

i

. ]"']

Environmental
Rating: General industrial duty

Power Distribution

Extended Depth (43/s") with GFCl, Flip Lids and MAX-LOC Cord Grips
Cord Gri . Ground Continuit: Number of
B::iy Sir;‘; Cord Length Cord Type Feed-Thru Flip Lid GFCl ml;non‘i,tl:; r“"" ¥ R::p:’ r‘;; . Receptade Woodhead No. Order No.
F3 %" 1.83m (6.0') 12/3S00W No Yes Yes No 1 GFCI Duplex 3070-GFI20 130137-0156
F3 %" 1.83m (6.0') 12/3500W No Yes Yes Yes 1 GFCI Duplex 3080-GFI20 130137-0181
Extended Depth (4%/") with GFCl, Feed-Thru, with Flip Lids and MAX-LOC Cord Grips
Cord Gri . Ground Continuit: Number of
B::!y S;;Z Cord Length Cord Type Feed-Thru Flip Lid GFCl m“';“on?:' r“"" ¥ R:‘I:I"e“ r:l: s Receptacle Woodhead No. Order No.
F3 %" 1.83m (6.0') 12/3500W Yes Yes Yes Yes 1 GFCI Duplex 3080F-GFI20 130137-0179
E-38 molex www.molex.com/woodhead
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Features and Benefits Physical
o““e' Boxes o NESTEX® Paracril 0Z0 rubber double-sided portable ~ Double-sided portable outlet box: NEGTEX Paracril 0Z0

f T™ . .
Super-su ewuy olllnlet btl)xes yield thedbesi performance for abrasion, . ru:)beir( e o schcbon
. chemical exposure and femperature extremes eceptacle Coverplate: Nylon, polycarbonate,
Series 3000 Boxes and * Many non-receptacle options provide complete polypropylene
Coverplutes, Yellow flexibility to create your own solution Cover and Receptacle Face Screws: Stainless Steel

o Select either double C-cord clamps or MAX-LOC® strain

) . . Environmental
relief for optimum life

Rating: General industrial duty
Reference Information

UL File No.: E46237

(SA File No.: LR6837

®@

.- = y 5
| w. 2
l . Ly £
\ ( . = a
-
C-Clamp One F (X) Fitting Two F (X) Fittings g
Standard and Extended Depth, Dual-Sided, 2 Receptace Box i
Box Only Box with Duplex Plates Box with Dual Flip Lids
Descripti Cord Di
escription ord Diameter Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Standard depth, C-clamp 8.26-16.64mm 0.325-0.655" 3050 130137-0147 3000 130137-0087
Standard depth, one (F2) 7.92-15.88mm 0.312-0.625" 3059 130137-0149 3005 130137-0126
Standard depth, feed-thru, two (F2) 7.92-15.88mm 0.312-0.625" 3050F 130137-0148
Extended depth, C-Clamp 8.26-16.64mm 0.325-0.655" 3090 130137-0013 3080 130137-0007
Extended depth, One (F3) 12.70-19.05mm 0.500-0.750" 3099 130137-0216 3085 130137-0010
Extended depth, feed-thru, two (F3) 12.70-19.05mm 0.500-0.750" 3090F 130137-0204 3080F 130137-0176 3085F 130137-0199
Extended depth, one (F4) 19.05-24.64mm 0.750-0.970" 3091 130137-0014
Extended depth, feed-thru, two (F4) 19.05-24.64mm 0.750-0.970" 3091F 130137-0210
1.39" Diameter* 1.56" Diameter!
Descrintion Cord Diameter Box with Plates Box with Flip Lids Box with Plates Box with Flip Lids
P Straight Blade Locking Blade Straight Blade Locking Blade
Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No. | Woodhead No. |  Order No.
Standard depth, C-clamp 8.26-16.64mm 0.325-0.655" 3001 130137-0121 3003 130137-0124
Extended depth, C-Clamp 8.26-16.64mm 0.325-0.655" 3081 130137-0008 3083 130137-0185
Extended depth, one (F3) 12.70-19.05mm 0.500-0.750" 3086 130137-0011 3082 130137-0009
Extended depth, feed-thru, two (F3) 12.70-19.05mm 0.500-0.750" 3086F 130137-0006
*15A and 20A NEMA straight blade, 15A NEMA locking
120A NEMA locking
www.molex.com/woodhead molex E-39
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Features and Benefits Physical
ou“e' Boxes o NEGTEX® Paracril 0Z0 rubber double-sided portable ~ Double-sided portable outlet box: NEGTEX Paracril 0Z0

Super-sufewuym outlet boxes yield the best performance for abrasion, rubber

. chemical exposure and temperature exiremes Receptacle Coverplate: Nylon, polycarhonate,
Series 3000 Boxes and © Many non-receptacle options provide complete polypropylene
Coverplutes, Yellow flexibility to create your own solution Cover and Receptacle Face Screws: Stainless Steel

o Select either double C-cord clamps or MAX-LOC® strain

- " . Environmental
relief for optimum life

Rating: General industrial duty

e ¢
gl l 1
i | |. 1
g Duplex receptace Duplex receptacle Single receptacle Single receptade Single receptacle Single receptade
= with flip lids 1.39" opening 1.39" opening 1.56" opening 1.56" opening
-] with flip lids with flip lids
2
&  Coverplate
a 139" Diometer® 156" Diomater®
- Duplex Opening Duplex Flip Lid - -39" Diameter - - -36" Diameter —
q;) Description Opening Flip Lid Opening Flip Lid
° Woodhead Order No. Woodhead Order No. Woodhead Order No. Woodhead Order No. Woodhead Order No. Woodhead Order No.
o No. No. No. No. No. No.
Coverplate 3051 130138-0020 3056 130138-0025 3052 130138-0022 3057 130138-0028 3055 130138-0024 3058 130138-0029
*15 and 20A NEMA straight blade, 15A NEMA locking
t 20A NEMA locking
i
Blank GFCl GFCl with flip lid GFl clear silicone
Watertite®
Description Blank Plate GFCl Opening GFCl Flip Lid GFCl Clear Silicone Watertite®
pn
d Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Coverplate 3054 130138-0023 3060 130138-0030 3061 130138-0032 3363 130138-0048
E-40 molex www.molex.com/woodhead
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Features and Benefits Physical
o““e' Boxes o Black NESTEX® Paracril 0Z0 rubber double-sided Box Housing and Plug Body: Black NEGTEX Paracril 020

Super'sufewuym portable outlet hoxes yield the best performance for rubb(ir i | |
. abrasion, chemical exposure and temperature exiremes  Receptacles: Industrial duty single receptacles
Series 3000 Power Boxes, Black * Many receptacle and non-receptacle options provide ~ Receptacle Coverplate: Black nylon, polycarbonate,
complete flexibility to create your own solution polypropylene
* Two-piece cord-clamp Strain Relief to firmly secure For Receptacle Versions: This is sill pre-wired
the cord as Standard, or select a MAX-LOC® cord grip ~ Cover and Receptacle Face Screws: Stainless Steel
together with weather resistant flip lids for increased ~~ Cord: Rubber 12/3 SOOW

protection Cord Connection: Black nylon strain relief with rubber
© Black color selected for higher UV resistance and less grommet if MAX-LOC
dirty appearance Plug Body: Black Super-Safeway NEGTEX Paracril 020
o High-performance SOOW cords are standard for rubber
optimum performance Environmental
Reference Information Rating: General industrial duty
UL File No.: E38085 @ @ g
(SA File No.: LR6837 * =
F)
2
‘=
-
2
o
™
3
]
a
NEMA 5-15 with Receptacles
NEMA Configuration and Rafing Description Woodhead No. Order No.
@ Standard depth cord clamp without flip lids 3000-1BLK 130137-0099
NEMA 515 Standard depth, feed-thru with MAX-LOC without flip lids 3000F-1BLK 130137-0117
NEMA 5-20 with Receptades
NEMA Configuration and Rating Description Cord Length Cord Type Plug Woodhead No. Order No.
@ Extended depth cord clamp ithout flip ids 762m (25.0) 12/3500W 515 3000-10A1238LK 130137-0091
NEMA 520 Extended depth MAX-LOC with flip lids — None 3085-10BLK* 130137-0195
* UL File No.: E46237
Multiple Outlet Box
Box Only, No Receptacles Box with Duplex Plates, No Receptacles
Descripti Cord Diamet
eseriprion ord Plameter Woodhead No. Order No. Woodhead No. Order No.
Standard depth, C-clamp 8.26-16.64mm (0.325-0.655") 3000BLK 1301370113
Standard depth, one (F2) MAX-LOC 7.92-15.88mm (0.312-0.625") 3059BLK 130137-0293
Standard depth, feed-thru, two (F2) MAX-LOC 7.92-15.88mm (0.312-0.625") 3000FBLK 130137-0118
Extended depth, one (F3) MAX-LOC 12.7-19.05mm (0.500-0.750") 3099BLK 130137-0217
Extended depth, feed-thru, two (F3) MAX-LOC 12.7-19.05mm (0.500-0.750") 3090FBLK 130137-0205
Extended depth, one (F4) MAX-LOC 19.05-24.64mm (0.750-0.970") 3091BLK 130137-0294
Extended depth, feed-thru, two (F4) MAX-LOC 19.05-24.64mm (0.750-0.970") 3091FBLK 130137-0211
www.molex.com/woodhead molex E-41
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Power Distribution E

Features and Benefits Physical
ou“e' Boxes o Black NESTEX® Paracril 0ZO rubber double-sided Box Housing and Plug Body: Black NEGTEX Paracril 0Z0

Super-sufewuym portable outlet boxes yield the best performance for rubber
. abrasion, chemical exposure and temperature exiremes Receptacle Coverplate: Black nylon, polycarbonate,
Series 3000 Coverplutes, Black o Black color selected for higher UV resistance and polypropylene
cleaner appearance Cover and Receptacle Face Screws: Stainless Steel
Environmental

Rating: General industrial duty

Multiple Outlet Coverplate

Desaibtion Duplex Opening Duplex Flip Lid GFCl Flip Lid
escriptio Woodhead No. Order No. Woodhead No. Order No. Woodhead No. Order No.
Coverplafe 3051BLK 130138-0021 3056BLK 130138-0026 3061BLK 130138-0033
E-42 molex www.molex.com/woodhead
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Features and Benefits Physical
ou“e' Boxes ™ © NESTEX® Paracril 0Z0 rubber double-sided portable ~ Muliiple Outlet Box and Plug Body: NESTEX Paracril 0Z0
Super-sufewuy outlet boxes yield the best performance for abrasion, rubber
. chemical exposure and temperature extremes Receptacles: NEMA 5-20 industrial duty duplex receptacles
3-Phase Stringer Set o Pre-wired six 20A, indusrial duty, duplex receptacles on Receptacle Coverplate: Nylon
20A 125V 10" centers yield long-term performance Cover and Receptacle Face Screws: Stainless Steel
NEMA 5-20 * Duplex receptacles are color-coded for easy three-phase  Cord: Black rubber 12/5 SOW
identification Cord Clamps: Safeway® nylon strain relief
o All cord clamps are Safeway® nylon sirain relief type  Receptacle Coverplate: Nylon
for optimum lfe ] Environmental
* Super-Safeway plug available as a ready fo use power  Rofing: General industrial duty
distribution cordset
Reference Information
UL File No.: E135568
(SA File No.: LR6837
®e
Cord Length Plug Woodhead No. Order No
9.14m (30.0) None 3095-000 130137-0213
9.14m (30.0) 12120 3095-002 130137-0214

PHASE "C"

PHASE "B"

PHASE "A"

BLUE (HOT)

2

RED (HOT)
)

BLACK (HOT)
X)

WHITE (NEUTRAL) (W)
GREEN (GROUND)

www.molex.com/woodhead

molex
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com
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Features and Benefits
© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes

Physical

ou“et Boxes Box Housing and Plug Body: NESTEX Paracril 0ZO rubber

™ ) . . X .
Super-sufewuy yield the best performance for abrasion, chemical Receptacles: Indusirial duty single receptacles
Analed Outl d exposure and temperature extremes Receptacle Coverplate: Polycarbonate, polypropylene
ngled Outlet an ! i For Box Oy Version: Receptadls e pre-vired
o Industrial duty, duplex receptacles yield long-term or box Unly Version: Receptacles are pre-wire
Angled GFCl Outlet Box performance Cover and Receptacle Face Screws: Stainless Steel
o MAX-LOC® cord grip together with weather resistant ~ Cord: Rubber 12/3 SOOW
—~ o Spring-loaded flip lids available for increased ingress  Cord Connection: MAX-LOC nylon strain relief with rubber
— 7 protecfion grommet
T o * Manual reset GFCl protection complete with an open £ ironmental
4 a7 neutral sensing relay is an available option fo protect  Ryting: General industrial duty
= personnel
o Also select a ground continuity monitor light to ensure the
e ground connecfions are proper from your power source
o High-performance SOOW cords are standard for
c opfimum performance
.9
-
_g Angled Outlet Box, NEMA 5-15
“E NEMA Configuration and Rating Cord Length Cord Type Flip Lid Woodhead No. Order No.
a 1.83m (6.0) 12/3500W 3330123 130135-0281
. ® ° ® 7.62m (25.0') 12/3S00W 33300123 130135-0278
g 15.24m (50.0') 12/3500W 33308123 130135-0279
3 ® ® 0.305m (1.0') 12/3S00W Yes 3330RE123 130135-0285
a VWA ST 1.83m (6.0') 12/3S00W Yes 3330RL123 130135-0267
7.62m (25.0') 12/3S00W Yes 3330RA123 130135-0283
5674\
e\
-
Angled GFCI Outlet Box, NEMA 5-15
S . . - Ground
NEMA Configuration and Rating Cord Length Cord Diameter or Type Flip Lid Feed-Thru Confinuity Monitor Woodhead No. Order No.
12.7-19.05mm (.5—75") Yes 3320 130135-0246
0.305m (1.0') 12/3500W Yes 33206123 130135-0249
1.83m (6.0') 12/3500W Yes 33200123 130135-0251
® 1.83m (6.0) 12/3500W Yes Yes 33271123 130135-0276
® 1.62m (25.0) 12/3500W Yes 33200123 130135-0247
- 7.62m (25.0) 12/3500W Yes Yes 3327N123 130135-0273
NEMA 5-15 7.62m (25.0) 12/3500W Yes Yes 3320FA123" 130135-0250
15.24m (50.0') 12/3500W Yes 33208123 130135-0248
30.48m (100.0') 12/3500W Yes 33200123 130135-0013
*Cord 6" for Feed-Thru Loadside
<
==
s g
—
Angled Outlet Box, NEMA 5-20
NEMA Configuration and Rating Cord Length Cord Diameter or Type Flip Lid Woodhead No. Order No.
1.83m (6.0') 12/3500W 33320123 130135-0293
7.62m (25.0') 12/3500W 33320123 130135-0291
OO 15.24m (50.0') 12/3500W 33328123 130135-0292
ONO) 12.7-19.05mm (5-75') Yes 33328 130135-0294
1.83m (6.0') 12/3500W Yes 3332RL123 130135-0298
NEMA 5-20 7.62m (25.0') 12/3500W Yes 3332RA123 130135-0295
15.24m (50.0') 12/3500W Yes 333288123 130135-0296
E-44 molex www.molex.com/woodhead
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Outlet Boxes

Super-Safeway™
Angled Outlet and
Angled GFCl Outlet Box

T SN
-

Angled GFCI Outlet Box, NEMA 5-20

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and femperature extremes

o Industrial duty, duplex receptacles yield long-term
performance

o MAX-LOC® cord grip together with weather resistant

o Spring-loaded flip lids available for increased ingress
protection

* Manual reset GFCI protection complete with an open
neutral sensing relay is an available option to protect
personnel

o Also select a ground continuity monitor light to ensure
the ground connections are proper from your power
source

e High-performance SOOW cords are standard for
optimum performance

Physical

Box Housing and Plug Body: NEGTEX Paracril 0Z0 rubber

Receptacles: Industrial duty single receptacles

Receptacle Coverplate: Polycarbonate, polypropylene

For Box Only Version: Receptacles are pre-wired

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC nylon sirain relief with rubber
grommet

Environmental
Rating: General industrial duty

NEMA Configuration and Rating Cord Length Cord Diameter or Type Flip Lid Feed-Thru Grou::of::: rinuiiy Woodhead No. Order No.
12.7-19.05mm (.5-.75") Yes 3322 130135-0256
0.305m (1.0') 12/3 S00W Yes 3322E123 130135-0260
1.83m (6.0') 12/3500W Yes 33221123 130135-0263
@ 7.62m (25.0') 12/3 S00W Yes 3322123 130135-0257
@ 15.24m (50.0) 12/3500W Yes 33228123 130135-0258
30.48m (100.0') 12/3 S00W Yes 33220123 130135-0259
NEMA 5-20 1.83m (6.0') 12/3 500W Yes Yes 33241123 130135-0268
1.83m (6.0') 12/3500W Yes Yes 3322FL123 130135-0262
1.83m (6.0') 12/3 S00W Yes Yes Yes 3324FL123 130135-0015
Angled Outlet Box, NEMA L5-15
NEMA Configuration and Rating Cord Length Cord Type Flip Lid Woodhead No. Order No.
0.305m (1.0) 12/3 S00W Yes 3331RE123 130135-0289
e ° © 15.24m (50.0') 12/3500W Yes 3331RBI123 130135-0288
NEMA L5-15
www.molex.com/woodhead molex E-45
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Outlet Boxes

Super-Safeway™
Angled Outlet and
Angled GFCI Outlet Box

. LN

; 13

1,.

Features and Benefits

© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

Industrial duty, duplex receptacles yield long-term
performance

o MAX-LOC® cord grip together with weather resistant
Spring-loaded flip lids available for increased ingress
profection

Manual reset GFCl protection complete with an open
neutral sensing relay is an available option o protect
personnel

Also select a ground continuity monitor light to ensure
the ground connections are proper from your power
source

High-performance SOOW cords are standard for
optimum performance

Physical

Box Housing and Plug Body: NESTEX Paracril 0ZO rubber

Receptacles: Industrial duty single receptacles

Receptacle Coverplate: Polycarbonate, polypropylene

For Box Only Version: Receptacles are pre-wired

Cover and Receptadle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: MAX-LOC nylon sirain relief with rubber
grommet

Environmental
Rating: General industrial duty

Angled GFCI Outlet Box
NEMA Rating | NEMA Configuration Cord Length Cord Type Flip Lid Feed-Thru Groul;:ofl?: rinuity Woodhead No. Order No.
NEMA 5-15 and "
NEMAL5-15 0.305m (1.0 12/3S00W Yes 3321E123 130135-0254
NEMA 5-15 and 1
NEMAL5-15 1.83m (6.0) 12/3S00W Yes 33211123 130135-0255
NEMA 5-15 and '
NEMAL5-15 7.62m (25.0') 12/3S00W Yes 3321123 130135-0014
NEMA 5-15 and !
NEMAL5-15 1.83m (6.0) 12/3 500w Yes Yes Yes 3323FL123 130135-0343
Angled GFCI Outlet Box
NEMA Rating NEMA Configuration Cord Length Cord Type Flip Lid Woodhead No. Order No.
NEMA 5-20 and .
NEMA 1520 1.83m (6.0') 12/3 00w 3325L123 130135-0272
E-46 molex www.molex.com/woodhead




Outlet Boxes

Super-Safeway™
Quad GFCl Outlet Box

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and temperature exiremes

e Industrial duty, duplex receptacles yield long-term
performance

o MAX-LOC® cord grip together with weather resistant

o Spring-loaded flip lids available for increased ingress
protection

e Also select a ground continuity monitor light to ensure

Physical

Box Housing and Plug: NESTEX Paracril 0Z0 rubber

Receptacles: Industrial duty single receptacles

Receptacle Coverplate: Polycarbonate, polypropylene

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: Nylon strain relief with rubber grommet
if MAX-LOC

Plug Body: Super-Safeway NESTEX Paracril 0Z0 rubber

Environmental

the ground connections are proper from your power  Rofing: General industrial duty

Power Distribution n

source
o o High-performance SOOW cords are standard for
_— B optimum performance
GFCl Multiple Outlet Box
NEM:"?;L'S:;""M Amps/Hz/Volts Cord Length Gm"';:of::: r""'“y Number of Receptacle: Receptacl Woodhead No. Order No.
0.305m (1.0') 3 Duplex 32G15E123 130135-0207
1.83m (6.0') 3 Duplex 326151123 130135-0208
@ 15A 50/60Hz 120V 7.62m (25.0') 3 Duplex 32615A123 130135-0333
NEMA 5-15 1.83m (6.0') Yes 3 Duplex 326M15L123 130135-0216
7.62m (25.0') Yes 3 Duplex 32GM15A123 130135-0213
0.305m (1.0') 3 Duplex 32620£123 130135-0211
7.62m (25.0') 3 Duplex 326204123 130135-0209
@ 20A 50/60Hz 120V 0.305m (1.0') Yes 3 Duplex 32GM20E123 130135-0219
NEMA 5-20 1.83m (6.0') Yes 3 Duplex 326M20L123 130135-0220
7.62m (25.0') Yes 3 Duplex 32GM20A123 130135-0217
www.molex.com/woodhead molex £-47
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Features and Benefits Physical
ou“e' Boxes © NEGTEX® Paracril 0ZO0 rubber portable outlet boxes Box Housing, Bulb Socket, Recessed Bumpers and

Super-sufewuym yield the best performance for abrasion, chemical Plug Body: NEGTEX Paracril 0Z0 rubber

. exposure and temperature extremes Receptacles: Indusrial-duty nylon single receptacles
lHluminated Quad (|.0C(I|‘0I’) o Industrial duty receptacles yield long-term performance ~ Receptacle Coverplate: Polycarhonate, polypropylene
Outlet Box o Weather-resistant flip lids for increased protection Globe Assembly: Teflon®

o MAX-LOC® Stainless Steel strain relief included as Hinged Hook: Polypropylene
standard to provide maximum cord pull-out resistance  Cover Face Screws: Stainless Steel
* High-performance SOOW cords are standard for Cord: Rubber'l 2/3 S00W o
optimum performance Cord Connection: MAX-LOC strain relief with Stainless Steel
o Plug matches receptacle type for application consistency mesh, nylon compression nut with rub!ler grommet
Plug Body: Super-Safeway NESTEX Paracril 0ZO rubber

Reference Information with nylon insert and Stainless Steel screws
(SA File No.: LR6837

Environmental
Rating: Industrial Duty
c
.9
™
3 llluminated Outlet Box
‘=
-
17} NEMA . Number of
.6 Configuration and Rating Amps/Hz/Volts Cord Length Cord Type Cord Diameter Duplex Receptacles Woodhead No. Order No.
° 12.7-19.05mm (.5-75") 4 32901 130135-0195
% @ 0.305m (1.0°) 14/300W 4 3290-1E143 130135-0197
(-
NEMA 3-15 15.24m (50.0') 14/3500W 4 329018143 130135-0196
@ 154 50/60Hz 120V 127-19.05mm (5-75) 4 32903 1301350201
WA 5.20 0.305m (1.0) 12/3500W 4 3290-3£123 130135-0203
@ 12.7-19.05mm (.5—75") 4 32902 130135-0198
A LSS 0.305m (1.0) 14/3500W 4 3290-2£143 130135-0200
12.7-19.05mm (.5-75") 4 32909 130135-0204
if 204 50/60Hz 250V
Yon-NEMA 0.305m (1.0) 12/3500W 4 3290-9E123 130135-0205
E-48 molex www.molex.com/woodhead
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Outlet Boxes
Industrial Duty

FS/FD Boxes and Coverplates

Reference Information
UL File No.: E117594
(SA File No.: LR32159 (except for 459)

®e

Environmental
Rating: Industrial duty

Features and Benefits

FS/FD Boxes for Surface or Recess Mounting

* Boxes molded of high-strength, non-conductive,
phenolic resin or glass-filled polyester

o Select hox with a 15/20A, manual reset GFCl and cover
to be included

© Knockout openings save time and facilitate easier
installation

FS/FD Box Coverplates

e Blank standard coverplate supplied with Neoprene gasket

o (Cover available with 15/20A 120V Manual Rest GFCI

o (lear/opague GFCl cover plate with metallic support
plate to provide strength

e (lear/opaque and GFCl cover plate is silicone to provide
excellent corrosion resistance

FS Box
Thread Diameter Knock Out Openings Box Color Box Volume (in.?) Woodhead No.* Order No.
%" 2 Black 15.6 450t 130128-0111
" 2 Black 15.6 451t 130128-0112
* Boxes do not include receptacles.
tNot UL Listed
For an FS/FD pushbutton coverplate, see Test/Control covers for FS/FD boxes.
FD Box
Thread Diameter Knock Out Openings Box Color GFCl Cover Box Volume (in.) Woodhead No.* Order No.
" 2 Gray 17.3 452 130128-0113
%" 2 Gray 173 453 130128-0115
%" 2 Gray Yes 17.3 453GF 130128-0117
%" 2 Gray 173 454 130128-0118
%" 2 Gray Yes 17.3 454GF 130128-0120
* Boxes do not include receptacles.
For an FS/FD pushbutton coverplate, see Test/Control covers for FS/FD boxes
Coverplate for 3065 and 3066 Box (above)
Feed-Thru Material Color Woodhead No. Order No.
Blank coverplate Phenolic Black 459 130138-0004
www.molex.com/woodhead molex

Power Distribution n
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Outlet Boxes
Super-Safeway™

Angled and Quad Boxes and

Coverplates

K

Features and Benefits

© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

o MAX-LOC® cord grip together with weather resistant

Reference Information
CSA File No.: LR6837

"

Physical

Box Housing and Watertite® coverplate: NEGTEX Paracril
020 rubber

Receptacle Coverplate: Polycarbonate, polypropylene

Cover and Receptacle Face Screws: Stainless Steel

Cord Connection: MAX-LOC nylon strain relief with rubber
grommet

Environmental
Rating: General industrial duty

“2
3200
Boxes
Cord Diameter Cord Grip Body Size Woodhead No.* Order No.
12.70-19.05mm (.500-.750") F3 %" 3200 130135-0185
12.70-19.05mm (.500—.750") F3%" 3300 130135-0245
* Boxes do not include receptacles.
Box with Coverplate
Cord Diameter Cord Grip Body Size Included (2) Coverpl Woodhead No. Order No.
12.70-19.05mm (.500-.750") F3 %" Double duplex 3210 130135-0186
12.70-19.05mm (.500-.750") F3 %" Double duplex with flip lids 3215 130135-0187
3260 3261 3265 3264 3262
1.56" opening 1.56" opening 1.72" opening 1.72" opening
Standard Coverplate
Opening Woodhead No. Order No.
Double Duplex 3260 130138-0035
39.62mm (1.56") 3263 130138-0041
39.62mm (1.56")' 3261 130138-0037
Blank 3265 130138-0044
43.69mm (1.72")* 3264 130138-0102
43.69mm (1.72") 3262 130138-0039
120A NEMA locking blade
+30A NEMA locking blade
Grommets F3
Cord Diameter Color Woodhead No. Order No.
4.75-6.35mm (0.187-0.250") Orange 00-4985 130180-0407
6.35-9.53mm (0.250-0.375") Gray 00-4986 130180-0408
9.53-11.10mm (0.375-0.437") Green 00-4987 130180-0409
11.10-14.27mm (0.437-0.562") Black 00-4980 130180-0278
12.70-15.88mm (0.500-0.625") Gray 00-4981 130180-0279
14.27-17.45mm (0.562-0.687") Green 00-4982 130180-0280
15.88—9.05mm (0.625-0.750") Orange 00-4983 130180-0281
17.45-20.62mm (0.687-0.812") Yellow 00-4984 130180-0406
E-50 molex www.molex.com/woodhead
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Outlet Boxes

Super-Safeway™
Angled and Quad Boxes and

Coverplates

3200

3260W

Weather Resistant Coverplate

3263W
1.56" opening

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and femperature extremes

o MAX-LOC® cord grip together with weather resistant

e Spring-loaded flip lids available for increased ingress

protection
3300
& A 4 o | ﬁ 1 i i
{ !
|
3261W 3264W 3262W
1.56" opening 1.72" opening 1.72" opening

Opening Woodhead No. Order No.
3260W 130138-0036
39.62mm (1.56")* 3263W 130138-0042
39.62mm (1.56") 3261W 130138-0038
43.69mm (1.72")! 3264W 130138-0043
43.69mm (1.72")! 3262W 130138-0040
3267W 130138-0046
* 20A NEMA locking blade
1 30A NEMA locking blade
- k‘ [
Watertite Coverplate
Flip Lid Woodhead No. Order No.
Yes 3266 130138-0045
Note: Use with NEMA 5-15 or NEMA 5-20 straight blade
www.molex.com/woodhead molex

Physical

Box Housing and Watertite® coverplate: NESTEX Paracril
0Z0 rubber

Receptacle Coverplate: Polycarbonate, polypropylene

Cover and Receptacle Face Screws: Stainless Steel

Cord Connection: MAX-LOC nylon sirain relief with rubber
grommet

Environmental
Rating: Weather Resistant

E-51

Power Distribution n
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Power Distribution E

Features and Benefits Physical
ou“et Boxes o Rigid, self-extinguishing vinyl box and nylon coverin  Right Angle Plug Body: Nylon

Sufewuy® Safety Yellow® for easy identification Housing: Vinyl
. _ . o Industrial duty duplex receptacle yields long-term Receptacles: Industrial duty duplex
Low Profile Non-Metallic performance Cover and Receptacle Face Screws: Stainless Steel
Outlet Box o Select the feed-thru option for more available power ~ Cord: SPT 300V
15A 125V access within an area Environmental
NEMA 5-15 Reference Information Rating: Commercial duty

(SA File No.: LR6837 (442 only)

: @

Cord Length Cord Type Feed-Thru Number of Receptad Receptacle Woodhead No. Order No.
None 1 Duplex 440 130138-0072
None Yes 1 Duplex 440F 130138-0073
7.62m (25.0') SPT 300V 1 Duplex 442 130136-0070
None Box Only Box Only 446 130138-0075
E-52 molex www.molex.com/woodhead
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Features and Benefits Physical
OU'Ie' Boxes y o NEGTEX® Paracril 0Z0 rubber portable outlet hox yields Box Housing, Coverplate and Plug Body: NESTEX Paracril

Super-sufewuyT the best performance for abrasion, chemical exposure 020 rubber ‘
Multi-Tap Stri and temperature exiremes Receptacles: Industrial duty duplex
p >trip o Three industrial duty single receptacles yield long-term ~ Ground and Neutral Bus: Brass Bar
15A & 20A 125V performance Cover and Receptacle Face Screws: Stainless Steel
* GFCl protection complete with an open neutral sensing ~ Cord: Rubber 14/3 or 12/3 SOOW cord
= relay is an available option fo protect personnel Double-C Cord Clamp: Nylon material, will accept .325-
- o Infernal brass ground and neutral bus bar provides safe 655" cord diameter
confinuity o Environmental
* Double C-camp sirain relief provides excellent hold to Raing: Industrial duty
. keep cord in place af this critical juncture
o High performance SOOW cords are standard for
opfimum performance
Reference Information
UL File No.: ET0176 or E38085 c
(SA File No.: LR6837 2
E}
@ @ 2
=
]
e . n
NEM:H?EH:;“"O" Receptacle/Plug Rating Cord Length Cord Type GFCl GFCl Reset Open Neutral Relay | Woodhead No. Order No a
2P 3W 15A/125V Cover assembly ™ 40-3660 130138-0069 %
2P 3W15A/125V Box only 31593 130136-0033 a
2P 3W 15A/125V Box only, 3-phase! 315933 130136-0034
@ 2P 3W 15A/125V 7.62m (250) 14/3S00W 315930143 130136-0036
2P 3W 15A/125V 7.62m (25.0) 12/3500W 315934123 130136-0035
NEMA 5-15 2P 3W15A/125V 15.24m (50.0) 14/3500W 315936143 130136-0039
2P 3W 15A/125V 15.24m (50.0') 12/3500W 315938123 130136-0038
2P 3W 15A/125V 7.62m (25.0) 14/35I0W Yes—lnline Manual Yes 315930143 130136-0037
2P 2W 20A/125V Box only 31565 130136-0025
@ 2P 2W 20A/125V 7.62m (250 14/3S00W 315650143 130136-0029
2P 2W 20A/125V 7.62m (25.0) 12/3500W 315650123 130136-0027
NEMA 5-20 7P 2W20A/125V 15.24m (50.0') 12/3500W 315656123 130136-0030
2P 3W 15A/2500 Box only 31594 130136-0042
@ 2P 3W 15A/250V 7.62m (250) 14/3S00W 31594143 130136-0044
2P 3W 15A/2500 7.62m (25.0) 12/300W 315940123 130136-0043
NEMA 6-15 2P 3W 15A/2500 15.24m (50.0') 12/3500W 315948123 130136-0045
2P 3W 15A/125V Box only 32547 130136-0046
2P 3W 15A/125V 7.62m (250) 14/3S00W 325470143 130136-0048
@ 2P 3W15A/125V 15.24m (50.0) 14/3S00W 325478143 130136-0049
NEMALS-T5 2P 3W 15A/125V 7.62m (25.0) 12/3500W 32547M123 130136-0047
2P 3W15A/125V 15.24m (50.0) 12/2500W 325478123 130136-0001
2P 3W 20A/125V Box only 32747 130136-0058
@ 2 3W 20A/125V 15.24m (50.0) 14/3500W 327478143 130136-0061
2P 3W 20A/125V 7.62m (250 12/3500W 374N 23 130136-0059
NEMAL5-20 2P 3W 20A/125V 15.24m (50.0) 12/3500W 327478123 130136-0060
@ 3P 3W 15A/125V/100/250V Box only 32553 130136-0050
N NEN 3P 3W1SA/125V/100/250V | 15.24m (50.0') 12/3500W 325538123 130136-0052
3P 3W 20A/125V/250V Box only 32708 130136-0053
@ 3P 3W 20A/125V/250V 7.62m (25.0) 14/3500W 327084143 130136-0055
3P 3W 20A/125V/250V 15.24m (50.0') 14/3500W 327088143 130136-0057
Non-NEMA 3P 3W 20A/125V/250V 7.62m (25.0') 12/3500W 327080123 130136-0054

* Cover assembly only
t Qutlets wired for 3-phase input; UL File No.: E135568

www.molex.com/woodhead molex E-53
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Features and Benefits Physical
ou“e' Boxes © Two-piece nylon hody in Safety Yellow® for easy Right Angle Plug Body: Nylon
S(Ifewuy@ identification Multi-Tap Strip Housing: Nylon
. . o Three industrial duty duplex receptacles yield long-term  Receptacles: Industrial duty duplex
Multi T(Ip Si’l’lp Cordset performance Ground Bus: Brass har
15A 125V o CGircuit breaker protection s standard with manual reset  Cover and Receptacle Face Screws: Stainless Steel
NEMA 5-15 to prevent an overload condifion Cord: 14/3 SOOW

o GFCl protection complete with an open neutral relay ~ Cord Clamp: Heavy-duty MAX-LOC® strain relief

: is an available option within the right angle plug to
- = protect personnel
o Select the option of surge protection as needed fo

Environmental
Duty Type: General industrial/commercial duty

Power Distribution E

] “““ protect electronic equipment
o Internal Brass ground bus har provides safe continuity
 Grommet style strain relief provides excellent hold to
keep cord in place at this crifical juncture

Reference Information

UL File No.: E93230

CSA File No.: LR6837

@ @
Cord Length GFCl GFCl Reset Open Neutral Relay Over Current Protection Woodhead No. Order No
244m (8.0') 3510 130136-0065
7.62m (25.0') Yes 3510143 130136-0066
244m (8.0') Yes Manual Yes 3510PLG 130136-0067

E-54 molex www.molex.com/woodhead
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Outlet Boxes

Super-Safeway™
Multiple Outlet Box, Series 3400

Multiple Outlet Box, Single Side, 3 or 4 Receptacles

Features and Benefits

o NEGTEX® Paracril 0ZO rubber portable outlet hoxes
yield the best performance for abrasion, chemical
exposure and femperature extremes

e (hoose three or four industrial duty, duplex receptacles
yield long-term performance

o MAX-LOC® grommet-style strain relief provides
excellent hold to keep cord in place at this critical
juncture

o Weather resistant spring-loaded flip lids available for
increased ingress protection

e High performance SOOW cord is available as a ready-
to-use product

Reference Information
UL File No.: E135568 (except for 3400-20A123)

®

Physical

Box Housing and plug: NEGTEX Paracril 0Z0 rubber

Receptacles: Industrial duty duplex receptacles

Receptacle Coverplate: Rubber coated Steel

Cover and Receptacle Face Screws: Stainless Steel

Cord: Rubber 12/3 SOOW

Cord Connection: Nylon strain relief with rubber grommet
MAX-LOC

Cord Range .500 to .875"

Environmental
Rating: General industrial duty

NEM:':I";:%:;""" Amps/Hz/Volts Cord Length Cord Type Flip Lid I:‘e l:':;enrclz fs Receptacle (T::?:I:; ‘:;::r Cord Diameter Woodhead No. Order No.
4 Duplex 12.70-22.23mm (.500—.875") 3400 130138-0049
Yes 4 Duplex 12.70-22.23mm (.500—.875") 3400L 1301380053
@ 154 50/60Hz 120V 4 Duplex Yes 12.70-22.23mm (.500—.875") 3410 130138-0057
NEMA 5-15 Yes 4 Duplex Yes 12.70-22.23mm (.500—875") 3410 130138-0097
4 Duplex 12.70-22.23mm (.500—.875") 3400-20 130138-0050
7.62m (25.0') | 12/3500W 4 Duplex 3400-20A123 | 130138-0051
4 Duplex Yes 12.70-22.23mm (.500—.875") 3410-20 130138-0058
@ 20A 50/60Hz 120V 3 Duplex Yes 12.70-22.23mm (.500—.875") 3413-20 130138-0061
NEMA 5-20 Yes 4 Duplex 12.70-22.23mm _(.500-.875") 3400L-20 130138-0054
Yes 4 Duplex Yes 12.70-22.23mm (.500—.875") 3410120 130138-0059
Yes 3 Duplex Yes 12.70-22.23mm (.500—.875") 34131:20 130138-0096
www.molex.com/woodhead molex E-55
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Power Distribution E
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Outlet Boxes

Super-Safeway™
Multiple Outlet Box, Series 3100

Multiple Outlet Box, Dual-Sided, 6 Receptacle

Features and Benefits

© NEGTEX® Paracril 0ZO0 rubber portable outlet boxes
yield the best performance for abrasion, chemical
exposure and temperature extremes

o Six industrial duty, duplex receptacles yield long-term
performance

o Six heavy-duty, thermal magnetic, weather-resistant
circuit breakers (one to protect each duplex outlet)

© MAX-LOC® grommet-style strain relief provides
excellent hold to keep cord in place at this critical
juncture

© (an be wired for 3-phase power source

Reference Information
(SA File No.: LR6837

@

Physical

Box Housing and plug: NESTEX Paracril 0Z0 rubber

Receptacles: Industrial duty duplex receptacles

Receptacle Coverplate: Steel

Cover and Receptacle Face Screws: Stainless Steel

Cord Connection: Nylon strain relief with rubber grommet
MAX-LOC

Cord Range .500 t0 .937"

Environmental
Rating: General industrial duty

Cord Diameter Cord Grip Body Size Number of Receptacles Receptacle* Woodhead No. Order No.
12.7-23.8mm (.50-.937") F41" 6 20A, Duplex 3123 130135-0177
22.23-31.75mm (.875-1.250") F511/4" 6 20A, Duplex 3129 130135-0181
*(2) Black, (2) Red, (2) Blue
E-56 molex www.molex.com/woodhead



Outlet Boxes

Super-Safeway™

Pendant Quad Tap

15 or 20A 125V

NEMA 5-15 or 5-20 or L5-15

Features and Benefits
© Yellow or black NEGTEX® Paracril 0ZO rubber portable
Pendant Quad Tap yields the best performance for

abrasion, chemical exposure and temperature exiremes

o Pre-wired, four industrial duty, single receptacles
recessed within a bell-shaped housing for indoor or
outdoor use

® Receptacles available in an opfional transparent, neon
lamp configuration for easy power on identification

e Grommet style strain relief provides excellent hold to
keep cord in place af this critical juncture

o Hanging support bracket included for ease of installation

Reference Information
(SA File No.: LR6837 (except for 340471 and 34547)

@

Physical

Pendant Housing: Super-Safeway NEGTEX Paracril 0Z0
rubber

Receptacles: Nylon industrial duty single receptacles

Cover Face Screws and Washer: Stainless Steel

Cord Clamp: Heavy duty MAX-LOC F3 34" strain relief

Allows Cord Diameter Range: .437 10 .562"

Hanging Support Bracket: Steel Zinc-plated

Illumination Source: Neon

Optional Wire Mesh Grip: Nylon

Environmental
Rating: General industrial duty

Power Distribution n

NEMA Configuration and Rating Receptacle Light* Housing Color Cord Grip Mesh Woodhead No. Order No
Black Non-metallic 09106 130135-0076
@ Yes Non-metallic 09107 130135-0078
None 34047 130135-0303
NEMA 5-15 Yes None 340471 130135-0304
@ l None 34048 130135-0309
NEMA 5-20 elow
@ None 34547 130135-0312
NEMA L5-15
* Has transparent outlets with neon lamp for "On" indication.
www.molex.com/woodhead molex E-57
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Power Distribution E

Technical Information

Outlet Boxes
Watertite®

In-Line GFCI

Dual-Sided GFCI Duplex FD Outlet Box

E-58 molex www.molex.com/woodhead
Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Technical Information

Outlet Boxes
Watertite®

Watertite Quad Outlet Box
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Power Distribution n

lluminated Quad Outlet Box

www.molex.com/woodhead molex E-59
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Power Distribution E

Technical Information

Outlet Boxes
Watertite®

GFCl Four-sided Outlet Box

em
(inch)

Watertite GFCl Pendant Drop

E |
(inch)
Side From
View View
1

—j ¥
1M.76 6.1
f4.63)

E-60 molex www.molex.com/woodhead
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Technical Information
Outlet Boxes

Watertite®
FS Box
11.3 (4.44) om
(inch)
8.2 (3.25)
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| ]
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FD Box
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Technical Information

Outlet Boxes
Industrial

J A

Power Distribution E
25

Standard and Extended Outlet Box with Cord Clamp

b —

[inch)

o Interior Box Di e s
Dimension A Height Width Depth Wi Series No.
3000
8.59m (3.38") 6.68cm (2.63") 4.45em (1.75") 7.62cm (3.00") 3001
3050
3080
11.13em (4.38") 6.68cm (2.63") 445em (1.75") 9.22cm (3.63") 3081
3090

i
(imch)

S — e s—

s

Standard and Extended Outlet Box with MAX-LOC®

Interior Box Dit
Dimension A Woodhead Series No.
imension Height Width Depth Series No.
" " " . 3005
8.6am (3.38") 6.7am (2.63") 44 (1.75") 7.6cm (3.00") 3059
3085
11.13em (4.38") 6.7cm (2.63") 44em (1.757) 9.2cm (3.63") 3086
3099
E-62 molex www.molex.com/woodhead
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Technical Information
Outlet Boxes

Industrial

I

cm
[indh)

11

o 64 ___
f2.50
L]

36y

)
3

5]

)

S —

Standard and Extended Feed-Thru Outlet Box with MAX-LOC®

Power Distribution n

S Interior Box Di 3
Dimension A Height Widh Depth Woodhead Series No.
3000F
3001F
. . N . 3003F
8.6cm (3.38") 6.7cm (2.63") 44 (1.75") 7.6am (3.00") 3050F
3006F
3008F
3080F
3081F
3083F
11.13em (4.38") 6.7cm (2.63") 44 (1.75") 9.2cm (3.63") 3085F
3086F
3088F
3090F
Extended GFCl Outlet Box with MAX-LOC
om
m .
B4 ____| 11.4
(2.50) (4.50)
www.molex.com/woodhead molex E-63
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Technical Information
Outlet Boxes

Industrial
Angled Outlet Boxes
[ an | om
1168

14.22
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E-64 molex www.molex.com/woodhead
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Technical Information

Outlet Boxes
Industrial

Super-Safeway™ Multi-Tap and Strip

(T
cm
finch)
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Safeway® Multi-Tap and Strip
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Power Distribution E

Technical Information

Outlet Boxes
Industrial

Mvultiple Outlet Box, Series 3400

Multiple Outlet Box, Series 3100

Pendant Quad-Tap

E-66 molex www.molex.com/woodhead
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PUSH-BUTTON PENDANT PRODUCTS Ergonomically designed
hand-held control boxes; available in a wide range of industrial-grade

pendants and enclosures that feature compact Watertite® nylon or durable NEGTEX®
rubber construction.

TESTERS Perform basic-verification and multi-function wire testing with
compact, simple-to-use devices that are a must for any toolbox.

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Watertite pendant stations are rugged enough to withstand the most hostile industrial
environments, yet ergonomically designed to fit an operator’s hand. Super-Safeway® pushbutton
pendant stations feature NEGTEX rubber construction to protect buttons from industrial
elements. Weather-resistant pushbutton covers transform your F.S./F.D. box into a pendant
station. Constructed of NEGTEX rubber, the cover includes integral push buttons that can be
wired normally-open or normally-closed.

Ergonomic . .
g. Increased user comfort and satisfaction

design

Available in Watertite and . . L

. Suitable for a wide range of applications

Super-Safeway constructions

NEGTEX rubber Optimum resistance to the effects of

construction heat, cold, abrasion and chemicals

e Automated assembly equipment
e Automatic doors

e Automation controllers

e Automation equipment

e Automotive plants

* Workstations

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Pushbuttons

Watertite®
Pendant Station

Features and Benefits

e Lightweight, polycarbonate pendant enclosure is double
insulated, UV stabilized and chemically resistant to
provide long life

e Ergonomic design fits easily in the palm of your hand
for greater comfort and reduced fatigue

e Single and two-speed button pairs have mechanical
interlocks for improved safety

o The common circuit is pre-wired to save installation time

* An elostic, chemically resistant gasket ensures a tight
seal between front and back

© MAX-LOC® sirain relief included as standard fo provide
maximum cord pull-out resistance

Physical

Pendant Housing: Polycarhonate

Switches: 3A, 125/250V

Single and Two-Speed Switch Pairs: Mechanically
interlocked

Cover Face Screws: Stainless Steel

Gasket and 0-Ring Seal: Rubber

Cord Connection; MAX-LOC nylon srain relief with rubber
grommet

Cord Grip Body Size: 3 %"

Cord Diameter: 9.53 to 20.63mm (.375 t0 .812")

Environmental
Rating: Wet industrial duty

* Legend sheet included NEMA Enclosure Rating: NEMA 4X, P56

Temperature Rating: -10 to 150°F

Test/Control

Reference Information
UL File No.: E70531

I:IJS

[A ]
q
L4
5054 5058
Number of Buttons Number of Speeds N": f,IIl‘oTen!ury; Woodhead No.* Order No.
= Maintained
2 1 5052-1 130126-0243
2 N/A M 5052-M 130126-0246
2 N/A N 5052-N 130126-0247
4 1 5054-1 130126-0248
4 1 5054-1M 130126-0249
4 1 N 5054-IN 130126-0250
4 2 5054-2 130126-0251
6 1 5056-1 130126-0256
[} 1 M 5056-1M 130126-0257
6 1 N 5056-IN 130126-0258
[ 2 M 5056-2M 130126-0260
8 1 5058-1 130126-0262
8 1 M 5058-1M 130126-0263
8 1 N 5058-IN 130126-0264
8 2 M 5058-2M 130126-0266
8 3 M 5058-3M 130126-0268
* Momentary and Maintained refer to On/Off buttons only in first and second positions. Without an “M” or “N,” no On/0ff is present.
Accessory/Replacement Partst Dimensions
Description Woodhead No. Order No. Length with Width Depth Woodhead Series No.
2-position selector switch* 50555-2 130126-0025 MAX-L0C
3-position selector switch—NO In Center* 50555-3N0 130126-0027 18.8cm 74" 5052
2-button single speed switth—1 NO 5055W-1 130126-0028 24.9am 9.8" 8.9 35" 58m 23" 5054
2-button single speed switth—2 NO 5055W-12N0 130126-0029 30.7em 121" : ’ ’ ’ 5056
2-button single speed switch—NO/NC 505SW-INONC 130126-0030 36.8cm 14.5" 5058
2-button 2-speed switch—1 NO 5055W-2 130126-0031
2-button switch M y On/0ff—NO/NC 5055W-M 130126-0033
2-button switch Maintained On/0ff—NO/NC 5055W-N 130126-0034
Pilot light, green, shroud mount 505PL-GS 130126-0021
Pilot light, red, shroud mount 505PL-RS 130126-0022
Pilot light, white, shroud mount 505PL-YS 130126-0023
Red mushroom On/0ff switch! 505B-RM 130126-0012
Button cover, Black high ambient chemical resistance 5058C-C 130126-0008
Button cover legend sheet 5058C-L 130126-0009
t See Strain Relief Grips for wiring device/enclosure boxes for additional support
+ Requires larger hole in enclosure if done as a retrofit
www.molex.com/woodhead molex F-5
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Pushbuttons

Watertite®
Pendant Station
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H Test/Control

Features and Benefits

o Lightweight, polycarbonate pendant enclosure is double
insulated, UV stabilized and chemically resistant to
provide long life

© Ergonomic design fis easily in the palm of your hand
for greater comfort and reduced fatigue

© Single speed, double-throw, momentary contacts can
be wired either normally-open or normally-closed for
complete application flexibility

o An elastic, chemically resistant gasket ensures a tight
seal between front and back

o MAX-LOC® strain relief induded as standard to provide
maximum cord pull-out resistance

Reference Information
UL File No.: See switch rating
(SA File No.: LR32400

@

Physical

Pendant Housing: Nylon

Switches: Single-speed, double throw, momentary type,
fine sliver, SPDT-DB

Cover Face Screws: Stainless Steel

Pushbutton Diaphragm Seal: Rubber

Cover Gasket Seal: Neoprene

Cord Connection; MAX-LOC nylon sirain relief with rubber
grommet

Nameplate Set: 35 self-adhesive, pre-printed labels on one
acefate sheet

Cord Grip Body Size: F2 2"

Cord Diameter: 7.92 o 15.88mm (.312 t0 .625")

Environmental
Rating: Wet industrial duty
NEMA Enclosure Rating: NEMA IP67

Number of Buttons Body Color Woodhead No. Order No.
2 Yellow 4052 130126-0231
2 Black 4052BLK 130126-0232
Switch Characteristics
Di Contact Arrangement: Single speed SPDT-DB
-
B Control
(29 iy
553 10A @ 12510 250V AC*
(143 . 120VAC 60 Make 6A Break
240VAC 30A Make 3A Break
1HP @ 125V ACor 250V AC A-300 Contact ating Per U.L.Std. 508
104 28V DC Inductive g FerS.L M.
15A 28V DC Resisitive
(188
{4.7)
Dimensions — [ngh.(cm)
* UL listed and CSA cerified
Replacement Partst
Description Woodhead No. Order No.
Replacement switch—one speed, y 42-190 130186-0318
Rubber switch diaphragm 00-5150 130180-0468
Legend kit—labels, function pusht station 31-5800 130228-0721
tSee Strain Relief Grips for wiring device/enclosure boxes for additional support
P“ shbu“on S Features and Benefits Electrical
. . © One-button, momentary contact switch provides quick ~ Voltage: 120V AC/250V AC
Swmger Switch and easy on/off actuation Physical
") ® o Durable weather-resistant rubber housing protects Housina:
- . : ousing: Nylon
Mini Chunge switch against harmful elements o By
Reference Information
UL File No.: E70531
(SAFile No.: LR44136
Nl @
Throw Pole Position Woodhead No Order No.
Sngle Normally open 55501 130023-0001
Single Normally closed 55502 130023-0002
Double Normally open/Normally closed 55503 130023-0003
Single Normally open 55504 130023-0004
F-6 molex www.molex.com/woodhead
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Pushbuttons

Super-Safeway™

Pendant Station

L~
-
g ,
-H"'-.
4024
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Features and Benefits

e Unique, industry-leading, NESTEX® Paracril 020
rubber pendant stations yield the best performance for
abrasion, chemical exposure and temperature exiremes
Ergonomic design fifs easily in the palm of your hand
for greater comfort and reduced fatigue

Housing to cover fitted with tongue and groove design

for best sealing performance

Pushbuttons are not exposed beyond enclosure face to

Reference Information

(SA certified switches: LR32400
@@

Physical
Pendant Cover and Housing: : NEGTEX Paracril 0Z0 rubber
Messenger Cable Bracket and Cover Screws: Steel Zinc-plated

Gasket and 0-Ring Seal: Neoprene

prevent unwanted activation and button protection

Single and two-speed buttons can be wired as an

electrical interlock for improved safety

An elastic, chemically resistant gasket ensures a fight

seal between front and back

MAX-LOC® strain relief included as standard to provide

maximum cord pull-out resistance
Built-in ground connection saves installation time

Legend sheet included

Environmental
Rating: 4022—Rain Tight

4024, 4026, 4028—Testing pending

Cord Connection; MAX-LOC nylon strain relief with rubber
grommet
Nameplate Set: 35 self-adhesive, pre-printed labels on one
acetate sheet

Test/Control

o All buttons are momentary, except for the E-Stop which
402368 is maintained
Number of Buttons Cord Grip Body Size* Number of Speeds Emergency Stop Cord Diameter Woodhead No. Order No.
2 F3 %" 1 12.70-17.45mm (.500-.687") 4022 130126-0199
2 F3 %" 1 Yes 12.70-17.45mm _(.500-.687") 4022ES 130126-0204
2 F3%" 2 12.70-17.45mm (.500-.687") 4022-2 130126-0200
3 F3 %" 1 12.70-19.05mm (.500—.750") 4023 130126-0207
3 F3 %" 1 Yes 12.70-19.05mm (.500-.750") 4023ES 130126-0209
3 F3%" 2 12.70-19.05mm (.500—.750") 4023-2 130126-0208
4 F3 %" 1 12.70-19.05mm (.500-.750") 4024 130126-0212
4 F3 %" 1 Yes 12.70-19.05mm (.500—.750") 4024ES 130126-0214
4 F3%" 2 12.70-19.05mm (.500-.750") 4024-2 130126-0213
6 F3 %" 1 14.27-20.63mm (.562—.812") 4026 130126-0218
6 F41" 1 Yes 17.45-23.80mm (.687-937") 4026ES 130126-0222
6 F33%" 2 14.27-20.63mm (.562—.812") 4026-2 130126-0219
8 F41" 1 17.45-23.80mm (.687-937") 4028 130126-0036
8 F3 %" 1 Yes 14.27-20.63mm (.562—.812") 4028ES 130126-0226
8 F41" 2 17.45-23.80mm (.687-.937") 4028-2 130126-0224
* F3 nut is non-metalic. F4 nut is metallic.
Switch Ratings Dimensions
Single Speed Two Speed Maintain Pendant Pushbutton Station Length Width Depth Woodhead No. Order No.
2025@0‘,]’33 fo ]0;5@6‘)’32 | eA@ 125V AC 14.9em (5.88") 7.6em (3.00") 6.7cm (2.66") 4022 130126-0199
19.0cm (7.50") 7.6cm (3.00") 6.7cm (2.66") 023 1301260207
250@24VDC | 1/3HP @125V | 8A @250V AC N - R 4022ES 130126-0204
" W " 4024 130126-0212
0sa@350v0c | 1/26p @250y | 1 HP @125 0r Blm (313) | Thm (300) | 6Tem (266 402365 130126-0209
LULS 4026 130126-0218
THP @ 125V AC 27.3am (10.75") 7.6cm (3.00") 6.7cm (2.66") 20246 1301260214
" " " 4028 130126-0036
2HP @ 250V AC 40.0cm (]5.75 ) 7.6cm (3.00 ) 6.7cm (2.66 ) 4026ES 130126-0222
46.3cm (18.25") 7.6m (3.00") 6.7am (2.66") 4028ES 130126-0226
Replacement Gasket Kits
Number of Buttons Woodhead No. Order No.
2 40226 130126-0205
3 40236 130126-0210
4 40246 130126-0216
6 40266 130126-0223
8 40286 130126-0227
Replacement Switches
Description Emergency Stop Enclosure Rating Number of Speeds Woodhead No. Order No.
Red mushroom on/off switch Yes NEMA 4X 505B-RM 130126-0012
4020 replacement switch 1 4020 130128-0100
4020-2 replacement switch, 2-speed 2 4020-2 130128-0101
Legend Kit 71-4220 130203-1295
Replacement Covers
Description Number of Buttons Woodhead No. Order No.
Replacement cover 4022 2 00-3063 130128-0079
Replacement cover 4023 3 00-3823 130128-0082
Replacement cover 4024 4 00-3073 130128-0080
Replacement cover 4026 6 00-3083 130128-0081
Replacement cover 4028 8 00-0463 130128-0078
www.molex.com/woodhead molex F-7
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Features and Benefits Physical
P“S hbunons o Unique, industry-leading, NEGTEX® Paracril 0Z0 rubber  Pendant Cover: NEGTEX Paracril 0Z0 rubber

H Test/Control

Super'sufewuym pendant covers yield the best performance for abrasion, Nameplate Set: 35 self-adhesive, pre-printed lubels on one
Pushbutton chemical exposure and temperature exiremes acefate sheet
o Switches can be wired as normally open or normally Environmental
Covers for FS / FD Boxes closed for flexibility of application Rafing: )
. . ating: Indoor damp location
o The cover has integral pushbuttons which operate
mechanically coupled pushbutton contact blocks for
. s time-saving installation
) o Switches function as single speed or two speed
J momentary contact operation for flexibility of application
s L 4 © Single speed function can be wired as elecirically
{ interlocked for improved safety
— o Switches mounted on molded-in steel mounting plate
© Legend sheet included
Switch Ratings
Single Speed Two Speed
20A @ 125 10480VAC 104 @ 125 or 250VAC
5A @ 600VAC 1/3HP @ 125V
1HP @ 125VAC 1/2HP @ 250V
2HP @ 250VAC
Covers for FS/FD Boxes*
Color Number of Speeds Woodhead No. Order No.
Yellow 1 4032 130126-0228
Yellow 2 40322 130126-0229
Block 1 4033BLK 130126-0230
* For FS/FD hoxes, see Power Distribution FS/FD Boxes and Coverplates
F-8 molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Pushbuttons

Super-Safeway™
Pendant Pushbutton Enclosures
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Features and Benefits

e Unique, industry-leading, NESTEX® Paracril 0Z0 rubber
pendant enclosures yield the best performance for
abrasion, chemical exposure and temperature exiremes
Accepts indusiry standard 30mm and 22mm pushbutton
and pilot devices

Protective ribs provide recess for pushbutton operators
and pilot lights preventing unintended operation and
device protection

Metal suspension bracket allows for messenger cable to
support pendant and provide longer operational life of
the system

MAX-LOC® strain relief included as standard to provide
maximum cord pull-out resistance

Internal ground strap common to all pilot devices and
cord entry provides for safe electrical operation

Reference Information
(SA File No.: LR32400

@

Physical

Pendant Housing and Cover: NEGTEX Paracril 0Z0 rubber

Messenger Cable Bracket and Cover Screws: Steel Zinc-plated

Cord Connection; MAX-LOC nylon Strain Relief with rubber
grommet

Cover to Housing Screws: Stainless Steel

Ground Strip: Brass

Environmental
Rating: Industrial duty

Super-Safeway Pushbutton Enclosure Opening Size A B C D Woodhead No. Order No.
Dimensional data for enclosure with 2 opening 30mm 15.9an (625" 4002 130126-0186
Dimensional data for enclosure with 2 apening 2mm . 4202 130126-0235
Dimensional data for enclosure with 3 opening 30mm 4003 130126-0187
Dimensional data for enclosure with 3 opening 22mm 273 (1075) 4203 130126-0236
Dimensional data for enclosure with 4 opening 30mm ’ ’ 4004 130126-0188
Dimensional data for enclosure with 4 opening 22mm 4204 130148-0072
Dimensional data for enclosure with 5 opening; 30mm 89 (3.50°) 4005 130126-0189
Dimensional data for enclosure with 5 apening 2mm W (1525) s 4205 130148-0073
Dimensional data for enclosure with 6 opening; 30mm . ’ 4006 130126-0190
Dimensional data for enclosure with 6 opening 22mm 4206 130126-0237
Dimensional data for enclosure with 7 opening; 30mm 4007 130126-0192
Dimensional data for enclosure with 7 opening 22mm ) . . 4207 130126-0238
Dimensional data for enclosure with 8 opening; 30mm 54.6m (21.50) 387em (15.25) 387em (15.25%) 4008 130126-0193
Dimensional data for enclosure with 8 opening 22mm 4208 130126-0239

Dimensional Data for Enclosure Cross Section
Cross Section A B C D E F
7.3cm (2.88") 6.4cm (2.5") 6.2am (2.44") 2.9em (1.13") 0.64em (.25") 0.48cm (.187") radius
Dimensional Data for Enclosure
Ia\
E W
O
=D
.
)
— A
O]
I O
= —l| C
&
" g LL
I-B—j I~ gl
4002/4202 4003-4004/4203-4204  4005-4006/4205-4206  4007-4008/4207-4208
Super-Safeway Pushbutton Enclosure A B C D Woodhead No.

Dimensional data for enclosure with 2 opening; 15.9em (6.25") 8.9em (3.50") 4002/4202
Dimensional data for enclosure with 3 or 4 openings 27.3m (10.75") 8.9cm (3.50") 4003 10 4004/4203 10 4204
Dimensional data for enclosure with 5 or 6 openings 38.7em (15.25") 8.9em (3.50") 4005 t0 4006/4205 10 4206
Dimensional data for enclosure with 7 or 8 openings 54.6em (21.50") 8.9em (3.50") 27.3m (10.75") 27.3m (10.75") 4007 t0 4008/4207 10 4208

www.molex.com/woodhead molex F-9
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Pushbuttons

Super-Safeway™
Pendant Pushbutton Enclosures
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Features and Benefits

Dimensional Data for Enclosure

o Unigue, industry-leading, NESTEX® Paracril 0Z0 rubber
pendant enclosures yield the best performance for
abrasion, chemical exposure and temperature extremes

o Accepts industry standard 30mm and 22mm pushbution
and pilot devices

© Protective ribs provide recess for pushbutton operators

and pilot lights preventing unintended operation and

device protection

Metal suspension bracket allows for messenger cable to

support pendant and provide longer operational life of

the system

MAX-LOC® strain relief included as standard to provide

maximum cord pull-out resistance

Internal ground strap common to all pilot devices and

cord entry provides for safe electrical operation

Reference Information
CSA File No.: LR32400

@

Physical

Pendant Housing and Cover: NESTEX Paracril 0Z0 rubber

Messenger Cable Bracket and Cover Screws: Steel Zinc-plated

Cord Connection; MAX-LOC nylon Strain Relief with rubber
grommet

Cover to Housing Screws: Stainless Steel

Ground Strip: Brass

Environmental
Rating: Wet industrial duty

Super-Safeway Pushbutton Enclosure Opening Size A B C D Woodhead No. Order No.
Dimensional data for enclosure with 9 opening 30mm 4009 130126-0195
Dimensional data for enclosure with 9 opening 22mm . . 4209 130126-0240
Dimensional data for enclosure with 10 opening 30mm 66.0am (26.00°) 73m (1075 4010 130126-019
Dimensional data for enclosure with 10 opening 22mm 8.9em (3.50") 38.7cm (15.25") 4210 130126-0241
Dimensional data for enclosure with 11 opening 30mm 40m 130126-0197
Dimensional data for enclosure with 12 opening 30mm 77.5em (30.50") 38.7cm (15.25") 4012 130126-0198
Dimensional data for enclosure with 12 opening 22mm 4212 130126-0242

Dimensional Data for Enclosure Cross Section
Cross Section A B C D E F
1
T — B
G Dia
= 7T
0 A 5.7am (2.25") fmg:;]()(rr:m(r]lﬁgel)s 29m (113") 108am (4.25) 44 (175" ﬁfﬂ IEL?USS’
_l_ 2.2am (.866") for
E + 22mm models
TF
F-10 molex www.molex.com/woodhead




TESTERS

WOODHEAD® TESTERS PERFORM BASIC-VERIFICATION AND MULTI-
FUNCTION WIRE TESTING WITH COMPACT, SIMPLE-TO-USE DEVICES THAT
ARE A MUST FOR ANY TOOLBOX

Woodhead testers are small devices with testing abilities that include reverse polarity, open-
ground, open-neutral, open-hot, hot-and-ground-reversed, hot-on-neutral, hot-unwired, Ground
Fault Circuit Interrupter (GFCI) functional and receptacle tension.

FEATURES AND  Plug-in Enables a quick-read; go versus
BENEFITS design no-go indication
NEGTEX® rubber Optimum resistance to the affects of
construction heat, cold, abrasion and chemicals

Wide variety of

) s Provides customer convenience
tooling capabilities

APPLICATIONS ¢ Electrical contractors
* Inspection tools
¢ Service tools

Woodhead

molex
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Woodh eud® Features and Benefits Physical
o Unique, industry-leading, NEGTEX® Paracril 0Z0 Rubber Receptacle Tester Housing: NESTEX Paracril 0Z0 rubber

Recep‘l‘ude Circuit Tester exterior yields the best performance for abrasion, Receptacle Tester Plug Blades: Brass, Nickel-plated

chemical exposure and temperature exiremes Receptacle Tester Insert: Nylon
o Compact tester with three neon indicating lights to check Environmental

ey = for correct wiring; reversed polarity, open ground, open .. .
] s Rating: Industrial duty
oy = * neutral, open ho!, hot and ground reversed and hot on
e X neutral/hot unwired
A hE o Select the 1751 Tester to check for proper GFCl operation
. to assure proper operation for GFCl required circuits

Reference Information
UL File No.: E38751
CSA File No.: LR22103

@

H Test/Control

GFCl Test Woodhead No. Order No.
Yes 1751 130127-0003
Features and Benefits Physical
Woodhead® y

o Through a simple tool insertion into a standard, straight ~ Tester Housing: Impact resistant plostic

Recep‘l’qde Tension Tesl'er blade receptacle, one can measure the spring contact ~ Tension Tester Plug Blades: Stainless Steel

tension or holding potential on the plug blades (below

4 . Environmental
~ ounces a replacement is recommended, between 4-10 Rafing: Industrial d
~ ounces indicates a receptacle fo be monitored) NFPA ating: Industrial dufy
i g,_\ . Standard 99-1996 Ref. 3-3.3.3.3(d)
! o Tester works with the following NEMA Types; 1-15,

3 S==_ 515, 5-20, s0 one needs to carry just one tool.

o © Receptacle contacts are monitored independently for
complete assurance of compliance and trouble-free
power system operation
The completely insulated housing allows testing to
be performed on live circuits to allow continued,
uninterrupted power service
Impact-resistant housing and carrying case provide
tester protection and an exceptional service life

Woodhead No. Order No.
1760 130127-0007

F-12 molex www.molex.com/woodhead
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Technical Information

Test and Control
Assembly Instructions
Pushbutton Stations

Single-Speed Interlock Applications

Wiring of Switches

When a set of two pushbuttons is used to control
complementary functions such as Up-Down, Open-Close,
Left-Right, etc., the two buttons should be wired as shown
in the diagram below to provide an electrical inferlock. This
electrical interlock method of wiring provides two primary
benefits:

e |t prevents the simultaneous operation of both
functions, thus protecting equipment from damage.

o f a pushbutton switch should fail, depressing the
complementary button opens the control circuit, thus
providing an emergency stop.

KD g Ko Ko
4
o —y  w v
up
Ne HG He KC
1 2 1 2
COMMON

Circuit Schematic for Two Single Switches Wired for Interlock
(Note: NO = Normally Open; NC = Normally Closed)

Two-Speed Interlock Applications

The switches supplied with this station are rated at currents
substantially higher than those normally encountered in
control applications. It should be noted, however, that
electrical failures in associated equipment can cause
currents o flow which far exceed even these high ratings.

Super-Safeway Pendant Station, 402X and 4032 Series, Two-Speed Contact Ratings Volts AC Current Horsepower
H c 2 [+ 2
v v v 4 ¢ 125 10 Y3 HP, 125V AC
y _A_—LL & A 3 A
FREE FOSITION FIRST MAKE SECOND MAKE 250 10 s HP, 250V AC
Circuit Schematic
4052 Pushbutton Station Switch Characteristics
NQ ND NO HD
4 3 3 4
up ) O c o
DOWN c _0o 9 0
NC NC NC NE
1 2 4 1
LOMMOR
Legends for 402X and 4032 Series Pushbutton Stations
Legend Series Woodhead Numbers Order No.
Bridge Left Right
Crane Low Raise
Close Magnet South
Down North Stop
Door No. 1 Start
East No. 2 Slow
Fwd No. 3 Trolley 4020 71-4220 130203-1295
Fast On Up
High Open West
Hoist off Blank(2)
In Out
Lower Rev
Note: Switches are UL Listed.
Legends for 505X Series Pushbutton Stations
Legend Series Woodhead Numbers Order No.
OFF IN SOUTH
up RAISE WEST
LEFT START CLOSE
FWD ON out 505X 505BC-L 130126-0009
NORTH DOWN LOWER
EAST RIGHT STOP
OPEN REV
www.molex.com/woodhead molex F-13
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Technical Information

Test and Control
Wiring and Marking Information

snssv-
TYPICAL 5050 SERIES WIRING AND MARKING INFORMATION
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120226-1602 9504.................... B-14 130083-0786 92433-3070G ............. B-12 130086-0177 9505.................... B-14
130018-0366 65W04 .............. D-5,D-20 130083-0787 92433-3080 .............. B-12 130087-0057 930..................... B-19
130023-0001 55501.................... F-6 130083-0852 9358-1610S .............. B-11 130087-0058 930B123................. B-19
130023-0002 55502.................... F-6 130083-0913 92434-3080 .............. B-12 130087-0059 930B143................. B-19
130023-0003 55503.................... F-6 130084-0119  92501AN................. B-13 130087-0063 930D123................. B-19
130023-0004 55504.................... F-6 130084-0120 92502N.................. B-13 130087-0064 930D143................. B-19
130083-0222 9206.................... B-10 130084-0121 92511AN................. B-13 130090-0008 9451547 ................. B-8
130083-0223 9208.................... B-10 130084-0123 92512AN................. B-13 130090-0009 945-3............. B-5, B-6, B-7
130083-0224 9224................ B-10, B-11 130084-0124 92512BN................. B-13 130090-0010 945-3-86.................. B-6
130083-0225 9228................ B-10, B-11 130084-0128 92526BN................. B-13 130090-0015 963...................... B-7
130083-0227 9234.................... B-10 130084-0129 92531IN.................. B-13 130090-0018 965...................... B-7
130083-0228 9238.................... B-10 130084-0131 92532N.................. B-13 130090-0019 966...................... B-8
130083-0229 92401................... B-10 130084-0132 92533N.................. B-13 130091-0013 980............... B-5, B-6, B-7
130083-0230 92402................... B-10 130084-0133 92534N.................. B-13 130091-0020 980-1610S ................ B-7
130083-0231 92411................... B-10 130084-0134 92535AN................. B-13 130091-0021 980-271US ................ B-7
130083-0232 92433............... B-10, B-12 130084-0135 92535BN................. B-13 130091-0023 980-3000................. B-8
130083-0233 92434............... B-10, B-12 130084-0136 92536N.................. B-13 130091-0025 980-30706................ B-8
130083-0234 92443................... B-10 130084-0138 9254IN.................. B-13 130091-0027 980-83................... B-6
130083-0236 92444................... B-10 130084-0139 92542N.................. B-13 130091-0028 980-86................... B-6
130083-0237 92463................... B-10 130084-0140 92543N.................. B-13 130091-0030 980A-83.................. B-6
130083-0238 92464................... B-10 130084-0141 92544AN................. B-13 130091-0045 990............... B-5, B-6, B-7
130083-0239 92481................... B-10 130084-0142 92544BN................. B-13 130091-0049  990-106US................ B-7
130083-0240 92482................... B-10 130084-0143 92545AN................. B-13 130091-0053 990-1547 ................. B-8
130083-0242 9253........... B-10, B-11, B-12 130084-0144 92545BN................. B-13 130091-0055 990-1610S ................ B-7
130083-0245 9253-1610S .............. B-11 130084-0145 92546N.................. B-13 130091-0056 990-271US ................ B-7
130083-0246 9253-3000 ............... B-12 130084-0146 92561IN.................. B-13 130091-0057 990-3000................. B-8
130083-0247 9306.................... B-10 130084-0147 92562AN................. B-13 130091-0059 990-30706................ B-8
130083-0248 9308.................... B-10 130084-0148 92562BN................. B-13 130091-0061 990-83................... B-6
130083-0249 9358........... B-10, B-11, B-12 130084-0149 92564N.................. B-13 130091-0062 990-86................... B-6
130083-0250 9358-106US .............. B-11 130084-0150 92581IN.................. B-13 130091-0064 990A-83 .................. B-6
130083-0252 9358-1547 ............... B-12 130084-0151 92582N.................. B-13 130091-0085 997...................... B-5
130083-0254 9358-3070G.............. B-12 130084-0152 92583N.................. B-13 130091-0087 9971547 ................. B-8
130083-0262 9363.................... B-10 130084-0155 92663................... B-13 130091-0090 997-3000................. B-8
130083-0263 9367.................... B-10 130084-0318 9242.................... B-10 130091-0094 997-30706................ B-8
130083-0264 9383................ B-10, B-12 130085-0025 92764................... B-14 130091-0192 8500.................... A-30
130083-0265 9383-1533 ............... B-12 130085-0359 92631................... B-14 130091-0201 998-3080................. B-8
130083-0266 9383-1547 ............... B-12 130085-0360 92632................... B-14 130091-0202 998...................... B-5
130083-0269 9383-3000 ............... B-12 130085-0361 92633................... B-14 130091-0203 998-1533................. B-8
130083-0270 9383-3070G.............. B-12 130085-0363 92642................... B-14 130091-0204 998-3070620 .............. B-8
130083-0271 9383-3080 ............... B-12 130085-0364 92643................... B-14 130091-0205 998L..................... B-5
130083-0279 9385................ B-10, B-12 130085-0365 92661................... B-14 130091-0206 998L-2747 ................ B-8
130083-0280 9385-3080 ............... B-12 130085-0366 92681................... B-14 130091-0207 998L-3070620 ............. B-8
130083-0284 9394.................... B-10 130085-0367 92702................... B-14 130091-0208 998L-1533 ................ B-8
130083-0286 ERA4000................. B-20 130085-0368 92712................... B-14 130091-0209 998L-3080 ................ B-8
130083-0287 ERA4040................. B-20 130085-0370 92733................... B-14 130091-0210 997L..................... B-5
130083-0288 ERA4150................. B-20 130085-0372 92736................... B-14 130091-0211 997L-2547 ................ B-8
130083-0289 ERA4250................. B-20 130085-0373 92742................... B-14 130091-0212 997L-3070G ............... B-8
130083-0291 ERA4940................. B-20 130085-0374 92743................... B-14 130091-0213 997L-1547 ................ B-8
130083-0766 9224-1610S .............. B-11 130085-0375 92744................... B-14 130091-0214 997L-3000 ................ B-8
130083-0767 922486 ................. B-11 130085-0376 92745................... B-14 130094-0209 35001................... (-33
130083-0772 9228-106US . ............. B-11 130085-0377 92746................... B-14 130094-0211 35002................... (-33
130083-0773 9228-1610S .............. B-11 130085-0379 92762................... B-14 130094-0213 35003................... (-33
130083-0775 922886 ................. B-11 130085-0381 92782................... B-14 130094-0215 35004................... (-33
130083-0781 924331533 .............. B-12 130085-0382 92783................... B-14 130094-0217 35005................... (-33
130083-0782 924331547 .............. B-12 130085-0905 92735................... B-14 130094-0219 35006................... (-33
130083-0784 92433-3000 .............. B-12 130085-0949 92726................... B-14 130094-0221 35007................... (-33
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130094-0223 35008................... (-33 130094-0328 35174................... (-32 130094-0434 35333................... (-35
130094-0225 35009................... (-33 130094-0329 35175................... (-32 130094-0435 35334................... (-35
130094-0227 35010................... (-33 130094-0330 35195................... (-34 130094-0436 35335................... (-35
130094-0228 35011................... (-33 130094-0332 35196................... (-34 130094-0437 35336................... (-35
130094-0230 35030................... (-32 130094-0334 35197................... (-34 130094-0438 35337................... (-35
130094-0232 35031................... (-32 130094-0336 35198................... (-34 130094-0439 35340................... (-35
130094-0234 35032................... (-32 130094-0338 35199................... (-34 130094-0440 35425................... (-37
130094-0236 35033................... (-32 130094-0340 35200................... (-34 130094-0442 35426................... (-37
130094-0238 35034................... (-32 130094-0342 35201................... (-34 130094-0444 35427................... (-37
130094-0240 35035................... (-32 130094-0344 35202................... (-34 130094-0446 35428................... (-37
130094-0242 35036................... (-32 130094-0346 35203................... (-34 130094-0448 35429................... (-37
130094-0244 35037................... (-32 130094-0348 35204................... (-34 130094-0450 35430................... (-37
130094-0246 35038................... (-32 130094-0350 35205................... (-34 130094-0452 35431................... (-37
130094-0247 35039................... (-32 130094-0352 35225................... (-35 130094-0453 35432................... (-37
130094-0249 35040................... (-32 130094-0354 35226................... (-35 130094-0455 35433................... (-37
130094-0251 35060................... (-34 130094-0356 35227................... (-35 130094-0457 35435................... (-36
130094-0253 35061................... (-34 130094-0357 35228................... (-35 130094-0459 35436................... (-36
130094-0255 35062................... (-34 130094-0358 35229................... (-35 130094-0461 35437................... (-36
130094-0257 35063................... (-34 130094-0359 35230................... (-35 130094-0463 35438................... (-36
130094-0259 35064................... (-34 130094-0360 35231................... (-35 130094-0465 35440................... C-37
130094-0261 35065................... (-34 130094-0361 35232................... (-35 130094-0466 35441................... C-37
130094-0263 35066................... (-34 130094-0367 35270................... (-33 130094-0468 35442................... (-37
130094-0265 35067................... (-34 130094-0368 35271................... (-33 130094-0470 35443................... (37
130094-0267 35068................... (-34 130094-0370 35272................... (-33 130094-0472 35444................... (37
130094-0268 35069................... (-34 130094-0372 35273................... (-33 130094-0474 35445................... C-37
130094-0269 35070................... (-34 130094-0374 35274................... (-33 130094-0476 35446................... C-37
130094-0271 35090................... (-35 130094-0376 35275................... (-33 130094-0478 35447................... C-37
130094-0273 35091................... (-35 130094-0378 35276................... (-33 130094-0479 35448................... C-37
130094-0275 35092................... (-35 130094-0380 35277................... (-33 130094-0480 35450................... (-36
130094-0276 35093................... (-35 130094-0382 35278................... (-33 130094-0482 35451................... (-36
130094-0278 35094................... (-35 130094-0383 35279................... (-33 130094-0484 35452................... (-36
130094-0279 35095................... (-35 130094-0384 35280................... (-33 130094-0486 35453................... (-36
130094-0280 35096................... (-35 130094-0385 35285................... (-32 130094-0488 36241................... (-39
130094-0281 35097................... (-35 130094-0387 35286................... (-32 130094-0489 36560................... (-39
130094-0283 35098................... (-35 130094-0389 35287................... (-32 130094-0490 36560SS................. (-39
130094-0284 35099................... (-35 130094-0391 35288................... (-32 130094-0491 36562................... (-39
130094-0288 35135................... (-33 130094-0393 35289................... (-32 130094-0492 36562SS................. (-39
130094-0290 35136................... (-33 130094-0395 35290................... (-32 130094-0493 36564................... (-39
130094-0292 35137................... (-33 130094-0397 35291................... (-32 130094-0494 36564SS................. (-39
130094-0294 35138................... (-33 130094-0399 35292................... (-32 130094-0495 36567................... (-39
130094-0296 35139................... (-33 130094-0401 35293................... (-32 130094-0496 36567SS................. (-39
130094-0298 35140................... (-33 130094-0403 35294................... (-32 130094-0497 36569................... (-39
130094-0300 35141................... (-33 130094-0406 35300................... (-34 130094-0498 36569SS................. (-39
130094-0302 35142................... (-33 130094-0408 35301................... (-34 130094-0499 36571................... (-39
130094-0304 35143................... (-33 130094-0410 35302................... (-34 130094-0500 36571SS................. (-39
130094-0306 35144................... (-33 130094-0412 35303................... (-34 130094-0501 36573................... (-38
130094-0308 35145................... (-33 130094-0414 35304................... (-34 130094-0502 36574................... (-39
130094-0310 35165................... (-32 130094-0416 35305................... (-34 130094-0503 36574SS................. (-39
130094-0312 35166................... (-32 130094-0418 35306................... (-34 130094-0504 36575................... (-38
130094-0314 35167................... (-32 130094-0420 35307................... (-34 130094-0505 36576................... (-38
130094-0316 35168................... (-32 130094-0422 35308................... (-34 130094-0506 36577................... (-38
130094-0318 35169................... (-32 130094-0424 35309................... (-34 130094-0507 36578................... (-38
130094-0320 35170................... (-32 130094-0426 35310................... (-34 130094-0509 36579................... (-38
130094-0322 35171................... (-32 130094-0429 35330................... (-35 130094-0510 36580................... (-39
130094-0324 35172................... (-32 130094-0430 35331................... (-35 130094-0511 36581................... (-38
130094-0326 35173................... (-32 130094-0432 35332................... (-35 130094-0512 36582................... (-39
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130094-0513 36583................... (-38 130095-0154 35909................... (41 130095-0256 36142................... (-47
130094-0514 36584................... (-39 130095-0165 35930................... (-42 130095-0257 36143................... (-47
130094-0515 36585................... (-38 130095-0166 35931................... (-42 130095-0258 36144................... (-47
130094-0516 36586................... (-38 130095-0167 35932................... (-42 130095-0259 36145................... (-47
130094-0517 36587................... (-39 130095-0168 35933................... (-42 130095-0260 36146................... (-47
130094-0519 36589................... (-39 130095-0169 35934................... (-42 130095-0261 36147................... (-47
130094-0520 36591................... (-39 130095-0170 35935..........ccoii... (-42 130095-0262 36148................... (-47
130094-0521 36594................... (-39 130095-0171 35937........ccoinin... (-42 130095-0263 36149................... (-47
130094-0522 36670................... (-48 130095-0172 35940................... (-43 130095-0272 36610................... (-46
130094-0523 36671................... (-48 130095-0173 35941................... (-43 130095-0273 36611................... (-46
130094-0524 36672................... (-48 130095-0174 35942................... (-43 130095-0274 36612................... (-46
130094-0525 36673................... (-48 130095-0175 35943................... (-43 130095-0275 36613................... (-46
130094-0526 36674................... (-48 130095-0176 35944................... (-43 130095-0276 36614................... (-46
130094-0527 36675................... (-48 130095-0177 35945................... (-43 130095-0277 36615................... (-46
130094-0528 36676................... (-48 130095-0178 35946................... (-43 130095-0278 36620................... (-45
130094-0529 36680................... (-48 130095-0179 35947................... (-43 130095-0279 36621................... (-45
130094-0530 36681................... (-48 130095-0180 35948................... (-43 130095-0280 36622................... (-45
130094-0531 36682................... (-48 130095-0181 35950................... (-43 130095-0281 36623................... (-45
130094-0532 36683................... (-48 130095-0182 35951................... (-43 130095-0282 36624................... (-45
130094-0533 36684................... (-48 130095-0183 35952................... (-43 130095-0283 36625................... (-45
130094-0534 36685................... (-48 130095-0184 35953................... (-43 130095-0284 36626................... (-45
130094-0535 36686................... (-48 130095-0185 35954................... (-43 1300950285 36627................... (-45
130094-1042 35338................... (-35 130095-0186 35955................... (-43 130095-0286 36628................... (-45
130094-1400 35339................... (-35 130095-0187 35956................... (-43 130095-0287 36629................... (-45
130094-1401 36241SS................. (-39 130095-0188 35960................... (-43 130095-0288 36640................... (-45
130095-0123 35851................... (-44 130095-0189 359%61................... (-43 130095-0289 36641................... (-45
130095-0124 35865................... (-44 130095-0190 35962................... (-43 130095-0290 36642................... (-45
130095-0125 35866................... (-44 130095-0191 35963................... (-43 130095-0291 36643................... (-45
130095-0126 35867................... (-44 130095-0192 35964................... (-43 130095-0292 36644................... (-45
130095-0127 35868................... (-44 130095-0194 35970............... (-41, C-56 130095-0293 36645................... (-45
130095-0128 35869................... (-44 1300950196 35971............... (-41, C-56 130095-0294 36646................... (-45
130095-0129 35870................... (-44 130095-0197 35972............... (-41, C-56 130095-0295 36647................... (-45
130095-0130 35871................... (-44 130095-0198 35973............... (-41, C-56 130095-0297 36661................... (-48
130095-0131 35872................... (-44 130095-0200 35974............... (-41, C-56 130095-0298 36662................... (-48
130095-0132 35873................... (-44 130095-0201 35975............... (-41, C-56 130095-0299 36663................... (-48
130095-0133 35874................... (-44 130095-0202 35976................... C-41 130095-0300 36664................... (-48
130095-0134 35875................... (-44 130095-0203 35980................... (-43 130096-0034 36370................... (-25
130095-0135 35880................... (-44 130095-0205 36010................... (-44 130096-0036 36371................... (-25
130095-0136 35881................... (-44 130095-0225 36101................... (-47 130096-0037 36372................... (-25
130095-0137 35882................... (-44 130095-0227 36102................... (-47 130096-0038 36373................... (-25
130095-0138 35883................... (-44 130095-0229 36103................... (-47 130096-0039 36374................... (-25
130095-0139 35884................... (-44 130095-0230 36104................... (-47 130096-0040 36375................... (-25
130095-0140 35885................... (-44 130095-0231 36105................... (-47 130096-0041 36380................... (-25
130095-0141 35886................... (-44 130095-0232 36106................... (-47 130096-0042 36381................... (-25
130095-0142 35887................... (-44 1300950233 36107................... (-47 130096-0043 36382................... (-25
130095-0143 38897................... (-44 130095-0240 36120................... (-47 130096-0044 36390................... (-25
130095-0144 35898................... (-44 1300950241 36121................... (-47 130096-0045 36391................... (-25
130095-0145 35899................... (-44 130095-0242 36122................... (-47 130096-0046 36392................... (-25
130095-0146 35901................... (41 1300950243 36123................... (-47 130096-0047 36393................... (-25
130095-0147 35902................... (-41 130095-0244 36124................... (-47 130096-0048 36394................... (-25
130095-0148 35903................... (41 1300950245 36125................... (-47 130096-0049 36395................... (-25
130095-0149 35904................... (-41 130095-0246 36126................... (-47 130096-0050 36400................... (-25
130095-0150 35905................... (-41 1300950247 36127................... (-47 130096-0051 36401................... (-25
130095-0151 35906................... (41 130095-0248 36128................... (-47 130096-0052 36402................... (-25
130095-0152 35907................... 41 130095-0253 36140................... (-47 130096-0053 36403................... (-25
130095-0153 35908................... C-41 130095-0255 36141................... (-47 130096-0054 36404................... (-25
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130096-0055 36405................... (-25 130097-0192 36294.................... 7 130097-0262 36508.................... (5
130096-0056 36440................... (-25 130097-0193 36298.................... (&] 130097-0265 36512.................... G5
130096-0058 36443................... (-25 130097-0194 36300.................... (&) 130097-0269 36515.................... G5
130096-0059 36550................... (-30 130097-0195 36302.................... (&] 130097-0271 36516.................... G5
130096-0060 36551................... (-30 130097-0197 36310.................... -6 130097-0272 36517.................... G5
130096-0061 36552................... (-30 130097-0198 36312.................... -6 130097-0273 36518.................... G5
130096-0062 36553................... (-30 130097-0199 36314.................... -6 130097-0274 36519.................... G5
130096-0063 36554................... (-30 130097-0200 36316.................... -6 130097-0276 36800................... C-10
130096-0064 36555................... (-30 130097-0201 36317.................... 7 130097-0277 36801................... C-10
130096-0065 37030................... (-25 130097-0202 36319.................... 7 130097-0278 36802................... C-10
130096-0066 37031................... (-25 130097-0203 36321.................... 7 130097-0279 36803................... C-10
130096-0067 37032................... (-25 130097-0204 36323.................... 7 130097-0280 36804................... C-10
130096-0069 37101................... (-26 130097-0205 36326.................... (-8 130097-0281 36805................... (10
130096-0070 37101-90................ (-26 130097-0206 36328.................... (-8 130097-0282 36806................... C-10
130096-0071 37102................... (-26 130097-0207 36330.................... (-8 130097-0283 36807................... C-10
130096-0072 37102-90 ................ (-26 130097-0210 36340.................... -6 130097-0284 36808................... C-10
130096-0073 37103................... (-26 130097-0211 36342.................... -6 130097-0285 36809................... C-10
130096-0074 37103-90................ (-26 130097-0212 36344.................... C-6 130097-0286 36810................... C-10
130096-0075 37104................... (-26 130097-0213 36346.................... -6 130097-0287 36811................... C-10
130096-0076 37104-90................ (-26 130097-0214 36347.................... (-7 130097-0288 36812................... C-10
130096-0077 37105................... (-26 130097-0215 36349.................... 7 130097-0289 36813................... C-10
130096-0078 37105-90 ................ (-26 130097-0216 36351.................... 7 130097-0290 36814................... C-10
130096-0079 37106................... (-26 130097-0217 36353.................... 7 130097-0291 36815................... C-10
130097-0156 36245.................... 6 130097-0218 36355.................... (-8 130097-0292 36816.................... 9
130097-0157 36246.................... -6 130097-0219 36357.................... (-8 130097-0293 36818.................... (-8
130097-0158 36248.................... 7 130097-0220 36359.................... (-8 130097-0294 36827.................... (]
130097-0159 36249.................... (] 130097-0221 36361.................... (&) 130097-0295 36829.................... (]
130097-0160 36250.................... -6 130097-0222 36362.................... (-8 130097-0296 36830.................... (]
130097-0161 36251.................... -6 130097-0223 36363.................... (&) 130097-0297 36831.................... (]
130097-0163 36254.................... -6 130097-0224 36364.................... (-8 130097-0321 5522MSS................. (-24
130097-0165 36256.................... ) 130097-0231 36470.................... -9 130097-0322 5524MSS................. (-24
130097-0166 36257.................... 7 130097-0232 36471.................... -9 130097-0323 5526MSS................. (-24
130097-0167 36259.................... 7 130097-0233 36472.................... 9 130097-0324 5528MSS................. (-24
130097-0168 36261.................... 7 130097-0234 36473.................... 9 130097-0325 5530MSS................. (-24
130097-0170 36263.................... 7 1300970235 36475.................... 9 130097-0326  5532MSS................. (-24
130097-0171 36265.................... (-8 1300970236 36476.................... 9 130097-0327 5534.................... (-12
130097-0172 36267.................... (-8 130097-0237 36477.................... 9 130097-0328 5534MSS................. (-24
130097-0173 36269.................... (-8 1300970238 36478.................... 9 130097-0329 5536MSS................. (-24
130097-0174 36270.................... (-8 1300970239 36479.................... 9 130097-0330 5538MSS................. (-24
130097-0175 36271.................... (-8 1300970240 36480.................... 9 130097-0331  5540MSS................. (-24
130097-0176 36272.................... (-8 1300970241 36481.................... 9 130097-0332 5542MSS................. (-24
130097-0177 36273.................... (-8 1300970242 36482.................... -9 130097-0333  5544MSS................. (-24
130097-0178 36274.................... (-8 1300970243 36483.................... 9 130097-0334  5548MSS................. (-24
130097-0179 36275.................... (-8 1300970244 36484.................... -9 130097-0335 5552MSS................. (-24
130097-0180 36276.................... (-8 1300970245 36485.................... 9 130097-0336  5554MSS................. (-24
130097-0181 36277.................... (-8 1300970246 36486.................... -9 130097-0337  5556MSS................. (-24
130097-0182 36278.................... 9 130097-0247 36487.................... (-9 130097-0338 5560MSS................. (-24
130097-0183 36279.................... 9 130097-0248 36488.................... (-9 130097-0340 5622MSS................. (-24
130097-0184 36280.................... C6 130097-0249 36489.................... (-9 130097-0341  5624MSS................. (-24
130097-0185 36282.................... C6 130097-0252 36497.................... (-9 130097-0496 36296.................... 7
130097-0186 36284.................... -6 130097-0253 36498.................... (-9 130097-0627 36292.................... 7
130097-0187 36286.................... C-6 130097-0254 36499.................... -9 130097-0628 36819.................... (-8
130097-0188 36287.................... 9 130097-0255 36500.................... -9 130097-0629 36826.................... (-8
130097-0189 36288.................... 9 130097-0256 36501.................... G5 130097-0630 5546MSS................. (-24
130097-0190 36289.................... 9 130097-0258 36503.................... G5 130097-0631  5550MSS................. (-24
130097-0191 36290.................... 7 130097-0260 36505.................... G5 130097-0632 5558MSS................. (-24
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130097-0633 5562MSS................. 24 130098-0090 5533W .................. (18 130098-0160 5557W .................. 21
130098-0024 5398.................... C-11 130098-0092 5534W .................. (12 130098-0161 5558.................... C-16
130098-0025 5400.................... C-11 130098-0093 5535.................... (18 130098-0164 5558W .................. C-16
130098-0026 5402.................... C-11 130098-0095 5535W .................. (18 130098-0165 5559..........coiiit.. 21
130098-0027 5500.................... -1 130098-0096 5536.................... (-14 130098-0166 5560.................... C-16
130098-0028 5501.................... (-18 130098-0099 5536W .................. (-14 130098-0167 5560W .................. C-16
130098-0029 5502.................... C-11 130098-0100 5536WBLK................ C-15 130098-0168 5560WBLK................ C-16
130098-0030 5503.................... (-18 130098-0101 5537.................... (-20 130098-0169 5561.................... 21
130098-0031 5504.................... C-11 130098-0102 5537W .................. (-20 130098-0170 5561W .................. 21
130098-0032 5506.................... C-11 130098-0103 5538.................... (-14 130098-0171 5562.................... C-16
130098-0033 5507.................... (-18 130098-0106 5538SS.................. (-24 130098-0172 5562W .................. C-16
130098-0034 5508.................... C-11 130098-0107 5538W .................. (-14 130098-0173 5563.................... 21
130098-0035 5509.................... (-18 130098-0108 5538WBLK................ C-15 130098-0174 5568.................... 17
130098-0036 5518.................... (-12 130098-0109 5539.................... (-20 130098-0175 5569.................... (-22
130098-0037 55185S.................. -4 130098-0111 5539W .................. (-20 130098-0176 5570.................... C-17
130098-0038 5518W .................. (-12 130098-0112 5540.................... (-14 130098-0177 5571............ccoon... (-22
130098-0039 5519.................... (-18 130098-0113 55408S.................. (-24 130098-0178 5572.................... C-17
130098-0040 5519W .................. (-18 130098-0114 5540W .................. (-14 130098-0179 5573.................... (-22
130098-0041 5520.................... (-12 130098-0115 5540WBLK. ............... C-15 130098-0180 5574.................... (17
130098-0043 5520W .................. (-12 130098-0116 5541.................... (-20 130098-0181 5575.................... (-22
130098-0044 5521.................... (-18 130098-0117 5541W .................. (-20 130098-0182 5576.................... (17
130098-0045 5521W .................. (-18 130098-0118 5542.................... (-14 130098-0184 5577.................... (-22
130098-0046 5522.................... (-12 130098-0121 5542W .................. (-14 130098-0185 5580.................... (13
130098-0048 55225S.................. -24 130098-0122 5542WBLK. ............... (-15 130098-0186 5580W .................. (13
130098-0049 5522W .................. (-12 130098-0123 5543.................... (-20 130098-0187 5581.................... (19
130098-0050 5523.................... (-18 130098-0125 5543W .................. (-20 130098-0188 5582.................... (13
130098-0051 5523W .................. (-18 130098-0126 5544.................... (-14 130098-0189 5582W .................. (13
130098-0052 5524.................... (-12 130098-0128 5544SS.................. 24 130098-0190 5583.................... (19
130098-0055 5524SS.................. (-24 130098-0129 5544W .................. (-14 130098-0191 5584.................... (-15
130098-0056 5524W .................. (-12 130098-0130 5545.................... (-20 130098-0192 5586.................... (15
130098-0057 5524WBLK. ............... (13 130098-0131 5545W .................. (-20 130098-0193 5587.................... (-20
130098-0058 5525.................... (-18 130098-0132 5546.................... C-16 130098-0195 5594-004 ................ (13
130098-0060 5525W .................. (-18 130098-0133 5546W .................. C-16 130098-0196 5594-004W............... (13
130098-0061 5526.................... (-12 130098-0134 5547.................... 21 130098-0197 5594-005................ (13
130098-0063 5526SS.................. (-24 130098-0135 5547W .................. 21 130098-0198 5594-005W............... (13
130098-0064 5526W .................. (-12 130098-0136 5548.................... (-16 130098-0199 5594-006 ................ (13
130098-0065 5526WBLK. ............... (13 130098-0137 5548W .................. C-16 130098-0200 5594-006W............... (13
130098-0066 5527.................... (-18 130098-0138 5549.................... 21 130098-0202 5594-007 ................ (13
130098-0068 5527W .................. (-18 130098-0139 5550.................... C-16 130098-0203 5594-007W............... (13
130098-0069 5528.................... 12 130098-0141 5550W .................. C-16 130098-0204 5594-008 ................ (13
130098-0070 5528SS.................. (-24 130098-0142 5551.................... 21 130098-0205 5594-008W............... (13
130098-0071 5528W .................. 12 130098-0143 5552.................... C-16 130098-0207 5595-004 ................ (19
130098-0072 5528WBLK................ 13 130098-0145 55528S.................. (-24 130098-0208 5595-004W............... (19
130098-0073 5529.................... (18 130098-0146 5552W .................. C-16 130098-0210 5595-005W............... (19
130098-0075 5529W .................. (18 130098-0147 5552WBLK. ............... C-16 130098-0212 5595008 ................ (19
130098-0076 5530.................... (12 130098-0148 5553.................... (21 130098-0213 5595-008W............... (19
130098-0077 5530SS.................. (-24 130098-0149 5553W .................. (21 130098-0215 5620W .................. (-14
130098-0078 5530W .................. (12 130098-0150 5554.................... C-16 130098-0216 5620WBLK. ............... (15
130098-0079 5530WBLK................ C-13 130098-0151 5554W .................. C-16 130098-0217 5621.................... (-20
130098-0080 5531.................... (18 130098-0152 5554WBLK................ C-16 130098-0218 5621W .................. (-20
130098-0081 5531W .................. (18 130098-0153 5555.................... 21 130098-0221 5622W .................. (-14
130098-0082 5532.................... (12 130098-0154 5555W .................. 21 130098-0222 5622WBLK. ............... (15
130098-0085 55328S.................. (-24 130098-0155 5556.................... C-16 130098-0223 5623.................... (-20
130098-0086 5532W .................. (12 130098-0157 5556W .................. C-16 130098-0224 5623W .................. (-20
130098-0087 5532WBLK................ C-13 130098-0158 5556WBLK................ C-16 130098-0225 5624.................... C-14
130098-0089 5533.................... (-18 130098-0159 5557.................... 21 130098-0227 5624W .................. C-14
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130098-0228 5624WBLK. ............... C-15 130099-0098 5539M .................. (-20 130099-0160 5623NM ................. (-20
130098-0229 5625.................... (-20 130099-0099 5539NM ................. (-20 130099-0161 5624M .................. (-14
130098-0230 5625W .................. (-20 130099-0100 5540M .................. (-14 130099-0162 5624NM ................. (-14
130098-0235 5620.................... (-14 130099-0101 5540NM ................. (-14 130099-0163 5625NM ................. (-20
130098-0236 5622.................... (-14 130099-0102 5541M .................. (-20 130099-0164 5628M .................. (-28
130098-0238 5595-007W............... (19 130099-0103 5641NM ................. (-20 130099-0165 5630M .................. (-27
130098-0239 5585.................... (-20 130099-0104 5542M .................. (-14 130099-0166 5630NM ................. (-27
130098-0241  5595-006W............... (19 130099-0105 5542NM ................. C-14 130099-0167 563IM .................. C-27
130098-0243 5534SS.................. -24 130099-0106 5543M .................. (-20 130099-0168 5631NM ................. C-27
130098-0244 56225S.................. 24 130099-0107 5543NM ................. (-20 130099-0169 5632M .................. C-27
130098-0245 5624SS.................. (-24 130099-0108 5544M .................. (-14 130099-0170 5632NM ................. (-27
130098-0246 5536SS.................. (-24 130099-0109 5545M .................. (-20 130099-0171 5633M .................. (-28
130098-0248 5546SS.................. (-24 130099-0110 5546M .................. C-16 130099-0172 5633NM ................. (-28
130098-0249 5548SS.................. (-24 130099-0111 5546NM ................. (16 130099-0173 5634M .................. (-28
130098-0250 55508S.................. (-24 130099-0112 5547NM ................. 21 130099-0174 5634NM ................. (-28
130098-0251 5554SS.................. (-24 130099-0113 5548M .................. C-16 130099-0175 5635M .................. (-28
130098-0252 5556SS.................. (-24 130099-0114 5548NM ................. (16 130099-0176 5635NM ................. (-28
130098-0253 5558SS.................. (-24 130099-0115 5549NM ................. 21 130099-0177 5636M .................. (-29
130098-0254 5560SS.................. (-24 130099-0116 5550M .................. C-16 130099-0178 5636NM ................. (-29
130098-0255 55625S.................. (-24 130099-0117 5550NM ................. (16 130099-0179 5637M .................. (-29
130098-0424 55208S.................. (-24 130099-0118 5551M .................. 21 130099-0180 5637NM ................. (-29
130098-0425 5505.................... (18 130099-0119 5552M .................. C-16 130099-0181 5638M .................. (-29
130098-0426 5542SS.................. (-24 130099-0120 5552NM ................. C-16 130099-0182 5638NM ................. (-29
130098-0429 5558WBLK................ (16 130099-0121 5553M .................. 21 130099-0183 5639M .................. 29
130099-0051 36237................... (-39 130099-0122 5553NM ................. 21 130099-0184 5639NM ................. 29
130099-0052 36238................... (-39 130099-0123 5554M .................. C-16 130099-0185 5640M .................. (-28
130099-0068 5522M .................. (12 130099-0124 5554NM ................. C-16 130099-0186 5640NM ................. (-28
130099-0069 5522NM ................. (12 130099-0125 5555M .................. 21 130099-0187 5645M .................. (-28
130099-0070 5523M .................. (-18 130099-0126 5555NM ................. 21 130099-0188 5646M .................. (-29
130099-0071 5523NM ................. (-18 130099-0127 5556M .................. C-16 130099-0189 5647M .................. C-27
130099-0072 5524M .................. (12 130099-0128 5556NM ................. C-16 130099-0190 5648M .................. C-27
130099-0073 5524NM ................. (12 130099-0129 5557M .................. 21 130099-0227 5625M .................. (-20
130099-0074 5525M .................. (-18 130099-0130 5557NM ................. 21 130099-0228 36237SS................. (-39
130099-0075 5525NM ................. (-18 130099-0131 5558M .................. C-16 130099-0229 36238SS................. (-39
130099-0076 5526M .................. (12 130099-0132 5558NM ................. C-16 130102-0080 105..................... A-15
130099-0077 5526NM ................. (-12 130099-0134 5560M .................. C-16 130102-0081 T105A163................. A-15
130099-0078 5527M .................. (-18 130099-0135 5560NM ................. C-16 130102-0082 105B163................. A-15
130099-0079 5527NM ................. (-18 130099-0136 556IM .................. 21 130102-0083 105S............ccon... A-15
130099-0080 5528M .................. (-12 130099-0137 556INM ................. 21 130102-0084 105SA163................ A-15
130099-0081 5528NM ................. (12 130099-0141 5599.................... -23 130102-0085 105SB163................ A-15
130099-0082 5529M .................. (-18 130099-0142 5600.................... (-23 130102-0086 105U.................... A-15
130099-0083 5529NM ................. (-18 130099-0143 5601.................... -23 130102-0087 T105UA163................ A-15
130099-0084 5530M .................. (-12 130099-0144 5602.................... (-23 130102-0088 105UB163................ A-15
130099-0085 5530NM ................. (-12 130099-0145 5603.................... (-23 130102-0090 105US................... A-15
130099-0086 5531M .................. (-18 130099-0146 5604.................... (-23 130102-0091 T05USA163............... A-15
130099-0087 553INM ................. (-18 130099-0147 5609.................... (-23 130102-0093 105USB163............... A-15
130099-0088 5532M .................. (-12 130099-0148 5610.................... (-23 130102-0095 106..................... A-15
130099-0089 5533M .................. (-18 130099-0149 5611.................... (-23 130102-0096 106A163................. A-15
130099-0090 5534M .................. (-12 130099-0150 5612.................... (-23 130102-0097 106B163................. A-15
130099-0091 5535M .................. (-18 130099-0151 5613.................... (-23 130102-0098 1061.................... A-15
130099-0092 5536M .................. (-14 130099-0152 5614.................... (-23 130102-0099 1061A163 ................ A-15
130099-0093 5536NM ................. (-14 130099-0153 5620M .................. (-14 130102-0100 106IB163 ................ A-15
130099-0094 5537M .................. (-20 130099-0154 5620NM ................. (-14 130102-0101 106S.................... A-15
130099-0095 5537NM ................. (-20 130099-0157 5622M .................. (-14 130102-0102 106SA163................ A-15
130099-0096 5538M .................. (-14 130099-0158 5622NM ................. (-14 130102-0103 106SB163................ A-15
130099-0097 5538NM ................. (-14 130099-0159 5623M .................. (-20 130102-0106 106SI ................... A-15
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130102-0107 106SIB163 ............... A-15 130102-0207 1174...... A-15,A-16, A-17, A-18 130103-0030 1203PQOAT63............. A-13
130102-0108 106U.................... A-15 130102-0210 1175U................... A-16 130103-0034 1203PRI ................. A-13
130102-0109 106UAT63................ A-15 130102-0210 11750 .... A-15, A-16, A-17, A-18 130103-0035 1203Q0 ................. A-13
130102-0110 106UB163................ A-15 130102-0211 1175US. ... A-15, A-16, A-17, A-18 130103-0036 1203Q0AT163.............. A-13
130102-0111 106Ul ................... A-15 130102-0212 118..................... A-16 130103-0037 1203Q0B163.............. A-13
130102-0112 106UIAT63 ............... A-15 130102-0213 118A163................. A-16 130103-0038 1203Q06C ............... A-13
130102-0113 106UIBT63 ............... A-15 130102-0214 118B163................. A-16 130103-0041 1203R................... A13
130102-0114 106US................ A-15, B-7 130102-0215 118S.................... A-16 130103-0042 1203RA163............... A13
130102-0117 106USAT63............... A-15 130102-0216 118SA163................ A-T6 130103-0043 1203RA163P.............. A13
130102-0120 106USB163............... A-15 130102-0217 118SB163................ A-T6 130103-0044 1203RB163............... A-13
130102-0123 106USI.................. A-15 130102-0221 118UB163................ A-T6 130103-0045 1203RB163P.............. A-13
130102-0124 106USIA163 .............. A-15 130102-0222 118US................... A-T6 130103-0048 1203RGC................. A-13
130102-0125 106USIB163 .............. A-15 130102-0223 118USAT63............... A-T6 130103-0049 1203RI.................. A-13
130102-0138 110..................... A-16 130102-0224 118USB163............... A-l6 130103-0050 1203RIA163 .............. A-13
130102-0140 1100.................... A-16 130102-0226 119..................... A-18 130103-0052 1203RIB163 .............. A-13
130102-0141 T110UAT63................ A-16 130102-0227 119A163................. A-18 130103-0054 1203RID163.............. A-13
130102-0142 110UB163................ A-16 130102-0228 119B163................. A-18 130103-0055 1207.................... A-13
130102-0143 110US................... A-16 130102-0229 119S.................... A-18 130103-0056 1207A163................ A-13
130102-0145 111, A-17 130102-0230 119SA163................ A-18 130103-0057 1207B163................ A13
130102-0146 111A163................. A-17 130102-0233 119UB163................ A-18 130103-0058 12076GC.................. A-13
130102-0148 111B163................. A-17 130102-0234 1190S................... A-18 130103-0060 1207R................... A-13
130102-0152 111IB163 ................ A-17 130102-0235 119USAT63............... A-18 130103-0061 1207RA163............... A-13
130102-0153 111S.....oeia A-17 130102-0245 270-1................... A-20 130103-0062 1207RB163............... A-13
130102-0158 1110............ooiet.. A-17 130102-0246 270-2................... A-20 130103-0063 1207RGC................. A-13
130102-0159 T11UA163................ A-17 130102-0247 2703 ................... A-20 130103-0064 1220.................... A-13
130102-0160 111UB163................ A-17 130102-0252 271S............coo.... A-20 130103-0065 1223.................... A-13
130102-0163 111UIBT63 ............... A-17 130102-0253 271SA163................ A-20 130103-0066 1225.................... A-13
130102-0164 T110S................... A-17 130102-0254 271SB163................ A-20 130104-0021 1090-HZ.................. A7
130102-0165 T11USAT63............... A-17 1301020256 2710.................... A-20 130104-0022 1090-HZ12A163 ............ A7
130102-0167 114.................. .. A-16 130102-0257 271UA163................ A-20 130104-0023 1090-HZ12B163 ............ A7
130102-0168 114A163................. A-16 130102-0258 271UB163................ A-20 130104-0024 1090-HZ12D143............ A7
130102-0169 114B163................. A-16 130102-0259 271US................ A-20, B-7 130104-0025 1090-HZ12IA163............ A7
130102-0171 114U.................... A-16 130102-0260 271USA163............... A-20 130104-0026 1090-HZ12IB163............ A7
130102-0172 114UA163................ A-16 130102-0261 271USB163............... A-20 130104-0027 1090-HZ12IB163P. .......... A7
130102-0173 114UB163................ A-16 130102-0266 276S.................... A-20 130104-0028 1090-HZ12ID143............ A7
130102-0176 114U1................... A-16 130102-0268 276SB163................ A-20 130104-0029 1090-HZ12ID143P. .......... A7
130102-0177 114US................... A-16 130102-0269 276U.................... A-20 130104-0030 1090-HZA143 .............. A7
130102-0178 114USAT63............... A-16 130102-0270 276UA163................ A-20 130104-0031 1090-HZA163 .............. A7
130102-0180 114USB163............... A-16 130102-0271 276UB163................ A-20 130104-0032 1090-HZB143.............. A7
130102-0183 114USIA163 .............. A-16 130102-0272 276US................... A-20 130104-0033 1090-HZB163.............. A7
130102-0184 114USIB163 .............. A-16 130102-0273 276USA163............... A-20 130104-0034 1090-HZD143.............. A7
130102-0185 115..................... A-17 130102-0274 276USB163............... A-20 130104-0035 1090-HZD163.............. A7
130102-0188 115B163................. A-17 130103-0014 1203.................... A13 130104-0038 1645-12.................. A9
130102-0189 1151.................... A-17 130103-0015 1203A163................ A13 130104-0039 340310A................. A-33
130102-0190 115IB163 ................ A-17 130103-0016 1203B163................ A13 130104-0040 340510A................. A-33
130102-0192 1150, ................... A-17 130103-0017 1203D163................ A13 130104-0041 61430.................... A-8
130102-0193 115UA163................ A-17 130103-0018 12036C.................. A13 130104-0042 61430A143................ A-8
130102-0194 115UB163................ A-17 130103-0019 1203GCA163.............. A13 130104-0043 61430A163................ A-8
130102-0196 11501................... A-17 130103-0020 1203GCB163.............. A13 130104-0044 61430B143................ A-8
130102-0198 1150S................... A-17 130103-0021 12031................... A13 130104-0045 61430B163................ A-8
130102-0199 115USA163............... A-17 130103-0022 12031A163 ............... A13 130104-0048 61430D143................ A-8
130102-0200 115USB163............... A-17 130103-0024 12031B163 ............... A13 130104-0049 61430D163................ A-8
130102-0201 115081 .................. A-17 130103-0025 1203IB163P .............. A13 130104-0054 61451.................... A-8
130102-0202 115USIA163 .............. A-17 130103-0026 1203ID163 ............... A13 130104-0055 61452.................... A-8
130102-0203 115USIB163 . ............. A-17 130103-0027 120316C................. A13 130104-0056 61455.................... A-8
130102-0204 1173...... A-15,A-16, A-17, A-18 130103-0029 1203P................... A13 130104-0057 61435.................... A-8
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130104-0057 61436.................... A-5 130106-0115 323526.................. A-34 130108-0146 1097-3M................. A-31
130104-0082 61450.................... A-5 130106-0116 323533.................. A-34 130108-0148 1097-3MM ............... A-31
130104-0083 61450A143................ A-5 130106-0117 323534.................. A-34 130108-0149 1099-3.................. A-19
130104-0084 61450B143................ A-5 130106-0118 323535.................. A-34 130108-0151 1324.................... A-28
130104-0085 61450D143................ A-5 130106-0119 323536.................. A-34 130108-0155 1326.................... A-28
130104-0086 61450A163................ A-5 130106-0120 342510A................. A-33 130108-0156 1334.................... A-28
130104-0087 61450B163................ A-5 130107-0024 300..................... A-35 130108-0157 1335.................... A-28
130104-0088 61450D163................ A-5 130107-0025 300W ................... A-35 130108-0158 1336.................... A-28
130104-0095 61451.................... A-5 130107-0028 3020.................... A-35 130108-0160 1337.................... A-28
130104-0096 61452.................... A-5 130107-0029 310..................... A-35 130108-0162 1350.................... A-28
130104-0097 61455.................... A-5 130107-0030 310123.................. A-35 130108-0164 1351.................... A-28
130104-0098 61457................. A5, A-8 130107-0031 310143.................. A-35 130108-0167 1352.................... A-28
130105-0028 1600-12A................ A-10 130107-0032 310323.................. A-35 130108-0170 1913SA.................. A-14
130105-0029 1600-12B ................ A-10 130107-0033 310423.................. A-35 130108-0173 1913SB.................. A-14
130105-0030 1601-12A................ A-10 130107-0034 310W ................... A-35 130108-0179 19265A.................. A-14
130105-0031 1601-12B................ A-10 130107-0038 380010A................. A-33 130108-0181 1926SB.................. A-14
130105-0032 1606.................... ATl 130107-0039 380310A................. A-33 130108-0183 1940SA.................. A-14
130105-0033 1610.................... AT 130107-0040 380510A................. A-33 130108-0187 2000.................... A-27
130105-0034 1610S................ A-11,B-7 130107-0042 387010A................. A-33 130108-0188 2000PLX25............... A-27
130105-0035 1612.................... ATl 130107-0043 387510A................. A-33 130108-0191 2001.................... A-27
130105-0036 1612S................... AT 130107-0046 310223.................. A-35 130108-0193 2002.................... A-27
130105-0037 1621-12A................ A-10 130108-0078 1003-3.................. A-19 130108-0194 2003.................... A-27
130105-0038 1621-12B................ A-10 130108-0083 1005-3.................. A-19 130108-0199 2030.................... A-27
130105-0039 1621-12B-P............... A-10 130108-0085 1013-3.................. A-19 130108-0202 2031.................... A-27
130105-0041 1625-12A................ A-10 130108-0088 1015-3.................. A-19 130108-0203 2031-P.................. A-27
130105-0042 1625-12B................ A-10 130108-0091 1045.................... A-19 130108-0206 2113MS.................. A-31
130105-0043 1631-12A................ A-10 130108-0092 1049.................... A-19 130108-0207 2113S...........oonin... A-31
130105-0044 1631-12B................ A-10 130108-0093 1050-12................. A-28 130108-0209 2126MS.................. A-31
130105-0045 1635-12A................. A9 130108-0094 1050-PL ................. A-28 130108-0210 2126S................... A-31
130105-0046 1635-12B................. A9 130108-0095 1050-PL12 ............... A-28 130108-0300 2000-LED ................ A-26
130105-0048 1638-12................. AT 130108-0097 1051-12................. A-28 130108-0301 2001-LED ................ A-26
130105-0050 1640-12.................. A9 130108-0098 1051-PL ................. A-28 130108-0302 2002-LED ................ A-26
130105-0052 1642-12.................. A9 130108-0099 1051-PL12 ............... A-28 130108-0303 2003-LED ................ A-26
130105-0056 1646-12................. A-10 130108-0100 1052-12................. A-28 130108-0304 2010-LED ................ A-26
130105-0057 1647-12................. A1 130108-0101 1052-PL ................. A-28 130108-0305 2011-LED ................ A-26
130105-0058 1648-12................. A-10 130108-0102 1052-PL12 ............... A-28 130108-0306 2012-LED ................ A-26
130105-0059 1649-12................. A-10 130108-0103 1060-PL ................. A-28 130108-0307 2013-LED ................ A-26
130105-0062 1684S................... A1 130108-0104 1061-PL ................. A-28 130109-0007 402..................... A-21
130105-0064 1691-12B................ A1 130108-0105 1062-PL ................. A-28 130109-0009 405..................... A2
130105-0065 1691-12BS ............... A1 130108-0106 1083-3.................. A19 130109-0017 WT3C-20................. A-22
130105-0066 1692-12B................ A1 130108-0119 1083-3M................. A-31 130109-0020 WT3F-20................. A-23
130105-0067 1692-12BS ............... A1 130108-0120 1083-3MM ............... A-31 130109-0026 WT6C-25................. A-22
130105-0082 1655-12A................. A-6 130108-0121 1083-3MM-24............. A-31 130109-0027 WT6C-50................. A-22
130105-0083 1655-12B................. A-6 130108-0122 1083-3NS................ A-19 130109-0028 WT6F-25................. A-23
130106-0097 310243.................. A-35 130108-0123 1083-3-P................. A-19 130109-0029 WT6F-50................. A-23
130106-0104 323123.................. A-34 130108-0125 10853.................. A-19 130110-0021 8500M .................. A-30
130106-0105 323124.................. A-34 130108-0126 1085-3-P................. A19 130110-0022 8506M .................. A-30
130106-0106 323125.................. A-34 130108-0128 1086-3.................. A-19 130110-0023 8511.................... A-30
130106-0107 323126.................. A-34 130108-0133 1086-3H0................ A19 130110-0026 8540M .................. A-31
130106-0108 323133.................. A-34 130108-0134 1086-3NS................ A-19 130110-0027 8540P................... A-31
130106-0109 323134.................. A-34 130108-0136 1087-3.................. A-19 130110-0031 8565.................... A-29
130106-0110 323135.................. A-34 130108-0139 1093-3.................. A-19 130110-0033 8565F................... A-29
130106-0111 323136.................. A-34 130108-0141 1093-3M................. A-31 130110-0034 8565F-MH................ A-29
130106-0112 323523.................. A-34 130108-0142 1093-3MM ............... A-31 130110-0035 8565-MH................. A-29
130106-0113 323524.................. A-34 130108-0143 10953 .................. A19 130110-0038 8575-MH................. A-30
130106-0114 323525.................. A-34 130108-0144 1097-3.................. A19 130110-0042 SBG2500................. A-30
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130110-0043 SBS2500................. A-30 130112-0186 41-6762................. A-13 130126-0229 4032-2................... F-8
130110-0050 8575-MH-PS .............. A-30 130112-0196 50-8575................. A-30 130126-0230 4032BLK.................. F-8
130110-0060 8565-LED ................ A-29 130112-0246 STRI0T.................. A-37 130126-0231 4052..................... F-6
130110-0061 8565F-LED. ............... A-29 130112-0258 STR105.................. A-37 130126-0232 4052BLK.................. F-6
130111-0023 202SRL.................. A-37 130112-0263 130112-0263 ............. A-29 130126-0235 4202..................... F-9
130111-0024 302SRL.................. A-37 130112-0272 1679-12.................. A-6 130126-0236 4203..................... F-9
130111-0026 302SRLCA ................ A-37 130113-0007 409442 .................. A7 130126-0237 4206..................... F-9
130111-0027 5000.................... A-36 130114-0017 362..................... A-36 130126-0238 4207..................... F-9
130111-0030 5002.................... A-36 130114-0018 364..................... A-36 130126-0239 4208..................... F-9
130111-0031 5003.................... A-36 130114-0019 378..................... A-34 130126-0240 4209.................... F-10
130111-0044 5030.................... A-37 130126-0008 505BC-C.................. F-5 130126-0241 4210.................... F-10
130111-0047 302SRLCA-F............... A-37 130126-0009 505BC-L .............. F-5, F-13 130126-0242 422.................... F-10
130112-0068 1083-3HON............... A-19 130126-0012 505BRM............... F-5, F-7 130126-0243 5052-1................... F-5
1301120079 1152........cvvenn... A-10 130126-0021 505PL-GS ................. F-5 130126-0246 5052-M................... F-5
130112-0085 1156................ A-10, A-15 130126-0022 505PL-RS.................. F-5 130126-0247 5052-N................... F-5
130112-0087 115616.................. A-15 130126-0023 505PL-YS.................. F-5 130126-0248 5054-1................... F-5
130112-0092 1160.................... A-16 130126-0025 50588-2 .................. F-5 130126-0249 5054-1M.................. F-5
1301120095 1161..............c..... A-17 130126-0027 505SS-3NO ................ F-5 130126-0250 5054-IN.................. F-5
130112-0097 116116.................. A-17 130126-0028 505SW-1.................. F-5 130126-0251 5054-2 ................... F-5
130112-0099 1164.................... A-16 130126-0029 505SW-12NO. .............. F-5 130126-0256 5056-1................... F-5
130112-0101 116416.................. A-16 130126-0030  505SW-TINONC.............. F-5 130126-0257 5056-1M.................. F-5
130112-0102 1165.................... A-17 130126-0031 505SW-2.................. F-5 130126-0258 5056-IN.................. F-5
130112-0104 116516.................. A-17 130126-0033 505SW-M.................. F-5 130126-0260 5056-2M.................. F-5
130112-0105 1166.................... A-15 130126-0034 505SW-N.................. F-5 130126-0262 5058-1................... F-5
130112-0106 1168.................... A-T6 130126-0036 4028..................... F-7 130126-0263 5058-1M.................. F-5
130112-0108 1181.................... A-18 130126-0186 4002..................... F-9 130126-0264 5058-IN.................. F-5
130112-0110 1229................ A-10, A-13 130126-0187 4003..................... F-9 130126-0266 5058-2M.................. F-5
130112-0111 1255, ............... A-10, A-13 130126-0188 4004..................... F-9 130126-0268 5058-3M.................. F-5
130112-0114 1255R................... A-13 130126-0189 4005..................... F-9 130127-0003 1751.................... F-12
130112-0119 1259, ...t A-13 130126-0190 4006..................... F-9 130127-0007 1760.................... F-12
130112-0128 1660.................... AT 130126-0192 4007..................... F-9 130128-0078 00-0463 .................. F-7
130112-0129 1660S................... A1 130126-0193 4008..................... F-9 130128-0079 00-3063 .................. F-7
130112-0130 1668.................... ATl 130126-0195 4009.................... F-10 130128-0080 00-3073 .................. F-7
130112-0131 1675-12................. A-10 130126-0196 4010.................... F-10 130128-0081 00-3083 .................. F-7
130112-0132 1676.................... A-10 130126-0197 4011.................... F-10 130128-0082 00-3823 .................. F-7
130112-0133 1676-EX ............... A-6, A9 130126-0198 4012.................... F-10 130128-0100 4020..................... F-7
130112-0134 1677.................. A-6, A9 130126-0199 4022..................... F-7 130128-0101 4020-2................... F-7
130112-0135 1678-12.................. A9 130126-0200 4022-2................... F-7 130128-0111 450..................... E-49
130112-0144 305..................... A-35 130126-0204 4022ES................... F-7 130128-0112 451..................... E-49
130112-0153 362V.................... A-36 130126-0205 40226.................... F-7 130128-0113 452..................... E-49
130112-0154 364V.................... A-36 130126-0207 4023..................... F-7 130128-0114 452QR................... E-33
130112-0156 367..................... A-36 130126-0208 4023-2................... F-7 130128-0115 453..................... E-49
130112-0157 367V.................... A-36 130126-0209 4023ES................... F-7 130128-0116 453CR................... E-33
130112-0158 368..................... A-36 130126-0210 4023G.................... F-7 130128-0117 453GF................... E-49
130112-0160 370..................... A-34 1301260212 4024..................... F-7 130128-0118 454..................... E-49
130112-0161 372.................... A-34 130126-0213 4024-2................... F-7 130128-0119 454QR................... E-33
130112-0162 372V............ccoo.... A-34 130126-0214 4024ES................... F-7 130128-0120 454GF................... E-49
130112-0163 377........ccvvinin... A-34 130126-0216 4024G.................... F-7 130128-0150 455-FD1................. E-32
130112-0164 377V........cooiiia... A-34 130126-0218 4026..................... F-7 130128-0151 455-FD2................. E-32
130112-0166 378V.................... A-34 130126-0219 4026-2................... F-7 130128-0152 455-FD3 ................. E-32
130112-0169 380R.................... A-36 130126-0222 4026ES................... F-7 130128-0160 455-FD1BLK .............. E-32
130112-0171 381R............ooon... A-34 130126-0223 40266.................... F-7 130128-0161 455-FD2BLK .............. E-32
130112-0172 382.........cccvvvnin... A-36 130126-0224 4028-2................... F-7 130128-0162 455-FD3BLK .............. E-32
130112-0173 383...........cooin... A-34 130126-0226 4028ES................... F-7 130128-0167 455-TA50 ................ E-32
130112-0174 385.........ccciinin. .. A-34 130126-0227 40286.................... F-7 130128-0168 455-TA75 ................ E-32
130112-0176 40-1040 ................. A-19 130126-0228 4032..................... F-8 130135-0013 3320D123................ E-44
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130135-0014 3321A123................ E-46 130135-0281 3330L123................ E-44 130136-0061 32747B143............... E-53
130135-0015 3324FL123 ............... E-45 130135-0283 3330RA123............... E-44 130136-0065 3510.................... E-54
130135-0076 09106................... E-57 130135-0285 3330RE123............... E-44 130136-0066 3510A143................ E-54
130135-0078 09107................... E-57 130135-0287 3330RL123............... E-44 130136-0067 3510PLG................. E-54
130135-0177 3123.................... E-56 130135-0288 3331RB123............... E-45 130136-0070 442..................... E-52
130135-0181 3129.................... E-56 130135-0289 3331RE123............... E-45 130137-0006 3086F................... E-39
130135-0185 3200.................... E-50 130135-0291 3332A123................ E-44 130137-0007 3080.................... E-39
130135-0186 3210.................... E-50 130135-0292 3332B123................ E-44 130137-0008 3081.................... E-39
130135-0187 3215.................... E-50 130135-0293 3332L123................ E-44 130137-0009 3082.................... E-39
130135-0195 3290-1.................. E-48 130135-0294 3332R................... E-44 130137-0010 3085.................... E-39
130135-0196 3290-1B143 .............. E-48 130135-0295 3332RA123............... E-44 130137-0011 3086.................... E-39
130135-0197 3290-1E143 .............. E-48 130135-0296 3332RB123............... E-44 130137-0013 3090.................... E-39
130135-0198 3290-2.................. E-48 130135-0298 3332RL123............... E-44 130137-0014 3091.................... E-39
130135-0200 3290-2E143 .............. E-48 130135-0303 34047................... E-57 130137-0087 3000.................... E-39
130135-0201 3290-3.................. E-48 130135-0304 34047L.................. E-57 130137-0088 3000-1.................. E-34
130135-0203 3290-3E123 .............. E-48 130135-0309 34048................... E-57 130137-0089 3000-10................. E-37
130135-0204 32909 .................. E-48 130135-0312 34547................... E-57 130137-0090 3000-10A123 ............. E-37
130135-0205 3290-9E123 .............. E-48 130135-0313 3492.................... E-30 130137-0091 3000-10A123BLK .......... E-41
130135-0207 32G15E123............... E-47 130135-0314 3493.................... E-30 130137-0093 3000-10E123 ............. E-37
130135-0208 32G15L123............... E-47 1301350315 3494.................... E-30 130137-0095 3000-1A143 .............. E-34
130135-0209 32G20A123............... E-47 1301350316 35W34 .................. E-29 130137-0097 3000-1B143 .............. E-34
130135-0211 32G20E123............... E-47 130135-0317 35W47 .................. E-29 130137-0099 3000-1BLK ............... E-41
130135-0213 32GM15A123 ............. E-47 130135-0322 75W47L143............... E-31 130137-0100 3000-1E143 .............. E-34
130135-0216 32GM15L123.............. E-47 130135-0323 8506.................... A-30 130137-0101 3000-1L143 .............. E-34
130135-0217 32GM20A123 ............. E-47 130135-0329 32W90-1B143............. E-29 130137-0102 3000-1L143IN............. E-34
130135-0219  32GM20E123.............. E-47 130135-0333 32G15A123............... E-47 130137-0113 3000BLK................. E-41
130135-0220 32GM20L123.............. E-47 130135-0343 3323FL123 ............... E-46 130137-0115 3000F................... E-34
130135-0228 32W33 .................. E-29 130136-0001 32547B123............... E-53 130137-0117  3000F-1BLK. .............. E-41
130135-0230 32W47 .................. E-29 130136-0025 31565................... E-53 130137-0118 3000FBLK ................ E-41
130135-0231 32W47A123 .............. E-29 130136-0027 31565A123............... E-53 130137-0121 3001.................... E-39
130135-0233 32W90-1................. E-29 130136-0029 31565A143............... E-53 130137-0124 3003.................... E-39
130135-0234 32W90-1E143............. E-29 130136-0030 31565B123............... E-53 130137-0126  3005.................... E-39
130135-0235 32W90-2................. E-29 130136-0033 31593................... E-53 130137-0127 3005-1.................. E-34
130135-0236 32W90-2E143............. E-29 130136-0034 315933.................. E-53 130137-0128 3005-1A143 .............. E-34
130135-0245 3300.................... E-50 130136-0035 31593A123............... E-53 130137-0130 3005-1B143 .............. E-34
130135-0246 3320.................... E-44 130136-0036 31593A143............... E-53 130137-0132 3005-1E143 .............. E-34
130135-0247 3320A123................ E-44 130136-0037 31593A143IN ............. E-53 130137-0147 3050.................... E-39
130135-0248 3320B123................ E-44 130136-0038 31593B123............... E-53 130137-0148 3050F................... E-39
130135-0249 3320E123................ E-44 130136-0039 31593B143............... E-53 130137-0149 3059.............oo.... E-39
130135-0250 3320FA123............... E-44 130136-0042 31594................... E-53 130137-0150 3065.................... E-33
130135-0251 3320L123................ E-44 130136-0043 31594A123............... E-53 130137-0153  3070F-GFI................ E-36
130135-0254 3321E123................ E-46 130136-0044 31594A143............... E-53 130137-0155 3070-GFl................. E-36
130135-0255 3321L123................ E-46 130136-0045 31594B123............... E-53 130137-0156 3070-GFI20............... E-38
130135-0256 3322.................... E-45 130136-0046 32547................... E-53 130137-0157 3070-GFIA123............. E-36
130135-0257 ' 3322A123................ E-45 130136-0047 32547M123............... E-53 130137-0158 3070-GFIA143............. E-36
130135-0258 3322B123................ E-45 130136-0048 32547A143............... E-53 130137-0159 3070-GFIB123............. E-36
130135-0259 3322D123................ E-45 130136-0049 32547B143............... E-53 130137-0162 3070-GFID123............. E-36
130135-0260 3322E123................ E-45 130136-0050 32553................... E-53 130137-0165 3080-1.................. E-35
130135-0262 3322FL123 ............... E-45 130136-0052 32553B123............... E-53 130137-0166 3080-10................. E-37
130135-0263 3322L123................ E-45 130136-0053 32708................... E-53 130137-0167 3080-10A123 ............. E-37
130135-0268 3324L123................ E-45 130136-0054 32708A123............... E-53 130137-0169 3080-10B123 ............. E-37
130135-0272 33250123 ................ E-46 130136-0055 32708A143............... E-53 130137-0171 3080-10E123 ............. E-37
130135-0273 3327A123................ E-44 130136-0057 32708B143............... E-53 130137-0176 3080F................... E-39
130135-0276 33271123 ................ E-44 130136-0058 32747................... E-53 130137-0177 3080F-1 ................. E-35
130135-0278 3330A123................ E-44 130136-0059 32747M123............... E-53 130137-0178 3080F-GFI................ E-36
130135-0279 3330B123................ E-44 130136-0060 32747B123............... E-53 130137-0179  3080F-GFI20.............. E-38
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130137-0180 3080-GFl................. E-36 130138-0042 3263W .................. E-51 130141-0040 15147 ................... D-65
130137-0181 3080-GFI20............... E-38 130138-0043 3264W .................. E-51 130141-0041 15L47BLK................ D-65
130137-0185 3083.................... E-39 130138-0044 3265.................... E-50 130141-0043 2404................ D-6, D-79
130137-0191 30851 .................. E-35 130138-0045 3266.................... E-51 130141-0044 2407................ D-6, D-95
130137-0192 3085-10................. E-37 130138-0046 3267W .................. E-51 130141-0045 2434................ D-6, D-84
130137-0193 3085-10A123 ............. E-37 130138-0047 3362.................... E-33 130141-0047 2447................ D-6, D-81
130137-0194 3085-10B123 ............. E-37 130138-0048 3363.................... E-40 130141-0048 2447EL.................. D-81
130137-0195 3085-10BLK .............. E-41 130138-0049 3400.................... E-55 130141-0051 2449................ D-6, D-83
130137-0196 3085-10D123 ............. E-37 130138-0050 3400-20................. E-55 130141-0052 2504................ D-6, D-79
130137-0199 3085F................... E-39 130138-0051 3400-20A123 ............. E-55 130141-0053 2507................ D-6, D-95
130137-0204 3090F................... E-39 130138-0053 3400L................... E-55 130141-0054 2534................ D-6, D-84
130137-0205 3090FBLK................ E-41 130138-0054 3400L-20 ................ E-55 130141-0056 2547................ D-6, D-81
130137-0210 3091F................... E-39 130138-0057 3410.................... E-55 130141-0057  25476CM ................ D-81
130137-0211 3091FBLK ................ E-41 130138-0058 3410-20................. E-55 130141-0060 2549................ D-6, D-83
130137-0213 3095000 ................ E-43 130138-0059 3410020 ................ E-55 130141-0061 2607................ D-6, D-80
130137-0214 3095002 ................ E-43 130138-0061 3413-20................. E-55 130141-0062 2647................ D-6, D-85
130137-0216  3099.................... E-39 130138-0069 40-3660................. E-53 130141-0063 2648................ D-6, D-88
130137-0217 3099BLK................. E-41 130138-0072 440..................... E-52 130141-0064 2649................ D-6, D-90
130137-0221 3301GFA143.............. E-28 130138-0073 440F.................... E-52 130141-0065 2707................ D-6, D-80
130137-0222 3301GFB143.............. E-28 130138-0075 446..................... E-52 130141-0066 2748................ D-6, D-88
130137-0223 3301GFD143.............. E-28 130138-0076 70W33A123 .............. E-31 130141-0067 2947................ D-6, D-91
130137-0224 3301GFL143.............. E-28 130138-0077 70W33A123GF ............ E-31 130141-0068 2948................ D-6, D-92
130137-0225 3301GGFA143............. E-28 130138-0079 70W33L123............... E-31 130141-00609 2949................ D-6, D-94
130137-0226 3301GGFB143............. E-28 130138-0081 70W33M123.............. E-31 130141-0070 85000................... D-65
130137-0227 3301GGFL143............. E-28 130138-0082 70W33M123GF............ E-31 130141-0071 85002................... D-65
130137-0234 3304GFA123.............. E-28 130138-0083 70WA47A143GF ............ E-31 130142-0002 2608................ D-6, D-96
130137-0235 3304GFB123.............. E-28 130138-0085 70W47L143............... E-31 130142-0004 26086G............... D-6, D-96
130137-0236  3304GFD123.............. E-28 130138-0086 70WA7L143GF............. E-31 130142-0006 2609............... D-6, D-113
130137-0237 3304GFL123.............. E-28 130138-0087 70WA7M143.............. E-31 130142-0009 2674................ D-6, D-99
130137-0238 3304GGFA123............. E-28 130138-0088 70WA7M143GF ............ E-31 130142-0010 2675............... D-6, D-101
130137-0240 3304GGFL123............. E-28 130138-0095 77WA7M123GF ............ E-31 130142-0012 2676............... D-6, D-102
130137-0241 3362GF.................. E-33 130138-0096 3413L-20 ................ E-55 130142-0014 2681............... D-6, D-114
130137-0246 40-30706................ E-36 130138-0097 3410L................... E-55 130142-0015 2682............... D-6, D-114
130137-0293 3059BLK................. E-41 130138-0102 3264.................... E-50 130142-0016 2683............... D-6, D-115
130137-0294 3091BLK................. E-41 130141-0006 1404................ D-6, D-63 130142-0017 2708................ D-6, D-96
130138-0004 459................. E-33, E-49 130141-0007 1407................ D-6, D-78 130142-0018 2708G............... D-6, D-96
130138-0020 3051.................... E-40 130141-0008 1419................ D-6, D-63 130142-0019 2709............... D-6, D-113
130138-0021 3051BLK................. E-42 130141-0010 1433................ D-6, D-73 130142-0021 2747................ D-6, D-85
130138-0022 3052.................... E-40 130141-0011 1433BLK................. D-73 130142-0023 2749................ D-6, D-90
130138-0023 3054.................... E-40 1301410012 1433EZ.................. D-73 1301420024 2774................ D-6, D-99
130138-0024 3055.................... E-40 130141-0014 1434................ D-6, D-72 130142-0025 2775............... D-6, D-101
130138-0025 3056.................... E-40 1301410015 1447................ D-6, D-65 130142-0026 2776............... D-6, D-102
130138-0026 3056BLK................. E-42 130141-0016 1447BLK................. D-65 130142-0028 2781............... D-6, D-114
130138-0028 3057.................... E-40 1301410017 1447EZ.................. D-65 130142-0029 2782............... D-6, D-114
130138-0029 3058.................... E-40 130141-0020 1448................ D-6, D-76 130142-0030 2783............... D-6, D-115
130138-0030 3060.................... E-40 130141-0022 1449................ D-6, D-70 130142-0031 2808................ D-6, D-98
130138-0032 3061.................... E-40 1301410023 1504................ D-6, D-63 130142-0032 2809............... D-6, D-113
130138-0033 3061BLK................. E-42 1301410024 1507................ D-6, D-78 130142-0033 2847................ D-6, D-91
130138-0034 3066.................... E-33 1301410025 1533................ D-6, D-73 130142-0034 2848................ D-6, D-92
130138-0035 3260.................... E-50 130141-0027 15336CM ................ D-73 130142-0035 2849................ D-6, D-94
130138-0036 3260W .................. E-51 1301410030 1534................ D-6, D-72 130142-0036 2874............... D-6, D-103
130138-0037 3261.................... E-50 1301410031 1547................ D-6, D-65 130142-0037 2875............... D-6, D-104
130138-0038 3261W .................. E-51 1301410032 1547BLK................. D-65 130142-0038 2876............... D-6, D-105
130138-0039 3262.................... E-50 1301410033 15476CM ................ D-65 130142-0039 2877............... D-6, D-107
130138-0040 3262W .................. E-51 1301410036 1548................ D-6, D-76 130142-0040 2881............... D-6, D-115
130138-0041 3263.................... E-50 1301410038 1549................ D-6, D-70 130142-0041 2882............... D-6,D-116
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130142-0042 2883............... D-6, D-116 130143-0171 2407B163................ D-95 130143-0276 28W75B104 .............. D-43
130142-0043 2974............... D-6, D-103 130143-0174 2447M163................ D-82 130143-0277 28W75D104 .............. D-43
130142-0044 2975............... D-6, D-104 130143-0176 2447B143................ D-82 130143-0278 28W76A104 .............. D-44
130142-0045 2976............... D-6, D-105 130143-0178 2447D143................ D-82 130143-0279 28W76A124 .............. D-44
130142-0046 2977............... D-6, D-107 130143-0180 24W04A142 .............. D-20 130143-0280 28W77A104 .............. D-45
130142-0047 2981............... D-6, D-115 130143-0187 24W47A143 .............. D-22 130143-0307 24W04D142 .............. D-20
130142-0048 2982............... D-6, D-116 130143-0189 24W47A163 .............. D-22 130143-0308 26W81D125.............. D-50
130142-0049 2983............... D-6,D-116 130143-0190 24W47B123 .............. D-22 130143-0310 28W74AT04BLK. ........... D-42
130142-0051 8664........... D-6, D-78, D-133 130143-0191 24W47B143 .............. D-22 130143-0312 2848B103................ D-93
130142-0052 8665........... D-6, D-78, D-133 130143-0192 24W47B143IN............. D-23 130144-0008 5176................ D-7, D-63
130143-0014 2404MB ............. D-7,D-79 130143-0193 24W47B163 .............. D-22 130144-0014 14F47............. D-66, D-136
130143-0015 24W04B162 .............. D-20 130143-0195 24W47D143 .............. D-22 130144-0016 14R47............. D-66, D-136
130143-0017 24W34A163 .............. D-26 130143-0196 24W47D163 .............. D-22 130144-0017 24704............... D-7,D-79
130143-0018 28W75B124 .............. D-43 130143-0198 24W49A143 .............. D-25 130144-0019 25704............... D-7,D-79
130143-0083 1404A162................ D-64 130143-0201 2608B143................ D-97 130144-0021 26107 ............... D-7,D-80
130143-0084 1433A123................ D-74 130143-0203 2647A123................ D-86 130144-0022 27707 ............... D-7, D-80
130143-0086 1433A143................ D-74 130143-0204 2647A143................ D-86 130144-0023 4720................ D-7, D-81
130143-0088 1433B123................ D-74 130143-0205 2647B123................ D-86 130144-0024 4720YL.................. D-81
130143-0091 1433D123................ D-74 130143-0207 2647B143................ D-86 130144-0025 4729................ D-7, D-81
130143-0093 1447A123................ D-68 130143-0209 2647D123................ D-86 130144-0026 4729VL.................. D-81
130143-0095 1447A143................ D-68 130143-0210 2647E123IN .............. D-86 130144-0027 4730................ D-7, D-95
130143-0097 1447A163................ D-68 130143-0211 2648A123................ D-89 1301440029 4739................ D-7,D-95
130143-0099 1447B123................ D-68 130143-0212 2648A143................ D-89 130144-0031 4770................ D-7,D-84
130143-0102 1447B143................ D-68 130143-0214 2674B124............... D-100 130144-0033 4779................ D-7,D-84
130143-0103 1447B143IN.............. D-68 130143-0217 26WO0BA143 .............. D-36 130144-0034 5166................ D-7,D-63
130143-0104 1447B163................ D-68 130143-0218 26WO08B143 .............. D-36 130144-0035 5169................ D-7,D-63
130143-0111 1447D143................ D-68 130143-0221 26W47A123 .............. D-27 130144-0036 5266................ D-7, D-66
130143-0113 1447D163................ D-68 130143-0222 26W47A143 .............. D-27 130144-0043 5266YL.................. D-66
130143-0114 14471143 ................ D-68 130143-0223 26W47B123 .............. D-27 130144-0044 5269................ D-7, D-66
130143-0115 1448A143................ D-77 130143-0224 26W47B123IN............. D-27 130144-0048 5269L............. D-66, D-136
130143-0119 1449B143................ D-71 130143-0225 26W47B143 .............. D-27 130144-0050 5269YL.................. D-66
130143-0121 14W33A123 .............. D-15 130143-0226 26W47D123 .............. D-27 130144-0053 5366................ D-7,D-73
130143-0124 14W33A143 .............. D-15 130143-0227 26W47D143 .............. D-27 130144-0054 53660RG ................ D-73
130143-0125 14W33B123 .............. D-15 130143-0228 26WA7E123IN............. D-27 130144-0057 5369................ D-7,D-73
130143-0126 14W33B123IN............. D-15 130143-0235 26W74A124 .............. D-39 130144-0061 5466................ D-7,D-76
130143-0129 14W33D123 .............. D-15 130143-0236 26W74A124BLK............ D-39 130144-0062 5466YL.................. D-76
130143-0131 14W33D143 .............. D-15 130143-0237 26W74A144 .............. D-39 130144-0063 5469................ D-7,D-76
130143-0134 14W47A143 ............... D-9 130143-0238 26W74B124 .............. D-39 130144-0064 5469YL.................. D-76
130143-0135 14W47AT43IN............. D-10 130143-0240 26W74B144 .............. D-39 130144-0065 5666................ D-7,D-70
130143-0137 14W47A163 ............... D-9 130143-0245 26W76A124 .............. D-41 130144-0067 5669................ D-7,D-70
130143-0138 14W47B123 ............... D-9 130143-0246 26W76A144 .............. D-41 130144-0069 5766................ D-7,D-72
130143-0139 14W47B123IN............. D-10 130143-0247 26W76B124 .............. D-41 130144-0071 5769................ D-7,D-72
130143-0140 14W47B143 ............... D-9 130143-0248 26W81A145 .............. D-50 130144-0075 85050............. D-66, D-136
130143-0141 14W47B143IN............. D-10 130143-0252 2847A123................ D-91 130144-0076 85053................... D-73
130143-0143 14W47B163 ............... D-9 130143-0254 2848A103................ D-93 130144-0077 85125.................. D-136
130143-0148 14W47D123 ............... D-9 130143-0255 2848A123................ D-93 130144-0078 85266................... D-66
130143-0149  14W47D123IN............. D-10 130143-0257 2876B104............... D-106 130144-0079 85266YL................. D-66
130143-0150 14W47D143 ............... D-9 130143-0261 28W47A103 .............. D-32 130144-0080 85269................... D-66
130143-0151 14WA47D143IN............. D-10 130143-0262 28W47A123 .............. D-32 130144-0081 85269YL................. D-66
130143-0153 14W47D163 ............... D-9 130143-0263 28W47B103 .............. D-32 130144-0082 85366................... D-73
130143-0154 14W47 ................... D-4 130143-0266 28W48A103 .............. D-33 130144-0084 85369................... D-73
130143-0154 14W470L143................ D-9 130143-0270 28W74A104 .............. D-42 130144-0087 85447............. D-66, D-136
130143-0156 14W48D143 .............. D-17 130143-0271 28W74B104 .............. D-42 130144-0088 85447L............ D-66, D-136
130143-0157 14W49A143 .............. D-12 130143-0273 28W74D104 .............. D-42 130144-0089 85547................... D-66
130143-0159 14W49B143 .............. D-12 130143-0274 28W75A104 .............. D-43 130144-0094 603..................... A-35
130143-0169 2407A143................ D-95 130143-0275 28W75A124 .............. D-43 130145-0002 26T08............... D-7,D-96
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Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Order No. Index

Order No. Woodhead No. Page | Order No. Woodhead No. Page | Order No. Woodhead No. Page
130145-0008 26T47............... D-7, D-85 130146-0072 15WA48MB............ D-5,D-18 130146-0151 65WA7DPLX .......... D-5, D-24
130145-0010 26T47YL................. D-85 130146-0074 15W49 .............. D-4,D-12 130146-0153 65W49 .............. D-5, D-25
130145-0011 26T48............... D-7, D-88 130146-0076 15WAIMB............ D-5,D-12 130146-0154 65WA49DPLX .......... D-5, D-25
130145-0012 26T48YL................. D-88 130146-0077 24W04 .............. D-4,D-20 130146-0155 66WO07 .............. D-5, D-21
130145-0013 26T49............... D-7, D-90 130146-0078 24W07 .............. D-4, D-35 130146-0156 67WO07 .............. D-5, D-21
130145-0015 26T74............... D-7,D-99 130146-0079 24W34 .............. D-4, D-26 130146-0157 67WO7DPLX .......... D-5, D-21
130145-0017 26T75.............. D-7, D-101 130146-0080 24W34BLK................ D-26 130147-0005 68W49 ................... D-5
130145-0019 26T76.............. D-7, D-102 130146-0082 24W47 .............. D-4,D-22 130147-0012 26W08 .............. D-4, D-36
1301450025 27708............... D-7,D-96 130146-0083 24WA7BLK. ............... D-22 130147-0014 26W08G ............. D-4, D-37
1301450030 27T47............... D-7, D-85 130146-0084 24WATEL................. D-22 130147-0015 26W09 .............. D-4, D-48
1301450031 27T47¥L................. D-85 130146-0088 24W49 .............. D-4, D-25 130147-0016 26WO9BLK. ............... D-48
1301450032 27748............... D-7, D-88 130146-0090 25W04 .............. D-4,D-20 130147-0017 26W10 .............. D-4, D-53
130145-0033 27T48YL................. D-88 130146-0091 25WO4MB............ D-5,D-20 130147-0018 26W47 .............. D-4,D-27
1301450034 27749 ............... D-7,D-90 130146-0092 25W07 .............. D-4, D-35 130147-0019 26W47BLK. ............... D-27
1301450035 27774............... D-7,D-99 130146-0094 25WO7MB............ D-5, D-35 130147-0021 26W48 .............. D-4, D-30
130145-0037 27175.............. D-7, D-101 130146-0095 25W34 .............. D-4, D-26 130147-0022 26W48BLK. ............... D-30
130145-0039 27T76.............. D-7, D-102 130146-0096 25W34BLK................ D-26 130147-0023 26W49 .............. D-4,D-31
130145-0048 28747 ............... D-7,D-91 130146-0097 25W34MB............ D-5, D-26 130147-0025 26W74 .............. D-4,D-39
130145-0050 28748............... D-7,D-92 130146-0099 25W47 .............. D-4,D-22 130147-0026 26W74BLK. ............... D-39
130145-0052 28174.............. D-7,D-103 130146-0100 25WA7BLK................ D-22 130147-0027 26W75.............. D-4, D-40
130145-0054 28775.............. D-7, D-104 130146-0101 25W476CM............... D-22 130147-0028 26W75BLK. ............... D-40
130145-0056 28776.............. D-7, D-105 130146-0103 25WA47MB............ D-5,D-24 1301470029 26W76 .............. D-4, D-41
130145-0058 28177 .............. D-7, D-107 130146-0106 25W49 .............. D-4, D-25 130147-0030 26W76BLK................ D-41
130145-0066 2908................ D-6, D-98 130146-0107 25WA9MB............ D-5, D-25 130147-0031 26W81 .............. D-4, D-50
130145-0067 2909............... D-6, D-113 130146-0108 26WO07 .............. D-4, D-21 130147-0032 26W8I1BLK................ D-50
130145-0071 29747 ............... D-7,D-91 130146-0110 27W07 .............. D-4,D-21 130147-0033 26W82 .............. D-4, D-51
130145-0072 29748............... D-7,D-92 130146-0112 27/WO7MB............ D-5,D-21 130147-0034 26W83 .............. D-4, D-52
130145-0076 29T74.............. D-7,D-103 130146-0114 59W07 ................... D-5 130147-0035 27W08 .............. D-4, D-36
130145-0078 29T75.............. D-7,D-104 130146-0115 59W33 .............. D-5,D-16 130147-0036 27W08G ............. D-4, D-37
130145-0080 29776.............. D-7,D-105 130146-0116 59W47 .............. D-5,D-11 130147-0037 27WOBMB............ D-5, D-36
130145-0082 29177 .............. D-7, D-107 130146-0117 59wW48 .............. D-5,D-18 130147-0038 27W09 .............. D-4, D-48
130146-0015 14W07 .............. D-4,D-19 130146-0118 59wW49 .............. D-5,D-12 130147-0039 27WO9BLK. ............... D-48
130146-0016 14WO07AT63 .............. D-19 130146-0121 60WO7 .............. D-5,D-19 130147-0040 27WOIMB............ D-5, D-48
130146-0022 14W33 .............. D-4,D-14 130146-0122 60WO7DPLX .......... D-5,D-19 130147-0041 27W10 .............. D-4, D-53
130146-0023 14W33BLK................ D-14 130146-0123 60W33 .............. D-5,D-16 130147-0043 27WIOMB............ D-5, D-53
130146-0024 14W33EZ................. D-14 130146-0125 60W33DPLX .......... D-5,D-16 130147-0044 27WA47 .............. D-4, D-27
130146-0028 14W34 .............. D-4,D-13 130146-0127 60W34 .............. D-5,D-13 130147-0045 27WAT7BLK................ D-27
130146-0031 14W47 ................... D-9 130146-0128 60W34DPLX .......... D-5,D-13 130147-0047 27WAIMB............ D-5,D-29
130146-0032 14WAT7BLK. ................ D-9 130146-0129 60W47 .............. D-5, D-11 130147-0048 27W48 .............. D-4,D-30
130146-0035 T14WATEL.................. D-9 130146-0130 60W47BLK. ............... D-11 130147-0049 27W48BLK. ............... D-30
130146-0040 14W48 .............. D-4,D-17 130146-0131 60W47DPLX .......... D-5,D-11 130147-0050 27W48MB............ D-5, D-30
130146-0041 14W48BLK................ D-17 130146-0133 60W48 .............. D-5,D-18 130147-0051 27W49 .............. D-4, D-31
130146-0044 14W49 .............. D-4,D-12 130146-0135 60WA8DPLX .......... D-5, D-18 130147-0052 27WAIMB............ D-5, D-31
130146-0045 T14WA49BLK................ D-12 130146-0137 60W49 .............. D-5, D-12 130147-0053 27W74 .............. D-4, D-39
130146-0050 15W07 .............. D-4,D-19 130146-0138 60WA9DPLX .......... D-5,D-12 130147-0054 27W74BLK. ............... D-39
130146-0052 15W33 .............. D-4,D-14 130146-0139 64W04 .............. D-5,D-20 130147-0055 27W74MB............ D-5, D-39
130146-0053 15W33BLK................ D-14 130146-0140 64WO07 .............. D-5, D-35 130147-0056 27W75 .............. D-4, D-40
130146-0054 15W336CM............... D-14 130146-0141 64W34 .............. D-5, D-26 130147-0057 27W75BLK. ............... D-40
130146-0056 15W33MB............ D-5,D-16 130146-0142 64W47 .............. D-5, D-24 130147-0058 27W75MB............ D-5, D-40
130146-0059 15W34 .............. D-4,D-13 130146-0143 64W49 .............. D-5, D-25 130147-0059 27W76 .............. D-4, D-41
130146-0060 15W47 ............... D-4,D-9 130146-0145 65WO07 .............. D-5, D-35 130147-0060 27W76BLK................ D-41
130146-0061 15WA7BLK. ................ D-9 130146-0146  65WO7DPLX .......... D-5, D-35 130147-0061 27W76MB............ D-5, D-41
130146-0063 15W476CM ................ D-9 130146-0147 65W34 .............. D-5, D-26 130147-0062 27W81 .............. D-4, D-50
130146-0065 T15W47MB............ D-5,D-11 130146-0148 65W34DPLX .......... D-5, D-26 130147-0063 27W8IBLK................ D-50
130146-0068 15W48 .............. D-4,D-17 130146-0149 65W47 .............. D-5, D-24 130147-0064 27W8IMB............ D-5, D-50
130146-0069 15W48BLK................ D-17 130146-0150 65W47BLK. ............... D-24 130147-0065 27W82 .............. D-4, D-51
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130147-0066 2/W82MB............ -
130147-0067 2/W83 .............. -
130147-0068 2/W83MB............ -
130147-0069 28W08 .............. -
130147-0071 28W09 .............. -
130147-0072 28W47 .............. -
130147-0073 28WA7BLK................ -
130147-0074 28wW48 .............. -
130147-0075 28WA8BLK................ -
130147-0076 28W49 ................... -
130147-0077 28W74 .............. -
130147-0078 28W74BLK................ -
130147-0079 28W75 .............. -
130147-0080 28W75BLK................ -
130147-0081 28W76 .............. -
130147-0082 28W76BLK................ -
130147-0083 28W77 .............. -
130147-0084 28W77BLK................ -
130147-0085 28W81 .............. -
130147-0086 28W82 .............. -
130147-0088 28W83 .............. -
130147-0089 29W08 .............. -
130147-0090 29WOSMB............ -
130147-0091 29W09 .............. -
130147-0093 29W47 .............. -
130147-0094 29WA7BLK................ -
130147-0095 29W47MB............ -
130147-0096 29W48 .............. -
130147-0097 29WABBLK................ -
130147-0098 29W48MB............ -
130147-0099 29W49 ................... -
130147-0101 29WAMB................. -
1301470102 29W74 .............. -
130147-0103 29W74BLK................ -
130147-0104 29W74MB............ -
1301470105 29W75 .............. -
130147-0106 29W75BLK................ -
130147-0107 29W75MB............ -
130147-0108 29W76 .............. -
130147-0109 29W76BLK................ -
130147-0110 29W76MB............ -
1301470111 29W77 .............. -
130147-0112 29W77BLK. ............... -
1301470115 29W77MB............ -
1301470116  29W81 .............. -
1301470117 29W8IMB............ -
1301470118 29W82 .............. -
1301470119 29W82MB............ -
130147-0120 29W83 .............. -
130147-0121 29W83MB............ -
1301470122 64Wed .............. -
130147-0124 66W08 .............. -
130147-0125 66W09 .............. -
130147-0126 66W10 .............. -
1301470127 66WA47 .............. -
130147-0128 66W48 .............. -
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130147-0129
130147-0131
130147-0132
130147-0133
130147-0134
130147-0135
130147-0136
130147-0137
130147-0139
130147-0140
1301470141
130147-0142
130147-0144
130147-0145
130147-0146
130147-0147
130147-0149
130147-0150
130147-0151
130147-0152
130147-0153
130147-0154
130147-0155
130147-0157
130147-0158
130147-0159
130147-0160
130147-0161
130147-0162
130147-0163
130147-0164
130147-0165
130147-0166
130147-0168
130147-0169
130147-0170
130147-0173
130147-0174
130147-0175
130147-0176
130147-0177
130147-0178
130147-0179
130148-0072
130148-0073
130148-0074
130148-0075
130148-0076
130148-0083
130148-0084
130148-0086
130148-0089
130148-0091
130148-0097
130148-0099
130148-0100

Woodhead No. Page
66W49 . ............. D-5, D-31
66W74 ... D-5, D-39
66W75 ... D-5, D-40
66W76 .............. D-5, D-41
66W8I1 .............. D-5, D-50
66W82 .............. D-5, D-51
66W83 .............. D-5, D-52
/W08 .............. D-5, D-36
6/W09 .............. D-5, D-48
6/WI0 .............. D-5, D-53
/W47 . D-5,D-29
O/W47BLK. ............... D-29
/W48 . ............. D-5, D-30
o/W49 ... D-5, D-31
o/Wed .............. D-5, D-34
/W74 .. D-5, D-39
/W75 .. D-5, D-40
/W76 .............. D-5, D-41
/W81 .............. D-5, D-50
6/WBIBLK. ............... D-50
/W82 .............. D-5, D-51
/W83 .............. D-5, D-52
68W08 .............. D-5, D-38
o08W47 ... D-5, D-32
08W48 .............. D-5,D-33
08w/ ... D-5, D-42
BOWIS .. D-5, D-43
08W76 .............. D-5, D-44
08W77 ... D-5, D-45
08W81 .............. D-5, D-54
o08W82 .............. D-5, D-55
68W83 .............. D-5, D-56
69W08 .............. D-5, D-38
0947 ... D-5, D-32
6OWAS ... D-5, D-33
09W49 ... D-5
W74 .. D-5, D-42
W75 ... D-5, D-43
09W76 .............. D-5, D-44
OW77 .. D-5, D-45
O9W8I1 .............. D-5, D-54
09W82 .............. D-5, D-55
69W83 .............. D-5, D-56
4204, ... F-9
4205. ... F-9
4700DW ... D-81
S5252DW ... D-67
5252DWBLK .............. D-67
526DW ................. D-67
5262DWQR ............... D-67
5262DWI................. D-67
5262DWW................ D-67
5362DWBL ............... D-74
5362DW................. D-74
5362DWBLK .............. D-74
5362DWR ............... D-74
molex
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130148-0102
130148-0104
130148-0106
130148-0107
130148-0108
130148-0111
130148-0112
130148-0114
130148-0115
130148-0116
130148-0117
130148-0118
130148-0119
130148-0121
130148-0122
130148-0123
130149-0005
130149-0007
130149-0008
130149-0011
130149-0012
130149-0013
130149-0014
130149-0016
130149-0017
130149-0018
130149-0019
130149-0020
130149-0021
130149-0022
130149-0024
130149-0027
130149-0028
130149-0029
130149-0036
130149-0039
130149-0040
130149-0041
130149-0042
130149-0048
130149-0049
130149-0051
130149-0052
130149-0053
130149-0059
130149-0060
130149-0061
130149-0066
130149-0067
130149-0068
130149-0069
130149-0070
130149-0071
130149-0072
130149-0074
130149-0085

Woodhead No. Page
5362DWI................. D-74
5362DWR ................ D-74
5452DW . ...l D-76
5462DW ................. D-76
5462DWCR ............... D-76
5662DW ................. D-70
5662DWCR ............... D-70
85262DW ................ D-67
85262DWI................ D-67
85262DWR ............... D-67
85262DWW. .............. D-67
85362DW ................ D-74
85362DWBLK ............. D-74
85362DWI................ D-74
85362DWR ............... D-74
85362DWW............... D-74
1404MB ............. D-7, D-64
1433MB ............. D-7,D-74
T447MB . ............ D-7, D-67
1533MB ............. D-7,D-74
1547MB ............. D-7, D-67
1548MB ............. D-7,D-76
240/MB ............. D-7,D-95
244]MB . ............ D-7, D-81
2449MB . ............ D-7,D-83
2504MB . ............ D-7,D-79
250/MB ............. D-7,D-95
2534MB ............. D-7,D-84
254IMB ............. D-7, D-81
2549MB ............. D-7,D-83
2608MB ............. D-7, D-96
2647MB ............. D-7, D-85
2648MB ............. D-7, D-88
2674MB ............. D-7,D-99
2708MB ............. D-7,D-96
24IMB ............. D-7,D-85
2748MB ............. D-7, D-88
249MB ............. D-7,D-90
274MB ............. D-7,D-99
2847MB .................. D-7
2048MB .................. D-7
2874MB ............ D-7,D-103
2875MB ............ D-7, D-104
2876MB ............ D-7,D-105
2974MB ............ D-7,D-103
2975MB ............ D-7, D-104
2976MB ............ D-7, D-105
a747 ... D-85
YR ... D-85
a48.................... D-88
AR ... D-88
49, . ... D-90
Aa74. . ... D-99
A75. ... D-101
Aa76. ...l D-102
976. ... D-105
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130149-0086 4976QR................. D-105 130150-0169 430P5SW ................. D-61 130151-0020 1730............. D-117,D-118
130149-0087 5261DW ................. D-67 130150-0170 430P7.................. D-120 130151-0021 1732............. D-117,D-118
130149-0088 5261DWI................. D-67 130150-0171 430P7W ................. D-61 130151-0022 1733............. D-117,D-118
130149-0089 5361DW ................. D-74 130150-0173 430P9W ................. D-61 130151-0023 1740............. D-117,D-118
130149-0094 85447MB ................ D-67 130150-0175 430R5W ................. D-61 130151-0024 1741............. D-117,D-118
130150-0036 320C4.................. D-120 130150-0177 430R7TW ................. D-61 130151-0025 1744............. D-117,D-118
130150-0037 320C4W ................. D-61 130150-0179 430R9W ................. D-61 130151-0026 1783............. D-117,D-118
130150-0038 320C5.................. D-120 130150-0185 460C12................. D-120 130152-0016 600..................... A-35
130150-0039 320C6.................. D-120 130150-0186 460CI2W ................ D-61 1301520020 601..................... A-35
130150-0040 320C6W ................. D-61 130150-0187 460C5.................. D-120 130152-0021 606..................... A-35
130150-0049 320P4.................. D-120 130150-0188 460C5W ................. D-61 130153-0017 09484.................... E-6
130150-0050 320P4W ................. D-61 130150-0189 460C7.................. D-120 130153-0019 15050-1................. E-22
130150-0051 320P5.................. D-120 130150-0190 460C7W ................. D-61 130153-0020 15050-1A................. E-5
130150-0052 320P6.................. D-120 130150-0191 460C9.................. D-120 130153-0021 15050-1M................. E-5
130150-0053 320P6W ................. D-61 130150-0192 460C9W ................. D-61 130153-0022 15050-25................ E-22
130150-0056 320R4.................. D-120 130150-0198 460P12................. D-120 130153-0023 15050-25A ................ E-5
130150-0057 320R4W ................. D-61 130150-0199 460P12W ................ D-61 130153-0024 15050-25M................ E-5
130150-0058 320R6.................. D-120 130150-0200 460P5.................. D-120 130153-0025 15050-25TT............... E-22
130150-0059 320R6W ................. D-61 130150-0201 460P5W ................. D-61 130153-0026  15050-25TTA. .......... E-5, E-20
130150-0105 4100C12W ............... D-61 130150-0202 460P7.................. D-120 130153-0027 15050-25TTM .......... E-5, E-20
130150-0106 4100C5W ................ D-61 130150-0203 460P7TW ................. D-61 130153-0028 15050-3TT................ E-22
130150-0107 4100C7W ................ D-61 130150-0204 460P9.................. D-120 130153-0029 15050-3TTA. ........... E-5, E-20
130150-0108 4100C9W ................ D-61 130150-0205 460P9W ................. D-61 130153-0030 15050-3TIM ........... E-5, E-20
130150-0112 4100P12W ............... D-61 130150-0206 460R12................. D-120 130153-0031 15050-50A ................ E-5
130150-0113 4100P5W ................ D-61 130150-0207 460R12W ................ D-61 130153-0032 15050-50M................ E-5
130150-0114 4100P7W ................ D-61 130150-0208 460R5.................. D-120 130153-0033  15050-50TT. .............. E-22
130150-0115 47100P9W ................ D-61 130150-0209 460R5W ................. D-61 130153-0034 15050-50TTA. .......... E-5, E-20
130150-0116 4100R12W ............... D-61 130150-0210 460R7.................. D-120 130153-0035 15050-50TTM ........... E-5, E-20
130150-0117 4100R5W ................ D-61 130150-0211 460R7W ................. D-61 130153-0036 15050-6................. E-22
130150-0118 4T100R7W ................ D-61 130150-0212 460R9.................. D-120 130153-0037 15050-6A................. E-5
130150-0119 4100R9W ................ D-61 130150-0213 460R9W ................. D-61 130153-0038 15050-6M................. E-5
130150-0125 42005.................. D-120 130150-0227 520Q7.................. D-120 130153-0039 15050-6TT................ E-22
130150-0126 420C5W ................. D-61 130150-0229 520Q9.................. D-120 130153-0040 15050-6TTA............ E-5, E-20
130150-0127 420C7.................. D-120 130150-0238 520P7.................. D-120 130153-0041 15050-6TTM ........... E-5, E-20
130150-0128 42007W ................. D-61 130150-0240 520P9.................. D-120 130153-0042 15051-1................. E-22
130150-0129 42009W ................. D-61 130150-0242 520R7.................. D-120 130153-0043 15051-1A................. E-6
130150-0135 420P12................. D-120 130150-0244 520R9.................. D-120 130153-0044 15051-IM................. E-6
130150-0136 420P12W ................ D-61 130150-0280 Y5608B.................. D-119 130153-0045 15051-25................ E-22
130150-0137 420P5.................. D-120 130150-0282 Y560CF................. D-119 130153-0046 15051-25A ................ E-6
130150-0138 420P5W ................. D-61 130150-0284 Y560PF................. D-119 130153-0047 15051-25M................ E-6
130150-0139 420P7.................. D-120 130150-0285 Y560R.................. D-119 130153-0048 1505150 ................ E-22
130150-0141 420P9.................. D-120 130150-0287 Y561R.................. D-119 130153-0049 15051-50A ................ E-6
130150-0142 420P9W ................. D-61 130150-0288 42009.................. D-120 130153-0050 15051-50M................ E-6
130150-0143 420R12................. D-120 130150-0289 320R5.................. D-120 130153-0051 150516 ................. E-22
130150-0144 420R12W ................ D-61 130150-0320 DW4M20................. D-60 130153-0052 15051-6A................. E-6
130150-0145 420R5.................. D-120 130150-0325 DW4F20 ................. D-60 130153-0053 15051-6M................. E-6
130150-0146 420R5W ................. D-61 130151-0001 00136............ D-117,D-118 130153-0056 15052-1A................. E-6
130150-0147 420R7.................. D-120 130151-0002 00137............ D-117,D-118 130153-0059 15052-M................. E-6
130150-0148 420P7W ................. D-61 1301510012 1702............. D-117,D-118 130153-0061 15052-25A ................ E-6
130150-0148 420R7W ................. D-61 1301510013 1704............. D-117,D-118 130153-0063 15052-25M................ E-6
130150-0149 420R9.................. D-120 1301510014 1705............. D-117,D-118 130153-0065 15052-50A ................ E-6
130150-0150 420R9W ................. D-61 1301510015 1706............. D-117,D-118 130153-0066 15052-50M................ E-6
130150-0156 430C5W ................. D-61 1301510016 1708............. D-117,D-118 130153-0068 15052-6A................. E-6
130150-0157 430C7.................. D-120 1301510017 1712............. D-117,D-118 130153-0070 15052-6M................. E-6
130150-0158 430C7W ................. D-61 1301510018 1719............. D-117,D-118 130153-0071 15053-2................. E-23
130150-0160 430C9W ................. D-61 1301510019 1725............. D-117,D-118 130153-0072 15053-25................ E-23
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130153-0073 15053-25A ................ E-8 130153-0147 200546 ................. E-24 130153-0253  30053-0A2P .............. E-18
130153-0074 15053-25M................ E-8 130153-0153 24052-0A................. E-9 130153-0254 30053-0A5P .............. E-18
130153-0075 15053-2A................. E-8 130153-0154  24052-0M................. E-9 130153-0261 30051-0A............ E-14, E-21
130153-0076 15053-2M................. E-8 130153-0155 24052-1A................ E13 130153-0262 30051-O0M............ E-14, E-21
130153-0077 1505350 ................ E-23 130153-0156  24052-IM................ E13 130153-0265 30053-2AF ............... E-17
130153-0078 15053-50A ................ E-8 130153-0157  24052-IMLDA .. ........... E13 130153-0266 30053-2MF............... E17
130153-0079 15053-50M................ E-8 130153-0158  24052-IMLDM. . ........... E13 130153-0267 15051-OM................. E-5
130153-0080 15053W-2................ E-23 130153-0159  24052-25A ............... E13 130154-0033 1433-W.................. D-75
130153-0081 15053W-25............... E-23 130153-0160 24052-25M............... E-13 130154-0034 1433-Y.................. D-75
130153-0082 15053W-25A............... E-8 130153-0161 24052-6A................ E-13 130154-0035 1447-W.................. D-69
130153-0083 15053W-25M .............. E-8 130153-0162 24052-6M................ E-13 130154-0037 T1447-W-IN ............... D-69
130153-0084 15053W-2A................ E-8 130153-0163 30051-1................. E-25 130154-0038 1447-Y .................. D-69
130153-0085 15053W-2M ............... E-8 130153-0164 30051-1A............ E-14, E-21 130154-0039 1447-YB................. D-69
130153-0087 15053W-50A............... E-8 130153-0165 30051-IM............ E-14, E-21 130154-0040 1447-Y-IN................ D-69
130153-0088 15053W-50M .............. E-8 130153-0166 30051-IMLDA............. E-14 130154-0041 1448-Y .................. D-77
130153-0089 15054................... E-23 130153-0167 30051-IMLDM. . ........... E-14 130154-0042 1449W.................. D-71
130153-0090 15054-1................. E-23 130153-0168 30051-25A ........... E-14, E-21 130154-0043 T4W33-W ................ D-15
130153-0091 15054-1A............. E7,E21 130153-0169 30051-25M........... E-14, E-21 130154-0044 T4W33-Y................. D-15
130153-0092 15054-1M............. E7,E21 130153-0170 300516 ................. E-25 130154-0046 14W47-W ................ D-10
130153-0093 15054-1TTA................ E-7 130153-0171 30051-6A............ E-14, E-21 130154-0047 T4W47-W-IN.............. D-11
130153-0094 15054-1TIM ............... E-7 130153-0172 30051-6M............ E-14, E-21 130154-0048 14W47-Y................. D-10
130153-0095 15054-25A ............ E7,E21 130153-0174 ' 30052-1A................ E-15 130154-0049 14W47-Y-IN............... D-11
130153-0096 15054-25M............ E7,E21 130153-0175 30052-IM................ E15 130154-0050 14W48-W ................ D-17
130153-0097 15054-25TTA. .............. E-7 130153-0176  30052-25A ............... E15 130154-0052 14W48-Y................. D-17
130153-0098 15054-25TIM .............. E-7 130153-0177 30052-25M............... E15 130154-0055 2447-W.................. D-82
130153-0099 15054A................... E-7 130153-0179  30052-6A................ E15 130154-0056 2447-Y .................. D-82
130153-0100 15054M .................. E-7 130153-0180 30052-6M................ E15 130154-0058 24W47-W ................ D-23
130153-0109 20051-0A............. -9, E-20 130153-0181 30053-0A................ E-16 130154-0059 24W47-W-IN.............. D-23
130153-0110 20051-OM............. -9, E-20 130153-0182 30053-OM................ E-16 130154-0060 24W47-Y................. D-23
130153-0111  20051-1................. E-24 130153-0184 30053-1A................ E16 130154-0061 24W47-Y-IN............... D-23
130153-0112 20051-1A............. -9, E-20 130153-0185 30053-IM................ E16 130154-0062 2647-W.................. D-87
130153-0113 20051-1M............. -9, E-20 130153-0187 30053-25A ............... E16 130154-0063 2647-W-IN ............... D-87
130153-0114  20051-IMLDA............. E-12 130153-0188 30053-25M............... E16 130154-0064 2647-Y .................. D-87
130153-0115 20051-1MLDM. . ........... E-12 130153-0190 30053-6A................ E16 130154-0065 2647-Y-IN................ D-87
130153-0116  20051-25................ E-24 130153-0191 30053-6M................ E16 130154-0068 26W47-W ................ D-28
130153-0117 20051-25A ............ E-9, E-20 130153-0193 30054-1A................ E17 130154-0069 26W47-W-IN.............. D-28
130153-0118 20051-25M............ E-9, E-20 130153-0194  30054-M................ E17 130154-0070 26W47-Y................. D-28
130153-0119 20051-6................. E-24 130153-0196 30054-25A ............... E17 130154-0071 26WA47-Y-IN............... D-28
130153-0120 20051-6A............. E-9, E-20 130153-0197 30054-25M............... E17 130154-0073 2848-Y .................. D-93
130153-0121 20051-6M............. E-9, E-20 130153-0199 30054-6A................ E17 130154-0105 T433-W-IN ............... D-75
130153-0123 20052-1A................ E-10 130153-0200 30054-6M................ E17 130154-0106 2608-Y.................. D-97
130153-0126 20052-1M................ E-10 1301530227 ... ...l k-6 130155-0017 6902.................... E-33
130153-0128 20052-25A ............... E-10 130153-0239  30053-2M6F .............. E-19 130155-0018 6903.................... E-33
130153-0130 20052-25M............... E-10 130153-0240 30053-2M3F.............. E-19 1301550020 14W.................... D-57
130153-0132  20052-6A................ E-10 130153-0241 30053-2M2F .............. E-19 130155-0021 T4WBLK ................. D-57
130153-0134 20052-6M................ E-10 130153-0242  30053-2M5F.............. E-19 130155-0028 26W .................... D-57
130153-0137 20053-2................. E-24 130153-0243  30053-2A6F .............. E19 130155-0029 26WBLK ................. D-57
130153-0138 20053-2A................ E-11 130153-0244  30053-2A3F .............. E-19 1301550030 28W .................... D-58
130153-0139  20053-2M................ E-11 130153-0245 30053-2A2F .............. E-19 130155-0031 28WBLK ................. D-58
130153-0140 20053W-2................ E-24 130153-0246  30053-2A5F .............. E-19 1301550032 30W.................... D-58
130153-0141 20053W-2A............... E11 130153-0247 30053-OM6P.............. E-18 130155-0041 3764N.............. D-7,D-112
130153-0142  20053W-2M .............. E-11 130153-0248 30053-OM3P.............. E-18 130155-0042 3765N.............. D-7,D-112
130153-0143  20053W-6................ E-24 130153-0249  30053-OM2P.............. E-18 130155-0043 3769............... D-7,D-112
130153-0144 20054............... E-22, E-24 130153-0250 30053-OM5P.............. E-18 130155-0044 3775............... D-7,D-112
130153-0145 20054-1................. E-24 130153-0251 30053-0A6P .............. E-18 130155-0077 50W50 .................. D-57
130153-0146 20054-25................ E-24 130153-0252  30053-0A3P .............. E-18 130155-0078 50W50BLK. ............... D-57
xvi molex www.molex.com/woodhead
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1301550080 50W52 .................. D-57 | 130180-0163 00-4963............. C-11,C18 | 130180-0408 00-4986 ............ (14, C15,
130155-0081 SOWS2BLK................ D-57 | 130180-0179 00-1470.................. A7 (-20, D-59, E-50
130155-0082 50W54 .................. D-58 | 130180-0181 00-1480.................. A7 | 130180-0409 00-4987............ 14, C15,
130155-0083 SOWS4BLK................ D-58 | 1301800182 00-1490.................. AT (-20, D-59, E-30
130155-0084  50W56 .................. D-58 | 130180-0186 00-4962............. 11, c1g | 130180-0410 00-4990........ (-16, C-21, D-59
1301550091  60W33DPLXGF............. D-16 | 130180-0278 00-4980............ 14 15 | 130180-0411 004991 ... C-16, 21, D-59
130155-0092  60WA7DPLXGF............. D-11 (-20,D-59,E-50 | 130180-0412 00-4994........ (16, ¢-21,D-59
130155-0104 63W64 .............. D-4,D-46 | 130180-0279 00-4981............ (14,C15, | 130180-0413 00-4995........ (16, ¢:21,D-59
1301550105 63W65 ... ... ... ... D4 D46 (-20,D-59, E-50 | 130180-0414 00-4997 ........ C-16, ¢-21,D-59
1301550107 6503 "£33 | 130180-0280 00-4982............ (-14,¢15, | 130180-0468 00-5150.................. F-6
130155-0108  65WATDPLXGF. . ... D-24 (-20,D-59,E-50 | 130185-0358 6702.................... £33
1301800281 00-4983 ... C14,C15, | 130185-0471 378574 ................. A29
130155-0109 6703.................... £-33 GO0, 0.9, 50 | ootosners reatd p
130155-0110 67WATGF ................ D2 | 1301800282 004997 . (16,621,089 | ot STA oo ”
130155-0122 7764N.................. D11 | tamian nnea oo dcene1r ot ncq | 130186-0318 422190 ...
130180-0283 004993 ........ C16,C21,0-59 | 130186.0535 40-9100 £33
130155-0123 7765N.................. D11 | yanian voes oo doee o r1e cot o cq | 130186-0535 409100
130180-0284  00-49% ........ C16,C21,0-59 | 130186.056] 40-9456 7
130155-0133  (S6364N................ D108 | 1anian nnac 00 dgen e1r ot ncq | 130186-0561 409456 ... ...
130180-0285 004998 ........ C16,C21,059 | 130186.0719 40.944] 7
130155-0134  (S6365N................ D108 | 1anian nnac 0 cora e 1n et r1a ncq | 1S0186-0719 409441
1301800286 00-5263....C12, C13,C18,0-59 | 130701.0021 34.0350 19
130155-0135 (S6369............. D7,D108 | yaqiannnr ancoes (19 (1 (1g ncg | S01010021 340350
1301800287 00-5264 ....C12, C13,C18,0-59 | 1301010031 1652.12 9 A0
130155-0137  (S6375............. D7,0-108 | 1animnnoer ncocs (19 (17 (1a neq | 1501210081 165212 ,
1301800288  00-5266 ....C-12, C13,C18,0-59 | 130101.0035 34.0120 19
130155-0141  (S63W64. ............ D-4 D46 | 1aoianomsa mucocr et cae neg | S01910035 340120
130180-0289 005267 ........ C12,C18,059 | 130191003 340130 19
130155-0142  CS63W65............. D-4 D46 | aoianoae mncnrn (a7 con 0o | 501910036 340130
130180-0308 005070 ........ C17,¢22,059 | 1301910085 306 Y
130155-0144  CSBT64N............ D-7,D-110 ] i o o e | 1301910085 306
130180-0309 005071 ........ C17,¢22,059 | 130191.0086 1253 A0 AT
130155-0145  CSBT65N............ D-7,D-110 i i o e neg | 1301910086 1253, ,
130180-0310 005072 ........ C17,¢22,059 | 1301980118 420C12W D41
130155-0146  (S8169............. D-7,D-110 i i o o g | 1301980118 42002W
130180-0311 005073 ........ C17,¢22,059 | 1301080124 42012 0120
130155-0147  (S8175............. D-7,D-110 ] i o o ey | 1301980124 420012,
130180-0312 005074 ........ C17,¢22,059 | 1302010750 50.8578 30
130155-0148  CSBIW64. ............ D-4, D-47 i i L. | 1302010750 S08578................
130180-0314 000820 ................. (23 | 1302031295 714220 7B
130155-0149  CSBIW6S. ............ D-4, D-47 i i g | 1302031295 714220............. ,
130180-0315 001921 ............. CI3,C19 | 130226.1600 9501 B14
130155-0154  (SB2W64. ............ D-4, D-34 i i o cqg | 1302261600 9501
130180-0316 001922 ............. C13,C19 | 130226.1601 9503 B4
130155-0155  (SB2W65. ............ D4 D34 | rmianontr potemn o e1n qg | S0226-1601 9303.....
130180-0317 001923 ............. CI3,C19 | 130228.0771 315800 Eo
130155-0156  (S8364N............ D7,D109 | yaiannata aotenn o ern g | 02280721 31-5800............
130180-0318 001924 ............. C13,619 | 130243.0001 1075KZ25025143 L5
130155-0157 (S8365N............ D7 D109 | 1aniannate oteme i1 (1 | 130243-0001 T075HZ25025143..........
, 130180-0319 001925 ............. C13,G19 | 130243.0002 1075HI2F003143F003 L5
130155-0158  (58369............. D7 D109 | 1aniannaas oonemn o | 130243-0002 T075HZ2F003143F003 ... ..
: 130180-0333 000822 ................. (3 | 1302430003 1075HI2F0031236003 195
130155-0159 (S8375............. D7 D109 | 1aniannaas ooqemn T (. | 130243-0003 1075HZ2F003123F003 ... .. -
, 130180-0334 000824 ................. C23 | 130243.0005 1075HEI5050143 L8
130155-0160  (S83W64. ............ D-4, D-47 0005 1075HZ25050143.......... -
, 130180-0335 000920 ................. G | 130243.0007 1075HZ2K025143K025 L8
130155-0161  (SB3W65.............. D-4, D-47 0007 1075HZ2X025143X025.. ... -
, 130180-0336 000921 ................. G | 130243.0008 1075HZ2K050143X050 L8
130155-0166  (S84W64. ............ D-4, D-34 0008 1075HZ2X050143X050. . ... :
, 130180-0337 000922 ................. G| 130243.0000 1075HZ2K003123X003 L8
130155-0167  (SBAW65.............. D-4, D-34 0009 1075HZ2X003123X003. . ... -
, 130180-0392 004940 ........ C13,G19,059 | 1302430001 1076HZ25025143 Lt
130155-0182  DW730-30M .............. D-60 0021 1076H725025143. ... -
130180-0393 004941 ........ G13,G19,059 | 1302430022 1076HZ2F003143F003 Lt
130155-0183  DW730-30R............... D-60 0022 1076HZ2F003143F003 . ... -
130180-0395 004950 ........ G15,620,059 | 1302430023 1076HZ2F003123F003 Lt
130155-0184  DW760-60F............... D-60 0023 1076HZ2F003123F003 . ... -
130180-0396 004951 ........ G15,620,059 | 1302430035 1076HZ25050143 L8
130155-0185  DW760-60M .............. D-60 0025 1076H725050143. ... -
130180-0398 004960 ............. CILCI8 | 1309430007 1076HZ2X025143K003 Lt
130155-0186  DW760-60M75 ............ D-60 0027 1076HZ2X025143X003. . ... -
130180-0399 004961 ............. CILCI8 | 1309430098 1076HZ2X050143K003 Lt
130155-0187  DW760-60R............... D-60 0028  1076HZ2X050143X003. . ... -
130180-0400 004964 ............. CILCI8 | 1309430099 1076HZ2X003123K003 Lt
130155-0190 DW730-30F............... D-60 0029 1076HZ2X003123X003. . ... -
130180-0401 004970 ........ C12,G18,059 | 130243.0030 1076HZ21L198PC Lt
130155-0192  DW760-60M38 ............ D-60 0030 1076HZ2ILI9BPC.......... -
130180-0402 004971 ........ C12,G18,059 | 1302430031 1076HZ2F003123 L8
130161-0005 DA230................... B-20 0031 1076HZ2F003123.......... -
130180-0403 004972 ....C12,C13, 18,059 | 1300430032 1076HZ21LIRBPCILIR Lt
130161-0006 DA300................... B-20 0032 1076HZ2ILIRBPCILIR ... -
130180-0404 004975 ....C12,C13, 18,059 | 1300430033 1076HZ2K050143 18
130161-0007 DA330................... B2 | 130180.0405 004978 .. R
130161-0009 DB350................... B20 | 1301800406 004984 ....C14 C.20,D-59, E50
130161-0012 DB400................... B2 | 1301800407 004985 .. 14 Cs
130161-0014 DB450................... B-20 C18 €20, D-59, £-50
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.................... 1301530227 .........E-6 | 004990.............130180-0410........C-16, | 1055................130102-0083........A15
00-0463............. 130128-0078.......... F7 C21,D59 | 1055A163............ 130102-0084........ A15
00-0820............. 130180-0314........ 23 | 00-4991............. 130180-0411......... C16, | 1055B163............ 130102-0085........ A15
000822............. 130180-0333........ 23 L0 | gy 130102-0086.......... A5
000824............. 1301800334 ...... ¢3 | 004992............. 130180-0282.... i -%‘5"9 1050A163 ........... 130102-0087........ A5
00-0920............. 130180-0335........ ¢l 10508163 ........... 130102-0088.. ... A15
00-0921............. 130180-0336........ cp | WA 130780-0283.... i '%'569 1050S. ..o 130102-0090. ... ... A15
00-0922............. 130180-0337........ | ogoa00s 130180.0412. . (16, | 10SUSATE3 ... 1301020091 A5
00-1470............. 130180-0179......... AT C21 D59 | T105USBI63 .......... 130102-0093. ... A5
00-1480............. 130180-0181......... A7 00-4995. .. .......... 130180-0413........ 16, 106......ccevennnet. 130102-0095......... A-15
00-1490............. 130180-0182......... AT (21,059 | 1060-PL............. 130108-0103........ A-28
001921 ..o 130180-0315....C-13,C19 | 00-49%............. 130180-0284 . ... ¢16, | 1061-PL............. 130108-0104. ... A-28
00-1922............. 130180-0316.... .C-13, 19 C2,D-59 | 1062PL............. 130108-0105.......... A-28
00-1923............. 130180-0317....C-13,¢-19 | 00-4997............. 130180-0414........ .. C16, | 106A163............. 130102-00%.......... A-15
00-1924............. 130180-0318. .. (13, C-19 COLDS | e 130102-0097....... A5
001925, ... 130180-0319... 13, ¢19 | 0049%8............. 130180-0285.... i -%‘569 1060 130102-0098........ A5
00-3063............. 130128-0079......... F7 1061163 ............ 130102-0099........ A5
00-3073............. 130128-0080. ........ g7 | OS00 130180-0308.. '('ﬁ'%];) 1061B163............ 130102-0100. ... A5
00-3083............. 130128-0081......... T 1301800309 17, | 106S. 1301020101 ... A5
00-3823............. 130128-0082......... F7 (22059 | 1065M163............ 130102:0102........ A5
00-4940............. 130180-0392........ (13, 00-5072............. 130180-0310........ 17, 1065B163. ........... 130102-0103........ A15
19, D-59 (22,059 | 10651............... 130102:0106........ A5

00-4941............. 130180-0393........ G13, | 00-5073............. 130180-0311......... C17, | 106SIB163........... 130102:0107........ A5
C19,0-59 2,059 | gy ... 130102-0108. ... A5

00-4950............. 130180-0395.... ¢ éd'co']ssé 005074............. 130180-0312.... '(’QQ'(D";;’ 106UA163 ........... 130102:0109. ... A5
00-4951............. 130180-03%........ 15 | 005150, ... ... 130180-0468 ... ', Fb 106UBT63 ... 1301020110.......... A3
D59 | gos0es 01800286 15 cra | JOBUL 130102:0111........ A5

00-4960 . ... ... ... .. 130180-0398... .C-11,¢18 | T e CIBI, D_59’ 106UIAT63. .......... 130102-0112........ A-15
0% 1301800399 C11.C18 | 005264 . 130180028712, c13 | 10SUBI6R. . 130102:0113........ A5
00-4962............. 130180-0186......-11, 18 C1g,p59 | 106US............. 130102:0114...... A15,87
00-4963............. 130180-0163....C11,¢18 | 00-5266............. 130180-0288... ¢12,¢13, | 1O6USATGS ... Loezony........... k13
00-4964 . ... .. 130180-0400. .. .C-11, C-18 (-18, D-59 106USB163 .......... 130102-0120......... A15
004970 ... ... .. 130180-0401. ... ... 12, 00-5267 ............. 130180-0289........ C12, 1000SI.............. 130102-0123........ A15
18, 0-59 (-18,D-59 | 106USIAI63.......... 1301020124 ... A5

00-4971.. ... 130180-0402. ... .. .. ¢12, 00136............... 130151-0001.D-117, D-118 106USIB163.......... 130102-0125......... A15
18,059 | 00137............... 130151-0002. D-117,D-118 | 1075HZ25025143 .....130243-0001........ A-25

00-4972............. 130180-0403... C12, C-13, | 09106............... 1301350076 ... ES7 | 1075H25050143 . ....130243-0005........ A-25
C18,D-59 | 09107............... 1301350078 . ... . ES7 | 1075HZ2F003123F003. .130243-0003. ....... A-25

00-4975............. 130180-0404...C12,C-13, | 09484............... 130153-0017......... E6 | 1075HZ2F003143F003..130243-0002. .. ... A-25
C18,0-59 | y003.3.............. 130108-0078... ... .. A19 | 1075HZ2X003123X003 .130243-0009... ... .. A-25

PR OB Gih | e LSIOROS.. A9 | AT EHOR TR T
004980 - S R TE IO 130108-0085......... A9 | 1076HZ2ILI9BRC. ... 130243.0030........ A5
004981 .. ... ... 130180-0279 ... C-14, (-15, 1045................ 130108-0091........ A-19 1076HZ21LIRBPCILIR . .130243-0032........ A-25
(-20, D-59, E-50 1049................ 130108-0092......... A19 1076H725025143 ... .. 130243-0021........ A-25

00-4982 . . ... . 130180-0280. . . (-14, C-15, |11 130102-0080........ A-15 1076H725050143 . .. .. 130243-0025........ A-25
(-20,D-59,E50 | 105012............. 130108-0093........ A28 | 1076HI2F003123......130243-0031........ A-25

00-4983............. 130180-0281...C-14, C-15, | 1050PL............. 130108-009.. ... . A28 | 1076HI2F003123F003..130243-0023 . ....... A-25
(-:20,D-59,E-50 | 1050-PLI2........... 130108-0095. . ... . A-28 | 1076HZ2F003143F003..130243-0022. . ... A-25

00-4984............. 130180-0406... C-14,¢:20, | 105112............. 130108-0097 ... . A-28 | 1076HZ2X003123X003 .130243-0029......... A-25
D-59,E50 | yo5ppp ... 130108-0098. ... A28 | 1076HZ2X025143X003 .130243-0027 . .. ..... A-25

004985, e s Sy Gy | 1081112 130108-0099......... A28 | 1076HZ2X050143 .....130243-0033........ A25
00-4986 1301 80-0468 ’(-14 ’(_]5 105212 ............ 130108-0100........ A-28 1076HZ2X050143X003 .130243-0028........... A-25
""""""" C20,059, 50 | 10S2PL............1301080101....... A28 | 10833.............1301080106........A19
04987 130180.0409 ... (14,15, | 10SBPLIZ.. 130108-0102........ A28 | 10833P............ 130108-0123........ A19
(20,050 £50 | T05A163............. 1301020081 ... AT5 | 1083-3HON .......... 1301120068 ... . A19

1058163 ............ 130102-0082. ... A5 | 10833M............. 130108-0119........ A-31
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1083-3MM ........... 130108-0120......... A3l | 114USB163 ... 130102-0180........ A6 | 12030163 ... 130103-0015........ A3
1083-3MM-24. ... 130108-0121........ A3l | T4USIMTE3........ .. 130102-0183........ A6 | 12038163 ... 130103-0016........ A3
108335 ............ 130108-0122. ... A9 | 114USIBT63.......... 130102-0184........ A6 | 12030163 ........... 130103-0017........ A3
10853 ...ooeee 130108-0125........ M9 | TS 130102-0185........ M7 | 12036 130103-0018........ A3
1085-3-P ............ 130108-0126........ M9 | TS 130112-0079. ... A0 | 1203GCAT63 ......... 130103-0019........ A3
10863.......ooo . 130108-0128........ A9 | TS 130112-0085. .. A-10,A15 | 12036CB163 ......... 130103-0020.. ... A3
1086-3H0. ... 130108-0133.......... A9 | 15606 130112-0087........ A5 L1203 130103-0021........ A3
1086-3NS . ........... 130108-0134........ A9 | 115163 ... 130102-0188........ AT | 1203A163......... 130103-0022........ A3
10873 ..o 130108-0136........ M9 | TS 130102-0189........ A7 | 1203B163........... 130103-0024........ A3
1090-HZ............. 1301040021 ... AT | 115B163............ 130102-0190........ A7 | 12038163, ... 130103-0025........ A3
1090-HZ12A163. ... 130104-0022. ... AT | TS0 130102-0192......... A7 | 1203163, ... 130103-0026........ A3
1090-HZ128163. ... 130104-0023.......... AT | TI5UMT63 ... 130102-0193......... AT | 120306C. . 130103-0027........ A3
1090-HZ12D143. ... 1301040024 ... AT | 11508163 ........... 130102-0194........ M7 D103 130103-0029........ A3
1090-HZ12IAT63 . ... 1301040025 ... AT | NSO 130102-01%........ A7 | 1203PQOAIE3 ... 130103-0030. ... A3
1090-HZ12IB163 . .....130104-0026 ... AT | TSUSL 130102-0198........ AT | 1203 130103-0034........ A3
1090-HZ12IB163P . ... 1301040027 ... AT | TI5USAI63 ... 130102-0199........ A7 | 120300 ... 130103-0035........ A3
1090-HZ12ID143 ... 130104-0028......... AT | T15USBI63 .......... 130102-0200. ... A7 | 1203000163 ......... 130103-0036........ A3
1090-HZ12ID143P ... 1301040029 ......... AT | TSUSIL 130102-0201 ... A7 | 1203008163 ......... 130103-0037........ A3
1090-HZAI43. ... 130104-0030......... AT | T15USIMTE3.......... 130102-0202. ... A7 | 1203006C........... 130103-0038. ... A3
1090-HZAI63. ... 1301040031 ... AT | TI5USIB163.......... 130102-0203. ... M7 | 1203 130103-0041........ A3
1090-HZB143. ... 130104-0032.......... AT L OTN60... 130112-0092. ... A6 | 1203RA163 .......... 130103-0042. ... A3
1090-HZB163. ... 130104-0033......... AT | N6l 130112-0095. ... M7 | 1203RAT63P.. ... 130103-0043. ... A3
1090-HZD143. ... 130104-0034......... AT | 166 130112-0097 ... A7 | T1203RBI63 .......... 130103-0044 . ....... A3
1090-HID1E3. ... 130104-0035......... AT | M4 130112-0099. ... A6 | 1203RBI63P.......... 130103-0045. ... A3
10933, ..o 130108-0139........ A9 | 1646 130112:0101 ... A6 | 1203RGC............ 130103-0048. ... A3
10933M. ............ 1301080141 ... ASU | 16 130112:0102......... MT |10 130103-0049. ... A3
1093-3MM ........... 130108-0142. ... A3l | 16516 130112:0104........ AT | 1203RIAT63.......... 130103-0050. ... A3
10953, 130108-0143........ A9 | 166 130112-0105......... A15 | 1203RIB163.......... 130103-0052. ... A3
10973, 1301080144 ... A9 | 168 130112-0106......... A6 | 1203RIDI63.......... 130103-0054. ... A3
1097-3M. ..o 130108-0146........ ASL | N 130102-0204. . A-15,A-06, | 1207................ 130103-0055. ... A3
1097-3MM ............ 130108-0148.......... A-31 A7, A18 | 1207M163 ... ... 130103-005%. ....... A3
1099-3.....oeeee. .. 130108-0149........ A9 | N7 130102-0207 .. .A-15,A-T6, | 12078163 ........... 130103-0057......... A13
M0 130102-0138........ A6 MM T 9076 130103-0058. . ...... A3
MU ..o 130102-0140........ pg | MU 130102-0210........... M6 ogrr 130103-0060........ A3
T100AT63 ........... 1301020141 ... pg | MU 130102-0210... "X‘fj T]és' 1207RA163 .......... 1301030061 ........ A3
11008163 ........... 130102-0142......... A6 ' 1207RB163 .......... 130103-0062........ A3
0US. ... 130102-0143........ pp | U 1301020211 .. 'ﬁ_‘fjﬁ_‘f’é 1207R6C ............ 130103-0063. ... A3
M 130102-0145......... M e 1901020912, M6 | 120 130103-0064. ... A3
TA163. ..o 130102-0146........ M7 | e 101120108 Atg | 1B 130103-0065. ... A3
1118163 ..o 130102-0148........ M7 e 10102013 M6 | 1 130103-0066........ A3
1111B163............ 130102-0152. ... M7 s 01020014 A6 | 1 130112-0110. .. A-10, A-13
IS 130102-0153......... M7 s T 10102015 A6 | 1B 130191-0086.. .. A-10, A-13
MU 130102-0158...... M7 s 101020216 A6 | 15 130112:0111.... A-10, A-13
T110AT63 ........... 130102-0159........ M7 s 0020017 Al6 | TSR 130112:0114......... A3
11108163 ........... 130102-0160......... M7 haumes 101020201 A6 | 1% 130112:0119......... A3
11UB163........... 130102-0163........ M7 e 190102020 Al6 | 130112:0263........ 130112-0263. ... 29
S, 130102-0164 ... M| sk 1901020293, A6 | 13 130108-0151........ A28
TT1USAT63 ... 130102-0165....... MT | st 13010209 A6 | 1326 130108-0155........ A28
W 130102-0167........ Mé | gy T 010206 Alg | 1B 130108-01%6........ A28
T14A163. ..o 130102-0168........ I 01007 PR L ST 130108-0157........ A28
114163 ............ 130102-0169........ M6 e L0102 Atg | 136 130108-0158........ A28
AU 130102-0171......... M6 | e T 101020230 PSR L 130108-0160........ A28
T14UAT63 ........... 130102-0172.......... I 101020230, A1p | 130 130108-0162........ A28
11408163 ........... 130102-0173......... I 101020238 Mg | T 130108-0164........ A28
AL 130102-0176........ I 10102093 PR E: T 130108-0167........ A28
AU, 130102-0177......... M6 | Tousaes 1901020935 Mg | M0 130141-0006.. ... D-6, D-63
T14USAT63 .......... 130102-0178........ M6 | g3 1901030014 A1y | Td0anTe2 130143-0083. ... D-64
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1404MB ............. 130149-0005. ... D-7, D-64 14W47 . ............. 130143-0154......... D-4 15051-1............. 130153-0042. ........ E-22
1407................ 130141-0007. ... D-6, D-78 14W47 .............. 130146-0031......... D-9 15051-1A............ 130153-0043......... E-6
9. 130141-0008. . .. D-6, D-63 1AW47-W . ........... 130154-0046. . ...... D-10 15051-1M. ........... 130153-0044. ........ E-6
1433, 130141-0010....D-6,D-73 14W47-W-IN. ......... 130154-0047......... D-11 15051-25............ 130153-0045........ E-22
1433W ............. 130154-0033........ D-75 14WA7Y. ..ol 130154-0048........ D-10 15051-25A........... 130153-0046.......... E-6
1433-W-IN........... 130154-0105........ D-75 14WA7-Y-IN .......... 130154-0049........ D-11 15051-25M. .......... 130153-0047.......... E-6
1433Y.............. 130154-0034........ D-75 14WATAT43 .......... 130143-0134......... D-9 15051-50............ 130153-0048......... E-22
14330123 ........... 130143-0084........ D-74 14WATAT43IN ........ 130143-0135........ D-10 15051-50A........... 130153-0049.......... E-6
14330143 ........... 130143-0086......... D-74 14WATAT63 .......... 130143-0137......... D-9 15051-50M. .......... 130153-0050. ........ E-6
14338123 ........... 130143-0088........ D-74 14W47B123.......... 130143-0138.......... D-9 15051-6............. 130153-0051........ E-22
1433BLK............. 130141-0011........ D-73 14WA7BI23IN ........ 130143-0139........ D-10 15051-6A............ 130153-0052.......... E-6
1433D123 ........... 130143-0091........ D-74 14W47B143.......... 130143-0140......... D-9 15051-6M. ........... 130153-0053.......... E-6
1433EZ.............. 130141-0012........ D-73 14W47B143IN ........ 130143-0141........ D-10 15052-1A............ 130153-005......... E-6
1433MB ............. 130149-0007....D-7,D-74 14W47B163 .......... 130143-0143......... D-9 15052-1M. ........... 130153-0059......... k-6
1434, . .............. 130141-0014....D-6,D-72 14WA7BLK ........... 130146-0032.......... D-9 15052-25A........... 130153-0061......... E-6
1447................ 130141-0015. ... D-6, D-65 14W47D123.......... 130143-0148.......... D-9 15052-25M. .......... 130153-0063. ......... E-6
1447 W ............. 130154-0035........ D-69 14W47D123IN ........ 130143-0149........ D-10 15052-50A........... 130153-0065. ......... k-6
1447-W-IN ........... 130154-0037........ D-69 14W47D143.......... 130143-0150......... D-9 15052-50M. .......... 130153-0066. ........ k-6
1447 .............. 130154-0038........ D-69 14WA47D143IN ........ 130143-0151........ D-10 15052-6A. ........... 130153-0068. ........ k-6
1447-Y-IN............ 130154-0040......... D-69 14W47D163.......... 130143-0153......... D-9 15052-6M. ........... 130153-0070......... k-6
1447-YB............. 130154-0039........ D-69 TAWATEL ............ 130146-0035.......... D-9 15053-2............. 130153-0071........ E-23
1447123 ........... 130143-0093........ D-68 14WA7L143 .......... 130143-0154. ........ D-9 15053-25............ 130153-0072........ E-23
1447M143 ........... 130143-0095........ D-68 14W48 .............. 130146-0040. . ..D-4, D-17 15053-25A........... 130153-0073.......... E-8
1447A163 ........... 130143-0097........ D-68 T4W4BW............ 130154-0050........ D-17 15053-25M. .......... 130153-0074. ........ E-8
14478123 ........... 130143-0099........ D-68 14W48-Y. ............ 130154-0052. ........ D-17 15053-2A............ 130153-0075.......... E-8
14478143 ........... 130143-0102........ D-68 14W48BLK ... ........ 130146-0041........ D-17 15053-2M. ........... 130153-0076......... E-8
1447B143IN. . ........ 130143-0103........ D-68 14W48D143.......... 130143-015%........ D-17 15053-50............ 130153-0077........ E-23
14478163 ........... 130143-0104........ D-68 14W49 .............. 130146-0044. . ..D-4,D-12 15053-50A........... 130153-0078.......... E-8
1447BLK. . ........... 130141-0016........ D-65 14W49A143 .......... 130143-0157........ D-12 15053-50M. .......... 130153-0079......... E-8
14470143 ........... 130143-0111........ D-68 14W49B143 .......... 130143-0159........ D-12 15053W-2 ........... 130153-0080........ E-23
1447D163 ........... 130143-0113........ D-68 T4WA9BLK . .......... 130146-0045......... D-12 15053W-25 .......... 130153-0081........ E-23
1447EL.............. 130141-0017........ D-65 TAWBLK ............. 130155-0021........ D-57 15053W-25A ......... 130153-0082. ........ E-8
14470143 ........... 130143-0114........ D-68 1504, ............... 130141-0023. ... D-6, D-63 15053W-25M . .......... 130153-0083......... E-8
1447MB ............. 130149-0008. . .. D-7, D-67 15050-1............. 130153-0019........ £22 15053W-2A .......... 130153-0084......... E-8
1448................ 130141-0020. . .. D-6, D-76 15050-1A............ 130153-0020. ......... E5 15053W-2M .......... 130153-0085........... E-8
1448-Y.............. 130154-0041........ D-77 15050-1M. ........... 130153-0021......... E5 15053W-50A ......... 130153-0087......... E-8
1448A143 ........... 130143-0115........ D-77 15050-25............ 130153-0022. . ...... E-22 15053W-50M . ......... 130153-0088......... E-8
1449................ 130141-0022. ... D-6, D-70 15050-25A........... 130153-0023......... E5 15054, .............. 130153-0089........ E-23
1409-W ............. 130154-0042. ........ D-71 15050-25M. .......... 130153-0024......... E5 15054-1............. 130153-0090........ E-23
14498143 ........... 130143-0119........ D-71 15050-25TT .......... 130153-0025........ E-22 15054-1A............ 130153-0091...... E7,E-21
14F47............... 130144-0014. . D-66, D-136 15050-25TTA .......... 130153-0026. ... .. E-5 E-20 15054-IM. ........... 130153-0092. ..... E7,E-21
14R47. ... 130144-0016. . D-66, D-136 15050-25TIM.. ......... 130153-0027..... E-5 E-20 15054-1TTA .......... 130153-0093.......... E7
MW, 130155-0020........ D-57 15050-31T ........... 130153-0028........ £-22 15054-1TIM ... .......... 130153-0094......... E7
14W07 .............. 130146-0015....D-4,D-19 15050-3TTA .......... 130153-0029...... E-5 E-20 15054-25A........... 130153-0095. ... E7,E-21
14WO07A163 .......... 130146-0016......... D-19 15050-3TTM . .......... 130153-0030. ... . E-5 E-20 15054-25M. .......... 130153-009%6. . ... E7, B2
14W33 .............. 130146-0022....D-4,D-14 15050-50A........... 130153-0031......... E-5 15054-25TTA . ........ 130153-0097.......... E-7
T4W33-W............ 130154-0043........ D-15 15050-50M. .......... 130153-0032.......... E5 15054-25TIM . ... ... 130153-0098......... E7
14W33-Y............. 130154-0044. . ...... D-15 15050-501T .......... 130153-0033........ E-22 15054A.............. 130153-0099......... E7
14W330123.......... 130143-0121........ D-15 15050-50TTA . ........ 130153-0034. ..... E-5,E-20 15054M . ............ 130153-0100......... E7
14W33A143.......... 130143-0124........ D-15 15050-50TIM . ........... 130153-0035. ... E-5,E-20 1507 ..ot 130141-0024. . ..D-6, D-78
14W33B123.......... 130143-0125........ D-15 15050-6............. 130153-0036........ E-22 1533, ...l 130141-0025. ... D-6, D-73
14W33B123IN ......... 130143-0126........ D-15 15050-6A............ 130153-0037.......... E5 15336M ............ 130141-0027......... D-73
14W33BLK ........... 130146-0023........ D-14 15050-6M. ........... 130153-0038......... E-5 1533MB ............. 130149-0011....D-7,D-74
14W33D123.......... 130143-0129........ D-15 15050-61T ........... 130153-0039........ E-22 1534, ... 130141-0030. ... D-6,D-72
14W33D143.......... 130143-0131........ D-15 15050-6TTA .......... 130153-0040. . ... E-5,E-20 1547. ...l 130141-0031. ... D-6, D-65
T4W33EL ............ 130146-0024 ... ..... D-14 15050-6TTM .. ........ 130153-0041. ... E-5,E-20 1547BLK. ............ 130141-0032........ D-65
14W34 .............. 130146-0028. ... D-4,D-13 15051-0M. ........... 130153-0267........... E-5 15476(M ............ 130141-0033........ D-65
XX molex www.molex.com/woodhead

Distributed by Gross Automation | +1 (262) 252-1600 | sales@grossautomation.com



Woodhead No. Index

Woodhead No. Order No. Page Woodhead No. Order No. Page Woodhead No. Order No. Page
1547MB ............. 130149-0012....D-7, D-67 1678-12............. 130112-0135......... A9 20053-2............. 130153-0137........ E-24
1548................ 130141-0036. . .. D-6, D-76 1679-12............. 130112-0272........... A-6 20053-2A............ 130153-0138........ E11
1548MB ............. 130149-0013....D-7,D-76 1684S............... 130105-0062......... A1 20053-2M. ........... 130153-0139........ E11
1549. ...l 130141-0038....D-6, D-70 1691-12B............ 130105-0064........ A1 20053W-2 ........... 130153-0140........ E-24
15047 .............. 130141-0040. ........ D-65 1691-128S........... 130105-0065........ A1 20053W-2A .......... 130153-0141........ E11
15L47BLK. ........... 130141-0041........ D-65 1692-12B............ 130105-0066........ A1 20053W-2M . ......... 130153-0142........ E11
15W07 ......ooaee 130146-0050. ... D-4,D-19 1692-128S........... 130105-0067........ A1 20053W-6 ........... 130153-0143........ E-24
15W33 ... 130146-0052....D-4,D-14 1702................ 130151-0012. .D-117,D-118 20054............... 130153-0144 ... .E-22, E-24
15W33BLK ........... 130146-0053........ D-14 1704, ............... 130151-0013. .D-117,D-118 20054-1............. 130153-0145........ E-24
15W33GM. ........... 130146-0054........ D-14 1705................ 130151-0014. .D-117,D-118 20054-25............ 130153-0146........... E-24
15W33MB............ 130146-0056. ... D-5,D-16 1706................ 130151-0015. .D-117,D-118 20054-6............. 130153-0147........ E-24
15W34 .............. 130146-0059....D-4,D-13 1708................ 130151-0016..D-117,D-118 2010-LED ............. 130108-0304........ A-26
15W47 ... 130146-0060. . . .. D-4,D-9 M2................ 130151-0017...D-117,D-118 2011-LED ............ 130108-0305........ A-26
15W47BLK ........... 130146-0061......... D-9 79 130151-0018. .D-117,D-118 2012-LED ............. 130108-0306........ A-26
15W476M. .......... 130146-0063. ......... D-9 1725 ............... 130151-0019..D-117,D-118 2013-LED ............. 130108-0307........ A-26
15WA47MB. ........... 130146-0065. ... D-5, D-11 1730, ....ooeeee e 130151-0020. .D-117,D-118 2029RL.............. 130111-0023......... A-37
15Wa8 .............. 130146-0068. . .. D-4, D-17 1732................ 130151-0021..D-117,D-118 2030................ 130108-0199........ A-27
15W48BLK ........... 130146-0069........ D-17 17330, 130151-0022. .D-117,D-118 2031 130108-0202......... A27
15W48MB. ........... 130146-0072....D-5 D-18 1740, . .............. 130151-0023..D-117,D-118 2031-P............l 130108-0203........ A-27
15W49 ... 130146-0074....D-4,D-12 741 ............... 130151-0024..D-117,D-118 203MS ............. 130108-0206......... A-31
15W49MB. ........... 130146-0076. . ..D-5,D-12 1744, . .............. 130151-0025..D-117,D-118 M3l 130108-0207........ A-31
1600-12A. ........... 130105-0028........ A-10 17510, 130127-0003........ F-12 026MS ............. 130108-0209........ A-31
1600-12B............ 130105-0029........ A-10 1760 ............... 130127-0007........ F-12 2126S............... 130108-0210........ A-31
1601-12A............ 130105-0030........ A-10 1783................ 130151-0026.. .D-117,D-118 404................ 130141-0043. . .. D-6, D-79
1601-12B............ 130105-0031........ A-10 T913SA.............. 130108-0170........ A-14 2004MB ............. 130143-0014....D-7,D-79
1606................ 130105-0032........ A1l 1913B.............. 130108-0173........ A-14 240520A............ 130153-0153......... E-9
1610................ 130105-0033........ A1l 19269A. ............. 130108-0179........ A-14 24052-0M. ........... 130153-0154......... E9
1610S............... 130105-0034. ... A-11, B-7 1926B.............. 130108-0181........ A-14 24052-1A............ 130153-0155........ E13
1612................ 130105-0035........ A1l 19409A. ............. 130108-0183........ A-14 24052- M. ........... 130153-015%........ E13
16125, .............. 130105-0036........ A1l 2000................ 130108-0187........ A27 24052-IMLDA. ......... 130153-0157........ E13
1621-12A............ 130105-0037........ A-10 2000-LED ............ 130108-0300........ A-26 24052-TMLDM .. . ... 130153-0158........ E13
1621-128............ 130105-0038........ A-10 2000PLX25. .......... 130108-0188........ A27 24052-25A........... 130153-0159........ E13
1621-128-P .......... 130105-0039........ A-10 2000, ...l 130108-0191........ A27 24052-5M. ........... 130153-0160........ E13
1625-12A............ 130105-0041........ A-10 2001-LED ............ 130108-0301........ A-26 24052-6A............ 130153-0161........ E13
1625-128............ 130105-0042........ A-10 2002................ 130108-0193........ A27 24052-6M. ........... 130153-0162........ E13
1631-12A............ 130105-0043......... A-10 2002-LED ............. 130108-0302........ A-26 M407................ 130141-0044....D-6,D-95
1631-128............ 130105-0044........ A-10 2003................ 130108-0194........ A27 2407A143 ........... 130143-0169........ D-95
1635-12A............ 130105-0045.......... A9 2003-LED ............. 130108-0303........ A-26 2407B163 ........... 130143-0171........ D-95
1635-128............ 130105-0046. ........ A9 20051-0A............ 130153-0109..... E9, E-20 2400MB ............. 130149-0014....D-7,D-95
1638-12............. 130105-0048........ A1l 20051-0M............ 130153-0110...... E-9, E-20 W34, .. .. 130141-0045....D-6,D-84
1640-12............. 130105-0050......... A9 20051-1............. 130153-0111........ E-24 W47, ...l 130141-0047 .. .. D-6, D-81
1642-12............. 130105-0052.......... A9 20051-1A............ 130153-0112...... E-9, E-20 4TW ... 130154-0055........ D-82
1645-12............. 130104-0038......... A9 20051-M............. 130153-0113...... E-9, E-20 LT YR 130154-005%6........... D-82
1646-12............. 130105-0056........ A-10 20051-TMLDA. ........ 130153-0114........ E12 2447A163 ........... 130143-0174........ D-82
1647-12............. 130105-0057........ A1 20051-TMLDM .. . ... 130153-0115........ E12 2447B143 ........... 130143-0176........ D-82
1648-12............. 130105-0058........ A-10 20051-25............ 130153-0116........ E-24 2447D143 ........... 130143-0178........ D-82
1649-12............. 130105-0059........ A-10 20051-25A........... 130153-0117...... E-9, E-20 ATEL. ............. 130141-0048........ D-81
1652-12............. 130191-0031.... A-9,A-10 20051-25M. .......... 130153-0118. .... E-9, E-20 244IMB . ............ 130149-0016. . ..D-7, D-81
1655-12A............ 130105-0082. ........ A-6 20051-6............. 130153-0119........ E-24 249................ 130141-0051. ... D-6, D-83
1655-12B............ 130105-0083......... A-6 20051-6A............ 130153-0120..... E-9, E-20 2449MB . ............ 130149-0017....D-7, D-83
1660................ 130112-0128........ A-T1 20051-6M. ........... 130153-0121..... E-9, E-20 4704, .............. 130144-0017....D-7,D-79
1660S............... 130112-0129........ A1 20052-1A............ 130153-0123........ E-10 24W04 . ............. 130146-0077 .. .. D-4, D-20
1668................ 130112-0130........ A1 20052-IM. ........... 130153-0126........ E-10 24W04A142 . ......... 130143-0180........ D-20
167512 ............ 130112-0131........ A-10 20052-25A........... 130153-0128........ E-10 24W04B162. ......... 130143-0015........ D-20
1676................ 130112-0132........ A-10 20052-25M. .......... 130153-0130........ E-10 24W04D142. ......... 130143-0307........ D-20
1676-EX............. 130112-0133..... A-6,A9 20052-6A............ 130153-0132........ E-10 2W07 .............. 130146-0078. ... D-4,D-35
1677 130112-0134..... A-6,A-9 20052-6M. ... ........ 130153-0134........ E-10 W34 . ... 130146-0079....D-4,D-26
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24W34A163 . ......... 130143-0017........ D-26 2647M143 ........... 130143-0204. ....... D-86 260W74A124BLK . ...... 130143-0236......... D-39
24W34BLK .. ......... 130146-0080........ D-26 2647B123 ........... 130143-0205......... D-86 260W74A144 . ......... 130143-0237........ D-39
MWAT ... 130146-0082. . .. D-4, D-22 2647B143 ........... 130143-0207.......... D-86 260W74B124 . ......... 130143-0238......... D-39
W47 W ... 130154-0058........ D-23 2647D123 ........... 130143-0209........ D-86 20W74B144 . ......... 130143-0240. . ...... D-39
2AW47-W-IN. ......... 130154-0059........ D-23 2647E123IN. ......... 130143-0210........ D-86 260W74BLK ........... 130147-0026. . ...... D-39
24W47Y. ...l 130154-0060. . ...... D-23 2647MB ............. 130149-0027....D-7,D-85 0W75.............. 130147-0027 . ...D-4, D-40
24W47-Y-IN . ......... 130154-0061 ........ D-23 2648................ 130141-0063. ... D-6, D-88 20W75BLK ........... 130147-0028........ D-40
24W47A143 . ......... 130143-0187........ D-22 2648A123 ........... 130143-0211........ D-89 20W76.............. 130147-0029. . ..D-4, D-41
24W47A1603 . ......... 130143-0189........ D-22 2648A143 ........... 130143-0212......... D-89 20W76A124 . ......... 130143-0245. . ...... D-41
24W47B123.......... 130143-0190........ D-22 2648MB . ............ 130149-0028....D-7,D-88 20W76A144 . ......... 130143-0246. . ...... D-41
24W47B143.......... 130143-0191........ D-22 2649................ 130141-0064. ... D-6,D-90 20W76B124 . ......... 130143-0247......... D-41
24W47B143IN ........ 130143-0192........ D-23 2074, ............... 130142-0009. ... D-6, D-99 20W76BLK .. ......... 130147-0030........ D-41
24W47B163.......... 130143-0193........ D-22 2674B124 ........... 130143-0214. ...... D-100 20W81.............. 130147-0031....D-4,D-50
2AW47BLK ........... 130146-0083........ D-22 2674MB . ............ 130149-0029....D-7,D-99 20W81A145.......... 130143-0248. . ...... D-50
24W47D143.......... 130143-0195........ D-22 2075, ............... 130142-0010. .. D-6, D-101 20W81BLK ........... 130147-0032........ D-50
24W47D163.......... 130143-019%........ D-22 2676................ 130142-0012. .. D-6, D-102 26W81D125.......... 130143-0308........ D-50
QAWATEL ............ 130146-0084........ D-22 2681................ 130142-0014...D-6, D-114 20W82.............. 130147-0033. ... D-4, D-51
W49 .. ... 130146-0088. ... D-4,D-25 2082................ 130142-0015...D-6, D-114 20W83.............. 130147-0034. . .. D-4, D-52
24W49A143 . ......... 130143-0198........ D-25 2683................ 130142-0016. .. D-6, D-115 20WBLK ............. 130155-0029........ D-57
2504 ... 130141-0052. ...D-6,D-79 20107............... 130144-0021....D-7,D-80 20-1.....0.00ia... 130102-0245. . ...... A-20
2504MB . ............ 130149-0018....D-7,D-79 20708............... 130145-0002. . ..D-7,D-96 202............... 130102-0246. . ...... A-20
2507, .. 130141-0053. . .. D-6, D-95 20147 ............... 130145-0008. . ..D-7, D-85 203............... 130102-0247......... A-20
2507MB ............. 130149-0019....D-7, D-95 20T4VL............. 130145-0010........ D-85 2070000001 130141-0065. . .. D-6, D-80
3. .. 130141-0054. . .. D-6, D-84 20148, .............. 130145-0011....D-7,D-88 2708................ 130142-0017....D-6, D-96
2534MB . ............ 130149-0020. . ..D-7, D-84 20T48YL............. 130145-0012........ D-88 27086 .............. 130142-0018. ... D-6, D-96
D47, o 130141-0056. . . . D-6, D-81 26149, .............. 130145-0013....D-7,D-90 2708MB ............. 130149-0036....D-7,D-96
25476(M ............ 130141-0057........ D-81 20174, .............. 130145-0015....D-7,D-99 2709, 130142-0019...D-6, D-113
2547MB . ............ 130149-0021....D-7, D-81 20175, ... 130145-0017. .. D-7, D-101 WIS oo 130102-0252........ A-20
2549, . 130141-0060. . .. D-6, D-83 20176............... 130145-0019...D-7, D-102 2715A163............ 130102-0253........ A-20
2549MB . ............ 130149-0022....D-7, D-83 0W. ... 130155-0028......... D-57 271SB163............ 130102-0254........ A-20
5104, . ............. 130144-0019....D-7,D-79 20W07 .............. 130146-0108. ... D-4,D-21 W ..ol 130102-02%......... A-20
W04 ... 130146-0090. . .. D-4, D-20 26W08.............. 130147-0012....D-4,D-36 271UA163 ........... 130102-0257........ A-20
25W04MB. ........... 130146-0091. ... D-5, D-20 26W08A143.......... 130143-0217......... D-36 271UB163 ........... 130102-0258........ A-20
W07 ... 130146-0092. . .. D-4, D-35 26W08B143.......... 130143-0218........ D-36 2108, .......oooat 130102-0259. ... A-20, B-7
25WO07MB. ........... 130146-0094. . .. D-5, D-35 26W08G............. 130147-0014....D-4,D-37 271USAT63 .......... 130102-0260. ........ A-20
BW34 . 130146-0095. ... D-4, D-26 260W09.............. 130147-0015....D-4,D-48 271USB163 .......... 130102-0261........ A-20
25W34BLK ........... 130146-00%. ....... D-26 26W09BLK ........... 130147-0016........ D-48 AT ...t 130142-0021....D-6, D-85
25W34MB. .. ......... 130146-0097. . .. D-5, D-26 26W10.............. 130147-0017....D-4,D-53 24IMB ............. 130149-0039....D-7,D-85
DWAT ..o 130146-0099. ... D-4, D-22 20W47 ... 130147-0018....D-4,D-27 248................ 130141-0066. . .. D-6, D-88
25WATBLK . .......... 130146-0100........ D-22 20W47-W............ 130154-0068......... D-28 2748MB . ............ 130149-0040. . ..D-7, D-88
25WA76M. . ......... 130146-0101........ D-22 260W47-W-IN. ......... 130154-0069........ D-28 049, ..., 130142-0023. ... D-6, D-90
25WATMB. ........... 130146-0103. ... D-5, D-24 20W47-Y. ... 130154-0070........ D-28 249MB . ............ 130149-0041....D-7,D-90
W49 .. 130146-0106. . .. D-4, D-25 260W47-Y-IN.......... 130154-0071........ D-28 268 ............... 130102-0266. . ...... A-20
25WAIMB. ........... 130146-0107....D-5,D-25 260W47A123 . ......... 130143-0221........ D-27 2765B163............ 130102-0268. ........ A-20
2607................ 130141-0061. . ..D-6,D-80 26W47A143 . ......... 130143-0222......... D-27 26U ............... 130102-0269........ A-20
2608................ 130142-0002. ... D-6,D-96 26W47B123.......... 130143-0223........ D-27 276UA163 ........... 130102-0270........ A-20
2608-Y.............. 130154-0106......... D-97 26W47B123IN ........ 130143-0224. . ...... D-27 276UB163 ........... 130102-0271........ A-20
2608B143 ........... 130143-0201........ D-97 26W47B143.......... 130143-0225.......... D-27 26US............... 130102-0272........ A-20
26086 .............. 130142-0004. ... D-6,D-96 26W47BLK ........... 130147-0019........ D-27 276USAT63 .......... 130102-0273........ A-20
2608MB ............. 130149-0024....D-7,D-96 26W47D123.......... 130143-0226. . ...... D-27 276USB163 .......... 130102-0274........ A-20
2609................ 130142-0006. .. D-6, D-113 26W47D143.......... 130143-0227......... D-27 WI4 .............. 130142-0024. . .. D-6, D-99
2047................ 130141-0062. ... D-6, D-85 26WA7E123IN. ........ 130143-0228.. ...... D-27 274MB ............. 130149-0042. . ..D-7,D-99
2647W ............. 130154-0062......... D-87 20W48 . ............. 130147-0021....D-4,D-30 WI5. ..ot 130142-0025. . . D-6, D-101
2647-W-IN........... 130154-0063........ D-87 26W48BLK .. ......... 130147-0022. . ...... D-30 076t 130142-0026. . . D-6, D-102
2047-Y ... 130154-0004......... D-87 20W49 .. ............ 130147-0023. ... D-4, D-31 781, 130142-0028. .. D-6, D-114
2647-Y-IN............ 130154-0065......... D-87 W74 .............. 130147-0025. ... D-4,D-39 2782................ 130142-0029...D-6, D-114
2647A123 ........... 130143-0203........ D-86 20W74A124. . ........ 130143-0235........ D-39 2783, 130142-0030...D-6, D-115
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20707............... 130144-0022. . ..D-7, D-80 2874MB ............. 130149-0051...D-7,D-103 2974, ...l 130142-0043. .. D-6, D-103
27108............... 130145-0025. ... D-7, D-96 875 .. 130142-0037 ... D-6, D-104 2974MB . ............ 130149-0059...D-7,D-103
WWAl............... 130145-0030. . ..D-7, D-85 2875MB ............. 130149-0052. ..D-7, D-104 2975, oo 130142-0044 . .. D-6, D-104
WTNL............. 130145-0031........ D-85 276................ 130142-0038. .. D-6, D-105 2975MB . ............ 130149-0060. .. D-7, D-104
0148 .............. 130145-0032....D-7,D-88 2876B104 ........... 130143-0257........ D-106 2976, ...l 130142-0045. .. D-6, D-105
T48YL............. 130145-0033........ D-88 2876MB ............. 130149-0053...D-7, D-105 2976MB . ............ 130149-0061 ... D-7, D-105
0149 ...l 130145-0034....D-7,D-90 877 ..ol 130142-0039. .. D-6, D-107 977 .ol 130142-0046. . . D-6, D-107
WA .............. 130145-0035....D-7,D-99 2881, 130142-0040. ..D-6, D-115 2981, ... 130142-0047 ... D-6, D-115
W5, e 130145-0037 ... D-7, D-101 2882................ 130142-0041...D-6,D-116 2982, ...l 130142-0048.. .. D-6, D-116
2AVL T 130145-0039...D-7, D-102 2883l 130142-0042...D-6,D-116 2983 ... 130142-0049...D-6, D-116
W07 ...l 130146-0110....D-4,D-21 W8147............... 130145-0048. . ..D-7, D-91 9M47............... 130145-0071....D-7, D-91
27WO7MB. ........... 130146-0112....D-5,D-21 0M48............... 130145-0050. ...D-7,D-92 9M48............... 130145-0072. . ..D-7,D-92
20W08.............. 130147-0035....D-4,D-36 WB174............... 130145-0052...D-7, D-103 MI74............... 130145-0076. .. D-7,D-103
27W086............. 130147-0036. ... D-4, D-37 8175 ...l 130145-0054...D-7, D-104 9175 .o 130145-0078...D-7, D-104
27WO8MB. ........... 130147-0037....D-5,D-36 8176............... 130145-0056. .. D-7, D-105 M9176............... 130145-0080. .. D-7, D-105
W09 .............. 130147-0038. ... D-4, D-48 8177......ccoo..l. 130145-0058. .. D-7, D-107 177l 130145-0082. .. D-7, D-107
27W09BLK ........... 130147-0039........ D-48 WBW...... 130155-0030........ D-58 29W08.............. 130147-0089. ... D-4, D-38
27WO9MB. ........... 130147-0040. ... D-5,D-48 28W08.............. 130147-0069. . .. D-4, D-38 29WO08MB. .. ......... 130147-0090. . .. D-5, D-38
2WI0.............. 130147-0041....D-4, D-53 28W09.............. 130147-0071. . ..D-4, D-49 29W09.............. 130147-0091. ... D-4, D-49
27WIOMB. ........... 130147-0043. . ..D-5,D-53 W47 ... 130147-0072. . ..D-4, D-32 9W47 ..o 130147-0093. . .. D-4, D-32
W47 ...l 130147-0044. . ..D-4, D-27 28WA7AT03.......... 130143-0261........ D-32 29W47BLK .. ......... 130147-009%........ D-32
27WATBLK ........... 130147-0045. . ...... D-27 28W47A123.......... 130143-0262. . ...... D-32 29W47MB. .. ......... 130147-0095. . .. D-5, D-32
2IWAIMB. ........... 130147-0047 . ...D-5,D-29 28W47B103.......... 130143-0263........ D-32 29W48 . ... 130147-009. . .. D-4, D-33
W48 . ............. 130147-0048. . ..D-4,D-30 28WA7BLK .. ......... 130147-0073........ D-32 29W48BLK .. ......... 130147-0097........ D-33
27WA8BLK .. ......... 130147-0049........ D-30 28W48 .............. 130147-0074. . ..D-4, D-33 29W48MB. .. ......... 130147-0098. ... D-5, D-33
27WABMB. ........... 130147-0050. . ..D-5,D-30 28W48AT03.......... 130143-0266. . ... ... D-33 9W49 .. ...l 130147-0099......... D-4
W49 .. ...l 130147-0051....D-4, D-31 28W48BLK .. ......... 130147-0075........ D-33 29WAIMB. ........... 130147-0101......... D-5
27WA9MB. .. ......... 130147-0052. . ..D-5,D-31 20W49 .............. 130147-0076......... D-4 W74 . ... 130147-0102. ... D-4,D-42
WT4.............. 130147-0053. ... D-4, D-39 W74 .............. 130147-0077 .. ..D-4, D-42 29W74BLK ........... 130147-0103........ D-42
20WT4BLK .. ......... 130147-0054. . ...... D-39 28W74A104 . ......... 130143-0270........ D-42 29W74MB. ........... 130147-0104. ... D-5,D-42
2IW74MB. .. ......... 130147-0055. ... D-5,D-39 28W74A104BLK ... .... 130143-0310........ D-42 W75, ..o 130147-0105....D-4,D-43
W5 ..o 130147-0056. . .. D-4, D-40 28W74B104.......... 130143-0271........ D-42 29W75BLK ........... 130147-0106........ D-43
2IWT5BLK . .......... 130147-0057......... D-40 28W74BLK ........... 130147-0078........ D-42 29W75MB............ 130147-0107....D-5,D-43
2IW75MB. ........... 130147-0058. ... D-5, D-40 28W74D104.......... 130143-0273........ D-42 9W76.............. 130147-0108. ... D-4, D-44
W76 .............. 130147-0059. ... D-4, D-41 W5, ...l 130147-0079....D-4,D-43 29W76BLK ........... 130147-0109........ D-44
2IWT6BLK ........... 130147-0060. ....... D-41 28W75A104.......... 130143-0274........ D-43 29W76MB. ........... 130147-0110....D-5,D-44
2IW76MB. .. ......... 130147-0061. . ..D-5, D-41 28W75M124 . ......... 130143-0275........ D-43 W77 .o 130147-0111....D-4,D-45
W81 .............. 130147-0062. . .. D-4, D-50 28W75B104.......... 130143-0276......... D-43 29W77BLK ........... 130147-0112........ D-45
2IW8IBLK ........... 130147-0063........ D-50 28W75B124 .......... 130143-0018........ D-43 29W77MB. ........... 130147-0115....D-5,D-45
2IW8IMB. ........... 130147-0064. . .. D-5, D-50 28W75BLK ........... 130147-0080........ D-43 29W81.............. 130147-0116....D-4,D-54
W82 .............. 130147-0065. . .. D-4, D-51 28W75D104.......... 130143-0277 ... ..... D-43 29W81IMB............ 130147-0117....D-5,D-54
27W82MB. ........... 130147-0066. . . . D-5, D-51 28W76.............. 130147-0081....D-4, D-44 29W82.............. 130147-0118....D-4,D-55
2W83.............. 130147-0067 . . . . D-4, D-52 28W76A104.......... 130143-0278........ D-44 29W82MB. ........... 130147-0119....D-5,D-55
27W83MB. ........... 130147-0068. . .. D-5, D-52 28W76A124 . ......... 130143-0279........ D-44 9W83.............. 130147-0120. ... D-4, D-56
2808................ 130142-0031....D-6, D-98 28W76BLK ........... 130147-0082........ D-44 29W83MB............ 130147-0121....D-5, D-56
2809................ 130142-0032...D-6,D-113 WBW77 ...l 130147-0083. ... D-4, D-45 300l 130107-0024........ A-35
247, ... 130142-0033. ... D-6, D-91 28W77A104.......... 130143-0280........ D-45 3000................ 130137-0087........ E-39
2847M123 ........... 130143-0252........ D-91 28W77BLK ........... 130147-0084........ D-45 3000-1.............. 130137-0088........ E-34
2847TMB ............. 130149-0048......... D-7 28W81.............. 130147-0085. ... D-4, D-54 3000-10............. 130137-0089........ E-37
2848................ 130142-0034....D-6,D-92 28W82.............. 130147-0086. . . . D-4, D-55 3000-10A123.......... 130137-0090........ E-37
2848-Y.............. 130154-0073........ D-93 28W83.............. 130147-0088. . .. D-4, D-56 3000-10A123BLK . ... .. 130137-0091........ E-41
2848A103 ........... 130143-0254........ D-93 28WBLK ............. 130155-0031........ D-58 3000-10E123.......... 130137-0093........ E-37
2848A123 ........... 130143-0255........ D-93 2908................ 130145-0066. . . . D-6, D-98 3000-1A143.......... 130137-0095........ E-34
2848B103 ........... 130143-0312........ D-93 2909. ...l 130145-0067 . .. D-6, D-113 3000-1B143.......... 130137-0097........ E-34
2848MB . ............ 130149-0049......... D-7 2947, ...l 130141-0067 . . .. D-6, D-91 3000-1BLK............ 130137-0099........ E-41
2849. ... 130142-0035. ... D-6, D-94 248, ............... 130141-0068. . .. D-6, D-92 3000-1E143.......... 130137-0100........ E-34
874 ............... 130142-0036. .. D-6, D-103 2949. ...l 130141-0069. . .. D-6, D-94 3000-1L143.......... 130137-0101........ E-34
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3000-1LT43IN ......... 130137-0102......... E-34 30054-TM............. 130153-0194........ E17 3085-10BLK .......... 130137-0195........ E-4]
3000BLK............. 130137-0113........ E-41 30054-25A. .......... 130153-01%........ E17 3085-10D123......... 130137-01%......... E-37
3000F............... 130137-0115........ E-34 30054-25M. ........... 130153-0197........ E17 3085F. ...l 130137-0199........ E-39
3000F-1BLK ........... 130137-0117........ E-41 30054-6A............ 130153-0199........ E17 3086................ 130137-0011........ E-39
3000FBLK. ............ 130137-0118........ E-41 30054-6M. . .......... 130153-0200......... E17 3086F............... 130137-0006. ....... E-39
K111 ] P 130137-0121........ E-39 00W...... 130107-0025......... A-35 3090..............L. 130137-0013........ E-39
3003 130137-0124........ E-39 302SRL.............. 130111-0024........ A37 3090F. .............. 130137-0204........ E-39
3005 ... 130137-0126......... E-39 302SRLCA............ 130111-0026. ....... A-37 3090FBLK............ 130137-0205........ E-4]
30051l 130137-0127........ E-34 302SRLCAF .......... 130111-0047........ A-37 091 .. 130137-0014........ E-39
3005-1A143.......... 130137-0128........ E-34 020 ... 130107-0028........ A-35 3091BLK. ............ 130137-0294........ E-4]
3005-1B143.......... 130137-0130......... E-34 305 ... 130112-0144........ A-35 309TF. ..o 130137-0210........ E-39
3005-1E143.......... 130137-0132......... E-34 3050................ 130137-0147........ E-39 3091FBLK. ........... 130137-0211 ... E-41
3005T-0A............ 130153-0261. .. .E-14, E-21 3050F............... 130137-0148........ E-39 3095-000............ 130137-0213........ E-43
3005T-0M............. 130153-0262. .. .E-14, E-21 3051 ... 130138-0020......... E-40 3095-002............ 130137-0214........ E-43
30051-1...ooiiii 130153-0163.......... E-25 3051BLK. ............ 130138-0021........ E-42 3099 130137-0216........ E-39
30051-1A........... 130153-0164. .. .E-14, E-21 3052l 130138-0022......... E-40 3099BLK............. 130137-0217.......... E-4]
3005T-TM............ 130153-0165. .. .E-14, E-21 054 ...l 130138-0023........ E-40 W 130155-0032. ....... D-58
30051-TMLDA.......... 130153-0166.......... E-14 3055, ... 130138-0024........ E-40 31-5800............. 130228-0721......... F-6
3005T-TMLDM ........... 130153-0167......... E-14 3056................ 130138-0025........ E-40 M0 130107-0029......... A-35
30051-25A........... 130153-0168. .. .E-14, E-21 3056BLK. ............ 130138-0026. ....... E-42 K] [1] VX R 130107-0030......... A-35
30051-25M. .......... 130153-0169. .. .E-14, E-21 3057l 130138-0028......... E-40 30143.............. 130107-0031........ A-35
30051-6............. 130153-0170.......... E-25 3058l 130138-0029........ E-40 3M0223.............. 130107-0046........ A-35
30051-6A............ 130153-0171. .. .E-14, E-21 3059l 130137-0149........ E-39 3M0243.............. 130106-0097........ A-35
30051-6M............ 130153-0172. .. .E-14, E-21 3059BLK. ............ 130137-0293........ E-4] 30323.............. 130107-0032......... A-35
30052-1A............ 130153-0174........ E-15 306................. 130191-0085......... A-35 30423.............. 130107-0033......... A-35
30052-1M............. 130153-0175........ E-15 3060................ 130138-0030......... E-40 R ] 1] 130107-0034........ A-35
30052-25A........... 130153-0176........ E-15 3061................ 130138-0032......... E-40 K] /X R 130135-0177........ E-56
30052-25M........... 130153-0177.......... E-15 3061BLK. ............ 130138-0033........ E-42 N29.. 130135-0181........ E-56
30052-6A............ 130153-0179........ E-15 3065 ... 130137-0150........ E-33 31565, ...l 130136-0025........ E-53
30052-6M............ 130153-0180......... E-15 3066.........ceeenn 130138-0034........ E-33 31565M123 .......... 130136-0027........ E-53
30053-0A............ 130153-0181........ E-16 3070-GFI ............ 130137-0155........ E-36 31565A143 .......... 130136-0029........ E-53
30053-0A2P.......... 130153-0253........ E-18 3070-GFI20 ........... 130137-0156........ £-38 315658123 .......... 130136-0030........ E-53
30053-0A3P.......... 130153-0252. ....... E-18 3070-GFIAT23 ......... 130137-0157........ E-36 31593 130136-0033........ E-53
30053-0A5P.......... 130153-0254........ E-18 3070-GFIAT43 ........ 130137-0158........ E-36 315933 ...l 130136-0034........ E-53
30053-0A6P.......... 130153-0251........ E-18 3070-GFIBI23 ........ 130137-0159........ E-36 315930123 .......... 130136-0035........ E-53
30053-0M............. 130153-0182........ E-16 3070-GFID123 ......... 130137-0162........ E-36 31593M143 .......... 130136-0036. ... ... E-53
30053-OM2P........... 130153-0249......... E-18 3070F-GFI............. 130137-0153........ E-36 31593A143IN.......... 130136-0037........ E-53
30053-OM3P............ 130153-0248......... E-18 3080.......ooiiin 130137-0007........ E-39 315938123 .......... 130136-0038........ E-53
30053-OM5P........... 130153-0250. ... E-18 30801l 130137-0165........ E-35 315938143 .......... 130136-0039........ E-53
30053-OM6P............ 1301530247 .......... E-18 3080-10............. 130137-0166........ £-37 359 .. 130136-0042........ E-53
30053-1A............ 130153-0184........ E-16 3080-10A123......... 130137-0167........ £-37 31594M123 .......... 130136-0043........ E-53
30053-1M............ 130153-0185........ E-16 3080-10B123......... 130137-0169........ E-37 31594M143 .......... 130136-0044. ....... E-53
30053-25A........... 130153-0187........ E-16 3080-10E123......... 130137-0171........ E-37 315948123 .......... 130136-0045. ....... E-53
30053-25M. ........... 130153-0188........ E-16 3080-GFI ............ 130137-0180........ E-36 3200................ 130135-0185........ E-50
30053-2A%F ........... 130153-0245........ E-19 3080-GFI20 .......... 130137-0181........ £-38 320G ............L. 130150-0036........ D-120
30053-2A3F ........... 130153-0244. ....... E-19 3080F............... 130137-0176........ £-39 32004W............. 130150-0037........ D-61
30053-2A5F . ......... 130153-0246. ....... E-19 3080F-T............. 130137-0177........ E-35 32065......coeeel 130150-0038....... D-120
30053-2A6F .......... 130153-0243........ E19 3080F-GFI............ 130137-0178........ E-36 32006............... 130150-0039....... D-120
30053-2AF........... 130153-0265. ....... E17 3080F-GFI20.......... 130137-0179........ E-38 32006W............. 130150-0040. ....... D-61
30053-2M2F. .......... 130153-0241........ E19 3081l 130137-0008......... E-39 320P4............... 130150-0049....... D-120
30053-2M3F............ 130153-0240. ........ E19 3082................ 130137-0009........ E-39 320PAW ............. 130150-0050......... D-61
30053-2M5F. .......... 130153-0242. ....... E19 3083........... L. 130137-0185........ E-39 320P5.......ollll, 130150-0051....... D-120
30053-2M6F. .......... 130153-0239........ E19 3085l 130137-0010........ E-39 320P6............... 130150-0052........ D-120
30053-2MF............ 130153-0266. ....... E17 30851, 130137-0191........ E-35 320P6W ............. 130150-0053......... D-61
30053-6A............ 130153-0190. ....... E-16 3085-10............. 130137-0192........ E-37 320R4............... 130150-005%6. ......... D-120
30053-6M............ 130153-0191........ E-16 3085-10A123......... 130137-0193........ E-37 320R4W............. 130150-0057........ D-61
30054-1A............ 130153-0193........ E17 3085-10B123......... 130137-0194........ E-37 320R5......oiil 130150-0289....... D-120
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320R6............... 130150-0058. ...... D-120 32G15A123 .......... 130135-0333........ E-47 3330L123............ 130135-0281........ E-44
20R6W . ............ 130150-0059........ D-61 32G15E123........... 130135-0207........ E-47 3330RA123 .......... 130135-0283........ E-44
N0l 130135-0186........ E-50 32615L123........... 130135-0208........ E-47 3330RE123........... 130135-0285........ E-44
N5 130135-0187........ E-50 32620A123 .......... 130135-0209........ E-47 3330RL123........... 130135-0287........ E-44
I3 130106-0104........ A-34 32620E123........... 130135-0211........ E-47 3331RB123 .......... 130135-0288........ E-45
VM. 130106-0105........ A-34 J2GMI5A123......... 130135-0213........ E-47 3331RE123........... 130135-0289........ E-45
325 130106-0106........ A-34 J26MI5L123 ......... 130135-0216........ E-47 33320123 ........... 130135-0291........ E-44
323126.............. 130106-0107........ A-34 326M20A123......... 130135-0217........ E-47 33328123 ........... 130135-0292........ E-44
33133 130106-0108........ A-34 326M20E123 ......... 130135-0219........ E-47 3332L123............ 130135-0293........ E-44
I3 130106-0109........ A-34 326M20L123 ......... 130135-0220.......... E-47 3BM....o 130135-0294........ E-44
323135 130106-0110........ A-34 W33 ...l 130135-0228........ E-29 3332RA123 .......... 130135-0295........ E-44
323136.............. 130106-0111........ A-34 W4T .. 130135-0230........ E29 3332RB123 .......... 130135-02%........ E-44
323523.............. 130106-0112........ A-34 IW4TAI23 . ... 130135-0231........ E-29 333ML123........... 130135-0298........ E-44
323524 ............. 130106-0113........ A-34 IW90-1 ............ 130135-0233........ E-29 3362................ 130138-0047........ E-33
323525, ...l 130106-0114........ A-34 32W90-1B143 ........ 130135-0329........ E-29 3362GF. ............. 130137-0241........ E-33
323526.............. 130106-0115........ A-34 32W90-1E143. ........ 130135-0234........ E-29 3363................ 130138-0048........ E-40
323533 130106-0116........ A-34 IW90-2 ............ 130135-0235........ E-29 34-0120............. 130191-0035........ A19
323534, ... 130106-0117........ A-34 32W90-2E143. ........ 130135-0236........ E-29 34-0130............. 130191-0036......... A19
323535 ...l 130106-0118........ A-34 3300................ 130135-0245........ E-50 34-0350............. 130191-0021........ A19
323536.............. 130106-0119........ A-34 3301GFA143.......... 130137-0221........ E-28 3400................ 130138-0049........ E-55
3547, ... 130136-0046. . ...... E-53 3301GFB143.......... 130137-0222........ E-28 3400-20............. 130138-0050........ E-55
32547M123 .......... 130136-0047........ E-53 3301GFD143 ......... 130137-0223........ E-28 3400-20A123.......... 130138-0051........ E-55
32547M143 . ......... 130136-0048........ E-53 3301GFL143.......... 130137-0224......... E-28 400L............... 130138-0053........ E-55
325478123 .......... 130136-0001........ E-53 3301GGFA143 ........ 130137-0225........ E-28 340020 ............ 130138-0054. ....... E-55
325478143 .......... 130136-0049........ E-53 3301GGFB143 ........ 130137-022........ E-28 340310A. ............ 130104-0039........ A-33
32553 ...l 130136-0050........ E-53 3301GGFL143. ........ 130137-0227......... E-28 3047, ...l 130135-0303........ E-57
32553B123 .......... 130136-0052. ....... E-53 3304GFA123.......... 130137-0234........ E-28 047L. ...l 130135-0304........ E-57
3260................ 130138-0035........ E-50 3304GFB123. ......... 130137-0235........ E-28 34048............... 130135-0309........ E-57
3260W.............. 130138-0036........ E-51 3304GFD123 ......... 130137-0236......... E-28 340510A. ............ 130104-0040........ A-33
3261................ 130138-0037........ E-50 3304GFLI23. ......... 130137-0237........ E-28 M0, 130138-0057........ E-55
3261W.............. 130138-0038........ E-51 3304GGFA123 ........ 130137-0238........ E-28 3410-20............. 130138-0058........ E-55
3262................ 130138-0039........ E-50 3304GGFL123. ........ 130137-0240. .. .. ... E-28 0Ll 130138-0097........ E-55
3262W.............. 130138-0040........ E-51 3320................ 130135-0246........... E-44 41020............ 130138-0059........ E-55
3263................ 130138-0041........ E-50 3320M123 ........... 130135-0247........ E-44 M1320............. 130138-0061........ E-55
3263W.............. 130138-0042........ E-51 33208123 ........... 130135-0248........ E-44 M3-20............ 130138-00%........ E-55
3264................ 130138-0102........ E-50 33200123 ........... 130135-0013........ E-44 J510A. ... 130106-0120........ A-33
3264W.............. 130138-0043........ E-51 3320E123............ 130135-0249........ E-44 547, ...l 130135-0312........ E-57
3265................ 130138-0044........ E-50 3320FAI23........... 130135-0250......... E-44 492 ... 130135-0313........ E-30
3266................ 130138-0045........ E-51 3320L123............ 130135-0251........ E-44 493 ...l 130135-0314........ E-30
3260W.............. 130138-0046........ E-51 3321M23 ... 130135-0014........ E-46 94, ... 130135-0315........ E-30
32708............... 130136-0053......... E-53 3321E123............ 130135-0254........ E-46 35001.............L 130094-0209........ (-33
32708A123 .......... 130136-0054......... E-53 B2L123............ 130135-0255........ E-46 35002............... 130094-0211........ (-33
32708A143 .......... 130136-0055........ E-53 3322 ... 130135-02%........ E-45 35003............... 130094-0213........ (-33
327088143 .......... 130136-0057........ E-53 220123 ........... 130135-0257........ E-45 35004............... 130094-0215........ (-33
347, 130136-0058........ E-53 33228123 ........... 130135-0258........ E-45 35005. . ...l 130094-0217........ (-33
3274IM23 ...l 130136-0059........ E-53 33220123 ........... 130135-0259........ E-45 35006............... 130094-0219........ (-33
327478123 .......... 130136-0060. ........ E-53 3322E123............ 130135-0260........ E-45 35007............... 130094-0221........ (-33
327478143 .......... 130136-0061........ E-53 3322FL123........... 130135-0262.......... E-45 35008............... 130094-0223........ (-33
3290-1.............. 130135-0195........ E-48 B22L123............ 130135-0263........ E-45 35009............... 130094-0225........ (-33
3290-1B143.......... 130135-019%........ E-48 3323FL123........... 130135-0343........ E-46 35010............... 130094-0227........ (-33
3290-1E143.......... 130135-0197........ E-48 3324FL123........... 130135-0015........ E-45 3501, ..o 130094-0228. ....... (-33
3290-2.............. 130135-0198........ E-48 3B4123............ 130135-0268........ E-45 35030............... 130094-0230........ (-32
3290-2E143.......... 130135-0200........ E-48 335L123............ 130135-0272........ E-46 35031l 130094-0232........ (-32
3290-3.............. 130135-0201........ E-48 B27M123 ........... 130135-0273........ E-44 35032 ...l 130094-0234........ (-32
3290-3E123.......... 130135-0203........ E-48 B27L123............ 130135-0276........ E-44 35033l 130094-0236......... (-32
32909.............. 130135-0204........ E-48 3330123 ........... 130135-0278........ E-44 35034, ...l 130094-0238........ (-32
3290-9E123.......... 130135-0205........ E-48 33308123 ........... 130135-0279........ E-44 35035, ... 130094-0240......... (-32
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35036, .............. 130094-0242......... (-32 35201, ... 130094-0342........ (-34 35426............... 130094-0442. . ...... 37
35037l 130094-0244........ (-32 35202............... 130094-0344........ (-34 35427 ... 130094-0444. . ...... 37
35038............... 130094-0246........... (-32 35203............... 130094-0346. . ...... (-34 35428............... 130094-0446. . ...... 37
35039, ...l 130094-0247......... (-32 35204............... 130094-0348........ (-34 35429. ...l 130094-0448. . ...... C-37
35040............... 130094-0249........ (-32 35205, . ...l 130094-0350......... (-34 35430............... 130094-0450. ....... 37
35060............... 130094-0251........ (-34 35225, .. 130094-0352......... C-35 35431 .. 130094-0452. . ...... 37
35061, . ...t 130094-0253........ (-34 35226............... 130094-0354........ C-35 35432 ...l 130094-0453. . ...... 37
35062............... 130094-0255........ (-34 35227 .. 130094-035........ C-35 35433 ...l 130094-0455. . ...... C-37
35063............... 130094-0257........ (-34 35228............... 130094-0357........ C-35 35435, ...l 130094-0457........ (-36
35064............... 130094-0259........ (-34 35229. ...l 130094-0358........ (-35 35436............... 130094-0459........ (-36
35065, . ...t 130094-0261........ (-34 35230............... 130094-0359........ (-35 35437, ...l 130094-0461........ (-36
35066............... 130094-0263........ (-34 23 130094-0360......... (-35 35438............... 130094-0463. . ...... (-36
35067............... 130094-0265........ (-34 35232 ... 130094-0361........ (35 35440............... 130094-0465. . ...... 37
35068............... 130094-0267.......... (-34 35270............... 130094-0367.......... (-33 35441, ... 130094-0466. . ...... 37
350609............... 130094-0268........ (-34 B 130094-0368......... (-33 35442, .. ............ 130094-0468. . ...... 37
35070............... 130094-0269........ (-34 35272 ... 130094-0370........ (-33 35443, .. ... 130094-0470. ....... 37
35090............... 130094-0271........ (-35 35273 .. 130094-0372......... (-33 35444. .. ............ 130094-0472. . ...... 37
35091, ...l 130094-0273........ (-35 5274, 130094-0374........ (-33 35445, .. ... 130094-0474. . ...... 37
35092, ...l 130094-0275........ (-35 35275, . 130094-0376........ (-33 35446............... 130094-0476. . ...... 37
35093l 130094-0276......... (-35 35276, .............. 130094-0378........ (-33 35447, .. ...l 130094-0478........ 37
35094, ... 130094-0278........ (-35 527 ..o 130094-0380........ (-33 35448............... 130094-0479........ 37
35095, ...l 130094-0279........ (-35 35278, ... 130094-0382......... (-33 35450............... 130094-0480. ....... (-36
3509............... 130094-0280........ (-35 35279, ..o 130094-0383........ (-33 35451, ... 130094-0482. ........ (-36
35097. ...l 130094-0281........ (-35 35280............... 130094-0384........ (33 35452, .. ...l 130094-0484. . ...... (-36
35098............... 130094-0283........ (-35 35285.. ...l 130094-0385........ (-32 35453, ... 130094-0486. .. ..... (-36
35099, 130094-0284........ (-35 35286............... 130094-0387........ (-32 35851, ... 130095-0123......... (-44
510l 130136-0065........ E-54 35287............... 130094-0389........ (-32 35865.. ...t 130095-0124........ (-44
3510A143 ........... 130136-0066......... E-54 35288............... 130094-0391........ (-32 35866............... 130095-0125........ (-44
3510PLG. ............ 130136-0067 .. ...... E-54 35289............... 130094-0393........ (-32 35867............... 130095-0126........ (-44
5135 .. 130094-0288........ (-33 35290............... 130094-0395........ (-32 35868............... 130095-0127........ (-44
35136l 130094-0290........ (-33 9. 130094-0397........ (-32 35869............... 130095-0128........ (-44
I3 130094-0292........ (-33 35292............... 130094-0399........ (-32 35870............... 130095-0129........ (-44
35138 ... 130094-029%4........ (-33 35293, ... 130094-0401........ (-32 35871, .. 130095-0130........ (-44
5139 130094-02%........ (-33 3529, ... 130094-0403......... (-32 35872 ...l 130095-0131........ (-44
35140............... 130094-0298........ (-33 35300............... 130094-0406. . ....... (-34 35873, ... 130095-0132........ (-44
M4 130094-0300........ (-33 35301 ... 130094-0408. . ...... (-34 35874, ... 130095-0133........ (-44
35142 ... 130094-0302......... (-33 35302............... 130094-0410........ (-34 35875, .. 130095-0134........ (-44
5143 130094-0304........ (-33 35303............... 130094-0412........ (-34 35880............... 130095-0135........ (-44
B4, ... 130094-0306......... (-33 35304, ... 130094-0414.. .. .... (-34 35881, 130095-0136........ (-44
35145l 130094-0308........ (-33 35305, 130094-0416......... (-34 35882, .............. 130095-0137........ (-44
35165, 130094-0310........ (-32 35306............... 130094-0418........ (-34 35883............... 130095-0138........ (-44
35166............... 130094-0312........ (-32 35307, 130094-0420......... (-34 35884............... 130095-0139........ (-44
35167, 130094-0314........ (-32 35308............... 130094-0422. . ...... (-34 35885, . ...l 130095-0140........ (-44
35168............... 130094-0316........ (-32 35309............... 130094-0424.. .. .... (-34 35886............... 130095-0141........ (-44
35169, 130094-0318........ (-32 35310............... 130094-0426. . ...... (-34 35887............... 130095-0142........ (-44
5170l 130094-0320......... (-32 35330............... 130094-0429........ (-35 35898............... 130095-0144........ (-44
BT 130094-0322......... (-32 3533 .. 130094-0430......... (-35 35899............... 130095-0145........ (-44
BI72 . 130094-0324........ (-32 35332 ...l 130094-0432........ (-35 35901l 130095-0146......... (41
BI73 . 130094-0326.......... (-32 35333 ... 130094-0434. . ...... (-35 35902............... 130095-0147........ (41
B4 ... 130094-0328........ (-32 35334, ... 130094-0435........ (-35 35903............... 130095-0148........ (41
BI75. . 130094-0329........ (-32 35335, .. 130094-0436. . ...... (35 35904............... 130095-0149........ (41
35195, .. 130094-0330........ (-34 35336.. ... 130094-0437......... (35 35905.. ...l 130095-0150......... 41
3519%............... 130094-0332........ (-34 35337, .. 130094-0438........ (-35 35906............... 130095-0151........ C-41
5197 130094-0334........ (-34 35338, ...l 130094-1042........ (-35 35907............... 130095-0152........ C-41
35198, ...l 130094-0336........ (-34 35339 ...l 130094-1400........ (35 35908............... 130095-0153........ C-41
35199 ...l 130094-0338........ (-34 35340............... 130094-0439........ (35 35909............... 130095-0154........ C-41
35200............... 130094-0340......... (-34 35425, ...l 130094-0440. . ...... 37 35930............... 130095-0165........ (-42
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35930 .. 130095-0166........ (-42 36143............... 130095-0257........ C-47 36316............... 130097-0200......... C-6
35932, ...l 130095-0167......... (-42 36144............... 130095-0258........ C-47 36317............... 130097-0201......... 7
35933, ... 130095-0168........ (-42 36145............... 130095-0259........ C-47 36319............... 130097-0202......... 7
35934, ... 130095-0169........ (-42 36146............... 130095-0260........ C-47 36321.......... ... 130097-0203......... 7
35935 .. 130095-0170........ (-42 36147............... 130095-0261........ C-47 36323............... 130097-0204......... 7
35937, . 130095-0171........ (-42 36148............... 130095-0262.......... C-47 36326............... 130097-0205......... (-8
35940............... 130095-0172........ (-43 36149............... 130095-0263........ C-47 36328............... 130097-0206.......... -8
/9. 130095-0173........ (-43 362................. 130114-0017........ A-36 36330............... 130097-0207......... -8
35942 ... 130095-0174........ (-43 36237............... 130099-0051........ (-39 36340............... 130097-0210......... C-6
35943 ...l 130095-0175........ (-43 36237SS............. 130099-0228........ (-39 36342 .............. 130097-0211......... -6
35944, ...l 130095-0176........ (-43 36238............... 130099-0052........ (-39 30344 .............. 130097-0212......... -6
35945, ...l 130095-0177........ (-43 36238SS............. 130099-0229........ (-39 36346............... 130097-0213......... -6
35946............... 130095-0178........ (-43 36241............... 130094-0488........ (-39 30347............... 130097-0214......... 7
35947, ...l 130095-0179........ (-43 36241SS............. 130094-1401........ (-39 36349............... 130097-0215......... 7
35948............... 130095-0180........ (-43 36245............... 130097-0156......... C-6 36351, ... 130097-0216......... 7
35950............... 130095-0181........ (-43 36246............... 130097-0157......... C-6 36353............... 130097-0217......... 7
35951, .. 130095-0182........ (-43 36248............... 130097-0158......... 7 36355, ...l 130097-0218......... -8
35952, ...l 130095-0183........ (-43 36249............... 130097-0159......... -8 36357. ... 130097-0219......... -8
35953 ...l 130095-0184........ (-43 36250............... 130097-0160......... C-6 36359............... 130097-0220......... -8
35954, ...l 130095-0185........ (-43 36251, ...l 130097-0161......... C-6 36361............... 130097-0221......... -8
35955, .. 130095-0186........ (-43 36254............... 130097-0163......... C-6 36362............... 130097-0222......... -8
35956, . ............. 130095-0187........ (-43 36256............... 130097-0165......... C-6 36363............... 130097-0223......... -8
35960............... 130095-0188........ (-43 36257............... 130097-0166. ........ 7 36364............... 130097-0224......... 8
35961............... 130095-0189........ (-43 36259............... 130097-0167......... 7 36370............... 130096-0034. ....... (-25
35962............... 130095-0190........ (-43 36261............... 130097-0168......... 7 36371l 130096-0036. ....... (-25
35963............... 130095-0191........ (-43 36263............... 130097-0170......... 7 36372............... 130096-0037........ (-25
35964............... 130095-0192........ (-43 36265............... 130097-0171......... -8 36373............... 130096-0038........ (-25
35970............... 130095-0194. .. .C-41, C-56 36267............... 130097-0172......... (8 36374............... 130096-0039........ (-25
971 130095-0196. .. .C-41, C-56 36269............... 130097-0173......... (& 36375, 130096-0040........ (-25
35972 ...l 130095-0197. .. .C-41, C-56 36270............... 130097-0174......... (& 36380............... 130096-0041........ (-25
35973 .. 130095-0198. .. .C-41, (-56 36271............... 130097-0175......... (8 36381............... 130096-0042......... (-25
974, .............. 130095-0200. . . .C-41, C-56 36272............... 130097-0176.......... (8 36382............... 130096-0043........ (-25
35975, .. 130095-0201. .. .C-41, C-56 36273............... 130097-0177......... (8 36390............... 130096-0044........ (-25
35976............... 130095-0202......... (41 36274............... 130097-0178......... (8 36391............... 130096-0045........ (-25
35980............... 130095-0203........ (-43 36275, .............. 130097-0179......... (8 36392............... 130096-0046.......... (-25
WM. .. 130135-0316........ E-29 36276............... 130097-0180......... (8 36393............... 130096-0047........ (-25
W4T . 130135-0317........ E-29 36277............... 130097-0181......... (8 36394............... 130096-0048........ (-25
36010............... 130095-0205........ (-44 36278............... 130097-0182......... 9 36395, ...l 130096-0049........ (-25
36101............... 130095-0225. ........ 47 36279............... 130097-0183......... 9 364................. 130114-0018........ A-36
36102............... 130095-0227......... (-47 36280............... 130097-0184......... -6 36400............... 130096-0050........ (-25
36103............... 130095-0229........ (-47 36282............... 130097-0185......... 6 36401............... 130096-0051........ (-25
36104............... 130095-0230........ (-47 36284............... 130097-0186.......... 6 36402............... 130096-0052........ (-25
36105............... 130095-0231........ C-47 36286............... 130097-0187......... 6 36403............... 130096-0053........ (-25
36106............... 130095-0232........ C-47 36287............... 130097-0188......... 9 36404............... 130096-0054........ (-25
36107............... 130095-0233........ C-47 36288............... 130097-0189......... 9 36405............... 130096-0055........ (-25
36120............... 130095-0240. ........ C-47 36289............... 130097-0190......... 9 36440............... 130096-0056.......... (-25
36121l 130095-0241........ C-47 36290............... 130097-0191......... 7 36443............... 130096-0058........ (-25
36122............... 130095-0242. . ...... C-47 36292............... 130097-0627........... 7 36470............... 130097-0231......... 9
36123............... 130095-0243........ C-47 36294............... 130097-0192......... 7 36471, .............. 130097-0232......... 9
36124............... 130095-0244. . ...... C-47 3629............... 130097-049%.......... 7 36472............... 130097-0233......... 9
36125............... 130095-0245........ C-47 36298............... 130097-0193......... -8 36473............... 130097-0234......... 9
36126............... 130095-0246. . ...... C-47 62V, ... 130112-0153........ A-36 36475............... 130097-0235......... 9
36127............... 130095-0247......... C-47 36300............... 130097-0194......... (-8 36476............... 130097-0236. ........ 9
36128............... 130095-0248......... C-47 36302............... 130097-0195......... -8 36477............... 130097-0237......... 9
36140............... 130095-0253........ C-47 36310............... 130097-0197......... C-6 36478............... 130097-0238......... 9
36141............... 130095-0255........ C-47 36312 ... 130097-0198......... C-o6 36479............... 130097-0239......... 9
36142............... 130095-0256........ C-47 36314............... 130097-0199......... -6 36480............... 130097-0240......... 9
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36481............... 130097-0241......... 9 36587............... 130094-0517........ (-39 36808............... 130097-0284........ 10
36482............... 130097-0242. ........ 9 36589............... 130094-0519........ (-39 36809............... 130097-0285......... ¢10
36483............... 130097-0243.......... 9 36591, 130094-0520. . ...... (-39 36810............... 130097-0286. . ...... 10
36484............... 130097-0244. ........ 9 36594, .............. 130094-0521........ (-39 36811............... 130097-0287........ 10
36485, .............. 130097-0245. ........ 9 36610............... 130095-0272......... (-46 36812............... 130097-0288........ 10
36486............... 130097-0246......... 9 36610............... 130095-0273........ (-46 36813............... 130097-0289........ 10
36487............... 130097-0247. ........ 9 36612............... 130095-0274........ (-46 36814............... 130097-0290........ 10
36488............... 130097-0248.......... 9 36613............... 130095-0275......... (-46 36815............... 130097-0291........ 10
36489............... 130097-0249.......... 9 36614............... 130095-0276. . ...... (-46 36816............... 130097-0292.......... 9
36497............... 130097-0252........... 9 36615............... 130095-0277......... (-46 36818............... 130097-0293.......... (-8
36498............... 130097-0253.......... 9 36620............... 130095-0278........ (-45 36819............... 130097-0628......... (-8
36499............... 130097-0254. ........ 9 36621............... 130095-0279........ (-45 36826............... 130097-0629......... (-8
34V, ...l 130112-0154........ A-36 36622............... 130095-0280........ (-45 36827............... 130097-029%......... (-8
36500............... 130097-0255.......... 9 36623............... 130095-0281........ (-45 36829............... 130097-0295......... (-8
36501............... 130097-025%.......... 5 36624............... 130095-0282. ........ (-45 36830............... 130097-02%.......... (-8
36503............... 130097-0258.......... 5 36625............... 130095-0283........ (-45 36831............... 130097-0297.......... (-8
36505............... 130097-0260. . ....... G5 36626............... 130095-0284........ (-45 37-8564............. 130185-0558........ A-29
36508............... 130097-0262. ......... G5 36627............... 130095-0285......... (-45 37-8574............. 130185-0471........ A-29
36512............... 130097-0265.......... G5 36628............... 130095-0286. . ...... (-45 0. 130112-0160........ A-34
36515............... 130097-0269......... G5 36629............... 130095-0287........ (-45 37030............... 130096-0065. ........ (-25
36516............... 130097-0271.......... G5 36640............... 130095-0288........ (-45 37031l 130096-0066. . ...... (-25
36517............... 130097-0272. ........ G5 36641............... 130095-0289........ (-45 37032, ...l 130096-0067........ (-25
36518............... 130097-0273.......... G5 36042............... 130095-0290........ (-45 K7 A11) P 130096-0069........ (-26
36519............... 130097-0274. ........ G5 36643............... 130095-0291........ (-45 37101-90............ 130096-0070........ (-26
36550............... 130096-0059........ (-30 30644............... 130095-0292........ (-45 37102............... 130096-0071........ (-26
36551, ... 130096-0060......... (-30 36045............... 130095-0293........ (-45 3710290............ 130096-0072......... (-26
36552............... 130096-0061 ......... (-30 30646............... 130095-02%........ (-45 37103 130096-0073........ (-26
36553 130096-0062......... (-30 36647............... 130095-0295........ (-45 37103-90............ 130096-0074........ (-26
36554............... 130096-0063........ (-30 36661............... 130095-0297........ (-48 J104............... 130096-0075......... (-26
36555, ...l 130096-00064........ (-30 36062............... 130095-0298......... (-48 37104-90............ 130096-0076. . ...... (-26
36560............... 130094-0489........ (-39 36063............... 130095-0299........ (-48 37105, 130096-0077........ (-26
36560SS............. 130094-0490........ (-39 36064............... 130095-0300........ (-48 37105-90............ 130096-0078........ (-26
36562............... 130094-0491........ (-39 36670............... 130094-0522. . ...... (-48 37106, .............. 130096-0079........ (-26
365628S............. 130094-0492........ (-39 36671............... 130094-0523........ (-48 2. 130112-0161........ A-34
36564............... 130094-0493........ (-39 36072............... 130094-0524. . ...... (-48 JIN.............l 130112-0162. ....... A-34
36564SS............. 130094-04%........ (-39 36673............... 130094-0525......... (-48 364N .............. 130155-0041...D-7, D-112
36567............... 130094-0495........ (-39 36074............... 130094-0526. . ...... (-48 J765N ...l 130155-0042...D-7, D-112
36567SS............. 130094-04%........ (-39 36075............... 130094-0527......... (-48 3769, 130155-0043...D-7, D-112
36569............... 130094-0497........ (-39 36076............... 130094-0528......... (-48 7. 130112-0163........ A-34
36569SS............. 130094-0498........ (-39 36080............... 130094-0529........ (-48 75 130155-0044...D-7, D-112
36571 ...l 130094-0499........ (-39 36081............... 130094-0530......... (-48 I 130112-0164........ A-34
36571SS. ...l 130094-0500........ (-39 36682............... 130094-0531........ (-48 I8 130114-0019........ A-34
36573, 130094-0501........ (-38 36683............... 130094-0532......... (-48 IOV 130112-01¢66. ....... A-34
36574............... 130094-0502......... (-39 36084............... 130094-0533........ (-48 380010A. ............ 130107-0038........ A-33
36574SS............. 130094-0503........ (-39 36685............... 130094-0534........ (-48 380310A............. 130107-0039........ A-33
36575, ...l 130094-0504........ (-38 36686............... 130094-0535......... (-48 380510A............. 130107-0040. ....... A-33
36576............... 130094-0505........ (-38 367................. 130112-0156........ A-36 B0R........ll 130112-0169........ A-36
36577............... 130094-0506......... (-38 67V, ... 130112-0157......... A-36 IR ...l 130112-0171........ A-34
36578............... 130094-0507........ (-38 368................. 130112-0158........ A-36 382 130112-0172........ A-36
36579............... 130094-0509........ (-38 36800............... 130097-0276. . ...... C10 33 130112-0173........ A-34
36580............... 130094-0510........ (-39 36801............... 130097-0277......... C10 /5. . 130112-0174........ A-34
36581............... 130094-0511........ (-38 36802............... 130097-0278........ C10 387010A............. 130107-0042. ....... A-33
36582............... 130094-0512........ (-39 36803............... 130097-0279........ C10 387510A. ............ 130107-0043......... A-33
36583............... 130094-0513........ (-38 36804............... 130097-0280........ C10 38897............... 130095-0143........ (-44
36584............... 130094-0514........ (-39 36805............... 130097-0281........ 10 40-1040............. 130112-0176........ A19
36585............... 130094-0515........ (-38 36806............... 130097-0282. ....... 10 40-30706............ 130137-0246. . ...... E-36
36586............... 130094-0516........ (-38 36807............... 130097-0283........ 10 40-3660............. 130138-0069........ E-53
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40-9100............. 130186-0535........ E-33 4222190 ............ 130186-0318......... F-6 454, ... 130128-0118........ E-49
409441............. 130186-0719......... A7 4200 ............... 130126-0235......... F-9 A54R............... 130128-0119........ E-33
40-9442............. 130113-0007......... A7 4203.............. L. 130126-0236......... F-9 454GF. . ............. 130128-0120........ E-49
40-9456............. 130186-0561......... A7 4204 ............... 130148-0072......... F-9 455-BD1 . ... ... .. 130128-0150........ E-32
4002................ 130126-0186......... F-9 4205.. ... 130148-0073......... F-9 455-FD1BLK . ......... 130128-0160........ E-32
4003................ 130126-0187......... F-9 4206................ 130126-0237......... F-9 455-PD2............. 130128-0151........ E-32
4004................ 130126-0188......... F-9 4207. ... 130126-0238......... F-9 455-FD2BLK . ......... 130128-0161........ E-32
4005................ 130126-0189......... F-9 4208................ 130126-0239......... F-9 455-PD3............. 130128-0152........ E-32
4006................ 130126-0190......... F-9 4209. ... 130126-0240......... F-10 455-FD3BLK . ......... 130128-0162........ E-32
4007................ 130126-0192.......... F-9 420002.............. 130198-0124....... D-120 455-TAS0 ............ 130128-0167........ E-32
4008................ 130126-0193......... F-9 42002W ............ 130198-0118........ D-61 455-TA75 ...l 130128-0168........ E-32
4009................ 130126-0195........ F-10 42005............... 130150-0125....... D-120 459. .o 130138-0004. . . .E-33, E-49
4010................ 130126-019%........ F-10 42005W............. 130150-0126........ D-61 460C12.............. 130150-0185....... D-120
011 130126-0197........ F-10 2007, .............. 130150-0127....... D-120 460C12W ............ 130150-0186........ D-61
012................ 130126-0198........ F-10 42000W............. 130150-0128........ D-61 46005............... 130150-0187....... D-120
402................. 130109-0007........ A-21 42009............... 130150-0288....... D-120 460C5W . ............ 130150-0188........ D-61
4020................ 130128-0100......... F-7 42009W . ............ 130150-0129........ D-61 460C7............... 130150-0189....... D-120
4020-2.............. 130128-0101......... F-7 420M12.............. 130150-0135....... D-120 460C7W . ............ 130150-0190........ D-61
4022................ 130126-0199......... F-7 420P12W ............ 130150-0136........ D-61 46009............... 130150-0191....... D-120
4022-2.............. 130126-0200. ........ F-7 42005............... 130150-0137....... D-120 46009W . ............ 130150-0192........ D-61
40226S. ............. 130126-0204......... F-7 420P5W . ............ 130150-0138........ D-61 460P12.............. 130150-0198....... D-120
40226 .............. 130126-0205. ......... F-7 42007............... 130150-0139....... D-120 460P12W ............ 130150-0199........ D-61
4023................ 130126-0207......... F-7 420P7W . ............ 130150-0148........ D-61 460P5............... 130150-0200....... D-120
4023-2.............. 130126-0208. ........ F-7 42009 .............. 130150-0141....... D-120 460P5W . ............ 130150-0201........ D-61
4023ES.............. 130126-0209......... F-7 420P9W . ............ 130150-0142........ D-61 460P7............... 130150-0202. ....... D-120
4023 .............. 130126-0210......... F-7 420012 ...l 130150-0143....... D-120 460P7TW . ............ 130150-0203........ D-61
04................ 130126-0212......... F-7 420RI2W............ 130150-0144........ D-61 460P9............... 130150-0204....... D-120
4024-2.............. 130126-0213......... F-7 420R5. .............. 130150-0145....... D-120 460P9W . ............ 130150-0205........ D-61
4024ES. ............. 130126-0214......... F-7 420RW............. 130150-0146......... D-61 460R12 ............. 130150-0206. ....... D-120
4046 .............. 130126-0216......... F-7 420R7............... 130150-0147....... D-120 460RT2W ............ 130150-0207........ D-61
402................ 130126-0218......... F-7 420R7W............. 130150-0148........ D-61 460R5............... 130150-0208....... D-120
4026-2.............. 130126-0219......... F-7 420R9............... 130150-0149....... D-120 460R5W . ............ 130150-0209........ D-61
4026ES.............. 130126-0222. ........ F-7 420R9W . ............ 130150-0150........ D-61 460R7............... 130150-0210....... D-120
40266 .............. 130126-0223.......... F-7 mo................ 130126-0241........ F-10 460R7TW ............. 130150-0211........ D-61
4028................ 130126-0036. ........ F-7 ma................ 130126-0242.... .. ... F-10 460R9............... 130150-0212....... D-120
4028-2.............. 130126-0224. ........ F-7 43005W . ...l 130150-0156........ D-61 460R9W ............. 130150-0213........ D-61
A4028ES.............. 130126-0226......... F-7 43007............... 130150-0157....... D-120 4700DW............. 130148-0074........ D-81
40286 .............. 130126-0227.......... F-7 4300W............. 130150-0158........ D-61 42................ 130144-0023. ...D-7, D-81
4032................ 130126-0228. ........ F-8 43009W ............. 130150-0160........ D-61 4200, ............. 130144-0024.. ...... D-81
4032-2.............. 130126-0229.......... F-8 430P5SW . ... 130150-0169........ D-61 4q29................ 130144-0025. ...D-7, D-81
4032BLK. ............ 130126-0230.......... F-8 430P7............... 130150-0170....... D-120 200 ............. 130144-0026......... D-81
405 130109-0009........ A2 430P7W ............. 130150-0171........ D-61 4730, ...l 130144-0027....D-7,D-95
4052................ 130126-0231......... F-6 430P9W . ............ 130150-0173........ D-61 4739. ...l 130144-0029....D-7,D-95
4052BLK. ............ 130126-0232.......... F-6 430R5W . ............ 130150-0175........ D-61 447................ 130149-0066......... D-85
4-6762............. 130112-0186........ A13 A30RTW ............. 130150-0177........ D-61 441QR. ...l 130149-0067........ D-85
410002W........... 130150-0105........ D-61 430R9W ............. 130150-0179........ D-61 4748................ 130149-0068........ D-88
410065W ............ 130150-0106........ D-61 M40................. 130138-0072........ E-52 4748QR. ............. 130149-0069........ D-88
410007W ............ 130150-0107........ D-61 0F................ 130138-0073........ E-52 449................ 130149-0070........ D-90
410009W ............ 130150-0108........ D-61 442................. 130136-0070........ E-52 aq7................ 130144-0031....D-7, D-84
4100P12W........... 130150-0112........ D-61 46................. 130138-0075........ E-52 4q74................ 130149-0071........ D-99
4100P5W ............ 130150-0113........ D-61 450, ...l 130128-0111........ E-49 475 ..ol 130149-0072....... D-101
4100P7W ............ 130150-0114........ D-61 451 .. 130128-0112........ E-49 a76................ 130149-0074. ...... D-102
4100P9W ............ 130150-0115........ D-61 452. ...l 130128-0113........ E-49 a7m9................ 130144-0033....D-7, D-84
4100R12W........... 130150-0116........ D-61 452QR. ...l 130128-0114........ E-33 4976................ 130149-0085....... D-105
4100R5W ............ 130150-0117........ D-61 453. ...l 130128-0115........ E-49 4976QR.............. 130149-0086....... D-105
4100R7W ............ 130150-0118........ D-61 53R, ...l 130128-0116........ E-33 50-8575............. 130112-019%........ A-30
4100RW ............ 130150-0119........ D-61 453GF. .............. 130128-0117........ E-49 50-8578............. 130201-0750........ A-30
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5000................ 130111-0027 ......... A-36 5262DWW ........... 130148-0089........ D-67 5524M ...l 130099-0072......... 12
5002................ 130111-0030......... A-36 5266................ 130144-0036. . .. D-7, D-66 5524MSS ............ 130097-0322........ 24
5003................ 130111-0031........ A-36 5266YL.............. 130144-0043........ D-66 5524NM............. 130099-0073........ (12
5030ttt 130111-0044......... A-37 5269................ 130144-0044. .. .D-7, D-66 55248S. ...l 130098-0055........ 24
50521l 130126-0243.......... F-5 5260L............... 130144-0048 . . D-66, D-136 524W ...l 130098-0056. ..... .. 12
5052-M..........Ll 130126-0246.......... F-5 5260VL.............. 130144-0050. ....... D-66 5524WBLK ........... 130098-0057........ C13
5052l 130126-0247......... F-5 5361DW............. 130149-0089........ D-74 5525l 130098-0058........ C18
50541l 130126-0248........... F-5 53620W............. 130148-0097........ D-74 5525M .. 130099-0074........ C18
5054-IM. ... 130126-0249.......... F-5 5362DWBL........... 130148-0091........ D-74 5525NM............. 130099-0075........ C18
5054-IN............ 130126-0250........... F-5 5362DWBLK .......... 130148-0099........ D-74 S5525W ...l 130098-0060. ... .. C18
5054-2.............. 130126-0251.......... F-5 5362DWCR........... 130148-0100......... D-74 5526................ 130098-0061 ........ 12
5056-1.......oiil 130126-0256........... F-5 53620W1 ............ 130148-0102........ D-74 5526M.............. 130099-0076. ....... 12
5056- M. ............ 130126-0257........... F-5 5362DWR............ 130148-0104........ D-74 5526MSS ............ 130097-0323........ 24
5056-IN............. 130126-0258........... F-5 5366................ 130144-0053....D-7, D-73 5526M\M............. 130099-0077........ 12
5056-2M. ............ 130126-0260. . ....... F-5 53660RG ............ 130144-0054........ D-73 55268S.............. 130098-0063........ 24
50581l 130126-0262........... F-5 5369 130144-0057....D-7, D-73 5526W.............. 130098-0064. ....... 12
5058-IM............. 130126-0263........... F-5 5398l 130098-0024........ C1 5526WBLK . .......... 130098-0065. ....... C13
5058-IN............. 130126-0264........... F-5 5400................ 130098-0025......... C1 527l 130098-0066. .. ... .. C18
5058-2M............. 130126-0266............ F-5 5402................ 130098-0026. ....... C1 552IM ..o 130099-0078........ C18
5058-3M............. 130126-0268........... F-5 545DW............. 130148-0106........ D-76 5527\M . .........LL. 130099-0079........ 18
505B-RM............. 130126-0012....... k-5, F-7 54620W............. 130148-0107........ D-76 S552W ...l 130098-0068......... C18
505BCC......elitt 130126-0008........... F-5 5462DWCR........... 130148-0108......... D-76 5528......... L. 130098-0069........ 12
505BCL............. 130126-0009. .. .. F-5,F-13 5466................ 130144-0061. .. .D-7, D-76 5528M ...l 130099-0080........ 12
505PL-GS ............ 130126-0021.......... F-5 5466YL.............. 130144-0062. . ...... D-76 5528MSS ............ 130097-03%4........ 24
505PLRS ............ 130126-0022.......... F-5 5469................ 130144-0063. . .. D-7, D-76 5528NM............. 130099-0081........ (12
505PL-YS ....ollll 130126-0023........... F-5 5469VL.............. 130144-0064. . ...... D-76 5528S.............. 130098-0070......... 24
505882 ........... .. 130126-0025........... F-5 5500................ 130098-0027........ C11 5528W.............. 130098-0071........ (12
5058S-3N0............ 1301260027 .......... F-5 5501 ...l 130098-0028......... 18 5528WBLK ........... 130098-0072......... 13
5055W-T.....ooeeet 130126-0028........... F-5 5502l 130098-0029........ ¢n 5529. ..l 130098-0073......... 18
5055W-12N0 ........... 130126-0029.......... F-5 5503l 130098-0030........ 18 5529M ... 130099-0082. ....... 18
505SW-TNONC .......... 130126-0030. ......... F-5 5504l 130098-0031........ ¢n 5529NM............. 130099-0083......... 18
5055W-2............. 130126-0031.......... F-5 5505 .l 130098-0425...... .. 18 5529W ... 130098-0075......... 18
5055W-M ...l 130126-0033.......... F-5 5506, 130098-0032........ ¢n 55300l 130098-0076........ 12
5055W-N ...l 130126-0034. ........ F-5 5507l 130098-0033........ 18 5530M ...l 130099-0084. ....... 12
50W50.............. 1301550077 ........ D-57 5508l 130098-0034........ N 5530MSS ............ 130097-0325........ 24
50W50BLK ............ 130155-0078........ D-57 5509l 130098-0035........ 18 5530NM............. 130099-0085......... 12
50W52.........Ll. 130155-0080. ....... D-57 5518l 130098-0036........ (12 55308S. ...l 130098-0077........ 24
S50W5ZBLK ........... 130155-0081........ D-57 551888l 130098-0037 ........ 24 5530W. ...l 130098-0078........ 12
50W54 ...l 130155-0082. ....... D-58 S5518W........l. 130098-0038........ (12 5530WBLK ........... 130098-0079........ ¢13
S50W54BLK . .......... 130155-0083......... D-58 519 130098-0039........ 18 5531 130098-0080. ....... 18
50W56.............. 130155-0084. ....... D-58 5519W......o 130098-0040. ....... 18 553IM ... 130099-0086........ 18
5166................ 130144-0034. ... D-7, D-63 5520l 130098-0041........ (12 553INM. ... 130099-0087 ........ 18
5169................ 130144-0035. ... D-7, D-63 55208S.............. 130098-0424...... .. 24 553IW ... 130098-0081......... 18
5176, ..o 130144-0008. ... D-7, D-63 5500W.............. 130098-0043...... .. (12 5532l 130098-0082. ....... 12
500............... 130150-0227 ........ D-120 501 130098-0044. ..... .. 18 553M ...l 130099-0088......... 12
52009............... 130150-0229........ D-120 50w 130098-0045...... .. 18 553IMSS ...l 130097-0326. ....... 24
520P7............... 130150-0238. ...... D-120 5522l 130098-0046........ 12 55328S. .o, 130098-0085........ 24
520P9............... 130150-0240. ...... D-120 50M ...l 130099-0068......... 12 553W ...l 130098-0086........ (12
50R7............... 130150-0242....... D-120 552IMSS ..., 130097-0321........ 24 5532WBLK ........... 130098-0087 ........ 13
520R9...........eil. 130150-0244....... D-120 S5522NM. ...l 130099-0069........ 12 5533 130098-0089........ 18
5252DW............. 130148-0075. ....... D-67 55228S. ...l 130098-0048........ 24 5533M ... 130099-0089........ 18
5252DWBLK . ......... 130148-0076. ....... D-67 5500 ...l 130098-0049........ 12 5533W ... 130098-0090......... ¢-18
5261DW............. 130149-0087 ........ D-67 523l 130098-0050......... ¢-18 53 130097-0327........ 12
526TDWI ............ 130149-0088. ....... D-67 S553M ... 130099-0070........ 18 558AM ...l 130099-0090........ 12
5262DW............. 130148-0083. ....... D-67 S523NM. ...l 130099-0071........ 18 5534MSS ............ 130097-0328........ 24
5262DWQR........... 130148-0084. ....... D-67 S5523W ...l 130098-0051........ 18 55348S. ... 130098-0243........ 24
52620W1 ............ 130148-0086. ....... D-67 5. 130098-0052......... 12 5534w 130098-0092......... 12
XXX molex www.molex.com/woodhead
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5535 130098-0093........ (-18 5546NM............. 130099-0111........ (16 5557NM . ...l 130099-0130........ 21
5535M ...l 130099-0091........ (-18 5546SS.............. 130098-0248........ (-24 555IW ...l 130098-0160........ 21
5535W ...l 130098-0095........ (18 5546W . ............. 130098-0133........ (16 5558, ...l 130098-0161........ (16
5536, . ...l 130098-00%........ C-14 5547 .o 130098-0134........ 21 5558M . ...l 130099-0131........ C-16
5536M . ............. 130099-0092........ 14 S547NM . .......... L. 130099-0112........ 21 5558MSS ............ 130097-0632........ (-24
5536MSS ............ 130097-0329........ (-24 554IW . ...l 130098-0135........ 21 5558NM . ............ 130099-0132........ (16
5536NM . ............ 130099-0093........ 14 5548. .. ... 130098-0136........ (16 555888, ...l 130098-0253........ (-24
5536SS.............. 130098-0246. . ...... (-24 5548M . ............. 130099-0113........ (16 5558W. ... ... 130098-0164........ (16
5536W.............. 130098-0099........ 14 5548MSS ............ 130097-0334........ (-24 5558WBLK ........... 130098-0429........ C-16
5536WBLK ........... 130098-0100........ C-15 5548NM . ............ 130099-0114........ C-16 5559, 130098-0165........ 21
5537 130098-0101........ (-20 5548SS.............. 130098-0249........ (-24 5560................ 130098-0166........ (16
553TM ... 130099-0094........ (-20 5548W.............. 130098-0137........ (16 5560M .............. 130099-0134........ C-16
5537NM . ...l 130099-0095........ (-20 5549. .l 130098-0138........ 21 5560MSS ............ 130097-0338........ (-24
553TW . ...l 130098-0102........ (-20 5549NM . ............ 130099-0115........ 21 5560NM . ............ 130099-0135........ (16
5538, ...l 130098-0103........ (-14 5550, ...l 130098-0139........ C-16 55608S.............. 130098-0254........ (-24
5538M . ...l 130099-00%........ (14 55501, ........ ... 130023-0001......... F-6 550W.............. 130098-0167........ C-16
5538MSS ............ 130097-0330........ (-24 55502 .............. 130023-0002.......... F-6 5560WBLK .. ......... 130098-0168........ (16
5538NM . ............ 130099-0097........ 14 55503............... 130023-0003.......... F-6 5561, ...l 130098-0169........ 21
55388S. ...l 130098-0106........ (-24 55504............... 130023-0004. ........ F-6 55 IM.............. 130099-0136........ 21
5538W.............. 130098-0107........ 14 5550M . ............. 130099-0116........ C-16 556 INM . ............ 130099-0137........ 21
5538WBLK ........... 130098-0108........ C15 5550MSS ............ 130097-0631........ (-24 55IW.............. 130098-0170........ 21
5539, e 130098-0109........ (-20 5550NM . ............ 130099-0117........ C-16 5562................ 130098-0171........ (16
553OM ...l 130099-0098........ (-20 55508S............L. 130098-0250........ (-24 5562MSS ............ 130097-0633........ (-24
5539NM . ...l 130099-0099........ (-20 5550W .. ...l 130098-0141........ (16 55628S.............. 130098-0255........ 24
553W ...l 130098-0111........ (-20 5551 130098-0142........ 21 552W.............. 130098-0172........ (16
5540................ 130098-0112........ (-14 555IM ...l 130099-0118........ 21 5563................ 130098-0173........ 21
5540M . ............. 130099-0100........ 14 5552, 130098-0143........ (16 5568................ 130098-0174........ 17
5540MSS ............ 130097-0331........ (-24 S5552M ...l 130099-0119........ (16 5569. . ...l 130098-0175........ (-22
5540NM . ............ 130099-0101........ 14 555MSS ............ 130097-0335........ (-24 5570, ...l 130098-0176........ 17
55408S.............. 130098-0113........ (-24 5552NM . ............ 130099-0120........ C-16 5571 e 130098-0177........ (-22
5540W.............. 130098-0114........ 14 55528S. ...l 130098-0145........ (-24 5572 o 130098-0178........ 17
5540WBLK .. ......... 130098-0115........ C15 5552W .. ............ 130098-0146........ C-16 5573, 130098-0179........ (-22
5541, ...l 130098-0116........ (-20 5552WBLK ........... 130098-0147........ (16 5574. ...l 130098-0180........ 17
S554IM ...l 130099-0102........ (-20 5553, 130098-0148........ 21 5575, e 130098-0181........ (-22
S554IW. ... 130098-0117........ (-20 5553M .............. 130099-0121........ 21 5576.. ...l 130098-0182........ 17
5542. ...l 130098-0118........ (-14 5553NM............. 130099-0122........ C-21 5577, e 130098-0184........ (-22
S542M .. ...l 130099-0104........ 14 5553W . ... 130098-0149........ C-21 5580........iiall 130098-0185........ (13
5542MSS ............ 130097-0332........ (-24 5554, ...l 130098-0150........ (16 5580W.............. 130098-0186........ (13
S5542NM............. 130099-0105........ 14 5554M ...l 130099-0123........ C-16 5581, .. 130098-0187........ 19
55428S. ... 130098-0426........ (-24 5554MSS ............ 130097-0336........ (-24 5582, .. 130098-0188........ 13
554W . ...........L. 130098-0121........ (-14 5554NM............. 130099-0124........ C-16 5582W .. ...l 130098-0189........ (13
5542WBLK .. ......... 130098-0122......... (15 5554SS. ...l 130098-0251........ (-24 5583, ...l 130098-0190........ 19
5543. ...l 130098-0123........ (-20 5554W . ... ... 130098-0151........ (16 5584, ... ...l 130098-0191........ (15
5543M . ...l 130099-0106........ (-20 5554WBLK ........... 130098-0152........ C-16 5585, o 130098-0239........ (-20
5543NM . ............ 130099-0107........ (-20 5555 130098-0153........ 21 5586..............l 130098-0192........ (15
5543W . ............. 130098-0125........ (-20 5555M ...l 130099-0125........ C-21 5587 130098-0193........ (-20
5544. ... ............ 130098-0126........ (-14 5555NM . ...l 130099-0126........ 21 5594-004............ 130098-0195........ (13
554AM .............. 130099-0108........ 14 5555W ...l 130098-0154........ 21 5594-004W . ......... 130098-019%........ (13
5544MSS ............ 130097-0333........ (-24 5556, .. ...l 130098-0155........ C-16 5594-005............ 130098-0197........ (13
5544SS.............. 130098-0128........ (-24 5556M . ............. 130099-0127........ (16 5594-005W .......... 130098-0198........ (13
5544W .............. 130098-0129........ 14 5556MSS ............ 130097-0337........ (-24 5594-006............ 130098-0199........ (13
5545, ..l 130098-0130........ (-20 5556NM . ............ 130099-0128........ C-16 5594-006W .......... 130098-0200........ (13
5545M ...l 130099-0109........ (-20 55568S.............. 130098-0252........ (-24 5594007 ............ 130098-0202........ (13
5545W .. ...l 130098-0131........ (-20 5556W . ............. 130098-0157........ C-16 5594-007W .......... 130098-0203........ (13
5546................ 130098-0132........ (16 5556WBLK ........... 130098-0158........ C-16 5594-008............ 130098-0204........ (13
5546M . ............. 130099-0110........ C-16 5557 o 130098-0159........ 21 5594-008W .......... 130098-0205........ (13
5546MSS ............ 130097-0630........ (-24 555IM ...l 130099-0129........ 21 5595004............ 130098-0207........ 19
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5595-004W .......... 130098-0208........ 19 5634NM . ............ 130099-0174........ (-28 61450............... 130104-0082. ........ A5
5595-005W .......... 130098-0210........ 19 5635M .............. 130099-0175........ (-28 61450A143 .......... 130104-0083......... A5
5595-006W .......... 130098-0241........ 19 5635NM . ............ 130099-0176........ (-28 61450A163 .......... 130104-0086. ......... A5
5595-007W .......... 130098-0238......... 19 5636M .............. 130099-0177........ 29 614508143 .......... 130104-0084......... A5
5595-008............ 130098-0212........ 19 5636NM . ............ 130099-0178........ 29 614508163 .......... 130104-0087.......... A5
5595-008W .......... 130098-0213........ 19 5637M . ............. 130099-0179........ C-29 61450D143 .......... 130104-0085.......... A5
5599, i 130099-0141........ (-23 5637NM . ............ 130099-0180........ C-29 61450D163 .......... 130104-0088......... A5
5600................ 130099-0142........ (-23 5638M .............. 130099-0181........ 29 01451, .............. 130104-0054......... A-8
5601................ 130099-0143........ (-23 5638NM . ............ 130099-0182........ 29 01451, .............. 130104-0095.......... A5
5602................ 130099-0144........ (-23 5639M . ............. 130099-0183........ 29 01452 .............. 130104-0055......... A-8
5603................ 130099-0145........ -23 5639NM . ............ 130099-0184........ (29 01452 .............. 130104-00%......... A5
5604................ 130099-0146.......... (-23 5640M . ............. 130099-0185........ (-28 01455, .............. 130104-0056. ........ A-8
5609................ 130099-0147........ (-23 5640NM . ............ 130099-0186........ (-28 01455, .............. 130104-0097.......... A5
5610................ 130099-0148........ (-23 5641INM . ............ 130099-0103........ (-20 01457............... 130104-0098. ... .. A5, A-8
111 I 130099-0149........ (-23 5645M . ............. 130099-0187........ (-28 o3Wed .............. 130155-0104. ... D-4, D-46
5612................ 130099-0150........ -23 5646M . ............. 130099-0188........ 29 03W65.............. 130155-0105. ... D-4, D-46
5613................ 130099-0151........ 23 5647M . ............. 130099-0189........ 27 0AW04 . ............. 130146-0139....D-5,D-20
5614................ 130099-0152........ (-23 5648M .............. 130099-0190........ 27 04WO07 .............. 130146-0140. . ..D-5,D-35
5620................ 130098-0235........ (14 56620W............. 130148-0111........ D-70 0AW34.............. 130146-0141....D-5,D-26
5620M .............. 130099-0153........ (14 5662DWQR............ 130148-0112........ D-70 04W47 .. ... ...... 130146-0142....D-5,D-24
5620NM . ............ 130099-0154........ (14 5666................ 130144-0065. . ..D-7,D-70 04W49 .. ... ...... 130146-0143....D-5,D-25
5620W.............. 130098-0215........ (14 5669................ 130144-0067 . ...D-7,D-70 0aW6d . ............. 130147-0122. ... D-5, D-47
5620WBLK .. ......... 130098-0216........ C15 5766................ 130144-0069. . ..D-7,D-72 6503................ 130155-0107........ E-33
5621................ 130098-0217........ (-20 5769................ 130144-0071....D-7,D-72 o5W04 .............. 130018-0366. ... D-5,D-20
5621W.............. 130098-0218........ (-20 SOW07 ...l 130146-0114. ........ D-5 O5WO07 .............. 130146-0145....D-5,D-35
5622................ 130098-0236........ (14 SOW33. ...l 130146-0115....D-5,D-16 65WO7DPLX . ......... 130146-0146. ... D-5,D-35
5622M . ............. 130099-0157........ (14 SOW47 ...l 130146-0116....D-5,D-11 65W34.............. 130146-0147 . ...D-5,D-26
5622MSS ............ 130097-0340......... (-24 S50W48.............. 130146-0117....D-5,D-18 65W34DPLX . ......... 130146-0148. ... D-5,D-26
5622NM . ............ 130099-0158........ (14 S50W49 ...l 130146-0118....D-5,D-12 65WA7 ... 130146-0149....D-5,D-24
56228S.............. 130098-0244........ (-24 600................. 130152-0016........ A-35 65WA7BLK ........... 130146-0150........ D-24
5622W.............. 130098-0221........ (14 601................. 130152-0020.......... A-35 65WA7DPLX . ......... 130146-0151....D-5,D-24
5622WBLK .. ......... 130098-0222. ....... C-15 603................. 130144-0094........ A-35 65WA7DPLXGF ........ 130155-0108........ D-24
5623................ 130098-0223........ (-20 606................. 130152-0021........ A-35 65W49 ...l 130146-0153....D-5,D-25
5623M . ............. 130099-0159........ (-20 60W07 .............. 130146-0121....D-5,D-19 65WAIDPLX . ......... 130146-0154....D-5,D-25
5623NM . ............ 130099-0160........ (-20 60WO7DPLX .......... 130146-0122....D-5,D-19 66WO07 .............. 130146-0155....D-5,D-21
5623W.............. 130098-0224........ (-20 60W33.............. 130146-0123....D-5,D-16 66WO08.............. 130147-0124....D-5,D-36
5024................ 130098-0225........ 14 60W33DPLX .......... 130146-0125....D-5,D-16 66W09.............. 130147-0125....D-5,D-48
5624M . ............. 130099-0161........ (14 60W33DPLXGF . ....... 130155-0091........ D-16 66WI0.............. 130147-0126....D-5,D-53
5624MSS ............ 130097-0341........ (-24 60W34 .............. 130146-0127....D-5,D-13 66WA7 ... ..... 130147-0127....D-5,D-29
5624NM . ............ 130099-0162. ....... (-14 60W34DPLX . ......... 130146-0128....D-5,D-13 66W48 . ............. 130147-0128....D-5,D-30
5624SS.............. 130098-0245. ........ -24 60W47 .............. 130146-0129....D-5,D-11 66W49 .. ............ 130147-0129....D-5,D-31
5624W.............. 130098-0227........ (-14 60W47BLK .. ......... 130146-0130........ D-11 66W74.............. 130147-0131....D-5,D-39
5624WBLK .. ......... 130098-0228........ (15 60W47DPLX . ......... 130146-0131....D-5,D-11 66W75.............. 130147-0132....D-5,D-40
5625................ 130098-0229........ (-20 60W47DPLXGF ........ 130155-0092........ D-11 66W76.............. 130147-0133....D-5,D-41
5625M . ............. 130099-0227........ (-20 o60W48 . ............. 130146-0133....D-5,D-18 66WB1 .............. 130147-0134....D-5,D-50
S5625NM . ............ 130099-0163........ (-20 60W48DPLX . ......... 130146-0135....D-5,D-18 66W82.............. 130147-0135....D-5,D-51
5625W.............. 130098-0230........ (-20 60W49 . ............. 130146-0137....D-5,D-12 66W83.............. 130147-0136. . .. D-5, D-52
5628M .............. 130099-0164........ (-28 60W49DPLX . ......... 130146-0138....D-5,D-12 6702................ 130185-0358........ E-33
5630M.............. 130099-0165........ 27 61430............... 130104-0041......... A-8 6703................ 130155-0109........ E-33
5630NM ............. 130099-0166........ 27 61430A143 .......... 130104-0042. ........ A-8 /W07 .............. 130146-0156. ... D-5,D-21
563IM.............. 130099-0167........ 27 61430A163 .......... 130104-0043.......... A-8 67WO7DPLX . ......... 130146-0157....D-5,D-21
563INM . ............ 130099-0168........ 27 614308143 .......... 130104-0044. ........ A-8 67/W08.............. 130147-0137....D-5,D-36
5632M . ............. 130099-0169........ 27 614308163 .......... 130104-0045.......... A-8 o/W09.............. 130147-0139....D-5,D-48
5632NM . ............ 130099-0170........ 27 614300143 .......... 130104-0048......... A-8 6/WI0.............. 130147-0140....D-5,D-53
5633M . ............. 130099-0171........ (-28 614300163 .......... 130104-0049......... A-8 o/WAT ... 130147-0141....D-5,D-29
5633NM . ............ 130099-0172........ (-28 01435, .............. 130104-0057.......... A-8 o/WATBLK ........... 130147-0142........ D-29
5634M . ............. 130099-0173........ (-28 61436............... 130104-0057.......... A5 67WA7GF............ 130155-0110........ D-29
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6TWAS .............. 130147-0144....D-5D-30 | 8510................ 130110-0023........ A30 | 92443............... 130083-0234........ B-10
6TWAY ... 130147-0145....D-5,D-31 | 85125............... 130144-0077....... D136 | 92444............... 130083-0236...... ... B-10
6TW6d . ... 130147-0146....D-5,D-34 | 85262DW............ 130148-0114. ... D67 | 92463............... 1300830237 ........... B-10
OIWTA . ... 130147-0147....D-5,D-39 | 852620WI ........... 130148-0115........ D67 | 92464............... 130083-0238.......... B-10
OTWTS ... 130147-0149....D-5,D-40 | 85262DWR........... 130148-0116......... D67 | 92481............... 130083-0239........ B-10
6TWT6 ... 130147-0150. ... D-5,D-41 | 85262DWW .......... 130148-0117........ D67 | 92482............... 130083-0240......... B-10
6TWST ... 130147-0151....D-5,D-50 | 85266............... 130144-0078......... D66 | 92501AN ............ 130084-0119......... B-13
67WSTBLK ........... 130147-0152......... D-50 | 85266YL............. 130144-0079........ D66 | 92502N ............. 130084-0120......... B-13
6TW82 .............. 130147-0153....D-5,D-51 | 85269............... 130144-0080.. ... ... D66 | 925TIAN ............ 130084-0121.......... B-13
6TW83.............. 130147-0154....D-5,D-52 | 85269YL............. 130144-0081........ D66 | 92512AN ............ 130084-0123......... B-13
68WO8 .............. 130147-0155....D-5,D-38 | 853620W............ 130148-0118........ D74 | 92512BN............ 130084-0124 ... B-13
68WAT ... 130147-0157....D-5,D-32 | 85362DWBLK......... 130148-0119........ D74 | 92526BN ............ 130084-0128........ B-13
68WAS . ............. 130147-0158....D-5,D-33 | 853620WI ........... 130148-0121........ D74 | 9253.........iii... 130083-0242. ... B-10,
08WA9 . ............. 130147-0005.......... D-5 | 85362DWR........... 130148-0122......... D-74 B-11,8-12
68WT4 ... 130147-0159....D-5,D-42 | 853620WW .......... 130148-0123........ D74 | 925316105.......... 130083-0245............. B-11
6OWI5. ... 130147-0160....D-5,D-43 | 85366............... 130144-0082.... ... D73 | 9253-3000........... 130083-0246............. B-12
08W76.............. 130147-0161....D-5,D-44 | 85369............... 130144-0084........ D73 | 93N ............. 130084-0129........... B-13
68WI7 ... 130147-0162....D-5,D-45 | 8540M.............. 130110-0026..... ... A3l | 93N L 130084-0131........... B-13
68WST .............. 130147-0163....D-5,D-54 | 8540P............... 130110-0027......... ASL | 9IS 130084-0132......... B-13
6BWB2.............. 130147-0164.... D-5,D-55 | 85447............... 130144-0087 .. D-66,D-136 | 92334N............. 130084-0133......... B-13
68WB3.............. 130147-0165.... D-5,D-56 | 85447L.............. 130144-0088.. D-66,D-136 | 92335AN............ 130084-0134........ B-13
6902 ... 130155-0017......... E33 | 85447MB............ 130149-0094. ........ D-67 | 92535BN............ 130084-0135........ B-13
6903, ... ..euennn. 130155-0018.......... E33 | 85547............... 130144-0089......... D-66 | 92536N............. 130084-0136........ B-13
G9WO08 .............. 130147-0166....D-5,D-38 | 8565................ 130110-0031........ A29 | 924N L. 130084-0138......... B-13
0OWAT ... 130147-0168....D-5,D-32 | 8565-LED............ 130110-0060. ........ A29 | 9254 ... 130084-0139......... B-13
0OWA8 .............. 130147-0169....D-5,D-33 | 8565MH ............ 130110-0035.......... A29 | 92543N ... 130084-0140.......... B-13
6OWA9 .. ... 130147-0170......... D-5 | 8565F............... 130110-0033........ A29 | 9ZMAAN............ 130084-0141......... B-13
BOWT4 ... 130147-0173....D-5,D-42 | 8565F-LED ........... 130110-0061......... A29 | 9LAMBN............ 130084-0142.......... B-13
BOWT5 ... 130147-0174....D-5,D-43 | 8565FMH............ 130110-0034........ A29 | 92545AN ............ 130084-0143.......... B-13
6OWT6.............. 130147-0175....D-5,D-44 | 8575MH ............ 130110-0038........ A30 | 92545BN............ 130084-0144.......... B-13
QW77 ..o 130147-0176....D-5,D-45 | 8575-MH-PS.......... 130110-0050. ........ A30 | 92546N ............. 130084-0145.......... B-13
GOWST .............. 130147-0177....D-5,D-54 | 8664................ 130142-0051........ D6, | 9256IN............. 130084-0146.......... B-13
GOW82 .. ... 130147-0178. ... D-5, D-55 D-78,D-133 | 92562AN ............ 130084-0147......... B-13
GOWs3 130147-0179. . D-5,D-56 | 8665............... 130142-0052. ... ... D-6, | 92562BN............ 130084-0148.......... B-13
TOW33AI23.......... 1301380076 ... E31 D-78,D-133 | 9256aN ............. 130084-0149. ... B-13
70W33A] 23GF ........ ] 30] 380077 ........ E-3] 9206 ................ ] 30083-0222 ........ B-]O 9258] N ............ '| 30084_0] 50 ........ B] 3
70w33“ 23 .......... ] 30] 380079 ........ E-3] 9208 ................ ] 30083-0223 ........ B-]O 92582N ............ '| 30084_0] 5] ........ B] 3
70W33MI23. ......... 130138-0081........ E3 | U 130083-0224... B-10,B-11 | 99583 ............. 130084-0152......... B-13
70W33MI236F... ... 130138-0082. . ...... g3 | 922416105 130083-0766......... BT | 92631............... 130085-0359........ B-14
TOWATAT436F .. ... 130138-0083. . ...... £ | 922486............. 1300830767 ........... BT | 92632............... 130085-0360.. .. ... . B-14
T0WATLIA3 ... 130138-0085. . ...... £3 | 9B 130083-0225... B-10,B-11 | 99633............... 130085-0361 ... B-14
TOWATLIA3GF .. ... 130138-0086. . ...... £ | 9228-10605.......... 130083-0772............. BT | 92642............... 130085-0363.. ... . B-14
TOWATM143. ... ... 130138-0087.. ... £y | 9228-16105.......... 130083-0773............. BT | 92643............... 130085-0364. ... B-14
TOWATMI436F. . ... .. 130138-0088. . ...... £y | 922886............. 130083-0775............. BT | 92661............... 130085-0365.... ... . B-14
7420 130203-1295. . F7,F13 9234 ... 130083-0227 ........ B-10 92663 .. ... 130084-0155. .. ... .. B-13
TWATLIAS ... 130135032, ....... £31 | BB 130083-0228.......... B10 | 92681............... 130085-0366.. ... B-14
TI6AN .. 130155-0122. . ... pan | 0L 130083-0229............ B-10 | 92702............... 130085-0367........ B-14
765N 130155-0123. .. . D-111 92402............... 130083-0230........ B-10 9712, ... 130085-0368 . ... ... B-14
TIWAIMI23GF. . ... ... 130138-0095. . ... .. E-31 2] | 130083-0231........ B-10 9272. .............. 130085-0949 . ....... B-14
8500, .. ... 1300910192, ...... A0 | ML 130084-0318......... B-10 | 99733............... 1300850370 .. ... B-14
85000 .. ............ 1301410070 .. ... ... D65 | M. 130083-0232... B-10,8-12 | 99735............... 130085-0905........ B-14
85002 .. ............ 1301410071 .. ... D65 | 924331533.......... 130083-0781............. B12 | 99736............... 130085-0372........ B-14
8500M .. ............ 1301100021 .. ...... A0 | 924331547 130083-0782.......... B12 | 99742............... 130085-0373........ B-14
85050. ... 130144-0075. . D-66, D136 | 2433-3000.......... 130083-0784........ B12 | 92743............... 130085-0374........ B-14
85053 ... 1301440076 .. ... ... D73 | 92433-3070G......... 130083-0786......... B12 | o9744.............. 130085-0375........ B-14
8506, .. ... 130135-0323.. ...... A0 | 92433-3080.......... 130083-0787............. B12 | 99745, 1300850376 ... ... B-14
8506M .. ... 1301100022, ...... A0 | MM 130083-0233... B-10,8-12 | 99746............... 1300850377 ......... B-14

92434-3080.. ... 130083-0913.......... B12 | 99762............... 130085-0379........ B-14
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92764. .............. 130085-0025......... B-14 | 980A-83............. 130091-0030......... B6 | (S8365N............. 130155-0157...... D-7, D-109
92782, ... 130085-0381........ B-14 | 990................. 130091-0045. .8-5,B-6,B-7 | (58369.............. 130155-0158.. .. D-7, D-109
92783.. ... 130085-0382.......... B-14 | 990-106US........... 130091-0049......... B7 | (S8375.............. 130155-0159.. ... D-7, D-109
930, .t 130087-0057 . ........ B-19 | 990-1547............ 130091-0053......... B-8 | (S83W64............ 130155-0160.. ... . D-4, D-47
9306, ...\, 130083-0247........ B-10 | 990-16105........... 130091-0055......... B7 | (SB3W65............ 130155-0161 ... D-4, D-47
9308. .. ..ot 130083-0248........ B-10 | 990-2710S........... 130091-0056......... B7 | (S8AW64 ............ 130155-0166.. . . . D-4, D-34
9308123 ............ 130087-0058......... B-19 | 990-3000............ 130091-0057.......... B-8 | (SBAW6S............ 1301550167 ... . D-4, D-34
9308143 ............ 130087-0059........ B-19 | 990-30706........... 130091-0059.......... B-8 | DA230.............. 130161-0005......... B-20
9300123 ..o 130087-0063........ B-19 | 99083.............. 130091-0061.......... B6 | DA300.............. 130161-0006.. . .. ... B-20
9300143 ............ 130087-0064. ... B-19 | 99086.............. 130091-0062. ......... B6 | DA330.............. 130161-0007 . ........ B-20
9358, ..ttt 130083-0249. . ... B-10, | 990A-83............. 130091-0064 . . ....... B-6 | DB3SO.............. 130161-0009......... B-20
BILB12 | 997, ... 130091-0085.......... B5 | DB400.............. 130161-0012......... B-20
9358-106US.......... 130083-0250. ... BT | 997.1547............ 130091-0087........... B8 | DBASO.............. 130161-0014. ........ B-20
93581547 ........... 130083-0252......... B12 | 997.3000............ 130091-0090........... B8 | DWAF20............. 130150-0325........ D-60
9358-16105.......... 130083-0852......... B11 | 997:30706........... 130091-00%........... B8 | DWAM20............. 130150-0320.......... D-60
9358-3070G.......... 130083-0254......... B12 | 9971 130091-0210........... B-5 | DW730-30F........... 130155-0190.......... D-60
9363t 130083-0262......... B-10 | 997L1547........... 130091-0213........... B8 | DW730-30M.......... 130155-0182........ D-60
9367, 130083-0263......... B-10 | o9971-2547........... 130091-0211.......... B8 | DW730-30R.......... 130155-0183........ D-60
9383 130083-0264. .. B-10,B-12 | 9971.3000........... 130091-0214.......... B8 | DW760-60F........... 130155-0184........ D-60
9383-1533........... 130083-0265......... B12 | 9971-3070G.......... 130091-0212......... B8 | DW760-60M.......... 130155-0185........ D-60
93831547 ........... 130083-0266.......... B12 | 998................. 130091-0202.......... B-5 | DW760-60M38........ 130155-0192........ D-60
9383-3000........... 130083-0269......... B-12 | 9981533............ 130091-0203........... B8 | DW760-60M75........ 130155-0186......... D-60
9383-3070G.......... 130083-0270......... B-12 | 998-3070620......... 130091-0204.......... B8 | DW760-60R .......... 130155-0187......... D-60
9383-3080........... 130083-0271............ B-12 | 998-3080............ 130091-0201.......... B-8 | ERA4000............. 130083-0286.......... B-20
9385 130083-0279.... B-10,B-12 | 9981, .. ............. 130091-0205.......... B-5 | ERA4040............. 130083-0287......... B-20
9385-3080........... 130083-0280......... B-12 | 998L-1533........... 130091-0208........... B8 | ERA4I50............. 130083-0288.......... B-20
9394 130083-0284........ B-10 | o998L2747........... 130091-0206. ........ B8 | ERA4250............. 130083-0289........ B-20
9451547 ... 130090-0008.......... B-8 | 9981-3070620........ 130091-0207.......... B8 | ERA4940............. 130083-0291......... B-20
9453 130090-0009.. .B-5, B-6,B-7 | 99813080 ........... 130091-0209......... B8 | SBG2500............. 130110-0042......... A-30
945386 ............ 130090-0010.......... B6 | (S6364N............. 130155-0133. ...... D-108 | SBS2500............. 130110-0043........... A-30
9501, 130226-1600.. ... B-14 | (S6365N............. 130155-0134. ...... D-108 | STRION.............. 1301120246 ........ A-37
9503 130226-1601 ... B-14 | (56369.............. 130155-0135...D-7,D-108 | STRI05.............. 130112-0258.......... A-37
9504 ... 120226-1602......... B-14 | (S6375.............. 130155-0137...D-7,D-108 | WI3C-20............. 130109-0017......... A22
9505 .. 130086-0177........... B-14 | cS63wed............ 130155-0141....D-4,D-46 | WI3F-20............. 130109-0020.......... A23
963 130090-0015........... B7 | CS63We5............ 130155-0142....D-4,D-46 | WI6C-25............. 130109-0026. ........ A22
965, 130090-0018........... B7 | Cs8164N............. 130155-0144...D-7,D-110 | WI6C-50............. 130109-0027 . ........ A22
966.............ciis 130090-0019.......... B8 | CsB16N............. 130155-0145...D-7,D-110 | WI6F-25............. 130109-0028.......... A-23
980, 130091-0013..B-5,B-6, B-7 | (58169.............. 130155-0146...D-7,D-110 | WT6F-50............. 130109-0029........ A23
980-16105........... 130091-0020............ B7 | S8175.............. 130155-0147...D-7,D-110 | Y5608............... 130150-0280. ... ... D-119
980-2710S........... 130091-0021......... B7 | cs8iwed............ 130155-0148....D-4,D-47 | YS60CF.............. 130150-0282. ... ... D-119
980-3000............ 130091-0023.......... B8 | csgiwes............ 130155-0149....D-4,D-47 | YS60PF.............. 130150-0284. .. . ... D-119
980-30706............ 130091-0025......... B8 | csgawed............ 130155-0154....D-4,D-34 | YS60R............... 130150-0285... ... D-119
980-83.............. 1300910027 .......... B6 | csgawe5............ 130155-0155....D-4,D-34 | YS61R............... 1301500287 ... ... D-119
980-86.............. 130091-0028......... B-6 (S8364N. ............ 130155-0156. .. D-7, D-109
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