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PANEL CUTOUT
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. (2X) 9 PIN D-SUB CONFIGURED
I E FEMALE EXTERIOR / [116.9]
. MALE INTERIOR 4.60
,, O& BI@E % RJ45 Cat 5e Jack
EXTERIOR/INTERIOR |
(X4) USE PH2 SCREW
DRIVER ON MOUNTING
SCREWS. (REF. MOUNTING
SCREW TORQUE])
ROTATE TWO TURNS COUNTER PIC RATINGS/SPECIFICATIONS
CLOCKWISE TO RELEASE THE VOLTS: 105V
TURN BUCKLE PRIOR TO TIGHTENING ANPS: .
TURN BUCKLES ROTATE 90 DEG. INTO 2:3&\:“'__ 105'; 12
THEIR CLAMPING POSITION AS YOU PANEL THICKNESS: 5 omm max
~ TIGHTEN THE MOUNTING SCREWS. DO MOUNTING SCREW TORQUE: 10.8Nm
NOT OVER TORQUE. TERMINAL BLOCK TORQUE: 0.5N-m
INCOMING POWER WIRE SIZE: 0.2 - 2.5sgmm / 28-12AWG
HOUSING MATERIALS UNLESS OTHERWISE SPECIFIED: | pgawn sy DG
B/ BODY: NICKEL PLATED ZINC ;e\ 10ns ARE IN INCHES DRAWN DATE | 12/06/2016 MENCOM CORPORATION
L GASKETS: PUR FIPG AND [MM] ST R TTLE:
FRONT COVER: POLYCARBONATE
SLlDE LATCH TO OPEN/CLOSE ‘ . LATCH & LOCK: PBT CHECK DATE  12/29/2016 SMPLX 2 D89 RJ45 3A LP2
ROTATE LOCK TO LOCK CLOSED - BACK COVER: POLYPROPYLENE ’ ’ T
DETA”_ A PROPRIETARY AND CONFIDENTIAL COMMENTS:
SCALE1: 1 e T SZE DWG. NO. REV
gEEP%%gﬁc?%iPﬁRxggRégA WHOLE FINISH B LPQ_DP] _QDBQ_RJ45_R A
gAREgﬁgTAQDc?ORPORAHON N DO NOT SCALE DRAWING SCALE: 1:2 WEIGHT: SHEET 1 OF 1

8 7 6 5 4 3 2 1



	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View5
	Detail View A (1 : 1)


