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Voltage Rating:  150V
Current Rating:     8A
Seal Rating:         IP67

CABLE GLAND RANGE: 0.197 - 0.512" [5 - 13MM]
CONNECTION MADE VIA SOLDER CUPS

REVISIONS

REV. DESCRIPTION DATE APPROVED

A Redrawn in SW 7/27/2006

D

C

B

AA

B

C

D

12345678

8 7 6 5 4 3 2 1

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
MENCOM CORPORATION.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
MENCOM CORPORATION IS 
PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

MATERIAL

FINISH

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

COMMENTS:

NAME

TITLE:

SIZE

B
DWG.  NO. REV

WEIGHT: SCALE: 1:1

UNLESS OTHERWISE SPECIFIED:

A
SHEET 1 OF 1

MCV-19FP-FW-R
DO NOT SCALE DRAWING

MENCOM CORPORATION
BEMDIMENSIONS ARE IN INCHES

AND [MM]


	Sheet1
	Drawing View1
	Drawing View2


