MATERIALS:

INSULATOR:
BODY:
O-RING:
CONTACTS:
SEAL:
TEMP:

0.125
(4X)

POLYMIDE
NICKEL PLATED BRASS
FPM
COPPER ALLOY WITH GOLD PLATING
IP67
(-40 - 105°C) (-40°F to + 221°F)
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
MENCOM CORPORATION. ANY
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
MENCOM CORPORATION IS

PROHIBITED.
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139.4]
1.55

VOLTS
AMPS
TEMP:

UNLESS OTHERWISE SPECIFIED: | prawn sy GO

DIMENSIONS ARE IN INCHES
AND [MM]
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AXIAL
O-RING

CONNECTION MADE VIA CRIMP CONTACTS
(ORDERED SEPARATELY )

PINS1-4

WIRE AWG |PART NUMBER
12 MCVH-MR-PIN-12
14-16 |MCVH-MR-PIN-16
20-24 |MCVH-MR-PIN-20
om0 MENCOM CORPORATION
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