8 7 6 5 4 3
PIN# COLOR PIN# COLOR

1 VIOLET 11 BLACK

2 RED 12 GREEN/YELLOW

3 GRAY 13 YELLOW w/BROWN

4 RED w/BLUE 14 BROWN w/GREEN PINS 5 7 & 12 ARE 18AWG

5 BLUE 16 WHITE

6 GREEN 16 YELLOW

7 BROWN 17 PINK

8 WHITE w/GREEN 18 GRAY w/BROWN

9 WHITE wW/YELLOW 19 GRAY w/PINK

10 WHITE w/GRAY
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MATERIALS
SHELL: CLEAR ANODIZED ALUMINUM
CONTACTS: GOLD PLATED COPPER ALLOY [32.5]
WIRES:
STYLE: UL 1007/1569 @ ] 28 [325]
AWG: 18/3 & 22/16 ©1.28
JACKET: PVC
VOLTAGE: 300V
INSERT: YELLOW PVC
O-RING: NBR
NUT: NICKEL PLATED BRASS UNLESS OTHERWISE SPECIFIED: | prawn By APR
DIMENSIONS ARE IN INCHES DRAWNDATE | 06/08/2022
AND [MM]
APPROVALS CHECKED BY JUH
Us: UL LISTED CHECK DATE  06/08/2022
CANADA: C-UL LISTED CUT-OUT OPTIONS
ROHS: YES RATINGS: PROPRIETARY AND CONFIDENTIAL VO LTS 300V ENTS:
CE: YES THE INFORMATION CONTAINED IN THIS MATERIAL COMMENTS:
DRAWING IS THE SOLE PROPERTY OF AM PS 6A/1A OR 4A/2A
PIN 12 GROUND gEEP%%%ﬁC?%iAP%RﬁL?gRégA WHOLE FINISH

RATINGS PINS5& 7 300V, 4A  WITHOUT THE WRITTEN PERMISSION OF TEM P ] O5OC

PROTECTION CLASS: IEC IP69
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MENCOM CORPORATION IS
PROHIBITED.

ALL OTHERS 300V, 2A
6 5

DO NOT SCALE DRAWING
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TABLE A
P/N L
MIN-19MR-1-BM 12" [0.3m]
MIN-19MR-2-BM 24" [0.6m]
MIN-19MR-3-BM 36" [0.9m]
MIN-19MR-4-BM 48" [1.2m]
MIN-19MR-6-BM 72" [1.8m]

MIN-19MR-10-BM
MIN-19MR-15-BM 180" [4.6m]

MIN-19MR-20-BM 240" [6.1m]

OTHER LENGTHS AVAILABLE
PLEASE CONSULT FACTORY

MENCOM CORPORATION

TITLE:

120" [3.1m]

19 PL MIN ML RECP

SIZE DWG. NO. REV
B MIN-T9MR-ZZ-BM A
SCALE: 3:2 WEIGHT: SHEET 1 OF 1
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