PANDUIT P/N WEIGHT
EDOO1 1.9kg
SPECIFICATION:
1. STANDARD
RJ45 CONNECTION MEASURING RANGE: DETECTS LIQUIDS WITH A RESISTANCE OF
<2MOHMS PER CM
S%:; OPERATING RANGE: 0°C - 65°C,10-90% RH NON-CONDENSING
(2367 [32°F - 149°F,10-90% RH NON-CONDENSING]
OPERATIONAL VOLTAGE: 4.2-5.5VOLTS DC

12.36"]

2241
[0.87"

SENSOR BOX

PRODUCT LABEL
ROPE FLUID LEAK CONNECTION

ROPE FLUID LEAK

CURRENT DRAW:

SENSOR HOUSING MATERIAL:
SENSOR HOUSING COLOR:
INTERFACE PLUG:

INTERFACE PLUG HOUSING MATERIAL:
INTERFACE PLUG HOUSING COLOR:

2. ADDITIONAL:
NONE

3. ACCESSORY COMPONENTS:
CABLE TIES, QTY:(5)
ADHESIVE BACKED MOUNT, QTY:(5)

30 mA MAX

ABS, 10% GLASS-FILLED
BLACK

RJ45 COMPLIANT

PC

TRANSPARENT

ADHESIVE BACKED WIRE MOUNT, QTY:(6)
ROPE FLUID LEAK SENSOR EXTENSION, QTY:(1)

NOTES:

1. PRIMARY DIMENSIONS ARE IN MILLIMETERS. SECONDARY DIMENSION

ARE IN INCHES
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