
PANDUIT P/N MATERIAL WEIGHT / PC

UCTH1-V316 316 STAINLESS STEEL 106.0 g
[.234 lbs]

UCTH1-VC COMMERCIAL STEEL /
GALVANIZED

109.5 g
[.241 lbs]

12.0
.47

125.4
4.94

33.8
1.33

NOTES:

1. PRIMARY DIMENSIONS IN METRIC (mm).
   DIMENSIONS IN [  ] ARE ENGLISH [in].
2. THIS PRODUCT INTENDED FOR USE WITH
   TOP-HAT TYPE LADDER RACK IN GALVANIZED
   STEEL, STAINLESS STEEL, OR ALUMINUM
   CONSTRUCTIONS.
3. ADJUSTABLE TO 3 POSITIONS TO
   ACCOMMODATE TOP-HAT WIDTHS AS FOLLOWS:
   - 38mm - 48mm [1.5" - 1.9"]
   - 48mm - 57mm [1.9" - 2.3"]
   - 57mm - 66mm [2.3" - 2.6"]
4. EACH ASSEMBLY INCLUDES:
   (1) SHORT BRACKET PIECE
   (1) RETAINER CLIP
   (1) M8 X 1.25 X 20mm CARRIAGE BOLT
   (1) SERRATED-FLANGE HEX NUT

31.8
1.25

SHORT BRACKET

CARRIAGE
BOLT

RETAINER CLIP

NUT

2.5
.10

14.1
.56

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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