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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND 1S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
NOTES:
. VISIT OUR ON-LINE CATALOG AT WWW.PANDUIT.COM
FOR A LIST OF CURRENT PARTS APPLICABLE FOR
USED TO HANG FROM USE WITH THIS PRODUCT.
SIDE OF BASKET IF DESIRED. 2. DIMENSIONS IN [ 1 ARE METRIC.
3. ALL MATERIALS AND COMPONENTS USED MEET THE
A ﬂ - - o ﬂ MATERIAL RESTRICTIONS OF RoHS (EUROPEAN
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PLATE: PRE-GALVANIZED STEEL
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24" PANDUIT WIRE BASKET WITH SINGLE POST
3093 MANAGEMENT
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) [2 4] TTEM REVISION NAME CUSTOMER DRANING
| r u 00510ZBS/01
= =t T DATASET FILE NAME
POST PRE-ASSEMBLED TO PLATE 00510ZBS_DC/01A mn“IT
B THIRD ANGLE
01A | 3/25/26 | JSP | JAWI | AP |A. UPDATED PLATE 00510ZBS-DC @ PROJECTION
00B | 9/30/25 | JSP | JAWI | AP |INITIAL RELEASE 00510ZBS-DC SEE NOTES 00510/BS -DC
REV| DATE BY CHK | APR DESCRIPTION ECN Jsp 9/30/25 JAWI NONE SHEET 1 OF 1 A
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