
Patch panel CE 1U

CATALOG NUMBER

PAP01CE

This front panel has the same finish as the enclosure and
provides the end user with openings for cabling so that
equipment in the front can be connected with the rear.

FEATURES

Description: For cable entry, with edge protection or for
connectors RJ45. A 20 mm band on one side is left
unpainted on the rear side for optimal earthing with the
19'' profile.

Material: 1.5 mm galvanized steel.

Finish: RAL 7035.

Pack quantity: 1 piece.

PRODUCT ATTRIBUTES

Height: 1.72in

Width: 19in

Depth: 0.79in

Rack Units: 1U

Cable Entry Quantity: 1

Material: Mild Steel

Finish: Powder Coated

Color: Light Gray

Color Code: RAL 7035

Enclosure Material: Mild Steel

ADDITIONAL PRODUCT DETAILS
Other cut-outs and special patch panels are available on request.

WARNING
nVent products shall be installed and used only as indicated in nVent's product instruction sheets and training materials.
Instruction sheets are available at www.nvent.com and from your nVent customer service representative. Improper
installation, misuse, misapplication or other failure to completely follow nVent's instructions and warnings may cause
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product malfunction, property damage, serious bodily injury and death and/or void your warranty.

 

©2026 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of

their respective owners. nVent reserves the right to change specifications without notice.

This document is system-generated. 

Our powerful portfolio of brands:

CADDY ERICO HOFFMAN ILSCO SCHROFF TRACHTE

nVent.com/HOFFMAN | 2

https://www.nvent.com/hoffman

